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METHOD FOR INTERRUPTING A 
TELEPHONE CALL AFTER RECEIVING A 

BUSY SIGNAL 

TECHNICAL FIELD 

This invention relates to a technique for enabling a 
telephone subscriber calling the subscriber’s oWn line to 
interrupt a telephone call on that line after receiving a busy 
signal. 

BACKGROUND ART 

Residential telephone subscribers often ?nd it necessary 
to call their oWn line to communicate With a family member 
or a baby sitter. Often, the reason for making the call may be 
minor. For example, a subscriber aWay from home may Wish 
to remind a family member at home, such as a child, to 
perform some task, such as homework. Some times, the 
reason for calling home may be more important. For 
example, a subscriber Who is traveling may Want to call 
home to alert a family member of a sudden change in plans, 
such as a delayed arrival because of bad Weather. 

Not surprisingly, a subscriber seeking to call his/her oWn 
home number may experience a busy signal as a conse 
quence of a family member using the phone. If the sub 
scriber enjoys call Waiting, the family member using the 
phone hears a pulsed tone indicating an incoming call. In 
response, the family member on the phone can receive the 
incoming call by executing a “?ash” on-hook operation. 
Reception of the “Waiting” call is dependent on Willingness 
of the party on the phone to execute the ?ash on-hook 
operation. In some instances, the party on the phone may 
choose to ignore the pulsed tone signaling a Waiting call. 
Depending on the nature of the call, the party on the phone 
may even choose to disable the call Waiting option, particu 
larly if the party is using the phone to establish a data 
connection to an On-line or Internet Service Provider. 

In addition to call Waiting, a telephone subscriber may 
also subscriber to a netWork-based messaging service that 
records a message When the subscriber’s oWn line is busy or 
does not ansWer. Thus, a subscriber trying to reach his/her 
oWn line can leave a message When the line is busy. 
HoWever, a family member may not necessarily access the 
message on a timely basis, if at all. The subscriber has no 
Way of knoWing Whether the message Was indeed received 
and acknoWledged. 
Most providers of local telephone service alloW their 

operators to interrupt an existing call to a subscriber’s 
premises on an emergency basis. While the subscriber 
seeking to call his/her home may believe that the call is 
important, in actuality, the reason for interrupting the call is 
not likely to be an emergency to justify an operator’s 
intervention. Consequently, Without an actual emergency, a 
subscriber may be unable to reach home because the line is 
busy. 

Thus, there is a need for a technique to alloW a subscriber 
to interrupt a call on the subscriber’s line after receiving a 
busy signal. 

BRIEF SUMMARY OF THE INVENTION 

Brie?y, a technique is provided for alloWing a subscriber 
placing a call through a telecommunications netWork to the 
subscriber’s oWn telephone line to interrupt a call on that 
line. In accordance With the invention, a subscriber placing 
a call to the subscriber’s oWn telephone line is alerted by the 
netWork Whether the line is busy With another call. If the line 
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2 
is busy, the subscriber may enter an interrupt code that 
authoriZes interruption of a call on the subscriber’s oWn line. 
The interrupt code entered by the subscriber is received in 
the netWork Which then veri?es the code to determine 
Whether the code entered corresponds to that associated With 
the subscriber’s line. If so, the netWork alloWs the subscriber 
to interrupt the call on the subscriber’s line. The interruption 
may be accomplished in several Ways. For example, after 
verifying that the subscriber’s interrupt code corresponds the 
code assigned to the subscriber’s line, the netWork may 
interrupt the call by placing a particular signal or an 
announcement on the line indicating to the party on the 
subscriber’s line that an incoming call is Waiting Which may 
be received by executing a ?ash on-hook operation. 
Alternatively, the netWork may interrupt the call on the 
subscriber’s line by bridging the subscriber’s incoming call 
immediately, or after a brief announcement indicating that 
the call Will be bridged. 

BRIEF SUMMARY OF THE DRAWING 

FIG. 1 depicts a block schematic diagram of a telecom 
munications netWork for practicing the call interruption 
method of the invention. 

DETAILED DESCRIPTION 

FIG. 1 illustrates a telecommunications netWork 10 that 
includes a ?rst local or end of?ce telecommunications 
sWitching system 121 maintained by a ?rst Local Exchange 
Carrier (LEC) for providing local service (i.e., dial tone) to 
at least one telephone set 141. In practice, the end of?ce 
telecommunications sWitching system 121 may comprise a 
central of?ce sWitch, such as the SESS sWitch formerly 
manufactured by AT&T. The end of?ce sWitching system 
121 is connected to another end of?ce sWitching system 
located in a different Local Access Transport Area (LATA), 
such as sWitching system 122, by at least one Inter-exchange 
Carrier (IXC) netWork 16, such as the IXC netWork main 
tained by AT&T. 

In the illustrated embodiment, the IXC netWork 16 
includes an Originating Toll SWitching System (OSS) 18 at 
Which calls enter the netWork from an end of?ce sWitching 
system, such as the end of?ce sWitching system 121. The 
OSS 18 typically comprises a model 4ESS sWitch formerly 
manufactured by AT&T. The OSS 18 is connected to a 
Terminating Toll SWitching System (TSS) 20 at Which a call 
terminates the IXC netWork 16 by passing to a LEC termi 
nating end of?ce sWitch, such as end of?ce sWitching system 
122. Like the TSS 20, the OSS 18 typically comprises a 
4ESS sWitch. While the IXC netWork is depicted as com 
prising a single TSS 20 and OSS 18, in practice, the netWork 
may include a plurality of OSS’s and TSS’s connected by 
one or more via toll sWitching systems (not shoWn). 

Like the end office sWitching system 121, the end office 
sWitching system 122 provides local service (i.e., dial tone) 
to telephone sets 142 and 143. Thus, a calling party may 
place a local call via the telephone set 142 through the end 
of?ce sWitching system to a called party via the telephone set 
143 through the end office sWitching system 122. While the 
telephone sets 142 and 143 are connected to each other, 
another party trying to place a call to either of these 
telephone sets Will encounter a busy signal. Typically, the 
busy signal is generated by the end office sWitch serving the 
calling party. Thus, a calling party placing a telephone call 
via telephone set 141 to either of the telephone sets 142 or 
143 Will receive a busy signal from the end of?ce sWitching 
system 121. 
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Presently, most local service providers afford their sub 
scribers the ability to receive a “Waiting” call While on an 
existing call via a service known as call Waiting. A sub 
scriber to this service receives a pulsed tone during a call 
advising of the Waiting call. To ansWer the Waiting call, the 
party executes a ?ash on-hook operation. The call Waiting 
service, by itself, provides no opportunity to pre-screen a 
call so that a party to a telephone conversation might 
interrupt an important call to take a Waiting call Which may 
be far less important, or even undesirable. 

To overcome the aforementioned disadvantage of call 
Waiting, some providers of local service noW offer the 
combination of call Waiting and caller identi?cation Which 
provides the identity (telephone number) of the Waiting call. 
In this Way, a party on a telephone conversation can decide 
Whether to interrupt the existing call to accept the Waiting 
call based on the number from Which the Waiting call 
originated. Unfortunately, caller identi?cation only provides 
the originating number, not the identity of the caller. Con 
sider the case When a family member uses a telephone set 
(e.g., telephone set 141) Which may be a pay phone, to call 
another family member, say at telephone set 142. Assuming 
that the subscriber of the telephone set 142 has subscribed to 
call Waiting and caller identi?cation service, the family 
member using that set Would have no reason to associate 
another family member With the number of the pay tele 
phone set 141 if that number appeared as a Waiting call. 

In accordance With the. invention, a method is provided 
for alloWing a telephone subscriber to interrupt a telephone 
call on the subscriber’s oWn line after receiving a busy 
signal. To describe the method of the invention, assume that 
a subscriber responsible for the line associated With the 
telephone set 142 Wishes to call that line from the telephone 
set 141. Further assume that When the subscriber Wants to 
call the subscriber’s oWn telephone line, the line is in use 
With another call (say, to telephone set 143). In other Words, 
the subscriber attempting to call his/her line Will ?nd that 
line busy. 

To alloW the subscriber to interrupt a call on his/her oWn 
line in accordance With the invention, the subscriber receives 
an interrupt code from a service provider (for example, the 
IXC carrier responsible for the IXC netWork 16). When the 
subscriber calls his/her telephone line (i.e., the line associ 
ated With the telephone set 142), the subscriber receives a 
busy signal if the phone is in use. After receiving the busy 
signal, the subscriber can interrupt the call on the telephone 
set 142 by entering the subscriber’s interrupt code. The code 
itself may contain a header, say the characters *7* or some 
other character/digit or group of characters and/or digits, to 
signal the provider of the interrupt service of the subscrib 
er’s desire to interrupt a call on the subscriber’s line. 
Alternatively, the subscriber may enter an interrupt 
command, comprised of a character/digit or group of char 
acters and/or digits, folloWed by the interrupt code com 
prised of a group of characters and/or digits. As Will be 
discussed beloW, the non-command portion of the interrupt 
code is personal to the subscriber and thus different sub 
scribers Will have different non-command interrupt code 
portions. The command portion of the interrupt code that 
alerts the service provider of the desire to interrupt the code 
Will typically be the same. 
As indicated previously, the present invention contem 

plates that the IXC carrier maintaining the netWork 16 
provides the interrupt service that alloWs a subscriber to 
interrupt a call on the subscriber’s oWn line. Upon receipt of 
the interrupt code entered by the subscriber via the telephone 
set 141, the end of?ce sWitching system 122 passes the 
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4 
interrupt code to the OSS 18 Within the IXC netWork 16. 
(Under such circumstances, the end-of?ce sWitching system 
121 treats the interrupt code as part of an enhanced call and 
passes the code to the IXC netWork 16.) The OSS 18 (or 
another toll sWitching system Within the IXC netWork 16, if 
desired) veri?es the interrupt code entered by the subscriber 
by consulting a data base 21 to determine if the code is valid. 
In other Words, the data base 21 is consulted to determine 
Whether the entered code corresponds to the line number 
associated With the subscriber’s telephone set 142 for Which 
call interruption is desired. If the code is valid, the OSS 18 
signals the TSS 20, Which in turn, signals the end of?ce 
sWitching system 122 to interrupt the call. Such signaling 
may be by Way of an in-band signal, or by an out-of band 
signal transmitted by a separate signaling netWork (not 
shoWn) such as AT&T’s Common Channel Inter-Office 
Signaling System 7, as is Well knoWn in the telephony art. 
Upon receipt of the interrupt signal, the end office sWitch 

ing system interrupts the call on the telephone set 142. There 
are several possible mechanisms by Which the end of?ce 
sWitching system 122 could interrupt the call. For example, 
the end of?ce sWitch 122 could interrupt the call on the 
telephone 142 by sending a tone, via a tone generator 22 
Within the sWitch to alert the party on the telephone set that 
the subscriber of that telephone set is seeking to interrupt the 
call. In response, the party on the telephone set 142 Would 
execute a ?ash on-hook operation, in much the Way a caller 
retrieves a “Waiting” call With call Waiting service. As an 
alternative to the tone, the end of?ce sWitching system 122 
could play a voice message, by Way of a Voice Response 
Unit (VRU) 24, alerting the party on the telephone set 142 
of the desire by the subscriber of that telephone set to 
interrupt the call. 
As an alternative to simply alerting the party on the 

telephone set 142 of the subscriber’s desire to interrupt the 
call, the end of?ce sWitching system 122 could actually 
bridge the subscriber on the existing call via a bridge 26 
Within the end of?ce sWitching system. Such bridging could 
be accomplished by the end-of?ce sWitching system 122 
Without any prior noti?cation folloWing receipt of the inter 
rupt signal from the TSS 20, or folloWing an announcement, 
via the VRU 24. Another possible mechanism for interrupt 
ing the call is to drop the original calling party (e.g., the 
party calling from the telephone set 143) already in com 
munication With the telephone set 142 and connect the call 
from the subscriber originating via telephone set 141. 
The various mechanisms for call interruption (i.e., 

signaling, bridging and call substitution) could be initiated 
by different interrupt codes. Thus, by entering a ?rst code, a 
subscriber could merely effect signaling of a desire to 
interrupt the call, Whereas entry of another code could effect 
call bridging. Entry of yet a third code could effect dropping 
of the original call and substitution of the subscriber’s call. 
The playing of an announcement could also be controlled by 
entry of an appropriate interrupt code. Moreover, separate 
codes could be provided separate parties (i.e., different 
family members of the subscriber) to alloW them, to inter 
rupt the call on the subscriber’s line With different priorities. 
For example, a parent could have a code to alloW for call 
bridging Whereas a child might have a code that only alloWs 
for signaling, either by a tone or announcement of a Waiting 
call. Also, the announcement provided by the VRU 24 could 
be varied based on the code of a particular party to identify 
that party. 
The call interruption method of the invention has been 

described in connection the service provisioned by a IXC in 
connection With an inter-exchange call. The service could 
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also be provisioned by an IXC in connection With a local call 
in much the same Way that other special service calls are 
provisioned. In other Words, a call received by a local end 
of?ce switching system (say, switching system 121) Would 
be routed to the IXC netWork 16 upon entry of the interrupt 
code. Upon entry of the call to the netWork 16, the 05$ 18 
Would verify to the interrupt code and then signal the local 
end office switching system Whether the code Was valid. 
Assuming the code Was valid, the call Would pass back to the 
local end of?ce switching system 121 for interruption in the 
manner described. Moreover, the call interruption service 
could also be provisioned by an end of?ce sWitching system, 
(say switching systems 121 or 122) by providing them With 
access to the data base 21 to verify the interrupt code entered 
by the subscriber. 

The call interrupt service has been described in terms of 
alloWing a subscriber to interrupt a call on the subscriber’s 
oWn line. HoWever, it is entirely possible to alloW interrup 
tion of a call on any line, provided the party seeking to 
interrupt the call possessed a valid code for the telephone 
line carrying the call to be interrupted. 

The foregoing describes a technique for interrupting a 
telephone call on a priority basis. 

It is to be understood that the above-described ernbodi 
rnents are merely illustrative of the principles of the inven 
tion. Various rnodi?cations and changes may be made 
thereto by those skilled in the art Which Will embody the 
principles of the invention and fall Within the spirit and 
scope thereof. 
What is claimed is: 
1. A method for alloWing a telephone subscriber placing 

a call to a telephone line through a telecommunications 
netWork to interrupt an existing call on the line after receiv 
ing a busy signal, comprising the steps of: 

receiving Within the telecommunications netWork an 
interrupt code entered by the subscriber to interrupt the 
call on the busy telephone line; 

verifying Whether the interrupt code is valid by accessing 
a data base to determine Whether the interrupt code 
corresponds to the busy telephone line on Which the 
existing call is to be interrupted; and if so then inter 
rupting the existing call. 

2. The method according to claim 1 Wherein the step of 
interrupting the call includes the step of placing a tone on the 
telephone line While the existing call is ongoing. 

3. The method according to claim 1 Wherein the step of 
interrupting the call includes the step of playing an 
announcement on the telephone line While the existing call 
is ongoing. 

4. The method according to claim 3 Wherein the step of 
interrupting the call further includes the step of bridging the 
call placed by the subscriber With the existing call. 
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5. The method according to claim 3 Wherein the 

announcement identi?es the subscriber interrupting the call. 
6. The method according to claim 1 Wherein the step of 

interrupting the existing call includes the steps of terrninat 
ing the existing call and substituting the call placed by the 
subscriber. 

7. The method according to claim 6 Wherein the step of 
interrupting the call includes the step of playing an 
announcement prior to terminating the existing call. 

8. The method according to claim 1 Wherein the call is 
interrupted in different Ways depending on the entered 
interrupt code. 

9. A method for alloWing a telephone subscriber placing 
a call to the subscriber’s oWn telephone line through a 
telecommunications netWork to interrupt an existing call on 
the line after receiving a busy signal, comprising the steps 
of: 

receiving Within the telecommunications netWork an 
interrupt code entered by the subscriber to interrupt the 
call on the subscriber’s oWn busy telephone line; 

verifying Whether the interrupt code is valid by accessing 
a data base to determine Whether the interrupt code 
corresponds to the subscriber’s oWn busy telephone 
line on Which the existing call is to be interrupted; and 
if so; then 

interrupting the existing call. 
10. The method according to claim 9 Wherein the step of 

interrupting the call includes the step of placing a tone on the 
telephone line While the existing call is ongoing. 

11. The method according to claim 9 Wherein the step of 
interrupting the call includes the step of playing an 
announcement on the telephone line While the existing call 
is ongoing. 

12. The method according to claim 11 Wherein the step of 
interrupting the call further includes the step of bridging the 
call placed by the subscriber With the existing call. 

13. The method according to claim 12 Wherein the 
announcement identi?es the subscriber interrupting the call. 

14. The method according to claim 9 Wherein the step of 
interrupting the existing call includes the steps of terrninat 
ing the existing call and substituting the call placed by the 
subscriber. 

15. The method according to claim 14 Wherein the step of 
interrupting the call includes the step of playing an 
announcement prior to terminating the existing call. 

16. The method according to claim 9 Wherein the call is 
interrupted in different Ways depending on the entered 
interrupt code. 


