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METHOD OF MANUFACTURING ORGANIC 
ORIENTED FILM AND METHOD OF 

MANUFACTURING ELECTRONIC DEVICE 

This application is a continuation of US. patent appli 
cation Ser. No. 08/315,354, ?led Sep. 30, 1994, now US. 
Pat. No. 5,546,889, and is also a continuation-in-part of US. 
patent application Ser. No. 08/132,348 ?led Oct. 6, 1993, 
now US. Pat. No. 5,556,706. 

FIELD OF THE INVENTION 

This invention relates to a method of manufacturing 
oriented ?lms using conductive materials such as conducting 
oligomers or polymers, and a method of manufacturing 
electronic devices, such as a ?eld effect transistor (FET), 
using the oriented ?lm. 

BACKGROUND OF THE INVENTION 

A variety of electronic devices using organic materials 
such as conducting oligomers or polymers have been pro 
posed. Examples of such organic materials include conduct 
ing polymers having a conjugated double bond, such as 
polyacetylene, and organic compounds having a relatively 
loW molecular Weight, such as oligothiophene or phthalo 
cyanine. Those organic materials have at electrons, Which are 
freely movable in a molecule. The mobility of electrons or 
holes in those materials is an important consideration in the 
formation electronic devices. 

The orientation of molecules or molecular chains is one of 
the important factors in?uencing the conductivity of con 
ductive materials. 

Conventional methods of orienting organic electronic 
materials include the folloWing: 

natural orientation due to an interaction among molecules 
or molecular chains that is characteristic of the com 
pounds; 

selectively orienting the compounds in the process of 
forming a conductive polymer by providing a ?ne 
groove on a substrate surface and ?lling the groove 
With a reaction catalyst disclosed in Japanese Unexam 
ined Patent Publication No. Hei 3-21861; 

orienting a conductive polymer by ?xing both ends of a 
Wet conductive polymer during the process of forming 
the conductive polymer through electrolytic 
polymeriZation, and 

gradually drying and processing the polymer With heat, 
thus orienting the polymer due to its shrinkage dis 
closed in Japanese Unexamined Patent Publication No. 
Hei 2-44607; and 

orienting a conductive polymer by ?xing both ends of the 
polymer and mechanically draWing the polymer. 

The orientation of a conductive oligomer is generally 
created by natural orientation due to an interaction among 
substituents of the molecules or van der Waals force. 
Among various electronic devices, ?eld effect transistors 

(FET) are used as a driving device in a liquid crystal display 
and the like. Conventional conducting organic materials for 
the devices include J's-conjugated compounds such as 
polypyrrole, polythiophene, Which are disclosed in Japanese 
Unexamined Patent Publication Hei 3-255669, and oligoth 
iophene compounds, Which is disclosed in Gilles HoroWitZ 
et al., Molecular Electronics, 7, 85 (1991). 

HoWever, it has been dif?cult for the above-noted con 
ventional technologies to orient large areas of conductive 
materials or thin ?lms of these materials. When a conductive 
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2 
material is applied to an electronic device, conduction 
carriers (electrons or holes) should have high mobility 
Without being trapped. HoWever, no good method has been 
found for orienting oligothiophene as a conductive material. 

To solve the above problem, T. Dyreklev proposed the use 
of polythiophene derivatives mechanically stretched and 
oriented (Synthetic Metals, 57, 4093 (1993)). HoWever, this 
procedure provided an insuf?ciently loW mobility of 10'5 
cm2/V.s at most. The method of manufacturing devices, for 
example, FET devices, included adhesion of ?lms mechani 
cally stretched to gate insulating ?lms. This process is 
dif?cult to carry out industrially, and the adhesion is unsat 
isfactory. 
A molecular arrangement technique employing a polytet 

ra?uoroethylene (PTFE) oriented ?lm has been used mainly 
for polymer materials, and its usefulness has been realiZed. 
HoWever, the usefulness of the above-mentioned technique 
for orienting materials Which have rigid molecular structures 
and comparatively loW molecular Weights, such as conduc 
tive oligomers, has not been established. 

In order to solve these problems With the conventional 
materials, the invention applies the above-noted molecular 
arrangement technique to oligothiophene materials, thus 
establishing the usefulness of the molecular arrangement 
technique employing a PTFE oriented ?lm, highly orienting 
large areas of conductive materials or thin ?lms of the 
materials, and improving the mobility of conduction carriers 
(electrons or holes). 
The invention provides an improved organic electronic 

device by improving the orientation of organic materials for 
increasing the mobility of carriers. Speci?cally, the inven 
tion uses an oligothiophene compound, a polyphenylene 
vinylene compound, or a mixture of at least tWo oligoth 
iophene compounds. Those compounds are epitaxially 
deposited on a PTFE oriented ?lm and oriented. 

SUMMARY OF THE INVENTION 

The invention provides a method of manufacturing a 
conducting organic oriented ?lm comprising the steps of 
forming a polytetra?uoroethylene oriented ?lm on a sub 
strate , and contacting an oligothiophene compound repre 
sented by Formula (1) With the polytetra?uoroethylene 
oriented ?lm. 

Formula (1) 

Wherein n represents an integer of 3 to 6, and R represents 
a hydrogen atom or an alkyl group having 1 to 2 carbon 
atoms. 

It is preferable that the step of contacting the oligoth 
iophene compound With the polytetra?uoroethylene oriented 
?lm is carried out using a gaseous-phase method or a casting 
method. 

It is preferable that the polytetra?uoroethylene oriented 
?lm is heated When the oligothiophene compound is con 
tacted With the polytetra?uoroethylene oriented ?lm. 

It is preferable that the oligothiophene compound has a 
polymeriZation degree betWeen four and six. 

It is preferable that the ot position at the ends of the 
oligothiophene molecules is substituted by a group selected 
from the group consisting of alkyl groups, alkylthio groups 
and trimethylsilyl groups. 
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It is preferable that the alkyl group or alkylthio group has 
one or tWo carbon atoms. 

The invention provides a ?rst method of manufacturing an 
organic electronic device having a substrate and a pair of 
electrodes facing each other, comprising the steps of form 
ing a polytetra?uoroethylene oriented ?lm on a substrate, 
and contacting an oligothiophene compound With the poly 
tetra?uoroethylene oriented ?lm to form an organic oriented 
?lm on the polytetra?uoroethylene oriented ?lm betWeen the 
pair of electrodes Wherein the long axis of oligothiophene 
molecules is oriented to the orientation of the polytetra?uo 
roethylene oriented ?lm and crystalliZed. 

It is preferable that at least tWo oligothiophene com 
pounds are contacted With the polytetra?uoroethylene ori 
ented ?lm. 

The invention provides a second method of manufactur 
ing an organic electronic device having a substrate and a pair 
of electrodes facing each other, comprising the steps of 
forming a polytetra?uoroethylene oriented ?lm on a 
substrate, and contacting a polyphenylene vinylene repre 
sented by Formula (2) or its derivative With the polytet 
ra?uoroethylene oriented ?lm to form an organic oriented 
?lm on the polytetra?uoroethylene oriented ?lm betWeen the 
pair of electrodes. 

Wherein n represents an integer. 
It is preferable that the polyphenylene vinylene derivative 

is poly(2-methoxy,5-(2‘-ethylhexyloxy)-1,4-phenylene 
vinylene) represented by Formula 

Formula (2) 

Formula (3) 

OCH3 

CH: CH 

n 

Wherein n represents an integer. 
In Formulas (2) and (3), n is preferably 10 or more. 
It is preferable in the second method that the step of 

contacting the polyphenylene vinylene or its derivative With 
the polytetra?uoroethylene oriented ?lm is carried out using 
a casting method. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 shoWs a polariZation absorption spectrum of the 
DMSxT ?lm of Example 1. 

FIG. 2(a) and 2(b) shoW a TEM picture of the DMSxT 
?lm and an electron beam diffraction spectrum of the 
DMSxT ?lm of Example 1, respectively. 

FIG. 3 shoW a polariZation absorption spectrum of the 
DMQqT ?lm of Example 2. 

FIG. 4(a) and 4(b) shoW a TEM picture of the DMQqT 
?lm and an electron beam diffraction spectrum of the 
DMQqT ?lm of Example 2, respectively. 

FIG. 5 shoWs a polariZation absorption spectrum of the 
DMQtT ?lm of Example 3. 
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4 
FIG. 6(a) and 6(b) shoW TEM picture of the DMQtT ?lm 

and an electron beam diffraction diagram of the DMQtT ?lm 
of Example 3, respectively. 

FIG. 7 shoWs a polariZation absorption spectrum of a 
substrate of Example 4 deposited With DMQqT While the 
substrate Was heated. 

FIG. 8(a) to 8(a) shoW processes of manufacturing an 
organic electronic device according to one embodiment of 
the invention. 

FIG. 9 shoWs a polariZed spectrum of a thin layer of a 
mixed organic materials of Example 7. 

DETAILED DESCRIPTION OF THE 
INVENTION 

According to the method of the invention, oligothiophene 
compounds can readily be formed into an oriented ?lm on 
PTFE oriented ?lm by a gaseous-phase method or a casting 
method. 

The oligothiophene compound With four polymeriZation 
degrees (tetramer) has 10_1OS/cm electric conductivity While 
the one With ?ve polymeriZation degrees (pentamer) has 
10_8S/cm electric conductivity. The oligothiophene com 
pound With six polymeriZation degrees (hexamer), 
moreover, has 10_6S/cm electric conductivity, as disclosed 
in J. Molecular Electronics, 7, 85 (1991). Therefore, it is 
preferable to use the compounds as conductive materials for 
electronic devices. The oligothiophene compound With ?ve 
polymeriZation degrees has a mobility of 10-5 cm2/V.s, and 
the compound With six polymeriZation degrees has a mobil 
ity of 5 ><10_3—4><10_1 cm2/V.s. Thus, the compound is useful 
for manufacturing electronic devices that use organic mate 
rials. 

Polyphenylene vinylene and its derivatives having high 
mobilities are also suitable for use as conductive materials 
applied for electronic devices. 
The improvement of the orientation of oligothiophene, 

polyphenylene vinylene and its derivatives leads to 
improved mobility as Well electronic as properties. In 
particular, oligothiophene compounds are preferable 
because they have high crystallinity and easy to be oriented. 
By applying a gaseous-phase method or a casting method 

as the method of contacting the oligothiophene compounds 
to the PTFE oriented ?lm, the thickness of the piled olig 
othiophene layers can be freely controlled. Moreover, the 
orientation property of the oligothiophene layers can also be 
improved by heating the PTFE oriented ?lm during the stage 
of building up the oligothiophene layer by the gaseous-phase 
method. In other Words, the orientation and siZe of the 
partially oriented oligothiophene crystals can be highly 
improved by heating the PTFE oriented ?lm. 

Further, the use of at least tWo oligothiophene compounds 
provides remarkable effects. The oligothiophene compounds 
can have polymeriZation degrees different from each other 
or substituents, particularly at the ot position of oligoth 
iophene molecule, different from each other even if the 
polymeriZation degrees are identical. 
When an electronic device is driven, charged species are 

generated in the organic electronic material. The dimeriZa 
tion of those charged species increases the activated energy 
for conduction. The mixture of materials seems to prevent 
this activated energy from increasing. The stabiliZation due 
to dimeriZation of charged species is disclosed in S. Hotta et 
al, J. Phys. Chem., 97, 7427 (1993). The orientation of at 
least tWo oligothiophene compounds in one direction at a 
time is preferred. 
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The electron mobility of the oligothiophene derivative, in 
Which the ot position at the end of the molecules is substi 
tuted With an alkyl group, is higher than that of the oligoth 
iophene compound in Which the ot position is not replaced 
With the group Akimichi et al., Appl. Phys. Lett., 58 (14), 
1500 (1991)), even though there is no speci?c reason for the 
change. The use of such oligothiophene derivative enables 
manufacture of electronic devices having excellent proper 
ties. The oligothiophene derivative in Which the ends of 
molecules are substituted With an alkylthio group or trim 
ethylsilyl group is also suitable. Preparation of oligoth 
iophene derivatives comprising an alkylthio group or trim 
ethylsilyl group is disclosed, for example, in S. Hotta, K. 
Waragai, J. Mater. Chem., 1, 835 (1991), M. G. Hill et al, 
Chemistry of Materials, 4, 1106 (1992), and J. Guay et al, 
Chemistry of Materials, 4, 254 (1992). 

The orientation of conducting materials is attributed to 
epitaxial groWth on PTFE oriented ?lm. By using this 
method, a long axis of oligothiophene compound and a 
molecular chains of polyphenylene compound are oriented 
parallel to PTFE molecular chains. 

In addition, conducting polymers having at electrons or 
oligomer compounds having a similar structure, include 
polyacetylene, polythiophene, polypyrrole, polyphenylene 
sul?de, polyphenylene, polythienylene vinylene, oligophe 
nylene vinylene, are applied to the invention. Those con 
ducting polymers are disclosed in Handbook of Conducting 
Polymers, Vols. 1 and 2. Preparation, structure and proper 
ties of the oligomer compounds are disclosed in W. T. Hoeve 
et al, J. American Chem. Soc., 113, 5887 (1991), A. 
Takimoto et al, Jpn. J. Appl. Phys., 32, 971 (1993), A. 
Sakamoto et al, Synthetic Metals, 55, 593 (1993), C. J. 
Toussaint, Acta Cryst., 21, 1002 (1966) and the like. 
As disclosed in the report of Wittmann et al., the PTFE 

oriented ?lm can be formed by a simple process such as, for 
example, pressing a rod of PTFE on a substrate of glass, 
silicon Wafer or the like and sliding it in one direction. A 
conducting organic material is readily oriented by directly 
contacting it With the PTFE oriented ?lm thus formed. The 
contacting can be performed by a conventional procedure, 
such as vapor deposition or a casting method. 

The invention Will hereinafter be described in detail With 
reference to Examples and the draWings. 

The oligothiophene compounds of the invention are pref 
erably oligothiophene derivatives of oligothiophene With at 
least three polymeriZation degrees and comprising methyl or 
ethyl groups as substituents. Particularly, an oligothiophene 
having four to six polymeriZation degrees and an alkyl group 
bonded to the ot position at the end of molecular chains is 
preferable in the invention. When the oligothiophene deriva 
tive comprising alkyl groups are used, the hydrophobic 
interaction of alkyl groups bonded to the end of molecular 
chains can signi?cantly improve the crystalline of oligoth 
iophene and the af?nity of the PTFE layer for the oligoth 
iophene layer. So, the orientation property of the oligoth 
iophene layers is improved. More speci?cally, preferred 
oligothiophene derivatives include terthienyl (trimer); qua 
terthienyl (tetramer); quinquethienyl (pentamer); sexithienyl 
(hexamer); 5,5 “-dimethyl terthiophene; 5,5‘"-dimethyl qua 
terthiophene; 5,5““-dimethyl quinquethiophene; 5,5‘"" 
dimethyl sexithiophene; 5,5 “-diethyl terthiophene; 5,5 ‘" 
diethyl quaterthiophene; 5,5 ““-diethyl quinquethiophene 
and 5,5““‘-diethyl sexithiophene. It is preferable that the 
alkyl group bonded to the ot position at the oligothiophene 
molecular end comprises one or tWo carbon atoms; hoWever, 
the number of carbon atoms is not limited to these numbers. 
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6 
Oligothiophenes having a polymeriZation degree of seven or 
more are similarly used in the invention. Preparation of 
oligothiophene compounds having a polymeriZation degree 
of eleven is disclosed in W. T. Hoeve et al, Journal of 
American Chemical Society, 113, 5887 (1991). D. Fishou 
discloses in Organic Materials for Nonlinear Optics, Royal 
Society Chem. (London, 1989) that an energy gap of olig 
othiophene compounds having a polymeriZation degree up 
to fourteen decreases With increasing polymeriZation degree. 
The PTFE oriented ?lm used in the invention can be 

formed by the method of J. C. Wittmann and P. Smith 
(Nature, Vol. 352, 414 (1991)). More speci?cally, the PTFE 
oriented ?lm formed on substrates With smooth surfaces 
such as a glass substrate or a silicon substrate is heated, and 
the PTFE rod is slid applying the pressure to the substrates. 
As a result, a PTFE oriented ?lm is formed in Which 
molecular chains are oriented in the direction of sliding. 
Methods of contacting oligothiophene to PTFE oriented 

?lms include, for example, gaseous-phase methods such as 
the vacuum deposition method, CVD method, MBE method 
or the like, casting methods including the spin coating 
method, blade coating method or the like and a solid-phase 
method (applicable to compounds With a 340° C. or beloW 
melting point of the PTFE ?lms). In a solid-phase method, 
oligothiophene compounds are melted and solidi?ed on a 
PTFE oriented ?lm. The method of forming a ?lm of 
polyphenylene or its derivatives include, for example, a 
casting method including the spin coating method, blade 
coating method or the like and the solid-phase method. 

In the casting method, it is preferable to use 
chlorobenZene, chloroform, methyl chloride, acetone, 
xylene, 1, 2,4-trichlorobenZene, dimethylformamide (DMF) 
or the like as the agent dissolving oligothiophene. 
The method of manufacturing an FET Will be explained 

With reference to FIG. 8(a) to 
(1) Gate insulating layer 12 of SiO2 is formed on n-doped 

substrate 11 by thermally oxidiZing one surface of 
substrate 11. 

(2) Rod 13 of PTFE is pressed on gate insulating layer 12 
at an appropriate pressure and is slid in one direction at 
a constant rate, for example, 1 mm/sec, to layer PTFE 
oriented ?lm having a thickness of about 100 nm on 
gate insulating layer 12. During the process, substrate 
11 is heated at an appropriate temperature, for example, 
300° C . 

(3) Ctenoid-shaped source and drain electrodes 15 are 
provided on PTFE oriented ?lm 14 by depositing 
chromium and gold on PTFE oriented ?lm 14 using a 
vacuum deposition apparatus. 

(4) Organic layer 16 is formed on and betWeen source and 
drain electrodes 15 by depositing from gaseous-phase 
or casting from ?uid. 

(5) The other surface of silicon substrate 11, on Which 
nothing is deposited, is polished to produce gate elec 
trodes from substrate 11 itself. Gold lines for a lead are 
connected With each of three electrodes With silver 
paste. 

For gate insulating layer 12, inorganic materials such as 
SiO2 or Ta2O5, and organic insulating materials such as 
cyanoethyl pullulan or polyvinyl alcohol; hoWever, the kind 
of the materials is not limited to those materials. The spin 
coating method can be used to form gate insulating layer 12 
from organic insulating materials. 

According to the method of the invention, any electronic 
devices having a conducting organic layer disposed betWeen 
a pair of electrodes facing each other, other than an FET. 
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The invention is explained further in detail by referring to 
the following examples. 

EXAMPLE 1 

A glass substrate formed With a PTFE oriented ?lm Was 
placed in a vacuum deposition apparatus, and 5,5““‘ 
dimethyl seXithiophene (DMSXT) Was deposited on the 
glass substrate under 1><10_5 Torr degree of vacuum. More 
speci?cally, 10 mg of DMSXT Was placed in a tungsten boat, 
and the deposition of DMSXT to the glass substrate Was 
promoted by resistance heating While the distance betWeen 
the deposition source and the substrate surface Was kept at 
10 cm. For the above-noted procedure, 29—30 Amps of 
electric current Was supplied to the deposition source. A 
TEM (Transmission Electron Microscope) Was used to 
observe the DMSXT ?lm formed on the PTFE oriented ?lm, 
and the dichroism of the absorption spectrum Was also 
measured. FIG. 1 shoWs the absorption spectrum of the 
DMSXT ?lm. The absorption of oligothiophene molecules in 
the direction parallel to the PTFE molecular chains Was 
signi?cantly large according to this observation. 
Particularly, With 3.4 eV photoabsorption energy at rc—rc* 
transition, the ratio of the absorption intensity of the olig 
othiophene molecules parallel to the PTFE molecular chain 
direction (oriented direction of PTFE) to the absorption 
intensity of the molecules perpendicular to the PTFE 
molecular chain direction Was about 1.94. In case of depos 
iting DMSXT directly on a glass substrate Which Was not 
formed With a PTFE oriented ?lm, the oligothiophene 
molecular chains Were crystalliZed in the vertical direction 
to the substrate surface. When depositing DMSXT on the 
PTFE oriented ?lm, the oligothiophene molecular chains 
Were crystalliZed parallel to the PTFE oriented direction. 
FIG. 2(a) is a TEM picture of an oriented DMSXT ?lm. FIG. 
2(b) is an electron beam diffraction diagram of an oriented 
DMSXT ?lm. 

EXAMPLE 2 

A glass substrate formed With a PTFE oriented ?lm Was 
placed in a vacuum deposition apparatus, and 5,5““ 
dimethyl quinquethiophene (DMQqT) Was deposited on the 
glass substrate under 1><10_5 Torr degree of vacuum. More 
speci?cally, 10 mg of DMQqT Was placed in a tungsten 
boat, and DMQqT Was deposited to the glass substrate by 
resistance heating While the distance betWeen the deposition 
source and the substrate surface Was kept at 10 cm. For the 
above-noted procedure, 26—27 Amps of electric current Was 
supplied to the deposition source. FIG. 3 shoWs the absorp 
tion spectrum of the DMQqT ?lm. The absorption of olig 
othiophene molecules in the direction parallel to the PTFE 
molecular chains Was signi?cantly large according to this 
observation. Particularly, With 3.5 eV photoabsorption 
energy at rc—rc* transition, the ratio of the absorption 
intensity of the oligothiophene molecules parallel to the 
PTFE molecular chain direction (oriented direction of 
PTFE) to the absorption intensity of the molecules perpen 
dicular to the PTFE molecular chain direction Was about 
1.45. In case of depositing DMQqT directly on the glass 
substrate Which Was not formed With PTFE oriented ?lm, the 
oligothiophene molecular chains Were crystalliZed in the 
vertical direction to the substrate surface. In case of depos 
iting DMQqT on the PTFE oriented ?lm, the oligothiophene 
molecular chains Were crystalliZed parallel to the oriented 
direction of the PTFE molecular chains. FIG. 4(a) is a TEM 
picture of an oriented DMQqT ?lm. FIG. 4(b) is an electron 
beam diffraction diagram of an oriented DMQqT ?lm. 

10 

15 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

8 
EXAMPLE 3 

A glass substrate formed With a PTFE oriented ?lm Was 
placed in a vacuum deposition apparatus, and 5 ,5 ‘"-dimethyl 
quaterthiophene (DMQtT) Was deposited to the glass sub 
strate under 1><10_5 Torr degree of vacuum. More 
speci?cally, 10 mg of DMQtT Was placed in a tungsten boat, 
and DMQtT Was deposited on the substrate by resistance 
heating While the distance betWeen the deposition source 
and the substrate surface Was kept at 10 cm. For the 
above-mentioned procedure, 23—24 Amps of electric current 
Was supplied to the deposition source. FIG. 5 shoWs the 
absorption spectrum of the DMQtT ?lm. The absorption of 
oligothiophene molecules in the direction parallel to PTFE 
molecular chains Was signi?cantly large according to this 
observation. Particularly, With 3.7 eV photoabsorption 
energy at rc—rc* transition, the ratio of the absorption 
intensity of the oligothiophene molecules parallel to the 
PTFE molecular chain direction (oriented direction of 
PTFE) to the absorption intensity of the molecules perpen 
dicular to the PTFE molecular chain direction Was about 1.6. 
In case of depositing DMQtT directly on the glass substrate 
Which Was not formed With the PTFE oriented ?lm, the 
oligothiophene molecular chains Were crystalliZed in the 
vertical direction to the substrate surface. In case of depos 
iting DMQtT on the PTFE oriented ?lm, the oligothiophene 
molecular chains Were crystalliZed parallel to the PTFE 
orientation direction. FIG. 6(a) is a TEM picture of an 
oriented DMQtT ?lm. FIG. 6(b) is an electron beam dif 
fraction diagram of an oriented DMQtT ?lm. 

EXAMPLE 4 

A glass substrate formed With a PTFE oriented ?lm Was 
placed in a vacuum deposition apparatus, and 5,5 ““ 
dimethyl quinquethiophene (DMQqT) Was deposited on the 
glass substrate under 1><10_5 Torr degree of vacuum. In the 
deposition procedure, the glass substrate Was heated to 80° 
C. More speci?cally, 2 mg of DMQqT Was placed in a 
tungsten boat, and DMQqT Was deposited on the substrate 
by resistance heating While the distance betWeen the depo 
sition source and the substrate surface Was kept at 10 cm. For 
the above-mentioned procedure, 26—27 Amps of electric 
current Was supplied to the deposition source. The dichroism 
of absorption spectrum of the DMQqT ?lm Was measured. 
FIG. 7 shoWs the absorption spectrum of the DMQqT ?lm. 
The absorption of oligothiophene molecules in the direction 
parallel to PTFE molecular chains Was signi?cantly large 
according to the observation. Particularly, With 3.5 eV 
photoabsorption energy at rc—rc* transition, the ratio of the 
absorption intensity of the oligothiophene molecules parallel 
to the PTFE molecular chain direction (oriented direction of 
PTFE) to the absorption intensity of the molecules perpen 
dicular to the PTFE molecular chain direction Was about 
2.44. 

EXAMPLE 5 

5,5““‘-Dimethyl seXithiophene Was prepared as folloWs. 
N-bromo succinimide (0.1 mol, 17.80 g) and 2,2‘ 
bithiophene (0.1 mol, 16.63 g) Were each suspended or 
dissolved in 125 ml methanol, and they Were miXed to 
prepare 5-bromo-2,2‘-bithiophene. 

2-Methyl-5-bromothiophene Was prepared according to 
the method disclosed by R. M. Kellogg et al. (J. Org. Chem., 
33, 2902 (1968)). The product Was then puri?ed by vacuum 
distillation. The product (0.092 mol, 16.80 g) took out of the 
puri?ed product Was dissolved in diethyl ether (60 ml) and 
added to 120 ml of diethyl ether dispersed With magnesium 
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of equimole (2.24 g) through a separating funnel. The 
mixture Was then stirred for 4 h to prepare a Grignard 
reagent. To this Was added 1,3-bis(diphenylphosphino) 
propane nickel (II) chloride (0.75 g). The solution of the 
above prepared 5-bromo-2,2‘-bithiophene in diethyl ether 
(70 ml) Was added dropWise and stirred overnight. After 4 h 
re?ux, a yelloW product of 5-methyl-2,2‘:5‘,2“-terthiophene 
(16.5 g) represented by Formula (4) Was obtained. 

Formula (4) 

/ \ / \ / \ 

This product Was subjected to recrystallization from 
methanol (320 ml) to provide a crystal (8.7 g). 

4.0 g of the obtained crystal Was dissolved in acetone (40 
ml). 3.0 g of n-bromo succinimide Was dissolved in acetone 
(40 ml). Those tWo solutions Were mixed to obtain a 
precipitate of 5-methyl-5“-bromo-2,2‘:5‘,2“-terthiophene. 
This precipitate Was ?ltered and Washed With a large amount 
of Water. The precipitate Was subjected to recrystalliZation 
from methanol (750 ml) to provide a crystal (2.52 g). 

Distilled tetrahydrofuran (THF, 70 ml) Was added to a 
solid mixture of bis(triphenylphosphine) nickel (II) chloride 
(1.93 g), a poWdered Zinc (3.86 g) and tetrabutylammonium 
iodide (10.91 g), and the mixture Was stirred until the 
suspend Was turned dark reddish-broWn. The above crystal 
Was introduced to this suspend and heated to 80° C. before 
5 h re?ux. The solution Was cooled and treated With 
3-equivalent hydrochloric acid (120 ml) to obtain a reddish 
broWn product of 5 ,5""'-dimethyl sexithiophene (1.2 g). This 
product Was subjected to recrystalliZation from chloroben 
Zene to obtain a metallic orange crystal. 

The method of manufacturing an FET Where an organic 
semiconductor layer of 5,5 ““‘-dimethyl sexithiophene is 
deposited on a silicon/PTFE ?lm Will be explained With 
reference to FIG. 8(a)—(a) 
PTFE oriented ?lm 14 Was formed on a thermally oxi 

diZed ?lm over n-doped silicon substrate 11 as folloWs. 
Substrate 11 having a thermally oxidiZed ?lm for gate 

insulating ?lm 12 Was heated to 300° C. A rod 13 of PTFE 
Was slid on substrate 11 in a direction at a rate of 1 mm/sec 
With substrate 11 applied With a pressure of 1 kg/cm2 to form 
PTFE oriented ?lm 14. The rod 13 Was also heated to a 
similar temperature. The thermally oxidiZed ?lm and the 
PTFE oriented ?lm 14 have a thickness of 100 and 50 nm, 
respectively. 

To form source and drain electrodes 15, chromium and 
gold Were deposited in 1><10_5 Torr degree of vacuum using 
a mask for ctenoid-shaped electrode. Chromium Was ?rst 
deposited in a thickness of about 15 nm, and then, gold Was 
deposited in a thickness of about 150 nm. This order of 
deposition improves adhesion of the gold electrode to the 
substrate. 
An organic semiconductor layer of 5,5““‘-dimethyl 

sexithiophene (DMSxT) Was deposited by resistance heating 
With part of electrodes 15 covered With an aluminum foil 
While the distance betWeen the deposition source and the 
substrate surface Was kept at 10 cm. DMSxT Was placed in 
a tungsten boat. For the above-noted procedure, 29—30 
Amps of electric current Was supplied to the deposition 
source. The thickness of DMSxT layer Was about 500 nm. 
Here, the ctenoid-shaped electrode Was used for source and 
drain electrodes 15 of the objective FET. A surface of silicon 
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10 
substrate on Which no DMSxT layer Was deposited Was 
polished, and an oxide ?lm, Which Was generated in air, Was 
also removed by shaving to produce both a gate electrode 
from silicon substrate 11 and a gate insulating layer from the 
thermally oxidiZed layer. The channel length of the resulting 
FET Was 200 pm, and the channel Width Was 6 mm. The I-V 
characteristics Was measured by a semiconductor parameter 
analyZer (4145 A, YokogaWa-HeWlett-Packard Ltd.) after 
connection of each electrode of the FET With a gold line of 
Which diameter Was 0.1 mm through silver paste so that the 
mobility Was calculated. That calculation Was performed in 
accordance With the formula disclosed by S. M. SZe, “Phys 
ics of semiconductor device” 2nd. ed., 440 (Wiley, NeW 
York, 1981). Speci?cally, the relation represented by For 
mula (5) holds in a linear region of I-V characteristics. 

Wherein CO represents capacitance of the gate insulating 
layer per unit area, Z represents channel Width, L represents 
channel length, VT represents a threshold voltage, and VG 
and VD represent gate electrode voltage and drain electrode 
voltage, respectively. When PTFE oriented ?lm is formed on 
a silicon thermally oxidiZed ?lm, the capacitance used here 
corresponds to a series capacitance betWeen a capacitance of 
the silicon thermally oxidiZed ?lm and that of the PTFE ?lm. 
Further, the relation of AID to AVG, represented by Formula 
(6), holds When a drain voltage VD is constant and Formula 
(5) is simpli?ed. 

AID/AVG=(‘uC0Z/L)VD Formula (6) 

The mobility Was calculated by substituting values pro 
vided by I-V characteristics into Formula 

The direction of the electric ?eld applied to source and 
drain electrodes Was made to agree With that of the orien 
tation PTFE molecule chains. As a result, a mobility of 
14x10“2 cm2/V.s Was obtained. 

Furthermore, another mobility Was similarly determined 
using the same type of FET device except that the direction 
of the electric ?eld applied to the source and drain electrodes 
Was set perpendicular to that of the orientation PTFE mol 
ecule chains. The channel Width Was 200 pm and the channel 
length Was 6 mm. As a result of a similar calculation, a 
mobility of 2.36><10_3 cm2/V.s Was obtained, Which con 
?rmed mobility anisotropy in the orientation direction. 

EXAMPLE 6 

A PTFE oriented ?lm and electrodes Were sequently 
formed on a 100 nm thick thermally oxidiZed ?lm over 
n-doped silicon substrate 11 in the same manner as in 
Example 5. 
An organic semiconductor layer of 5,5 ““-dimethyl quin 

quethiophene (DMQqT) Was deposited by resistance heating 
With part of electrodes 15 covered With aluminum foil While 
the distance betWeen the deposition source and the substrate 
surface Was kept at 10 cm. DMQqT Was placed in a tungsten 
boat. For the above-noted procedure, 26—27 Amps of electric 
current Was supplied to the deposition source. The thickness 
of DMQqT layer Was about 500 nm. An FET Was formed in 
the same manner as in Example 5. The channel length Was 
100 pm, and the channel Width Was 6 mm. 

Further, the I-V characteristics Was measured to calculate 
mobility in the same manner as in Example 5. As a result, a 
mobility of 35x10“3 cm2/V.s Was obtained. The direction of 
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the electric ?eld applied to source and drain electrodes Was 
made to agree With that of the orientation PTFE molecule 
chains. On the other hand, another mobility Was similarly 
determined using the same type of PET device except that 
the direction of the electric ?eld applied to source and drain 
electrodes Was set perpendicular to that of the orientation 
PTFE molecule chains. The channel Width Was 200 pm and 
the channel length Was 6 mm. As a result of a similar 
calculation, a mobility of 4.74><10_4 cm2/V.s Was obtained, 
Which con?rmed mobility anisotropy in the orientation 
direction. 
Comparative Example 

Ctenoid-shaped source and drain electrodes Were formed 
on a 100 nm thick thermally oxidiZed ?lm over n-doped 
silicon substrate in the same manner as in Example 5. 
Chromium Was ?rst deposited in a thickness of about 15 nm, 
and then, gold Was deposited in a thickness of about 150 nm 
in the same manner as in Example 5. 
An organic semiconductor layer of 5,5 ““-dimethyl quin 

quethiophene (DMQqT) Was deposited in the same manner 
as in Example 6 With part of the electrodes covered With 
aluminum foil. A surface of silicon substrate on Which no 
DMSxT layer Was deposited Was polished, and an oxide 
?lm, Which Was generated in air, Was also removed by 
shaving to produce a gate electrode from silicon substrate. 
An FET having no PTFE oriented ?lm Was thus formed. The 
resulting FET had a channel length of 200 pm and a channel 
Width of 6 mm. 

The mobility for the comparative PET was calculated in 
the same manner as in Example 5. As a result, a mobility of 
25x10“4 cm2/V.s Was obtained. 

The preparation of DMQqT Was in accordance With the 
disclosure of Japanese Unexamined Patent Publication No. 
HEI 4-133351. The procedure Will be explained. 

2-Methyl-5-iodin-thiophene Was prepared according to 
the method disclosed by J. M. Baker et al., Synthetic 
Communications, vol. 5, pp.59—64 (1975). The product Was 
then puri?ed by vacuum distillation. The product (0.1 mol, 
22.4 g) took out of the puri?ed product Was dissolved in 
diethyl ether (60 ml) and added to 120 ml of diethyl ether 
dispersed With magnesium of equimole (2.4 g) through a 
separating funnel. The mixture Was then stirred for 4 h to 
prepare a Grignard reagent. To this reagent Were added 
1,3-bis(diphenylphosphino)propane nickel (II) chloride 
(0.75 g) and 5,5“-dibromoterthiophene (0.04 mol, 16.2 g) in 
a solid state. This mixture Was stirred overnight and re?uxed 
for 4 h to obtain 5,5““-dimethyl quinquethiophene. This 
product Was subjected to recrystalliZation from chloroben 
Zene to provide a gold luster crystal. Further, 5 ,5 “ “-dimethyl 
quinquethiophene Was similarly prepared using 2-methyl-5 
bromophiophene instead of 2-methyl-5-iodin-thiophene. 
This product Was also subjected to recrystalliZation from 
chlorobenZene to obtain gold luster crystal. 

EXAMPLE 7 

A PTFE oriented ?lm and electrodes Were sequently 
formed on a thermally oxidiZed ?lm over n-doped silicon 
substrate in the same manner as in Example 5. 

Both 5,5 “‘-dimethyl quaterthiophene (DMQtT) and 5,5““ 
dimethyl quinquethiophene (DMQqT) Were together depos 
ited by resistance heating With part of electrodes 15 covered 
With aluminum foil While the distance betWeen the deposi 
tion source and the substrate surface Was kept at 10 cm. 
DMQtT (6.6 mg) and DMQqT (3.4 mg) Were placed in a 
tungsten boat. For the above-noted procedure, 24—26 Amps 
of electric current Was supplied to the deposition source. An 
PET was formed in the same manner as in Example 5. The 
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12 
channel length Was 200 pm, and the channel Width Was 6 
mm. As a result of similar calculation as in Example 5, a 
high mobility of 64x10“2 cm2/V.s Was obtained. 

Another FET formed using an equivalent Weight of 
DMQtT and DMQqT provided a mobility of 29x10‘3 
cm2/V.s. The kind and mixture ratio of oligothiophene 
compounds are not critical to this embodiment and other 
kinds and ratios can be suitably selected. In this FET, the 
direction of the electric ?eld applied to source and drain 
electrodes Was made to agree With that of the orientation 
PTFE molecule chains. 

FIG. 9 shoWs a polariZed spectrum of a mixed thin layer 
composed of an equivalent Weight of DMQtT and DMQqT. 
Peaks at 460 and 400 nm are due to DMQtT, and peaks at 
500 and 430 nm are due to DMQqT. It is clear that the 
absorbance of the orientation molecule parallel to PTFE 
oriented ?lm is larger than that of the orientation molecule 
perpendicular to PTFE oriented ?lm. This means that the 
long molecular chains of both compounds are oriented 
parallel to PTFE oriented ?lm. 

In comparison, an FET having no PTFE oriented ?lm and 
a deposited layer of DMQtT or DMQqT exhibited a mobility 
of 14x10‘4 cm2/V.s or 2.5><10_4 cm2/V.s. The mobility 
provided by this embodiment Was 460 or 130 times higher 
than those mobilities of the comparative FETs. The mobility 
of oligothiophene generally increases With polymeriZation 
degree. A mixed thin ?lm of DMQtT and DMQqT remark 
ably exhibited a much higher mobility than a ?lm of DMQtT 
or DMQqT alone. This effect results from the mixture of the 
compounds. Therefore, the orientation of at least tWo olig 
othiophene compounds in one direction at a time improves 
characteristics of PET. 

The preparation of DMQtT Was in accordance With the 
disclosure of Japanese Unexamined Patent Publication No. 
HEI 4-133351. The procedure Will be explained. 

2-Methyl-5-bromothiophene Was prepared in the manner 
as in Example 1, and puri?ed by vacuum distillation. The 
product (0.1 mol, 17.7 g) took out of the puri?ed product 
Was dissolved in diethyl ether (60 ml) and added to 120 ml 
of diethyl ether dispersed With magnesium of equimole (2.4 
g) through a separating funnel. The mixture Was then stirred 
for 4 h to prepare a Grignard reagent. To this reagent Were 
added 1,3-bis(diphenylphosphino)propane nickel (II) chlo 
ride (0.75 g) and 5,5‘“-dibromobithiophene (0.04 mol, 13.0 
g) in a solid state. This mixture Was stirred for about 24 h and 
re?uxed for 4 h to obtain 5,5“‘-dimethyl quaterthiophene 
This product Was subjected to recrystalliZation from acetone 
to provide a needle crystal of gold luster. 

EXAMPLE 8 

A PTFE oriented ?lm and electrodes Were sequentially 
formed on a 500 nm thick thermally oxidiZed ?lm over 
n-doped silicon substrate in the same manner as in Example 
5. 

On this device, 1 Wt % solution of poly(2-methoxy,5-(2‘ 
ethylhexyloxy)-1,4-phenylenvinylene) (MEH-PPV) in 
xylene Was applied by the spin-coating method to form an 
MEH-PPV oriented ?lm having a thickness of about 150 
nm. The device had a channel length of 100 pm and a 
channel length of 6 mm. As a result of a similar calculation, 
a mobility of 12x10“3 cm2/V.s Was obtained. 
As a comparative example, the same type of PET device 

Without PTFE oriented ?lm exhibited a mobility of 42x10“4 
cm2/V.s. In this FET, the direction of the electric ?eld 
applied to the source and drain electrodes Was made to agree 
With that of the orientation of the PTFE molecule chains. 
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Polarized light observation con?rms that the orientation 
of the MEH-PPV ?lm is not remarkable compared to that of 
oligothiophene. The properties of PET device is dependent 
on the properties of the organic electron material layer 
(channel part) Within the depth of about 10 nm from the 
interface of the organic electron material layer and the gate 
insulating layer. Therefore, the good orientation of the 
channel part improves the characteristics of devices even if 
the Whole MEH-PPV ?lm is not fully oriented. 

In this embodiment, other conducting polymers, such as 
polythiophene, Which are superior in solubility, can similarly 
be used, instead of MEH-PPV. Even conducting polymers 
having poor solubility to a solvent can suf?ciently be formed 
into a ?lm by appropriate methods such as electrolytic 
polymeriZation. An example of the appropriate methods is 
disclosed in A. Tsumura, H KoeZuka and T. Ando, Appl. 
Phys. Lett., 49, 18, 1210 (1986). Those conducting polymers 
in the state of no-orientation only exhibit a mobility of 10'4 
cm2/V.s at most. Examples of determining a mobility of 
conductive polymers include are disclosed in other 
literature, for example, (a) A. Tsumura et al, Apply. Phys. 
Lett., 49, 18, 1210 (1986) regarding FET device comprising 
an n-type silicon substrate, a silicon oxide ?lm thereon and 
an organic semiconductor layer of polythiophene, (b) A. 
Assadi, C. Svensson et al, Appl. Phys. Lett., 53, 3, 195 
(1988) regarding FET device comprising an n-type silicon 
substrate, a silicon oxide ?lm thereon and an organic semi 
conductor layer of poly(3-hexyloxythiophene), (c) J. H. 
Burroughes, C. A. Jones and R. H. Friend, Nature, 335, 137 
(1988) regarding FET device comprising an n-type silicon 
substrate, a silicon oxide ?lm thereon and an organic semi 
conductor layer of polyacetylene, and the like. 

In contrast, polyphenylene vinylene or its derivatives 
shoWing a relatively high mobility around 4><10_4 cm2/V.s 
are effective for an organic semiconductor ?lm. In particular, 
MEH-PPV among phenylene vinylene derivatives is pre 
ferred because of solubility. Further, polythienylene 
vinylene or its derivatives having a similar chemical struc 
ture are also used. The properties of polythienylene vinylene 
or its derivatives are disclosed, for example, in H. 
Fuchigami, A. Tsumura and H. KoeZuka, Apply. Phys. Lett., 
63, 10 (1372 (1993). As disclosed, polythienylene vinylene 
exhibits a mobility of 0.22 cmZ/V/s in the state of 
no-orientation. 
As explained above, this invention provides oriented ?lms 

formed of conducting organic materials for use in a variety 
of electron devices by contacting oligothiophene 
compounds, polyphenylene vinylene or its derivatives With 
PTFE oriented ?lm on a substrate for increasing the mobility 
of conducting electrons in the material. 

Further, this invention also provides organic electronic 
devices, such as FET, having a high mobility by using an 
oligothiophene oriented ?lm, a mixed oligothiophene ?lm or 
an oriented ?lm thereof or polyphenylene vinylene oriented 
?lm. 

The invention may be embodied in other speci?c forms 
Without departing from the spirit or essential characteristics 
thereof. The embodiments disclosed in this application are to 
be considered in all respects as illustrative and not 
restrictive, the scope of the invention being indicated by the 
appended claims rather than by the foregoing description, 
and all changes Which come Within the meaning and range 
of equivalency of the claims are intended to be embraced 
therein. 
What is claimed is: 
1. A conducting organic oriented ?lm produced by a 

method comprising 
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14 
(a) forming a polytetra?uoroethylene oriented ?lm on a 

substrate, and 
(b) contacting the polytetra?uoroethylene oriented ?lm 

With an oligothiophene compound represented by For 
mula (1) 

Formula (1) 

Wherein n represents an integer of 3 to 6, and R represents 
a hydrogen atom or an alkyl group having 1 to 2 carbon 
atoms; 

Wherein the long axis of oligothiophene molecules is 
oriented to the orientation of said polytetra?uoroeth 
ylene oriented ?lm and crystalliZed. 

2. The conducting organic oriented ?lm according to 
claim 1, Wherein the contacting of (b) comprises a gaseous 
phase method or a casting method. 

3. The conducting organic oriented ?lm according to 
claim 1, Wherein (b) further comprises heating said polytet 
ra?uoroethylene oriented ?lm. 

4. The conducting organic ?lm according to claim 1, 
Wherein said oligothiophene compound has a polymeriZa 
tion degree betWeen four and six. 

5. The conducting organic oriented ?lm according to 
claim 1, Wherein the ot position at the ends of the oligoth 
iophene molecules is substituted by a group selected from 
the group consisting of alkyl groups, alkylthio groups and 
trimethylsilyl group. 

6. The conducting organic oriented ?lm according to 
claim 5, Wherein said alkyl group or alkylthio group has one 
or tWo carbon atoms. 

7. An organic electronic device comprising a substrate and 
a pair of electrodes facing each other, and Which is produced 
by a method comprising: 

(a) forming a polytetra?uoroethylene oriented ?lm on the 
substrate, and 

(b) contacting said polytetra?uoroethylene oriented ?lm 
With an oligothiophene compound to form an organic 
oriented ?lm on said polytetra?uoroethylene oriented 
?lm betWeen the pair of electrodes Wherein the long 
axis of oligothiophene molecules is oriented to the 
orientation of said polytetra?uoroethylene oriented ?lm 
and crystalliZed. 

8. The organic electronic device according to claim 7, 
Wherein at least tWo oligothiophene compounds are con 
tacted With said polytetra?uoroethylene oriented ?lm. 

9. The organic electronic device according to claim 7, 
Wherein said oligothiophene compound has a polymeriZa 
tion degree betWeen four and six. 

10. The organic electronic device according to claim 7, 
Wherein the ot position at the ends of the oligothiophene 
molecules is substituted by a group selected from the group 
consisting of alkyl groups, alkylthio groups and trimethyl 
silyl group. 

11. The organic electronic device according to claim 10, 
Wherein said alkyl group or alkylthio-group has one or tWo 
carbon atoms. 

12. The organic electronic device according to claim 7, 
Wherein the contacting of (b) comprises a gaseous-phase 
method or a casting method. 

13. The organic electronic device according to claim 12, 
Wherein (b) further comprises heating the polytetra?uoro 
ethylene oriented ?lm. 
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14. An organic electronic device comprising a substrate 
and a pair of electrodes facing each other and Which is 
produced by a method comprising: 

(a) forming a polytetra?uoroethylene oriented ?lm on a 
substrate, and 

(b) contacting said polytetra?uoroethylene oriented ?lm 
With a polyphenylene vinylene represented by Formula 
(2) or its derivative to form an organic oriented ?lm on 
said polytetra?uoroethylene oriented ?lm betWeen said 
pair of electrodes. 

Wherein n represents an integer. 

Formula (2) 

15. The organic electronic device according to claim 14, 
Wherein said polyphenylene vinylene derivative is poly(2 

16 
methoXy,5-(2‘-ethylheXyloXy)-1,4-phenylene vinylene) rep 
resented by Formula (3): 

Formula (3) 

5 ocH3 

CH : CH 

10 

OCH2(|IH — C4H9 n 

CZHS 

15 

Wherein n represents an integer. 

16. The organic electronic device according to claim 14, 
Wherein the contacting of (b) comprises a casting method. 

20 


