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COMBINATION DESK AND BED 

BACKGROUND OF THE INVENTION 

Field of the Invention 

The present invention relates to a combination desk and 
bed, Wherein a folded bed is stored in a back area of a desk, 
under a desk top. More particularly, the folded bed is 
accessed through a moveable panel, by unfolding the bed 
forWardly through a front area of the desk. 

At the present time, there is an increasing trend toWard 
incorporating an of?ce in the home. This is done for a variety 
of purposes, including household ?nancial matters, and 
doing business Work at home. The use of home computers 
also provides an increasingly popular function for home 
of?ce furniture. Home of?ces typically include a desk and 
?le or draWer storage. 

With a premium on space in most homes and apartments, 
hoWever, it is sometimes necessary to consider conversion 
of a traditional guest bedroom into a home of?ce, typically 
losing or at least severely compromises the guest bedroom. 
One Will, therefore, appreciate an increasing need to incon 
spicuously incorporate a fold-out bed into a fully functional 
desk so that a home of?ce can be used as a guest bedroom 

When necessary and, further, so that a desk used in an office 
can provide a bed on the occasion that it is necessary to stay 
all night in the of?ce. 

SUMMARY OF THE INVENTION 

The present invention addresses the contemporary pres 
sures to maximiZe space utiliZation With a combination desk 
and fold-out bed. In accordance With the invention, a com 
bination desk and fold-out bed comprises a desk top sup 
ported on side panels at sides of the desk, de?ning a desk 
opening under the desk top, the desk having an open front 
at a front side of the desk opening betWeen the side panels. 
Apair of movable pedestals ?t in a front portion of the desk 
opening adjacent an inner side of each side panel, the 
pedestals being removable from the desk opening to a 
position to the side of the desk, Where they can serve as night 
stands. Afold-up bed is mounted in a rear portion of the desk 
opening behind the pedestals When they are positioned in the 
desk opening. In a stored position, the bed extends laterally 
behind the pedestals. The bed is movable forWardly through 
the open front of the desk and unfolds forWardly to an open 
position after the pedestals are removed. The desk includes 
movable door panels that separate the front and rear portion 
of the desk opening betWeen the pedestals, concealing the 
folded bed in the rear portion. The panels are hinged to the 
pedestals and lie ?at against the sides of the pedestals When 
the panels are opened, providing access to the bed. 

These and other features, advantages, and bene?ts of the 
invention are apparent and Will be understood by one skilled 
in the art, from the speci?cation, including the draWings, and 
the claims. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a front elevational vieW of a desk incorporating 
a folding bed in accordance With the present invention, With 
the bed folded into a stored position. 

FIG. 2 is a plan vieW of the desk of FIG. 1. 

FIG. 3 is a cross-sectional vieW taken along lines 3—3 of 
FIG. 1. 

FIG. 4 is the vieW of FIG. 2 With the bed extended into an 
open position. 
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2 
FIG. 5 is a front elevational vieW of the bed unit of FIG. 

4 

FIG. 6 is a side elevational vieW of the bed unit of FIG. 
4 

FIGS. 7—12 are the vieW of FIG. 3 in a sequential series 
that shoW extension of the bed from a closed position, stored 
under the desk, to an open position in front of the desk. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

Referring noW to the draWings, FIGS. 1—3 shoW a desk 
bed unit 10 in accordance With the present invention, With 
the bed 56 being folded aWay for storage and the unit 10 
being con?gured for use in the form of a desk. 
Desk bed 10 comprises a conventional desk top 12 

supported by vertical side panels 14 that are located near 
opposing sides of the desk top, and a back panel 16 that 
encloses a back of the desk. The desk is constructed from 
Wood components in the exemplary embodiment, but other 
materials could be used. The desk can have a conventional 
desk siZe, the exemplary desk being about 72 inches Wide, 
about 37% inches deep, and about 30 inches high. A con 
ventional depth might be as great as 48 inches. Larger and 
smaller siZes can also be used. The desk includes tWo draWer 
units 18 mounted on the underside of desk top 12 betWeen 
outer panels 14 and a pair of inner panels 20 that extend 
doWnWardly from the desk top 12, a distance suf?cient to 
support the sides of the draWer units 18. Acenter draWer unit 
22 may be con?gured as a concealed slide out computer tray 
24, covered by a front panel 26 that folds doWn to reveal the 
keyboard tray. The front panel 26 is shoWn in phantom in the 
folded doWn position in FIG. 3. When the front panel 26 is 
folded up, it has the same general appearance as the facing 
panels for draWers 18 that are visible in FIG. 1. The back of 
the keyboard draWer may be provided With Wire openings 28 
and Wire guides to avoid entangling Wires in the bed 56. A 
computer may be placed on the desk top. A hutch 90 (FIG. 
6) or other storage unit may also be placed on top of the 
desk. 
The area underneath the desk top 12, excluding draWer 

units 18 and 24, is referred to as the desk opening and is 
generally designated by numeral 32 in FIG. 3. The desk 
opening 32 is divided into a front area or compartment 34 
and a rear area or compartment 36. In a central portion of the 
front compartment 34 is a kneehole opening 38 that accom 
modates the knees of a person seated at the desk. The depth 
of the front area 34 of the desk opening 32 should be 
suf?ciently deep to provide adequate knee room for a typical 
desk user. A depth of about 16% inches is satisfactory. The 
depth of the rear area 36 of the desk opening 32, Which 
functions as a bed storage compartment, should be suf? 
ciently deep to accommodate a folding bed. With the folding 
bed of the present invention, a depth of about 19 inches is 
satisfactory. 
A pair of pedestals 30 are positioned in the front portion 

34 of the desk opening 32 adjacent the inner sides of side 
panels 14. These pedestals de?ne the sides of kneehole 
opening 38. Pedestals 30 ?t closely under the bottom of 
draWer units 18 and are of a compatible decor, such that the 
pedestals 30 give the appearance of pedestals permanently 
mounted in the desk opening. The pedestals 30 are, hoWever, 
mounted on Wheels or casters 40 and can be rolled out of 
their positions under the desk top 12, in desk opening 32. 
The pedestals 30 have front molding panels 42 and side 
panels 44 and a rear panel 46 that extend doWnWardly over 
the casters adjacent to ?oor level to form a skirt that conceals 
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the casters under the pedestals 30 and make it appear as if 
the pedestals 30 are ?xed position, non-movable, integral 
desk pedestals. 

Door panels 48 are mounted on the inner rear corners of 
the separate pedestals 30, With each door panel 48 extending 
transversely across the desk opening 32 and abutting at a 
junction 50 at the middle of the kneehole opening 38. Door 
panels 48 are pivotally mounted to the inside rear corner 
edges of pedestals 30 by hinges 52. The hinges 52 permit the 
doors 48 to be opened in a forWard direction, toWard the 
open front of the desk 10, so the doors 48 lay ?at against the 
inner, side panels 44 of the pedestals 30. When doors 48 are 
closed (the position shoWn in FIG. 1), the doors 48 extend 
across the entire rear side of the kneehole opening 38 and 
give the impression of being the back panel or a modesty 
panel in the desk. The doors 48 may be held in the closed 
position by magnetic catches that cooperate With the metal 
carriage 64 (discussed further beloW) of the bed 56. The 
pedestals 30 also are provided With slide out draWers 54 that 
may be conventional draWers or may be ?le draWers and the 
like. To stabiliZe each pedestal 30 When the bottom draWer 
is opened, a ?fth Wheel or caster 40 may be mounted under 
the front of the bottom draWer and the front panel 42 may be 
connected With the bottom draWer, so the ?fth Wheel and the 
front panel move With the bottom draWer and the ?fth Wheel 
or caster supports the front of the bottom draWer to resist 
tipping and falling of the pedestal 30. 
A folding bed 56 is stored inconspicuously in the back 

area 36 or bed compartment of the desk opening. When the 
desk is closed (FIG. 1), the bed 56 is completely concealed 
in the bed compartment 36 and there is no Way to distinguish 
the desk from an ordinary desk. 
When it is desired to use the desk as a bed, hoWever, the 

desk may be converted into the bed con?guration shoWn in 
FIGS. 4—6. To accomplish this, door 48 are opened by 
pivoting them forWardly into abutment With the inner sides 
44 of their respective pedestals 30. The doors 48 may be held 
in this open position With magnetic catches or the like. The 
pedestals 30 are removed on their Wheels 40 from the front 
portion 34 of the desk opening 32. The pedestals 30 may be 
positioned to the sides of the desk opening 32, Where they 
may conveniently serve as night stands on the sides of the 
bed 56. Opening doors 48 and removing the pedestals 30 
opens the entire Width of the desk opening 32 betWeen the 
side panels 14. The bed 56 may then be unfolded forWardly 
from out of the open front of the desk in the manner shoWn 
in FIGS. 7—12. When fully unfolded, bed 56 is positioned as 
shoWn in FIGS. 4—6, With the head of the bed being 
positioned just forWardly from the front of the desk. 

The bed 56 comprises a frame 58 and a mattress 60, both 
of Which fold up into the bed compartment or the back area 
36. PilloWs 62 may be added to the bed 56 after it is 
unfolded. The desk unit 10 thus serves as a headboard for the 
bed 56. The desk of the present invention is designed to 
incorporate a commercially available folding bed. While a 
number of different bed constructions may be used in the 
present invention, the commercially available bed that is 
described here and available from the Louis Pokorny 
Company, Inc., of Ronkomkoma, N.Y., Works Well in the 
present invention With a folding bed mattress from the 
Spring Air Mattress Company of Grand Rapids, Mich. Bed 
56 is mounted in a cart or carriage 64 mounted on Wheels 66, 
With the cart 64 forming a component of the complete bed 
unit. The cart 64 is attached by a pivot linkage 68 to an 
anchor location 70 on the side panels 14 of the desk 10, at 
opposite, loWer rear corners of the desk compartment. 

The manner in Which the bed unit is WithdraWn and 
unfolded from the desk is shoWn schematically in FIGS. 
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4 
7—12. As shoWn in FIG. 7, bed 56 is WithdraWn from the 
desk opening 32 by pulling a crossbar 72 forWardly toWard 
the front of the desk 10. Wheeled cart 64 rolls out from the 
desk opening 32 until it reaches the position shoWn in FIG. 
8, Where linkage 68 becomes extended and limits further 
outWard movement of the cart. At this point, bar 72 is 
pivoted doWnWardly and forWardly. 

Next, the folded bed frame 58 With mattress 60 folded 
therein is pivoted forWardly on cart 64 in the manner shoWn 
in FIG. 9. When closed or folded up, the bed frame 58 and 
folded mattress 60 form a generally rectangular con?gura 
tion. In the position shoWn in FIGS. 7 and 8, the long side 
of the rectangular shape is oriented vertically, so the bed 56 
occupies a minimum portion of the depth in the desk 
opening 32. The bed frame 58 and integrally connected 
mattress 60 are pivoted forWardly on cart 64 in FIG. 9, thus 
changing the orientation of the long side of the bed frame 58 
to a horiZontal position. This also positions a ?rst section 
58a of the bed frame in a horiZontal position With the 
mattress 60 on top of it. Arear corner 78 of bed frame section 
58a is connected to pivoting links 80 and 81, Which pivotally 
interconnect the bed frame With the cart at a forWard portion 
thereof. 
The next step in unfolding the bed 56 is to urge the bed 

frame forWardly and upWardly to the position shoWn in FIG. 
10 Where links 80 and 81 pivot upWardly and forWardly to 
an upright position, Wherein they serve as legs for the front 
edge of the bed and support the bed at a convenient bed 
elevation. 
The next step in unfolding the bed 56 is to pivot bed frame 

members 58b and 58c outWardly to unfold the next section 
of bed 56, in the manner shoWn in FIG. 11. As sections 58b 
and 58c are unfolded, another leg 84 is folded doWnWardly 
so that it supports these sections 58b and 58c of the frame 
58. 

Finally, sections 58d and 586 are folded outWardly and 
another leg 86 is folded doWnWardly so the bed frame 58 and 
mattress 60 occupy a fully extended, generally horiZontal 
position, as shoWn in FIG. 12. 

Refolding and replacing the bed 56 under the desk top 12 
involves substantially the opposite procedure. When folded 
aWay, the bed 56 is fully concealed in the bed compartment 
or back area 36, behind pedestals 30 and doors 48. 
The foregoing illustrates an exemplary embodiment of the 

present invention. Various changes and modi?cations may 
be made in this embodiment Without departing from the 
spirit and scope of the present invention, Which is de?ned in 
the appended claims. 
We claim: 
1. A combination desk and bed, comprising: 
a cabinet, said cabinet having a left side panel, a corre 

sponding opposing right side panel, a desk top sup 
ported above a ?oor by said left and said right side 
panels, a back area de?ned betWeen said left and said 
right side panels and underneath a back portion of said 
desk top, and a front area de?ned betWeen said left and 
said right side panels and underneath a front portion of 
said desk top; 

a ?rst pedestal, said ?rst pedestal being removably located 
in said front area, near said left side panel; 

a second pedestal, said second pedestal being removably 
located in said front area, near said right side, a 
kneehole being de?ned in said front area and betWeen 
said ?rst and said second pedestals When said ?rst and 
said second pedestals are located in said front area; 

a fold-up bed that is adapted to fold from an open position 
to a folded position and to open from said folded 
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position to said open position, said fold-up bed being 
removably located in said back area When in said 
folded position. 

2. The combination de?ned in claim 1 further including a 
moveable panel, said moveable panel extending betWeen 
said ?rst and said second pedestals to de?ne a partition 
betWeen said back area and said front area, said moveable 
panel being moveable betWeen a closed position in Which 
said moveable panel conceals said back area and an open 
position in Which said back area and said fold-up bed are 
accessible. 

3. The combination de?ned in claim 2 Wherein said 
moveable panel includes a ?rst door that is hinged to said 
?rst pedestal and a second door that is hinged to said second 
pedestal. 

4. The combination de?ned in claim 3 Wherein each of 
said ?rst and said second pedestals is provided With casters 
to facilitate movement of said pedestal and Wherein each of 
said ?rst and said second pedestals has a skirt that conceals 
said casters. 

5. The combination de?ned in claim 4 Wherein at least one 
of said pedestals includes a bottom draWer that is openable 
to extend aWay from said at least one of said pedestals, and 
Wherein a stabiliZing device is connected With said bottom 
draWer to resist tipping and falling of said at least one of said 
pedestals When said bottom draWer is opened. 

6. The combination de?ned in claim 1 Wherein at least one 
of said pedestals includes a bottom draWer that is openable 
to extend aWay from said at least one of said pedestals, and 
Wherein a stabiliZing device is connected With said bottom 
draWer to resist tipping and falling of said at least one of said 
pedestals When said bottom draWer is opened. 

7. The combination de?ned in claim 1 Wherein said 
fold-up bed extends generally laterally from said ?rst side 
panel to said second side panel and Wherein at least one of 
said ?rst pedestal and said second pedestal obstructs opening 
said fold-up bed from said folded position to said open 
position When said at least one of said ?rst pedestal and said 
second pedestal is located in said front area. 

8. A combination desk and bed comprising: 
a cabinet, said cabinet having a ?rst side panel, an 

opposing second side panel, and a top panel; 
said ?rst and said second side panels being spaced from 

one another and de?ning a desk opening therebetWeen, 
said desk opening having a front area and a back area; 

a ?rst pedestal, said ?rst pedestal being removably located 
in said front area, near said ?rst side panel; 

a second pedestal, said second pedestal being removably 
located in said front area, near said second side panel, 
said ?rst and said second pedestals de?ning a knee 
space therebetWeen; 

a fold-up bed, said fold-up bed being adapted to fold from 
an open position to a folded position and being located 
in said back area When in the folded position, said 
fold-up bed also being adapted to unfold from said 
folded position to said open position and extending 
generally aWay from said front area, in a direction 
generally aWay from said back area, When in the open 
position. 

9. The combination de?ned in claim 8 further including a 
moveable panel, said moveable panel extending at least 
partially betWeen said ?rst and said second side panels to 
de?ne a partition betWeen said back area and said front area, 
said moveable panel being moveable betWeen a closed 
position in Which said moveable panel conceals said back 
area and an open position in Which said back area and said 
fold-up bed are accessible. 
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10. The combination de?ned in claim 9 Wherein said 

moveable panel includes a ?rst door that is hinged to said 
?rst pedestal and a second door that is hinged to said second 
pedestal. 

11. The combination de?ned in claim 10 Wherein each of 
said ?rst and said second pedestals is provided With casters 
to facilitate movement of said pedestal and Wherein each of 
said ?rst and said second pedestals has a skirt that conceals 
said casters. 

12. The combination de?ned in claim 11 Wherein at least 
one of said pedestals includes a bottom draWer that is 
openable to extend aWay from said at least one of said 
pedestals, and Wherein a stabiliZing device is connected With 
said bottom draWer to resist tipping and falling of said at 
least one of said pedestals When said bottom draWer is 
opened. 

13. The combination de?ned in claim 8 Wherein at least 
one of said pedestals includes a bottom draWer that is 
openable to extend aWay from said at least one of said 
pedestals, and Wherein a stabiliZing device is connected With 
said bottom draWer to resist tipping and falling of said at 
least one of said pedestals When said bottom draWer is 
opened. 

14. The combination de?ned in claim 8 Wherein said 
fold-up bed extends generally laterally from said ?rst side 
panel to said second side panel and Wherein at least one of 
said ?rst pedestal and said second pedestal obstructs opening 
said fold-up bed from said folded position to said open 
position When said at least one of said ?rst pedestal and said 
second pedestal is in said front area. 

15. A combination desk and bed comprising: 
a desk top having a back edge and an opposing front edge 

and having a ?rst side edge and an opposing second 
side edge; 

a back panel positioned near said back edge, extending 
betWeen said ?rst and said second side edges, and 
extending generally perpendicularly doWnWard from 
said desk top; 

a ?rst side panel positioned near said ?rst side edge, 
extending betWeen said back and said front edges, and 
extending generally perpendicularly doWnWard from 
said desk top to support said desk top above a ?oor; 

a second side panel positioned near said second side edge, 
extending betWeen said back and said front edges, and 
extending generally perpendicularly doWnWard from 
said desk top to support said desk top above the ?oor; 

said ?rst and said second side panels being spaced apart 
and de?ning a desk opening therebetWeen; 

a ?rst pedestal removably positioned in said desk 
opening, near said ?rst and said front edges; 

a second pedestal removably positioned in said desk 
opening, near said second and said front edges, a 
kneehole being de?ned betWeen said ?rst and said 
second pedestals When said ?rst and said second ped 
estals are located in said desk opening; and 

a fold-up bed that is adapted to fold from an open position 
to a folded position and to open from said folded 
position to said open position, said fold-up bed being 
removably positioned in said desk opening, betWeen 
said back panel and said ?rst and said second pedestals, 
When said fold-up bed is folded. 

16. The combination de?ned in claim 15 further including 
a moveable panel, said moveable panel extending at least 
partially betWeen said ?rst and said second side panels to 
de?ne a partition betWeen said back area and said front area, 
said moveable panel being moveable betWeen a closed 
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position in Which said moveable panel conceals said back 
area and an open position in Which said back area and said 
fold-up bed are accessible. 

17. The combination de?ned in claim 16 Wherein said 
moveable panel includes a ?rst door that is hinged to said 
?rst pedestal and a second door that is hinged to said second 
pedestal. 

18. The combination de?ned in claim 15 Wherein each of 
said ?rst and said second pedestals is provided With casters 
to facilitate movement of said pedestal and Wherein each of 10 
said ?rst and said second pedestals has a skirt that conceals 
said casters. 

19. The combination de?ned in claim 15 Wherein at least 
one of said pedestals includes a bottom draWer that is 

8 
openable to eXtend aWay from said at least one of said 
pedestals, and Wherein a stabilizing device is connected With 
said bottom draWer to resist tipping and falling of said at 
least one of said pedestals When said bottom draWer is 
opened. 

20. The combination de?ned in claim 15 Wherein said 
fold-up bed eXtends generally laterally from said ?rst side 
panel to said second side panel and Wherein at least one of 
said ?rst pedestal and said second pedestal obstructs opening 
said fold-up bed from said folded position to said open 
position When said at least one of said ?rst pedestal and said 
second pedestal is in said desk opening. 

* * * * * 


