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To all whom it may concern. 
Be it known that 1, JAMES P. BUCHANAN, a 

citizen of the United States of America, resid 
ing at Allegheny, in the county of Allegheny 
and State of Pennsylvania, have invented 
certain new and useful Improvements in Me 
tallic Door-Jambs, of which the following is 
a speci?cation, reference'being had therein 
to the accompanying drawings. 
This invention relates to certain new and 

useful improvements in structural ironwork, 
and has for its object to provide means for 
holding metallic door-jambs in ?reproof build 
ings in position, so that they will not become 
displaced by the slamming of the door. ' 
The invention further aims to provide a de 

vice, as above stated, that will be extremely 
simple in its construction, strong, durable, 
eifectual in its operation, and comparatively 
inexpensive to manufacture. 

I'Vith the above and other objects in View 
the invention ?nally consists in the novel com 
struction, combination, and arrangement of 
parts to be hereinafter more speci?cally de 
scribed, and particularly pointed out in the 
claim. 
In describing the invention in detail refer 

ence is had to the accompanying drawings, 
forming a part of this speci?cation, and 
wherein like letters of reference indicate simi 
lar parts throughout the several views, in 
which- . 

Figure 1 is a view in side elevation, partly 
broken away, showing the device applied in 
position. Fig. 2 is a transverse vertical sec 
tional view of a beam or joist, showing the 
device in position on' same. Fig. 3 is a simi 
lar view of a modi?ed form. Fig. 4 is a per 
spective view of the device. , 
Referring to the drawings by reference-let 

ters, 0 represents a casing or box provided at 
its top with an outwardly-projecting ?ange 1), 
extending entirely around the box a. At the 
two ends of the box a this ?ange b is ofv suf? 
cient length to admit of same being bent up 
wardly, as shown at c, and inclined inwardly, 
forming clamps c’ 0', adapted to ?t the ?ange 
of the beam (Z. The ?anges 12 project hori 
zontally beyond both sides of the box a and 
serve both to form a broader bearing for the 
cross-beam and to catch upon the wall and 
help to support the box in position. 

In Fig. 3 I have shown‘ the plates 0’ 0’ dis 
pensed with, the ?ange 0 serving to hold the 
device in position on the beam, and in one of 
these ?anges I have provided a set-screw e, 
which maybe used in either form shown. The 
clamps c’ c’ engage on the ?ange of the beam, 
and the supporting column or post f engages 
in the box or casing a, thus retaining the post 
in a perfectly vertical position without the 
aid of the side walls or weight of the beams, 
which has heretofore been impossible. When 
the studding or supporting-post has been 
moved to the desired position, it is held by 
the set-screw 6, being adjusted against the 
flange of the beam. ' When this screw is loos 
ened, the device may be adjusted on the beam 
to any point desired. ' 
In Fig. 4 I have shown the portion 0' pro 

vided on its upper face with a bushing or 
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disk g, forming a sufficient thickness of the ' 
portion 0’ at this point to receive the set 
screw 6. In thisconstruction vthe set-screw 
will extend'upwardly with the device and be 
protected by the projecting portion of the 
beam. 
The clamps or posts are intended more es 

pecially to form door-jambs, and the boxes Ct 
upon both ends serve to prevent the displace 
ment of these jambs by the slamming of the 
‘doors. Unless the cross-beams should get 
out, of line the jambs, being con?ned at both 
ends, can never have the slightest lateral 
play. ‘ 

Having fully described my invention, what 
I claim as new, and desire to secure by Let 
ters Patent, is—— 
'l‘he?anged metallic box, or frame, that 

?ts over the top of a vertical post or jamb, 
and which is provided upon opposite sides 
with the ?anges b, and upon opposite ends 
with the vertical ?angesc, and the two in_ 
wardly-turned ?anges c’; the box serving as 
a means for connecting the beams that ex 
tend at a right angle to each other, substan 
tially as shown. 
In testimony whereof I af?x my signature 

in presence of two witnesses. 

JAMES P. BUCHANAN. 
Witnesses: 

A. M. WILSON, 
W. J . WHITE. 
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