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METHOD FOR ASSIGNMENT OF INPUT 
PORT NUMBERS IN 3-DIMENSION BANYAN 

SWITCHING NETWORK OF 
ASYNCHRONOUS TRANSFER MODE 

CLAIM OF PRIORITY 

This application makes reference to, incorporates the 
same herein, and claims all bene?ts accruing under 35 U.S.C 
§ 119 from an application entitled Method for Assignment of 
Input Port Numbers in 3-dimension Banyan Switching Net 
Work of Asynchronous Transfer Mode earlier ?led in the 
Korean Industrial Property Office on Dec. 26, 1995, and 
there duly assigned Serial No. 56579/1995 by that Of?ce. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a method for formation of 

a sWitching netWork in an asynchronous transfer mode 
(ATM) on basis of a “Banyan” netWork. More particularly, 
the present invention relates to a method for assignment of 
input port numbers, so as to be capable of 3-dimensional 
installation of the sWitching netWork. 

2. Description of the Related Art 
Recently, sWitching netWorks based on the Banyan net 

Work come into Wide use for the asynchronous transfer 
mode (ATM) sWitching netWorks. An ATM sWitching net 
Work generally requires transmission capability of at least 
hundreds of megabits per second (Mb/s) of transmission 
speed per port and a larger scale sWitching netWork for such 
high transmission speed. HoWever, as noted in the art, 
various limitations in some hardWare factors eXist in areas 
such as reception of circuit components in a printed circuit 
board and its siZe. A?ber of connector pins and a number of 
connections in a printed circuit board (PCB), transmission 
speed per link, etc. Would be quite dif?cult in developing to 
a larger scale of Banyan sWitching netWork. 
On this matter, among the exemplars of a contemporary 

practice are White (US. Pat. No. 5,546,540, Automatic 
Topology Monitor For M ulti-Segment Local Area Network, 
Aug. 13, 1996) discussing an automatic topology monitor 
for multi-segment local area netWork, Which includes seg 
ment monitor nodes Which report the presence of neW end 
nodes to a netWork manager node. Dobbins et al. US. Pat. 
No. 5,509,123, Distributed Autonomous Object Architec 
tures For Network Layer Routing, Apr. 16, 1996) discusses 
an object-oriented architecture for netWork layer routing 
Which distributes function and system behavior into auto 
momous router objects. Christensen et al. (US. Pat. No. 
5,491,687, Method And System In A Local Area Network 
Switch For Dynamically Changing Operating Modes, Feb. 
13, 1996) discusses a local area netWork (LAN) sWitch 
having means for sWitching modes of operation in response 
to a rate at Which frames having an error pass through such 
a LAN sWitch. Judd et al. (US. Pat. No. 5,465,251, Network 
Addressing, Nov. 7, 1995) discusses a netWork addressing 
scheme in Which a message sent from a source node to a 
destination node includes a path address Which de?nes the 
path over Which the message should travel to reach the 
destination node. NoriZuki et al. (US. Pat. No. 5,357,510, 
Apparatus And A Method For Supervising And Controlling 
ATM Tra?ic, Oct. 18, 1994) discusses an apparatus for 
supervising and controlling asynchronous transfer mode 
(ATM) traf?c, and Which collects traf?c information. The 
apparatus comprises a cell detecting unit, an idle cell detect 
ing unit, a cell counting unit, an idle cell counting unit, an 
idle cell rate detecting unit, and a control unit. From my 
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2 
study of these exemplars and of the prior art, I believe that 
there is a need for a more effective and improved method for 
formation of a sWitching netWork in an asynchronous trans 
fer mode (ATM) on basis of a “Banyan” netWork, as in the 
present invention. 

SUMMARY OF THE INVENTION 

Accordingly, an object of the present invention is to 
provide an improved method for formation of a sWitching 
netWork in an asynchronous transfer mode (ATM) on basis 
of a “Banyan” netWork. 

Another object of the present invention is to provide an 
improved method for assignment of input port numbers, so 
as to be capable of 3-dimensional installation of the sWitch 
ing netWork. 

Another object of the present invention is to provide a 
method for assignment of input port numbers so as to alloW 
formation of a unit sWitch having a predetermined scale of 
module characteristic for a 3-dimensional installation of a 
sWitching netWork in an asynchronous transfer mode (ATM) 
on basis of the “Banyan” netWork. 

The above and other objects can be achieved according to 
the present invention Which provides a method for formation 
of a 3-dimensional asynchronous transfer mode sWitching 
netWork of a large (N><N) scale. A multiplicity of unit 
sWitches of a small (n><n) scale, positioned in a front portion 
of the sWitching netWork, are partitioned as front unit 
sWitches. A multiplicity of unit sWitches of the same small 
(n><n) scale, positioned in a rear portion of the sWitching 
netWork, are partitioned as rear unit sWitches. Output ports 
of the front unit sWitches are coupled in sequence in a 
crossed manner to input ports of the rear unit sWitches. The 
input port numbers of the front unit sWitches are re-assigned 
in accordance With a given formula. The output port num 
bers of said rear unit sWitches are assigned in sequence from 
the uppermost position to the loWermost position. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Amore complete appreciation of the invention, and many 
of the attendant advantages thereof, Will be readily apparent 
as the same becomes better understood by reference to the 
folloWing detailed description When considered in conjunc 
tion With the accompanying draWings in Which like refer 
ence symbols indicate the same or similar components, 
Wherein: 

FIG. 1 is a front vieW of a so-called book shelf type of 
sWitching netWork apparatus; 

FIG. 2 is a rear vieW of the sWitching netWork apparatus 
of FIG. 1, illustrating a shape of electrical connection of 
signal lines; 

FIG. 3 is a schematic diagram illustrating the construction 
of a unit sWitch With an a><a scale of Banyan netWork 
constituted according to the principles of The present inven 
tion; 

FIG. 4 is a schematic diagram illustrating the construction 
of an ATM sWitching netWork With an N><N scale of Banyan 
netWork constructed according to the principles of the 
present invention; 

FIG. 5 is a schematic diagram illustrating the construction 
of a 3-dimensional sWitch With an N><N scale of Banyan 
netWork constructed according to the principles of the 
present invention; 

FIG. 6 is a schematic diagram illustrating the construction 
of an output port number table With 1,024><1,024 scale of 
Banyan netWork constructed With the 3-dimensional sWitch 
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installation, in Which table the output port numbers are 
re-allocated, and the table and the network being constructed 
according to the principles of the present invention; 

FIG. 7 is a schematic diagram illustrating the construction 
of an input port number table With 1,024><1,024 scale of 
Banyan netWork constituted according to the 3-dimensional 
sWitch installation, in Which the input port numbers of the 
table are allocated according to the principles of the present 
invention; and 

FIG. 8 is a schematic diagram illustrating the construction 
of the 1,024><1,024 scale of Banyan netWork constructed by 
the 3-dimensional sWitch installation in accordance With the 
output port number table of FIG. 6 and the input port number 
table of FIG. 7, the contruction being according to the 
principles of the present invention. 

DETAILED DESCRIPTION OF TIM 
PREFERRED EMBODIMENT 

According to a contemporary practice, a large scale of 
ATM sWitching netWork based on the Banyan netWork is 
provided With a multiplicity of printed circuit board Which 
are installed in a book shelf form, as illustrated in FIGS. 1 
and 2. FIG. 1 shoWs a front vieW of a PCB self of the 
sWitching netWork and FIG. 2 shoWs a rear vieW of the PCB 
shelf With its electrical connections exposed—and further 
through, one or more PCB patterns in its backboard, a unit 
printed circuit board constituting die overall sWitching 
netWork, are connected to each other. 

The folloWing disadvantages are noted in installing the 
plurality of PCBs in the book shelf form constituting a 
sWitching netWork in a large scale of ATM sWitching net 
Work Which requires a very high speed of signal transmis 
s1on. 

First, as the number of links to be connected betWeen the 
PCBs in the large scale of ATM sWitching netWork are 
greatly increased, it Will be difficult for a knoWn existing 
hardWare environment to be adapted to use for installation of 
PCBs because the number of connector pins used in the 
PCBs is normally limited, thereby restricting the number of 
links capable of connection betWeen the PCBs. Although 
this draWback may be avoided by enlarging die siZe of PCBs 
in backboards of the sWitching netWork and using more 
connectors therein, such Would often cause the PCBs to bend 
over their frames due to the excessive Weight Which may 
exercise an adverse effect on the structural stability of PCBs. 

Next, in the book shelf form of sWitching netWork 
apparatus, as the PCBs are installed one after another, one by 
one, in order of their sequential numbers, the farther a PCB 
is positioned from the ?rst one, the longer a length of the 
linkage for connection With the PCB becomes. Hence, as the 
transmission speed per port in the ATM sWitching netWork 
reaches hundreds of Mb/s, such a difference betWeen linkage 
lengths for connection With other PCBs causes an adverse 
generation of a delay variation or a jitter in signal transmis 
sion. The delay variation has the important in?uence on the 
high speed transmission of the ATM and other synchronous 
sWitching netWorks. Furthermore, as such a book shelf form 
of sWitching netWork apparatus also tends to have a limita 
tion on the effective transmission distance in the high speed 
transmission of the ATM sWitching netWork, a connection in 
betWeen those PCBs spaced farther apart from each other, as 
shoWn in FIG. 3, Would result in considerable attenuation of 
a transmitted signal to thereby lead to a failure of normal 
transmission. For instance, When the transmission speed per 
bit in application of 160 Mb/s signal transmission is 6.25E 
9, a transmission distance capable of transmission without 
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4 
such a signi?cant attenuation of signal through the PCB 
patterns in the ATM sWitching netWork is a feW of centi 
meters (at the maximum). Therefore, the lengths of connec 
tions greatly affect the occurrence of signal attenuation—the 
better transmission reliability of the ATM sWitching net 
Work. 

The present invention may use a unit sWitch With n><n 
scale constituted by means of a 3-dimensional arrangement. 
This can solve one or more of the aforementioned problems 
caused in application of a large scale of Banyan netWork 
With N><N siZe, Wherein a number ‘n’ denotes a number of 
input/output ports for a unit sWitch and a number “N” 
denotes a number of input/output ports for a sWitching 
netWork. FIG. 3 is a schematic diagram illustrating the 
construction of a unit sWitch, With n><n scale, of the sWitch 
ing netWork according to the present invention. FIG. 4 is a 
schematic diagram illustrating the construction of the ATM 
sWitching netWork With N><N scale of Banyan netWork 
constituted according to the principles of the present inven 
tion. 

In FIG. 5, there is shoWn a detailed construction of the 
3-dimensional arrangement of sWitching netWork based 
upon the N><N scale of Banyan netWork constituted as 
shoWn in FIG. 4. This 3-dimensional arrangement of sWitch 
ing netWork is developed by dividing a large N><N scale of 
sWitching netWork into a plurality of small modules of n><n 
siZe, positioning these modules in both a front side and a rear 
side: of its backboard in a perpendicular direction With 
respect to each other, and directly connecting through con 
nectors on the backboard to each other Where applicable. 

HoWever, in a situation Where the n><n scale of unit 
sWitches are adapted to be coupled to each other in under to 
form a 3-dimensional sWitching netWork on basis of the 
Banyan netWork, a shuffle relation Within the sWitching 
netWork should be considered. That is, in a situation Where 
the n><n scale of unit sWitches in the 3-dimensional arrange 
ment are used to from the N><N Banyan netWork, the 
resultant sWitching netWork Would be unable to provide the 
original characteristic of the Banyan netWork itself because 
the positions of connection linkages betWeen the unit 
sWitches positioned in a front side of the backboard and the 
corresponding unit sWitches positioned in a rear side of the 
backboard are changed in a certain amount. Accordingly, In 
order to keep the characteristic of the Banyan netWork as it 
Was, a reshuf?ing in the sWitching netWork has to be made 
in its input or output link. 

Accordingly, the invention provides a method for reshuf 
?ing the input link so as to keep the characteristic of the 
Banyan netWork Without change, even in a situation Where 
the n><n scale of unit sWitches in the 3-dimensional arrange 
ment are used to form the N><N Banyan sWitching netWork. 
Also, the reshuf?ing of input link should be performed for 
the input links of all the unit sWitches, With this particular 
rule taken, because the unit sWitches in both the front side 
and the rear side of the back-board are coupled together in 
this particular form in the 3-dimensional arrangement. 
The invention provides a method for reshuffling the input 

ports to be adjusted When making the large scale of sWitch 
ing netWork based upon the Banyan netWork into the n><n 
scale of unit sWitch modules and constructing the 
3-dimensional arrangement of entire sWitching netWork by 
using the unit sWitch modules. To modulariZe the entire 
sWitching netWork into a multiplicity of n><n scale of unit 
sWitches requires partitioning of sWitches due to the limi 
tation of a number of circuit components receivable Within 
a PCB or semiconductor device according to the various 
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hardware conditions. Here, the unit switches should have the 
modularity because the entire switching netWork can be 
constructed by utilizing a plurality of identical unit sWitches 
With such modularity. Thus, the sWitching netWork could be 
manufactured With one kind of unit sWitch. HoWever, in a 
situation that the unit sWitches are split into smaller modules 
Without the modularity taken into account, several kinds of 
small sWitches Will have to be utiliZed in construction of the 
entire sWitching netWork. 

After manufacturing the aforementioned n><n siZe of unit 
sWitches, the 3-dimensional arrangement system is used to 
construct the entire sWitching netWork With these unit 
sWitches, in Which system overcomes the draWbacks 
resulted from the prior book shelf type arrangement of 
printed circuit board. Thus, as the link connection betWeen 
the unit sWitches is made not through a connection via its 
electrical signal line as done in the book shelf type, but 
directly through the connector in the backboard, there is no 
need to connect the N number of signal links to the electrical 
signal in the backboard. Hence, in case of N><N sWitching 
netWork, the numbers of the input links, output links and 
connection links betWeen the unit sWitches are all “N”, 
respectively. Therefore, the delay variation in signal trans 
mission Will not occur in the links used for connection 
betWeen the unit sWitches; it may result in prevention of the 
signal attenuation. 

HoWever, in case Where the n><n scale of unit sWitches are 
adapted to be coupled to each other in order to form a 
3-dimensional sWitching netWork on basis of the Banyan 
netWork, the resultant sWitching netWork Would be unable to 
provide the original characteristic or the Banyan netWork 
itself because the positions of connection linkages betWeen 
the unit sWitches positioned in a front side of the backboard 
and the corresponding unit sWitches positioned in a rear side 
of the backboard are changed in a certain amount. 
Accordingly, n order to keep the characteristic of the Banyan 
netWork as it Was, a reshuffling in the sWitching netWork has 
to be made in its input or output link. 

The invention therefore provides a method for reshuf?ing 
the input link so as to keep the characteristic of the Banyan 
netWork Without change in case Where the n><n scale of unit 
sWitches in the 3-dimensional cross arrangement are used to 
form the N><N Banyan sWitching netWorks. Referring to the 
folloWing table, there is shoWn a method for calculating the 
input port numbers in accordance With the unit sWitch. In the 
table, values in each roW correspond to the input port 
numbers of the unit sWitches, Wherein the ?rst roW denotes 
an input port number for the uppermost unit sWitch installed 
onto a front side of the backboard, and then likeWise, an 
“n”th roW denotes an input port number for the “n”th unit 
sWitch installed onto a front side of the backboard. In the 
input port numbers for unit sWitches, the uppermost port 
starts from “0” of the corresponding roW, that is, Where j=0, 
in the beloW table. 

According to the table, the position (I, J) of each element 
can be represented in an n><n matrix de?ned by variables ‘i’ 
and “j”, as folloWs: 

Position (i, j), Where 

i (0,1,2,3 . . . n-1) 

j (0,1,2,3 . . . 14-1) 

Wherein “n” denotes a siZe of the n><n square matrix, 
a roW number and “j” a column number. 

10 

15 

25 

30 

35 

40 

45 

50 

55 

60 

65 

In the above table, a value of the element (i,j) is obtained 
by the folloWing formula: (i,j)=Xn+Y, Wherein Xn={?] 
quo2+n/2[j ]mod2) and Y=([i]quo2+n/2[i]mod2) and 
Wherein “[i]quo2” denotes the quotient of “i” divided by 2 
and “[i]mod2” denotes the remainder of “i” divided by 2, 
While “mquo” denotes the quotient of “j” divided by 2 and 
“?]mod2” denotes the remainder of “j” divided by 2. 
NoW, in order to ascertain the result of the above calcu 

lation according to the table, a preferred embodiment Will be 
explained in Which a 1,024><1,024 scale of Banyan based 
sWitching netWork is constructed in the 3-dimensional 
arrangement system, by using a 32x32 scale of unit 
sWitches. FIG. 8 illustrates the construction of the 1,024>< 
1,024 scale of Banyan netWork constituted by the 
3-dimensional sWitch installation on basis of the output port 
number table of FIG. 6 and the input port number table of 
FIG. 7 according to the principles of the present invention. 
In FIG. 8, the input port numbers of the unit sWitches, Which 
embodies the 32x32 scale of Banyan netWork in a single 
PCB, positioned in the front side of the backboard are 
calculated as in FIG. 6 on basis of the above table. FIG. 6 
illustrates the construction of an output port number table 
With 1,024><1,024 scale of Banyan netWork constituted— 
according to the 3-dimensional sWitch installation, in Which 
table the output port numbers are reallocated according to 
the principles of the present invention. Further, the output 
port numbers of the unit sWitches positioned in the rear side 
of the backboard start from the rightmost unit sWitch taken 
from the rear side, and the output port numbers in each unit 
sWitch are given in sequence doWnWardly from, the upper 
side to the loWer side. 

FIG. 7 illustrates the construction of an input port number 
table With 1,024><1,024 scale of Banyan netWork constituted 
according to the 3-dimensional sWitch installation, in Which 
the input port numbers are allocated according to the prin 
ciples of the present invention. Therefore, When the 1,024>< 
1,024 scale of sWitching netWork is constructed in the 
3-dimensional arrangement system as shoWn in FIG. 8, the 
input port allocation of the unit sWitches in the front side is 
takes the reshuf?ing as seen in FIG. 7. In this occasion, the 
construction of the 1,024><1,024 scale of 3-dimensional 
sWitching netWork is carried out as shoWn in FIG. 8. 
As stated hereinbefore, the present invention re-assigns 

the input port numbers in order to embody the 3-dimensional 
ATM sWitching netWork—for instance, in the 3-dimensional 
large (N><N) scale of Banyan netWork developed by using a 
small modulariZed (n><n scale) unit sWitch. The characteris 
tic of the original Banyan netWork can be maintained, as it 
Was, by taking the reshuf?ing of its input port numbers, 
enjoying the advantages of the 3-dimensional Banyan net 
Work. 

Although the present invention has been described With 
reference to the preferred embodiments thereof, those 
skilled in the art Will readily appreciate that various substi 
tutions and modi?cations can be made thereto Without 
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departing from the spirit and scope of the invention as set 
forth in the appended claims. 
What is claimed is: 
1. A method for formation of a 3-dimensional asynchro 

nous transfer mode switching netWork having N input ports 
and N output ports, comprising the steps of: 

positioning a ?rst plurality of unit sWitches of an n><n 
scale in a front portion of the sWitching network, 
Wherein each unit sWitch of said ?rst plurality of unit 
sWitches has n input ports and n out ports; 

partitioning said ?rst plurality of unit sWitches in front 
unit sWitches; 

positioning a second plurality of unit sWitches in a rear 
portion of the sWitching netWork, Wherein each unit 
sWitch of said second plurality of unit sWitches has n 
input ports and n output ports; 

partitioning said second plurality of unit sWitches in rear 
unit sWitches; 

coupling said n output ports of the front unit sWitches, in 
sequence and in a crossed manner, to said n input ports 
of the rear unit sWitches; 

assigning output port numbers of said rear unit sWitches 
in sequence from an uppermost position to a loWermost 
position; and 

reassigning input port numbers of said front unit sWitches 
in accordance With folloWing formula: 
(i,j)=Xn+Y, Wherein Xn={jquo2+n/{2{jmod2}}}, and 

Y={iquo2+n/{2{imod2}}}, and i corresponds to a 
number of roW, and j corresponds to a number of 
column, 

and Wherein “iquo2” denotes the quotient of “i” divided 
by 2, and “imod2” denotes the remainder of “i” 
divided by 2, and “jquo2” denotes the quotient of “j” 
divided by 2, and “jmod2” denotes the remainder of 
“j” divided by 2. 

2. The method of claim 1 Wherein N is greater than n. 
3. The method of claim 1, Wherein N is equal to n 

multiplied by N. 
4. AsWitching netWork having N input ports and N output 

ports, comprising: 
a ?rst plurality of unit sWitches positioned in a front 

portion of the sWitching netWork, said ?rst plurality of 
unit sWitches used in partitioning as front unit sWitches, 
Wherein each unit sWitch of said ?rst plurality of unit 
sWitches has n input ports and n output ports; 

a second plurality of unit sWitches positioned in a rear 
portion of the sWitching netWork, said second plurality 
of unit sWitches used in partitioning as rear unit 
sWitches, Wherein each unit sWitch of said second 
plurality of unit sWitches has n input ports and n output 
ports; 

said n output ports of said front unit sWitches coupled, in 
sequence and in a crossed manner, to said n input ports 
of said rear unit sWitches, Wherein each of said n input 
ports of said front unit sWitches are assigned an input 
port number and each of said n output ports of said rear 
unit sWitches are assigned an output port number; 

Wherein the input port numbers of said front unit sWitches 
are reassigned in accordance With the folloWing 
formula, and the output port numbers of said rear unit 
sWitches are assigned in sequence from the uppermost 
position to the loWermost position; 
(i,j)=Xn+Y, Wherein Xn={jquo2+n/{2{imod2}}}, and 

Y={iquo2+n/{2{imod2}}}, and i corresponds to a 
number of roW, and j corresponds to a number of 
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8 
column, and “iquo2” denotes the quotient of 
divided by 2, and “imod2” denotes the remainder of 
“i” divided by 2, and “jquo2” denotes the quotient of 
“j” divided by 2, and “jmod2” denotes the remainder 
of “j” divided by 2. 

5. The netWork of claim 4, With the netWork being in an 
asynchronous transfer mode on basis of a Banyan netWork. 

6. The netWork of claim 4, Wherein N is greater than n. 
7. The netWork of claim 4, Wherein N is equal to n 

multiplied by n. 
8. The netWork of claim 4, Wherein the netWork is of three 

dimensional structure. 
9. The netWork of claim 4, Wherein said ?rst plurality of 

unit sWitches is a module Within said sWitching netWork. 
10. The netWork of claim 4, Wherein said ?rst plurality of 

unit sWitches is a module Within said sWitching netWork. 
11. The netWork of claim 4, Wherein N corresponds to 

1024. 
12. The netWork of claim 4, Wherein n corresponds to 32. 
13. A method of forming a sWitching netWork having N 

input ports and N output ports, comprising the steps of: 
positioning a ?rst plurality of unit sWitches at a front 

portion of the sWitching netWork; 
partitioning by using said ?rst plurality of unit sWitches as 

front unit sWitches; 
positioning a second plurality of unit sWitches at a rear 

portion of the sWitching netWork; 
partitioning by using said second plurality of unit 

sWitches as rear unit sWitches; 

placing a plurality of n input ports and n output ports in 
each one of the front unit sWitches; 

placing a plurality of n input ports and n output ports in 
each one of the rear unit sWitches; 

coupling said n output ports of said front unit sWitches, in 
sequence and in a crossed manner, to said n input ports 
of said rear unit sWitches, Wherein each of said n output 
ports of said front unit sWitches are assigned an output 
port number and each of said n input ports of said rear 
unit sWitches are assigned an input port number; and 

Wherein the input port numbers of said front unit sWitches 
are reassigned in accordance With the folloWing 
formula, and the output port numbers of said rear unit 
sWitches are assigned in sequence from the uppermost 
position to the loWermost position: 
(i,j)=Xn+Y, Wherein Xn={jquo2+n/{2{imod2}}}, and 

Y={iquo2+n/{2{imod2}}}, and i corresponds to a 
number of roW, and j corresponds to a number of 
column, and “iquo2” denotes the quotient of “i” 
divided by 2, and “imod2” denotes the remainder of 
“i” divided by 2, and “jquo2” denotes the quotient of 
“j” divided by 2, and “jmod2” denotes the remainder 
of “j” divided by 2. 

14. The netWork of claim 13, With the netWork being in an 
asynchronous transfer mode on basis of a Banyan netWork. 

15. The netWork of claim 13, Wherein N is greater than n. 
16. The netWork of claim 13, Wherein N is equal to n 

multiplied by n. 
17. The netWork of claim 13, Wherein the netWork is of 

three dimensional structure. 
18. The netWork of claim 13, Wherein the sWitching 

netWork is formed on one printed circuit board. 
19. The netWork of claim 14, Wherein the sWitching 

netWork is formed on one printed circuit board. 

* * * * * 


