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To (ti/Z whont it may concern 
Beit known that I, HARRY A. PERRY, a citi 

zen of the United States, residing at Chicago, 
in the county of Cook and State of Illinois, 
have invented certain new and useful Im 
provements in Saddles, of which the follow 
ing is a speci?cation. 
My invention relates particularly to sad 

dles known as “veloeipede-saddles” and has 
especial relation to the speci?c class known 
as “pneumatic” saddles. 
The object of my invention is to provide a 

simple, economical, and efiicient pneumatic 
saddle; and the invention consists in the fea 
tures, combinations,_and details of construc 
tion hereinafter described and claimed. 
In the accompanying drawings, Figure 1 is 

a plan view of a pneumatic saddle, looking 
at it from the top, and constructed in accord 
ance with my improvements; Fig. 2, a simi 
lar view looking at it from the bottom; Fig. 
3, a transverse sectional view taken on line 
3 of Fig. 2 and looking in the direction of the 
arrow; Fig. I, a plan view of the supporting 
plate, looking at it from the top; Fig. 5, a 
plan view of the inner in?ating-bag, and Fig. 
6 a longitudinal sectional view taken on line 
6 of Fig. 2. 
In the art to which this invention relates 

it is well known that in the use of saddles it 
is desirable, as far as possible, to have a sad 
dle that can be used under any and all con 
ditions and which may have mechanism or 
means by which different degrees of cushion 
ing action may be obtained to suit different 
circumstances and riders and at the same 
time which may be ridden when inflated or 
de?ated, It is further desirable to have a 
saddle that will possess undoubted hygienic 
qualities. In the ordinary pneumatic sad 
dles now in use all of these advantages can 
not be obtained in that when the saddle is 
de?ated it cannot be ridden, and if de?ation 
takes place suddenly during the use of the 
saddle it is liable to seriously injure the rider. 
The principal object of my invention, there 

fore, is to provide a saddle which obviates 
the above objection and embodies the advan 
tages above outlined. 

In constructing a saddle in accordance with 
my improvements I make a base~plate or tree 
A of the desired form, preferably of that form 

shown in Fig. 1i of the drawings, bent up 
wardly at the rear end and having a central 
elongated opening a. The under side of this 
tree is preferably provided with a casing 13, 
formed of leather or other similar material, 
and the upper side with a ?brous or felt strip 
or web C, either or both of which may or may 
not be secured to the metal plate, as desired. 
Upon the felt strip rests an in?atable bag D, 
having a substantially central elongated ap 
erture d and portion cl’ for inflating the pom 
mel and a substantially oval rear portion D’, 
which is preferably transversely divided into 
two substantially oval portions D’ and d2 for 
the purposes hereinafter described. 
Covering and inclosing the cushion portion 

is a cover E, of leather or similar material, 
having an elongated opening a and which is 
preferably provided with skirt portions 6’, 
arranged at the pommel portion of the sad 
dle. This upper cover portion, which forms 
a portion of the inclosing leather case, is se 
cured to the under portion of the cover by 
sewing or otherwise at the edges, as shown 
by 62, and also at the central portion, as shown 
by the stitches 63, so that the upper cover 
when sewed to the lower cover or casing acts 
to hold all the portions in position. The base 
plate, felt web, and lower casing are all per 
forated, as shown at a’ in Fig. 4, to allow a 
valve (Z3 on the in?atable bag to be passed 
through for the purpose of in?ating the 
saddle. 
The providing of the central elongated ap 

erture enables ventilation to take place, and 
the providing of an in?ating-bag having a 
central aperture with an inflatable pommel 
portion and divided rear portion, all formed 
in one piece secured and held by means of 
the leather cover, prevents undue in?ation 
at any one particular portion in that the 
cushion or bag acts to prevent the abnormal 
raising of any one portion of the bag during 
riding or otherwise. The peculiar forma 
tion of the bag is such that the fabric, pref 
erably rubber or similar material, of which 
the in?atable bag is formed prevents undue 
distention, the objection found in most of 
the pneumatic saddles. 
The saddle is provided with the usual 

springs G and clips H shown in the draw 
ings, and which need no further description. 
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I desire to call'speeial attention to the fact 
that the bag is divided by a slit extending 
transversely partially across it for dividing 
the rear portion into two parts. This slit 
thus dividing the bag enables it when in?ated 
to conform to the curved shape of the base 
plate or saddletree, so that the rear portion 
of the seat as ?nished will be turned up at 
the rear, following the line of curvature of 
the base-plate. This prevents the in?atable 
bag When full of air from swelling or bellying 
upward without reference to the lines of con 
tour of the saddlet-ree, but by providing the 
bag with a transverse slit excessive distention 
in an upward direction is prevented and the 
curved contour of the saddletree secured in 
the ?nished seat. 
The principal advantages due to the use of 

a saddle constructed in accordance with my 
improvements are, ?rst, the saddle has great 
hygienic properties; second, the arrangement 
of cover and peculiar construction of the in 
?atable bag is such that no undue expansion 
takes place from riding the saddle and due to 
the weight of the rider on particular parts; 
third, the arrangement of the incasing cover 
and the form of the base-plate in combination 
with the in?atable bag are such that the sad 
dle may be ridden when de?ated equally as 
Well as when in?ated, and, ?nally, any degree 
of cushioning may be obtained to suit differ 
ent riders and different circumstances and 
conditions. 

WVhile I have described my invention with 
more or less minuteness as regards details 
and as being embodied in certain precise 
forms, I do not desire to be limited thereto un 
duly or any more than is pointed out in the 
claims. On the contrary, I contemplate all 

proper changes in form, construction, and ar 
rangement, the omission of immaterial ele 
ments, and the substitution of equivalents as 
circumstances may suggest or render ex 
pedient. 

I claim— 
1. In a pneumatic saddle, the combination 

of a base-plate or tree substantially underly 
ing the entire cushion intended to be arranged 
thereon, and bent upwardly at its rear por 
tion under‘ a substantial part of the cushion, 
an in?atable bag substantially of a size and 
shape to entirely overlie the base-plate or tree 

' and provided in its rear portion with a trans 
verse slit extending partially across the sad 
dle for dividing the rear portion into two parts 
each opening into the interior of the in?at 
able bag, and an inclosing case or cover for 
the Whole, substantially as described. 

2. In a pneumatic saddle,'the combination 
of a base-plate or tree substantially underly 
ing the entire cushion intended to be arranged 
thereon, and bent upwardly at its rear por 
tion under a substantial part of the cushion, 
an in?atable bag substantially of a size and 
shape to entirely overlie the base-plate or tree 
and provided in its rear portion with a trans 
verse crescent~shaped dividing-slit extending 
partially across the saddle for dividing the 
rear portion into two substantially oval parts 
each opening into the interior of the in?at 
able bag, an inclosing case or cover for the 
whole, and a single valve for ?lling all por~ 
tions of the in?atable bag, substantially as 
described. 

HARRY A. PERRY. 
Witnesses: 

THOMAS F. SHERIDAN, 
THOMAS E. McGREooR. 
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