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METHOD AND SYSTEM FOR MONITORING 
BATTERY 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

The present invention generally relates to a battery 
monitor, and in particular to a battery monitoring method 
and system for use in battery-poWered electronic equipment 
such as a palmtop personal computer using a pen as an input 
device and a hand-held personal computer. 

2. Description of the Related Art 
For battery-poWered portable electronic apparatuses, it is 

very important to monitor the remaining quantity of battery 
poWer. In the case Where a coke-base lithium ion cell is used 
as a poWer supply battery, the remaining quantity of the cell 
can be monitored by measuring the output voltage of the cell 
under a constant load condition, that is, a constant poWer 
consumption condition. In Japanese Utility-Model Unexam 
ined publication No. 5-47871, for example, a battery voltage 
detector has been disclosed Which uses an analog-to-digital 
converter (ADC) and a central processing unit (CPU) to 
measure the output voltage of a lithium cell. 

HoWever, in multitasking environment Where the CPU 
Works on more than one task at a time, the CPU varies in 
poWer consumption depending on the number of Working 
tasks. Since the output voltage of the cell should be mea 
sured under a constant load condition, the CPU may run only 
a battery monitoring task to keep the poWer consumption 
thereof constant. In other Words, a multitasking operating 
system (OS) should provides a special mode of operation 
Which the battery monitoring task runs only. 

SUMMARY OF THE INVENTION 

An object of the present invention is to provide a method 
and system Which can monitor the state of battery With 
reliability even in a multitasking environment. 

Another object of the present invention is to provide a 
method and system Which can achieve the reliable battery 
monitoring on a multitasking operating system Without the 
need of a special operation mode for monitoring the battery. 

According to the present invention, in a battery-poWered 
electronic apparatus having a microprocessor therein, a task 
is stopped running on the microprocessor in response to a 
check timing signal and, after the task is stopped running on 
the microprocessor, an output voltage of the battery is 
detected. Subsequently, after resuming the task running on 
the microprocessor, the state of the battery is monitored 
based on the detected output voltage. 

The task may be stopped running by the microprocessor 
holding a bus connected thereto in response to the check 
timing signal. After a lapse of a ?rst time period Which is not 
shorter than a time required for the task to stop running, the 
output voltage of the battery may be detected. The task may 
be stopped running by the microprocessor holding the bus in 
response to a direct memory access (DMA) request signal 
Which is received at regular intervals. 

Further, using a discharge characteristic of the battery, the 
remaining quantity of the battery may be estimated based on 
the detected output voltage. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a block diagram shoWing a battery monitor for 
use in a portable battery-poWered data processing apparatus 
according to a ?rst embodiment of the present invention; 
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2 
FIG. 2 is a diagram shoWing a sequence for battery 

monitoring in the ?rst embodiment of FIG. 1; 
FIG. 3 is a graph shoWing the discharging characteristic of 

a lithium ion cell used in the data processing apparatus; and 
FIG. 4 is a block diagram shoWing a battery monitor for 

use in a portable battery-poWered data processing apparatus 
according to a second embodiment of the present invention. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

Referring to FIG. 1, there is shoWn a battery monitor for 
use in a portable data processing apparatus such as a palmtop 
or hand-held personal computer. The portable data process 
ing apparatus is provided With a poWer source using a 
battery 101 Which supplies poWer to each circuit block of the 
data processing apparatus through a poWer supply line. The 
battery 101 has a discharging characteristic such that the 
output voltage decreases With time as shoWn in FIG. 3. Here, 
a coke-base lithium ion cell is used as the battery 101. 

The portable data processing apparatus is further provided 
With a central processing unit or a microprocessor 
(abbreviated as CPU) 102 Which has the ability to fetch, 
encode/decode, and execute instructions and to transfer data 
to and from a main memory 103, peripheral circuits 104 and 
other resources over a bus 105. Further, the CPU 102 has the 
ability to hold the bus 105 so as to stop the progress of each 
task running therein. The CPU 102 is capable of Working on 
a plurality of tasks for the portable data processing apparatus 
at a time in a multitasking OS. In this embodiment, running 
programs including a battery monitoring program are stored 
in the main memory 103 and the battery monitoring program 
starts up on the CPU 102 at regular intervals (for example, 
once every several minutes). 
The CPU 102 is electrically connected to a bus hold 

controller 106 through a bus-hold request line 107 and a 
bus-hold acknoWledge line 108 in addition to the bus 105. 
The bus hold controller 106 outputs a bus-hold request/ 
release signal RBH/RRL to the CPU 102 over the bus-hold 
request line 107 and inputs a bus-hold request/release 
acknoWledge signal ACKBH/ACKRL from the CPU 102 over 
the bus-hold acknoWledge line 108. 
The bus-hold request and acknoWledge lines 107 and 108 

are further connected to a timer 109. When receiving the 
bus-hold request acknoWledge signal ACKBH from the CPU 
102 over the bus-hold acknoWledge line 108, the timer 109 
starts counting to a ?rst time period T1 and further a second 
time period T2. When having counted to the ?rst time period 
T1, the timer 109 outputs a measurement trigger signal STG 
to an ADC 110 and a latch circuit 111. When further having 
counted to the second time period T2, the timer 109 outputs 
a measurement termination signal SEND to the bus hold 
controller 106. 

In response to the measurement trigger signal STG, the 
ADC 110 converts the output voltage VB of the battery 101 
into a digital form and the digital measurement voltage data 
VBM is latched into the latch circuit 111. The output terminal 
of the latch circuit 111 is electrically connected to the bus 
105 so that the measurement voltage VBM is transferred to 
the CPU 102 through the bus 105. 
As described above, the CPU 102 performs the multitask 

processing through the bus 105 and the battery monitoring 
task starts up at intervals of several minutes. The battery 
monitoring task starts the folloWing sequence as shoWn in 
FIG. 2. 

Referring to FIG. 2, When the battery monitoring task 
starts up (step S201), it outputs a voltage measurement 
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request RQ to the bus hold controller 106 through the bus 
105. When receiving the voltage measurement request RQ 
from the CPU 102, the bus hold controller 106 outputs the 
bus-hold request signal RBH to the CPU 102 and the timer 
109 over the bus-hold request line 107. 

When receiving the bus-hold request signal RBH from the 
bus hold controller 106, the CPU 102 outputs the bus-hold 
request acknowledge signal ACKBH to the bus hold control 
ler 106 and the timer 109 over the bus-hold acknowledge 
line 108 and holds the bus 105 (step S202). After the CPU 
102 has held the bus 105, a task running on the CPU 102 
cannot fetch a processing code. This causes the progress of 
all tasks including the battery monitoring task to be stopped. 
Therefore, after all tasks have been stopped Working, the 
poWer consumption of the CPU 102 is kept constant. Since 
the peripheral circuits 104 vary in poWer consumption 
depending on the CPU 102 and the poWer consumption of 
circuits other than the CPU 102 and the peripheral circuit 
104 is relatively small, the constant poWer consumption of 
the CPU 102 is considered to result in substantially constant 
poWer consumption of the portable data processing appara 
tus. In other Words, the constant poWer consumption of the 
CPU 102 causes the load of the battery 101 to become 
constant. 

When receiving the bus-hold request acknoWledge signal 
ACKBH from the CPU 102, the timer 109 starts counting to 
the ?rst time period T1 Which is set to more than the time that 
elapsed before the poWer consumption of the CPU 102 
becomes constant. In the case Where the CPU 102 does not 
have a large capacity of memory cache therein, the ?rst time 
period T1 may be the time corresponding to several clocks, 
for eXample. 
When the timer 109 has counted to the ?rst time period 

T1, the timer 109 outputs the measurement trigger signal STG 
to the ADC 110 and the latch circuit 111. The measurement 
trigger signal STG starts the battery voltage measurement 
through the ADC 110 and the latch circuit 111. More 
speci?cally, upon the receipt of the measurement trigger 
signal STG, the ADC 110 converts the output voltage VB of 
the battery 101 into a digital form and the digital measure 
ment voltage data VBM is latched into the latch circuit 111. 
The second time period T2 is set to more than the time that 
elapsed after a lapse of the ?rst time period T1 before the 
measurement voltage data VBM is latched into the latch 
circuit 111. Therefore, When having counted to the second 
time period T2, the timer 109 outputs the measurement 
termination signal SEND to the bus hold controller 106. 
When receiving the measurement termination signal S END 

from the timer 109, the bus hold controller 106 outputs the 
bus-hold release signal RRL to the CPU 102 and the timer 
109 over the bus-hold request line 107. Upon the receipt of 
the bus-hold release signal RRL, the CPU 102 releases the 
bus from the bus hold state (step S203) and then sends the 
bus-hold release acknoWledge signal ACKRL back to the bus 
hold controller 106 and the timer 109 over the bus-hold 
acknoWledge line 108. The bus-hold release acknoWledge 
signal ACKRL causes the timer 109 to be reset. 

When the bus hold is released, the battery monitoring task 
resuming on the CPU 102 inputs the measurement voltage 
data VBM from the latch circuit 111 and then performs the 
estimation of the remaining poWer quantity of the battery 
101 (step S204). More speci?cally, the CPU 102 has a 
random access memory (not shoWn) connected thereto and 
the RAM previously stores sample data indicative of the 
discharge characteristic of the battery 101. The battery 
monitoring task compares the measurement voltage data 
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4 
VBM With the sample data to determined the remaining 
poWer quantity of the battery 101. The details Will be 
described hereinafter. 

In FIG. 3, there is shoWn an eXample of the discharge 
characteristic of the battery 101 in the case of the coke-base 
lithium ion cell Which is usable for 5 hours With the 
minimum discharge current of 270 mA. The sample data as 
shoWn in this ?gure is stored in the RAM and is compared 
With the measurement voltage data VBM by the battery 
monitoring task running on the CPU 102. For example, in 
the case of VBM=Va, the discharge time is 2 hours. 
Therefore, in this case, the remaining quantity of battery is 
estimated at 60% Which is obtained by calculation: (5-2) 
+5><100. In the case of VBM=Vb, the discharge time is 3 
hours. Therefore, in this case, the remaining quantity of 
battery is estimated at 40% Which is obtained by calculation: 
(5—3)+5><100. Further, In the case of VBM=Vc, the discharge 
time is 5 hours. Therefore, in this case, the remaining 
quantity of battery is estimated at 0% Which is obtained by 
calculation: (5—5)+5><100. 

In this manner, each time the voltage measurement 
request RQ is output to the bus hold controller 106, the 
remaining quantity of battery is checked in the constant load 
state of the battery 101 caused by the CPU 102 holding the 
bus 105. Therefore, the battery check is easily preformed 
With reliability even in the multitasking environment. 

Referring to FIG. 4, there is shoWn a second embodiment 
of the present invention, Where circuit blocks similar to 
those previously described With reference to FIG. 1 are 
denoted by the same reference numerals and the details are 
omitted. 
The portable data processing apparatus as shoWn in FIG. 

4 is provided With a circuit 301 Which regularly generates a 
DMA (direct memory access) request. As an eXample, a 
video circuit may be used. The CPU 102 is electrically 
connected to the circuit 301 through a DMA request line 302 
and a DMA acknoWledge line 303 in addition to the bus 105. 
The circuit 301 outputs a DMA request/release signal R D MA/ 
RRL to the CPU 102 over the DMA request line 302 and 
inputs a DMA request/release acknoWledge signal ACKDMA/ 
ACKRL from the CPU 102 over the DMA acknoWledge line 
303. The DMA request and acknoWledge lines 302 and 303 
are further connected to the timer 109 as in the case of FIG. 
1. 

Since the circuit 301 outputs the DMA request signal 
R D MA over the DMA request line 302 at regular intervals, the 
CPU 102 receives the measurement voltage data VBM from 
the latch circuit 111 regularly Without the need of generating 
the voltage measurement request RQ. More speci?cally, 
When receiving the DMA request signal RDMA from the 
circuit 301, the CPU 102 outputs the DMA request acknoWl 
edge signal ACKDMA to the circuit 301 and the timer 109 
over the DMA acknoWledge line 301 and holds the bus 105 
(step S202 of FIG. 2). This causes the progress of all tasks 
including the battery monitoring task to be stopped. 
Therefore, after all tasks have been stopped Working, the 
poWer consumption of the CPU 102 is kept constant. 
When receiving the DMA request acknoWledge signal 

ACKDMA from the CPU 102, the timer 109 starts counting 
to the ?rst time period T1. After a lapse of the ?rst time 
period T1, the timer 109 outputs the measurement trigger 
signal STG to the ADC 110 and the latch circuit 111. The 
measurement trigger signal STG starts the battery voltage 
measurement Within the second time period T2 as described 
before. When having counted to the second time period T2, 
the timer 109 outputs the measurement termination signal 
SEND to the circuit 301. 
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When receiving the measurement termination signal S END 
from the timer 109, the circuit 301 outputs the DMA release 
signal RRL to the CPU 102 and the timer 109 over the DMA 
request line 302. Upon the receipt of the DMA release signal 
RRL, the CPU 102 releases the bus from the bus hold state 
(step S203 of FIG. 2) and then sends the DMA release 
acknowledge signal ACKRL back to the circuit 301 and the 
timer 109 over the DMA acknowledge line 303. When the 
bus hold is released, the battery monitoring task resuming on 
the CPU 102 inputs the measurement voltage data VBM from 
the latch circuit 111 and then performs the estimation of the 
remaining poWer quantity of the battery 101 as described 
before. 

In the second embodiment, the CPU 102 receives the 
measurement voltage data VBM regularly Without the need of 
generating the voltage measurement request RQ. Therefore, 
the battery 101 is easily monitored With more simpli?ed 
hardWare and softWare than the ?rst embodiment. 

As described above, the present invention has advantages 
that a battery monitoring task can be easily implemented in 
a multitasking environment of a battery-poWered portable 
data processing apparatus because there is no need of the 
special mode of operation to monitor the battery, resulting in 
a broader range of choices in operating systems. 
What is claimed is: 
1. Amethod for monitoring a battery in a battery-poWered 

electronic apparatus having a microprocessor therein, the 
method comprising the steps of: 

a) stopping a task running on the microprocessor in 
response to a check timing signal; 

b) detecting an output voltage of the battery after the task 
is stopped running on the microprocessor; 

c) resuming the task running on the microprocessor after 
the output voltage has been detected; and 

d) monitoring a state of the battery based on the detected 
output voltage. 

2. The method according to claim 1, Wherein the micro 
processor has a function of holding a bus connected thereto, 
Wherein the step a) comprises: 

receiving the check timing signal over a line other than the 
bus; and 

holding the bus in response to the check timing signal to 
stop the task running. 

3. The method according to claim 2, Wherein the step b) 
comprises: 

Waiting a ?rst time period Which is not shorter than a time 
required for the task to stop running; and 

detecting the output voltage of the battery after a lapse of 
the ?rst time period. 

4. The method according to claim 2, Wherein the step b) 
comprises: 

Waiting a ?rst time period Which is not shorter than a time 
required for a poWer consumption of the microproces 
sor to become constant; and 

detecting the output voltage of the battery after a lapse of 
the ?rst time period. 

5. The method according to claim 1, Wherein the step a) 
comprises: 

receiving the check timing signal at regular intervals; and 
stopping the task running on the microprocessor When 

receiving the check timing signal. 
6. The method according to claim 5, Wherein the check 

timing signal is generated depending on a check request 
signal generated by a monitoring task running on the micro 
processor. 
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6 
7. The method according to claim 1, Wherein the micro 

processor has a function of holding a bus connected thereto, 
Wherein the step a) comprises: 

receiving the check timing signal at regular intervals; and 
holding the bus to stop the task running on the micropro 

cessor When receiving the check timing signal. 
8. The method according to claim 7, Wherein the check 

timing signal is a direct memory access (DMA) request 
signal. 

9. The method according to claim 1, Wherein the step d) 
comprises: 

estimating a remaining quantity of the battery based on 
the detected output voltage using a discharge charac 
teristic of the battery. 

10. Asystem for monitoring a battery in a battery poWered 
electronic apparatus having a microprocessor therein, the 
microprocessor having a function of stopping a task running 
thereon in response to a ?rst signal, the system comprising: 

a signal generator for generating the ?rst signal to output 
it to the microprocessor When checking an output 
voltage of the battery; 

a detector for detecting an output voltage of the battery to 
produce detected output voltage data after the task is 
stopped running on the microprocessor; and 

a monitor for monitoring a state of the battery based on 
the detected output voltage data. 

11. The system according to claim 10, Wherein the micro 
processor has a bus and a ?rst line connected thereto, the bus 
connecting the microprocessor With a main memory thereof, 
Wherein the microprocessor stops the task running thereon 
by holding the bus in response to the ?rst signal and inputs 
the ?rst signal from the signal generator over the ?rst line. 

12. The system according to claim 11, Wherein the detec 
tor comprises: 

a timer for generating a trigger signal after a lapse of a ?rst 
time period from When the microprocessor holds the 
bus, the ?rst time period being not shorter than a time 
required for the task to stop running; 

a voltage detector for detecting the output voltage of the 
battery in response to the trigger signal; and 

a storage for storing the detected output voltage data. 
13. The system according to claim 12, Wherein the timer 

further generates a termination signal after a lapse of a 
second time period from expiration of the ?rst time period, 
the second time period being not shorter than a time required 
for the voltage detector to detect the output voltage of the 
battery, Wherein the microprocessor releases the bus from a 
hold state to drive the bus in response to the termination 
signal. 

14. The system according to claim 10, Wherein the moni 
tor is implemented as a monitoring task in the microproces 
sor. 

15. The system according to claim 14, Wherein the micro 
processor has a bus and a ?rst line connected thereto, the bus 
connecting the microprocessor With a main memory thereof, 
Wherein the microprocessor stops the task running thereon 
by holding the bus in response to the ?rst signal received 
from the signal generator over the ?rst line and the micro 
processor resumes the task by releasing the bus from a hold 
state to drive the bus in response to a second signal received 
from the signal generator over the ?rst line, 

Wherein the monitor monitors the state of the battery 
based on the detected output voltage data after the 
microprocessor resumes the task. 

16. The system according to claim 15, Wherein the detec 
tor comprises: 
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a timer for generating a trigger signal after a lapse of a ?rst 
time period from When the microprocessor holds the 
bus, the ?rst time period being not shorter than a time 
required for the task to stop running and generating the 
second signal after a lapse of a second time period from 
expiration of the ?rst time period, the second time 
period being not shorter than a time required for the 
voltage detector to detect the output voltage of the 
battery; 

a voltage detector for detecting the output voltage of the 
battery in response to the trigger signal; and 

a storage for storing the detected output voltage data. 
17. The system according to claim 10, Wherein the signal 

generator is a DMA circuit Which generates a DMA request 
signal as the ?rst signal. 

18. The system according to claim 17, Wherein the DMA 
circuit is a video circuit Which generates the DMA request 
signal at regular intervals. 

19. A portable data processing apparatus comprising: 
a battery as a poWer supply; 
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a microprocessor for processing data in a multitasking 

environment, the microprocessor having a function of 
stopping a task running thereon in response to a ?rst 
signal; 

a signal generator for generating the ?rst signal to output 
it to the microprocessor When checking an output 
voltage of the battery; 

a detector for detecting an output voltage of the battery to 
produce detected output voltage data after the task is 
stopped running on the microprocessor; and 

a monitor for monitoring a state of the battery based on 
the detected output voltage data. 

20. The portable data processing apparatus according to 
claim 19, Wherein the microprocessor has a bus and a ?rst 
line connected thereto, the bus connecting the microproces 
sor With a main memory thereof, Wherein the microproces 
sor stops the task running thereon by holding the bus in 
response to the ?rst signal and inputs the ?rst signal from the 
signal generator over the ?rst line. 

* * * * * 
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