
US005960042A 

Ulllted States Patent [19] [11] Patent Number: 5,960,042 
Chang et al. [45] Date of Patent: Sep. 28, 1999 

[54] METHOD IN A SELECTIVE CALL 5,901,188 5/1999 Roither .................................. .. 375/360 
RECEIVER FOR SYNCHRONIZING TO A 
MULTLLEVEL RADIO SIGNAL FOREIGN PATENT DOCUMENTS 

2 057 820 4/1981 United Kingdom . 
[75] Inventors: Chun-Ye Susan Chang, Boynton; 2 173 364 10/1988 United Kingdom . 

Clinton C. Powell, II, Lake Worth; ' 
James Michael Keba, Wellington, all Primary Exami'_1@r—St@l3h@n Chm 
of Fla.; Stephen R. Carsello, Ft. Worth, Assistant Exammer—chleh M- Fan 
TeX~ Attorney, Agent, or Firm—James A. Lamb 

[57] ABSTRACT [73] Assignee: Motorola, Inc., Schaumburg, Ill. 
A selective call receiver (800), including a receiver circuit 

[21] Appl. No.: 08/886,356 (101) and a processor (810), is used for synchronizing an 
. _ internal reference to symbol edges of a plurality of symbols 

[22] Flled' Jul‘ 1’ 1997 in a multi-level radio signal transmitted by a radio commu 

[51] Int. Cl.6 ................................................... .. H04L 25/49 nication system To perform this function the processor 
[52] US. Cl. ........................ .. 375/293; 375/360; 375/334; (810) is adapted to Cause the receiver Circuit (101) to 

329/300 demodulate the multilevel radio signal to in-phase and 
[58] Field of Search 375/281 286 quadrature signals (108, 106), convert the in-phase and 

375 362’ 371? quadrature signals (108, 106) to a sequence of state transi 
’ ’ ’ 359/306 302’ 303’ tions representative of the plurality of symbols, detect at 

’ ’ least one same state transition from the sequence of state 

[56] References Cited transitions, and synchronize the internal reference to the at 
least one symbol edge of the plurality of symbols based on 

US. PATENT DOCUMENTS the at least one same state transition. 

5,208,833 5/1993 Erhart et a1. .......................... .. 375/294 

5,548,615 8/1996 Wei ....................................... .. 375/281 24 Claims, 10 Drawing Sheets 

101 
r _____________________ _ r. ___________________ _ _, 

l | 
_ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ I 

E f ZERO-IF MIXER 1 Ir LIMITER-l &Q l : 
| l I l 

| I | | | f‘ 116 i 

E i 1 i g : 111\ 
I I l I SYMBOL 

== = magma = I l ' SYNCHRONIZER 
I : DETECTOR l CIRCUIT 112 
l 1Q ' 
1 I I M 113 
: I. _: L J‘ 115 l J 
l j j ' I 
| 102 104 l 1 10 
\- _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ .1 f 

SYSTEM 
CLK 





U.S. Patent 

FIG. 2 

FIG. 3 

Sep. 28, 1999 Sheet 2 0f 10 5,960,042 

/ 
/ 

/+ 1600 Hz 
// 

,,/-1600Hz 



U.S. Patent Sep.28, 1999 Sheet 3 0f 10 5,960,042 

+ 4800 Hz 

FIG. 5 



U.S. Patent Sep.28, 1999 Sheet 4 0f 10 5,960,042 

VOLTS l4 SYMBOL PERIOD W 

I . . . . 1 I I 108 

HI : I I I I I I 
l I 

l | _ LO _ I I l I I I I II SIGNAL 
I I | I l | I I 
I I I I | I I I 
I I I | l I | I 

HI _ I l I I l | l I 

_ I l I 

I° : : : I I : I :Q-SIGIII 
I I I I I I | I 
‘ ' ' ' ‘ ' ' P TIME 

STATES: 1 2 3 4 1 2 3 4 

LCH / 204 206 

STATE_2 

209 

V 

V 

106 ail-‘K Q_PULSE 

FIG. 7 E 



U.S. Patent Sep.28, 1999 Sheet 5 0f 10 5,960,042 

FIG. 8 



U.S. Patent Sep.28, 1999 Sheet 6 0f 10 5,960,042 

A ROTATION FOR ROTATION FOR ROTATION FOR 
SYMBOL 1 SYMBOL 2 SYMBOL 3 

1: l -31E It I 

S4 $1 32 

II I. 
l 

82 18281 848352 $184 

I‘ I 'IIIIIII | 
I 
| 

V | 

308/ 307 I SEQUENCE 
\1' STATE 

TRANSITION 
PULSES 

(A) Q N Q) Q N (A) Q N 

SISPZ 
Km .. I :’ 

SAME STATE TRANSITION PULSES TIME 

FIG. 9 

ROTATION FOR ROTATION FOR ROTATION FOR 
A SYMBOL 1 SYMBOL 2 SYMBOL 3 

n 307 -31t 307 1: 

I 307 ISSP . S 
I NOISE AS SSP: { 

5m @II 
I \/ \/ W 
: SAME STATE 
| PULSES W/NOISE 

SP 30 

MASK : : MASK I 
I LENGTH : : LENGTH : 

MASKED SAME STATE PULSES TIME 

p 

FIG. 10 



U.S. Patent Sep. 28, 1999 

ROTATION FOR ROTATION FOR 

Sheet 7 0f 10 5,960,042 

ROTATION FOR 
A SYMBOL 1 SYMBOL 2 SYMBOL 3 

I 307 ("I . 307 ('3“) . 307 ("I 307 . 
l l | 

g) 512 1/ 514 r/ 516% 
IL 81 S2 IS2$1 $43382 $1 $4I _ _$¢1_ §J [ 82 
f" ' “"{A I'K'K'TTK 1A AT T “T TI 

| I | I I 

I | : | : V V : > 

I \502 SEQUENCE STATE TRANSITION PULSE ; 
I : : : 
I | | | 
I | l | 
I | l | 

I I I ' 
: SSP2 I SSP4 I 
I | | | 
I | | | 

l l ' I > 

I K 504 UNDELAYED SAME STATE PULSES : 
I I I | 

I I I I 
l 

: i I i 
I : SSPZ SP4 

I 1 T i I | I 

I | I l ' | | | 

: K 506 DELAYED SAME STATE PULSES I 
I l I 

I I I I 
: | : I 

I 518 I 

I : : f : 
I I | 

I | l | 
I 508 

I f : : : > 
' l l l 

OUTPUT OF OBSERVATION WINDOW SUM AND THRESHOLD OOMPARATOR 

I I I I 
I | l | 

: | I | 
: I SSP2 I 
| I | 

i f- 510 > 

FREQUENCY DECOUPLED SAME STATE PULSES T|ME 

FIG. 11 





Sep.28, 1999 Sheet 9 0f 10 5,960,042 

12 11 9 10 

F]G.14 
8 7 

Eb/No (dB) 

_______ _ _______ _ _____ _ _ 
____: _ _ ______ _ _ E: _ _ ______ _ _ ____: _ _ E: _ _ 

______ _ _ ______ _ _ _____ |_:T| 

jjj441513|7|31 _ _ 

______ _ _ ______ _ _ E: _ _ 

.5: _ _ 5:: _ _____ |.|T| 

I___|:|_|_I_|EF_|_|_|IE_I_ * _ 

___:_ _ _ ______ _ _ _ _ 

___:_ _ _ 5:: _ L|TE 

______ _ _ ______ _ _ _ _ 

LEKLLIEFFFF _ _ 

______ _ _ 5:: _ |_|_|| 

______ _ _ ______ _ _ _ _ 
______ _ _ ______ _ _ _ 

iiTlllilI LIT! 
______ _ _ ______ _ _ ______ w _ ______ _ _ 

______ _ _ |_|T| 

ijj44 _ _ 

______ _ _ _ _ 

______ _ _ 1_1T.| 

.___|__|_2'_ |||||||||||||||| I _ _ ______m_ _ _ 

______ _ _ llTll 

______ _ _ _ 

:trC _ _ 

___:__ ITT! ______ _ _ _ ____: _ _ _ 

U.S. Patent 

10'3 
2 



U.S. Patent Sep.28, 1999 Sheet 10 0f 10 5,960,042 

802 

803 f 810 |_ ________ _ _ 

100 ' r ‘922 
PROCESSOR : 

I 

\ RECEIVER 
T —> ALE RT 

1 12 
1 
| 

MICRO- : r 824 
I ¢-—> PROCESSOR 

\ —|-D DISPLAY 
t 816 I 

POWER : 820 
SWITCH MEMORY - / 

| 

808/ <4- USER K818 : CONTROLS 
L _ _ _ _ _ __ _ 

821 j 

800 

FIE 15 



5,960,042 
1 

METHOD IN A SELECTIVE CALL 
RECEIVER FOR SYNCHRONIZING TO A 

MULTI-LEVEL RADIO SIGNAL 

RELATED INVENTION 

The present invention is related to the following invention 
Which is assigned to the same assignee as the present 
invention: 

Application Ser. No. 08/753,816 ?led Dec. 2, 1996, 
entitled “Method and Apparatus for Demodulating a Fre 
quency Shift Keyed Signal.” 

FIELD OF THE INVENTION 

This invention relates in general to selective call 
receivers, and particularly to a method in a selective call 
receiver for synchroniZing to a multi-level radio signal. 

BACKGROUND OF THE INVENTION 

Currently, selective call receivers (SCR’s) that receive 
FSK signals utiliZe analog demodulation circuits. These 
circuits employ conventional front-end mixers for mixing a 
high frequency FSK signal (e.g., 900 MHZ) to an interme 
diate frequency (IF) FSK signal (e.g., 455 KHZ). Generally, 
the IF-FSK signal is demodulated into baseband analog 
signals by a discriminator circuit (that converts frequency 
signals to multi-level baseband voltage signals) and a post 
detection ?lter. For a 4-level FSK signal, for example, the 
output of the discriminator is a four level voltage signal, 
each voltage level representing a symbol (2 bits) of data. 

Thereafter, the output of the discriminator is conditioned 
by a conventional post-detection ?lter Which removes high 
frequency noise. Finally, the conditioned signal is processed 
by a conventional symbol synchroniZer and a conventional 
symbol decoder, Which convert the 4-level signal into digital 
symbol data (i.e., tWo data bits of information). 
A substantial portion of these circuits are designed With 

analog circuit techniques. Although these circuits are gen 
erally effective in demodulating FSK signals, they charac 
teristically have several undesirable draWbacks. The most 
signi?cant draWback being that of high energy consumption, 
Which has an adverse effect on the battery life performance 
of the SCR’s. Another signi?cant draWback is the dif?culty 
in manufacturing high quality SCR’s that utiliZe these 
analog circuits. 
A signi?cant portion of defects in the manufacture of 

SCR’s is found in the analog receivers contained therein. 
Because of the parametric variances encountered With ana 
log circuit components, an RF tuning step is required for the 
analog receiver. It is this step Where most manufacturing 
defects are found, and Where the manufacturing throughput 
of SCR’s is adversely affected. Yet another dif?culty is 
encountered When analog receiver circuits are integrated 
into IC’s. The disadvantage arises from the need of having 
to redesign the analog receiver circuit When an IC fabrica 
tion process is upgraded to a higher performance fabrication 
process, e.g., 1 micron to 0.5 micron technology. 

In sum, although analog circuits are effective in the design 
and manufacture of SCR’s, their use in SCR’s has an 
adverse affect in manufacturing quality, and is costly When 
IC fabrication processes are upgraded. 

Accordingly, What is needed is a method and apparatus 
that overcomes the de?ciencies of prior art analog receivers. 
In particular, a method and apparatus is desired that Would 
alloW for demodulation and symbol synchroniZation of a 
multi-level signal Without the draWbacks of prior art analog 
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2 
receivers discussed above. Moreover, an apparatus is desired 
that Would be substantially immune to manufacturing 
defects, and Would be readily portable across different IC 
fabrication technologies. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The present invention is pointed out With particularity in 
the appended claims. HoWever, other features of the inven 
tion Will become more apparent and best understood by 
referring to the folloWing detailed description in conjunction 
With the accompanying draWings in Which: 

FIG. 1 illustrates an electrical block diagram of a 4-level 
radio receiver according to the present invention; 

FIGS. 2 through 5 illustrate complex domain graphs of 
unconditioned in-phase and quadrature signals in a noise 
free environment for each deviation of a 4-level FSK 
(frequency shift keyed) signal; 

FIG. 6 depicts a sequence of state transitions of condi 
tioned in-phase and quadrature signals; 

FIG. 7 illustrates an electrical block diagram of a state 
transition detector according to the present invention; 

FIG. 8 illustrates a complex domain graph of a 4-level 
FSK signal With data transmitted at a baud rate of 3200 sps 
(symbols per second), and With a sequence of frequency 
deviations conforming to transitions from +1600 HZ to 
—4800 HZ to +1600 HZ; 

FIG. 9 illustrates the sequence of state transitions depicted 
in FIG. 8; 

FIG. 10 illustrates a mask-out WindoW for masking out 
same state pulses caused by noise according to the present 
invention; 

FIG. 11 illustrates the process of generating a same state 
pulse Which substantially approximates the location of sym 
bol edges in a plurality of symbols in a 4-level FSK signal 
according to the present invention; 

FIG. 12 illustrates an electrical block diagram of the 
symbol synchroniZer circuit depicted in FIG. 1 according to 
the present invention; 

FIGS. 13 and 14 illustrate the performance of the symbol 
synchroniZer circuit depicted in FIG. 1 according to the 
present invention; and 

FIG. 15 illustrates an electrical block diagram of a selec 
tive call receiver utiliZing the radio receiver of FIG. 1 
according to the present invention. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

FIG. 1 is an electrical block diagram of a radio receiver 
100 according to the present invention. The radio receiver 
100 comprises a receiver circuit 101, a symbol synchroniZer 
circuit 111 and a system clock 110. The receiver circuit 101 
comprises a Zero-IF mixer 102, an I-Q (in-phase and 
quadrature) limiter circuit 104, and a state transition detector 
116. The Zero-IF mixer 102 is a conventional non-coherent 
mixer comprised of in-phase and quadrature mixers driven 
from a substantially accurate local oscillator (LO) for gen 
erating an in-phase signal, and a quadrature signal, respec 
tively. The Zero-IF mixer 102 receives preferably an 
RF-FSK signal (radio frequency shift keyed signal shoWn as 
RFin in FIG. 1) from a conventional high frequency antenna 
(not shoWn). 

It Will be appreciated that, alternatively, a conventional 
front-end mixer circuit such as, for example, a super 
heterodyne circuit, along With a conventional quadrature 
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mixer can be used in place of the Zero-IF mixer 102. The 
front-end mixer is generally used for receiving FSK signals 
transmitted by a remote transmitter station at high frequen 
cies (e.g., 900 MHZ). After a high frequency FSK signal has 
been mixed by the front-end mixer circuit, an IF-FSK signal 
results, e.g., 455 KHZ. The IF-FSK signal is then mixed 
doWn by quadrature mixers to generate an in-phase signal, 
and a quadrature signal, respectively. 

Focusing on the preferred embodiment, once the Zero-IF 
mixer 102 has mixed doWn the RF-FSK signal to basedband, 
the unconditioned in-phase and quadrature signals 103, 105 
are then processed by the I-Q limiter circuit 104. The 
conditioning of these signals is performed by tWo loW-pass 
?lters (LPF) and tWo limiter circuits connected in tandem, 
respectively. The LPF’s remove adjacent channel 
interference, While the limiters generate a tWo-level voltage 
signal representative of conditioned in-phase and quadrature 
signals (IiCH, and QiCH) 108, 106, respectively. To do 
this, the limiter circuit preferably utiliZes a one-bit conven 
tional analog-to-digital converter. 

The tWo-level in-phase and quadrature signals are then 
processed by a state transition detector 116, Which detects 
transitions betWeen states of the I-Q signals 108, 106 and 
generates state outputs Which are applied to a state transition 
bus 115. The design and operation of the state transition 
detector 116 Will be discussed in detail shortly. The data 
provided by the state transition bus 115 is then processed by 
the symbol synchroniZer circuit 111 operating from the 
system clock 110. The system clock 110 is preferably a 
conventional clock generator generating a sampling clock 
signal 113 operating at, e.g., 76.8 KHZ. 

The symbol synchroniZer circuit 111 is used for synchro 
niZing symbol edges of the 4-level FSK signal to an internal 
reference of the symbol synchroniZer circuit 111, thereby 
generating a symbol clock 112. 

The symbol clock 112 is used, for example, by a processor 
for decoding digital data included in the 4-level FSK signal. 
The symbol synchroniZer circuit 111 Will be described 
shortly. 

The reader Will appreciate that, alternatively, modulation 
schemes other than a 4-level FSK signal may be used in the 
present invention, such as, for example, 4-level QAM 
(quadrature amplitude modulation) and 4-level PSK (phase 
shift keying). For illustration purposes only, the discussions 
that folloW are focused on processing a 4-level FSK signal 
according to the present invention. These discussions should 
be vieWed as being substantially similar to discussions 
regarding the processing of other 4-level radio signals 
according to the present invention. 

To aid the reader in understanding the operation of the 
symbol synchroniZer circuit 111, a brief discussion of the 
theory, design, and operation of the state transition detector 
116 Will be given. Particularly, FIGS. 2 through 5 Will be 
used to introduce the reader to the important principles 
Which are utiliZed in the design (shoWn in FIG. 7) of the state 
transition detector 116 according to the present invention. 
This discussion is particularly important since data provided 
by the state transition detector 116 is critical to the operation 
of the symbol synchroniZer circuit 111. 

Beginning With FIGS. 2 through 5, these ?gures are 
illustrations of complex domain graphs of the unconditioned 
in-phase and quadrature signals 103, 105 in a noise-free 
environment for each frequency deviation, respectively, of a 
4-level FSK signal. These graphs are presented to illustrate 
characteristics of the in-phase and quadrature signals that the 
present invention takes advantage of in demodulating and 
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4 
synchroniZing to the symbol edges of a plurality of symbols 
included in a multi-level FSK signal. The graphs illustrate 
deviations of 14800 HZ, and 11600 HZ from a frequency 
reference (e.g., 900 MHZ carrier). In a complex domain 
system, the in-phase signal (I) is a signal representing the 
real part, and the quadrature signal (Q) is signal representing 
the imaginary part of a complex signal. After plotting the 
magnitude and phase of these signals in continuous time, the 
graphs shoWn in FIGS. 2 through 5 result. 

Depending on Whether the frequency deviation With 
respect to a carrier signal is positive or negative, the plotted 
signals have a clockWise or counter-clockWise direction. In 
particular, for positive frequency deviations the rotation is 
counter-clockWise, and for negative frequency deviations 
the rotation is clockWise. This characteristic of the in-phase 
and quadrature signals is utiliZed by the symbol synchro 
niZer circuit 111 to determine symbol synchroniZation there 
from. 

Another characteristic of in-phase and quadrature signals 
When plotted in a complex system, is that, depending on the 
frequency of these signals, several rotations may result 
around the complex domain. Table 1 illustrates an example 
for a 4-level FSK signal transmitted at 3200 symbols per 
second (or effectively 6400 bits per second) With frequency 
deviations of 14800 HZ, and 11600 HZ. 

TABLE 1 

Symbols @ 
3200 symbols/second 

Frequency of 
Deviations 

No. of n Rotations @ 
3200 symbols/second 

10 +4800 HZ counter-clockwise 3 
11 +1600 HZ counter-clockwise 1 
01 —1600 HZ clockwise 1 
00 —4800 HZ clockwise 3 

As Table 1 illustrates, a 14800 HZ frequency deviation 
rotates by 3st in a counter-clockWise/clockWise direction 
around the complex domain. A 11600 HZ frequency devia 
tion rotates at in a counter-clockWise/clockWise direction 
around the complex domain. This characteristic of the 
in-phase and quadrature signals is utiliZed by the symbol 
synchroniZer circuit 111 to locate symbol edges in the 
plurality of symbols of the 4-level FSK signal. 
As noted above, the I-Q limiter circuit 104 conditions the 

in-phase and quadrature signals into tWo level signals. As a 
result, the continuous curves shoWn in FIGS. 2 through 5 
cannot be reproduced. Instead, a digitiZed representation of 
the in-phase and quadrature signals remains. These digitiZed 
points of data occur only on the I and Q axes (shoWn as “x’s” 
on these ?gures). For the present invention, these crossings 
of the I and Q axes are de?ned as state transitions. 

As it Will be illustrated in FIG. 8, the symbol synchroniZer 
circuit 111 locates symbol edges by accounting for same 
state transitions in any of the four quadrants of the I-Q 
complex domain. This is accomplished by monitoring a 
sequence of state transitions. Asequence of state transitions, 
is de?ned as a sequence of transitions betWeen states. 

FIG. 6 is an illustration depicting a sequence of state 
transitions of the conditioned in-phase and quadrature sig 
nals 108, 106. Note that the conditioned in-phase and 
quadrature signals 108, 106 (referred to herein as I-Q signals 
108, 106) differ from the unconditioned in-phase and 
quadrature signals 103, 105 in that the former signals 108, 
106 are digitiZed While the latter signals 103, 105 are not. 
This results in the square Waveforms shoWn in FIG. 6 as 
opposed to sinusoidal Waveforms representative of the 
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unconditioned in-phase and quadrature signals 103, 105 (not 
shown). In determining the present state of the I-Q signals 
108, 106, the state transition detector 116 monitors each 
edge transition (rising-edge or falling-edge) of the I-Q 
signals 108, 106 over a symbol period. 

In the example shoWn in FIG. 6, the ?rst rising-edge of the 
Q signal occurs While the I signal is HI. This represents state 
1 in the complex domain system (i.e., the positive I axis; see 
FIGS. 2 and 3). The next signal to sWitch levels is the I 
signal (falling-edge). During this edge transition the Q 
signal is HI representative of state 2 (i.e., the positive Q 
axis). Note the transition from state 1 to state 2 represents 
one sequence of a state transition. The next signal to sWitch 
is the Q signal (falling-edge). During this edge transition the 
I signal is LO, representative of state 3 (i.e., the negative I 
axis). Finally, the I signal sWitches from LO to HI. During 
this edge transition the Q signal is LO representative of state 
4 (i.e., the negative Q axis). The four edge transitions that 
folloW represent a repetition of states 1—4 as depicted in FIG. 
6. 

By tracking the sequence of state transitions by Way of the 
state transition detector 116, the symbol synchroniZer circuit 
111 determines the location of symbol edges, thereby alloW 
ing for accurate decoding of the 4-level FSK signal by, for 
example, a conventional processor. With an accurate symbol 
clock 112, a processor can decode digitiZed symbols accord 
ing to the data shoWn in Table 1. 

FIG. 7 is an electrical block diagram of a state transition 
detector 116 according to the present invention. As should be 
evident from the discussions above, the purpose of the state 
transition detector 116 is to detect transitions betWeen states 
of the I-Q signals 108, 106. 

The state transition detector 116 comprises tWo D Flip 
Flops 202, 210, tWo Exclusive OR gates 204, 212, four AND 
gates 206, 209, 218, 214, and tWo inverters 208, 216. The 
state transition detector 116 receives as input the conditioned 
I-Q signals 108, 106 (as illustrated in FIG. 6). The D 
Flip-Flops 202, 210, Which sample the I-Q signals 108, 106, 
are clocked by the sampling clock signal 113 that is several 
times faster than the rate of the I-Q signals 108, 106 (e.g., 
76.8 KHZ). The combination of the D Flip-Flop 202 and the 
X’OR 204 serves to detect a transition of the I signal. 
Similarly, the combination of the D Flip Flop 210 and X’OR 
212 serves to detect a transition of the Q signal. When a 
transition is detected, these circuits generate an IiPULSE 
and a QiPULSE, respectively, and the four AND gates 206, 
209, 218, 214 in combination With the tWo inverters 208, 
216 serve as state decoders. 

For example, assume that the I signal 108 experiences a 
falling-edge transition, and during that transition the Q 
signal 106 is high. The falling-edge transition is going to be 
detected by the combination D Flip-Flop 202, and the X’OR 
204, thereby generating a positive pulse, IiPULSE (the 
pulse duration is approximately one cycle of the sampling 
clock signal 113). The IiPULSE is then received by both 
AND gates 206 and 209. AND gate 206 then generates an 
output representative of state 2 When it detects the 
IiPULSE and When the Q signal 106 is HI (i.e., the 
condition for state 2). Similarly, AND gate 209 generates an 
output representative of state 4 When it detects the 
IiPULSE and When the Q signal 106 is LO (i.e., the 
condition for state 4). 

The signal generated by AND gate 206 has a duration 
approximately equal to the duration of IiPULSE. The other 
state decoders operate in a similar manner as just described. 
These state outputs (i.e., states 1—4) are applied to a state 
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6 
transition bus 115, Which is utiliZed by an algorithmic state 
machine of the symbol synchroniZer circuit 111 for tracking 
transitions betWeen states. 

FIG. 8 illustrates a complex domain graph of a 4-level 
FSK signal With data transmitted at a baud rate of 3200 sps 
(symbols per second), and With a sequence of frequency 
deviations conforming to transitions from +1600 HZ to 
—4800 HZ to +1600 HZ. Beginning With the inner most loop 
302 of the graph depicted in FIG. 8, a +1600 HZ frequency 
deviation results in a graph Wherein the phasor 
(representative of the signal shoWn in the graph) travels a 
distance of at radians in a counter-clockWise direction, 
thereby crossing the positive I axis and the positive Q axis 
depicted by states S1 and S2, respectively. Upon sWitching 
to a frequency deviation of —4800 HZ, the phasor (creating 
the resulting graph 304) travels a distance of 3st radians in 
a clockWise direction, thereby crossing the I and Q axes 
according to the sequence S2, S1, S4, S3, S2, S1 and S4. 
Finally, upon sWitching back to a frequency deviation of 
+1600 HZ the phasor (creating the resulting graph 306) 
travels a distance of at radians in a counter-clockWise 
direction, thereby resulting in the sequence of states S4, S1 
and S2. 

Referring back to Table 1, the sequence of symbols 
represented by the sequence of frequency deviations illus 
trated in FIG. 8 results in the digital sequence “11” (+1600 
HZ frequency deviation), “00” (—4800 HZ frequency 
deviation) and “11” (+1600 HZ frequency deviation). 

FIG. 9 illustrates the sequence of state transitions depicted 
by the graph shoWn in FIG. 8. The dashed vertical lines 307 
represent the symbol edges of the sequence of symbols 
(identi?ed as symbols 1—3, by Way of example) represented 
by the graph shoWn in FIG. 8. From the sequence shoWn in 
graph 308, it should be evident that the same state (or 
repeated) transitions S2 and S4 indicate the location of the 
symbol edges With varying accuracy. To illustrate this point, 
the graph 310 shoWn beloW depicts same state pulses (SSP2 
and SSP4) Which are representative of the second occur 
rence of the same state transitions S2 and S4, respectively. 

As should be apparent from the second graph 310, SSP2 
is closer in time to the occurrence of the symbol edge than 
is SSP4. This is because SSP2 occurs as a result of a fast 
phasor (representative of a 4800 HZ frequency deviation) 
While SSP4 occurs as a result of a sloW phasor 
(representative of a 1600 HZ frequency deviation). Assum 
ing that the sampling clock signal 113 operates at 76.8 KHZ 
and that the baud rate of the 4-level FSK signal is 3200 sps, 
each symbol Will comprise tWenty-four samples (i.e., 76.8K/ 
3200). Since a 4800 HZ frequency deviation has 375 rotations 
or equivalently travels six quadrants about the I-Q complex 
domain, each quadrant Will comprise four samples. In 
contrast, a 1600 HZ frequency deviation has at rotations or 
equivalently travels tWo quadrants about the I-Q complex 
domain, thereby resulting in tWelve samples per quadrant. 

Since a symbol edge may occur in any location Within a 
quadrant, and since the accuracy of the state transition 
detector 116 is quantiZed to state transitions of the I and Q 
axes, estimation of the symbol edge is dependent on Which 
sample is selected in a particular quadrant Where the same 
state transitions occurred. Since there are only four samples 
per quadrant for a 4800 HZ frequency deviation, selecting 
any of the four samples as an estimation of the symbol edge 
results in a Worse case offset from an actual symbol edge of 
four samples, or approximately 52 micro-seconds (4 
samples+76.8 KHZ sampling rate). In the case of a 1600 HZ 
frequency deviation, selecting from any one of 12 samples 
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as an estimation of a symbol edge could result in a Worse 
case offset from an actual symbol edge of 12 samples, or 156 
us (micro-seconds). Clearly, using samples from a 4800 HZ 
frequency deviation versus a 1600 HZ frequency deviation 
results in a substantially more accurate estimation of an 
actual symbol edge as is made apparent from the closeness 
of SSP2 to the actual symbol edge in graph 310. 

To further increase the accuracy of estimating a symbol 
edge using a sample from a 4800 HZ frequency deviation, a 
sample closest to a midpoint of a quadrant of interest is 
selected. This results in the selection of a sample that is tWo 
samples aWay from the I or Q axes Where a same state 
transition is detected. As a result of choosing the mid point 
of a quadrant, the Worse case offset from an actual symbol 
edge is never greater than tWo samples or equivalently 26 us. 
Hence, in this example the Worse case error for sample of a 
4800 HZ frequency deviation is 8.3% (2 sample offset+24 
samples per symbol * 100%). 

In sum, FIG. 9 illustrates hoW an SSP (same state pulse) 
can be used for estimating the location of symbol edges in 
a plurality of symbols included in a 4-level FSK signal. 
Although SSP’s in a noise free environment could be used 
for detecting symbol edges in a 4-level FSK signal, several 
practical problems must be resolved. First, a method must be 
derived for ?ltering SSP’s caused by noise in a multi-level 
radio signal. Second, a method must be derived for detecting 
a desirable sequence of frequency deviations. Each of these 
problems and their respective solutions Will be discussed 
based on the illustrations of FIGS. 10 and 11. 

FIG. 10 illustrates a solution to the ?rst problem. Graph 
402 shoWs the situation Where inadvertent SSP’s may be 
created by noise in the 4-level FSK signal. To eliminate 
SSP’s caused by noise, mask-out WindoWs 406, 408 are 
used. In a preferred embodiment of the present invention, 
the mask-out WindoWs select a ?rst SSP occurring during a 
symbol period, and eliminate subsequent SSP’s occurring 
during the symbol period as illustrated in graph 404. This 
method of masking out erroneous SSP’s is a ?rst order 
approximation, Wherein the ?rst SSP detected is assumed to 
be a valid SSP and subsequent SSP’s are assumed to be 
erroneous. Although this ?rst order approximation may at 
times be erroneous itself (see the case Where a valid SSP Was 
masked out by 408), it is self correcting over a plurality of 
symbols. That is, if there are enough valid SSP’s over a 
plurality of symbols, this ?rst order approximation Will 
eventually lock on to a valid SSP. 

The mask-out WindoW plays the essential role of limiting 
the number of SSP’s that are used in the synchroniZation 
process. This is an important function since Without it, 
estimating a symbol edge could lead to a jittered symbol 
clock 112. The reader should appreciate that, alternatively, 
other algorithms suitable to the present invention may be 
used for masking out suspected erroneous SSP’s. 

FIG. 11 illustrates the second problem discussed above. 
That is, the problem of distinguishing betWeen a desired and 
an undesired sequence of frequency deviations. A desirable 
sequence of frequency deviations is de?ned as any sequence 
of frequency deviations ending With a fast frequency devia 
tion having a predetermined value and of opposite polarity 
to the ?rst frequency deviation. For example, the folloWing 
are desirable sequences of frequency deviations based on the 
4-level FSK signal discussed above: +1600 HZ to —4800 HZ, 
—1600 HZ to +4800 HZ, —4800 HZ to +4800 HZ, and +4800 
HZ to —4800 HZ. The folloWing are examples of undesirable 
sequences of frequency deviations: +1600 HZ to —1600 HZ, 
—1600 HZ to +1600 HZ, —4800 HZ to +1600 HZ, +4800 HZ 
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8 
to —1600 HZ, etc. Note also that any sequence of frequency 
deviations that do not include a transition betWeen opposite 
polarities (i.e., “+” to “+”, or to ) are considered an 
undesirable sequence of frequency deviations also. 

The graphs 502—510 illustrate hoW a desirable sequence 
of frequency deviations is derived. Graph 502 shoWs the 
sequence of state transitions (or pulses) Which are represen 
tative of the graph shoWn in FIG. 8. Additionally, during 
each symbol period (encompassed betWeen boundaries 307), 
a sample WindoW is used for detecting a sequence of state 
transitions. The sample WindoW is applied to each of the 
plurality of symbols for counting the number of state tran 
sitions (or pulses) included therein for a predetermined time 
to determine When a desirable frequency deviation has 
occurred. 

When the number of state transitions counted is less than 
a predetermined number of states, then it is assumed that a 
sloW frequency deviation is present, as shoWn in the case of 
the sample WindoWs 512, 516. If, hoWever, the number of 
state transitions counted is greater than or equal to a prede 
termined number of states (e.g., 3 state pulses), then it is 
assumed that a fast frequency deviation is present, as shoWn 
in the case of the sample WindoW 514. This determination is 
used for generating a mask-in WindoW 518 (shoWn in graph 
508) for selecting a desirable SSP from the plurality of 
SSP’s effected by a desirable sequence of frequency devia 
tions in the 4-level FSK signal. 

To understand the positioning of the mask-in WindoW 518, 
the reader’s attention is directed to graphs 504, 506. Graph 
504 illustrates the generation of SSP’s 2 and 4, respectively, 
according to the sequence of state transitions shoWn in graph 
502. As the reader may recall, SSP2 is an SSP Which is a 
substantially better estimate of symbol edges of the 4-level 
FSK signal than SSP4. Moreover, the reader may recall that 
each quadrant of an I-Q complex domain has four samples 
for a 4800 HZ frequency deviation operating at a data rate of 
3200 sps, and that the midpoint (or equivalently the second 
sample from a same state transition axis) is the preferred 
sample point for minimal offset to a symbol edge. Since this 
adjustment cannot be done at the time that SSP2 and SSP4 
are generated under a causal system, the adjustment of SSP2 
and SSP4 is done at the next symbol period. 

This adjustment is shoWn in graph 506. That is, SSP2 and 
SSP4 are delayed by one symbol period less a predetermined 
offset, Which in the present example is preferably tWo 
samples. The SSP’s in graph 506 are then ?ltered by the 
mask-in WindoW 518 shoWn in graph 508. Consequently, 
since SSP2 is the only SSP Which occurs during the mask-in 
WindoW 518, it is the only valid SSP generated (as shoWn in 
graph 510) for synchroniZing the internal reference of the 
symbol synchroniZer circuit 111 discussed earlier. 

FIG. 12 illustrates an electrical block diagram of the 
symbol synchroniZer circuit 111 depicted in FIG. 1 accord 
ing to the present invention. The symbol synchroniZer circuit 
111 comprises an SSP detector 602, a sync noise mask 606, 
sync frequency decoupler 607 and an internal reference 
circuit 612. Each of these circuits is preferably implemented 
With conventional algorithmic state machines and are syn 
chroniZed by the sampling clock 113. The SSP detector 602 
is used for detecting same state transitions in the state 
outputs received from the state transition bus 115 coupled 
thereto. Upon detecting a same state transition, the SSP 
detector 602 generates an SSP signal 604 Which is received 
and processed by the sync noise mask 606. 
The sync noise mask 606, as functionally illustrated in 

FIG. 10, is used for ?ltering out SSP’s caused by noise in the 
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4-level FSK signal. As noted earlier, the sync noise mask 
606 preferably selects a ?rst SSP received from the SSP 
signal 604 and ?lters subsequently received SSP’s according 
to the mask-out WindoWs 406, 408, thereby generating a 
?ltered SSP signal 608. It Will be appreciated that, 
alternatively, other algorithms suitable to the present inven 
tion for ?ltering out SSP’s caused by noise in a multi-level 
radio signal may be used. 

The sync frequency decoupler 607 performs the functions 
illustrated in FIG. 11. To do this, the sync frequency decou 
pler 607 is coupled to the state transition bus 115, the ?ltered 
SSP signal 608 and the symbol clock 112 generated by the 
internal reference circuit 612. The state transition bus 115 
and the symbol clock 112 are used by the sync frequency 
decoupler 607 for receiving state transition information and 
for determining the position of the sampling WindoWs 512, 
514. As a result, the sync frequency decoupler 607 deter 
mines the timing of the mask-in WindoW 518 for generating 
a desired SSP signal 610 (shoWn by Way of example as SSP2 
in graph 510 of FIG. 11). 

The internal reference circuit 612 is preferably imple 
mented With an algorithmic state machine (ASM) function 
ing as a free-running counter that operates from the sam 
pling clock 113. In the present example, the sampling clock 
113 operates at 76.8 KHZ and the 4-level FSK signal 
operates at a baud rate of 3200 sps. Based on these operating 
parameters, there are tWenty-four samples per symbol period 
(i.e., 76.8K+3200). Consequently, the free-running counter 
preferably has tWenty-four clock states and operates to 
generate a transition on the symbol clock 112 every cycle of 
the counter. Additionally, the free-running counter is pro 
grammed to be periodically phase synchroniZed by the 
desired SSP signal 610. It Will be appreciated that, 
alternatively, a 2-level FSK signal operating at 1600 sps With 
frequency deviations at 14800 HZ may be used. In that case, 
there are forty-eight samples per symbol period (i.e., 
76.8K+1600). Accordingly, the free-running counter Would 
have forty-eight clock states. The present example, hoWever, 
Will focus on a 4-level FSK signal operating at 3200 sps. 

In a preferred embodiment, this synchroniZation is 
accomplished by programming the ASM to adjust the free 
running counter by advancing or delaying it by a predeter 
mined adjustment factor based on the polarity of the error 
measured betWeen the timing of the desired SSP signal 610 
and the symbol clock 1120 In the present example, the 
predetermined adjustment factor is preferably equal to one 
clock cycle of the sampling clock 113. The reason for 
advancing or delaying the counter only by one clock cycle 
as opposed to the actual error measured (e.g., four clock 
cycles) is to dampen any noise effects that Were not 
adequately ?ltered by the sync noise mask 606 and/or the 
sync frequency decoupler 607, thereby reducing the possi 
bility of a jittered symbol clock 112. Alternatively, if it is 
Well knoWn that noise levels are expected to be minimal in 
the communication environment Where the radio receiver 
100 is to operate, the ASM of the internal reference circuit 
612 may be programmed for immediate adjustment, thereby 
providing a fast phase adjustment. 

FIGS. 13 and 14 illustrate the performance of the symbol 
synchroniZer circuit 111 depicted in FIG. 1 according to the 
present invention. FIG. 13 illustrates the performance the 
symbol synchroniZer circuit 111 for a 1600 sps, 2-level FSK 
signal based on bit error rate as a function of signal-to-noise 
ratio (Eb/No in dB). The dashed curve 704 represents an 
ideal non-realiZable performance curve modeled on a com 
munication environment having a Gaussian noise distribu 
tion. The solid curve 702 is representative of the actual 
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10 
performance of the symbol synchroniZer circuit 111. As 
should be evident from the graph, the actual performance of 
the symbol synchroniZer circuit 111 illustrates that the 
present invention performs With minimal degradation over a 
large signal-to-noise range. FIG. 14 illustrates a similar 
performance for a 4-level FSK signal operating at 3200 sps. 

FIG. 15 is an electrical block diagram of a selective call 
receiver (SCR) 800 utiliZing the radio receiver 100 accord 
ing to the present invention. The SCR 800 comprises the 
radio receiver 100 described above coupled to a conven 
tional antenna 802, a poWer sWitch 808, a processor 810, and 
a user interface 821. The radio receiver 100 and antenna 802 
are utiliZed for receiving 4-level FSK signals that include 
messages transmitted by a radio communication system. The 
radio receiver 100 generates a demodulated signal 803 and 
a symbol clock 112, Which is used by the processor 810 for 
decoding digital data therefrom. Based on the digital data 
decoded, the processor 810 is programmed to reject or 
accept the 4-level FSK signal. 
The poWer sWitch 808 is a conventional sWitch, such as a 

MOS (metal oxide semiconductor) sWitch for controlling 
poWer to the radio receiver 100 under the direction of the 
processor 810, thereby providing a battery saving function. 

The processor 810 controls operation of the SCR 800, 
generally having the primary function of decoding and 
processing demodulated messages provided by the radio 
receiver 100 based on the symbol clock 112, storing them 
and alerting a user of the received message. To perform this 
function, the processor 810 comprises a conventional micro 
processor 816 coupled to a conventional memory 818 hav 
ing nonvolatile and volatile memory portions, such as a 
ROM (read-only memory) and RAM (random-access 
memory). One of the uses of the memory 818 is for storing 
messages received from the radio communication system. 
Another use is for storing one or more selective call 
addresses utiliZed in identifying incoming personal or group 
messages to be intercepted by the SCR 800. 

Once a message has been decoded and stored in the 
memory 818, the processor 810 activates the alerting device 
822 (included in the user interface 821) Which generates a 
tactile and/or audible alert signal to the user. The user 
interface 821, Which further includes, for example, a con 
ventional LCD display 824 and conventional user controls 
820, is utiliZed by the user for processing the received 
messages. This interface provides options such as reading, 
deleting, and locking of messages. 

To communicate messages to the SCR’s 800, the radio 
communication system preferably utiliZes a protocol such as 
the FLEX protocol, developed by Motorola, Inc. (FLEX is 
a trademark of Motorola, Inc.) for transmitting synchronous 
messages. The FLEX protocol is a digital selective call 
signaling protocol that is presently used by various system 
operators in the United States and in several other countries. 
It Will be appreciated that, alternatively, other signaling 
protocols that are suitable to the present invention can be 
used. 

In an alternative embodiment, certain functions of the 
radio receiver 100 are implemented in softWare With the use 
of the processor 810. In particular, the functions of the state 
transition detector 116 and the symbol synchroniZer circuit 
111 are integrated in softWare, Which is operated by the 
processor 810. Under this embodiment, the processor 810 
includes an internal reference and is adapted to cause the 
receiver circuit 101 (excluding the state transition detector 
116) to demodulate the multi-level radio signal to in-phase 
and quadrature signals 108, 106, to convert the I-Q signals 
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108, 106 to a sequence of state transitions representative of 
the plurality of symbols and to detect at least one same state 
transition (i.e., SSP) from the sequence of state transitions. 
From this information, processor 810 is adapted to synchro 
niZe its internal reference to the at least one symbol edge of 
the plurality of symbols based on the at least one same state 
transition according to the algorithms described above and 
illustrated in FIGS. 9—11. Thereafter, the processor 810 is 
programmed to decode digital data from the 4-level FSK 
signal. 

The processing just described is preferably performed 
over a synchroniZation pattern embedded in the FLEX 
protocol (e.g., a comma pattern—alternating “1’s” and “0‘” 
pattern) used by the communication system for communi 
cating With SCR’s 800. Once synchroniZation has been 
completed according to the operation described above for 
the symbol synchroniZer 111, the processor 810 proceeds to 
decode digital data therefrom. 

In sum, the present invention provides several advantages 
to prior art symbol synchroniZer circuits. First, the imple 
mentation of the present invention is primarily a digital 
circuit, thereby providing a high degree of 
manufacturability, loW cost and loW poWer consumption. 
Moreover, because the state transition detector 116 and the 
symbol synchroniZer circuit 111 can be implemented in 
softWare, a substantial degree of ?exibility can be designed 
into SCR’s 800 utiliZing the present invention. For eXample, 
under conditions of eXtreme noise, the symbol synchroniZer 
circuit 111 can be programmed to ignore a received radio 
signal, and maintain a hold state on the symbol clock 112. 

Although the invention has been described in terms of a 
preferred embodiment it Will be obvious to those skilled in 
the art that many alterations and variations may be made 
Without departing from the invention. Accordingly, it is 
intended that all such alterations and variations be consid 
ered as Within the spirit and scope of the invention as de?ned 
by the appended claims. 
What is claimed is: 
1. In a selective call receiver having an internal reference, 

a method for synchroniZing the internal reference to at least 
one symbol edge of a plurality of symbols included in a 
multi-level radio signal received from a radio communica 
tion system, the method comprising the steps of: 

converting the multi-level radio signal to a sequence of 
state transitions representative of the plurality of sym 
bols; 

detecting at least one same state transition from the 
sequence of state transitions; and 

synchroniZing the internal reference to the at least one 
symbol edge of the plurality of symbols based on the at 
least one same state transition. 

2. The method as recited in claim 1, Wherein the step of 
synchroniZing the internal reference according to the at least 
one same state transition is based on adjusting the internal 
reference by a predetermined adjustment factor. 

3. The method as recited in claim 1, further comprising 
the step of using a mask-out WindoW for each of the plurality 
of symbols for eliminating same state transitions in the 
sequence of state transitions caused by noise in the multi 
level radio signal. 

4. The method as recited in claim 3, Wherein the mask-out 
WindoW selects a same state transition occurring during a 
symbol period, and eliminates subsequent same state tran 
sitions occurring during the symbol period. 

5. The method as recited in claim 1, further comprising 
the step of using a mask-in WindoW for each of the plurality 
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12 
of symbols for selecting a desirable same state transition 
from the sequence of state transitions effected by a desirable 
sequence of frequency deviations in the multi-level radio 
signal. 

6. The method as recited in claim 5, Wherein the mask-in 
WindoW is applied When the sequence of state transitions 
counted Within a predetermined time indicates a presence of 
a desirable frequency deviation in the multi-level radio 
signal. 

7. The method as recited in claim 5, further comprising 
the step of delaying the desirable same state transition one 
symbol period less a predetermined offset. 

8. The method as recited in claim 5, Wherein frequency 
deviations have polarities With respect to a frequency 
reference, and Wherein the desirable sequence of frequency 
deviations comprises a ?rst frequency deviation transition 
ing to a second frequency deviation having an opposite 
polarity to the ?rst frequency deviation and having a mag 
nitude of deviation greater than a predetermined value. 

9. In a selective call receiver having an internal reference, 
a method for synchroniZing the internal reference to at least 
one symbol edge of a plurality of symbols included in a 
multi-level radio signal received from a radio communica 
tion system, the method comprising the steps of: 

converting the multi-level radio signal to a sequence of 
state transitions representative of the plurality of sym 
bols; 

detecting a ?rst plurality of same state transitions from the 
sequence of state transitions; 

using a mask-out WindoW for generating a second plural 
ity of same state transitions, Wherein the mask-out 
WindoW is applied to each of the plurality of symbols 
for eliminating same state transitions in the ?rst plu 
rality of same state transitions caused by noise in the 
multi-level radio signal; 

using a mask-in WindoW for generating a third plurality of 
same state transitions, Wherein the mask-in WindoW is 
applied to each of the plurality of symbols for selecting 
a desirable same state transition from the second plu 
rality of same state transitions effected by a desirable 
sequence of frequency deviations in the multi-level 
radio signal; and 

synchroniZing the internal reference to the at least one 
symbol edge of the plurality of symbols based on the 
third plurality of same state transitions. 

10. In a selective call receiver having an internal 
reference, a method for synchroniZing the internal reference 
to at least one symbol edge of a plurality of symbols 
included in a multi-level radio signal received from a radio 
communication system, the method comprising the steps of: 

converting the multi-level radio signal to a sequence of 
state transitions representative of the plurality of sym 
bols; 

detecting a ?rst plurality of same state transitions from the 
sequence of state transitions; 

using a mask-out WindoW for generating a second plural 
ity of same state transitions, 
Wherein the mask-out WindoW is applied to each of the 

plurality of symbols for eliminating same state tran 
sitions in the ?rst plurality of same state transitions 
caused by noise in the multi-level radio signal, and 

Wherein the mask-out WindoW selects a ?rst same state 
transition occurring during a symbol period, and 
eliminates subsequent same state transitions occur 
ring during the symbol period; 

using a mask-in WindoW for generating a third plurality of 
same state transitions, 
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wherein the rnask-in WindoW is applied to each of the 
plurality of symbols for selecting a desirable same 
state transition from the second plurality of same 
state transitions effected by a desirable sequence of 
frequency deviations in the rnulti-level radio signal, 
Wherein frequency deviations have polarities With 

respect to a frequency reference, and 
Wherein the desirable sequence of frequency devia 

tions comprises a ?rst frequency deviation transi 
tioning to a second frequency deviation having an 
opposite polarity to the ?rst frequency deviation 
and having a magnitude of deviation greater than 
a predetermined value, and 

Wherein the rnask-in WindoW is applied When the 
sequence of state transitions counted Within a pre 
determined time indicates a presence of a desirable 
frequency deviation in the rnulti-level radio signal; 

delaying the third plurality of same state transitions one 
syrnbol period less a predetermined offset; and 

synchroniZing the internal reference to the at least one 
syrnbol edge of the plurality of symbols based on the 
delayed third plurality of same state transitions. 

11. A radio receiver, comprising: 
a receiver circuit for receiving a rnulti-level radio signal 

having a plurality of symbols transmitted by a radio 
communication system; and 

a symbol synchroniZer circuit having an internal 
reference, the symbol synchroniZer circuit coupled to 
the receiver circuit, and adapted to: 
cause the receiver circuit to convert the rnulti-level 

radio signal to a sequence of state transitions repre 
sentative of the plurality of symbols; 

detect at least one same state transition from the 
sequence of state transitions; and 

synchroniZe the internal reference to at least one syrn 
bol edge of the plurality of symbols based on the at 
least one same state transition. 

12. The radio receiver as recited in claim 11, Wherein 
synchroniZing the internal reference according to the at least 
one same state transition is based on adjusting the internal 
reference by a predetermined adjustrnent factor. 

13. The radio receiver as recited in claim 11, Wherein the 
symbol synchroniZer circuit is further adapted to use a 
mask-out WindoW for each of the plurality of symbols for 
eliminating same state transitions in the sequence of state 
transitions caused by noise in the rnulti-level radio signal. 

14. The radio receiver as recited in claim 13, Wherein the 
mask-out WindoW selects a same state transition occurring 
during a symbol period, and eliminates subsequent same 
state transitions occurring during the symbol period. 

15. The radio receiver as recited in claim 11, Wherein the 
symbol synchroniZer circuit is further adapted to use a 
rnask-in WindoW for each of the plurality of symbols for 
selecting a desirable same state transition from the sequence 
of state transitions effected by a desirable sequence of 
frequency deviations in the rnulti-level radio signal. 

16. The radio receiver as recited in claim 15, Wherein the 
rnask-in WindoW is applied When the sequence of state 
transitions counted Within a predetermined time indicates a 
presence of a desirable frequency deviation in the multi 
level radio signal. 

17. The radio receiver as recited in claim 15, Wherein the 
symbol synchroniZer circuit is further adapted to delay the 
desirable same state transition one syrnbol period less a 
predetermined offset. 

18. The radio receiver as recited in claim 15, Wherein 
frequency deviations have polarities With respect to a fre 
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quency reference, and Wherein the desirable sequence of 
frequency deviations comprises a ?rst frequency deviation 
transitioning to a second frequency deviation having an 
opposite polarity to the ?rst frequency deviation and having 
a magnitude of deviation greater than a predetermined value. 

19. A selective call receiver comprising the radio receiver 
of claim 11. 

20. A radio receiver, comprising: 
a receiver circuit for receiving a rnulti-level radio signal 

having a plurality of symbols transmitted by a radio 
communication system; and 

a symbol synchroniZer circuit having an internal 
reference, the symbol synchroniZer circuit coupled to 
the receiver circuit, and adapted to: 
cause the receiver circuit to convert the rnulti-level 

radio signal to a sequence of state transitions repre 
sentative of the plurality of symbols; 

detect a ?rst plurality of same state transitions from the 
sequence of state transitions; 

use a mask-out WindoW for generating a second plu 
rality of same state transitions, Wherein the mask-out 
WindoW is applied to each of the plurality of symbols 
for eliminating same state transitions in the ?rst 
plurality of same state transitions caused by noise in 
the rnulti-level radio signal; 

use a rnask-in WindoW for generating a third plurality of 
same state transitions, Wherein the rnask-in WindoW 
is applied to each of the plurality of symbols for 
selecting a desirable same state transition from the 
second plurality of same state transitions effected by 
a desirable sequence of frequency deviations in the 
rnulti-level radio signal; and 

synchroniZe the internal reference to at least one syrn 
bol edge of the plurality of symbols based on the 
third plurality of same state transitions. 

21. A selective call receiver comprising the radio receiver 
of claim 20. 

22. A radio receiver, comprising: 
a receiver circuit for receiving a rnulti-level radio signal 

having a plurality of symbols transmitted by a radio 
communication system; 

a symbol synchroniZer circuit having an internal 
reference, the symbol synchroniZer circuit coupled to 
the receiver circuit, and adapted to: 
cause the receiver circuit to convert the rnulti-level 

radio signal to a sequence of state transitions repre 
sentative of the plurality of symbols; 

detect a ?rst plurality of same state transitions from the 
sequence of state transitions; 

use a mask-out WindoW for generating a second plu 
rality of same state transitions, 
Wherein the mask-out WindoW is applied to each of 

the plurality of symbols for eliminating same state 
transitions in the ?rst plurality of same state 
transitions caused by noise in the rnulti-level radio 
signal, and 

Wherein the mask-out WindoW selects a ?rst same 
state transition occurring during a symbol period, 
and eliminates subsequent same state transitions 
occurring during the symbol period; 

using a rnask-in WindoW for generating a third plurality 
of same state transitions, 
Wherein the rnask-in WindoW is applied to each of the 

plurality of symbols for selecting a desirable same 
state transition from the second plurality of same 
state transitions effected by a desirable sequence 
of frequency deviations in the rnulti-level radio 
signal, 
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wherein frequency deviations have polarities 
With respect to a frequency reference, and 

Wherein the desirable sequence of frequency 
deviations comprises a ?rst frequency devia 
tion transitioning to a second frequency devia 
tion having an opposite polarity to the ?rst 
frequency deviation and having a magnitude of 
deviation greater than a predetermined value, 
and 

Wherein the rnask-in WindoW is applied When the 
sequence of state transitions counted Within a 
predetermined time indicates a presence of a desir 
able frequency deviation in the rnulti-level radio 
signal; 

delay the third plurality of same state transitions one 
symbol period less a predetermined offset; and 

synchroniZe the internal reference to at least one syrn 
bol edge of the plurality of symbols based on the 
delayed third plurality of same state transitions. 

23. Aselective call receiver comprising the radio receiver 
of claim 22. 
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24. A selective call receiver, comprising: 

a receiver circuit for receiving a rnulti-level radio signal 
having a plurality of symbols transmitted by a radio 
communication system; and 

a processor having an internal reference, the processor 
coupled to the receiver circuit, and adapted to: 

cause the receiver circuit to dernodulate the rnulti-level 

radio signal to in-phase and quadrature signals; 
convert the in-phase and quadrature signals to a 

sequence of state transitions representative of the 
plurality of symbols; 

detect at least one same state transition from the 

sequence of state transitions; and 

synchroniZe the internal reference to at least one syrn 
bol edge of the plurality of symbols based on the at 
least one same state transition. 


