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[57] ABSTRACT 

A method of forming a self-aligned ?eld oxide isolation 
structure Without using silicon nitride. The method com 
prises forming a dielectric on an upper surface of a semi 
conductor substrate. The upper surface of the semiconductor 
substrate comprises an active region and an isolation region 
laterally adjacent to each other. A photoresist layer is pat 
terned on top of the implant dielectric to expose regions of 
the implant dielectric over the active region. Nitrogen is then 
implanted into the active region through the implant dielec 
tric. Nitrogen is preferably introduced into semiconductor 
substrate in an approximate atomic concentration of 0.5 to 
2.0 percent. After the nitrogen has been implanted into a 
semiconductor substrate, the photoresist layer is stripped 
and the implant dielectric is removed. The Wafer is then 
thermally oxidized such that a ?eld oxide having a ?rst 
thickness is groWn over the isolation region and a thin oxide 
having a second thickness is groWn over the active region. 
The presence of the nitrogen Within the semiconductor 
substrate retards the oxidation rate of the silicon in the active 
region such that the thickness of the thin oxide is substan 
tially less than the thickness of the thermal oxide. In a 
presently preferred embodiment, the ?eld oxide has a thick 
ness of 2,000 to 8,000 angstroms While the thin oxide has a 
thickness of less than 300 angstroms. 

18 Claims, 2 Drawing Sheets 
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REDUCED BIRD’S BEAK FIELD 
OXIDATION PROCESS USING NITROGEN 
IMPLANTED INTO ACTIVE REGION 

This application is a divisional of US. application Ser. 
No. 08/639,758, ?led on Jan. 14, 1998 as a continued 
prosecution application of the same application number ?led 
on Apr. 29, 1996. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
This invention relates to semiconductor fabrication and 

more particularly to an improved method for forming a ?eld 
oxidation isolation structure by implanting nitrogen into the 
active regions. 

2. Description of the Relevant Art 
The fabrication of an integrated circuit involves placing 

numerous devices in a single semiconductor substrate. 
Select devices are interconnected by a conductor Which 
extends over a dielectric Which separates or “isolates” those 
devices. Implementing an electrical path across a monolithic 
integrated circuit thereby involves selectively connecting 
isolated devices. When fabricating integrated circuits it must 
therefore be possible to isolate devices built into the sub 
strate from one another. From this perspective, isolation 
technology is one of the critical aspects of fabricating a 
functional integrated circuit. 
A popular isolation technology used for an MOS inte 

grated circuit involves the process of locally oxidiZing 
silicon. Local oxidation of silicon, or LOCOS process 
involves oxidiZing ?eld regions betWeen devices. The oxide 
groWn in ?eld regions are termed ?eld oxide, Wherein ?eld 
oxide is groWn during the initial stages of integrated circuit 
fabrication, before source and drain implants are placed in 
device areas or active areas. By groWing a thick ?eld oxide 
in ?eld regions pre-implanted With a channel-stop dopant, 
LOCOS processing serves to prevent the establishment of 
parasitic channels in the ?eld regions. 

Aconventional LOCOS process is shoWn in FIGS. 1—6. In 
FIG. 1, a thin oxide 12 is groWn on a semiconductor 
substrate 10. A layer of silicon nitride, shoWn in FIG. 2 as 
layer 14, is then deposited on the thin oxide 12 With a 
chemical vapor deposition process. Photoresist is then 
deposited on the silicon nitride layer 14 and patterned to 
obtain a patterned photoresist layer 15 shoWn in FIG. 2. 
Photoresist layer 15 is patterned to de?ne an active region 16 
and a ?eld region 18 in semiconductor substrate 10. 

After patterning photoresist layer 15, silicon nitride layer 
14 and thin oxide layer 12 are removed in regions Where the 
photoresist has been removed. FIG. 3 shoWs the Wafer after 
the exposed silicon nitride layer 14 and thin oxide layer 12 
have been removed and photoresist layer 15 has been 
stripped. In FIG. 4, the Wafer is inserted into a thermal 
oxidation tube to groW an oxide in ?eld region 18 of 
semiconductor substrate 10. This thermal oxidation is rep 
resented in FIG. 4 as number 20. As is Well knoWn, the 
presence of silicon nitride layer 14 over active region 16 
suppresses the groWth of oxide in those regions. FIG. 5 
shoWs a partial cross section of the Wafer after completion 
of thermal oxidation 20. A thick ?eld oxide 22 is present in 
?eld region 18 of semiconductor substrate 10 While a thin 
oxide 24 has been formed underneath silicon nitride layer 14 
in active regions 16. A transition region betWeen thick ?eld 
oxide 22 and thin oxide 24 comprises the Well knoWn bird’s 
beak 26. Bird’s beak 26 extends into active region 16 by the 
amount d1. Completion of the conventional ?eld oxidation 

10 

15 

25 

35 

45 

55 

65 

2 
LOCOS process is accomplished by stripping the silicon 
nitride layer 14, removing thin oxide 24 With a Wet etch 
process, groWing a sacri?cial oxide layer, and removing the 
sacri?cial layer. The sacri?cial oxide process is performed to 
eliminate the so called “Kooi” ribbons of silicon nitride that 
can form at the interface betWeen thin oxide 24 and semi 
conductor substrate 10 during the ?eld oxidation process. 
The sacri?cial oxide layer is shoWn in phantom as a dashed 
line in FIG. 6. 
While LOCOS has remained a popular isolation 

technology, there are several problems inherent With the 
conventional LOCOS process. First, a groWing ?eld oxide 
extends laterally as a bird’s-beak structure. In many 
instances, the bird’s-beak structure 26 can unacceptably 
encroach into the device active area 16. 

In addition, it is Well knoWn that depositing CVD silicon 
nitride directly on a silicon surface results in a very high 
tensile stress that can exceed the critical stress for disloca 
tion generation in silicon. This stress, Which can create 
fabrication induced defects in the silicon substrate is 
believed to be caused by the termination of intrinsic stresses 
at the edges of the nitride ?lm. To prevent this stress from 
affecting the semiconductor substrate 10, it is necessary in 
the LOCOS process to form the thin oxide layer 12, com 
monly referred to as a buffer oxide layer, thereby adding 
complexity and expense to the process. 

Still further, the removal of silicon nitride layer 14 after 
formation of ?eld oxide 22 is knoWn by those skilled in the 
art of semiconductor processing to generate a large number 
of particles. When silicon nitride layer 14 is subjected to the 
high temperatures used to groW ?eld oxide 22, a thin ?lm 
forms on an upper surface of silicon nitride layer 14. The 
thin ?lm is believed to comprise a composite of silicon, 
oxygen, and nitrogen (SixOyNZ). Removal of this ?lm from 
the upper surface of silicon nitride layer 14 requires addi 
tional processing steps. Instead of simply immersing the 
Wafer in a hot phosphoric acid solution, as is commonly 
done to Wet etch silicon nitride layers, a brief plasma etch 
must be performed to remove the SixOyNZ ?lm from the 
upper surface of silicon nitride layer 14. In addition to 
undesirably removing oxide from an upper surface of ?eld 
oxide 22, this plasma etch process is knoWn to generate a 
large number of particles. These particles can become 
lodged on the silicon surface that can result in defective 
devices. Finally, the conventional LOCOS process requires 
a sacri?cial oxide to remove the Kooi ribbons as described 
above. The formation and removal of the sacri?cial oxide 
layer adds additional processing time and expense to the 
conventional LOCOS process. In addition, the sacri?cial 
oxide is generally over-etched to ensure that all traces of 
silicon nitride formed during the ?eld oxidation process are 
removed. The over-etch undesirably reduces the thickness of 
the ?eld oxide 22. 

Therefore, it Would be highly desirable to implement a 
?eld oxidation process sequence Which eliminated the need 
to deposit a silicon nitride layer on the Wafer surface. By 
eliminating the nitride deposition step, such a process Would 
thereby eliminate the high particle counts associated With 
the nitride strip process and Would eliminate the ?eld oxide 
etch back cycle required in conventional ?eld oxidation 
process sequences. Further, the elimination of the nitride 
deposition from the ?eld oxidation process Would eliminate 
the need to groW the Kooi oxide after removal of the nitride 
layer. In addition, the bird’s beak structure and the encroach 
ment problems associated With conventional ?eld oxidation 
processes Would be substantially reduced. 

SUMMARY OF THE INVENTION 

The problems identi?ed above are in large part resolved 
by a semiconductor process in Which ?eld oxidation is 
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accomplished Without the use of the silicon nitride layer. The 
improved process hereof incorporates nitrogen into the 
silicon substrate instead of placing a layer of nitride on an 
oxide layer above the silicon substrate. The nitrogen is 
placed in the active region of the silicon substrate prior to the 
formation of the ?eld oxide. The presence of nitrogen in 
selected regions of the silicon substrate serves to reduce the 
oxidation rate of the silicon in those regions. Thus, during 
the formation of the ?eld oxide, the oxidation rate in the 
“nitrogenated” regions of the silicon substrate is less than 
the oxidation rate in regions lacking nitrogen. The higher 
oxidation rate in the non-nitrogenated regions results in a 
sharply delineated ?eld oxide structure in Which the bird’s 
beak is substantially eliminated. 

Broadly speaking, the present invention comprises a 
method of forming a self-aligned ?eld oxide. A dielectric is 
formed on an upper surface of a semiconductor substrate 
comprising an active region and an isolation region. A 
photoresist layer is patterned on the dielectric layer to 
expose regions of the dielectric layer over active regions of 
the silicon substrate. Nitrogen is then implanted into the 
active regions of the silicon substrate through the exposed 
dielectric layer. The photoresist is then stripped and the 
dielectric layer removed from the Wafer. In a presently 
preferred embodiment, the dielectric layer is comprised of a 
thermal oxide and removal of the dielectric layer is accom 
plished With a Wet etch process. Next, the Wafer is subjected 
to a thermal oxidation process Whereby a ?eld oxide groWs 
over the isolation regions of the silicon substrate and a thin 
oxide groWs over the active regions due to the loWer 
oxidation rate of the nitrogenated silicon. 

In a presently preferred embodiment, nitrogen is present 
in the active regions of the semiconductor substrate in an 
atomic percentage of approximately 0.5 to 2.0 percent. 
Preferably, nitrogen is implanted into the semiconductor 
substrate using a nitrogen dose of approximately 5><1013 to 
5><1016 ions/cm2. The ?eld oxidation is preferably accom 
plished at a temperature of 900 to 1150° C. to achieve a ?eld 
oxide thickness of approximately 2,000 to 8,000 angstroms. 
A channel stop implant can be performed before or after 
formation of the ?eld oxide. In CMOS processes, separate 
channel stop implants can be performed for each Well. 

The present invention further contemplates a method for 
forming a self-aligned ?eld oxide Wherein the ?eld oxide has 
a transition region that encroaches upon the active area by a 
distance of less than 0.05 microns. 

The present invention still further contemplates a semi 
conductor substrate comprising an active region and an 
isolation region. The active region contains approximately 
0.5 to 2.0 percent nitrogen and the isolation region, Which is 
laterally adjacent to the active region, comprises a thermal 
oxide formed on the semiconductor substrate. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Other objects and advantages of the invention Will 
become apparent upon reading the folloWing detailed 
description and upon reference to the accompanying draW 
ings in Which: 

FIG. 1 is a partial cross-sectional vieW of a semiconductor 
substrate upon Which a thin oxide has been groWn; 

FIG. 2 is a processing step subsequent to that shoWn in 
FIG. 1, in Which a silicon nitride layer has been formed on 
the thin oxide layer and a photoresist layer has been pat 
terned on top of the silicon nitride layer to de?ne active 
regions and isolation regions; 

FIG. 3 is a processing step subsequent to that shoWn in 
FIG. 2, in Which the silicon nitride layer and the thin oxide 
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4 
layer over the isolation region have been etched and the 
photoresist layer has been stripped; 

FIG. 4 is a processing step subsequent to that shoWn in 
FIG. 3, in Which the Wafer is subjected to a thermal 
oxidation step; 

FIG. 5 is a processing step subsequent to that shoWn in 
FIG. 4 depicting the ?eld oxide and thin oxide formed in the 
thermal oxidation step; 

FIG. 6 is a processing step subsequent to that shoWn in 
FIG. 5 in Which the silicon nitride layer has been stripped 
and the thin oxide removed; 

FIG. 7 is a partial cross-sectional vieW of a semiconductor 
Wafer upon Which a dielectric has been formed; 

FIG. 8 is a processing step subsequent to that shoWn in 
FIG. 7 in Which a photoresist layer has been patterned onto 
the dielectric layer to de?ne an active region and an isolation 
region; 

FIG. 9 is a processing step subsequent to FIG. 8 in Which 
nitrogen has been implanted into the silicon substrate Within 
the active region bound by the patterned photoresist; 

FIG. 10 is a processing step subsequent to FIG. 9 in Which 
the dielectric layer and the photoresist layer have been 
removed and the Wafer subjected to a thermal oxidation; 

FIG. 11 is a partial cross-sectional vieW of the Wafer after 
completion of the thermal oxidation structure of FIG. 10; 
and 

FIG. 12 is a processing step subsequent to FIG. 11 in 
Which the thin oxide over the active region has been 
removed. 

While the invention is susceptible to various modi?ca 
tions and alternative forms, speci?c embodiments Whereof 
are shoWn by Way of example and the draWing and Will 
herein be described in detail. It should be understood, 
hoWever, that the draWings and detailed description thereto 
are not intended to limit the invention to the particular form 
disclosed, but on the contrary, the intention is to cover all 
modi?cations, equivalents, and alternatives falling Within 
the spirit and scope of the present invention as de?ned by the 
appended claims. 

DETAILED DESCRIPTION OF THE DRAWINGS 

Turning noW to FIGS. 7—12, an improved process 
sequence for forming a ?eld oxide isolation structure is 
shoWn. Turning brie?y to FIG. 12, isolation structure 116 is 
shoWn. Isolation structure 116 is comprised Within an iso 
lation region 106 Within semiconductor substrate 100. 
Active region 108 includes nitrogen 112 incorporated into 
semiconductor substrate 100. In a presently preferred 
embodiment, nitrogen 112 is present in an atomic percentage 
of approximately 0.5 to 2.0 percent. Isolation region 106 is 
laterally adjacent to active region 108 and comprises a ?eld 
oxide groWn to form structure 116. Field oxide structure 116 
comprises a sideWall 120 Which extends substantially per 
pendicularly from an upper surface of semiconductor sub 
strate 100. Substantially perpendicular sideWall 120 ensures 
that ?eld oxide 116 encroaches upon active region 108 by a 
distance less than or equal to d2, Which is shoWn in FIG. 11. 
In a presently preferred embodiment, d2 is approximately 
0.05 microns or less. 

Returning noW to FIG. 7, a partial cross-section vieW of 
a semiconductor substrate 100 is shoWn. Dielectric 102 is 
formed upon the semiconductor substrate 100. Dielectric 
102 is suitably comprised of a deposited or groWn oxide 
having a thickness from 50 to 500 angstroms. Referring to 
FIG. 8, photoresist layer 104 is patterned on dielectric layer 
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102. Photoresist layer 104 is patterned such that the region 
of dielectric layer 102 above ?eld region 108 of semicon 
ductor substrate 100 is exposed. Depositing and patterning 
of photoresist layer 104 is preferably accomplished With 
photolithography steps Well knoWn in the art of semicon 
ductor processing. After patterning of photoresist layer 104 
is completed, nitrogen is implanted into active region 108 of 
semiconductor substrate 100 as shoWn in FIG. 9. In FIG. 9, 
the implanting of nitrogen is represented by arroWs 110 
While the implanted nitrogen Within semiconductor substrate 
100 is represented by the “X’s” 112. 

FIG. 10 shoWs a processing step subsequent to FIG. 9 
after dielectric layer 102 and photoresist layer 104 have been 
removed and the Wafer inserted into a thermal oxidation 
tube. The thermal oxidation is represented in FIG. 10 by 
Wavy lines 114. The introduction of loW levels of nitrogen 
into a silicon substrate is believed to retard the rate at Which 
the silicon oxidiZes. Accordingly, oxidation of semiconduc 
tor substrate occurs at a greater rate in isolation region 106, 
Which is absent implanted nitrogen 112, than in active region 
108. In a presently preferred embodiment, thermal oxidation 
114 is formed at a temperature of 900 to 1150° C. and can 
be performed in either an 02 (dry) or H2O (Wet) ambient. 
FIG. 11 shoWs a partial cross section of the semiconductor 
substrate after completion of thermal oxidation 114. Field 
oxide 116, having a ?rst thickness t1 has been formed over 
isolation region 106 While thin oxide 118 having a second 
thickness t2 is formed over active region 108. The oxidation 
rate in the nitrogenated region of semiconductor substrate 
100 is believed to correspond to the amount of nitrogen 
present in semiconductor substrate 100. Thus, controlling 
the dosage of nitrogen implant 110 controls the oxidation 
rate of the silicon Within active region 108 and thus controls 
the ?nal thickness t2 of thin oxide 118. In a presently 
preferred embodiment, thickness t2 of thin oxide 118 is less 
than 300 angstroms While the thickness t1 of ?eld oxide 116 
is 2,000—8,000 angstroms. 

The use of nitrogen implant 110 to control the oxidation 
rate of silicon substrate 100 Within active region 108 is also 
believed to substantially eliminate formation of the bird’s 
beak structure routinely encountered in conventional 
LOCOS processing using silicon nitride. It is believed that 
the present method is capable of groWing a ?eld dielectric 
structure 116 adjacent to an active region 108 Wherein a 
sideWall 120 of the ?eld structure 116 is substantially 
perpendicular to an upper surface of semiconductor sub 
strate 100. Thus, the distance d2, Which represents the 
amount by Which ?eld oxide 116 encroaches upon active 
region 108, is minimiZed. In the presently preferred 
embodiment, the encroachment d2 is less than or equal to 
0.05 microns. Returning noW to FIG. 12, the isolation 
structure 116 is shoWn after removal of thin oxide 118 from 
the upper surface of semiconductor substrate 100. In addi 
tion to enabling differential oxidation rates Within semicon 
ductor substrate 100, the presence of nitrogen species 112 
Within semiconductor substrate 100 is believed to provide a 
barrier layer for fast diffusers such as boron and sodium. 
Further, the presence of nitrogen species 112 is believed to 
enhance the quality of the process gate oxide producing 
higher strength bonds With subsequently formed oxides. A 
channel stop implant (not shoWn) can be performed before 
or after formation of the structure shoWn in FIG. 12. Using 
commercially available MeV implanters, channel stop 
implants may be done post-?eld oxidation. In CMOS 
processes, separate channel stop implants can be performed 
on each Well. 

As Will be obvious to one skilled in the art having the 
bene?t of this disclosure, the process sequence depicted in 
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6 
FIGS. 7—12 is capable of producing an isolation structure 
Within a semiconductor substrate. It Will be further appre 
ciated that the isolation structure of the present invention 
substantially eliminates encroachment due to bird’s beak 
formation. It Will be still further appreciated that by elimi 
nating deposition of a silicon nitride layer from the isolation 
process, the process sequence is simpli?ed. 

It is to be understood that the form of the invention shoWn 
and described in the detailed description and the draWings is 
to be taken merely as presently preferred examples of hoW 
a ?eld oxide isolation structure can be formed Without 
silicon nitride and Without substantial encroachment due to 
bird’s beak formation. Obvious variations of the method 
disclosed Would be apparent to those skilled in the art having 
the bene?t of this disclosure. For example, thin oxide 118 
shoWn in FIG. 11 could be removed With a Wet or dry etch 
process. As another example, photoresist layer 104 in FIGS. 
8 and 9 is used to mask the nitrogen implant 110 Whereas 
other suitable materials may be used to form this masking 
function including polysilicon, for example. It is intended 
that folloWing claims be interpreted broadly to embrace all 
these variations of the preferred embodiments disclosed. 
What is claimed is: 
1. A semiconductor substrate comprising: 
an active region Within a semiconductor substrate, 

Wherein said active region contains approximately 0.5 
to 2.0 percent nitrogen Within a thickness less than 200 
angstroms of a surface of said semiconductor substrate; 
and 

an isolation region Within said semiconductor substrate, 
laterally adjacent to said active region, Wherein said 
isolation region comprises a thermal oxide formed on 
said semiconductor substrate. 

2. The semiconductor substrate of claim 1 Wherein said 
thermal oxide has a thickness of approximately 2000 to 8000 
angstroms and further Wherein said thermal oxide includes 
a sideWall, proximal to said active region, extending sub 
stantially perpendicularly from an upper surface of said 
semiconductor substrate. 

3. The semiconductor substrate of claim 1 Wherein said 
thermal oxide encroaches upon said active region by a 
distance less than 0.05 microns. 

4. A semiconductor topography, comprising: 
an active region of a semiconductor substrate having 

nitrogen implanted Within an upper surface of the 
substrate across the entire active region; and 

an isolation region comprising a thermal oxide self 
aligned to the implanted nitrogen in said active region. 

5. The semiconductor topography as recited in claim 4, 
Wherein the semiconductor substrate beloW said thermal 
oxide in said isolation region is absent said implanted 
nitrogen. 

6. The semiconductor topography as recited in claim 4, 
Wherein said thermal oxide is substantially absent a bird’s 
beak structure at an interface betWeen said isolation region 
and said active region. 

7. The semiconductor topography as recited in claim 4, 
Wherein said thermal oxide has a sideWall self-aligned to the 
implanted nitrogen in said active region, Wherein said side 
Wall is substantially perpendicular to the upper surface of the 
semiconductor substrate. 

8. The semiconductor topography as recited in claim 4, 
Wherein said thermal oxide has a thickness of approximately 
2000 to 8000 angstroms. 

9. The semiconductor topography as recited in claim 4, 
Wherein a concentration of the implanted nitrogen in said 
active region is approximately 0.5 to 2.0 percent. 
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10. The semiconductor topography as recited in claim 4, 
Wherein the implanted nitrogen in said active region extends 
less than 200 angstroms beloW the upper surface of the 
semiconductor substrate. 

11. A ?eld oxide formed by the method comprising: 
implanting nitrogen into an active region of an upper 

surface of a semiconductor substrate, Wherein said 
nitrogen is not implanted into an isolation region adja 
cent said active region; 

thermally oxidiZing the upper surface of said semicon 
ductor substrate to groW a ?eld oxide having a ?rst 
thickness over said isolation region and a thin oxide 
having a second thickness over said active region, 
Wherein said nitrogen implanted in said active region 
reduces the oxidation rate in said active region so that 
said ?rst thickness is greater than said second thick 
ness; and 

removing said thin oxide. 
12. The ?eld oxide as recited in claim 11, the method 

further comprising forming an implant dielectric over said 
active region prior to said implanting. 

13. The ?eld oxide as recited in claim 12, the method 
further comprising removing said implant dielectric over 
said active region after said implanting. 
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14. The ?eld oxide as recited in claim 11, the method 

further comprising: 
depositing a photoresist layer over said active region and 

said isolation region; and 
prior to said implanting, patterning said photoresist layer 

Wherein said photoresist layer over said active region is 
removed and said photoresist layer over said isolation 
region remains. 

15. The ?eld oxide as recited in claim 14, the method 
further comprising removing said photoresist layer over said 
isolation region after said implanting. 

16. The ?eld oxide as recited in claim 11, Wherein said 
?eld oxide is groWn Without an oxidation mask present over 
said active region. 

17. The ?eld oxide as recited in claim 11, Wherein said 
implanting results in nitrogen present throughout said active 
region in an atomic percentage of approximately 0.5 to 2.0 
percent Within a thickness less than 200 angstroms of the 
surface of said semiconductor substrate. 

18. The ?eld oxide as recited in claim 11, Wherein said 
implanting is performed With a nitrogen dose of approxi 
mately 5><1013 to 5><1016 ions/cm2. 

* * * * * 


