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[57] ABSTRACT 

According to the invention, an aperture is provided in the 
roof panel including a central opening and a plurality of slot 
portions radiating outwardly from the central opening and 
each such slot portion being de?ned by spaced apart side 
walls an end wall. The headliner has upper and lower 
surfaces and an aperture adapted to register with the roof 
panel aperture. A retention clip of stamped spring steel 
engages with the upper surface of the headliner and has a 
central body either a central aperture registering with the 
headliner. The sun visor has a mounting bracket which 
engages with the lower surface of the headliner. Screws are 
installed through the mounting bracket and into the retention 
clip so that the headliner is captured between the mounting 
bracket and the retention clip. The retention clip has a 
plurality of spring legs which radiate from the central body 
and are bent to project upwardly from the central body and 
have ends bent backwardly and terminating in a shoulder 
structure. Upon insertion of the retention clip into the roof 
panel aperture, the shoulder structure engages with the end 
walls of the slot portions of the roof panel aperture so that 
the sun visor and headliner are thereby snap mounted to the 
roof panel. 

2 Claims, 2 Drawing Sheets 
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SUN VISOR RETENTION CLIP 

TECHNICAL FIELD 

The invention relates to a retention clip for snap mounting 
a sun visor and headliner into an apertured roof panel of a 
motor vehicle. 

BACKGROUND OF THE INVENTION 

It is Well knoWn that a motor vehicle body roof construc 
tion includes a Welded together sheet metal roof Which is 
concealed from vieW of the vehicle occupant by a headliner 
panel. The headliner panel is typically of laminated paper, 
foam, and/or plastic construction and covered With a fabric 
Which matches the interior trim of the vehicle body. 

It is also Well knoWn to install a sun visor onto the vehicle 
roof adjacent the Windshield. The sun visor typically 
includes a mounting bracket Which is suitably attached to the 
roof panel. 

Prior patents have proposed various snap-in mounting 
clips for attaching the sun visor to the roof panel. The 
present invention provides a neW and improved snap-in sun 
visor retention clip of economical manufacture and 
improved retention performance. 

SUMMARY OF THE INVENTION 

According to the invention, an aperture is provided in the 
roof panel including a central opening and a plurality of slot 
portions radiating outWardly from the central opening and 
each such slot portion being de?ned by spaced apart side 
Walls an end Wall. The headliner has upper and loWer 
surfaces and an aperture adapted to register With the roof 
panel aperture. A retention clip of stamped spring steel 
engages With the upper surface of the headliner. The sun 
visor has a mounting bracket Which engages With the loWer 
surface of the headliner. ScreWs are installed through the 
mounting bracket and into the retention clip so that the 
headliner is captured betWeen the mounting bracket and the 
retention clip. The retention clip has a plurality of spring legs 
Which radiate from the central body and are bent to project 
upWardly from the central body and have ends bent back 
Wardly and terminating in a shoulder structure. Upon inser 
tion of the retention clip into the roof panel aperture, the 
shoulder structure engages With the end Walls of the slot 
portions of the roof panel aperture so that the sun visor and 
headliner are thereby snap mounted to the roof panel. 

BRIEF DESCRIPTION OF THE DRAWINGS 

These and other objects, features and advantages of the 
invention Will become apparent in consideration of the 
Description of the Preferred Embodiments and the appended 
draWings in Which: 

FIG. 1 is an exploded perspective vieW of the mounting 
system of this invention; 

FIG. 2 is a plan vieW of the retention clip of this invention; 
and 

FIG. 3 is a section vieW taken in the direction of arroWs 
3—3 of FIG. 2. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Referring to FIG. 1, it is seen that a vehicle roof panel 10 
of a motor vehicle body includes an aperture 12 having a 
plurality of slot portions 14, 16 and 18 Which radiate 
outWardly therefrom and each of these slot portions includes 
laterally spaced side Walls 20 and 22 and end Walls 24. 
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2 
A headliner panel 28 is provided for attachment onto the 

underside of the roof panel 10 to thereby conceal the roof 
panel 10 from vieW of the vehicle occupant. As best seen in 
FIG. 3, the headliner panel 28 is of conventional laminated 
construction including cardboard and foam layers 30 and 32 
and a decorative fabric 34. The headliner panel 28 has an 
aperture 38 Which aligns With the aperture 12 of the roof 
panel 10. 
A sun visor assembly 40 includes a mounting bracket 42 

Which receives a sun visor pivot rod 44. The pivot rod 44 is 
captured Within the mounting bracket 42 by a conventional 
sWivel and spring assembly so that the rod 40 may rotate 
about the mounting bracket 42. The mounting bracket 42 
includes holes 48 for receiving screWs 50. 

Aretention clip 52 as seen in FIGS. 1, 2 and 3, is stamped 
of spring steel and includes a central body 54 having a 
central clearance opening 55 Which registers With the aper 
ture 38 of the headliner panel 28 and aperture 12 of the roof 
panel 10. The retention clip 52 has a plurality of spring legs 
56, 58 and 60 Which radiate outWardly from the central body 
54 as shoWn in phantom line in FIG. 2. Each of the spring 
legs includes an upWardly bent upright portion 62 and a 
doWnWardly bent Wing 64 Which terminates in a retention 
shoulder portion 66. 

Referring to FIGS. 1 and 3, it Will be understood that the 
sun visor 40 and the retention clip 52 are assembled With the 
headliner panel 28 by sandWiching the headliner panel 28 
betWeen the sun visor mounting bracket 42 and the retention 
clip 52 and then installing the plurality of screWs 50. These 
screWs 50 self-thread themselves through the headliner 
panel 28 and then enter screW holes 70 provided in the 
retention clip 52. 
The headliner panel 28 is then installed into the vehicle by 

raising the headliner panel 28 against the roof panel 10 so 
that the retention clip 52 becomes inserted into the aperture 
12 of the roof panel 10. In particular, as best seen in FIG. 3, 
the legs 56, 58 and 60 of the retention clip 52 are respec 
tively received Within the slot portions 14, 16 and 18 of the 
roof panel aperture 12. During such insertion, the Wing 
portions 64 of the retention clip legs bear against the 
underside of the roof panel 12 to thereby de?ect the retention 
clips. When the retention clip legs reach the fully installed 
position of FIG. 3, the bent Wing portions 64 are ?exed 
outWardly so that the retention shoulder portions 66 of the 
legs become engaged With the upper side of the roof panel 
10 to thereby snap retain the headliner and sun visor into the 
assembled position attached to the vehicle body. 

It Will be understood and appreciated that the snap 
engagement of the retention shoulder portions 66 With the 
roof panel occur at the end Walls 24 of the slot portions of 
the roof aperture 12. This occurrence of the snap retention at 
the radially outermost margin of the roof panel opening 12 
helps to stabiliZe the retention clip 52 and the mounting 
bracket 42 of the sun visor against rocking motion With 
respect to the roof panel, thereby providing an efficient and 
stable snap mounting retention to the sun visor to the roof 
panel. 

Thus, it is seen that the invention provides a neW and 
improved mounting system for snap retaining a sun visor 
and headliner on a vehicle roof. 

I claim: 
1. A mounting system for snap mounting of a sun visor 

and headliner into the roof panel of the vehicle comprising: 
an aperture in the roof panel including a central opening 

and a plurality of slot portions radiating outWardly from 
the central opening and each such slot portion de?ned 
by spaced apart side Walls and an end Wall; 
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the headliner being a panel having upper and loWer a retention clip starnped of spring steel adapted to engage 
surfaces and an aperture adapted to register With the With the upper Surface of the headliner and having a 
aperture of the roof Pahel; central body With a central aperture adapted to register 

a retention Clip Stamped Of Spring Steel and having a With the apertures of the roof panel and headliner; 
central body With a central aperture adapted to register 5 
With the apertures of the roof panel and headliner, and 
having a plurality of spring legs radiating from the 

said sun visor having a mounting bracket adapted to 
engage With the loWer surface of the headliner and 

central body and bent to project upwardly from the associated fasteners for attaching the mounting bracket 
central body and having ends bent baekwardly and to the retention clip to thereby capture the headliner 
terminating in a shoulder structure adapted for engage- 1O therebetWeen; 
rnent With the end Walls of the slot portions of the roof . . . . . . 
panel aperture upon insertion of the spring legs of the and Stud, retennon Chp havmg a plurahty of Spnng 1? gs 
retention clip through the aperture of the roof panel. radlatmg from the Central body and bent to prolect 

2_ A mounting System for Snap mounting of a Sun Visor upwardly from the central body and having ends bent 
and headliner into the roof panel of the vehicle comprising: 15 haekwardly ahd terthlhatlhg 1h a Shoulder Structure 

an aperture in the roof panel including a central opening adapted for engagement With the end Wall of the Slot 
and a plurality of slot portions radiating outwardly from Portions of the roof Pahel aperture hpoh ihsertioh of the 
the central opening and each such slot portion de?ned spring legs of the retention clip through the aperture of 
by spaced apart side Walls and an end Wall; the roof panel Whereby the sun visor and headliner are 

. . . 20 

the headliner being a panel and having upper and loWer Snap IIlOllIlted t0 the rOOf panel. 
surfaces and an aperture adapted to register With the 
aperture of the roof panel; * * * * * 


