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To all whom it may concern.‘ 
Be it known that I, J OSEPH IIYSON WIEHL, 

a citizen of the United States of America, re~ 
siding at Zelienople, in the county of Butler 
and State of Pennsylvania, have invented cer 
tain new and useful Improvements in Pocket 
lvIucilage-Reservoirs, of which the following 
is a speci?cation, reference being had therein 
‘to the accompanying drawings. 

This invention relates to certain new and 
useful improvements in a pocket mucilage 
reservoir. , 

The object of the invention is to provide a 
useful and convenient pocket device for car 
rying and applying mucilage or other liquid 
adhesive substances. To attain this object, 
I construct a pocket device somewhat after 

. the ‘form of a fountain-pen and capable of 
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holding a sufficient quantity of liquid adhe 
sive substance to last an inde?nite period 
without re?lling. ‘ . 

Other new and novel features in connection 
with the device will be hereinafter speci?cally 
pointed out in detail. ' ~ 

'With the above objects in View the inven 
tion ?nally consists in the novel construction, 
combination, and arrangement of parts, as 
will be fully shown and described. 

In. describing the invention. in detail refer 
ence is had to the accompanying drawings, 
forinin g a part of this speci?cation, in which,-~ 
Figure 1 is a horizontal side view of my im 

proved pochet niucilage-reservoir and as it 
would appear when closed‘and not in use. 
Fig. 2 is also a horizontal, side view of the 
same, partly shown in section to show the in 
terior working parts. Fig. 3 is a horizontal 
side View of a portion of the device broken 
away and partly shown in section. Fig. 4 is 
a View showing the manner in which the de 
vice is used. ' 
Referring to the drawings, the numeral 1 

designates the rcscrvoirfor holding the liquid 
adhesive substance, and consists of a tube of 
‘hard rubber or any other suitable material, 
such as metal, dsc. Fitted tightly into the 
upper end of the said tube is the screw-plug 2, 
having the milled shouldered portion 3 formed 
thereon. Fitted tightly within the opposite 
end of the said tube and in a similar manner 

is the sleeve 4, having the milled shouldered 
portion 5 formed thereon, as shown. 
The numeral 6 designates a thin metal tube 

which is tightly ?ttedinto the said sleeve 4 
and has formed upon its outer end the ex 
tended piece or spring '7, with the inwardly‘ 
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pointed pin 8 either formed or secured thereto, . 
as shown, and is adapted to engage with the 
wick and prevent the latter from slipping in 
wardly. A suitable metal tube 9 for holding 
the Wick 10 is ?tted tightly into the said tube 
‘6 and has formed upon its outer end the teeth 
11,-which are slightly turned inwardly and 
engage with the wick. The cap 12, which in 
closes the working parts of the device and 
which ?ts over the shouldered portion of the 
sleeve 4, has suitablysecured to its inner end 
the sponge or other absorbing material 13, 
which is adapted to engage with the end of 
the wick andbe saturated with water for the 
purpose of preventing the liquid adhesive 
material from becoming hard or guninied up 
upon the end of the wick. Loosely ?tted with 
the reservoir is the mixing-plunger 1i, which 
is formed of a suitable non-corrosive metal of. 
sonieweight and havin g the opening 15 formed 
therein. The object of the said plunger is that 
when the reservoir is ?lled with the liquid and 
inverted for use the plunger will fall or slide 
downward, thereby pumping or slightly forc 
ing, the liquid to feed freely into the wick, 
‘and during the fall of the plunger the liquid 
within the reservoir will be displaced and 
caused to ?ow upward through the opening 
15 of the plunger, therebythoroughly mixing 
the liquid,and when the device is again turned 
right side up the plunger will again resume 
its normal position and, as before, cause the 
liquid to be displaced or mixed. - 
In vpreparing the device for use the muci 

lage or other adhesive liquid is thinned down 
to the desired degree and the sleeve 4. un‘ 
screwed. The liquid is then forced into the 
reservoir by means of a suitable syringe and 
the sleeve replaced, and after giving the wick 
time to absord the liquid it is ready for use, 
or the, same may be hastened by shaking to 
cause the plunger to operate alternately from 
one end of the reservoir to the other. Should 
the Wick need to be drawn out to increase the 
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working surface upon the end, the ?nger-nail 
is inserted beneath the end of the spring 7, 
and by a slight pressure the spring may be 
forced away. from the tube, causing the small 
projecting point 8 to disengage with the wick. 
The wick is then drawn out to’ the desired 
distance and the spring released. . 
In constructing the device anysuitable ma 

terial may be'used, and for the wick various 
substances may be used with equal success, 
such as substituting a hair brush for the wick. 
Thereforevarious changes may be made in 
the detail parts of my invention without de-. 
parting from the general spirit of the same. 
Having thus fully shown and described my 

invention, what I claim, and desire to secure 
by Letters Patent, is-~ 

l. A pocket mucilage-holder consisting of 
the tubular reservoir provided at one end with 
a plug having a shouldered portion, the other 
end being provided with a cap, a plunger 
within said reservoir, a sleeve, provided with 
av shoulder, located within the reservoir hav 
ing a tube 6 provided with a spring attached 
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thereto, and a tube adapted to receive a suit 
able wick secured to said tube (3, substantially 
as described. 7 > 

2. A pocket uiucilage-holder comprising the 
tubular reservoir provided at one end with a 
screw-plug having a milled shouldered por 
tion, the other end being provided with a cap, 
a pl u nger loosely located Within said reservoir 
provided with a central opening, a sleeve ?t 
ting tightly within said reservoir provided 
with a shouldered portion having a tube 6 se 
curely attached thereto, saidtube being pro 
vided with an extended piece or spring pro 
vided with inwardly-pointed pins, and a tube 
adapted to receive a suitable wick securely 
attached to said tube 6, substantially as de 

‘ scribed. 

In testimony whereof I a?'ix my signature 
in presence of two witnesses. 

‘ JOS. I-IYSON \VIEHL. 

, Witnesses : 

LoUIs A. MCDONALD, 
O. F‘ SHAFFER. 

25 

40 


