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To wZZ whont it may concern: 7 

Be it known ‘that I, DAVID ZERFING, a citi 
zen of the United States, residing at Wind 
ham, in thecounty of Johnson and State of 
Iowa, have invented a new and useful Baby 
Swing, of which the following is a speci?ca 
tion. . 

The object of this invention is to provide a 
strong and durable swing of inexpensive con 
struction that may be readily and quickly 
folded up for storage or shipment and that 
will occupy a minimum of space when so 
folded. > 

My invention consists in certain details in 
the construction, arrangement, and combina 
tion of the frame, as hereinafter set forth, 
pointed out in my claims, and illustrated in 
the accompanying drawings, in which 
Figure 1 shows in perspective the entire de 

vice. Fig. 2 shows a detail view illustrating 
the connection between the top bar of the 
frame and the parts connected therewith. 
Fig. 3 shows a perspective view, on an en 
larged scale, of one of the guides for holding 
the swing-braces in position when folded. 
Referring to the accompanying drawings, 

the reference-numeral 10 is used to indicate 
a square cross-piece, to which are connected, 
by means of hinges 11, the swing-supports12, 
and ?xed to the said swing-supports near their 
upperends are the guides onholders 13 to re 
receive the upper ends of the swing-braces. 
The reference-numeral 14 is used to indi 

cate the swing-box connected with the swing 
supports 12 by means of the pivots 15. 

16 indicates swing~braces pivoted at their 
lower ends at 17 and having the slots 18 in 
their upper end portions, through which the 
bolts 19 are passed, having the winged nuts 
20 on theirends, the said bolts being extended 
through the swing-supports 12. lVitlr this’ 
construction itis obvious that the head of the 
swing may be elevated or lowered and maybe 
folded in such a position that the box will ex 
tend in a plane parallel with the supports, and 
when in said position the braces 16 will enter 
the guides or holders 13, and thus rigidly hold 
the body and supports in their folded position. 
The cross~piece 10 is supported by means 

of the uprights 21, which are overlapped at 
their upper ends and which extend outwardly 
at their lower ends. 

22 indicates a pivot extended through the 
uprights 21 into the cross-piece 10. The cross 
pieces 23 are provided to connect the lower 
ends of the uprights on the same side of the 
swing-frame. To prevent the sides of the 
supporting~frame from spreadin g, l have pr0~ 
vided' braces, each composed of two parts 24 
and 25. The ends of these braces are pivoted 
to the uprights 2 l and the central portions are 
pivoted together at 26. A bolt 27 is passed 
through the end of one piece and into the 
other, and a winged nut 28 on its end pro 
vides means whereby these two braces 24: and 
25 may be held in alinement and prevented 
from sagging downwardly. “Then it is de 
sired to fold the frame, the bolts 27 are ?rst 
removed, and then the braces may be folded 
in either direction. ' 
The referencenumeral 29 is used to indi 

cate a rectangular wooden frame which is 
bolted direct to the flat top of the cross-piece 
10. This frame is for the purpose of support 
ing a mosquito bar or curtain and also a 
canopy or sunshade. 

In practical use, assuming the device to be 
set up in the position shown in Fig. 1, it is 
obvious that a very convenient and easily» 
operated swing is provided. Assuming, fur 
ther, that it is desired to fold the device up 
for purposes of storage or transportation, I 
?rst proceed by removing the bolts 27 and 
loosening the winged nuts 20, whereupon the 
uprights 21 may be drawn together and the 
swing~box placed in the same plane as the 
other parts. Then the rectangular frame at 
the top may be detached and laid parallel 
with the other parts of the swing. Thus the 
whole device will occupy a minimum space 
and may be readily and quickly set up at any 
time, and none of the parts of the swing 
proper need be detached and thus become 
liable to be lost. 
Having thus described my invention, what 

I claim as new therein, and desire to secure by 

55 

.65 

75 

85 

90 

Letters Patent of the United States therefor, - 
is- 

1. A folding swing, comprising in combi 
nation, a square cross-piece at the top, swing 
supports pivoted thereto, a swing~body piv 
oted to the supports, braces pivoted to the 
swing-body and adjustably connected with 
the swing-supports, guards or holders con 
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neeted with the swing-supports to receive the 
ends of the said braces when folded, uprights 
pivoted to the ends of the said cross-piece to 
diverge therefrom, and folding braces pivoted 
to the said uprights, for the purposes stated. 

2. A folding swing, comprising in combi 
nation, a square cross~piece at the top, swing 
supports hinged thereto, a swing=body piv— 
oted to the said supports, braces pivoted to 
the swing-body and having longitudinal slots ‘ 
near their upper ends, bolts extended through 
the swing~supports and through said slots, 
and having thu1nb~screws thereon, guards or 
holders ?xed to‘ the supports to receive the 
upper ends of the said braces when folded, 

uprights pivotally connected with the ends of 
the said cross-piece and diverging therefrom, 
abrace pivoted to each of the uprights to over 
lap at their central portion, a pivot for con 
neeting,r them, and a detachable bolt whereby 20 
they may be held rigid, and a canopy and 
screen-frame ?xed to the top of the said an 
gular cross-piece, all arranged and combined 
substantially in‘ the manner set forth and for 
the purposes stated. 

DAVID ZERFING, 

‘Vitnesses: 
A. M. JoHNsoN, 
A. ‘N. SHANTZ. 


