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A cabinet for interconnecting and storing optical ?bers. The 
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any position along the side of the tray. A gap is de?ned 
betWeen each side member and the side members immedi 
ately above and beloW it. Each gap extends betWeen the 
entire length of each side member from the front of the 
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APPARATUS FOR INTERCONNECTING 
OPTICAL FIBERS 

TECHNICAL FIELD 

The present invention relates generally to the storage and 
interconnection of optical ?bers and more particularly to a 
cabinet With slidable trays for storing and interconnecting 
optical ?bers. 

BACKGROUND OF THE INVENTION 

The use of ?ber optic cable as a transmission medium is 
common in communications systems. A ?ber optic cable is 
typically a single cable Within Which is provided a plurality 
of individual optical ?bers. Each optical ?ber Within the 
cable may be used to transmit information such as voice or 
data via light signals. 

Fiber optic communications systems typically include 
many interconnections in Which one optical ?ber is con 
nected to another optical ?ber. Optical ?bers may have a 
connector on one or both ends of the ?ber. The connector on 
one optical ?ber can be mated With a similar connector 
attached to the end of another optical ?ber via an adapter. In 
this manner, multiple optical ?bers can be interconnected. 

Optical ?bers are typically stored and interconnected in a 
cabinet-type apparatus. These cabinets may include a plu 
rality of trays in Which lengths of different ?bers are stored 
and interconnected to other ?bers. Typically, the cabinet 
includes a frame having a plurality of trays on Which the 
interconnection and storage of excess ?ber occurs. Each tray 
may include a bulkhead to Which the connectors from 
different optical ?bers may be attached to establish the 
interconnection of ?bers. The bulkhead on the tray is typi 
cally accessible only When the tray is slid outWardly from 
the cabinet. Each tray is typically slidably mounted Within 
the cabinet to alloW service personnel to pull each tray 
outWardly to access its contents from the front of the cabinet. 

One of the problems With existing cabinets is the arrange 
ment of the many ?bers going into and coming from the 
plurality of trays in the cabinet. It is imperative that the many 
?bers remain organiZed and free from entanglement With 
other ?bers. The problem of disorganiZation and entangle 
ment of ?bers is exacerbated by the trays being slid in and 
out of the cabinet. Many cabinets require the optical ?bers 
to be inserted into the trays through openings in the rear of 
the cabinet. In this manner, When the trays are slid in and out 
of the cabinet, the ?bers slide out of and into the cabinet 
through the rear of the cabinet and are less apt to get tangled 
With other ?bers. 

HoWever, this is disadvantageous because it is less con 
venient to feed ?bers into the trays from the rear of the 
cabinet Where access to the trays is limited. Feeding ?bers 
into the cabinet from the rear requires that adequate space be 
provided behind the cabinet to alloW service personnel to 
access the rear of the cabinet. It Would be advantageous to 
be able to introduce the ?bers into each tray from the front 
of the cabinet. HoWever, if the ?bers are fed into the tray 
from the front and interconnected to a tray When the tray has 
been slid out of the cabinet, the ?bers may become tangled 
When the tray is slid back into the cabinet. Therefore, When 
the only opening for the ?bers to enter the cabinet is in the 
front of the cabinet, the ?bers become crammed into the 
cabinet When the tray is slid inWardly. 

Therefore, a need exists for a cabinet for interconnecting 
optical ?bers in Which the optical ?bers can be fed into a tray 
and interconnected from the front of the cabinet, and where 
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2 
the ?bers do not become tangled or disorganiZed When the 
tray is slid into and out of the cabinet. 

SUMMARY OF THE INVENTION 

The present invention includes a cabinet for interconnect 
ing optical ?bers. The cabinet includes a plurality of hori 
Zontal left side members and right side members. Aplurality 
of trays are slidably situated in the cabinet betWeen respec 
tive left and right side members. Each tray includes a 
generally ?at base and open sides, Which permits optical 
?bers to be introduced into the tray from any position along 
the side of the tray, rather than through a speci?c entrance to 
the tray. 
A gap is de?ned betWeen each side member and the side 

members immediately above and beloW it and extends the 
entire length of each side member. The gap betWeen each 
side member provides adequate clearance for ?bers intro 
duced into the trays to move through the gap When the tray 
is slid in and out of the cabinet. The gaps therefore alloW the 
?bers to travel freely When the tray is slid in and out of the 
cabinet, unimpeded by other structural elements of the 
cabinet. The gaps betWeen side members therefore minimiZe 
the entanglement and disorganiZation of the ?bers When the 
trays are slid in and out of the cabinet. The gaps betWeen 
side members also alloW for optical ?bers to be introduced 
into the tray by service personnel from the front of the 
cabinet Without having to access the rear of the cabinet to 
feed optical ?bers into the trays through openings in the back 
of the cabinet. 

Each tray also includes a bulkhead having a plurality of 
connection ports therein. The bulkhead is preferably ori 
ented perpendicular to the front of the tray and extends from 
the front toWard the back of the tray. The connectors on the 
ends of ?bers that are introduced into the tray are connected 
to each other at the connection ports on the bulkhead. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a perspective vieW of a cabinet constructed in 
accordance With the present invention. 

FIGS. 2A and 2B are front and rear perspective vieWs, 
respectively, shoWing a tray mount having left and right side 
members and a tray Which can be slidably situated in the tray 
mount. 

FIG. 3 is a front vieW of the cabinet shoWing the gap 
betWeen adjacent side members. 

FIG. 4 is a left side vieW of the cabinet shoWing the gap 
betWeen adjacent side members. 

DETAILED DESCRIPTION 

The preferred embodiment of the present invention for 
storing and interconnecting optical ?bers is shoWn in the 
attached ?gures and described herein. As best shoWn in 
FIGS. 1 and 2A, the present invention includes a cabinet 10 
having a top 12, a bottom 13, a back 14, and a plurality of 
tray mounts 15 extending from the back 14 of the cabinet. 
Each tray mount 15 includes a left side member 16 and a 
right side member 18, and a bottom plate 19 Which extends 
generally horiZontally betWeen each left and right side 
member primarily for maintaining the stability of the left 
and right side members. Each side member is preferably of 
uniform cross-section throughout the length of the side 
member, With the cross-section being generally square. 
HoWever, each side member may also have any other 
suitable cross-section. 

Stop tabs 22 extend upWardly from the bottom plate 19. 
A generally u-shaped member 27 de?ning a slot 23 extends 
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along the left side member 16, With the open end of the 
member extending toward the inside of the cabinet. Asimilar 
u-shaped member 29 de?ning slot 25 extends along the right 
side member 18 With the open end also extending toWard the 
inside of the cabinet. 

Aplurality of trays 24 are slidably situated in the cabinet, 
as shoWn in FIGS. 1 and 2A. Each tray includes a generally 
?at base 26, a front lip 28, and a rear lip 30. Tabs 31 extend 
toWard the front of the tray from rear lip 30. Tabs 31 help to 
keep any excess ?ber stored in the back of the tray Within the 
tray. Each tray also includes a bulkhead 32 having a plurality 
of connection ports 34 therein and a tab 35. The bulkhead is 
preferably oriented perpendicular to the front lip of the tray 
and extends from the front lip toWard the back of the tray. 
It Will be understood by those skilled in the art that the 
interconnection of ?bers may include the connection of a 
“pigtail” having a connector on one end of a ?ber, and/or the 
connection of a “jumper” having connectors on both ends of 
a ?ber. The connectors on the ends of the pigtails and 
jumpers are preferably connected to each other at the con 
nection ports 34 on the bulkhead 32. 

Each tray has open sides Without sideWalls, the open sides 
being de?ned by left edge 37 and right edge 38. The open 
sides permits ?bers to be introduced into the tray from any 
position along the side of the tray, rather than through a 
speci?c entrance to the tray. Alternatively, each tray could 
include a de?ned entrance or entrances on each side of the 
tray instead of the open side con?guration. 

Each tray may also include routing brackets 36 near the 
left edge and right edge of each tray. Tray stops 40, best seen 
in FIG. 2B, extend doWnWardly from the back of the tray at 
locations corresponding to the locations of stop tabs 22 
extending from the bottom plate 19 of the tray mount. 

Each tray is slidably situated Within the cabinet. The left 
edge 37 of the tray is slidably situated Within slot 23 
extending from left side member 16 and the right edge 38 of 
the tray is slidably situated Within slot 25 extending from 
right side member 18. Each slot 23 and 25 is de?ned by a 
generally u-shaped member With its open end extending 
toWard the interior of the cabinet from each left and right 
side member. The front lip 28 of the tray does not extend 
across the entire Width of the tray, thus leaving a small 
amount of space for service personnel to insert a ?nger to 
grasp the lip to aid in sliding the tray out of the cabinet. 
Thus, the tray can be slid toWard the rear of the cabinet into 
a storage position generally inside the cabinet and can be slid 
outWard from the front of the cabinet into an access position 
generally outside the cabinet. When the tray is slid out of the 
cabinet, the outWard movement of the tray terminates When 
tray stops 40 contact stop tabs 22 extending from the bottom 
19 of the tray mount. 

Left routing channel 42 and right routing channel 44 are 
connected to the left and right sides of the cabinet, 
respectively, preferably at the back 14 of the cabinet. A 
cabinet door 20 is hingedly connected to the front of the 
cabinet to cover the trays When they are in the storage 
position. 
As seen in FIGS. 1, 3, and 4, a gap 46 having a height H 

is de?ned betWeen each side member 16 and 18 and the side 
members immediately above and beloW it. Each gap extends 
betWeen the entire length L of each side member from the 
front of the cabinet to the back. The gap betWeen each side 
member provides adequate clearance for ?bers introduced 
into the trays to move along the length of the gap When the 
tray is slid in and out of the cabinet. The gaps therefore alloW 
the ?bers to travel freely When the tray is slid in and out of 
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4 
the cabinet, unimpeded by other structural elements of the 
cabinet. The gaps betWeen side members therefore minimiZe 
the entanglement and disorganiZation of the ?bers When the 
trays are slid in and out of the cabinet. 

The gaps betWeen side members also alloWs for optical 
?bers to be introduced into the tray from the front of the 
cabinet Without having to access the rear of the cabinet to 
feed optical ?bers into the trays through openings in the back 
of the cabinet. It Will be understood by those skilled in the 
art that the optical ?bers may be part of a cable or cables that 
each may contain a plurality of individual optical ?bers. 
These cables are typically routed along the outside of the 
cabinet and the ?bers contained therein are separated from 
the cable and fed into the desired tray. HoWever, it Will be 
understood that the optical ?bers can be provided to the tray 
in any suitable manner, such as directly from a cable or 
cables, or from other trays Within the cabinet. 
The connection of optical ?bers Within a tray in accor 

dance With the present invention is performed by service 
personnel by ?rst sliding a tray out of the cabinet such that 
the tray is in the access position. The ?bers to be connected 
are introduced into the tray in Which the connection Will be 
made from the same side or from opposite sides of the tray, 
as required by the location of the ?bers to be interconnected. 
The connection betWeen the ?bers is preferably made by 
mating the connectors on the ends of each ?ber to each other 
via the connection ports on the bulkhead of the tray. Excess 
lengths of ?ber extending from the connectors may be stored 
in the side and/or rear of the tray and may be retained Within 
the tray by the tabs extending from the rear lip 30 of the tray 
and/or the routing brackets 36 on the tray. When the storage 
or connection of the ?bers in the tray is complete, the tray 
is slid back into the cabinet. As the tray is being slid into the 
cabinet, the ?bers travel Within the gaps betWeen the side 
members on one side or both sides of the cabinet. This is best 
seen in FIGS. 3 and 4, in Which ?bers travel Within the gap 
the entire length of the side member. This minimiZes the 
tangling of ?bers and enhances the organiZation of the many 
?bers in the cabinet. On the outside of the cabinet, the ?bers 
may be retained Within routing channels 42 and 44 for 
additional organiZation. 

Thus, the introduction of ?bers into the tray and the 
interconnection and storage of ?bers in the tray can be 
performed by service personnel entirely from the front of the 
cabinet Without requiring access to the rear of the cabinet, 
Which is disadvantageous as described above. 

It should be understood by those skilled in the art that the 
storage and interconnection of ?bers is not limited solely to 
the examples described herein and shoWn in the ?gures. To 
the contrary, the disclosed invention permits optical ?bers to 
be stored and interconnected in any other suitable orienta 
tion Within the tray. Furthermore, the present invention is not 
limited solely to the interconnection of optical ?bers, but can 
also be used relating to the interconnection of other types of 
electrical and/or optical conductors, Which shall generically 
be called “cables.” 

Although a preferred embodiment of the present invention 
has been described above by Way of example, it Will be 
understood by those skilled in the art that modi?cations may 
be made to the disclosed embodiments that are Within the 
scope of the invention as de?ned by the appended claims. 
What is claimed is: 
1. An apparatus for storing and interconnecting electrical 

or optical cables, comprising: 
a cabinet including a plurality of left side members and 

corresponding right side members, Wherein a gap is 
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de?ned between adjacent left side members and 
Wherein a gap is de?ned betWeen adjacent right side 
members; 

a plurality of trays for storing and interconnecting cables 
therein, each tray being slidably situated in said cabinet 
betWeen a respective left side member and a respective 
right side member such that each tray can be slid 
toWard the rear of the cabinet into a storage position 
generally inside the cabinet and can be slid out of the 
front of the cabinet into an access position; 

Wherein said cables that are introduced into said trays 
travel in said gaps When said trays are slid in and out 
of the cabinet. 

2. The apparatus of claim 1 Wherein said cables are optical 
?bers. 

3. The apparatus of claim 1 Wherein said cables are 
electrical Wires. 

4. The apparatus of claim 1 Wherein said left side mem 
bers and said right side members are generally parallel. 

5. The apparatus of claim 1 Wherein said left side mem 
bers and said right side members extend generally horiZon 
tally. 

6. The apparatus of claim 1 Wherein the gap betWeen each 
left side member extends substantially the entire length of 
each left side member. 

7. The apparatus of claim 1 Wherein the gap betWeen each 
right side member extends substantially the entire length of 
each right side member. 

8. The apparatus of claim 1 Wherein said cabinet further 
comprises a slot extending toWard the interior of the cabinet 
from each left and right side member, and Wherein each tray 
has a substantially ?at base that is slidably situated Within 
slots on respective left and right side members. 

9. The apparatus of claim 8 Wherein each said slot is 
de?ned by a u-shaped member With its open end extending 
toWard the interior of the cabinet from each left and right 
side member. 

10. The apparatus of claim 1 Wherein each tray has a 
bulkhead With connection ports therein, and Wherein the 
interconnection of cables occurs via the connection ports on 
said bulkhead. 
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11. The apparatus of claim 10 Wherein said bulkhead on 

said tray is oriented generally perpendicular to the front of 
the tray and extends from the front of the tray toWard the rear 
of the tray. 

12. The apparatus of claim 1 Wherein said cabinet further 
comprises a bottom plate extending betWeen each left side 
member and each corresponding right side member. 

13. The apparatus of claim 1 further comprising a routing 
channel connected to the exterior of said cabinet. 

14. The apparatus of claim 1 Wherein each tray includes 
a cable storage area in the rear of the tray. 

15. The apparatus of claim 1 Wherein said cables can 
extend from the tray at any position along the left side and 
the right side of the tray. 

16. A method for storing and interconnecting optical 
?bers in a cabinet having a plurality of left side members and 
corresponding right side members, Wherein a gap is de?ned 
betWeen adjacent left side members and Wherein a gap is 
de?ned betWeen adjacent right side members, the cabinet 
having a plurality of trays for storing and interconnecting 
optical ?bers therein, each tray being slidably situated in 
said cabinet betWeen a respective left side member and a 
respective right side member such that each tray can be slid 
toWard the rear of the cabinet into a storage position gen 
erally inside the cabinet and slid toWard the front of the 
cabinet into an access position generally outside said 
cabinet, said method comprising the steps of: 

sliding a tray from the front of the cabinet outWardly into 
the access position; 

introducing tWo optical ?bers from outside the cabinet 
into the tray from at least one side of the tray; 

interconnecting said ?bers on the tray; 
sliding the tray toWard the rear of the cabinet into the 

storage position, such that the optical ?bers introduced 
into the tray travel in said gaps When the tray is slid into 
the cabinet. 

17. The method of claim 16 Wherein each said step can be 
0 performed Without accessing the rear of the cabinet. 

* * * * * 


