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MOTOR SPEED CONTROL FOR WASHING 
MACHINE 

BACKGROUND OF THE INVENTION 

1. Field of the invention 

This invention relates generally to a Washing machine 
including an electric motor for driving a rotatable tub and an 
agitator, and more particularly to control of a speed increase 
rate of the motor in such a Washing machine. 

2. Description of the prior art 
Conventional Washing machines comprises a single-phase 

induction motor of the capacitor type for driving an agitator 
and a rotatable tub serving both as a Wash tub and a 
dehydration tub. Voltage of a commercial AC poWer-supply 
is applied to the motor When the same is energiZed. 
Accordingly, a rotational speed of the motor is rapidly 
increased toWard one according to a frequency of the com 
mercial AC poWer-supply and the number of poles of the 
motor. 

The rotatable tub sWings to a large eXtent being rotated or 
vibrates to thereby produce noise in a dehydration operation 
When laundry is ununiformly distributed in the rotatable tub. 
To overcome this problem, the prior art has provided a 
Washing machine in Which the motor speed is sWitched in a 
plurality of stages by tap changing or phase control so that 
the motor speed is increased stepWise. In these control 
manners, hoWever, the motor speed is increased still rapidly 
stepWise such that the motor produces electromagnetic noise 
or the rotatable tub vibrates. Consequently, a desired noise 
reduction cannot be achieved. 

SUMMARY OF THE INVENTION 

Therefore, an object of the present invention is to provide 
a Washing machine Wherein a rapid increase in the motor 
speed can be prevented and a desired noise reduction can be 
achieved. 

The present invention provides a Washing machine 
including an electric motor for driving an agitator and a 
dehydration tub, comprising an inverter main circuit includ 
ing a plurality of sWitching elements connected to Windings 
of a plurality of phases of the motor respectively, and control 
means for driving the sWitching elements of the inverter 
main circuit, the control means including means for execut 
ing an increase rate changing control in Which a rotational 
speed of the motor is changed among a plurality of increase 
rates during drive of the motor in at least one of operation 
steps betWeen a Wash step and a ?nal dehydration step 
before the motor reaches a ?nal target speed. 

According to the above-described control device, the 
motor speed is gradually increased through a plurality of 
originally set different increase rates. Consequently, since 
the motor speed is not increased stepWise or rapidly, the 
noise reduction can be improved. The noise tends to be 
produced more in the dehydration step than When the motor 
is rotated in the normal and reverse directions alternately to 
rotate the agitator in these directions in the Wash and rinse 
steps. Accordingly, the increase rate changing control is 
preferred to be eXecuted at the time of start of the dehydra 
tion step. 

In a preferred form, a time When the increase rate of the 
motor speed is changed by the increase rate changing control 
corresponds to a time When the motor reaches at least one 
target speed provided in the midst of a speed range leading 
to the ?nal target speed. Consequently, an optimum increase 
rate can be set according to a speed range of the motor. 
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2 
In another preferred form, the control means further 

includes laundry amount detecting means for detecting an 
amount of laundry. In this arrangement, the increase rate 
changing time is changed according to a result of detection 
by the laundry amount detecting means in the increase rate 
changing control. When the increase rate is set according to 
the amount of laundry at the time of execution of the 
dehydration operation, the rotatable tub can get over the 
rotational speeds at Which the tub tends to produce noise. 

In further another preferred form, either the increase rate 
changing time or the increase rate to be changed differs 
betWeen at least one of a dehydration operation of the Wash 
step, a dehydration operation of a rinse step, and the ?nal 
dehydration operation and the other dehydration operations. 

In further another preferred form, the Washing machine 
further comprises timing means for timing reach of an 
intermediate target rotational speed of the motor and 
Wherein the subsequent increase rate of the motor speed is 
changed according to a time obtained by the timing means. 

In further another preferred form, the Washing machine 
further comprises rotational nonuniformity detecting means 
for detecting rotational nonuniformity of the motor and 
Wherein the increase rate changing time is changed accord 
ing to a result of detection by the rotational nonuniformity 
detecting means. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Other objects, features and advantages of the present 
invention Will become clear upon revieWing the folloWing 
description of preferred embodiments thereof, made With 
reference to the accompanying draWings, in Which: 

FIG. 1 is a ?oWchart shoWing the control contents in the 
dehydration step eXecuted by the control device of a ?rst 
embodiment in accordance With the present invention; 

FIG. 2 shoWs target rotational speeds of the motor set by 
the microcomputer; 

FIG. 3 is a graph shoWing speed increase characteristics 
of the motor in the dehydration step; 

FIGS. 4A and 4B are circuit diagrams shoWing the 
electrical arrangement of the Washing machine; 

FIG. 5 is a longitudinal section of the Washing machine; 
FIG. 6 is a ?oWchart similar to FIG. 1, shoWing a second 

embodiment of the invention; 
FIG. 7 shoWs predetermined times starting With energi 

Zation of the motor and the increase rates during the times; 
FIG. 8 is a graph similar to FIG. 3; 
FIG. 9 is a ?oWchart similar to FIG. 1, shoWing a third 

embodiment in accordance With the present invention; 
FIG. 10 shoWs the reference times and the increase rates; 
FIG. 11 is a vieW similar to FIG. 3; 

FIG. 12 is a ?oWchart similar to FIG. 1, shoWing a fourth 
embodiment in accordance With the present invention; 

FIG. 13 shoWs predetermined times starting With energi 
Zation of the motor and the increase rates during the times 
in a ?fth embodiment in accordance With the present inven 
tion; and 

FIG. 14 is a graph similar to FIG. 3, shoWing the speed 
increase characteristics of the motor in the dehydration step 
in the ?fth embodiment in accordance With the invention. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

A ?rst embodiment of the present invention Will be 
described With reference to FIGS. 1 to 5. The invention is 
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applied to a full-automatic Washing machine in the embodi 
ment. Referring ?rst to FIG. 5, the overall construction of 
the full-automatic Washing machine is shoWn. The Washing 
machine comprises an outer cabinet 1 enclosing an outer or 
Water-receiving tub 2 receiving Water discharged in a dehy 
dration operation. The Waterreceiving tub 2 is suspended on 
a plurality of elastic suspension mechanisms 3 one of Which 
is shoWn. A rotatable tub 4 serving both as a Wash tub and 
as a dehydration basket is rotatably mounted in the Water 
receiving tub 2. An agitator 5 is rotatably mounted on the 
bottom of the rotatable tub 4. 

The rotatable tub 4 includes a generally cylindrical tub 
body 411, an inner cylinder 4b provided inside the tub body 
411 to de?ne a Water passing space, and a balancing ring 4c 
mounted on an upper end of the tub body 411. Upon rotation 
of the rotatable tub 4, a resultant centrifugal force raises 
Water therein, Which is then discharged into the Water 
receiving tub 2 through dehydration holes (not shoWn) 
formed in the upper portion of the tub body 411. 
A drain hole 6 is formed in the right-hand bottom of the 

Water-receiving tub 2, as vieWed in FIG. 5. A drain valve 7 
is provided in the drain hole 6. A drain hose 8 is connected 
to the drain hole 6. The drain valve 7 is a motor operated 
valve closed and opened by a drain valve motor 9 (see FIG. 
3B) serving as drain valve driving means. The drain valve 
motor 9 comprises a geared motor, for example. An auxiliary 
drain hole 10 is formed in the left-hand bottom of the 
Water-receiving tub 2, as vieWed in FIG. 5. The auxiliary 
drain hole 10 is connected through a connecting hose (not 
shoWn) to the drain hose 8. The auxiliary drain hole 10 is 
provided for discharging Water Which has been discharged 
through the dehydration holes in the upper portion of the 
rotatable tub 4 into the Water-receiving tub 2 upon rotation 
of the rotatable tub 4 for the dehydration operation. 

Referring further to FIG. 5, a mechanism base 11 is 
mounted on an outer bottom of the Water-receiving tub 2. 
The mechanism base 11 is formed in its central portion With 
a vertically extending shaft support cylinder 12. A holloW 
tub shaft 13 is inserted in the shaft support cylinder 12 to be 
supported for rotation. An agitator shaft 14 is inserted in the 
tub shaft 13 to be supported for rotation. The agitator shaft 
14 has an upper end connected to the agitator 5. 

An outer rotor type brushless motor 15 serving as a 
Washing machine motor, for example, is mounted on the 
mechanism base 11. A loWer end of the agitator shaft 14 
extending doWnWard out of the tub shaft 13 is connected to 
a rotor (not shoWn) of the motor 15. Accordingly, the 
agitator 5 is rotated together With the rotor upon start of the 
motor 15. 

A clutch (not shoWn) is provided on the loWer end of the 
tub shaft 13 for engagement and disengagement betWeen the 
tub shaft 13 and the rotor of the motor 15. The clutch has a 
function of sWitching betWeen a ?rst mode in Which the tub 
shaft 13 is operatively coupled to the rotor of the motor 15 
in the dehydration operation so that the rotatable tub 4 is 
rotated together With the agitator 5 and a second mode in 
Which the tub shaft 13 is decoupled from the rotor in the 
Wash operation so that only the agitator 5 is rotated. 
An electrical arrangement of the Washing machine Will 

noW be described With reference to FIGS. 4A and 4B. Both 
terminals of an AC poWer supply 16 are connected to input 
terminals of a full-Wave recti?er circuit 18 With a reactor 17 
being connected to one of the terminals. Smoothing capaci 
tors 19a and 19b are connected betWeen output terminals of 
the full-Wave recti?er circuit 18. The smoothing capacitors 
19a and 19b and the full-Wave recti?er circuit 18 constitute 
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4 
a DC poWer supply circuit 20. Avoltage regulator circuit 24 
is connected betWeen positive and negative side poWer 
supply lines 21 and 22 serving as output lines of the DC 
poWer supply circuit 20. The voltage regulator circuit 24 
supplies a constant DC voltage to a microcomputer 23 
serving as a control section etc. An output terminal 21T of 
the positive side poWer supply line 21 is connected via a 
normally open (NO) terminal and a common (COM) termi 
nal of a relay sWitch 25 serving as sWitching means to an 
input terminal 27T of a positive side DC poWer supply line 
27 of an inverter main circuit 26. The other output terminal 
22T is connected to an input terminal 28T of a negative side 
DC poWer supply line 28 of the inverter main circuit 26. 
The inverter main circuit 26 is composed of three-phase 

bridge-connected sWitching elements 29a to 29f comprising 
respective IGBTs and free-Wheel diodes 30a to 30f con 
nected in parallel to the respective sWitching elements 29a 
to 29f. The inverter main circuit 26 has output terminals 3114, 
311/ and 31w connected to Windings 3214, 32v and 32w of the 
motor 20 respectively. The sWitching elements 29a to 29f 
include control terminals or gates connected to drive cir 
cuitry 33 comprising, for example, photocouplers. The drive 
circuitry 33 is controlled by signals delivered from a pulse 
Width modulation (PWM) circuit 34 to thereby on-off con 
trol the sWitching elements 29a to 29f. The PWM circuit 34 
is provided With means for generating a triangular Wave 
signal having a predetermined frequency. Based on energi 
Zation signals Du, Dv and DW supplied from the microcom 
puter 23, the PWM circuit 34 forms pulse-Width modulated 
drive signals Up, Un, Vp, Vn, Wp and Wn so that sinusoidal 
Winding currents ?oW through three-phase Windings 3214, 
32v and 32w of the motor 15, Which drive signals are 
delivered to the drive circuitry 33. The DC poWer supply 
circuit 20, the inverter main circuit 26, the drive circuitry 33 
and the PWM circuit 34 constitute control means 35. 
The brushless motor 15 is provided With three Hall ICs 

3611, 36b and 36c serving as position detecting means for 
detecting magnetic pole locations of permanent magnets of 
the rotor thereof to thereby detect the position of the rotor. 
Position signals Ha, Hb and Hc generated by the respective 
Hall ICs 36a to 36c are delivered to the microcomputer 23. 

Based on the position signals Ha, Hb and Hc, the micro 
computer 23 delivers the energiZation signals Du, Dv and 
DW to the PWM circuit 34. Based on the energiZation signals 
Du, Dv and DW, the PWM circuit 34 delivers the drive 
signals Up, Un, Vp, Vn, Wp and Wn to control the sWitching 
elements 29a to 29f of the inverter main circuit 26. 
Consequently, the motor 15 is energiZed so that the Windings 
thereof 3214, 32v and 32w have a phase difference of 120 
degrees (electrical angle) form one another. The drive sig 
nals Up and Un are used to on-off control the sWitching 
elements 29a and 29b each connected to the phase U 
Winding 3214. The drive signals Vp and Vn are used to on-off 
control the sWitching elements 29c and 2911' each connected 
to the phase V Winding 32v. The drive signals Wp and Wn 
are used to on-off control the sWitching elements 296 and 29f 
each connected to the phase W Winding 32w. 
The microcomputer 23 further detects a rotational speed 

of the motor 15 on the basis of an input timing of any one 
of the position signals Ha, Hb and Hc. The microcomputer 
23 then delivers to the PWM circuit 35 a duty signal Sd 
according to the deviation betWeen the detected speed and a 
command speed. The PWM circuit 35 on-off controls the 
sWitching elements 29a to 29f by means of an ON duty ratio 
according to the duty signal Sd, so that the speed of the 
motor 15 is controlled by the PWM control. 
The motor 15 is rotated repeatedly alternately in the 

normal and reverse directions for a predetermined time 



5,979,194 
5 

including a preselected stop time in the Wash operation and 
is rotated in one direction to rotate the rotatable tub 4 for a 
set time in the dehydration operation. The motor 15 is 
controlled so that its rotational speed is increased at a 
predetermined increase rate in normal and reverse rotations 
in the Wash operation and the rotation thereof in the dehy 
dration operation. For this control of speed increase, the 
microcomputer 23 controls output amplitudes of the drive 
signals Up, Un, Vp, Vn, Wp and Wn Which are modulated 
Waves, so that effective values of the inverter output voltages 
differ at each of speed increase rates AN1, AN2 and AN3 
Which Will be described later. 

The relay sWitch 25 has a normally closed (NC) terminal 
as Well as the NO and COM terminals. The relay sWitch 25 
is driven by a relay drive circuit (not shoWn) controlled by 
the microcomputer 23. The relay drive circuit energizes a 
relay coil (not shoWn) of the relay sWitch 25 at the time of 
start of the Washing operation to thereby close a circuit 
betWeen the NO and COM terminals, Whereby the inverter 
main circuit 26 is connected to the DC poWer supply circuit 
20. The relay drive circuit deenergiZes the relay coil at the 
time of ?nish of the dehydration operation eXecuted in the 
midst of the Washing operation and at the time of ?nish of 
the Washing operation With the end of a ?nal dehydration 
operation. As a result, the circuit betWeen the NO and COM 
terminals of the relay sWitch 25 is opened and a circuit 
betWeen the COM and NC terminals is closed. 

Aregenerative diode 37 is connected betWeen the NO and 
COM terminals of the relay sWitch 25. When the circuit 
betWeen the NO and COM terminals is closed, the Windings 
3214, 32v and 32w of the brushless motor 15 are connected 
via the regenerative diode 37 to the DC poWer supply circuit 
20. Accordingly, the brushless motor 15 operates as a 
generator to produce a braking force. In this case, the 
currents induced in the respective Windings 3214, 32v and 
32w ?oW through the regenerative diode 37 to the side of the 
DC poWer supply circuit 20. 
A discharge resistance 38 and a discharge sWitching 

element 39 are series connected betWeen the NC terminal of 
the relay sWitch 25 and the negative side poWer supply line 
28 of the inverter main circuit 26. The discharge sWitching 
element 39 is controlled via a drive circuit 40 comprising a 
photocoupler by the microcomputer 23. A voltage divider 
circuit 41 detects voltage betWeen the positive and negative 
side poWer supply lines 27 and 28. The microcomputer 23 
turns on the discharge sWitching element 39 When a detected 
voltage is at or above a predetermined value. Then, the 
currents induced in the respective Windings 3214, 32v and 
32w ?oW through the discharge resistance 38 to be converted 
into heat energy, Whereby the brushless motor 15 is braked. 

The microcomputer 23 receives signals from various 
operation sWitches 42, a lid sWitch 43, a Water-level sensor 
44, etc. Based on these input signals and a previously stored 
program, the microcomputer 23 controls a Water supply 
valve 45, the drain valve motor 9, etc. 

In the embodiment, the Washing operation includes a 
Wash step including Water supply, the Washing operation and 
draining, an intermediate dehydration step in Which the 
rotatable tub 4 is rotated so that Wash liquid is removed from 
the laundry, a shoWering rinse step in Which the laundry is 
rinsed under rotation of the tub 4 With Water being poured 
onto the laundry, a rinse and dehydration step, a stored-Water 
rinse step including Water-supply, a rinsing operation and 
draining, and a ?nal dehydration step in Which the tub 4 is 
rotated so that Wash liquid is removed from the laundry, in 
this sequence. 

10 

15 

25 

35 

45 

55 

65 

6 
Upon start of the Washing operation, an amount of laundry 

is detected before Water supply in the Wash step. In laundry 
amount detection, laundry is accommodated in the rotatable 
tub 4 and the agitator 5 is rotated Without Water supply. Since 
the rotational speed of the agitator 5 or the brushless motor 
15 is loW When an amount of laundry is large, the micro 
computer 23 detects the amount of laundry (amount of load) 
based on the speed of the brushless motor 15. Based on the 
information obtained by the detection of laundry amount, 
the microcomputer 23 sets a Water level in the rotatable tub 
4 (Water-receiving tub 2) for the Washing operation among 
HIGH, MIDDLE and LOW and further sets eXecutions 
times of the respective steps. Furthermore, a plurality of 
target speeds including a ?nal one are set With respect to the 
speed control of the motor 15 in each dehydration step. The 
microcomputer 23 sets these target speeds according to the 
information obtained from the laundry amount detection as 
shoWn in FIGS. 2 and 3. In FIG. 2, HIGH, MIDDLE and 
LOW in the column of laundry amount designate Water 
levels according to the amount of laundry. DEHYDRATION 
1 in the column of step designates the intermediate dehy 
dration step subsequent to the Wash step. DEHYDRATION 
2 designates the rinse and dehydration step subsequent to the 
shoWering rinse step. DEHYDRATION 3 designates the 
?nal dehydration subsequent to the stored-Water rinse step. 

In the embodiment, three-stage target speeds N1 to N3 
including the ?nal target speed are set for DEHYDRATION 
steps 1 to 3 as shoWn in FIG. 3. Furthermore, increase rates 
of speed of the motor 15 in periods for Which the motor 
reaches the target speeds are sWitched to different values, 
respectively. 

In FIG. 3, reference symbol AN1 designates a speed 
increase rate until reach to the target speed N1 in DEHHY 
DRATIONS 1 to 3. Reference symbol AN2 designates a 
speed increase rate betWeen the target speeds N1 and N2. 
Reference symbol AN3 designates a speed increase rate 
betWeen the target speeds N2 and N3. In the embodiment, 
each of the speed increase rates AN1, AN2 and AN3 is shoWn 
by a number of revolution increased per second, and the 
relationship among the increase rates is shoWn as 
AN1>AN2>AN3. 
The control of the rotational speed of the motor 15 in 

DEHYDRATIONS 1 to 3 Will noW be described With 
reference to FIG. 1. When advancing to the dehydration 
step, the microcomputer 23 starts a timing operation of a 
timer serving as timing means at step S1 and sets the speed 
increase rate ANX at AN1 at step S2. At step S3, the 
microcomputer 23 sets an ON duty of the sWitching ele 
ments 29a to 29f at a predetermined value DO so that 
effective values of voltages applied to the Windings 3214 to 
32w brings about the speed increase rate AN1. The micro 
computer 23 starts energiZation to the motor 15 based on the 
set conditions. 

Thereafter, the microcomputer 23 advances to step S4 to 
detect the speed Nt of the motor 15 at intervals of one 
second. At step S5, the microcomputer 23 obtains the 
difference n=(Nt-Nt—1) betWeen the currently detected 
speed Nt and the previously detected speed Nt-1. The 
microcomputer 23 then advances to step S6 to determine 
Whether —5 rpm§n§+5 rpm. When the difference n is 
Within the range, the microcomputer 23 determines in the 
af?rmative (YES at step S6), advancing to step S7 to 
maintain the duty D at the value DO set at step S3. When 
determining in the negative at step S6, the microcomputer 23 
advances to step S8 to determine Whether —15 rpm§n>—5 
rpm or +5 rpm>n§+15 rpm. When the difference n is Within 
either range, the microcomputer 23 determines in the affir 
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mative (YES at step S8), advancing to step S9 to change the 
duty DO set at step S8 Within a range of 11h. When 
determining in the negative at step S8, the microcomputer 23 
advances to step S10 to change the duty DO Within a range 
of 13h. “11h” or “13h” represents a degree of increase or 
decrease of the duty. 

After changing the duty DO according to the difference n, 
the microcomputer 23 detects the speed of the motor 15 at 
step S11 and then advances to step S12 to determine Whether 
the detected speed N is below N1. When the detected speed 
N is below N1, the microcomputer 23 determines in the 
af?rmative at step S12, returning to step S3. Thereafter, the 
microcomputer 23 repeats steps 3 to 12. When the speed of 
the motor 15 is at or above N1, the microcomputer 23 
determines in the negative, advancing to step S13 to deter 
mine Whether the speed N is at or above N1 and beloW N2. 
When the speed N is beloW N2, the microcomputer 23 
determines in the af?rmative (YES at step S13) and 
advances to step S14 to change the speed increase rate ANx 
from AN1 to AN2, returning to step S3. Thereafter, the 
microcomputer 23 repeats steps S3 to S14. 
When the speed N of the motor 15 reaches N2, the 

microcomputer 23 determines in the negative (NO at step 
S13), advancing to step S15 to determine Whether the speed 
N is at or above N2 and beloW N3. When N is beloW N3, the 
microcomputer 23 determines in the af?rmative (YES at step 
S15), advancing to step S16 to change the increase rate ANx 
from AN2 to AN3. The microcomputer 23 then returns to 
step S3 to repeat steps S3 to S16. 
When the detected speed is at or above N3, the micro 

computer 23 determines in the negative (NO at step S15) and 
advances to step S17 to set the speed increase rate ANx at 0 
so that N3 is maintained. The microcomputer 23 then 
advances to step S18 to input measured time from the timer 
and further to step S19 to determine Whether the measured 
time has reached the set time of the dehydration step, 
thereafter returning to step S3. When the counter counts the 
set time, the microcomputer 23 determines in the affirmative 
(YES at step S19), stopping the motor 15 to thereby ?nish 
the dehydration step. 

According to the foregoing embodiment, the rotational 
speed of the motor 15 is increased With the speed increase 
rate ANx being set at the predetermined value from the start 
of energiZation to the motor. Consequently, since the motor 
speed is prevented from rapidly increasing, motor noise can 
be reduced. Furthermore, the increase rate is changed from 
AN1 to AN2 and from AN2 to AN3. Consequently, an 
optimum speed increase rate can be set according to the 
load. For example, laundry contains a large amount of Water 
at the initial stage of the dehydration. In this case, AN1 is 
rendered large so that an amount of Water to be removed 
from the laundry is increased. When the motor speed reaches 
N1, the speed increase rate is loWered to AN2 so that the 
motor speed can get over a resonance speed range of the 
rotatable tub 4, being harmoniZed With the amount of Water 
to be removed from the laundry. Thereafter, the increase rate 
is further reduced to AN3 When the motor speed reaches N2. 
Thus, the motor speed can smoothly be maintained at N3 
since the rotational speed of the tub 4 does not excessively 
exceed N3. 

The microcomputer 23 detects the rotational speed of the 
motor 15 at predetermined intervals, for example, at inter 
vals of one second to obtain the speed increase rate. The 
microcomputer 23 changes the ON duty of PWM according 
to the obtained speed increase rate. This control manner 
reduces variations in time the rotational speed of the tub 4 
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requires to increase to AN3. Consequently, a high dehydrat 
ing performance can be achieved Within the set time of 
dehydration step. Furthermore, as shoWn in FIG. 2, the 
values of AN1 to AN3 are changed according to the amount 
of laundry. This can reduce the variations in time the speed 
of the tub 4 requires to increase to AN3 can be reduced even 
When the amount of laundry accommodated in the tub 4 
varies. 

Furthermore, the ?rst and second target speeds N1 and N2 
are changed in DEHYDRATIONs 1 to 3 in the foregoing 
embodiment. Consequently, the dehydration operation can 
be executed in the mode according to the intermediate 
dehydration, the shoWering rinse and dehydration or the 
?nal dehydration. The speed increase rates AN1, AN2 and 
AN3 may be changed in DEHYDRATIONs 1 to 3. 

FIGS. 6 to 8 illustrate a second embodiment of the 
invention. In the ?rst embodiment, the speed increase rate is 
changed When the target speed is reached. In the second 
embodiment, hoWever, the motor 15 is controlled by the 
increase rate AN1 for a time T1 elapsing from the start of 
energiZation to the motor, as shoWn in FIG. 7. Thereafter, the 
motor 15 is controlled by the increase rate AN2 for a time 
T2. The motor 15 is further controlled by the increase rate 
AN3 for a time T3 in Which the ?nal target speed N3 is 
reached. The time T3 cannot take a ?xed value since it is the 
time required for the motor speed to reach the ?nal target 
speed. 

In the second embodiment, the above-mentioned times T1 
and T2 and the increase rates AN1, AN2 and AN3 are 
changed according to an amount of laundry detected before 
the start of the Wash step, as shoWn in FIG. 7. Furthermore, 
the times T1 and T2 are changed in DEHYDRATIONs 1 to 
3 When the amount of laundry is the same. 

The microcomputer 23 operates at steps S1 to S7, S9 or 
S10 in the same manner as in the ?rst embodiment, as shoWn 
in FIG. 6. That is, the microcomputer 23 operates in the 
same manner as in the ?rst embodiment until the duty is 
changed according to the speed difference n. The micro 
computer 23 advances to step S11 to input the measured time 
T from the timer and further to step S12 to determine 
Whether T is beloW T1. When T is beloW T1, the micro 
computer 23 determines in the affirmative (YES at step S12), 
maintaining the increase rate ANx at AN1. When T is at or 
above T1, the microcomputer 23 advances to step S13 to 
determine Whether T is at or above T1 and beloW (T1+T2). 
When T is beloW (T1+T2), the microcomputer 23 deter 
mines in the affirmative (YES at step S13), advancing to step 
S14 to change the increase rate ANx from AN1 to AN2 and 
returning to step S3. When T is at or above (T1+T2), the 
microcomputer 23 determines in the negative (NO at step 
S13), advancing to step S15 to change the increase rate ANx 
from AN2 to AN3. 

The microcomputer 23 then advances to step S16 to detect 
the speed of the motor 15 and further to step S17 to 
determine Whether the detected speed N is at or above N3. 
When N is beloW N3, the microcomputer 23 determines in 
the negative (NO at step S17, returning to step S3. When the 
motor speed N is at or above N3, the microcomputer 23 
determines in the af?rmative (YES at step S17), advancing 
to step S18 to change the increase rate ANx from AN3 to 0. 
The microcomputer 23 further advances to step S19 to input 
the measured time T from the timer. When the measured 
time T falls Within a previously set execution time of the 
dehydration step, the microcomputer 23 determines in the 
negative (NO at step S20), returning to step S3. When the 
measured time T becomes equal to or exceeds the execution 








