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To all whom it may concern.- . 
Be it known that l, AARON A. LIND, a citi 

zen of the United States, residing at Oanton, 
in the county of Stark and State of Ohio, have 
invented certain new and useful Improve 
ments in Counter-Stools; and I do hereby de 
clare that the following is a full, clear, and 
exact description of the same, reference be 
ing had to the annexed drawings, making a 
part of this speci?cation, and to the letters of 
reference marked thereon, in which— _ 
Figure 1 is a perspective view of the stool 

‘and its diilereni parts. Fig. 2 is a View 
showing the top or upper end of the seat-arm, 
showing the seat removed. Fig. 3 is a ver 
tical section‘of the base, showing the location 
of the arm and spring. Fig. 4 is a detached 
view showing the bottom or lower end of the 
arm and its plate or spring. Fig. 5 is a ver— 
tical section of the base, showing the arm ele 
vated. Fig. 6 is a detached viewof the spring. 
The present invention has relation to stools; 

and it consists in the different parts and com 
bination of parts hereinafter described, and 
particularly pointed out in the claim. 

Similar letters of reference indicate corre 
sponding parts in all the ?gures of the draw 
ings. 

In the accompanying drawings, A repre 
sents the base, which is substantially of the 
form shown in the drawings and is securely 
attached by means of suitable bolts or screws 
to the ?oor or other parts. To the base A is 
pivotally attached the bottom or lower end of 
the arm 13, which arm is formed of a length 
to bring the seat at the desired elevation. 
To the top or upper end of the arm B is at 
tached the seat O, which seat is preferably 
journaled to the top or upper end of the arm 
B by means of the post CL and the socket b. 
For the purpose of preventing the seat from 
becoming accidentally detached the post a is 
provided with the groove 0 and the socket h 
is provided with the set-screw d, the inner 
end of which engages the groove 0. 
For the purpose of closing the opening e in 

the base A the arm B is provided with the 
plate 1), which plate is located directly below 
the upper portion of the base, and for the 
purpose of causing the plate D to conform at 
all times with the bottom or under side of the 
upper portion of the base A said plate is pref 

erably formed of thin steel or yielding ma 
terial. 
For the purpose of limiting the upward 

movement of the arm B and its seat 0 the set 
screw f is provided, which set-screw is adj ust 
ed so as to limit or stop the upward move 
ment of the arm B at the desired point. 
For the purpose of automatically elevating 

the arm B and its seat C the spring E is pro 
vided, which spring is attached to the pin or 
bar 9 and is bent or curved, so that its free 
end will bear or press against the outer side 
or edge of the arm B. It will be understood 
that as the arm 13 is lowered the spring E will 
be compressed,thereby converting said spring 
into an acting one. 
The base A is provided with the opening 7L, 

which opening is for the purpose of. receiving 
the extreme lower end of the arm B and pre 
venting said arm from tilting backward in 
case the pin 71.’ should become broken. The 
form of the spring is the most desirable; but 
it will be understood that other forms may be 
used without departing from the nature of 
my invention. . 
For the purpose of providing a foot-rest the 

arms 7c are provided, which are securely at 
tachedin any convenient and well-known 
manner to the arm 13, to which arms are at 
tached the foot-rest is’, said parts being so 
adjusted as to size and elevation that they 
will not interfere with the movements of the 
arm B. 
For the purpose of preventing the pin h’ 

from becoming displaced it is provided with 
screw-threads upon one end, which screw 
threads ?t into a screw-threaded aperture 71?, 
formed in the base A. It will be understood 
that by providing the plate I) the opening 6 
will be closed at all times, thereby prevent 
ing any dirt or dust from coming in contact 
with the spring E. ‘ 
For the purpose of preventing the spring 

E from interfering with the movements of the 
plate 1) the groove k2 is provided and is 10-, 
cated in the base A. 

It will be understood that by providing the 
opening 72 and locating the same directly 0p 
posite the extreme lower end of the arm B in 
case the cross-pin h’ should become broken 
the arm B will rest upon the lower wall of the 
slot or opening e, thereby forming a fulcrum 
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for the arm and stopping the 1;>ackvvar<flv move 
ment of said arm by reason of its extreme 
lower end engaging with the opening h. 
Having fully described my invention, what 

5 I claim as new, and desire to secure by Letters 
Patent, is— 

The combination of the base A, provided 
with the pivoted arm B7 the yielding plate D, 
connected to‘, and moving with the arm B, 

10 the seat 0, attached to the arm B, and a 

spring located Within the base A, and the set 
screw f, substantially as and for the purpose 
speci?ed. 

In testimony that I claim the above I have 
hereunto subscribed my name in the presence I 1: 
of two witnesses. 

AARON A. LIND. 
Witnesses: ' v 

P. BECHEL, 
F. W. BOND. 


