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COFFEE MAKERS 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

The invention relates to coffee makers. 

2. Description of Prior Art 
The invention relates more particularly to a combined 

coffee grinder and coffee maker. It is Well-knoWn to make 
coffee in a coffee maker that comprises a reservoir, an 
electric Water heater that is arranged to heat the Water 
supplied from the reservoir and pass the hot Water into a 
?lter compartment. A coffee pot or vessel is provided under 
the ?lter compartment to collect coffee that is made by 
passing the hot Water through coffee grounds supported by 
a ?lter in the bottom of the ?lter compartment. It is also 
knoWn to have a keep-Warm function that retains the coffee 
Warm in the coffee pot as required until the coffee pot is 
removed to pour coffee into cups for drinking. Electrically 
operated coffee grinders are also knoWn in Which a blade or 
set of blades is rotated at high speed to grind coffee beans 
into suitably siZed coffee grounds for use in a ?lter com 
partment. At present, the coffee makers and coffee grinders 
are provided as quite separate domestic appliances. 

SUMMARY OF THE INVENTION 

It is an object of the invention to provide a combined 
appliance capable of grinding coffee beans and making 
coffee. 

According to the invention there is provided a combined 
coffee grinder and ?lter coffee maker in Which a ?lter 
compartment comprises an open-topped container having a 
perforated base, rotatable grinding blades mounted for rota 
tion about a central aXis of the container and a drive shaft 
connected to rotate the blades having an upper drive 
coupling, including an electric motor arranged to mechani 
cally engage the drive coupling such that a batch of coffee 
beans placed in the container can be ground and coffee then 
made by supplying hot Water into the top of the container to 
How over the ground coffee. 

A timing controller for the motor may be included in 
Which the time of grinding operation can be set so as to 
automatically control the courseness of the coffee grounds 
produced by the coffee grinder. 

The open-topped container may be supported by a cup 
arranged to releasably ?t to a housing of the combined coffee 
grinder and ?lter coffee maker. 
A removable plastics mesh may be provided inside the 

base of the cup. 

The ?lter compartment may be releasably mounted in use 
beloW a coffee bean storage compartment incorporated in 
the housing and having a dispensing outlet positioned to 
dispense coffee beans into the ?lter compartment before it is 
?tted to the housing for grinding of the coffee beans. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Acombined coffee grinder and ?lter coffee maker accord 
ing to the invention Will noW be described by Way of 
eXample With reference to the accompanying draWings in 
Which: 

FIG. 1 shoWs a part-sectioned elevation of the coffee 
maker; 

FIG. 2 shoWs a ?lter compartment for the coffee maker; 
and 

FIG. 3 is a top plan vieW of the ?lter compartment. 
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2 
DESCRIPTION OF THE PREFERRED 

EMBODIMENTS 

Referring to the draWings, in FIG. 1 a coffee grinder 10 
comprises an open-topped perforated metallic container 11 
in Which a shaft 12 is mounted to rotate about a central 
vertical aXis of the container. The shaft carries tWo blades 13 
and 14 adjacent its loWer end and has a drive coupling 15 at 
its upper end. The container 11 is supported at its top 
periphery by push-?tting to a shaped rim 16A formed in a 
plastic molded housing 20. Aplastics cup 16 surrounds the 
container 11 and is provided With a removable plastics mesh 
?lter mat 17 in its base. An angled slot 16A formed in a Well 
at the top of the cup provides a bayonet-type connection to 
a stud 20B formed on the housing 20. An outlet 18 alloWs 
coffee to drain into a coffee pot 19. The housing 20 incor 
porates an electric drive motor 21 that is mounted above the 
container 11 so that its drive shaft 22 can be mechanically 
coupled to the shaft 12. 

In use, the container 11 is partially ?lled from a coffee 
bean dispenser 22, that is also incorporated in the housing 
20, and then placed in position under the motor 21 and the 
cup 16 ?tted to the housing 20. The motor is then turned on 
for a chosen time period, preferably under the control of a 
settable automatic timer (not shoWn), to grind the coffee 
beans into coffee grounds of chosen coarseness. The coffee 
machine is then turned on so that hot Water is supplied into 
the top of the container 11 to pass over the freshly prepared 
coffee grounds and through the base of the container 11 and 
out the outlet 18 of the holder 16 into the coffee pot 19. 

Broadly stated, the coffee maker as such is of a Well 
knoWn design and the coffee grinder is in a form that is itself 
also quite conventional. HoWever, it has not previously been 
proposed to use a coffee grinder, having a suitably perforated 
container, that remains in situ during a coffee making cycle 
as a component of the coffee making machine itself. The 
described combined coffee grinder and coffee maker actu 
ally requires less components that a separately provided 
grinder and coffee maker, but more importantly offers a 
“combined” appliance that takes up less overall space and is 
no more difficult to operate and to maintain. In this respect, 
the coffee grinder parts are easily removable for use and for 
cleaning. 
The container 11 may be arranged With perforations only 

at its base that extend, if at all, only a short distance above 
the level of the base. The container may also be arranged to 
be supported by the cup 16, instead of directly by the 
housing 20 during use. It Will be appreciated that couplings, 
other than the described bayonet-type coupling, may be 
provided for releasably attaching the cup 16 to the housing 
20. 
As the described combination of components uses Well 

knoWn techniques to grind and to make coffee, it is believed 
that the individual parts of those components require no 
further explanation as they are, as individual or separate 
appliances, already generally Well understood by persons 
skilled in the art. A conventional timer 23 is ?tted to a base 
of the housing 20. 

I claim: 
1. A combined coffee grinder and ?lter coffee maker 

having a ?lter compartment comprising: 
a housing; 
an open-topped container having a perforated base, said 

open-topped container supported by a cup arranged to 
releasably ?t to said housing; 

rotatable grinding blades mounted for rotation about a 
central aXis of said container; 
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a drive shaft connected to rotate said blades having an 
upper drive coupling; 

an electric motor arranged to mechanically engage said 
drive coupling such that a batch of coffee beans placed 
in said container may be ground and coffee then made 
by supplying hot Water into said top of said container 
to How over said ground coffee; and 

a removable mesh inside said base of said cup. 
2. A combined coffee grinder and ?lter coffee maker 

according to claim 1, further comprising: a timing controller 
for said motor in Which the time of grinding operation may 
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be set so as to automatically control the courseness of said 
coffee grounds produced by said coffee grinder. 

3. A combined coffee grinder and ?lter coffee maker 
according to claim 1 further comprising a second housing to 
Which said ?lter compartment is releasably mounted in use 
beloW a coffee bean storage compartment incorporated in 
said housing and having a dispensing outlet positioned to 
dispense coffee beans into said ?lter compartment before it 
is ?tted to said housing for grinding of said coffee beans. 

* * * * * 


