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_ A control circuit ideally suited for a capacitor charging 
[22] Flled? Jan- 26, 1998 circuit (100) that uses an apparent measure of current How 

51 I 1;. Cl.6 ...................................................... .. H02 7 00 through a Circuit line to regulate Current drawn from a 
%52} 618 C] 320/137 3510/1/66 battery through the circuit line is disclosed. A summing 
58 F,‘ I'd """ """"""""""""""""" " 320 137’_ 363 20 circuit (136) produces a difference voltage (138) of the 

[ ] 1e 0 earc """""""""""""" 63 2/1 7’9 95/ 97’ battery voltage (152) subtracted from a threshold reference 
/ ’ ’ ’ voltage (151). The difference voltage (138) is subsequently 

. ampli?ed by an ampli?er (140), recti?ed by a diode (142), 
[56] References Clted and added to a voltage measure (130) from a current-sense 

U_S_ PATENT DOCUMENTS resistor (117) by a summing circuit (128). The resulting 
_ voltage measure (126) is an apparent measure of current 

$1136 .................................... .. ?OW and is provided to a Charge Controller 5’O73’751 12 0. erg. ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' " regulates current ?oW through a transformer (107) by con 

, , /1991 Ka1tand]1an et al. 320/166 _ _ _ 
571997429 4/1993 Km“ et aL ________ __ 607/5 trolling the operation of a switch (108). As the voltage on the 
5,222,480 6/1993 Couche et a1_ 607/5 battery (102) decreases below the reference voltage set by 
5,285,779 2/1994 Cameron et a1, 320/166 voltage source (150), the increasing difference voltage (138) 
5,350,405 9/1994 Silvian ........... .. 607/8 adds bias to the actual measure of current How (130), thus 
5,372,605 12/1994 Adams et al 607/5 providing the charge controller (122) With an apparent 
5,376,874 12/ 1994 Ramme ~~~~~~ ~~ 320/160 measure of current ?ow through the transformer (107) that 
574077444 4/1995 Km“ ~~~~~~~~~~ ~~ 607/5 is higher than the actual level of current ?oW. The charge 

‘(gllilrtlg 6; all‘ """"""""""""""" " 607/7 controller is thereby deceived and reduces the current draWn 
5’488’553 1/1996 Renlgire a' ' from the battery through the transformer. 
5:562:595 10/1996 NeisZ ...................................... .. 600/16 
5,592,108 1/1997 Tsukahara ............................... .. 326/69 12 Claims, 1 Drawing Sheet 
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AUTOMATIC RATE CONTROL FOR 
DEFIBRILLATOR CAPACITOR CHARGING 

FIELD OF THE INVENTION 

The invention relates generally to capacitor charging 
circuitry, and more particularly to charge rate control cir 
cuitry for de?brillators. 

BACKGROUND OF THE INVENTION 

Disturbances in the normal beating pattern of a human 
heart can present a serious life-threatening situation for an 
individual. Particularly dangerous is ventricular ?brillation 
in Which activity Within the ventricles of the heart is so 
uncoordinated that virtually no pumping of blood takes 
place. De?brillation therapy can interrupt ventricular ?bril 
lation and alloW a normal beating pattern to be restored. 
Such therapy generally involves rapid delivery of a rela 
tively large amount of electrical energy to the heart at a high 
voltage. 

Atypical de?brillator includes a pair of electrical leads for 
collecting electrical signals generated by the heart and for 
delivering de?brillation therapy. In addition, a de?brillator 
generally includes one or more batteries, energy storage 
capacitors, and control circuitry for charging the capacitors 
and delivering de?brillation therapy through the leads. 
At present, batteries are not generally suited for directly 

providing the high energy, high-voltage electric pulses 
required for de?brillation therapy. Consequently, it is cus 
tomary for de?brillators to include one or more high-voltage 
energy storage capacitors that are charged from a battery via 
appropriate charging circuitry. Once charged, the capacitors 
are selectively discharged by a physician or medical tech 
nician to provide the de?brillation therapy to the patient. In 
normal operation, the high-voltage energy storage capacitors 
are not maintained in a state of charge, but rather are charged 
immediately preceding the delivery of de?brillation therapy. 

Charging circuitry in a de?brillator generally includes a 
sWitch controlled by a charge controller. At the direction of 
the charge controller, the sWitch cyclically interrupts current 
?oW from a battery through a primary Winding of a step-up 
transformer in order to induce a transient current in a 
secondary Winding of the transformer during a ?y-back 
period. The induced ?y-back current in the transformer 
secondary Winding is applied to the terminals of a high 
voltage energy storage capacitor, thereby causing the capaci 
tor to charge over a number of sWitching cycles. Typically, 
the charge controller monitors both the current ?oWing 
through the primary Winding and the amount of charge on 
the capacitor in directing the operation of the sWitch. 

One or more batteries coupled to the de?brillator supply 
the energy for charging the energy storage capacitor. As a 
battery is depleted of its energy, electrical resistance Within 
the battery increases. For most battery technologies, a bat 
tery experiences a gradual rise in internal resistance relative 
to decreasing battery terminal voltage until a point at Which 
the internal resistance rises quickly as the battery voltage 
drops. Different battery technologies have different internal 
resistance to voltage curves. 

When a de?brillator begins to charge its energy storage 
capacitor, a signi?cant amount of current is draWn from the 
battery, causing a signi?cant voltage drop across the internal 
resistance of the battery. At a certain point in operation, the 
internal resistance of the de?brillator battery becomes too 
high and the battery is unable to provide the peak current at 
the voltage level that the charging circuitry demands. The 
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2 
battery voltage collapses and drops beloW a poWer-on-reset 
threshold Within the de?brillator causing the de?brillator to 
shut doWn, even though the battery may not be fully 
depleted of its energy. In other Words, the battery voltage 
drops too loW and the de?brillator, believing that the battery 
is fully depleted of energy, turns itself off. While the 
de?brillator may be turned back on, the de?brillator may be 
unable to deliver de?brillation therapy until a neW battery is 
installed. 

To prevent premature shutdoWn of a de?brillator before 
the battery is fully depleted, a solution has been to reduce the 
amount of peak current that the de?brillator charging cir 
cuitry draWs from the battery When the battery terminal 
voltage has decreased beyond a predetermined level. At a 
reduced current, the battery voltage is maintained at an 
acceptable level and the battery is able to continue charging 
the de?brillator capacitor, albeit at a loWer charge rate. Prior 
techniques for controlling the amount of current draWn from 
a battery include a microprocessor connected to the battery 
via an analog-to-digital (A/D) converter to monitor the 
battery voltage. When the microprocessor determines that 
the battery voltage has dropped beloW a speci?ed threshold, 
the microprocessor commands the capacitor charging cir 
cuitry to draW current from the battery at a loWer level. A 
problem inherent With this approach is that the micropro 
cessor may be unable to react quickly enough to a signi?cant 
drop in battery voltage and the de?brillator may shut doWn 
before the charging circuitry can be commanded to draW 
current at a loWer rate. 

Given the problems associated With prior art charge rate 
control, there is a need for capacitor charging circuitry that 
can quickly respond to decreasing battery voltage in a 
dynamic manner. 

SUMMARY OF THE INVENTION 

The present invention provides control circuitry and 
methods for dynamic control of the rate at Which current is 
draWn from a battery in order to maintain battery voltage at 
an appropriate level. The control circuitry and methods are 
particularly suited for charging a de?brillator having high 
voltage energy storage capacitors and a charging circuit for 
controlling capacitor charging. In one aspect, the charging 
circuit adjusts the amount of current draWn from the battery 
in response to a voltage measure of the current ?oWing 
through a primary Winding of a step-up transformer. The 
invention includes an arrangement of active circuit compo 
nents that compare the voltage on the battery With a refer 
ence voltage and produce a comparison output that is 
coupled to the charging circuit to adjust the rate at Which the 
energy storage capacitors are charged. In an actual embodi 
ment of the invention, the comparison output is combined 
With a voltage measure of the current ?oWing through the 
step-up transformer primary Winding to produce an apparent 
current signal that is supplied to the charging circuit. The 
charging circuit adjusts the amount of current draWn from 
the battery in response to the apparent current signal. In 
particular, When the battery voltage drops beloW the refer 
ence voltage, the control circuitry of the invention produces 
a comparison output that, When added to the voltage mea 
sure of current ?oW, produces an apparent current signal that 
is greater than the actual level of current ?oWing through the 
primary Winding. The charging circuit reacts by reducing the 
amount of current draWn from the battery Which, in effect, 
sloWs the rate of charge of the energy storage capacitors. 
Because active components are used in the control circuitry 
of the invention, the control circuitry is able to respond 
Without delay to variations in the battery’s terminal voltage. 
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By dynamically causing an adjustment to the peak current 
draWn from the battery in response to the battery terminal 
voltage, the apparent capacity of the battery (i.e., the period 
of time from Which the battery is fully charged to a time 
When the de?brillator shuts doWn in response to insuf?cient 
battery voltage) is extended. 
A further embodiment of the invention includes a micro 

processor having an output into the control circuitry. The 
microprocessor output is added to the reference voltage, 
thereby adjusting the comparison output described above 
and the degree to Which the charging circuit adjusts the 
amount of current draWn from the battery during capacitor 
charging. Accordingly, the microprocessor is provided With 
a degree of control over the charge rate control function of 
the control circuitry. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The foregoing aspects and many of the attendant advan 
tages of this invention Will become more readily appreciated 
as the same becomes better understood by reference to the 
folloWing detailed description, When taken in conjunction 
With the accompanying draWing, Wherein: 

The FIGURE is a schematic block diagram of a capacitor 
charging circuit according to the present invention. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

The FIGURE illustrates a capacitor charging circuit 100 
constructed in accordance With the present invention. The 
capacitor charging circuit 100 charges a capacitor 116 With 
electrical energy received from a battery 102. A negative 
terminal of the battery 102 is connected to circuit ground 
104, While a positive terminal of the battery 102 is connected 
to one end of a primary Winding 106 of a step-up transformer 
107. The other end of the primary Winding 106 is connected 
to a sWitch 108. When the sWitch 108 is closed, current 
draWn from the battery 102 ?oWs through the primary 
Winding 106 and through a current-sense transformer 110 
that is connected in series betWeen the sWitch 108 and circuit 
ground 104. When the sWitch 108 is opened, current ?oW 
through primary Winding 106 and current-sense transformer 
110 is interrupted. 

The operation of the sWitch 108 is controlled by a charge 
controller 122 via a signal applied to a line 124. When the 
charge controller 122 directs the sWitch 108 to close, current 
?oWs through the primary Winding 106, thereby storing 
energy in the primary Winding. When charge controller 122 
directs the sWitch 108 to open, the current ?oWing through 
the primary Winding 106 is interrupted, causing a transient 
?y-back current to be induced on a secondary Winding 112 
of the step-up transformer 107. The transient current in the 
secondary Winding 112 is recti?ed by a diode 114 and 
applied to the terminals of a high-voltage (energy storage 
capacitor 116. By cyclically opening and closing the sWitch 
108, currents induced in the secondary Winding 112 charge 
the high-voltage energy storage capacitor 116. 
Aform of pulse Width modulation may be used to govern 

the cycle in Which the sWitch 108 is opened and closed. 
Depending on design considerations, “pure” pulse Width 
modulation technology or pulse frequency modulation are 
suitable for use. In an actual embodiment of the invention, 
a hybrid of pure pulse Width modulation and pulse frequency 
modulation is used. 

To monitor the charge on the capacitor 116, the charge 
controller 122 receives a signal over a line 121 from 
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4 
voltage-reducing circuitry 123 that is connected to the 
capacitor 116. Voltage-reducing circuitry 123 supplies a 
reduced voltage signal over line 121 in ratio to the voltage 
charge on capacitor 116, thus enabling the charge controller 
122 to determine the degree to Which capacitor 116 is 
charged. Alternatively, the feedback from voltage-reducing 
circuitry 123 may be directed to a microprocessor 154 after 
undergoing appropriate analog-to-digital signal conversion. 
The microprocessor 154 can issue commands to the charge 
controller 122 via line 156 to control the operation of the 
charge controller. De?brillation therapy control circuitry 
(not shoWn) connected to the capacitor 116 selectively 
discharges the capacitor 116 over a pair of lines 118 and 120 
and delivers de?brillation therapy to a patient. 

Those skilled in the art Will appreciate that the sWitch 108 
described above may be implemented using a number of 
types of solid state devices. Due to the large amount of 
electrical current that may ?oW through the sWitch 108, it is 
preferred that a transistor be con?gured to operate as the 
sWitch 108. In that case, a “closed” sWitch refers to a state 
Wherein the transistor alloWs current to How through it While 
an “open” sWitch refers to a state in Which the transistor does 
not permit current to ?oW. In many applications, a ?eld 
effect transistor is suitable for use as the sWitch 108, Wherein 
the drain and source terminals of the transistor are connected 
betWeen the primary Winding 106 and the current-sense 
transformer 110, respectively, While the gate terminal is 
connected to line 124. Depending on the signal applied to 
the line 124, the sWitch 108 may permit or interrupt the How 
of current through the primary Winding 106. The charge 
controller 122 controls the amount of current ?oWing 
through the primary Winding 106, and thus controls the rate 
at Which the capacitor 116 is charged, by controlling the 
cycles in Which the sWitch 108 opens and closes. 

In one aspect, the charge controller 122 adjusts the 
amount of current draWn from the battery 102 in response to 
a voltage measure of the current ?oWing through the primary 
Winding 106. In the illustrated embodiment, a voltage mea 
sure of the level of current actually ?oWing through the 
primary Winding 106 is provided on a line 130 by a 
current-sense transformer 110 in combination With a current 
sense resistor 117. According to the invention, an apparent 
current signal is produced on a line 126 by combining the 
voltage measure of actual current on line 130 With a voltage 
produced by control circuitry 134 on a line 132. In particular, 
the charge controller 122 receives a voltage signal via line 
126 that is a combination of signals present on lines 130 and 
132 as combined by summing circuitry 128. The charge 
controller 122 uses the voltage signal received over line 126 
to determine the cycles of operation of the sWitch 108. 
The voltage present on line 130 is a voltage measure of 

the current ?oW through the primary Winding 106 and the 
sWitch 108. As noted above, the embodiment illustrated in 
The FIGURE uses a current-sense transformer 110 having a 
primary Winding 111 connected in series betWeen the sWitch 
108 and circuit ground 104. During a capacitor charging 
operation, energy stored by current ?oWing through primary 
Winding 111 is used to induce a current in a secondary 
Winding 113. The current in secondary Winding 113 is 
recti?ed by a diode 115 and ?oWs through current-sense 
resistor 117 to circuit ground 104. The voltage drop across 
the current-sense resistor 117 is present on line 130. The 
voltage on line 130 varies With the amount of current 
?oWing through current-sense resistor 117 Which, in turn, 
varies With the current How in the primary Winding 111. 
Because the primary Winding 111 is connected in series With 
the sWitch 108 and the primary Winding 106, the voltage 
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present on line 130 is ultimately a measure of the current 
?owing through the primary Winding 106. 

Although the embodiment described uses a current sensor 
comprised of current-sense transformer 110 in combination 
With a current-sense resistor 117, those skilled in the art Will 
appreciate that alternative designs for current sensors eXist. 
For instance, the illustrated current-sense transformer 110 
could be eliminated With current-sense resistor 117 being 
directly connected in series betWeen the sWitch 108 and 
circuit ground 104. In that case, the voltage present on line 
130 Would still be the voltage drop across the current sense 
resistor 117. As another alternative, a SENSFET transistor 
could be used to provide a current sensing function. Because 
an actual embodiment of the invention is used in a de?bril 
lator in Which large currents may ?oW, it is preferred that a 
current-sense transformer 110, as illustrated, be used 
because it presents a much loWer apparent resistance to a 
current ?oWing through sWitch 108 to circuit ground 104. 
Accordingly, energy lost due to the voltage drop across the 
current sensor (in this case, the current-sense transformer) is 
reduced. A current-sense resistor directly in series betWeen 
the sWitch 108 and circuit ground 104 may be suitable for 
loWer current applications. 

In instances Where the voltage signal present on line 132 
is Zero, the voltage signal input into the charge controller 
over line 126 is simply the voltage signal present on line 
130. Thus, Without any input from line 132, the charge 
controller 122 receives a voltage signal over line 126 that is 
a measure of the current ?oWing through resistor 117 and 
thus, as described above, the current ?oWing through the 
primary Winding 106. 
As those skilled in the art Will appreciate, the charge 

controller 122 may be designed and implemented With 
discrete circuit components. HoWever, it may be more 
advantageous to implement the function of the charge con 
troller 122 With a Well knoWn commercially available cur 
rent mode controller such as the current mode ?y-back 
poWer supply circuitry manufactured by Motorola and sold 
under the part identi?er MC34129. Many alternative con 
trollers such as Motorola’s device sold under the part 
identi?er MC3843 are also available and suitable for use. 

The present invention further includes control circuitry 
134. The control circuitry provides a comparison function 
Wherein the voltage on the battery 102 is compared With a 
reference voltage 150. The output of the control circuitry 
134 is the voltage present on line 132 that is added to the 
voltage measure of current How on line 130 to produce an 
apparent current signal on line 126. 
At the center of the control circuitry 134 is a summing 

circuit 136. The summing circuit 136 receives a ?rst input 
signal from a voltage source 150 providing a threshold 
reference voltage via line 151. A second input signal to the 
summing circuit 136 is the battery voltage of battery 102 
received via line 152 connected to the battery’s positive 
terminal. The third input signal to the summing circuit 136 
received via line 144 is an output signal from a micropro 
cessor 154 on line 146 as ampli?ed by ampli?er 148. 

The ?rst input signal and the third input signal are 
received at additive terminals of the summing circuit 136 
While the second input signal is received at a subtractive 
terminal of the summing circuit 136. The summing circuit 
136 therefore produces a resulting voltage signal on an 
output line 138 that is the addition of the ?rst input signal 
and the third input signal minus the second input signal. The 
resultant signal present on line 138 is ampli?ed by an 
ampli?er 140 and recti?ed by a diode 142. The output from 
the diode 142 is the voltage present on line 132. 
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6 
Those skilled in the art of electronics and circuit design 

Will appreciate that summing circuits for receiving and 
combining together various signals are Well-knoWn in the art 
and are easily implemented Without substantial experimen 
tation. For instance, a suitable summing circuit may include 
a Weighted summer Wherein the lines carrying the voltage 
signals to be added together are connected together at a 
common node to the inverting input of an operational 
ampli?er. Also connected to this common node is a resistor 
in a feedback path connected to the output of the operational 
ampli?er. The noninverting input of the operational ampli 
?er is connected to ground. As appreciated by those skilled 
in the electrical arts, the output of a Weighted summer is a 
combination of the voltage signals present on the various 
input lines, With each input signal Weighted by a ratio of the 
feedback resistor With the resistance present in the various 
signal lines. Difference ampli?ers are also Well knoWn in the 
art and provide for subtraction of voltage signals. Voltage 
signals to be subtracted are connected to the noninverting 
input of the operational ampli?er. Whether Weighted sum 
mers or difference ampli?ers are used, they are collectively 
referred to herein as summing circuits. 

In instances Where the output from the microprocessor 
154 on line 146 is Zero, the summing circuit 136 produces 
an output equal to the difference betWeen the reference 
voltage provided by voltage source 150 and the voltage of 
battery 102. Consequently, When the voltage on battery 102 
eXceeds the reference voltage of voltage source 150, the 
voltage signal present on line 138 is negative. Even though 
the voltage on line 138 may be ampli?ed by the ampli?er 
140, by virtue of the rectifying diode 142, any negative 
voltage present on line 138 appears as a Zero voltage on line 
132. Thus, as long as the battery voltage is greater than the 
reference voltage, the output from summing circuit 128 
remains a true measure of the voltage across current-sense 
resistor 117 and hence the peak current through the primary 
Winding 106. 
When the voltage of battery 102 drops beloW the refer 

ence voltage set by voltage source 150, the output voltage 
from summing circuit 136 on line 138 is positive and is 
ampli?ed by ampli?er 140. The resultant signal ?oWs 
through the diode 142 to summing circuit 128 via line 132 
and is added to the voltage level detected across current 
sense resistor 117. The output voltage on line 126 from the 
summing circuit 128 is consequently greater than the actual 
voltage across current-sense resistor 117. 

In this manner, because of the added voltage from line 
132, the charge controller 122 is “deceived” to believe that 
the voltage across current-sense resistor 117, re?ective of the 
current ?oWing through the primary Winding 106, is greater 
than it really is. In other Words, the charge controller 122 
receives an apparent current signal on line 126 that is greater 
than the actual level of current ?oWing through the primary 
Winding 106. Consequently, the charge controller 122 modi 
?es the manner in Which it operates the sWitch 108 to reduce 
the amount of current that is draWn from the battery 102. As 
the voltage on battery 102 continues to drop further beloW 
the reference voltage, the signal on line 132, and thus line 
126, increases, thus causing the charge controller 122 to 
decrease the amount of current being draWn from the battery 
102. The ampli?cation provided by ampli?er 140 can be 
designed in conjunction With selecting the reference voltage 
produced by voltage source 150 to provide a charge rate 
control function that maXimiZes the amount of energy draWn 
from a battery attached to the de?brillator. Furthermore, it is 
contemplated that multiple stages of control circuitry 
designed in accordance With the invention may be used to 
provide a battery-speci?c, non-linear charge rate control 
function. 
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In the embodiment described herein, the amount of cur 
rent draWn from the battery 102 is decreased in response to 
decreasing battery voltage. Consequently, the situation is 
avoided Wherein a de?brillator shuts doWn because current 
demanded from a partially depleted battery is greater than 
What the battery can provide at the voltage level required. 
The process of reducing the current draWn from the battery 
continues until the internal resistance of the battery rises too 
high and the battery is considered fully depleted. By using 
active components (e.g., the ampli?er 140, the diode 142, 
and the components used in summing circuits 128 and 136), 
the control circuitry of the invention is able to respond to a 
decrease in battery voltage much faster than conventional 
digital controllers using a programmed microprocessor. 

In alternative embodiments of the invention, rectifying 
diode 142 may be reversed or eliminated entirely. If the 
diode 142 is reversed, the control circuit functions in a 
manner opposite to that described above. In particular, While 
the voltage on battery 102 eXceeds the reference voltage, a 
negative voltage Will be present on line 132 Which Will 
reduce the apparent current signal produced by summing 
circuitry 128, resulting in charge controller 122 increasing 
the current draWn through primary Winding 106. When the 
voltage on battery 102 drops beloW the reference voltage, 
the voltage present on line 132 Will be Zero due to the 
rectifying action of the reversed diode 142. A similar result 
is achieved if a diode is connected from line 132 to circuit 
ground 104 in a limiter con?guration. 

If the diode 142 is eliminated entirely, the control circuitry 
of the invention Will cause an apparent current signal on line 
126 to be higher or loWer than the actual current signal of 
line 130 depending on Whether the battery voltage is greater 
or less than the reference voltage. Those skilled in the art 
Will further recogniZe that altering the additive inputs on 
summing circuitry 136 and 128 to be subtractive inputs, and 
vice-versa With subtractive inputs being additive inputs, can 
vary the operation of the invention as desired. 
As a further embodiment of the invention, a third input 

signal on line 144 to the summing circuit 136 alloWs the 
microprocessor 154 to have an input into the charge control 
function of the invention. Depending on the programming of 
the microprocessor 154, the microprocessor may selectively 
produce an output signal on line 146. The output signal may 
undergo pulse Width modulation or digital-to-analog con 
version (not shoWn) as desired. The output signal, as ampli 
?ed by ampli?er 148, is added to the resulting signal on line 
138 by summing circuit 136. Accordingly, in instances 
Where the voltage on line 138 Would otherWise be negative 
(i.e., When the battery voltage is greater than the reference 
voltage), if the voltage on line 144 is great enough, the 
resulting signal on line 138 may be positive, thus producing 
a voltage signal on line 132 that in?uences the apparent 
current signal on line 126, as earlier described. Depending 
on the amount of ampli?cation designed for ampli?er 148, 
there is a range of battery voltage levels in Which, although 
the battery voltage is greater than the reference voltage, 
When an output voltage on line 146 is present, a non-Zero 
signal on line 132 is produced and added to the apparent 
current signal on line 126, thereby causing the charge 
controller 122 to adjust the amount of current draWn from 
the battery 102. AlloWing the microprocessor 154 to have an 
input into the charge rate control function is particularly 
useful in situations Where the de?brillator is set to deliver 
de?brillation therapy at loWer energy settings. The micro 
processor 154 can prevent signi?cant overcharging of the 
high-voltage capacitor 116 by reducing the capacitor charge 
rate and thereby reduce the delays required to bleed doWn 
the voltage on the capacitor 116 to the correct de?brillation 
voltage. 
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While the preferred embodiment of the invention has been 

illustrated and described, it Will be appreciated that various 
changes can be made therein Without departing from the 
spirit and scope of the invention. For instance, a charge 
controller 122 may be con?gured to integrally include 
control circuitry 134 so that the charge rate control function 
is implemented in a single device, rather than the discrete 
components shoWn in The FIGURE. It should be understood 
that the scope of the invention should be determined by the 
folloWing claims and equivalents thereto. 
The embodiments of the invention in Which an exclusive 

property or privilege is claimed are de?ned as folloWs: 
1. A control circuit for altering a voltage measure of 

current How in a circuit line, said voltage measure being 
used by a current regulating circuit that controls the current 
?oW from a battery through said circuit line in response to 
said voltage measure, said control circuit comprising: 

(a) a ?rst summing circuit having an additive input and a 
subtractive input, Wherein a reference voltage is present 
at said additive input and the voltage of said battery is 
present at said subtractive input, said ?rst summing 
circuit thereby producing a difference voltage of the 
battery voltage subtracted from the reference voltage; 

(b) a diode having an anode terminal and a cathode 
terminal, Wherein said difference voltage is present at 
the anode terminal of the diode; and 

(c) a second summing circuit having a ?rst additive input 
and a second additive input Wherein the voltage at the 
cathode terminal of said diode is present at the ?rst 
additive input, and said voltage measure of current How 
in said circuit line is present at the second additive 
input, said second summing circuit thereby producing 
an altered voltage measure that includes said voltage 
measure of current How and said voltage present at the 
cathode terminal of said diode, said altered voltage 
measure being provided to the current regulating circuit 
for controlling the current ?oW from the battery. 

2. Acontrol circuit according to claim 1, further including 
an ampli?er connected betWeen said ?rst summing circuit 
and said diode, said ampli?er having an input and an output, 
Wherein said difference voltage produced by said ?rst sum 
ming circuit is present at said ampli?er input, and said 
difference voltage present at the anode terminal of said diode 
is an ampli?ed difference voltage produced at said ampli?er 
output. 

3. A control circuit according claim 1, Wherein the addi 
tive input of said ?rst summing circuit is a ?rst additive input 
and said ?rst summing circuit further includes a second 
additive input, Wherein said ?rst summing circuit produces 
a difference voltage of the battery voltage subtracted from 
the reference voltage added to the voltage present at the 
second additive input. 

4. A control circuit according to claim 3, Wherein the 
voltage present at the second additive input of said ?rst 
summing circuit is generated by an output of a micropro 
cessor. 

5. A control circuit according to claim 4, Wherein said 
voltage generated by an output of a microprocessor is 
ampli?ed by an ampli?er before it is input to the second 
summing circuit at the second additive input. 

6. A capacitor charger comprising: 
(a) a battery; 
(b) a step-up transformer having a primary Winding and a 

secondary Winding, Wherein said primary Winding is 
connected to said battery; 

(c) a diode connected to said secondary Winding; 
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(d) a capacitor connected to said diode; 
(e) a current sensor for sensing current ?owing through 

said primary Winding; 
(f) a sWitch connected in series betWeen said primary 

Winding and said current sensor; and 
(g) control circuitry including: 

(i) a charge controller having an input to receive a 
voltage measure of current How and an output con 
nected to said sWitch, Wherein said charge controller 
causes said sWitch to periodically conduct and inter 
rupt current ?oW through said primary Winding in 
response to the voltage measure of current ?oW 
received at said input; 

(ii) a ?rst summing circuit having an additive input and 
a subtractive input Wherein a reference voltage is 
present at the additive input and the voltage of said 
battery is present at the subtractive input, said ?rst 
summing circuit thereby producing a difference volt 
age equal to the battery voltage subtracted from the 
reference voltage; 

(iii) a diode having an input and an output, Wherein said 
difference voltage is present at the input of said 
diode; and 

(iv) a second summing circuit having a ?rst and second 
additive input, Wherein the voltage at the output of 
said diode is present at the ?rst additive input, and a 
voltage produced by said current sensor is present at 
the second additive input, said second summing 
circuit combining the voltages present at the ?rst and 
second additive inputs and producing the voltage 
measure of current ?oW received at said input of said 
charge controller. 

7. A capacitor charger according to claim 6, further 
including an ampli?er connected betWeen said ?rst summing 
circuit and said diode, said ampli?er having an input and an 
output, Wherein said difference voltage produced by said 
?rst summing circuit is present at said ampli?er input, and 
said difference voltage present at the input of said diode is 
an ampli?ed difference voltage produced at said ampli?er 
output. 

8. A capacitor charger according to claim 6, Wherein the 
additive input of said ?rst summing circuit is a ?rst additive 
input and said ?rst summing circuit further includes a 
second additive input that receives a voltage output from a 
microprocessor, Wherein said ?rst summing circuit produces 
a difference voltage equal to the battery voltage subtracted 
from the reference voltage added to the voltage present at the 
second additive input. 

9. Amethod of controlling the rate of charge of a capacitor 
in a capacitor charging circuit, Wherein said capacitor charg 
ing circuit includes a charge controller for controlling cur 
rent ?oW from a battery through a transformer connected to 
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10 
the capacitor, said charge controller controlling current How 
in response to an apparent measure of current ?oW through 
the transformer, said method comprising: 

(a) producing a difference voltage by subtracting the 
voltage of the battery from a reference voltage; 

(b) producing said apparent measure of current ?oW by 
adding said difference voltage to a voltage representa 
tive of current ?oW through the transformer; and 

(c) providing said apparent measure of current How to 
said charge controller for controlling current ?oW 
through the transformer. 

10. A method according to claim 9 Wherein said step of 
producing a difference voltage includes adding a voltage 
received from an output of a microprocessor to the voltage 
determined by subtracting the voltage of the battery from a 
reference voltage. 

11. A circuit for controlling a rate at Which an energy 
storage capacitor is charged from a battery, comprising: 

(a) a step-up transformer having a primary Winding 
coupled to the battery and a secondary Winding coupled 
to the energy storage capacitor; 

(b) a sWitch that is selectively closed to draW current from 
the battery through the primary Winding of the step-up 
transformer; 

(c) a current sensor that produces a signal indicative of a 
level of current ?oWing through the primary Winding 
When the sWitch is closed; 

(d) a charging circuit that monitors a voltage on the 
energy storage capacitor and selectively opens and 
closes the sWitch until a predetermined voltage on the 
energy storage capacitor is reached; and 

(e) a comparison circuit that compares a voltage on the 
battery With a reference voltage, the comparison circuit 
producing an output that is coupled to the charging 
circuit to cause the charging circuit to adjust the rate at 
Which the energy storage capacitor is charged. 

12. A circuit according to claim 11, Wherein the charging 
circuit controls the rate at Which the energy storage capacitor 
is charged based in part on the level of current ?oWing 
through the primary Winding of the step-up transformer, the 
circuit further comprising a summing circuit that produces 
an apparent current signal that includes the output of the 
comparison circuit, the apparent current signal being sup 
plied to the charging circuit such that When the voltage on 
the battery is beloW the reference voltage, the apparent 
current signal is greater than an actual level of current 
?oWing through the primary Winding, the charging circuit 
reacting to the apparent current signal to sloW the rate of 
charge of the energy storage capacitor. 

* * * * * 


