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To all whom it may concern: y 
Be it known that I, ALONZO R. PETTIT, a 

citizen of the United States, residing at Pat 
chogue, in the county of Suffolk and State of 
New York, have invented certain new and 
useful Improvements in Clasps or Fastening 
Devices, of which the following is a full and 
complete speci?cation, such as will enable 
those skilled in the art to which it appertains 
to make and use the same. 
This invention relates to clamps or fasten 

ing devices, and particularly to what are 
known as “ funis-clamps,” for use in surgical 
operations; and the object thereof is to pro 
vide an improved device of this class which 
is simple in construction and operation and 
which may be quickly and easily applied and 
also quickly and easily removed whenever 
necessary. 
The invention is fully disclosed in the fol 

lowing speci?cation, of which the accompa 
nying drawings form a part, in which—— 
Figure 1 is a plan view of my improved 

clamp or fastening device; Fig. 2, a side view 
thereof, and Fig. 3 a longitudinal central sec 
tion. . 

In the drawings forming part of this speci 
?cation the separate parts of my improvement 
are designated by the same numerals of ref 
erence throughout the several views, and in 
practice I provide a clamp or fastening de 
vice for the purpose herein speci?ed which is 
composed of a single strip of spring metal 
bent centrally to form a spring end loop 5 and 
two straight spring-arms 6 and 7, which are 
adapted to be locked together at the free end 
thereof and which are held at a slight dis 
tance apart. 
The spring-arm 6 is provided centrally on 

its inner side with a longitudinal groove 8, 
whereby a longitudinal rib 9 is formed on its 
upper side, and the spring-arm 7 is provided 
centrally of its inner side with a longitudinal 
rib 10, which corresponds with the longitudi 
nal groove 8 in the arm 6 and operates in con 
junction therewith, and a longitudinal groove 
11 is formed in the outer side of the arm 7, 
which corresponds with the rib 10 on the in 
ner side thereof. It will be understood, how 
ever, that the groove 8 and the rib 10 may be 
formed in the arm 6 and on the arm 7, re 
spectively, and the free end of the arm is 
provided on its upper side with a transverse 

' bead or head 12, and the free end of the arm 
7 with a corresponding spring-hook 13, which 

is adapted to engage with said bead or head, ‘ 
as clearly shown in Fig. 2, and to lock said 
spring-arms together. a 

In practice the part to be fastened ‘or se 
cured is passed between the separate spring 
arms of the fastening device and said arms 
are locked together, as shown in Fig. 2, and 
in this operation thempart to be secured is se 
curely clamped between said arms, as will 
also be readily understood, said part being 
forced into the groove 8 in the arm 6 by the 
rib lO‘on the arm 7, and said part will be se 
curely held and closed. The construction of 
the locking device at the free end of said arms 
is an important feature, as the free end of the 
upper arm being turned backwardly to form 
a bead presents a beveled edge to the in 
wardly-directed end of the opposite arm, 
thereby rendering it very easy to be disen 
gaged therefrom when desired. 
This device is simple in construction and 

operation, and in practice I prefer to make 
the same of metal which will not corrode or 
be injuriously affected by fluids or acids. 
Having fully described my invention, I 

claim as new and desire to secure by Letters 
Patent— 
As an improved‘ article of manufacture, a 

funis-clamp consisting of a narrow strip of 
non~corrodible spring metal which is bent cen 
trally to form a loop and two straight spring 
arms adapted to be locked together, said arms 
being at a slight distance apart, one of said 
arms being provided centrally on its side with 
a longitudinal groove, and the other arm be 
ing provided with a corresponding longitudi 
nal rib adapted to operate with the said lon 
gitudinal groove when the arms are locked 
together, one of said arms being provided at 
the free end thereof with an upwardly-di 
rected bead formed by returning the end of 
the strip upon itself and the free end of the 
opposite arm being provided with a corre 
sponding spring -hook, the end of which is 
turned backwardly upon itself, said hook be 
ing adapted to engage said bead, substantially 
as and for the purpose set forth. 

In testimony that I claim the foregoing as 
my invention I have signed my name, in pres 
ence of the subscribing witnesses, this 27th 
day of November, 1896. 

ALONZO R. PETTIT. 
Witnesses: 

CHARLES S. Roenns, 
F. A. STEWART. 

65 

70 

75 

85 

9O 

95 

I00 


