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To all whom) it may concern: 
Be it known that I, THOMAS S. PITT, of Bos 

ton, in the county of Suffolk and State of Mas 
sachusetts, have invented certain new and 
useful Improvements in Endoscopic Instru 

following is a speci?ca 
tion. . ' 

This inventionhas relation to endoscopic 
instruments, and has for its object to provide 
a speculum or instrument of a ‘similar nature 
with an incandescent or other illuminating 
means which will be so located as to have its 
rays re?ect only upon the portion of thebody 
which it may be desired to e‘xamine‘or treat. 
One of the Serious objections to equipping 

an instrument with an electric or other in 

latter has been in danger of breakage and 
that the light emitted therefrom was re?ected 
into the eyes of the operator. ' 

I My invention consists of an instrument 
equipped with an incandescent-holder so ar; 
ranged as to receive an incandescent and re 
?ect its light upon the part-ofthe body upon 
which it is desired to operate and so con 
structed as to effectually protect the bulb of 
the incandescent from being fractured or 
broken. ' ‘ 

The’invention further consists in various 
other features of improvement, all as ‘illus 
trated upon the drawings and now to be de 
scribed in'detail, and pointed outin the claims 
hereto appended. ' \ 

Of the drawings, Figure 1 represents a per 
spective View of my improved ‘endoscope. 
Fig. 2 is a similar view, but showing the jaws 
thereof partially open, so as to allow the light 

A from the incandescent. to be re?ectedv upon 
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‘the portion of the walls of the cavity into 
which the instrument is inserted. Fig. 3 rep 
resents a longitudinal section through the in 
strument. Fig. 4 represents a cross-section 
on the line 4 4 of Fig. 3. Fig. 5' represents 
the two halves of the instrument as beingdis 
jointed and also showing the pivotal connec 
tion between the said parts._ Fig. ,6 is a de— 
tail view of the latch for engaging the stop~ 
bar which holds the jaws in any desired ,po-' 
sition. Fig.‘ 7 represents a perspective view 

50 of the incandescent or light holder. Fig. 8 

represents theperspective view of the shield _ 
or cover which forms a part of theholder. 

Referring to the drawings, I have illus 
trated an. instrument which -is especially 
adapted for certain cavities in the human 
body, but it will be understood that-I do not 
propose to limit myself to that particular form 
of the instrument, as the jaws thereof may be 
shaped and formed for any other use,‘as may 
be desired. As illustrated, the two comple 
mental jaws a b, when placed side by side, 
form a cone with a rounded apex. Extend 
ing rearward from each jaw are handles ‘a b’, 
which are bent at an angle to the jaws at 2 and 
which diverge, as clearly shown in Figs. 1 and 
2. The two handles are provided with over 
lapping ears or lugs a2 192, the former having 
.a pintle a3, adapted to take into an aperture 
bsin the‘ lug or ‘car 192. The pintle or pivot a3 

'is substantially parallel to the axis-line of 
the cone formed by the jaws, so that when 
the handles are drawn together the jaws are 
separated in parallel lines, as shown in Fig. 2. 
The jaw b is provided with a curved plate 

0, which projects across the edges 3 of the 
jaws into the recess in the jaw a, as shown 
in Fig.4, so that when the jaws are separated 
'the surrounding walls of the cavity in the 
body are prevented from projecting between 
the said edges3 3. The said plate extends 
practically,_the entire length of the jaws, as 
shown in Fig.‘ 3. - 

' The jaws are held normally closed by a 
?at spring (1, having one end secured to the 
handle a'jand itsv other end pressing against 
the inner edge of the handle I)’, but they may 
be held apart by a rod or rack-bar 6, having 
one end pivoted to the handle a’ and the other 
end projecting through an aperture b4 in the 
handle I)’. The thumb-lever o’ is pivoted to 
the handle I)’ and is connected at its front end 
with a latch e’?whi'ch is thrust into engage 
ment with the teeth on, the bar e by a spring 
63,‘ bearing against the under side of the 
other end of the thumb-levere’. The pivots 
e4 e5,which connect the thumb-lever with the 
handle and with the latch, may be withdrawn, 
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so as toremove the parts jfOrthe purpose of ' 
cleaning them or rendering them‘ antiseptic. 
My improved light-holder consists ‘of a re I00 
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ceptaele having a concavo-convex body por 
tion f and the oppositely-curved guard or 
cover f’, the edges f2 of which are bent in 
wardly to take over the edges of the body 
portion f. Into the cavity in the light-re 
ceptacle may be placed an incandescent-light 
bulb of any charactersuch as conventionally 
illustrated at (,1 in Figs. 3 and 4, the wires 
which are connected to the ?lament beingin 
dicated by g’. The front end of the shield is 
curved upwardly, as at f3, to act as a re 
?ector to rellect the rays of light from the 
incandescent upward and forward against 
the edges & l of the jaws. The shield is also 
provided with apertures f1 and with re?ectors 
f“, which reflect the light emitted through 
said apertures. The receptacle is held in 
place upon the plate 0, which protects it by 
a screw f “, threaded into the handle near the 
base of one of the jaws and passing through 
a bayonet-slot f8 in the extended end of the 
lower portion of the receptacle. The said end 
is likewise provided with another bayonet 
slot f“, so that the receptacle may be adjusted 
in position. 1 

From the foregoing it will be seen that I 
have provided a very simple instrument for 
endoscopic purposes. ‘ 
The incandescent receptacle is adjustable 

and is constructed so as to re?ect the light 
against the walls of the cavity which are ex 
posed to view between the edges 4 4c of the 
jaws when the jaws are open or separated, 

and the upwardly-projecting portions f3 not only act as reflectors in throwing the light 

upward, but also prevent the rays of light 
from being reflected into the eyes of the sur 
geon or operator. 
\Vhen an instrument is introduced into 

the cavity between the jaws,there is no danger 
of its breaking or destroying the glass bulb 
of the incandescent-lamp bulb, as the reflec 
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tors form a safeguard for it, and, moreover, 
the plate 0 prevents any portion of the body 
from coming into contact with the holder. 

I claim—— 
1. A light holder or receptacle for use on 

an endoscopic instrument, having a curved 
body portion to receive an incandescent, and 
a freely - removable concavo - convex guard 

having imvardly-turned edges ?tting on said 
body portion and having one or more up 
wardly-turned lugs which operate as reflectors 
to throw the light upward and forward. 

2. A light holder or receptacle for use on 
an endoscopic instrument, having a curved 
body portion to receive an incandescent, and 
a concavo-convex guard ?tting on said body 
portion and having a series of light-emitting 
apertures and a reflector in the rear of each 
aperture to throw the light upward and for 
ward. 

3. A light holder or receptacle for use on 
an G11(lOSCOl_)lC instrument, having a curved 
body portion to receive an incandescent, and 
a concavo-convex guard ?tting on said body 
portion and having one or more reflectors 
bent up therefrom, and having one or more 
light-emitting apertures. 

4:. A detachable light holder or receptacle 
for use on an endoscopic instrument com 
prising a concavo-convex body portion for 
receiving the incandescent, and having an 
extended shank with bayonet-slots for attach 
ing it in place, and a removable sliding cover 
formed with upwardly-turned reflectors. 

In testimony whereof I have signed my 
name to this speci?cation, in the presence of 
two subscribing witnesses, this lflth day of 
March, A. D. 1897. 

THOMAS S. l’lTT. 
\Vitn esses: 

EDw. L. II. DRAKE, 
JAY .llILDnn'ru. 
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