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METHOD AND APPARATUS FOR 
PREVENTING P1 PUNCHTHROUGH 

This application is a divisional of application Ser. No. 
09/002,783 , ?led Jan. 5, 1998 now US. Pat. No. 5,972,749. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

The present invention relates to a method and apparatus 
for preventing P1 punchthrough by using a ?lm that is highly 
selective to P1 With respect to a particular etch chemical 
used. In particular, the present invention relates to a method 
and apparatus for providing a good contact to a ?rst poly 
silicon layer formed on a semiconductor substrate. 

2. Description of the Related Art 
When constructing a RAM cell using a semiconductor 

substrate, metal contacts must be provided to each layer 
formed on the substrate. For example, a metal-oxide 
semiconductor (MOS) transistor formed on the semiconduc 
tor substrate has a gate region, a source region, and a drain 
region. A metal contact must be provided to each of these 
regions, so that the appropriate voltage and/or current can be 
supplied to the gate, source and drain of the MOS transistor. 

Given the small siZe of such devices, there is not much 
leeWay in providing such contacts, and any errors in this 
process may lead to defective components. For example, an 
etch to a particular layer may be performed for too long a 
period of time, thereby etching through a desired layer to be 
contacted With, and instead contacting With another layer 
that has a different function than the desired layer. 

FIGS. 1A—1H shoW a conventional process for creating a 
RAM memory cell on a semiconductor substrate. In a ?rst 
step, as shoWn in FIG. 1A, a thin layer of insulator is formed 
over the silicon substrate 10. This insulator layer 12 may 
conveniently comprise a thermally groWn SiO3, and is 
typically referred to as a pad oxide layer. As shoWn in FIG. 
1A, another insulator layer is formed over the insulator layer 
12, and serves as a second insulator layer 14 that functions 
as an oxidation mask. By Way of example, this second 
different insulator layer 14 may comprise a nitride layer 
formed by means of a chemical vapor deposition (CVD) 
process. 

Referring noW to FIG. 1B, the semiconductor structure is 
shoWn With a patterned photo-resist layer 16 formed 
thereon. The resist pattern is used to protect the areas Where 
active devices Will be formed. This patterning may be 
accomplished by means of standard lithography and etching 
techniques that are Well knoWn in the art. 

Referring noW to FIG. 1C, the semiconductor structure is 
shoWn after an etching step and a photo-resist clean step. 
The etching step operates to remove all of the nitride layer 
14 that is exposed, i.e., that is not covered or protected by the 
photo-resist pattern 16 of FIG. 1B. 

Referring noW to FIG. ID, a ?eld oxide region 18 is 
groWn, by Way of example, by a thermal groWth process 
using Wet oxidation, in the exposed areas of the layer 12, i.e., 
those areas of the layer 12 Which are not covered by the 
nitride pattern 14. A typical ?eld oxide region may rise 
above the surface of the surrounding semiconductor area by 
about 1000 to 4000 angstroms. The ?eld oxide region 18 
provide isolation betWeen separate components (i.e., 
transistors) formed on the same semiconductor substrate. 

Referring noW to FIG. 1E, the nitride pattern 14 is 
removed by means of a nitride clean step, and a thin tunnel 
oxide layer 20 is formed over the semiconductor substrate 
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2 
including the ?eld oxide region 18. This thin oxide layer 20 
may be formed utiliZing standard thermal groWth techniques 
in an oxidation ambient. In a preferred embodiment, this 
oxide layer 20 may be on the order of 100 angstroms. 
FolloWing the formation of this oxide layer 20, a conductive 
polysilicon layer 22 is deposited thereover, by Way of 
example, by a CVD process. The polysilicon layer (P1 layer) 
22 may be amorphous polysilicon and may include doping, 
or doping may be added after deposition to provide a desired 
conductivity. A typical conductivity for the P1 layer 22, 
Which is set forth by Way of example, and not by Way of 
limitation, is 400 ohms per square. The P1 layer 22 typically 
Will be deposited to a thickness on the order of 500—1000 
angstroms. The P1 layer 22 corresponds to a layer that stores 
electrons, such as for storing a binary “1” value for a RAM 
memory cell. The electrons can be removed from the P1 
layer 22, thereby erasing the RAM cell (i.e., creating a “0” 
value in the RAM memory cell). 

The polysilicon layer deposition step is then folloWed by 
an etching step to form openings 24 through the P1 layer 22 
doWn to the ?eld oxide layer 18. In a preferred embodiment, 
these openings are formed by directionally etching the top 
surface of the doped P1 layer 22 after masking, using 
standard photo-lithographic techniques. Such photo 
lithographic masking techniques are Well knoWn in the art 
and include, by Way of example, disposing an insulator of 
SiO2 or some other etch-resistant material on the top surface 
of the material to be etched. This SiO2 layer may be 
deposited or groWn by any knoWn means in the art, such as 
by oxidiZing the P1 layer 22 in steam or in Wet oxygen. A 
portion of the insulating layer of SiO2 is removed using a 
photo-resist layer selectively exposed to UV radiation and 
then developed chemically to act as a mask for the SiO2. The 
masked SiO2 may then be etched With a buffered hydrof 
luoric acid solution, for example, leaving a remaining por 
tion of the SiO2 layer above the polysilicon surface in a 
desired pattern. Then, a directional etch is utiliZed to form 
trenches With vertical sideWalls in areas of polysilicon not 
covered by the patterned SiO2 mask. Typical chemical 
directional etches are SF6CCLF2 in a plasma-form. The 
etching process is performed for a particular period of time 
based on the thickness of the layer-to-be-etched, and any 
deviation from that time may result in too little etching or 
too much etching. Other variables that enter into the etching 
process are the particular environmental conditions that exist 
during the etch, Which should be maintained in a fairly 
precise range. The result of the directional etching process 
are openings having sideWalls that are substantially vertical. 

Referring noW to FIG. IF, the semiconductor structure is 
shoWn after an ONO process and the deposition of a second 
layer of polysilicon. Speci?cally, the ONO layer 26 may be 
formed, by Way of example, by forming a ?rst layer of oxide 
by means of a thermal groWth process, forming a second 
layer of nitride by means of chemical vapor deposition, and 
forming a third layer of oxide by means of chemical vapor 
deposition. By Way of example, but not by Way of limitation, 
this layer 26 may be on the order of 160 angstroms. 

FolloWing the deposition of ONO isolation layer 26, a 
second layer of polysilicon (P2 layer) 28 is deposited in a 
Well-knoWn manner, such as by a CVD process. The P2 
layer 28 may have a thickness on the order of 1200 ang 
stroms. The P2 layer 28 should have a higher doping level 
than the P1 layer 22. This doping to obtain the desired 
conductivity may be accomplished during the layer deposi 
tion phase or after the deposition of the polysilicon layer. 
The P2 layer 22 corresponds to a control gate, and When a 
particular voltage is applied to the P2 layer 22, electrons are 
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either supplied to the P1 layer 22 or removed from the P1 
layer 22. Thus, the P2 layer 22 may be used to program a 
memory cell When the semiconductor device is con?gured 
as a RAM. 

After the P2 layer 28 is formed on the substrate, an 
etching process is performed to provide “holes” through 
Which contacts may be made to loWer layers on the 
substrate, such as the P1 layer 22. For example, the tech 
niques described above With respect to patterning the P1 
layer 22 may be utiliZed to pattern the P2 layer 28 so as to 
form openings to provide contact regions to loWer level 
layers (such as the P1 layer 22). Such a formation of holes 
in the P2 layer 28 is needed When the P1 layer and the P2 
layer 28 are in a same direction (i.e., in a plane going into 
the paper in FIGS. 1A—1H), and is generally not needed 
When the P1 layer 22 and the P2 layer 28 are formed in 
different directions (i.e. direction of P1 layer 22 perpendicu 
lar to P2 layer 28). 

After the P2 layer 28 has been deposited onto the semi 
conductor structure and patterned (and after any doping has 
been applied to that second layer of polysilicon 28), a metal 
silicide layer, for example, WSix (x=2 or 4), is deposited 
onto the semiconductor structure, for example, With silane 
gas. Other types of metals, such as tantalum, palladium, 
molybdenum, may be utiliZed instead of tungsten, as is 
knoWn to those of ordinary skill in the art. As shoWn in FIG. 
1G, the metal silicide layer 33 and the P2 layer 28 are 
patterned via standard lithography techniques to form open 
ings 40 so as to provide contact regions to loWer layers, such 
as to the P2 layer 28, the P1 layer 22, and to the silicon 
substrate itself. During the patterning of the P2 layer 28, 
portions of the ONO isolation layer 26 underneath the 
patterned P2 layer 28 Will also be etched aWay. The pattern 
ing of the P1 layer 22 and the P2 layer 28 is such that there 
are provided openings in the P2 layer 28 to provide a contact 
region to the P1 layer 22, and there are provided openings 
in both the P1 layer 22 and the P2 layer 28 that are coplanar 
so as to provide a contact region to the silicon substrate. 

Thereafter, an interlayer dielectric (ILD) 38 is deposited 
onto the semiconductor structure. After the ILD layer 38 is 
deposited, it is polished to a substantially uniform thickness. 
For example, the ILD layer 38 may be polished to a 
thickness of approximately 1.1 microns. AfterWards, a dry 
plasma etch is utiliZed to pattern the ILD layer 38 so as to 
form openings 50A, 50B and 50C in the ILD layer 38 so as 
to provide contact regions to loWer layers on the semicon 
ductor substrate, as shoWn in FIG. 1H. Such a dry plasma 
etch may involve, for example, using a photoresist and 
placing the semiconductor substrate in a mixed gas envi 
ronment using C4F8 and O2, to thereby etch aWay portions 
of the oxide Where desired. 

For a RAM device, a Word line is provided to the P2 layer, 
via a metal contact. Also, a Word select line is provided to 
the P1 layer, via another metal contact. Both metal contacts 
must be applied to the correct layer on the substrate, 
requiring a fairly accurate etching process to reach the 
appropriate layer on the substrate. For example, When etch 
ing doWn to the P1 layer, it is possible that the etch may go 
too far, thereby etching all the Way through the P1 layer and 
to the semiconductor substrate itself. This “P1 punch 
through” is highly undesirable, and leads to a defective 
device. 

It is preferable to etch to the top surface of the P1 layer, 
to provide a best possible contact point to that layer. 
HoWever, the etching process may be such that the etch is 
made to a middle location in the P1 layer, thereby not 
providing the best possible metal contact point to that layer. 
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4 
Therefore, it is desirable to construct a semiconductor 

device that alloWs for fairly accurate etching to the appro 
priate layer, so as to provide strong and stable metal contact 
points to the P1 layer. 

SUMMARY OF THE INVENTION 

An object of the present invention is to provide a semi 
conductor device that provides for accurate formation of 
metal contact points to a P1 layer. 

The above-mentioned object may be achieved by a semi 
conductor device having a P1 layer formed on a semicon 
ductor substrate. An ONO layer is formed on the P1 layer. 
A P2 layer is formed on the ONO layer, and a metal silicide 
layer is formed on the P2 layer. A layer that is selective to 
the P1 layer is then formed on the metal silicide layer. When 
a metal contact is made to the P1 layer using a particular 
etching process, the particular etching process etches 
through the selective layer, but does not etch into the P1 
layer, thereby providing a good contact to the P1 layer. That 
is, from an etch point of vieW, the selective layer is very 
much different from the P1 layer. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The above-mentioned objects and advantages of the 
invention Will become more fully apparent from the folloW 
ing detailed description When read in conjunction With the 
accompanying draWings, With like reference numerals indi 
cating corresponding parts throughout, and Wherein: 

FIGS. 1A—1H shoW steps involved in the formation of a 
semiconductor substrate according to a conventional pro 

cess; 

FIG. 2 shoWs the structure of a semiconductor substrate 
formed according to a preferred embodiment of the inven 
tion; and 

FIGS. 3A and 3B respectively shoW the semiconductor 
substrate formed according to the invention, after a ?rst 
etching of the ILD layer and a second etching of the 
selective layer. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

The present invention Will be discussed in detail beloW 
With reference to the draWings. 

FIG. 2 shoWs the structure of a semiconductor device 
formed according to a preferred embodiment of the 
invention, prior to any etching of the ILD layer 38 and the 
selective layer 50. While the description is made With 
respect to a RAM cell, it can be equally applied to other 
types of devices, such as logic gates, Which require metal 
contacts to loWer level layers on a semiconductor substrate. 

The apparatus and method according to the invention 
folloWs the steps and structure as given in FIGS. 1A—1H, as 
in the conventional apparatus and method, but With an 
additional step. In the present invention, after the P2 layer 28 
and the WSix layer have been deposited and patterned, a 
selective layer 50 is applied to the substrate. The selective 
layer 50 is a ?lm that is highly selective to the P1 layer 22, 
With respect to a particular etch technique utiliZed. In the 
preferred embodiment, the selective layer 50 is a silicon 
nitride layer, SixNy, and the particular etch technique utiliZed 
is a dry plasma etch using a mixed gas environment With 
CH3F and O2. 

In the present invention, after the ILD layer 38 has been 
deposited onto the semiconductor structure and polished to 
a substantially uniform thickness, portions of the ILD layer 
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38 are etched doWn to a top surface of the selective layer 50. 
The etching of the ILD layer 38 is performed using a 
photo-resist and a dry plasma etch in a mixed gas 
environment, preferably With the gases being C4F8 and O2. 
Such a mixture of gases used in a dry plasma etch is not 
highly selective to the P1 layer 22, and so in the conven 
tional scheme that does not have a selective layer 50, the 
etching of the ILD layer 38 may result in some unWanted 
etching into the P1 layer 22. This may occur if the enviro 
mental conditions during the etch process change, or if some 
other variables change during the etch process 
(concentration of gases used, pressure, etc.). With the use of 
a second etch, Which etches through the selective layer 50 
and stops substantially at the top surface of the P1 layer 22, 
a good contact point can be provided to the P1 layer 22. 

The second etch is preferably a dry plasma etch in a mixed 
gas environment, using CH3F gas and O2 gas, or equivalent. 
Such a mixed gas used in a dry plasma etch is highly 
selective to the P1 layer 22, and thus Will not etch very much 
into that layer, but Will readily etch through the selective 
layer 50. Thus, even if the environmental conditions change 
during the etching to provide the contact points to the P1 
layer 22, this Will not result in a problem, since the contact 
points Will still be substantially provided to the top surface 
of the P1 layer 22, Will very little if any etching into the P1 
layer 22. 

In the preferred embodiment, the selective layer 50 has a 
thickness of approximately 2000 angstroms, and is a silicon 
nitride based layer, SixNy, Where X and y are integers (for 
example, SiNZ). The value of X and y may vary based on the 
mixture and concentration of the CH3F and O2 gases used 
during the etching of the layer 50, and may be adjusted to 
provide the best possible etch selectively betWeen the P1 
layer 22 and the selective layer 50 to suit current environ 
mental conditions during a semiconductor fabrication pro 
cess. 

One of ordinary skill in the art Will recogniZe that other 
types of layers may be utiliZed for the layer 50 in the system 
and method according to the invention, as long a particular 
etch technique is used that is highly selective to the P1 layer 
22 (i.e., does not etch very much into the P1 layer 22), but 
Which Will readily etch through the selective layer 50 to 
provide a good contact point to the P1 layer 22. 

FIG. 3A shoWs the structure of a semiconductor device 
formed according to the invention after a ?rst etch of the 
ILD layer 38, using a dry plasma etch such as one using a 
mixture of gases C4F8 and O2. The etched area in the ILD 
layer 38 is shoWn as a double-hatched region in FIG. 3A. 
FIG. 3B shoWs the structure of the semiconductor device 
formed according to the invention after a second etch of the 
selective layer 50, using a dry plasma etch such as one using 
a mixture of gases C4F8 and O2. The etched area in the 
selective layer 50 is shoWn as a double-hatched region in 
FIG. 3B. 

The P1 and P2 contact regions are formed by providing a 
photo-resist to portions of the ILD layer 38 that are not to be 
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6 
etched. After the second etch is performed, using an etching 
process that is highly resistant to the P1 layer 22, a contact 
point is provided to a point that is on or substantially close 
to the top surface of the P1 layer 22. 

While a preferred embodiment has been described herein, 
modi?cation of the described embodiment may become 
apparent to those of ordinary skill in the art, folloWing the 
teachings of the invention, Without departing from the scope 
of the invention as set forth in the appended claims. For 
example, a particular Wet etch that is selective to the P1 layer 
22 but not to the layer 50 may be utiliZed instead of a dry 
etch, but this Will provide a more isotropic etch (i.e., 
horiZontally as Well as vertically), Which is not a desirable 
feature in the formation of metal contact regions. 

The preferred embodiment of the present invention has 
been described for a semiconductor device that is used in 
RAM chip formation, such as in creating contacts betWeen 
memory cells and Word lines/Word select lines. One of 
ordinary skill in the art Will recogniZe that the present 
invention is also applicable to the formation of contact 
points for semiconductor devices suitable for other uses 
besides memories, such as for creation of logic devices, such 
as gates, ?ip-?ops, multiplexers, etc. 
What is claimed is: 
1. An integrated circuit disposed on a semiconductor 

substrate, comprising: 
a ?rst polysilicon layer disposed on a top surface of the 

substrate, the ?rst polysilicon layer having openings to 
provide contact points to the substrate; 

an ONO layer disposed on the ?rst polysilicon layer, the 
ONO layer providing isolation for the ?rst polysilicon 
layer; 

a second polysilicon layer disposed on the ONO layer, the 
second polysilicon layer having openings to provide 
contact points to the ?rst polysilicon layer and to the 
substrate; 

a selective layer disposed on the second polysilicon layer, 
the selective layer being a silicon nitride layer; and 

an interlayer dielectric disposed on the selective layer. 
2. The apparatus according to claim 1, Wherein the 

selective layer is approximately 2000 angstroms in thick 
ness. 

3. The apparatus according to claim 1, Wherein the 
interlayer dielectric has at least one substantially vertical 
channel region formed therein due to an etching of the 
interlayer dielectric using a ?rst etch technique, and 

Wherein the selective layer has at least one substantially 
vertical channel region formed therein due to an etch 
ing of the selective layer using a second etch technique 
that is highly selective to the ?rst polysilicon layer. 

4. The apparatus according to claim 1, Wherein the 
selective layer is a silicon nitride layer, SixNy, Where x and 
y are integers. 


