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[57] ABSTRACT 

[21] Appl' NO‘: 09/090’790 A high pressure coupling includes a tubular piston having a 
[22] Filed; Jun_ 4, 1998 longitudinal axis and ?rst and second opposite ends, With the 

7 tubular piston being moveable between a disengaged posi 
[51] Int. Cl. ..................................................... .. F16J 15/00 tion and a pressurized position A Coupling mechanism 
[52] US. Cl. ............................................. .. 285/86; 285/316 Surrounds the ?rst end of the tubular piston, With the 
[58] Field of Search ................................... .. 285/316, 322, Coupling mechanism including an un_coupled Con?guration 

285/315> 86; 137/61403; 251/1493 and a coupled con?guration. A sleeve is engaged With the 
_ coupling mechanism for controlling operation of the cou 

[56] References Clted pling mechanism. The sleeve is moveable between a ?rst 
U_S_ PATENT DOCUMENTS position at Which the coupling mechanism is in the 

un-coupled con?guration and a second position at Which the 
3,039,794 6/1962 De Cenzo ........................... .. 285/86 X Coupling mechanism is in the Coupled Con?guration A 
3,442,541 5/1969 detent mechanism is provided Which is actuatable by the 
3,964,771 6/1976 Baudouin .............................. .. 285/315 - . . . 

4,086,939 5/1978 Wilcox et a1. ................... .. 137/614.03 tubular plston' The detent mechtmsm 1S engageable Wlth the 
5 209 528 5/1993 Weh et at‘ _ sleeve at the disengaged position of the tubular piston to 
5,575,510 11/1996 Weh et aL _ hold the sleeve at the ?rst position and the detent mechanism 
5,706,967 1/1998 Weh et a1_ _ is engageable With the sleeve at the pressurized position of 

the tubular piston to hold the sleeve at the second position. 
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HIGH PRESSURE COUPLING 

FIELD OF THE INVENTION 

The present invention relates generally to couplings for 
use With pressurized ?uid systems. More particularly, the 
present invention relates to high pressure couplings for 
providing quick connections With high pressure ?uid lines. 

BACKGROUND OF THE INVENTION 

Quality control systems provide a signi?cant demand for 
quick connect couplings. In this regard, quick connect 
couplings are often used to facilitate testing manufactured 
products for leaks and/or for ?lling containers. In use, the 
couplings provide a quick connection to test pieces such as 
products that hold a ?uid or products designed to Work under 
pressure or vacuum. Once the connection is made, a test 
?uid is communicated through the coupling to the test piece 
to determine if the test piece has any leaks. In order to 
maximize production efficiency, it is important that the 
couplings provide fast and reliable seals to prevent ?uid 
leakage from the coupling. 

The couplings are often utiliZed in connection With high 
pressure ?uids, and therefore safety is a factor that must be 
considered. Couplings have been designed so that they do 
not come off While under pressure, thereby increasing safety 
for individuals as Well as providing protection for surround 
ing equipment. 

There is a continuing need, hoWever, for improved high 
pressure couplings that provide increased safety. 

SUMMARY OF THE INVENTION 

The present invention provides an improved high pressure 
coupling providing a quick, ?uid tight connection to a ?uid 
line. The high pressure coupling is designed to handle high 
pressures and is provided With a mechanism to prevent the 
coupling from coming off under pressure, thereby enhancing 
the safety of the coupling. 

In one embodiment of the high pressure coupling in 
accordance With the invention, the coupling includes a 
tubular piston having a longitudinal axis and ?rst and second 
opposite ends, With the tubular piston being moveable 
betWeen a disengaged position and a pressuriZed position. A 
coupling mechanism surrounds the ?rst end of the tubular 
piston, With the coupling mechanism including an 
uncoupled con?guration and a coupled con?guration. A 
sleeve is engaged With the coupling mechanism for control 
ling operation of the coupling mechanism. The sleeve is 
moveable betWeen a ?rst position at Which the coupling 
mechanism is in the uncoupled con?guration and a second 
position at Which the coupling mechanism is in the coupled 
con?guration. A detent mechanism is provided Which is 
actuatable by the tubular piston. The detent mechanism is 
engageable With the sleeve at the disengaged position of the 
tubular piston to hold the sleeve at the ?rst position and the 
detent mechanism is engageable With the sleeve at the 
pressuriZed position of the tubular piston to hold the sleeve 
at the second position. 

Since the sleeve is held at the ?rst position by the coupling 
mechanism, a more reliable connection of the coupling With 
a ?uid line is achieved since the coupling mechanism cannot 
engage With the ?uid line until the detent mechanism 
releases the sleeve from the ?rst position. Further, by 
holding the sleeve at the second position When the tubular 
piston is actuated to the pressuriZed position by high pres 
sure ?uid, the coupling is prevented from being discon 
nected While under pressure. 
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2 
In accordance With another embodiment of the high 

pressure coupling of the invention, the coupling includes a 
tubular piston having a longitudinal axis and ?rst and second 
opposite ends, With the tubular piston being moveable 
betWeen a disengaged position and a pressuriZed position. A 
coupling mechanism surrounds the ?rst end of the tubular 
piston, With the coupling mechanism including an 
uncoupled con?guration and a coupled con?guration. A 
sleeve is engaged With the coupling mechanism for control 
ling operation of the coupling mechanism. The sleeve is 
moveable betWeen a ?rst position at Which the coupling 
mechanism is in the uncoupled con?guration and a second 
position at Which the coupling mechanism is in the coupled 
con?guration. A sleeve locking mechanism is actuatable by 
the tubular piston, and the sleeve locking mechanism is 
engageable With the sleeve at the pressuriZed position of the 
tubular piston to hold the sleeve at the second position. The 
?rst end of the tubular piston includes a pressure surface 
Which faces toWards the ?uid line such that the movement of 
tubular piston from the disengaged position to the pressur 
iZed position occurs in a direction aWay from the ?uid line 
When the pressure surface is acted upon by a pressuriZed 
?uid. 

Avariety of additional advantages of the invention Will be 
set forth in part in the description Which folloWs, and in part 
Will be obvious from the description, or may be learned by 
practice of the invention. The advantages of the invention 
Will be realiZed and attained by means of the elements and 
combinations particularly pointed out in the claims. It is to 
be understood that both the foregoing general description 
and the folloWing detailed description are exemplary and 
explanatory only and are not restrictive of the invention as 
claimed. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a longitudinal cross-sectional vieW of a high 
pressure coupling in accordance With the present invention. 

FIG. 2 is a longitudinal cross-sectional vieW of the upper 
portion of the high pressure coupling of FIG. 1, in a fully 
open, disengaged position. 

FIG. 3 is a vieW similar to FIG. 2, With the coupling in a 
connected position and not pressuriZed. 

FIG. 4 is a vieW similar to FIG. 3, but With the coupling 
pressuriZed. 

FIG. 5 is a detailed vieW of the portion Within circle 5 of 
FIG. 4. 

FIG. 6 illustrates another embodiment of the high pres 
sure coupling. 

FIG. 7 illustrates yet another embodiment of the high 
pressure coupling. 

FIGS. 8A, 8B and 8C illustrate a handle operated high 
pressure coupling. 

FIGS. 9A, 9B and 9C illustrate a pneumatic operated high 
pressure coupling. 

FIGS. 10A and 10B illustrate yet another embodiment of 
the high pressure coupling, utiliZing a ball detent coupling 
assembly. 

FIG. 11 illustrates an embodiment of the high pressure 
coupling shoWn in FIGS. 10A and 10B, Where the body 
member and the detent coupling assembly are detachably 
connected. 

FIG. 12 illustrates another embodiment of the high pres 
sure coupling of FIG. 10. 

FIG. 13 illustrates another embodiment of the high pres 
sure coupling of FIG. 11. 
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DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT(S) 

One embodiment of a high pressure coupling 10 in 
accordance With the present invention is shoWn in FIGS. 
1—5, Where it can be seen that the coupling 10 includes a 
tubular piston 12, a piston guide 14, a body member 16, a 
split collet assembly 18, and a generally holloW, exterior 
sleeve 20, each of Which is generally cylindrical in shape. 

The tubular piston 12 is generally elongated and is 
moveable in a direction along its longitudinal axis betWeen 
a disengaged position, shoWn in FIG. 2, and a pressuriZed 
position, shoWn in FIG. 4. The piston 12 includes an end 22 
that is slideably disposed Within the piston guide 14, an 
opposite end 24 that extends beyond the end of the sleeve 20, 
and a central portion 26 betWeen the tWo ends 22,24. The 
tubular piston further includes a central ?uid passageWay 28 
to alloW passage of high pressure ?uid therethrough. A 
circumferential groove 30 is formed in the exterior surface 
of the piston 12 adjacent the end 22 thereof, and an o-ring 
seal 32 is disposed Within the groove 30 to prevent ?uid 
leakage betWeen the exterior of the piston 12 and the interior 
surface of the piston guide 14. A back-up ring 34 disposed 
Within the groove 30 prevents the o-ring seal 32 from 
extruding. 
As is seen in detail in FIG. 5, the circumferential groove 

30 is sloped doWnWard from left to right such that as the 
piston 12 moves to the left, relative to the piston guide 14, 
the squeeZe on the o-ring 32 becomes less, thereby decreas 
ing the friction force acting on the piston 12 to alloW the 
piston to more easily move to the left relative to the piston 
guide 14 due to less friction force acting on the piston. The 
groove 30 need not be sloped hoWever, but could instead be 
of constant diameter. 

The end 22 of the piston 12 includes a pressure surface 36, 
as shoWn in FIGS. 1—5, Which is acted upon by high pressure 
?uid during use of the coupling 10 to thereby force the 
piston to the left, for a purpose Which Will be described 
beloW. 
As mentioned previously, the piston guide 14 surrounds 

the end 22 of the piston 12 and is slideable relative thereto. 
The piston guide 14 includes an extension portion 38 that 
extends beyond the end 22 of the piston and Which faces the 
pressure surface 36. A central passageWay 40 is formed 
through the extension portion 38 to alloW ?uid ?oW through 
the piston guide 14 and into the passageWay 28 of the piston. 
A main seal 42 is disposed at the front end of the extension 
portion 38 for sealing engagement With an end surface of a 
?uid line 44. The main seal 42, Which can be an o-ring or 
other similar type of seal, provides a ?uid tight connection 
betWeen the coupling 10 and the ?uid line 44, to prevent 
?uid leakage from the coupling. The main seal 42 can be 
retained on the extension portion 38 in any suitable manner, 
such as by a retainer 46 disposed around the outer perimeter 
of the main seal 42. 

The piston guide 14 is further provided With a circum 
ferential groove 48 in the outer surface thereof, and a collet 
engaging member 50 is disposed Within the groove 48 to 
hold the split collet assembly 18 open. The collet engaging 
member 50, as shoWn in the ?gures, is an o-ring, but it can 
also be a Washer, sleeve and the like. The groove 48 is 
oversiZed relative to the siZe of the collet engaging member 
50 such that the member is able to move back and forth 
Within the groove. The operation of the member 50 and its 
movements Within the groove 48 Will be more fully 
described later in the description. 

The body member 16 is also generally tubular, and 
includes a ?rst, small diameter portion 52 closely surround 
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4 
ing the outer surface of the piston 12 at the central portion 
26 thereof, and a second, large diameter stepped portion 54 
spaced from the outer surface of the piston. Aresilient o-ring 
56 is provided betWeen the body member 16 and the piston 
12 thereby forming a cushion therebetWeen to absorb shocks 
as the piston is actuated by high pressure ?uid to the 
pressuriZed position. The outer surface of the piston 12 
includes a shoulder 58 extending radially therefrom, and a 
coil spring 60 is engaged betWeen the large diameter stepped 
portion 54 and the shoulder 58 in order to bias the piston 12 
toWard the right in FIG. 1. Afurther coil spring 62 is engaged 
betWeen the front end of the stepped portion 54 and the 
piston guide 14 in order to bias the piston guide toWard the 
right in FIG. 1. Each of the springs 60,62 is disposed out of 
the ?uid ?oW path, and sealed from the Working ?uid by the 
seal 32, such that the springs 60,62 are not Wetted by the 
Working ?uid. This permits a smoother ?uid ?oW through 
the coupling 10, as Well as preventing contamination build 
up by the springs. 

The split collet assembly 18 is connected to the stepped 
portion 54 of the body member 16 and surrounds the piston 
guide 14 for coupling the ?uid line 44 to the coupling 10. 
The split collet assembly 18 includes a plurality of indi 
vidual collet segments arranged in a circumferential manner 
around the piston guide 14 and disposed for clamping 
engagement With the ?uid line 44. The split collet assembly 
18 is connected to the stepped portion 54 in a manner 
alloWing pivoting movement of the collet segments, 
Whereby a distal end portion 64 of the split collet assembly 
is expandable and contractable betWeen an un-coupled posi 
tion and a coupled position, respectively, as is evident from 
FIGS. 2 and 3. An elastic retainer 66, such as an o-ring or 
garter spring, is secured to the end of the split collet 
assembly opposite the distal end portion 64 in order to bias 
the distal end portion of the split collet assembly to the 
expanded position. 
As is shoWn in FIGS. 2—4, the distal end portion 64 of the 

split collet assembly is adapted to grip onto the exterior 
surface of the ?uid line 44 in order to securely connect the 
coupling 10 and the ?uid line. In order to aid in the gripping 
effect, the interior surfaces of the individual collet segments 
can be provided With threads at the distal end Which mate 
With threads formed on the outer surface of the ?uid line 44, 
as is illustrated in the embodiment of FIG. 6, to enhance the 
connection betWeen the coupling and the ?uid line. In place 
of mating threads on the collet segments and the ?uid line, 
the collet segments could be formed With shoulders arranged 
to grip behind a shoulder de?ned on the ?uid line to provide 
the connection therebetWeen. 
The sleeve 20 surrounds the piston 12, the piston guide 

14, the body member 16 and the split collet assembly 18, and 
is slideable relative to the split collet assembly in order to 
actuate the distal end portion 64 to the contracted position, 
as Well as to alloW expansion of the distal end portion by the 
elastic retainer 66. As can be seen in FIGS. 1—4, the front 
portion of the sleeve 20 is slideably disposed on the exterior 
surface of the split collet assembly adjacent to the distal end 
portion 64, and the outer surface of the distal end portion 64 
de?nes an enlarged diameter portion 68 and a ramped 
surface 70 leading to the enlarged diameter portion 68. As 
the sleeve 20 slides to the right relative to the split collet 
assembly 18, the inner surface of the sleeve slides up the 
ramped surface 70 and onto the enlarged diameter portion 
68, thereby forcing the distal end portion 64 to the con 
tracted position and into clamping engagement With the ?uid 
line 44. By moving the sleeve 20 to the left and doWn the 
ramped surface 70, the distal end portion 64 is alloWed to 
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expand, due to the expansion force of the elastic retainer 66, 
to permit disconnection or connection of the coupling and 
the ?uid line. 

Pins or other protuberances 72 are connected to the sleeve 
20 and extend doWn into engagement With the split collet 
assembly 18 in a manner to cause integral rotational move 
ment of both the sleeve and the split collet assembly When 
the sleeve is rotated, While permitting the sleeve to slide 
back and forth relative to the split collet assembly. The pins 
72 are used to rotate the split collet assembly 18 and thereby 
tighten up the coupling 10 onto the ?uid line 44 due to the 
threaded engagement therebetWeen. The pins 72, hoWever, 
are not required, but they can be bene?cial if the coupling 10 
leaks and needs to be tightened. 
A detent mechanism 74 is provided to hold the sleeve 20 

at a ?rst position, shoWn in FIG. 2, at Which the distal end 
portion of the split collet assembly is expanded, and to lock 
the sleeve 20 at a second position, shoWn in FIG. 4, at Which 
the distal end portion is contracted. The detent mechanism 
74 preferably includes a circumferential groove 76 formed 
in the outer surface of the piston 12 at the central portion 
thereof, and detent balls 78 disposed Within respective holes 
80 in the small diameter portion 52 of the body member 16. 
The groove 76 includes a ramped end surface 82 for forcing 
the detent balls 78 from the groove 76 as Will be described 
beloW. Although the coupling is illustrated and described as 
using a plurality of detent balls, a single detent ball could be 
used if desired. In addition, While the detent mechanism 74 
is illustrated as being a ball detent mechanism, other detent 
mechanisms could be used, such as a detent mechanism 
utiliZing one or more detent pins. 

The detent mechanism 74 engages With the sleeve 20 to 
hold the split collet assembly open When the coupling is not 
under pressure, and to lock the sleeve 20 in position to 
prevent disconnection of the coupling 10 While under pres 
sure. The sleeve 20 includes a radially inWard projecting 
detent shoulder 84 Which surrounds the small diameter 
portion 52 of the body member 16 and is slideable relative 
thereto. Asnap ring 86 disposed around the end of the small 
diameter portion 52 of the body member 16 engages the 
detent shoulder 84 to retain the sleeve 20 on the body 
member. 

As can be seen in FIG. 2, When the sleeve 20 is pulled all 
the Way to the left and the piston 12 is at the disengaged 
position, the detent balls 78 are disposed on the outer surface 
of the piston, out of the groove 76, such that the shoulder 84 
is disposed betWeen the detent balls 78 and the snap ring 86. 
Thus, movement of the sleeve 20 to the right in order to 
contract the distal end of the collet assembly 18 is prevented 
until the piston 12 is moved to the left to alloW the detent 
balls 78 to drop into the groove 76. HoWever, as is shoWn in 
FIG. 4, the detent balls 78 are forced out of the groove 76 
When the piston moves further to the left, to the pressuriZed 
position, and onto the outer surface of the piston in front of 
the groove such that the detent balls 78 are disposed behind 
the shoulder 84. Thus, movement of the sleeve 20 to the left 
to alloW disconnection is prevented until the pressure is 
released and the spring 60 can bias the piston 12 back to the 
position shoWn in FIG. 3. 

The operation of the coupling 10 Will noW be described 
With reference to FIGS. 2—4. FIG. 2 illustrates the coupling 
in a fully open, disengaged position to alloW connection of 
the ?uid line 44 thereWith. The ?uid line 44 Will be described 
herein as being stationary or ?xed, With the coupling 10 
being forced onto the end of the ?uid line. In the position 
shoWn in FIG. 1, the piston 12 and the piston guide 14 are 
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6 
biased to the right by the springs 60 and 62, respectively, and 
the distal end portion 64 extends beyond the front of the 
sleeve 20 and is expanded by the elastic retainer 66. Further, 
the detent shoulder 84 of the sleeve 20 is disposed adjacent 
the snap ring 86, and the detent balls 78 are disposed out of 
the groove 76 on one side of the detent shoulder 84 such that 
the sleeve is held in this position and cannot move to the 
right. 
As the coupling 10 is pushed onto the ?uid line, the piston 

12 and the piston guide 14 are forced back into the coupling 
against the bias of the springs 60,62, until the detent balls 78 
drop into the groove 76. Once the balls 78 are in the groove, 
the sleeve 20 is then alloWed to move to the right so as to 
ride up onto the enlarged diameter portion 68 to thereby 
contract the collet assembly into gripping contact With the 
?uid line 44, as shoWn in FIG. 3. 

As the piston guide 14 is forced to the left into the 
coupling, the collet engaging member 50 slides forWard in 
the groove 48 thereby holding the distal end portion 64 of 
the split collet assembly 18 open for a suf?cient time to 
alloW the coupling to be fully inserted onto the ?uid line 
prior to the distal end portion clamping into engagement 
With the ?uid line. This construction also enables the seal 42 
to move With the ?uid line 44, due to the biasing force of the 
spring 62 acting on the piston guide 14, if the ?uid line Were 
to move outWard or to the right. Such an outWard movement 
of the ?uid line 44 is possible due to the threads formed on 
the interior surface of the collet assembly and the exterior 
surface of the ?uid line. When trying to grip into a helix (or 
threads) With a helix, it is possible for the ?uid line to move 
either in or out the distance of about half a thread, due to 
interference betWeen the threads. This movement due to the 
interference needs to be accounted for in order for the 
coupling 10 to Work reliably. HoWever, When the collet and 
?uid line are not threaded, but instead rely upon mating 
shoulders or the like for connection, the collet engaging 
member 50 can be eliminated. 

Thus, as the sleeve 20 is being pushed to the right, it starts 
to contract the distal end portion of the split collet assembly, 
Which pushes the member 50 forWard in the groove 48. After 
the piston guide 14 is pushed in far enough for the split collet 
assembly to fully contract, the member 50 is toWards the 
front of the groove. If the ?uid line Were to move outWard 
half of a thread, then the piston guide 14 Would folloW such 
movement because the member 50 has room to slide back in 
the groove 48. 

In the position shoWn in FIG. 3, the coupling 10 is 
connected to the ?uid line 44 With no pressuriZed ?uid 
?oWing through coupling, With the seal 42 engaging the 
front face of the ?uid line to provide a ?uid tight connection. 
If the connection is not suf?ciently tight or if leaks occur 
once pressuriZed ?uid ?oWs, the sleeve 20 can be rotated, 
Which rotates the split collet assembly 18 due to the pins 72, 
thereby tightening the coupling onto the ?uid line due to the 
threads therebetWeen. 

Once the coupling is connected to the ?uid line as shoWn 
in FIG. 3, pressuriZed ?uid can then be introduced. The 
coupling 10 has been designed to be used With higher 
pressures, and therefore the coupling is provided With safety 
features to prevent it from being disconnected While under 
pressure. When pressuriZed ?uid is introduced, the ?uid 
engages the pressure surface 36 of the piston 12, thereby 
forcing the piston to the left from the shoWn in FIG. 3 to the 
pressuriZed position shoWn in FIG. 4. As the piston 12 is 
forced to the pressuriZed position, the ramped end surface 82 
forces the detent balls 78 radially from the groove 76 and to 
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a position directly behind the detent shoulder 84 of the 
sleeve 20, With the detent balls 78 eventually resting upon 
the outer surface of the piston 12 so that they are retained 
behind the detent shoulder. As long as the coupling is under 
pressure, the detent balls 78 are retained behind the detent 
shoulder 84, and the sleeve 20 cannot be pulled backward, 
or to the left, thereby preventing disconnection of the 
coupling. To disconnect the coupling, the pressure must be 
released, Which alloWs the piston 12 to be forced to the 
position shoWn in FIG. 3 by the spring 60, With the detent 
balls dropping into the groove and permitting the sleeve to 
be pulled backWard, thus releasing the connection. 

The sloped groove 30 facilitates relative movements of 
the piston and piston guide by reducing the squeeZe on the 
o-ring 32 and thereby reducing the friction on the piston and 
piston guide. The pressuriZed ?uid hoWever Will contact the 
o-ring and push the o-ring to the left up the ramp to increase 
the squeeZe on the o-ring as the pressure increases. 

The embodiment of FIGS. 1—5 has been described as 
having a main seal 42 that engages a front face of the ?uid 
line 44 to provide a seal betWeen the coupling and the ?uid 
line. HoWever other main seal con?gurations are possible. 
FIG. 6 illustrates an alternate embodiment of the coupling in 
Which elements corresponding to those in FIGS. 1—5 are 
referenced by the same reference numeral With a prime 
designation. The coupling is designed for sealing engage 
ment With an interior surface of a ?uid line 44‘. The 
extension portion 38‘ of the piston guide 14‘ includes a 
forWard projection 88 Which is siZed to extend into the end 
of the ?uid line 44‘. The projection 88 is formed by an 
integral extension of the extension portion 38‘. The main seal 
42‘, Which can be an o-ring, a Washer shaped seal, and the 
like, is disposed around an end of the forWard projection 88 
and engages With an interior surface 90 of the ?uid line to 
provide a sealed connection betWeen the coupling and the 
?uid line. Since the main seal 42‘ contacts an interior surface 
of the ?uid line, the retainer 46 used With the embodiment 
of FIGS. 1—4 is not required. The coupling is otherWise 
similar to the coupling of FIGS. 1—5. Other embodiments 
could seal externally on the ?uid line. 

FIG. 7 illustrates an embodiment that is similar to the 
embodiment of FIGS. 1—5, except that the coupling is 
designed With a modular sleeve 20‘ to expand the range of 
uses of the coupling. The modular sleeve 20‘ is formed by a 
tubular main sleeve portion 92 Which extends over the split 
collet assembly 18 for actuating the distal end portion 64 
thereof to the contracted position. The main sleeve portion 
92 includes a radially inWard extending shoulder 94 adjacent 
the rear end thereof, and a ring portion 96 is slid into the 
interior of the main sleeve portion 92 and abuts against the 
shoulder 94. The ring portion 96 de?nes the detent shoulder 
84‘ for the modular sleeve 20‘. A ?ange 98 extends rear 
Wardly from the ring portion 96 and is radially spaced the 
interior surface of the main sleeve portion 92 to de?ne a gap 
therebetWeen, and a locking ring 100 is secured in the gap 
to lock the ring portion 96 against the shoulder 94 of the 
main sleeve portion 92. Preferably, the locking ring 100 is 
secured Within the gap by screW threads 102 formed on the 
interior surface of the main sleeve portion 92 and on the 
exterior surface of the locking ring 100. Thus, by simply 
unscreWing the locking ring 100, the ring portion 96 can be 
removed, alloWing the main sleeve portion 92 to be With 
draWn from the coupling. The structure and operation of the 
coupling is otherWise similar to the coupling of the ?rst 
embodiment. 
As Will be explained With regard to FIGS. 8A—C and 

9A—C, the modular sleeve 20‘ alloWs the coupling to be 
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8 
modi?ed in a manner that permits the coupling to be 
operated by various mechanical actuating devices, With the 
sleeve 20‘ being stationary instead of moveable as in the 
embodiments of FIGS. 1—7. 

FIGS. 8A—C illustrate a handle operated coupling, in 
Which a handle 104 is squeeZed to open the distal end 
portion 64 of the split collet assembly 18 to permit connec 
tion or disconnection of the ?uid line 44, and When the 
handle 104 is released the split collet assembly is contracted 
to achieve connection. The modular sleeve 20‘ includes the 
main sleeve portion 92 and the ring portion 96, as in the 
embodiment of FIG. 7, hoWever the locking ring 100 is 
removed, and a front sleeve 106 of a stationary housing 108 
is instead threaded into the end of the main sleeve portion to 
retain the ring portion 96 in place. 
The front sleeve 106 is spaced outWardly from the ?ange 

98 of the ring portion 96, and a coil spring 110 is disposed 
Within the gap therebetWeen. The spring 110 is engaged 
against the ring portion 96 at one end, and engages at its 
opposite end against a Washer 112 that is secured adjacent to 
the end of the body member 16 by a retaining ring 114. The 
coil spring 110 thus biases the internal components of the 
coupling to the left in FIG. 8A, tending to WithdraW the 
internal components into the main sleeve portion 92 and 
force the split collet assembly to the contracted position. 
A further Washer 116 engages against the end of the body 

member 16, and an actuating pin 118 slideably extends 
through the housing 108 and into engagement With the 
Washer 116. The opposite end of the actuating pin 118 is 
engaged against the handle 104 Which is pivotally connected 
to the housing 108 for pivoting movement betWeen the 
positions shoWn in FIGS. 8A and 8B. 

Operation of the coupling of FIGS. 8A—C is as folloWs. 
When the handle 104 is squeezed, if forces the actuating pin 
118 to the right, Which pushes against the Washer 116 and 
causes the body member 16, piston 12, piston guide 14, and 
split collet assembly 18 to move to the right until the distal 
end portion 64 extends past the main sleeve portion 92, 
thereby expanding the distal end portion, as is shoWn in FIG. 
8A. After pushing the coupling onto the ?uid line 44, the 
handle 104 is released, and the spring 110 forces the internal 
components to the left back into the main sleeve portion 92, 
thereby contracting the split collet assembly 18 to engage 
the ?uid line, as shoWn in FIG. 8B. FIG. 8C illustrates the 
coupling under pressure, With pressuriZed ?uid acting 
against the pressure surface 36 to force the piston 12 to the 
left so that the detent balls 78 are disposed behind the detent 
shoulder 84‘ thereby locking the body member 16 to the 
main sleeve portion 92 and preventing disconnection of the 
coupling until the pressure is released. It is to be realiZed that 
the sleeve 20‘ in this embodiment is connected to the 
housing 108 and is therefore stationary, and that the handle 
104 and spring 110 cause movement of the internal com 
ponents of the coupling relative to the sleeve 20‘ to expand 
and contract the split collet assembly. 

FIGS. 9A—C illustrate yet another alternate embodiment, 
in Which the modular sleeve is modi?ed to form a pneumatic 
operated coupling. Similar to the handle operated coupling, 
a front sleeve 106‘ of a stationary pneumatic housing 108‘ is 
threaded into the end of the main sleeve portion 92 to retain 
the ring portion 96 in place. The Washer 112 is secured 
adjacent to the end of the body portion 16 by the retaining 
ring 114, and the spring 110 is engaged betWeen the Washer 
112 and the ring portion 96. 
The stationary pneumatic housing 108‘ de?nes a cylinder 

120 and a piston 122 is disposed Within the cylinder 120 and 
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engages against the end of the body member 16. A?uid port 
124 communicates With the cylinder 120 to allow the 
introduction or discharge of pressurized ?uid, such as air, to 
the cylinder to control the position of the piston 122. 
Although the coupling is described herein as being pneu 
matically operated, the coupling could also be hydraulically 
operated if desired. 
As illustrated in FIG. 9A, upon the introduction of pres 

suriZed ?uid to the cylinder 120, the piston 122 is forced to 
the right Which pushes the body member 16 and the other 
internal components of the coupling to the right until the 
distal end portion 64 of the split collet assembly 18 is 
expanded, to permit connection With the ?uid line 44. After 
pushing the coupling onto the ?uid line, the pressuriZed ?uid 
is released from the cylinder 120, thereby alloWing the 
spring 110 to bias the body member 16 and the other internal 
components, as Well as the piston 122, to the left, thereby 
contracting the split collet assembly and completing the 
connection, as shoWn in FIG. 9B. When pressuriZed ?uid is 
introduced through the ?uid line 44, the piston 12 is forced 
further to the left by the pressuriZed ?uid acting on the 
pressure surface 36, to lock the body member to the sleeve 
20‘, thereby preventing disconnection until the pressure is 
released. Again, like the embodiment of FIGS. 8A—C, the 
sleeve 20‘ is stationary, and the internal components are 
moveable relative to the sleeve 20‘ during the connection 
With the ?uid line. 

FIGS. 10A and 10B illustrate an embodiment in Which the 
split collet assembly 18 is eliminated. The high pressure 
coupling of this embodiment instead utiliZes a ball detent 
coupling assembly 150 to couple the high pressure coupling 
and a ?uid line 152. The ball detent coupling assembly 150 
includes a tubular extension portion 154 formed integrally 
With the body member 16 and extending forWardly there 
from betWeen the sleeve 20 and the piston guide 14. Adetent 
ball 156 is disposed Within a hole 158 formed adjacent the 
end of the tubular extension 154 and is radially moveable 
therein. Although a single detent ball 156 and hole 158 are 
shoWn, it should be realiZed that the tubular extension 154 
could includes a plurality of circumferentially spaced detent 
balls 156 and holes 158. In addition, a pin detent coupling 
assembly could be used in place of the ball detent coupling 
assembly if desired. 

The ?uid line 152 is formed With a circumferential detent 
groove 160 formed in the exterior surface thereof, adjacent 
its end. The groove 160 is siZed to receive the detent ball 156 
therein, so as to couple or secure the ?uid line 152 to the 
high pressure coupling, as shoWn in FIG. 10B. The detent 
ball 156 is forced radially doWnWard into the groove by the 
sleeve 20, Which is slideably disposed on the outer surface 
of the tubular extension 154. The sleeve 20 includes a large 
radius portion 162 at its end Which alloWs the detent ball 156 
to move radially outWard When the coupling is initially 
pushed onto the ?uid line 152, as is shoWn in FIG. 10A. An 
angled actuating surface 164 leads from the large radius 
portion 162 to a smaller diameter portion 166 of the interior 
surface of the sleeve 20 that is disposed on the outer surface 
of the tubular extension 154. Asnap ring 168, secured to the 
interior circumference of the tubular extension 154, limits 
movement of the piston guide 14 to the right, thereby 
preventing the piston guide 14 from being removed through 
the end of the coupling until the snap ring 168 is removed. 
Further, a groove 169 is de?ned in the forWard face of the 
piston guide 14 and receives the main seal 42 therein, to 
thereby retain the main seal 42. 

FIG. 10A illustrates the coupling in an open, unlocked 
condition With the ball detent coupling assembly 150 being 
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10 
in an uncoupled con?guration and the ?uid line 152 dis 
posed in the end of the coupling. As noted in FIG. 10A, the 
detent ball 78 is positioned to hold the sleeve 20 at its 
disengaged position, like in the embodiment of FIG. 2. As 
the coupling is pushed further onto the ?uid line 152, the 
piston guide 14 and tubular piston 12 are forced back into 
the coupling, so that the detent ball 78 drops into the groove 
76. Once the ball 78 drops into the groove 78, the sleeve 20 
is alloWed to move to the right so that the actuating surface 
164 forces the detent ball 156 into the groove 160 so that the 
coupling assembly 150 is in a coupled con?guration, thereby 
coupling the ?uid line 152 and the high pressure coupling. 
The small diameter portion 166 of the tubular extension 154 
Will noW be disposed over the detent ball 156, thereby 
maintaining the detent ball Within the groove 160. Upon the 
introduction of pressuriZed ?uid, the tubular piston 12 is 
forced back to its pressuriZed position, Which forces the 
detent ball 78 radially outWard, behind the shoulder 84 as 
shoWn in FIG. 10B, so that the coupling cannot be discon 
nected under pressure. Thus, this embodiment functions like 
the previous embodiment shoWn in FIGS. 1—4. 
As is evident from FIGS. 10A, 10B, since the ball detent 

coupling assembly 150 does not radially expand and 
contract, and therefore does not need to be held open, the 
collet engaging member 50 and elastic retainer 66 can be 
eliminated and the body member 16 and coupling assembly 
150 can be made in one-piece, thereby simplifying the 
coupling. 

FIG. 11 illustrates an embodiment similar to FIGS. 10A, 
10B, but instead of being an integral one-piece construction, 
the body member 16 and the tubular extension 154 are 
detachably secured to each other by engaging threads 170 
formed on the body member and the tubular extension. 
Further, the tubular extension 154 is formed With an 
inWardly extending shoulder 172 on the interior surface 
thereof Which engages With the piston guide member 14 to 
limit movement of the piston guide 14 to the right, thereby 
preventing the piston guide 14 from being removed through 
the end of the coupling until the tubular extension 154 is 
detached from the body member 16. 
With reference noW to FIG. 12, an embodiment similar to 

FIGS. 10A and 10B is shoWn, hoWever the shoulder 84 on 
the sleeve 20 is enlarged and the groove 76 in the tubular 
piston 12 is located so that When the high pressure coupling 
is at the open, disengaged position, the detent ball 78 is 
positioned in the groove 76, underneath the shoulder 84. 
Thus, the detent ball 78 does not hold the sleeve 20 at the 
disengaged position, but instead serves to lock the sleeve at 
the engaged position only, so that the coupling cannot be 
disconnected under pressure. 

FIG. 13 illustrates an embodiment similar to FIG. 11, but 
utiliZing the detent ball 78 and shoulder 84 arrangement 
shoWn in FIG. 12. 

It is to be understood that While certain embodiments of 
the present invention have been illustrated and described, 
the invention is not limited to the speci?c forms or arrange 
ments of the parts described and shoWn. 
We claim: 
1. Ahigh pressure coupling for coupling With a ?uid line, 

comprising: 
a tubular piston having a longitudinal axis and ?rst and 

second opposite ends, said tubular piston being move 
able betWeen a disengaged position and a pressuriZed 
position; 

a coupling mechanism surrounding the ?rst end of the 
tubular piston, said coupling mechanism having an 
un-coupled con?guration and a coupled con?guration; 
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a sleeve engaged With said coupling mechanism control 
ling operation of said coupling mechanism, said sleeve 
being moveable betWeen a ?rst position at Which the 
coupling mechanism is in the un-coupled con?guration 
and a second position at Which the coupling mechanism 
is in the coupled con?guration; 

a detent mechanism actuatable by said tubular piston, said 
detent mechanism being engageable With said sleeve at 
the disengaged position of said tubular piston to hold 
said sleeve at the ?rst position and said detent mecha 
nism being engageable With said sleeve at the pressur 
iZed position of said tubular piston to hold said sleeve 
at the second position; and 

a body member disposed around the tubular piston, said 
coupling mechanism being connected to said body 
member, and said sleeve being disposed around the 
body member and slideably disposed on an outer 
surface thereof. 

2. A high pressure coupling for coupling With a ?uid line, 
comprising: 

a tubular piston having a longitudinal axis and ?rst and 
second opposite ends, said tubular piston being move 
able betWeen a disengaged position and a pressuriZed 
position; 

a coupling mechanism surrounding the ?rst end of the 
tubular piston, said coupling mechanism having an 
un-coupled con?guration and a coupled con?guration; 

a sleeve engaged With said coupling mechanism control 
ling operation of said coupling mechanism, said sleeve 
being moveable betWeen a ?rst position at Which the 
coupling mechanism is in the un-coupled con?guration 
and a second position at Which the coupling mechanism 
is in the coupled con?guration; and 

a detent mechanism actuatable by said tubular piston, said 
detent mechanism being engageable With said sleeve at 
the disengaged position of said tubular piston to hold 
said sleeve at the ?rst position and said detent mecha 
nism being engageable With said sleeve at the pressur 
iZed position of said tubular piston to hold said sleeve 
at the second position, Wherein the ?rst end of said 
tubular piston includes a pressure surface Which faces 
toWards the ?uid line Whereby the tubular piston is 
actuatable in a direction aWay from the ?uid line When 
the pressure surface is acted upon by a pressuriZed 
?uid. 

3. The high pressure coupling according to claim 2, 
further comprising a body member disposed around the 
tubular piston, said coupling mechanism being connected to 
said body member, and said sleeve being disposed around 
the body member and slideably disposed on an outer surface 
thereof. 

4. The high pressure coupling according to claim 3, 
further comprising a spring surrounding the tubular piston, 
the spring being engaged With the body member and the 
tubular piston so as to bias the tubular piston toWard the 
disengaged position. 

5. The high pressure coupling according to claim 4, 
Wherein a Working ?uid is ?oWable through the tubular 
piston, and the spring is not Wetted by the Working ?uid. 

6. The high pressure coupling according to claim 3, 
further comprising a shock absorbing member betWeen the 
body member and the tubular piston. 

7. The high pressure coupling according to claim 3, 
Wherein the detent mechanism comprises a groove formed in 
an outer surface of the tubular piston and at least one detent 
member disposed Within a hole in the body member, said 
detent member being engageable Within said groove. 
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8. The high pressure coupling according to claim 7, 

Wherein the detent member is disposed out of said groove at 
the disengaged position and the pressuriZed position of said 
tubular piston. 

9. The high pressure coupling according to claim 8, 
Wherein the sleeve includes a detent shoulder, and said 
detent member being disposed on one side of said detent 
shoulder at the disengaged position of the tubular piston, and 
said detent member being disposed on an opposite side of 
said detent shoulder at the pressuriZed position of the tubular 
piston. 

10. The high pressure coupling according to claim 3, 
further including a piston guide disposed around the ?rst end 
of the tubular piston and surrounded by said coupling 
mechanism. 

11. The high pressure coupling according to claim 10, 
further comprising a spring surrounding the tubular piston 
and engaged betWeen the body member and the piston guide, 
said spring biasing the piston guide aWay from the body 
member. 

12. The high pressure coupling according to claim 11, 
Wherein a Working ?uid is ?oWable through the tubular 
piston, and the spring is not Wetted by the Working ?uid. 

13. The high pressure coupling according to claim 10, 
further including a main seal connected to an end of said 
piston guide, and means for retaining the main seal on the 
piston guide. 

14. The high pressure coupling according to claim 13, 
Wherein said means for retaining comprises a circumferen 
tial ring disposed on an outer perimeter of said main seal. 

15. The high pressure coupling according to claim 13, 
Wherein said means for retaining comprises a groove formed 
in an end of said piston guide, said main seal being disposed 
With said groove. 

16. The high pressure coupling according to claim 10, 
further including a seal disposed in a circumferential groove 
formed in an outer surface of the tubular piston for prevent 
ing leakage betWeen the tubular piston and the piston guide. 

17. The high pressure coupling according to claim 16, 
Wherein said circumferential groove includes a bottom Wall 
that is sloped toWard the ?rst end of the tubular piston, and 
said seal is moveable Within said circumferential groove 
along said sloped bottom Wall. 

18. The high pressure coupling according to claim 10, 
Wherein the coupling mechanism comprises a split collet 
coupling assembly having a distal end portion that is radially 
expandable and contractable to de?ne said un-coupled con 
?guration and said coupled con?guration, respectively. 

19. The high pressure coupling according to claim 18, 
further comprising at least one pin extending betWeen the 
sleeve and the split collet assembly to ensure integral 
rotation of the sleeve and the split collet assembly. 

20. The high pressure coupling according to claim 18, 
further including a circumferential groove formed in an 
outer surface of the piston guide, and a collet engaging 
member disposed Within said circumferential groove and 
engageable With said split collet assembly for holding the 
distal end portion thereof expanded. 

21. The high pressure coupling according to claim 10, 
Wherein the coupling mechanism comprises a detent cou 
pling assembly having a tubular extension and at least one 
detent member arranged on said tubular extension. 

22. The high pressure coupling according to claim 21, 
Wherein the tubular extension and the body member are a 
one-piece, integral construction. 

23. The high pressure coupling according to claim 21, 
Wherein the tubular extension and the body member are 
detachably connected. 
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24. The high pressure coupling according to claim 21, 
further comprising a shoulder de?ned on said tubular eXten 
sion for limiting movement of said piston guide. 

25. The high pressure coupling according to claim 24, 
Wherein said shoulder comprises a snap-ring secured to said 
tubular extension. 

26. The high pressure coupling according to claim 24, 
Wherein said shoulder is integrally formed on said tubular 
extension. 

27. Ahigh pressure coupling for coupling With a ?uid line, 
comprising: 

a tubular piston having a longitudinal aXis and ?rst and 
second opposite ends, said tubular piston being move 
able betWeen a disengaged position and a pressuriZed 
position; 

a coupling mechanism surrounding the ?rst end of the 
tubular piston, said coupling mechanism having an 
un-coupled con?guration and a coupled con?guration; 

a sleeve engaged With said coupling mechanism control 
ling operation of said coupling mechanism, said sleeve 
being moveable betWeen a ?rst position at Which the 
coupling mechanism is in the uncoupled con?guration 

14 
and a second position at Which the coupling mechanism 
is in the coupled con?guration; 

a sleeve locking mechanism actuatable by said tubular 
piston, said sleeve locking mechanism being engage 
able With said sleeve at the pressuriZed position of said 
tubular piston to hold said sleeve at the second position; 
and 

Wherein the ?rst end of said tubular piston includes a 
pressure surface Which faces toWards the ?uid line 
Whereby the movement of tubular piston from the 
disengaged position to the pressuriZed position occurs 
in a direction aWay from the ?uid line When the 
pressure surface is acted upon by a pressuriZed ?uid. 

28. The high pressure coupling according to claim 27, 
Wherein the coupling mechanism comprises a split collet 
assembly. 

29. The high pressure coupling according to claim 27, 
Wherein the coupling mechanism comprises a detent cou 
pling assembly. 


