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[57] ABSTRACT 

Apanty girdle comprises an upper panty portion and loWer 
thigh covering portions. An elastic belt is Wholly or partially 
seWn to the inner circumferential surface of the panty 
portion of the panty girdle and extends doWnWards towards 
the middle of front panels of the panty girdle. When one 
Wears the panty girdle, one’s Iliums are tightened by con 
necting the ends of the belt to achieve pelvis correction. 

11 Claims, 10 Drawing Sheets 
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PANTY GIRDLE 

BACKGROUND OF THE INVENTION 

The present invention relates to a panty girdle Which 
provides pelvis correction. 

In a knoWn panty girdle, the opened pelvis is corrected or 
closed by tightening an upper portion of the iliums. 

The right and left iliums in the pelvis do not rotate around 
a vertical aXis Which eXtends from the spinal column, but 
rotates around an inclined aXis at connection of the iliums 
With the socrum. 

A knoWn panty girdle Which provides pelvis correction 
tightens the upper part of the right and left iliums in a 
horiZontal direction, so that a gap occurs betWeen its tight 
ening direction and original rotating direction of the iliums 
to cause stress to the connection betWeen the iliums and the 
socrum or other bones to lead disadvantage to pelvis cor 
rection. 

In a panty girdle Which has no means for adjusting Waist 
siZe, When a Wearer has larger thigh than Waist, if Waist siZe 
of the panty girdle is ?tted to thigh siZe, Waist siZe Will 
become loosened not to act pelvis correction, While the 
loWer back of a Wearer is likely to be much tightened When 
the Wearer has larger Waist siZe than thigh siZe. 

SUMMARY OF THE INVENTION 

In vieW of the disadvantages in the prior art, it is an object 
of the present invention to provide a panty girdle by Which 
right and left iliums in a pelvis are tightened in an original 
rotational direction to obtain normal pelvis correction. 

It is another object of the present invention to provide a 
panty girdle Which can remove loosening of muscles in the 
loWer back and adjust Waist siZe. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The features and advantages of the invention Will become 
more apparent from the folloWing description With respect to 
embodiments as shoWn in appended draWings Wherein: 

FIG. 1 is a front elevational vieW of the ?rst embodiment 
of a panty girdle of the present invention; 

FIG. 2 is a rear elevational vieW thereof; 

FIG. 3 is a perspective vieW of a connector for a belt; 

FIG. 4 is a front elevational vieW of the second embodi 
ment of a panty girdle of the present invention; 

FIG. 5 is a front elevational vieW of the third embodiment 
of a panty girdle of the present invention; 

FIG. 6 is a front elevational vieW of the fourth embodi 
ment of a panty girdle of the present invention; 

FIG. 7 is a front elevational vieW of the ?fth embodiment 
of a panty girdle of the present invention; 

FIG. 8 is a front elevational vieW of the siXth embodiment 
of a panty girdle of the present invention; 

FIG. 9 is a side elevational vieW of the seventh embodi 
ment of a panty girdle of the present invention; and 

FIG. 10 is a back vieW of the same. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS 

FIGS. 1 to 3 illustrate the ?rst embodiment of the present 
invention. Numeral 1 denotes a panty portion for covering 
the abdomen, buttocks and a loWer back of a human body, 
and numeral 2 denotes a thigh covering portion Which is 
connected With the panty portion via a hip joint portion 3. 
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2 
Numeral 4 denotes a strong-net side cloth made from a 

bandshaped stretchable ?bers having a certain Width to 
provide strong shrinking force in vertical and horiZontal 
directions, and is provided vertically over a side portion 3a 
of the hip joint portion 3 at the side of the panty portion 1 
and the thigh covering portion 2. 

Front and rear surfaces 3b and 3c of the hip joint portion 
3 eXtend from a side portion 3a of the hip joint portion 3 to 
a loWer middle portion 5 at Which the thigh covering portion 
2 is divided, and comprises a certain Width of mesh tape 6 
Woven from stretchable ?bers in bias form, having vertical 
and horiZontal contracting force Weaker than strong-net side 
cloth. The upper edge, the loWer edge and outer side edge of 
each of the mesh tape 6 are seWn to the thigh portion 2, the 
strong-net side cloth 4 and loWer middle portion 5 respec 
tively. The connecting portion 5 is made of mesh material 7 
Which is the same as the mesh tape 6 or other air-permeable 
elastic material. 

The panty portion 1 comprises tWo front panels 8a,8b 
made of non-elastic cloth such as silk, or less elastic lace 
cloth than the strong-net side cloth 4. 

The panty portion 1 comprises tWo rear panels 9a,9b 
made of less elastic, thinner lace cloth than the front panels 
8a,8b. 
At the inner circumference of the upper end of the panty 

portion 1, an elastic band 10 is seWn to the upper ends of the 
strong-net side cloth 4, the front panels 8a,8b and the rear 
panels 9a,9b. Thus the upper portions of the strong-net side 
cloths 4, the front panels 8a,8b, the rear panels 9a,9b and the 
elastic band 10 constitutes the panty portion 1. 
The thigh covering portion 2 comprises part of the strong 

net side cloths 4, front panels 11a,11b Which are made of the 
same material as that of the front panels 8a,8b, and rear 
panels 12a,12b, the upper ends of the front panels 11a,11b 
and the rear panels 12a,12b being seWn to the mesh tape 6 
and the mesh material 7. 

The foregoing structure is similar to What is disclosed in 
Japanese Utility Model Pub. No.4-21764, thereby making 
one’s hip and thigh slenderer and ?eXion eXercise easier, 
moving up fat of buttocks and thigh and preventing elevated 
fat from loWering gradually by ?eXion eXercise. 

In the embodiment of the present invention, it is added to 
the above structure that a belt 13 made of elastic material 
such as rubber, having higher elasticity than material of the 
front panels 8a,8b and rear panels 9a,9b, is attached across 
an upper part of the ilium of a Wearer in the rear panels 
9a,9b, and the belt 13 eXtends doWnWardly, both ends of the 
belt being connected in the middle of the front panels 8a,8b 
by a detachable connector 14 and attached to the panty 
portion 1. 

The belt 13 is seWn to the left front panel 8a only at the 
left end. Numeral 13a denotes a seWn portion. 

As shoWn in FIG. 3, the connector 14 comprises a 
plurality of hooks 15 at the right end of the belt 13, and a 
plurality of loops 16 in three roWs at the left end of the belt 
13 so that a roW of the hooks 15 may be selectively engaged 
With any roW of the loops 16 to adjust real circumference of 
the belt 13. The number of the hook and loop may be one 
respectively. 
At the upper portion of the right and left rear panels 9b 

and 9a, there is provided a belt loop 17 through Which the 
belt 13 is passed. In the strong-net side cloth 4 Which meets 
the belt 13, there is formed a belt opening 18, into Which the 
belt 13 is inserted. Therefore, as shoWn in FIG. 1, the right 
and left iliums “a” of the pelvis of the Wearer are tightened 
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in a direction of normal rotation Which is almost the same as 
a direction for extending the belt 13 in the front panels 8a,8b 
to achieve normal pelvis correction. 

That is to say, the tightening direction of the right and left 
iliums “a” by the belt 13 coincides With normal rotating 
direction of the iliums “a”, and no gap therebetWeen is 
generated, thereby avoiding disadvantages to pelvis correc 
tion by stress to connecting portions of the iliums to the 
socrum or other bones (not shoWn) as disclosed in the prior 
art. 

FIG. 4 illustrates the second embodiment of the present 
invention, in Which the same numerals are allotted to the 
same members as those in FIG. 1, and detailed description 
thereof is omitted. 

In the second embodiment, a belt 20 Wider than the belt 
13 in the ?rst embodiment is seWn to the inner circumfer 
ential surfaces of front panels 8a,8b and rear panels 9a,9b, 
and is opened betWeen the right and left front panels 8a,8b. 
At the right front panel 8b, a plurality of hooks 15 similar to 
the above are provided and a plurality of roWs of loops 16 
are provided at the left front panel 8a. By engaging the 
hooks 15 With any roW of the loops 16 selectively, the 
opening is closed and real circumference of the belt 20 can 
be adjusted. In the embodiment, the hooks 15 and the loops 
16 constitute a connector 14 for the belt 20. In the second 
embodiment, similar advantages to the ?rst embodiment can 
be achieved. 

FIG. 5 illustrates the third embodiment of the present 
invention, in Which the belt 20 is seWn to the Whole inner 
circumferential surface of the front panels 8a,8b and the rear 
panels 9a,9b. An opening is formed at the left front panel 8a. 
Aplurality of hooks 15 are provided at the right front panel 
8b, and a plurality of roWs of loops 16 are provided at the 
left front panel 8b. By engaging the hooks 15 With any roW 
of the loops 16 selectively, the opening is closed and real 
circumference of the belt 20 can be adjusted. 
By engaging the hooks 15 With the loops 16, one side end 

can be overlapped on the other end obliquely. In this 
embodiment, the hooks 15 and the loops 16 act as a 
connector, and similar advantages to the ?rst embodiment 
could be achieved. 

FIG. 6 illustrates the fourth embodiment of the present 
invention. In this embodiment, a plurality of roW of loops 
Which are engaged With hooks 15 are arranged in V-shape in 
Which its Width becomes narroWer doWnWards, so that an 
upper panty portion can be tightened depending on one’s 
human body shape. 

FIG. 7 illustrates the ?fth embodiment of the present 
invention, in Which tWo cutaWays 21 Which extends perpen 
dicular to a belt 20 are formed from the upper edges of front 
panels 8a,8b of a panty portion. The number of the cutaWays 
21 may be three. AknoWn fastener 22 is provided at each of 
the cutaWays 21. AV-shaped backing cloth 23 is seWn inside 
the fastener 22 of each of the front panels 8a,8b so that the 
cutaWay 21 may be stretched as opened in V-shape. 
A front half of the belt 20 is Wholly or partially seWn to 

the inner surface of the backing cloths 23 and the front 
panels 8a,8b, A rear half of the belt 20 may be preferably 
seWn to the Whole inner surface of the rear panels 9a,9b, but 
may be partially seWn. 

The ?rst to fourth embodiments are for female, but the 
?fth embodiment is for male, in Which an opening 24 is 
formed in the loWer middle of the front panels 8a,8b and is 
covered With a reversed triangular cover cloth 25 Which is 
made of elastic mesh. Only the loWer edge of the cloth 25 
is seWn to the upper edge of a thigh covering portion 2. In 
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4 
the ?fth embodiment, any of the fasteners 22 is opened to 
increase Waist siZe stepWise and all the fasteners are opened 
and closed to alloW a Wearer to put on and off the panty 
girdle easily. 
The cutaWays 21 extends perpendicular to the belt 20, so 

that the front panels 8a,8b are tightened in the same direc 
tion as the belt 20 When the fasteners 22 are closed, thereby 
assisting tightening force of the belt 20 and improving 
normal pelvis correction effect. 

FIG. 8 illustrates the sixth embodiment of the present 
invention, in Which a belt 20 is crossed in the middle of front 
panels 8a,8b and the ends of the belt 20 extends to the side 
ends of a panty portion 1 and seWn to the inner surface of 
strong-net side cloths 4. The belt 20 extends to the side ends 
to increase tightening force of the belt 20 to improve pelvis 
correction effect. The belt 20 extends from the middle to the 
side ends doWnWards to prevent upWard movement of the 
front panels 8a.8b. 

FIGS. 9 and 10 illustrate the seventh embodiment of the 
present invention, in Which a belt 20 is crossed and extends 
to the loWer middle part of rear panels 9a,9b Where the ends 
of the belt 20 are connected to each other in the rear panels, 
so that the buttocks are raised. 

The connector 14 in FIGS. 1 to 6 comprises the hooks 15 
and the loops 16, but may be a knoWn fastener or buckle. 
The belt 13 may be attached to a knoWn panty girdle Which 
has not strong-net side cloth or a mesh tape 5. 
The foregoing merely relates to embodiments of the 

invention. Various changes and modi?cations may be made 
by person skilled in the art Without departing from the scope 
of claims Wherein: 
What is claimed is: 
1. A panty girdle Which comprises: 
a panty portion Which has right and left front panels for 

covering an abdomen and right and left rear panels for 
covering buttocks and a loWer back, said front panels 
being connected by side portions and a loWer middle 
portion to the rear panels; 

thigh covering portions for covering thighs; and 
a belt Which is partially seWn to the panty girdle and 

extends circumferentially of the panty girdle, said belt 
being made of material more elastic than material of 
said front and rear panels, said belt extending doWn 
Wards toWards a middle of the front panels and hori 
Zontally in the rear panels at a position corresponding 
to upper portions of one’s iliums to tighten one’s iliums 
to make pelvis correction. 

2. A panty girdle as de?ned in claim 1 Wherein ends of 
said belt are connected by a connector at the middle of said 
front panels. 

3. A panty girdle as de?ned in claim 1 Wherein the panty 
portion is connected to the thigh covering portions by a 
mesh. 

4. A panty girdle as de?ned in claim 2 Wherein said 
connector comprises a plurality of hooks at one end of the 
belt and a plurality of roWs of loops at the other end of the 
belt, said hooks being engaged With one of the roWs of the 
loops. 

5. A panty girdle as de?ned in claim 1 Wherein the belt 
extends from the side portions toWards a middle doWnWards 
in the front panels and horiZontally in the rear panels, an 
opening being formed in a middle of the front panels, one 
side of the front panels having a plurality of hooks, the other 
side having a plurality roWs of loops, said opening being 
closed by engaging the hooks With one of the roWs of the 
loops. 
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6. A panty girdle as de?ned in claim 1 wherein the belt 
extends downwards towards a middle of the front panels and 
horizontally in the rear panels, an opening being formed at 
a position slightly deviated from a middle of the front panels 
perpendicular to a longitudinal direction of the belt of the 
front panels, said opening being closed by engaging the 
hooks with one of the rows of the loops. 

7. Apanty girdle as de?ned in claim 5 wherein said rows 
of the loops is converged downwards. 

8. Apanty girdle as de?ned in claim 1 wherein a cutaway 
is formed from an upper edge of the panty portion in a 
direction perpendicular to a longitudinal direction of the belt 
and closed by a fastener, a backing cloth being attached 
behind the fastener. 
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9. A panty girdle as de?ned in claim 8 wherein a small 

opening is formed at a lower middle between the thigh 
covering portions and covered with a mesh cloth so that the 
girdle may be used for males. 

10. Apanty girdle as de?ned in claim 1 wherein the belt 
which extends downwards towards a middle of the front 
panels is crossed and ?nally connected to the side portion. 

11. Apanty girdle as de?ned in claim 1 wherein the belt 
which extends downwards towards a middle of the front 
panels is crossed and ?nally connected to each other in the 
rear panels of the panty portion. 

* * * * * 


