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LAPAROSCOPIC BIPOLAR 
ELECTROSURGICAL INSTRUMENT 

FIELD OF THE INVENTION 

This relates to an electrosurgical instrument for perform 
ing laparoscopic surgical procedures, and more particularly 
to a laparoscopic electrosurgical instrument that is capable 
of grasping vessels and vascular tissue With suf?cient force 
betWeen tWo bipolar jaWs to seal the vessel or vascular 
tissue. 

BACKGROUND OF THE DISCLOSURE 

Laparoscopic surgical instruments are used to perform 
surgical operation Without making large incisions in the 
patient. The laparoscopic instruments are inserted into the 
patient through a cannula, or port, that has been made With 
a trocar. Typical siZes for cannulas range from three milli 
meters to tWelve millimeters. Smaller cannulas are usually 
preferred, and this presents a design challenge to instrument 
manufacturers Who must ?nd Ways to make surgical instru 
ments that ?t through the cannulas. 

Certain surgical procedures require cutting blood vessels 
or vascular tissue. This sometimes presents a problem for 
surgeons because it is dif?cult to suture blood vessels using 
laparoscopic tools. Very small blood vessels, in the range 
beloW tWo millimeters in diameter, can often be closed using 
standard electrosurgical techniques. If a larger vessel is 
severed, it may be necessary for the surgeon to convert the 
laparoscopic procedure into an open-surgical procedure and 
thereby abandon the bene?ts of laparoscopy. 

Several journal articles have disclosed methods for seal 
ing small blood vessels using electrosurgery. An article 
entitled Studies on Coagulation and the Development of an 
Automatic Computerized Bipolar Coagulator, J. Neurosurg., 
Volume 75, July 1991, describes a bipolar coagulator Which 
is used to seal small blood vessels. The article states that it 
Was not possible to safely coagulate arteries With a diameter 
larger than 2 to 2.5 mm. A second article is entitled Auto 
matically Controlled Bipolar Electrocoagulation—“COA 
COMP”, Neurosurg. Rev. (1984), pp. 187—190. This article 
describes a method for terminating electrosurgical poWer to 
the vessel so that charring of the vessel Walls can be avoided. 

It has been recently determined that electrosurgical meth 
ods may be able to seal larger vessels using an appropriate 
electrosurgical poWer curve, coupled With an instrument 
capable of applying a large closure force to the vessel Walls. 
It is thought that the process of coagulating small vessels is 
fundamentally different than electrosurgical vessel sealing. 
Coagulation is de?ned as a process of desiccating tissue 
Wherein the tissue cells are ruptured and dried. Vessel 
sealing is de?ned as the process of liquefying the collagen 
in the tissue so that it crosslinks and reforms into a fused 
mass. Thus, coagulation of small vessels is sufficient to 
permanently close them. Larger vessels need to be sealed to 
assure permanent closure. 

It Would be desirable to have a surgical tool capable of 
applying electrosurgical energy, capable of applying a large 
closure force to the vessel Walls, and also capable of ?tting 
through a cannula. A large closure force betWeen the jaWs 
typically requires a large moment about the pivot for each 
jaW. This presents a challenge because the ?rst and second 
pins have a small moment arm With respect to the pivot of 
each jaW. A large force, coupled With a small moment arm, 
is undesirable because the large forces may shear the ?rst 
and second pins. It is also undesirable to increase the 
moment arm of the ?rst and second pins because the 
physical siZe of the yoke might not ?t through a cannula. 
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2 
Several bipolar laparoscopic instruments are knoWn. For 

example, US. Pat. No. 3,938,527 discloses a bipolar lap 
aroscopic instrument for tubal cauteriZation. US. Pat. No. 
5,250,047 discloses a bipolar laparoscopic instrument With a 
replaceable electrode tip assembly. US. Pat. No. 5,445,638 
discloses a bipolar coagulation and cutting forceps With ?rst 
and second conductors extending from the distal end. US. 
Pat. No. 5,391,166 discloses a bipolar endoscopic instru 
ment having a detachable Working end. US. Pat. No. 
5,342,359 discloses a bipolar coagulation device. 
The present invention solves the problem of providing a 

large closure force betWeen the jaWs of a laparoscopic 
bipolar electrosurgical instrument, using a compact design 
that ?ts through a cannula, Without risking structural failure 
of the instrument yoke. 

SUMMARY OF THE INVENTION 

The present invention is an instrument for applying bipo 
lar electrosurgical current to tissue in a laparoscopic opera 
tion With the added bene?t of providing a large closure force 
betWeen the instrument jaWs. The large closure force may be 
particularly useful for vessel sealing operations. An advan 
tage of the present invention is that tissue can be grasped and 
clamped With a relatively large closure force Without dam 
age to the yoke. The yoke is capable of transmitting the large 
closure force to the instrument jaWs While being small 
enough to ?t through a cannula. 
The laparoscopic bipolar electrosurgical instrument com 

prises ?rst and second jaWs having, respectively, ?rst and 
second ?anges With ?rst and second slots. The instrument is 
electrically connected to an electrosurgical generator, and 
conducts bipolar electrosurgical current to the ?rst and 
second jaWs. Ayoke is attached to a pushrod and positioned 
to electrically insulate the ?rst ?ange from the second ?ange. 
First and second pins on the yoke are designed to engage the 
?rst and second slots, respectively, in a cam-folloWer 
arrangement that opens and closes the jaWs With linear 
motion of the yoke. The yoke is preferably a “push yoke” 
Which means that linear motion of the yoke in the direction 
of the distal end of the instrument Will cause the jaWs to 
close together. 
The yoke has ?rst and second shoulders that are spaced 

apart from the ?rst and second ?anges until the jaWs are in 
close arcuate proximity to each other. At that point, the ?rst 
and second shoulders engage the ?rst and second ?anges, 
Whereby further distal motion of the yoke applies a force to 
the ?rst and second ?anges that creates a moment about the 
pivot of each jaW. In general, the cam-folloWer arrangement 
of pins and slots may be designed to provide coarse motion 
of the jaWs With relatively small forces. Large closure forces, 
once the jaWs are relatively close together, may be obtained 
by pressing the shoulders against the ?anges. The ?rst and 
second pins move into cul-de-sacs in the ?rst and second 
slots to protect them from large shear stresses When the 
shoulders are applying relatively large forces to the ?anges. 
Thus, the ?rst and second pins may be made from an 
electrically insulative material that is not designed to handle 
large shear stresses, large closure forces may be obtained, 
and the entire assembly may be compact and ?t through a 
cannula. 
A method of making the laparoscopic bipolar electrosur 

gical instrument is described, comprising the folloWing 
steps: forming a ?rst jaW having a ?rst ?ange With a ?rst slot, 
and a second jaW having a second ?ange With a second slot; 
attaching a yoke to a pushrod; electrically insulating the ?rst 
?ange from the second ?ange With the yoke; engaging ?rst 
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and second pins With the ?rst and second slots; positioning 
?rst and second cul-de-sacs respectively in the ?rst and 
second slots to relieve shear stresses on the ?rst and second 
pins at a subtended angle approximately Wherein ?rst and 
second shoulders engage the ?rst and second ?anges. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a perspective vieW of a laparoscopic bipolar 
electrosurgical instrument. 

FIG. 2 is a perspective vieW of the distal end and jaWs of 
the instrument in FIG. 1. 

FIG. 3 is an exploded vieW of the distal end shoWn in FIG. 
2 

FIG. 4 is perspective vieW of the distal end of the 
instrument With the jaWs removed. 

FIG. 5 is another perspective of FIG. 4. 
FIG. 6 is a side vieW of an electrical spring contact. 

FIG. 7 is a front vieW of the spring contact shoWn in FIG. 
6. 

DETAILED DESCRIPTION OF THE 
INVENTION 

A laparoscopic bipolar electrosurgical instrument 10 is 
shoWn in FIG. 1. The instrument 10 has a proximal end 11 
With a handle 14 for holding and manipulating the instru 
ment 10. A distal end 12 on the instrument 10 is used for 
surgical manipulation of tissue. The instrument 10 com 
prises an elongate tube 13 that is siZed to ?t through a 
cannula for laparoscopic operations, and in different 
embodiments may be siZed to ?t through either a ?ve or 
seven millimeter cannula. 

A portion of the distal end 12 of the instrument 10 is 
shoWn in FIG. 2. A ?rst jaW 15 and a second jaW 16 are 
shoWn in an open position. An angle 0t is subtended by the 
jaWs 15 and 16. Closing of the jaWs 15 and 16 is de?ned as 
a reduction of the angle 0t subtended by the jaWs 15 and 16. 
Similarly, opening of the jaWs 15 and 16 is de?ned as an 
enlargement of the angle 0t. The angle 0t is Zero When the 
jaWs 15 and 16 are closed together. The center of rotation for 
the ?rst jaWs 15 is at the ?rst pivot 41, and the center of 
rotation for the second jaW 16 is at the second pivot 42. The 
?rst pivot 41 is located on an outer nose piece 32, and inner 
nose piece 31, and ?ts in a second pivot hole 44 located on 
the second ?ange 20. 

Pieces that comprise the distal end 12 of the instrument 10 
are shoWn in an exploded vieW in FIG. 3. The ?rst jaW 15 
and the second jaW 16 are shoWn separated from a yoke 17. 
The ?rst jaW 15 has a ?rst ?ange 18 and a ?rst slot 19 
thereWithin. The second jaW 16 has a second ?ange 20 and 
a second slot 21 thereWithin. Each jaW 15 and 16 is 
preferably formed from a single piece of stainless steel or 
other electrically conductive material. 

Referring again to FIG. 3, the yoke 17 is attached to a 
pushrod 22. The yoke 17 is preferably formed from an 
electrically insulative material such as plastic. A ?rst side 23 
of the yoke 17 faces the ?rst ?ange 18. A second side 24 of 
the yoke 17 faces the second ?ange 20. When the yoke 17 
is positioned betWeen the ?anges 18 and 20, the yoke 17 also 
acts to electrically insulate the ?rst jaW 15 from the second 
jaW 16. In this manner, bipolar electrosurgical current can be 
conducted through tissue grasped by the jaWs 15 and 16 
Without short circuiting betWeen the ?anges 18 and 20. 
A ?rst pin 25 is located on the ?rst side 23 to movably 

engage With the ?rst slot 19. Similarly, a second pin 26 is 
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4 
located on the second side 24 to movably engage With the 
second slot 21. Each pin and slot combination Works as a 
cam-folloWer mechanical linkage. Motion of the pushrod 22 
moves the yoke 17 causing pins 25 and 26 to slide Within 
their respective slots 19 and 21. The slots 19 and 21 are 
angled With respect to the distal ends of the jaWs 15 and 16 
such that the jaWs 15 and 16 move in an arcuate fashion 
toWard and aWay from each other. The pins 25 and 26 are 
different from the pivots 41 and 42. The pins 25 and 26 
provide a force against the Walls of the slots 19 and 21, 
creating a moment about the pivots 41 and 42. 
The slots 19 and 21 are arranged such that distal motion 

of the pushrod 22 causes the jaWs 15 and 16 to move 
together. Distal motion of the pushrod 22 is de?ned as 
motion in the direction of the distal end 12 of the instrument 
10. Once the jaWs 15 and 16 are closed together, the present 
invention holds the jaWs 15 and 16 together With a com 
pressive force on the pushrod 22. 
One of the advantages of this invention is that shear forces 

on the pins 25 and 26 can be of?oaded to prevent mechanical 
failure When large forces are being transmitted to the jaWs 15 
and 16. Each slot 19 and 20 has a cul-de-sac 27 and 28, 
respectively, as shoWn in FIG. 3. The ?rst cul-de-sac 27 is 
an enlargement of the ?rst slot 19 near its distal end. The 
second cul-de-sac 28 is an enlargement of the second slot 21 
near its distal end. The cam-folloWer motion of the pins 25 
and 26 in the slots 19 and 21 Will bring the pins 25 and 26 
into their respective cul-de-sac 27 and 28. This position of 
the pins 25 and 26 leaves a very small moment arm betWeen 
the pins 25 and 26 and the pivots 41 and 42. The yoke 17 has 
shoulders 29 and 30 that can provide a relatively large 
moment about the pivots 41 and 42 to effect a high closure 
force betWeen the jaWs 15 and 16 Without a high shear forces 
on the pins 25 and 26, as described beloW. 

Once the pins 25 and 26 are in the cul-de-sacs 27 and 28, 
the force from the yoke is transmitted to the ?anges 18 and 
20 by a ?rst shoulder 29 and a second shoulder 30. The 
shoulders 29 and 30 abut the proximal end of the ?anges 18 
and 20 to cause the jaWs 15 and 16 to close together. The 
pivots 41 and 42 are preferably made of metal and can 
Withstand relatively high shear forces. In contrast, pins 25 
and 26 are preferably made of plastic and Will break under 
relatively high shear forces. Thus, the shoulders 29 and 30 
provide a moment about the pivots 41 and 42, thereby 
avoiding the necessity of applying high shear forces to the 
pins 25 and 26 When the moment arm from the pins 25 and 
26 Would be small. There is an angle 0t at Which the pins 25 
and 26 enter their respective cul-de-sacs 27 and 28 and the 
shoulders 29 and 30 abut the ?anges 18 and 20. The angle 
a at Which the forgoing occurs is preferably around three 
degrees. 
The bipolar electrosurgical instrument 10 has ?rst and 

second poles of alternating potential that are conducted 
along the instrument 10 and through tissue that is grasped 
betWeen the jaWs 15 and 16. The ?rst pole is conducted from 
the proximal end 11 toWard the distal end 12 along the 
pushrod 22. The second pole is conducted from the proximal 
end 11 toWard the distal end 12 along the tube 13. The outer 
surface of the tube 13 is preferably coated With an electri 
cally insulative material. There is also preferably an elec 
trically insulative barrier betWeen the pushrod 22 and the 
tube 13 to prevent short circuits in the instrument 10. 

In the preferred embodiment, the distal end of the instru 
ment 10 comprises an inner nose piece 31 and an outer nose 
piece 32, as shoWn in FIG. 2. The inner nose piece 31 is 
electrically connected With the pushrod 22, While the outer 
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nose piece is electrically connected With the tube 13. The 
inner nose piece 31 and the outer nose piece 32 capture the 
yoke 17, along With the ?rst and second ?anges 18 and 20, 
as shoWn in FIG. 2. The yoke 17 moves axially, along an axis 
de?ned by the tube, in a space betWeen the inner and outer 
nose pieces 31 and 32. A spacer stake 33 maintains the 
separation of the nose pieces 31 and 32 at their distal ends. 
The nose pieces 31 and 32 provide lateral support for the 
?anges 18 and 20 to help ensure that the pins 25 and 26 
remain Within the slots 19 and 21. 

The preferred embodiment also comprises an inner insu 
lator 34 and an outer insulator 35 for maintaining electrical 
insulation betWeen the poles. The outer insulator 35 is seated 
betWeen the tube 13 and the inner nose 31, as shoWn in 
FIGS. 2 and 4. The inner insulator 34 is seated betWeen the 
tube 13 and the pushrod 22. In this manner, the outer nose 
piece 32 can provide electrical continuity betWeen the tube 
13 and the second jaW 16, While the inner nose piece 34 can 
provide electrical continuity betWeen the pushrod 22 and the 
?rst jaW 15. Since the pushrod 22 is slidably mounted Within 
the tube 13, the preferred embodiment has a spring contact 
36, as shoWn in FIGS. 6 and 7, mounted on the pushrod 22 
to maintain an electrical connection With the inner nose 
piece 34 during axial motion. 

The ?rst and second jaWs 15 and 16 each have ridges 37 
and 38 at their distal ends that preferably nest together. The 
jaWs 15 and 16 also have seal surfaces 39 and 40, as shoWn 
in FIG. 2. The Width of the seal surfaces 39 and 40 is a 
parameter that affects the quality of the surgical outcome. 
The closure force betWeen the jaWs 15 and 16 varies along 
the length of the seal surfaces 39 and 40, With the largest 
force at the distal tip and the smallest force at the proximal 
end of the seal surfaces 39 and 40. It has been found through 
experimentation that good vessel sealing results are obtained 
When the closure force in grams divided by the Width in 
millimeters is in the range of 400 to 650. Since the closure 
force varies With the length of the seal surfaces 39 and 40, 
it has been found to be advantageous to taper the Width of 
the seal surfaces 39 and 40 along their length, With the 
Widest Width at the proximal end and the narroWest Width at 
the distal end. This design alloWs the jaWs 15 and 16 to apply 
a relatively constant closure force per unit Width, preferably 
525 grams per millimeter Width. 

A method of making a laparoscopic bipolar electrosurgi 
cal instrument 10 is also herein described. The method 
comprises the step of forming a ?rst jaW 15 having a ?rst 
?ange 18 With a ?rst slot 19, and a second jaW 16 having a 
second ?ange 20 With a second slot 21. The jaWs 15 and 16 
are preferably formed in a casting process, although it is also 
possible to machine the jaWs 15 and 16 from stock. The 
casting process may include injecting poWdered metal under 
pressure into a mold, and then applying heat. 

Other steps in the method include attaching a yoke 17 to 
a pushrod 22, and electrically insulating the ?rst ?ange 18 
from the second ?ange 20 With the yoke 17. The yoke 17 is 
preferably an injection molded plastic part With features 
including a ?rst shoulder 29 and a second shoulder 30. 

During assembly of the distal portion of the instrument 
10, steps in the method include engaging a ?rst pin I5 With 
the ?rst slot 19, and engaging a second pin 26 With the 
second slot 21. The slots 19 and 21 are shaped such that a 
subtended angle 0t betWeen the ?rst and second jaWs 15 and 
16 decreases With distal motion of the pushrod 17, and the 
slots 19 and 20 are formed With cul-de-sacs 27 and 28 
positioned to relieve shear stresses on the ?rst and second 
pins 25 and 26 at the subtended angle 0t approximately 
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Wherein the ?rst and second shoulders 29 and 30 engage the 
?rst and second ?anges 18 and 20. 

Further steps in the method comprise: surrounding at least 
a portion of the pushrod 22 With an electrically conductive 
tube 13; electrically insulating the tube 13 from the pushrod 
22; electrically connecting an inner nose piece 31 to the 
pushrod 22, and electrically connecting an outer nose piece 
32 to the tube 13, Wherein the inner nose piece 31 and the 
outer nose piece 32 capture the yoke 17 along With the ?rst 
and second ?anges 18 and 20 to conduct bipolar electrosur 
gical current to the ?rst and second jaWs 15 and 16. In the 
preferred embodiment, there is a step of electrically con 
necting the pushrod 22 and the inner nose piece 31 With a 
spring contact 36. 
The method of making the instrument 10, in some 

embodiments, includes the steps of tapering the Width of the 
seal surfaces 39 and 40 along the length of each of the ?rst 
and secondjaWs 15 and 16. 
While a particular preferred embodiment has been illus 

trated and described, the scope of protection sought is in the 
claims that folloW. 
What is claimed is: 
1. A laparoscopic bipolar electrosurgical instrument com 

prising: 
a ?rst jaW having a ?rst ?ange With a ?rst slot, and a 

second jaW having a second ?ange With a second slot, 
Wherein the ?rst and second jaWs are located at a distal 
end of the instrument and comprise an electrically 
conductive material for conducting bipolar electrosur 
gical current therebetWeen; 

an electrically conductive pushrod for connecting the ?rst 
jaW to a source of electrosurgical energy; 

an electrically conductive tube for connecting the second 
jaW to a source of electrosurgical energy; 

a yoke attached to the pushrod and positioned to electri 
cally insulate the ?rst ?ange from the second ?ange, the 
yoke having a ?rst side facing the ?rst ?ange and a 
second side facing the second ?ange, the yoke further 
comprising a ?rst shoulder and a second shoulder; 

a ?rst pin located on the ?rst side and movably engaged 
With the ?rst slot; 

a second pin located on the second side and movably 
engaged With the second slot; 

the ?rst slot and the second slot shaped such that an angle, 
subtended by the ?rst and second jaWs, decreases With 
distal motion of the pushrod; 

?rst and second cul-de-sacs positioned respectively in the 
?rst and second slots to relieve shear stresses on the 
?rst and second pins approximately When the ?rst and 
second shoulders respectively engage the ?rst and 
second ?anges to provide a closure force betWeen the 
?rst and second jaWs; and 

a handle attached to the pushrod for imparting movement 
to the yoke. 

2. The laparoscopic bipolar electrosurgical instrument of 
claim 1 Wherein: 

the electrically conductive tube surrounds at least a por 
tion of the pushrod, and 

an electrically insulative layer is disposed betWeen the 
tube and the pushrod capable of supporting an electro 
surgical alternating potential across the tube and the 
pushrod. 

3. The laparoscopic bipolar electrosurgical instrument of 
claim 2 further comprising: 

an inner nose piece electrically connected to the pushrod, 
and 
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an outer nose piece electrically connected to the tube, 
Wherein the inner nose piece and the outer nose piece 
capture the yoke, along With the ?rst and second 
?anges, to conduct bipolar electrosurgical current to the 
?rst and second jaWs. 

4. The laparoscopic bipolar electrosurgical instrument of 
claim 3 further comprising an electrical spring contact 
betWeen the pushrod and the inner nose piece to provide 
electrical continuity therebetWeen. 

5. The laparoscopic bipolar electrosurgical instrument of 
claim 1 further comprising ridges in each of the ?rst and 
second jaWs. 

6. The laparoscopic bipolar electrosurgical instrument of 
claim 1 Wherein each of the ?rst and second jaWs has a seal 
surface With Width and a length, and Wherein at least one 
location along the length has a Width such that the closure 
force in grams divided by the Width in millimeters is in the 
range of 400 to 650. 

7. The laparoscopic bipolar electrosurgical instrument of 
claim 6, Wherein the Width of each seal surface is tapered 
along its respective length. 

8. The bipolar electrosurgical instrument according to 
claim 7, Wherein the closure force divided by the Width is 
approximately constant along the length for each of the ?rst 
and second jaWs. 

9. A laparoscopic bipolar electrosurgical instrument com 
prising: 

a ?rst jaW having a ?rst ?ange With a ?rst slot, and a 
second jaW having a second ?ange With a second slot, 
Wherein the ?rst and second jaWs are located at a distal 
end of the instrument and comprise an electrically 
conductive material for conducting bipolar electrosur 
gical current therebetWeen; 

an electrically conductive pushrod for connecting the ?rst 
jaW to a source of electrosurgical energy; 

an electrically conductive tube for connecting the second 
jaW to a source of electrosurgical energy; 

a yoke attached to the pushrod and electrically insulating 
the ?rst ?ange from the second ?ange, the yoke having 
a ?rst side facing the ?rst ?ange and a second side 
facing the second ?ange, the yoke further comprising a 
?rst shoulder and a second shoulder; 

a ?rst pin located on the ?rst side and movably engaged 
With the ?rst slot; 

a second pin located on the second side and movably 
engaged With the second slot; 

the ?rst slot and the second slot shaped such that a 
subtended angle betWeen the ?rst and second jaWs 
decreases With distal motion of the pushrod; 

?rst and second cul-de-sacs positioned respectively in the 
?rst and second slots to relieve shear stresses on the 
?rst and second pins at the subtended angle approXi 
mately When the ?rst and second shoulders engage the 
?rst and second ?anges, 

the electrically conductive tube having an outer surface 
and a length, Wherein the tube surrounds at least a 
portion of the pushrod; an electrically insulative layer 
betWeen the tube and the pushrod capable of supporting 
an electrosurgical alternating potential across the tube 
and the pushrod; 

an inner nose piece electrically connected to the pushrod; 
an outer nose piece electrically connected to the tube, 

Wherein the inner nose piece and the outer nose piece 
capture the yoke along With the ?rst and second ?anges 
to conduct bipolar electrosurgical current to the ?rst 
and second jaWs; 
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8 
an electrical spring contact betWeen the pushrod and the 

inner nose piece to provide electrical continuity ther 
ebetWeen; and 

a handle attached to the pushrod for imparting movement 
to the yoke. 

10. Amethod of making a laparoscopic bipolar instrument 
comprising the folloWing steps: 

forming a ?rst jaW having a ?rst ?ange With a ?rst slot, 
and a second jaW having a second ?ange With a second 
slot, Wherein the ?rst and second jaWs are located at a 
distal end of the instrument and comprise an electri 
cally conductive material for conducting bipolar elec 
trosurgical current therebetWeen; 

providing an electrically conductive pushrod for connect 
ing the ?rst jaW to a source of electrosurgical energy; 

providing an electrically conductive tube for connecting 
the second jaW to a source of electrosurgical energy; 

attaching a yoke to the pushrod; 
electrically insulating the ?rst ?ange from the second 

?ange With the yoke, the yoke having a ?rst side facing 
the ?rst ?ange and a second side facing the second 
?ange, the yoke further comprising a ?rst shoulder and 
a second shoulder; 

engaging a ?rst pin located on the ?rst side With the ?rst 
slot; 

engaging a second pin located on the second side With the 
second slot; 

shaping the ?rst slot and the second slot such that a 
subtended angle betWeen the ?rst and second jaWs 
decreases With the distal motion of the pushrod; 

positioning ?rst and second cul-de-sacs respectively in the 
?rst and second slots to relieve shear stresses on the 
?rst and second pins at the subtended angle approxi 
mately Wherein the ?rst and second shoulders engage 
the ?rst and second ?anges; and 

providing a handle for imparting movement of the yoke. 
11. The method of making a laparoscopic bipolar elec 

trosurgical instrument of claim 10 further comprising the 
steps of: 

surrounding at least a portion of the pushrod With the 
electrically conductive tube having an outer surface and 
a length, and 

electrically insulating the tube from the pushrod. 
12. The method of making a laparoscopic bipolar elec 

trosurgical instrument of claim 11 further comprising the 
steps of: 

electrically connecting an inner nose piece to the pushrod, 
and 

electrically connecting an outer nose piece to the tube, 
Wherein the inner nose piece and the outer nose piece 
capture the yoke along With the ?rst and second ?anges 
to conduct bipolar electrosurgical current to the ?rst 
and second jaWs. 

13. The method of making a laparoscopic bipolar elec 
trosurgical instrument of claim 12 further comprising the 
step of electrically connecting the pushrod and the inner 
nose piece With a spring contact. 

14. The method of making a laparoscopic bipolar elec 
trosurgical instrument of claim 10, Wherein the ?rst and 
second jaWs each has a length and a Width and oppose each 
other With a closure force, the method further comprising the 
step of tapering the Width along the length of each of the ?rst 
and second jaWs. 

15. The method of making a laparoscopic bipolar elec 
trosurgical instrument of claim 14 further comprising the 
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step of wherein the closure force in grams divided by the 
Width in millimeters is in the range of 400 to 650. 

16. The method of making a laparoscopic bipolar elec 
trosurgical instrument of claim 14 further comprising the 
step of, Wherein the Width of the ?rst and second jaWs is 
tapered along its respective length. 

17. The method of making a laparoscopic bipolar elec 
trosurgical instrument of claim 16 further comprising the 
step of, Wherein the closure force divided by the Width is 
approximately constant along the length for each of the ?rst 
and second jaWs. 

18. A laparoscopic bipolar endoscopic instrument, com 
prising: 

?rst and second jaW members pivotally attached in oppos 
ing relation relative to one another, each of the jaW 
members including a ?ange Which eXtends therefrom 
and the jaW members being relatively movable from a 
?rst open position Wherein the jaW members are dis 
posed in spaced relation relative to one another to a 
second clamping position Wherein the jaW members 
cooperate to grasp tissue therebetWeen, 
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an electrically conductive push rod for connecting the ?rst 
jaW member to a ?rst pole and an electrically conduc 
tive tube for connecting the second jaW member to a 
second pole such that the jaW members are capable of 
conducting bipolar energy through the tissue held ther 
ebetWeen; 

a yoke attached to a distal end of the push rod and attached 
betWeen the jaW members, the yoke includes a pair of 
pins Which cooperate With a corresponding pair of slots 
in a cam-folloWer-like manner to impart movement of 
the jaW members from the ?rst and second positions; 

a pair of shoulder portions attached to the yoke Which are 
dimensioned to abut the ?anges of the jaW members 
When the jaW members are moved into the second 
position to relieve shear stresses on the pins during 
clamping and sealing of the tissue; and 

a handle attached to the push rod for imparting movement 
to the yoke. 


