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[57] ABSTRACT 

A portable information terminal is provided. The terminal 
includes a touch screen panel having an activation area and 
an activating unit. The activation unit activates the portable 
information terminal When the terminal is turned off and an 
activating position on the activation area is pressed for a 
predetermined time. The activating unit contains a press 
position sensor, a press timer, and a controller. The press 
position sensor senses if a panel position on touch screen 
panel is pressed and determines a location of the panel 
position on the touch screen panel to generate corresponding 
press position data. The press timer determines if the panel 
position is pressed for at least a predetermined time to 
generate corresponding press time data. The controller 
inputs the press position data and the press time data, 
determines if the panel position is located Within the acti 
vation area based on the press position data, and controls 
poWer supplied to various components of the portable infor 
mation terminal such that the poWer is supplied When the 
panel position is located Within the activation area and When 
the activation area is pressed for at least the predetermined 
time. 

13 Claims, 5 Drawing Sheets 
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PORTABLE INFORMATION TERMINAL AND 
AN ACTIVATING METHOD THEREOF 

FIELD OF THE INVENTION 

The present invention relates to a portable information 
terminal. More particularly, the present invention relates to 
a portable information terminal employing a touch screen 
panel and relates to an activating method thereof. 

BACKGROUND OF THE INVENTION 

In portable information terminals, softWare sWitching is 
used more often than hardWare sWitching. When using 
softWare sWitching, a system is driven by pressing an device 
(eg a pen) onto a predetermined area of a touch screen 
panel (“TSP”) Which covers a liquid crystal screen and a 
program selection screen. When the system is to be turned 
off, a “turn-off” command is applied by pressing the pen on 
a certain area of the touch screen panel. 

A conventional portable information terminal using soft 
Ware sWitching may contain one of tWo different activation 
areas on Which a pen may be pressed to activate the terminal. 
The ?rst activation area may be an icon image occupying a 
small area in the program selection area of the touch screen 
panel. The second activation area may correspond to the 
entire touch screen panel. 

With respect to the ?rst activation area, attention must be 
paid to ensure accurate selection since the activation area is 
small. With respect to the second activation area, a touch 
screen panel protection cover can inadvertently touch the 
touch screen panel When the portable information terminal is 
being transported in a briefcase, bag, etc. Thus, a microcon 
troller in the terminal may mistakenly assume that the pen is 
continuously pressed on the touch screen panel and the 
terminal may be erroneously turned on. As a result, poWer is 
consumed unnecessarily. 

SUMMARY OF THE INVENTION 

It is an object of the present invention to provide a 
portable information terminal in Which a program selection 
area of a touch screen panel acts as a system activation area, 
and a system is activated only after pressing the activation 
area for a predetermined time. 

It is another object of the present invention to provide a 
activating method of the portable information terminal. 

To achieve one of the above objects, a portable informa 
tion terminal is provided. The terminal comprises: a touch 
screen panel having an activation area; and an activating unit 
Which activates said portable information terminal When 
said portable information terminal is turned off and an 
activating position on said activation area is pressed for a 
predetermined time. Also, the activating unit comprises a 
press position sensor Which senses if a panel position on 
touch screen panel is pressed and determines a location of 
said panel position on said touch screen panel to generate 
corresponding press position data; a press timer Which is 
coupled to said press position sensor and determines if said 
panel position is pressed for at least a predetermined time to 
generate corresponding press time data; and a controller, 
Which inputs said press position data and said press time 
data, determines if said panel position is located Within said 
activation area based on said press position data, and con 
trols poWer supplied to various components of said portable 
information terminal such that said poWer is supplied When 
said panel position is located Within said activation area and 
When said activation area is pressed for at least said prede 
termined time. 
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2 
To achieve another one of the above objects, a method for 

activating a portable information terminal having a touch 
screen panel having an activation area is provided. The 
method comprises the steps of: (a) pressing a panel position 
of said touch screen panel When said portable information 
terminal is in a stopping mode; (b) determining said panel 
position Where touch screen panel is pressed; (c) generating 
press information indicating that said panel position is 
pressed and indicating a location of said panel position When 
said touch screen panel is pressed; (d) determining if said 
panel position is located Within said activation area of said 
touch screen panel based on said press information; (e) 
determining Whether said panel position is pressed for 
longer than a predetermined time; and supplying poWer 
to various components of said portable information terminal 
When said panel position is located Within said activation 
area and is pressed for longer than said predetermined time. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The above objectives and advantages of the present 
invention Will become more apparent by describing in detail 
a preferred embodiment thereof With reference to the 
attached draWings in Which: 

FIG. 1A shoWs a portable information terminal according 
to the present invention; 

FIG. 1B is a detailed vieW shoWing a liquid crystal screen, 
a program selection screen, and a touch screen panel shoWn 
in FIG. 1A; 

FIG. 2 is a block diagram shoWing an activating apparatus 
in the portable information terminal shoWn in FIG. 1; 

FIG. 3 is a How chart describing a process of sWitching 
betWeen a normal mode and a stopping mode in the portable 
information terminal according to the present invention; 

FIG. 4 is a How chart describing the process of a pen 
interrupt Which is an embodiment of the generation of an 
external interrupt shoWn in FIG. 3; and 

FIG. 5 is a How chart describing the control of a poWer 
supply using information obtained from the process shoWn 
in the How chart of FIG. 4. 

DESCRIPTION OF THE PREFERRED 

EMBODIMENT(S) 
The folloWing description of the preferred embodiments 

discloses speci?c con?gurations. HoWever, the preferred 
embodiments are merely eXamples of the present invention, 
and thus, the speci?c features described beloW are merely 
used to more easily describe such embodiments and to 
provide an overall understanding of the present invention. 
Accordingly, one skilled in the art Will readily recogniZe that 
the present invention is not limited to the speci?c embodi 
ments described beloW. Furthermore, the descriptions of 
various features, structures, and processes of the present 
invention Which Would have been knoWn to one skilled in 
the art are omitted for the sake of clarity and brevity. 
As shoWn in FIG. 1A, the portable information terminal 

includes a liquid crystal screen 10, a program selection 
screen 12, a touch screen panel 14, a pen 18, a pen holder 
20, and a protective cover 22. The program selection screen 
12 is adjacent to the liquid crystal screen 10, and the touch 
screen panel 14 covers the liquid crystal screen 10 and the 
program selection screen 12. The pen 18 is used to select a 
desired position on the touch screen panel 14, and the pen 
holder 20 holds the pen 18 When it is not being used. The 
protective cover 22 covers the touch screen panel 14 and 
protects it When the system is not in use. 
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FIG. 1B is an exploded vieW Which illustrates the liquid 
crystal screen 10, the program selection screen 12, and the 
touch screen panel 14 in more detail. The liquid crystal 
screen 10 and the program selection screen 12 are installed 
on a liquid crystal screen frame 10a, and a program selection 
icon sticker is attached to the program selection screen 12. 
Also, the icon could be a liquid crystal or other image 
displayed on the screen 12. The touch screen panel 14 is 
installed such that it covers the icon sticker of the program 
selection screen 12 and the liquid crystal screen 10. The 
touch screen panel 14 is divided into a liquid crystal screen 
area 14a covering the liquid crystal screen 10 and a program 
selection area 14b covering the program selection screen 12. 

In the portable information terminal of the present 
invention, the program selection area 14b of the touch screen 
panel acts as a system activation area When the system is in 
a stopping mode and acts as a program selection area When 
the system is in a normal mode. In the normal mode, a 
plurality of icon stickers indicating respective operations of 
the terminal may be attached to the program selection screen 
12, and a user may select and execute a program to perform 
one of the operations by pressing a position on the touch 
screen panel above the corresponding icon. 

FIG. 2 is a block diagram of an activating apparatus 
contained in the portable information terminal shoWn in 
FIGS. 1A and 1B. The activating apparatus includes an input 
unit 200, a press position sensor 202, a press timer 204, a 
controller 206, and a poWer supply 208. 

The input unit 200 comprises the pen 18 and the touch 
screen panel 14 and outputs a contact signal When the pen 18 
touches the panel 14. The press position sensor 202 senses 
When the screen panel 14 is pressed based on the contact 
signal and outputs a corresponding depression signal. The 
press timer 204 inputs the depression signal and determines 
Whether or not the pressure sensed by the press position 
sensor 202 lasts for more than a predetermined time. The 
controller 206 controls the poWer supply 208 and instructs 
the poWer supply 208 to supply poWer to the system When 
the press position sensor 202 indicates that the system 
activation area of the touch screen panel is being pressed and 
the press timer 204 indicates that the activation area has been 
pressed for more than the predetermined time. 

The operation of the activating apparatus shoWn in FIG. 
2 is as folloWs. When a user presses a point on the touch 
screen panel 14 using the pen 18, the press position sensor 
202 senses Whether the coordinate values of the pressed 
point are Within the activation area of the touch screen panel 
14. If the pressed point is Within the activation area, the press 
timer 204 determines Whether or not the point has been 
pressed longer than a predetermined time. If the point is 
Within the activation area and has been pressed longer than 
such time, the controller 206 controls the poWer supply 208 
so that poWer is supplied to the system. 

FIG. 3 is a How chart illustrating a procedure for turning 
on the portable information terminal. When the system is 
initially turned on, various components of the system are 
initialiZed (step 300), and the system operates in a normal 
mode (step 302). In the normal mode, the user can select 
various operations by pressing the pen 18 on a correspond 
ing icon in the program selection area. When the system is 
operating in the normal mode, it determines Whether or not 
it should be sWitched to a stopping mode (step 304). The 
system may be sWitched to the stopping mode When one or 
more conditions are satis?ed. For example, the system may 
be placed in a stopping mode When a user selects a system 
shutdoWn menu item, When a predetermined time has passed 
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Without any input, and/or When other critical situations 
occur such as the rapid reduction of a battery voltage. When 
the system determines to sWitch to the stopping mode, the 
system is immediately turned off (step 306). In such case, the 
system is sWitched to a poWer saving mode in Which the 
liquid crystal screen 10 is turned off and the poWer supplied 
to the various components is turned off, and the stopping 
mode is entered (step 308). 

After the system is in the stopping mode, it determines if 
an external interrupt is generated (step 310). When the 
external interrupt is generated, the system is turned on (step 
312) and the normal mode is resumed (step 302). In the 
normal mode, the components of the system are driven as 
required, and a user can use the system. On the other hand, 
as long as no external interrupt has been applied, the 
stopping mode is maintained (step 308). 
The external interrupt described in conjunction With FIG. 

3 may correspond to the pen interrupt Which is generated 
When the pen 18 is pressed against the activation area. The 
method of processing the pen interrupt Will be described 
With reference to FIG. 4. 

When the system is in the stopping mode, a user generates 
the pen interrupt by pressing the activation area of the touch 
screen panel 14 With the pen 18 (step 400). When the pen 
interrupt is generated, the coordinate values at Which the pen 
18 is pressed are obtained (step 402). Then, activation 
information identifying that the pen Was pressed against the 
touch screen panel 14 and identifying the coordinate values 
at Which the pen Was pressed are provided to the controller 
206 (step 404). 

FIG. 5 is a How chart describing the manner in Which the 
poWer supply 208 is controlled based on the activation 
information obtained from the process described in FIG. 4. 
First, the controller 206 receives information (step 500) and 
determines if the information is the activation information 
Which indicates that the pen 18 has been pressed against the 
touch screen panel 14 during the stopping mode (step 502). 
If the received information is not the activation information, 
the system executes another procedure (step 512). 
Alternatively, the system may disregard the information and 
Wait until the activation information is received. If the 
received information is the activation information, the sys 
tem determines Whether or not the coordinates at Which the 
pen is pressed are Within the activation area of the touch 
screen panel 14 (step 504) and Whether or not the pen is 
continuously pressed against such area (step 506). If so, the 
system determines Whether or not the time during Which the 
touch screen panel 14 is pressed is longer than a predeter 
mined time (step 508). If the pen 18 has been pressed against 
the activation area for longer than the predetermined time, 
the system is reactivated by instructing the poWer supply 
208 to turn on the system (step 510). On the other hand, 
When the pen is not pressed against the activation area (step 
504), When the pen is not continuously pressed against the 
touch screen panel 14 (step 506) or When the pen is not 
pressed against the activation area for the predetermined 
time, the process Waits to receive information (step 500). 
As described above, the system is activated When the pen 

18 is pressed against the activation area for a predetermined 
amount of time. HoWever, the system may be alternatively 
activated When the pen 18 is pressed against any portion of 
the touch screen panel 14 for the predetermined time. 

According to the present invention, a selection for acti 
vating the system can be easily made since all of the 
program selection area of the touch screen panel may be 
used as the system activation area. Also, unnecessary poWer 
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consumption can be prevented since the system is designed 
not to be turned on unless desired by the user because power 
is supplied to the system only When the activation area of the 
touch screen panel is pressed for more than a predetermined 
time. 

Obviously, the embodiments described above are merely 
illustrative, and modi?cations of such embodiments may 
occur to those skilled in the art. Accordingly, this invention 
is not to be regarded as limited to the embodiments disclosed 
herein, but is to be limited only as de?ned by the appended 
claims. 
What is claimed is: 
1. A portable information terminal, comprising: 
a liquid crystal screen; 
a program selection screen containing icons for selecting 

a program to be executed, a touch screen panel having 
a liquid crystal screen area covering said liquid crystal 
screen and a program selection area covering said 
program selection screen; and 

an activating unit Which activates said portable informa 
tion terminal When said portable information terminal 
is turned off and a position on said program selection 
area is pressed for a predetermined time, 

Wherein said activating unit further comprises: 
a press position sensor Which senses if said position on 

said program selection area is pressed and determines 
a location of said position on said program selection 
area to generate corresponding press position data; 

a press timer, coupled to said press position sensor, Which 
receives said press position data, and Which determines 
if said position is pressed for at least a predetermined 
time to generate corresponding press time data; and 

a controller Which receives said press position data and 
said press time data and controls poWer supplied to 
various components of said portable information ter 
minal such that said poWer is supplied only When said 
program selection area is pressed for at least said 
predetermined time. 

2. Amethod for activating a portable information terminal 
having a liquid crystal screen, a program selection screen 
containing icons for selecting a program, and a touch screen 
panel having a liquid crystal screen area covering said liquid 
crystal screen and a program selection area covering said 
program selection screen, comprising the steps of: 

generating an interrupt signal When a position of said 
program selection area of said touch screen panel is 
pressed and said portable information terminal is in a 
stopping mode; 

determining said position Where said program selection 
area is pressed and generating press information indi 
cating that said position is pressed and indicating the 
location of said position When said interrupt signal is 
generated; 

determining if said position is located Within said program 
selection area based on said press information; 

determining Whether said position is pressed for longer 
than a predetermined time; and 

supplying poWer to various components of said portable 
information terminal When said position is located 
Within said program selection area and is pressed for 
longer than said predetermined time. 

3. A portable information terminal, comprising: 
a touch screen panel having an activation area; and 
an activating unit Which activates said portable informa 

tion terminal When said portable information terminal 

6 
is turned off and an activating position on said activa 
tion area is pressed for a predetermined time, 

Wherein said activating unit further comprises: 
a press position sensor Which senses if a panel position on 

5 touch screen panel is pressed and determines a location 
of said panel position on said touch screen panel to 
generate corresponding press position data; 

a press timer, coupled to said press position sensor and 
determines if said panel position is pressed for at least 
a predetermined time to generate corresponding press 
time data; and 

a controller, Which receives said press position data and 
said press time data, determines if said panel position 
is located Within said activation area based on said 
press position data, and controls poWer supplied to 
various components of said portable information ter 
minal such that said poWer is supplied When said panel 
position is located Within said activation area and When 
said activation area is pressed for at least said prede 
termined time. 

4. The portable information terminal as claimed in claim 
3, further comprising: 

a liquid crystal screen; 
a program selection screen containing icons for selecting 

a program to be eXecuted, 
Wherein said touch screen panel comprises a liquid crystal 

screen area Which overlays said liquid crystal screen 
and Wherein said activation area of said touch screen 
panel overlays said program selection area. 

5. The portable information terminal as claimed in claim 
3, Wherein said activation area constitutes substantially all of 
said touch screen panel. 

6. The portable information terminal as claimed in claim 
3, Wherein said controller controls poWer supplied to said 
various components of said portable information terminal 
such that said poWer is supplied only When said panel 
position is located Within said activation area and When said 
activation area is pressed for at least said predetermined 
time. 

7. The portable information terminal as claimed in claim 
3, Wherein said controller prevents poWer from being sup 
plied to said various components When said panel position is 
not continuously pressed for more than said predetermined 
time. 

8. Amethod for activating a portable information terminal 
having a touch screen panel With an activation area, com 
prising the steps of: 

(a) pressing a panel position of said touch screen panel 
When said portable information terminal is in a stop 
ping mode; 

(b) determining said panel position Where said touch 
screen panel is pressed; 

(c) generating press information indicating that said panel 
position is pressed and indicating a location of said 
panel position When said touch screen panel is pressed; 

(d) determining if said panel position is located Within 
said activation area of said touch screen panel based on 

said press information; 
(e) determining Whether said panel position is pressed for 

longer than a predetermined time; and 
(f) supplying poWer to various components of said por 

table information terminal When said panel position is 
located Within said activation area and is pressed for 
longer than said predetermined time. 

9. The method as claimed in claim 8, Wherein said 
portable information terminal comprises a liquid crystal 
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screen and a program selection screen containing icons for 
selecting a program to be executed, 

Wherein said touch screen panel comprises a liquid crystal 
screen area Which overlays said liquid crystal screen, 
and 

Wherein said activation area of said touch screen panel 
overlays said program selection area. 

10. The method as claimed in claim 8, Wherein said 
activation area constitutes substantially all of said touch 
screen panel. 

11. The method as claimed in claim 8, Wherein said step 
(f) further comprises the step of: 

(f1) supplying poWer to said various components of said 
portable information terminal only When said panel 
position is located Within said activation area and is 
pressed for longer than said predetermined time. 

12. The method as claimed in claim 8, further comprising 
the step of: 

(g) preventing poWer from being supplied to said various 
components When said panel position is not continu 
ously pressed for more than said predetermined time. 

13. A portable information terminal, comprising: 
a liquid crystal screen; 

10 

15 

8 
a program selection screen containing icons for selecting 

a program to be executed, 
a touch screen panel having a liquid crystal screen area 

covering said liquid crystal screen and a program 
selection area covering said program selection screen; 
and 

an activating unit Which activates said portable informa 
tion terminal When said portable information terminal 
is turned off and a position on said program selection 
area is pressed for a predetermined time. 

Wherein said activating unit further comprises: 
a press position sensor Which senses if said position on 

said program selection area is pressed and generates 
corresponding press position data; 

a press timer, coupled to said press position sensor, Which 
receives said press position data, and generates corre 
sponding press time data; and 

a controller Which receives said press position data and 
said press time data and controls poWer supplied to 
various components of said portable information ter 
minal When said program selection area is pressed for 
at least said predetermined time. 


