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PROCESS AND APPARATUS FOR 
COMPRESSING AND DECOMPRESSING 

DIGITAL VIDEO SIGNALS USING 
HORIZONTALLY-BASED VECTOR 

QUANTIZATION 

This is a continuation of application Ser. No. 08/332,827 
?led on Oct. 31, 1994, noW abandoned. 

FIELD OF THE INVENTION 

The present invention relates to image processing, and, in 
particular, to systems for providing compressed digital video 
signals representative of full color motion video images. 

BACKGROUND OF THE INVENTION 

Digital video images are typically compressed using 
difference encoding. In order to achieve data compression, 
such systems typically encode only the difference betWeen 
pixels in lieu of encoding each pixel in the image as a stand 
alone value. Since the differences betWeen pixels are typi 
cally small, difference encoding often results in substantial 
data compression. 
KnoWn difference encoding systems determine the pixel 

differences used for image compression by differencing 
neighboring vertically aligned pixels in an image. More 
particularly, in such systems, each pixel in a ?rst horiZontal 
roW of an image is vertically differenced With a correspond 
ing vertically aligned pixel positioned in a second horiZontal 
roW immediately beloW the ?rst roW. The pixels in the image 
being encoded are typically processed in a horiZontal scan 
order so that pointer incrementation involves simple incre 
mentation along the horizontal axis. 

It Was found that When digital video data Was encoded in 
accordance With blocks of pixels, as opposed to horiZontal 
lines, vertical differencing of pixels Was not optimal. It Was 
found that performing vertical pixel differencing for pixels 
in a block of pixels and then moving to a next block in a 
horiZontal manner created a Zig-Zag pattern during the 
encoding process. The draWbacks caused by this Zig-Zag 
effect are demonstrated by the folloWing example Wherein 
4><4 blocks of pixels in an image being encoded are sequen 
tially processed in raster-scan order. In the example, the ?rst 
block (in the upper-leftmost corner of the image) is encoded 
as folloWs: 

Pixel(roW 1, col. 
1) 

Pixel(roW 2, col. 
1) 

Pixel(roW 3, col. 
1) 

Pixel(roW 4, col. 
1) 

Pixel(roW 1, col. 
2) 

Pixel(roW 2, col. 
2) 

Pixel(roW 3, col. 
2) 

Pixel(roW 4, col. 
2) 

Pixel(roW 1, col. 
2) 

Pixel(roW 2, col. 
2) 

1) is differenced With Pixel(roW 0, col. 

1) is differenced With Pixel(roW 1, col. 

1) is differenced With Pixel(roW 2, col. 

1) is differenced With Pixel(roW 3, col. 

2) is differenced With Pixel(roW 0, col. 

2) is differenced With Pixel(roW 1, col. 

2) is differenced With Pixel(roW 2, col. 

2) is differenced With Pixel(roW 3, col. 

3) is differenced With Pixel(roW 0, col. 

3) is differenced With Pixel(roW 1, col. 
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2 
Pixel(roW 3, col. 3) is differenced With Pixel(roW 2, col. 

3) 
Pixel(roW 4, col. 

3) 
Pixel(roW 1, col. 

4) 
Pixel(roW 2, col. 

4) 
Pixel(roW 3, col. 

4) 
Pixel(roW 4, col. 

4) 
After this ?rst block is processed, the system next turns to 

the ?rst pixel in the 4x4 block to the right of the ?rst block, 
i.e., the pixel at roW 1, col. 5, for encoding. This represents 
traversing the digital video image in a Zig-Zag pattern during 
encoding. One result of this Zig-Zag pattern is that data from 
the ?rst block, e.g., Pixel(roW 4, col. 1), must be temporally 
saved until all the pixel blocks in the ?rst horiZontal roW of 
horiZontal blocks have been processed and the system 
returns to process Pixel(roW 5, col. 1). Such temporary saves 
typically require a data save operation and a data read back 
operation once every four roWs. In addition, a register must 
typically be devoted to maintain a pointer to the temporarily 
saved data. 

It is an object of the present invention to provide a more 
ef?cient difference encoding system Which avoids the tem 
porary data save operations typically associated With vertical 
difference encoding. 

It is a further object of the present invention to eliminate 
the use of a register for maintaining the address of tempo 
rarily stored data typically associated With vertical differ 
ence encoding. 

Further objects and advantages of the invention Will 
become apparent from the description of the invention 
Which folloWs. 

SUMMARY OF THE INVENTION 

Embodiments in accordance With the present invention 
comprise, respectively, a method, apparatus, computer 
system, and computer-readable medium for compressing a 
tWo-dimensional array of pixels. According to one embodi 
ment of the invention, a plurality of ?rst column pixel 
differences is generated by successive pixels in a ?rst 
column With a ?rst pixel of the ?rst column of the array. A 
plurality of roW pixel differences is generated for each roW 
of the array by differencing successive pixels in said each 
roW With an adjacent previous pixel in said each roW and a 
compressed digital video signal representative of the tWo 
dimensional array of pixels is formed by compressing each 
?rst column pixel difference of the plurality of ?rst column 
pixel differences and by compressing each roW pixel differ 
ence of the plurality of roW pixel differences for each roW of 
the array. 

BRIEF DESCRIPTION OF THE FIGURES 

FIGS. 1 and 1A together shoW a block ?oW diagram of a 
system for compressing a digital video image in accordance 
With a preferred embodiment of the present invention. 

FIGS. 2 and 2A together shoW a block ?oW diagram of a 
system for decompressing a compressed digital video signal 
representative of a digital video image in accordance With a 
preferred embodiment of the present invention. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

Referring noW to FIGS. 1, 1A, a block ?oW diagram of a 
system 100 for compressing (or encoding) a digital video 

3) is differenced With Pixel(roW 3, col. 

4) is differenced With Pixel(roW 0, col. 

4) is differenced With Pixel(roW 1, col. 

4) is differenced With Pixel(roW 2, col. 

4) is differenced With Pixel(roW 3, col. 
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signal that is representative of a digital video image in 
accordance With a preferred embodiment of the present 
invention is shoWn. For purposes of the present application, 
the term digital video image means a tWo-dimensional array 
of digital pixel values Which collectively depict all or part of 
a physical image or scene, including individual images 
Within a sequence of motion video images. As explained 
more fully beloW, the preferred embodiment of the present 
invention uses an improved vertical differencing compres 
sion method to encode the pixels in the ?rst column of the 
image, and then a horiZontally-based vector quantization 
compression method is used to encode the pixels in all other 
columns of the image. 

Before system 100 begins the compression process, ini 
tialiZation means 102 assigns a value of one to the param 
eters BLOCKiCOUNTER and ROW. The parameter 
BLOCKiCOUNTER is used to point to the position of a 
pixel Within the pixel block being encoded, and the param 
eter ROW is used to point to the roW occupied by the 
upper-most pixel in the pixel block currently being encoded 
by system 100. After these parameters are initialiZed, 
encoder 104 encodes Pixel(RoW, 1), i.e., the pixel located in 
the roW represented by the parameter “RoW” and the ?rst 
column of the image being encoded. Encoder 104 encodes 
the value of Pixel(RoW, 1) as if it Were a stand alone value, 
Without reference to any differences betWeen that pixel and 
any neighboring pixels. As explained more fully beloW, the 
output of encoder 104 is used in combination With the 
outputs of other encoding means to generate a compressed 
digit video signal that is representative of the image being 
compressed. 

Subtractor 106 is provided for determining a vertical pixel 
difference value “D” representative of the difference 
betWeen P1X6l(ROW+BlOCl(iCOllI1I6I‘, 1) and Pixel(roW, 1). 
In one embodiment, subtractor 106 accepts as its inputs 
electrical signals representative of the values of Pixel(RoW+ 
Blockicounter, 1) and Pixel(roW, 1) and generates as its 
output an electrical signal representative of the difference 
betWeen such input signals. Encoder 108 quantiZes and 
encodes the output of subtractor 106. As Was the case With 
encoder 104, the output of encoder 108 is used in combi 
nation With the outputs of other encoding means to generate 
a compressed digital video signal that is representative of the 
image being compressed. 

Next, incrementing means 110 increments the value of the 
BLOCKiCOUNTER parameter, and comparator 112 deter 
mines Whether the BLOCKiCOUNTER parameter has 
exceeded the constant BLOCKiSIZE. In the preferred 
embodiment of compression system 100, the constant 
BLOCKiSIZE is set at a value of 4, although other values 
may be used. If the value of BLOCKiSIZE has not been 
exceeded, processing returns to subtractor 106 and the 
process is repeated. When the system passes through sub 
tractor 106 for a second time, the value of BLOCKi 
COUNTER Will have been incremented but the value of 
RoW Will be the same as it Was during the initial pass through 
subtractor 106. In this Way, subtractor 106 uses the same 
pixel, i.e., Pixel(RoW, 1), as the basis for determining 
multiple vertical pixel difference values for a plurality of 
pixels in the same vertical pixel block during the compres 
sion process. 

If the value of BLOCKiSIZE has been exceeded, com 
parator 112 determines Whether the value of (ROW+BlOCl(i 
counter) is equal to the constant COLSIZE Which represents 
the number of pixels in each column of the image being 
encoded. If these values are not equal, means 116 increments 
the parameter ROW by the constant BLOCKiSIZE, initial 
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4 
iZes the value of BLOCKiCOUNTER to 1, and processing 
returns to encoder 104 to encode a further pixel block in the 
?rst column of the overall image being encoded. When 
comparator 112 determines that the value of (ROW+BlOCl(i 
counter) is not equal to the constant COLSIZE, this signi?es 
that all pixels in the ?rst column of the image have been 
encoded, and processing passes to initialiZation means 118. 

InitialiZation means 118 assigns values of one and Zero, 
respectively, to the parameters ROW and BLOCKi 
COUNTER. In addition, initialiZation means 118 assigns a 
value of tWo to the parameter COL Which is used to point to 
the column of pixels currently being encoded by system 100. 
Subtractor 120 is provided for determining a horiZontal pixel 
difference value D representative of the difference betWeen 
Pixel(RoW, Col) and Pixel(roW, col-1). In one embodiment, 
subtractor 106 accepts as its inputs electrical signals repre 
sentative of the values of Pixel(RoW, col) and Pixel(roW, 
col-1) and generates as its output an electrical signal rep 
resentative of the difference betWeen such input signals. 
Encoder 122 quantiZes and encodes the output of subtractor 
120. The output of encoder 122 is used in combination With 
the outputs of the other encoders described above to gener 
ate a compressed digital video signal that is representative of 
the image being compressed. 

Next, incrementing means 124, 126, respectively, incre 
ment the values of the BLOCKiCOUNTER and ROW 
parameters, and comparator 128 determines Whether the 
BLOCKiCOUNTER parameter is less than the constant 
BLOCKiSIZE. If the value of BLOCKiCOUNTER is less 
than BLOCKiSIZE, processing returns to subtractor 120 
and the process is repeated; otherWise, incrementing means 
130 increments the value of the parameter COL by one, the 
BLOCKiCOUNTER parameter is again set to Zero, and 
comparator 132 determines Whether the value of COL is less 
than the constant ROWSIZE. The constant ROWSIZE rep 
resents the number of pixels in each roW of the image being 
encoded. If the value of COL is less than ROWSIZE, then 
decrementing means 134 decrements the parameter ROW by 
the constant BLOCKiSIZE and processing returns to sub 
tractor 120; otherWise, comparator 136 determines Whether 
the parameters ROW and COL are equal. If these parameters 
are not equal, then initialiZation means 138 sets the param 
eter COL to tWo and processing returns again to subtractor 
120. 

Referring noW to FIGS. 2, 2A, a block ?oW diagram of a 
system 200 for decompressing (or decoding) a compressed 
digital video signal representative of a digital video image in 
accordance With a preferred embodiment of the present 
invention is shoWn. Decompression system 200 is the func 
tional inverse of compression system 100. Thus, in the 
preferred embodiment of the present invention, vertical 
differencing is used in decoding the pixels in the ?rst column 
of the compressed image, and then horiZontally-based vector 
dequantiZation is used to decode the pixels in all other 
columns of the compressed image. 

Before system 200 begins the decompression process, 
initialiZation means 202 assigns a value of one to the 
parameters BLOCKiCOUNTER and ROW. The parameter 
BLOCKiCOUNTER is used to point to the position of a 
pixel Within a pixel block being decoded, and the parameter 
ROW is used to point to the roW occupied by the upper-most 
pixel in the pixel block currently being decoded by system 
200. After these parameters are initialiZed, decoder 204 
decodes Pixel(RoW, 1). Decoder 204 decodes the value of 
Pixel(RoW, 1) as if it Were a stand alone value, Without 
reference to any differences betWeen that pixel and any 
neighboring pixels. Decoder 204 accepts as its input a 



6,100,933 
5 

compressed digital video signal and, as explained more fully 
below, the output of decoder 204 is used in combination With 
the outputs of other decoding means to generate a decom 
pressed digital video signal that is representative of the 
digital video signal being decompressed. 

Decoder 206 is provided for determining a pixel value “P” 
representative of the sum of Pixel(roW, 1) and the difference 
“D” betWeen Pixel(RoW, 1) and P1X6l(ROW+BlOCl(iCOllI1I6I‘, 
1). In one embodiment, decoder 206 accepts as its inputs 
electrical signals representative of the values of Pixel(roW, 
1) and the difference “D” betWeen Pixel(RoW, 1) and Pixel 
(ROW+BlOCl(iCOllI1I6I‘, 1), and generates as its output an 
electrical signal representative of the sum of such input 
signals. Decoder 206 accepts as its input a compressed 
digital video signal and, as Was the case With decoder 204, 
the output of decoder 206 is used in combination With the 
outputs of other decoding means to generate a decompressed 
digital video signal that is representative of the image being 
decompressed. 

Next, incrementing means 208 increments the value of the 
BLOCKiCOUNTER parameter, and comparator 210 deter 
mines Whether the BLOCKiCOUNTER parameter is less 
than the constant BLOCKiSIZE. In the preferred embodi 
ment of decompression system 200, the constant BLOCKi 
SIZE is set at a value of 4, although other values may be 
used. If the value of BLOCKiSIZE has not been exceeded, 
processing returns decoder 206 and the process is repeated. 
When the system passes through decoder 206 for a second 
time, the value of BLOCKiCOUNTER Will have been 
incremented but the value of ROW Will be the same as Was 
during the initial pass through decoder 206. In this Way, 
decoder 206 uses the same pixel, i.e., Pixel(RoW, 1), as the 
basis for determining values for a plurality of pixels in the 
same vertical pixel block during the decompression process. 

If the value of BLOCKiSIZE has been exceeded, com 
parator 212 determines Whether the value of (ROW+BlOCl(i 
counter) is equal to the constant COLSIZE Which represents 
the number of pixels in each column of the image being 
decoded. If these values are not equal, means 214 incre 
ments the parameter ROW by the constant BLOCKiSIZE, 
initialiZes the value of BLOCKiCOUNTER to 1, and 
processing returns to decoder 204 to decode a further pixel 
block in the ?rst column of the overall image being decoded. 
When comparator 212 determines that the value of (RoW+ 
Blockicounter) is not equal to the constant COLSIZE, this 
signi?es that all pixels in the ?rst column of the image have 
been decoded, and processing passes to initialiZation means 
216. 

InitialiZation means 216 assigns values of one and Zero 
respectively to the parameters ROW and BLOCKi 
COUNTER. In addition, initialiZation means 216 assigns a 
value of tWo to the parameter COL Which is used to point to 
the column of pixels currently being decoded by system 200. 
Decoder 218 is provided for summing the value of Pixel 
(roW, col) and the horiZontal pixel difference value “D” 
representative of the difference betWeen Pixel(RoW, Col) 
and Pixel(roW, col-1). In one embodiment, decoder 218 
accepts as its inputs electrical signals representative of the 
values of Pixel(RoW, col) and the horiZontal pixel difference 
value D representative of the difference betWeen Pixel(RoW, 
Col) and Pixel(roW, col-1), and generates as its output an 
electrical signal representative of the sum of such input 
signals. The output of decoder 218 is used in combination 
With the outputs of the other decoders described above to 
generate a decompressed digital video signal that is repre 
sentative of the image being decompressed. 

Next, incrementing means 220, 222, respectively, incre 
ment the values of the ROW and BLOCKiCOUNTER 
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6 
parameters, and comparator 224 determines Whether the 
BLOCKiCOUNTER parameter is less than the constant 
BLOCKiSIZE. If the value of BLOCKiCOUNTER is less 
than BLOCKiSIZE, processing returns to decoder 218 and 
the process is repeated; otherWise, incrementing means 226 
increments the value of the parameter COL by one, the 
BLOCKiCOUNTER parameter is again set to Zero, and 
comparator 228 determines Whether the value of COL is less 
than the constant ROWSIZE. The constant ROWSIZE rep 
resents the number of pixels in each roW of the image being 
decoded. If the value of COL is less than ROWSIZE, then 
decrementing means 230 decrements the parameter ROW by 
the constant BLOCKiSIZE and processing returns to 
decoder 218; otherWise, comparator 232 determines Whether 
the parameters ROW and COL are equal. If these parameters 
are not equal, then initialiZation means 234 sets the param 
eter COL to tWo and processing returns again to decoder 
218. 

The present invention may be implemented using an Intel 
model 386, 486 or a higher poWered processor, or a general 
purpose processor. The present invention may be embodied 
in other speci?c forms Without departing from the spirit or 
essential attributes of the invention. Accordingly, reference 
should be made to the appended claims, rather than the 
foregoing speci?cation, as indicating the scope of the inven 
tion. 
What is claimed is: 
1. A method for compressing a tWo-dimensional array of 

pixels, comprising the steps of: 
(a) generating a plurality of ?rst column pixel differences 

by differencing successive pixels in a ?rst column With 
a ?rst pixel of the ?rst column of the array; 

(b) generating a plurality of roW pixel differences for each 
roW of the array by differencing successive pixels in 
said each roW With an adjacent previous pixel in said 
each roW; and 

(c) forming a compressed digital video signal represen 
tative of the tWo-dimensional array of pixels by com 
pressing each ?rst column pixel difference of the plu 
rality of ?rst column pixel differences and by 
compressing each roW pixel difference of the plurality 
of roW pixel differences for each roW of the array. 

2. The method of claim 1, Wherein the tWo-dimensional 
array of pixels represents one of a plurality of blocks 
constituting a digital video image. 

3. The method of claim 2, Wherein: 
the digital video image comprises a ?rst pixel column 

comprising the ?rst column of the array; 
the plurality of blocks comprises a ?rst column of blocks 

that encompasses the ?rst pixel column of the digital 
video image; and 

step (a) is repeated for each block of the ?rst column of 
blocks and step (b) is repeated for each block of the 
digital video image. 

4. The method of claim 2, Wherein: 
the digital video image comprises a ?rst pixel column 

comprising the ?rst column of the array; 
the plurality of blocks comprises a ?rst column of blocks 

that encompasses the ?rst pixel column of the digital 
video image; 

step (a) is repeated for each block of the ?rst column of 
blocks before step (b) by generating a plurality of ?rst 
column pixel differences for each block of the ?rst 
column of blocks by differencing successive pixels in a 
?rst column of each said block With a ?rst pixel of the 
?rst column of each said block; and 
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step (b) is repeated for each block of the digital video 
image by consecutively processing each roW of the 
digital video image from the top to the bottom of the 
digital video image. 

5. An apparatus for compressing a tWo-dimensional array 
of pixels, comprising: 

(a) means for generating a plurality of ?rst column piXel 
differences by differencing successive piXels in a ?rst 
column With a ?rst piXel of the ?rst column of the array; 

(b) means for generating a plurality of roW piXel differ 
ences for each roW of the array by differencing suc 
cessive piXels in said each roW With an adjacent pre 
vious piXel in said each roW; and 

(c) means for forming a compressed digital video signal 
representative of the tWo-dimensional array of piXels 
by compressing each ?rst column piXel difference of 
the plurality of ?rst column piXel differences and by 
compressing each roW piXel difference of the plurality 
of roW piXel differences for each roW of the array. 

6. The apparatus of claim 5, Wherein the tWo-dimensional 
array of piXels represents one of a plurality of blocks 
constituting a digital video image. 

7. The apparatus of claim 6, Wherein: 
the digital video image comprises a ?rst piXel column 

comprising the ?rst column of the array; and 
the plurality of blocks comprises a ?rst column of blocks 

that encompasses the ?rst piXel column of the digital 
video image; the apparatus further comprising: 
means for repeating the generating of means (a) for 

each block of the ?rst column of blocks; and 
means for repeating the generating of means (b) for 

each block of the digital video image. 
8. The apparatus of claim 6, Wherein: 
the digital video image comprises a ?rst piXel column 

comprising the ?rst column of the array; and 
the plurality of blocks comprises a ?rst column of blocks 

that encompasses the ?rst piXel column of the digital 
video image; the apparatus further comprising: 
means for repeating the generating of means (a) for 

each block of the ?rst column of blocks before the 
generating of means (b) by generating a plurality of 
?rst column piXel differences for each block of the 
?rst column of blocks by differencing successive 
piXels in a ?rst column of each said block With a ?rst 
piXel of the ?rst column of each said block; and 

means for repeating the generating of means (b) for 
each block of the digital video image by consecu 
tively processing each roW of the digital video image 
from the top to the bottom of the digital video image. 
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9. A computer-readable medium having stored thereon a 

plurality of instructions, Wherein the plurality of 
instructions, When executed by a processor, cause the pro 
cessor to perform the steps of: 

(a) generating a plurality of ?rst column piXel differences 
by differencing successive piXels in a ?rst column With 
a ?rst piXel of the ?rst column of a tWo-dimensional 
array of piXels; 

(b) generating a plurality of roW piXel differences for each 
roW of the array by differencing successive piXels in 
said each roW With an adjacent previous piXel in said 
each roW; and 

(c) forming a compressed digital video signal represen 
tative of the tWo-dimensional array of piXels by com 
pressing each ?rst column piXel difference of the plu 
rality of ?rst column piXel differences and by 
compressing each roW piXel difference of the plurality 
of roW piXel differences for each roW of the array. 

10. The computer-readable medium of claim 9, Wherein 
the tWo-dimensional array of piXels represents one of a 
plurality of blocks constituting a digital video image. 

11. The computer-readable medium of claim 10, Wherein: 
the digital video image comprises a ?rst piXel column 

comprising the ?rst column of the array; 
the plurality of blocks comprises a ?rst column of blocks 

that encompasses the ?rst piXel column of the digital 
video image; and 

step (a) is repeated for each block of the ?rst column of 
blocks and step (b) is repeated for each block of the 
digital video image. 

12. The computer-readable medium of claim 10, Wherein: 
the digital video image comprises a ?rst piXel column 

comprising the ?rst column of the array; 
the plurality of blocks comprises a ?rst column of blocks 

that encompasses the ?rst piXel column of the digital 
video image; 

step (a) is repeated for each block of the ?rst column of 
blocks before step (b) by generating a plurality of ?rst 
column piXel differences for each block of the ?rst 
column of blocks by differencing successive piXels in a 
?rst column of each said block With a ?rst piXel of the 
?rst column of each said block; and 

step (b) is repeated for each block of the digital video 
image by consecutively processing each roW of the 
digital video image from the top to the bottom of the 
digital video image. 

* * * * * 


