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SEMICONDUCTOR DEVICE INCLUDING 
ACTIVE MATRIX CIRCUIT 

This application is a divisional application of Application 
Ser. No. 08/961,807, ?led Oct. 31, 1997, now US. Pat. No. 
5,856,689 Which is a divisional application of Application 
Ser. No. 08/807,001, ?led Mar. 10, 1997, now US. Pat. No. 
5,712,495, Which itself is a continuation of Application Ser. 
No. 08/471,101, ?led Jun. 6, 1995, noW abandoned. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

The present invention relates to an active matrix circuit 
fabricated using thin ?lm insulated gate type semiconductor 
devices (thin ?lm transistors or TFTs) formed on an insu 
lating substrate (in this speci?cation, the “insulating sub 
strate” generally means a material having an insulating 
surface and, unless otherWise de?ned, it implies not only an 
insulating material such as glass but also a material such as 
a semiconductor or metal having an insulator layer formed 
thereon). More particularly, the present invention relates to 
a monolithic active matrix circuit Which includes peripheral 
circuits for driving it formed on the same substrate. A 
monolithic active matrix circuit according to the present 
invention is suitable for matrix type displays such as liquid 
crystal displays and plasma displays. 

2. Description of the Related Art 
As shoWn in FIG. 5, a monolithic active matrix circuit is 

comprised of an active matrix circuit area, a source driver, 
and a gate driver Which are formed using substantially the 
same process. In an active matrix circuit, TFTs are used as 
switching elements for liquid crystal cells. In order to 
supplement the electrostatic capacity of the liquid crystal 
cells, auxiliary capacities are provided in parallel With the 
liquid crystal cells. The peripheral circuits such as the source 
driver and gate driver are constituted by a shift register and 
sWitching elements Which must be capable of operating at 
high speed. Taking this into consideration, monolithic active 
matrix circuits are constructed using a crystalline semicon 
ductor (e.g., polycrystalline silicon). Further, in order to 
suppress poWer consumption, the peripheral circuits are 
constructed using complementary circuits (CMOS). Such 
techniques are described in Japanese unexamined patent 
publication (KOKAI) No. H1-289917 in Which sWitching 
TFTs in an active matrix circuit and a TFT that constitutes 
a shift register of a peripheral circuit are described as having 
substantially the same sectional structure. 

HoWever, TFTs as the sWitching elements in an active 
matrix circuit and TFTs in CMOS circuits such as a shift 
register do not operate in the same Way. For example, for a 
TFT as a sWitching element, a high reverse bias voltage (a 
negative voltage if the TFT is of the N-channel type) is 
applied to the gate electrode. On the other hand, principally, 
no reverse bias voltage is applied to a TFT in a CMOS logic 
circuit. Further, the operating speed of the former may be 
one percent or less of the speed required for the latter. 

As described above, it has been considered undesirable to 
employ the same structure to build TFTs for Which operating 
conditions and required characteristics are greatly different. 

SUMMARY OF THE INVENTION 

It is an object of the present invention to optimiZe an 
active matrix circuit and peripheral circuits thereof by 
differentiating the structure of TFTs as the sWitching ele 
ments used in the active matrix circuit from that of TFTs 
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2 
used for CMOS logic circuits such as shift registers of the 
peripheral circuits. 

Speci?cally, the source and drain of a TFT of an active 
matrix circuit are substantially doped With only one of tWo 
types of impurities, i.e., N-type and P-type impurities, 
Whereas the source and drain of a TFT of a peripheral circuit 
Which is of the same conductivity type as the TFT of the 
active matrix circuit are doped With both of N-type and 
P-type impurities. 

If a TFT of the active matrix circuit is of the P-channel 
type, the source and drain thereof are doped With only P-type 
impurities. On the other hand, the source and drain of a 
P-channel type TFT of a peripheral circuit are doped With 
both of P-type and N-type impurities. Needless to say, in 
general, the density of P-type impurities is higher than that 
of N-type impurities. 
The present invention is characteriZed in that the structure 

of a TFT is optimiZed using side Walls formed on both sides 
of the gate electrode and a gate line thereof. 
The side Walls according to the present invention are 

formed by coating the gate electrode and gate line With an 
insulator ?lm and by etching the ?lm on an anisotropic basis. 
The substantially triangular insulators (side Walls) formed 
on both sides of the gate electrode and gate line are used as 
masks during doping to form a loW density drain (lightly 
doped drain, LDD) structure, an offset gate structure, and the 
like. 
A process of providing an LDD through the formation of 

such side Walls Will be described With reference to FIG. 1. 
First, a crystalline semiconductor region 103 in the form of 
an island is formed on a substrate 101. An insulated base ?lm 
102 may be formed on the substrate. After depositing a gate 
insulation ?lm 104, a gate electrode 105 and a gate line 106 
are formed using appropriate materials. As the materials for 
the gate electrode and gate line, materials Which can be 
anodiZed, e.g., aluminum, may be used. (See FIG. 1A) 

Thereafter, the semiconductor region is irradiated by 
accelerated ions of the doping impurities to form an impurity 
region 109 With the gate electrode 105 serving as a mask. If 
phosphorous is used as the doping impurities, an N-type 
impurity region is obtained and, if boron is used, a P-type 
impurity region is obtained. The conductivity of the impu 
rities can be controlled by adjusting the densities and mixing 
ratio of those impurities. The amount of doping (dose) must 
be kept small in order to obtain an LDD structure. If no 
doping is performed, an offset gate structure is obtained. 
High density doping Will provide normal source and drain. 
(See FIG. 1B) 
The gate electrode and gate line may be anodiZed before 

doping to form an anodic oxide ?lm 108. This anodic oxide 
?lm Will serve as an etching stopper to protect the gate 
electrode during an anisotropic etching process to be per 
formed later. The same effect can be obtained by forming a 
coating ?lm such as a silicon nitride ?lm on the gate 
electrode. 

Thereafter, an insulator ?lm 110 is formed to cover the 
gate electrode and gate line (and the anodic oxide ?lm 
surrounding them). This ?lm must be formed With suf?cient 
coating properties and preferably has a thickness in the 
range of one-third to tWice the height of the gate electrode 
and the gate line. For such a purpose, it is preferable to use 
a chemical vapor deposition (CVD) process such as a 
plasma CVD process, a loW-pressure CVD process, and an 
atmospheric pressure CVD process. As a result, the thick 
ness of the silicon nitride ?lm is increased at the sides of the 
gate electrode and gate line as indicated by the dotted lines 
shoWn FIG. 1C. 
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The insulator formed as described above is subjected to 
anisotropic etching Which proceeds With priority to etching 
in a direction substantially perpendicular to the substrate. 
This etching must be performed until the insulator ?lm 110 
is etched at ?at portions and may be continued until the 
underlying gate insulation ?lm is etched. This leaves sub 
stantially triangular insulators (side Walls) 111 and 112 at the 
sides of the gate electrode and gate line because the insulator 
?lm has been made thicker in those areas than other areas. 

(See FIG. 1D) 
Then, high density impurity doping is carried out using 

the side Walls 111 and 112 as doping masks to form source 
and drain 114. LDD regions 113 are formed in the areas 
under the side Walls because doping is not performed in 
those areas. (See FIG. 1E) 

Thereafter, the impurities Which have been doped are 
activated by means of thermal annealing, irradiation With 
intense light such as laser light or equivalents thereof 
(optical annealing) or the like. Further, after a layer insulator 
115 is formed, a contact hole is formed in one or both of the 
source and drain of the TFT to form lines 116 and 117 for 
a second layer. (See FIG. 1F) 

The above-described steps provide a TFT having an LDD 
structure. Although not true only for an LDD structure, the 
structure shoWn in FIG. 1 Wherein the side Walls 112 are 
provided on the sides of the gate line 106 is found to be 
effective for preventing the second layer Wiring 117 from 
being cut at the steps it forms Where it extends over the gate 
line 106 because the side Walls 112 reduce the steepness of 
the steps. 
An LDD structure and an offset gate structure can be 

provided as described above. According to the present 
invention, an LDD structure is employed for an N-channel 
type TFT for Which a counter measure against hot carriers 
must be taken, Whereas a normal structure or an offset gate 
structure is employed for a P-channel type TFT for Which 
such a counter measure is not required. According to the 
present invention, a TFT used for an active matrix circuit 
may be of either the N-channel type or P-channel type. 
HoWever, a P-channel type TFT is preferred because it 
suffers less deterioration in characteristics. The present 
invention Will be described beloW With reference to pre 
ferred embodiments thereof. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIGS. 1A to 1F schematically illustrate the steps for 
forming side Walls according to the present invention. 

FIGS. 2A to 2G illustrate a method of fabricating TFT 
circuits according to a ?rst embodiment of the present 
invention. 

FIGS. 3A to 3G illustrate a method of fabricating TFT 
circuits according to a second embodiment of the present 
invention. 

FIGS. 4A to 4F illustrate examples of TFT circuits accord 
ing to third and fourth embodiments of the present invention. 

FIG. 5 is a block diagram of a monolithic active matrix 
circuit. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

FIGS. 2A to 2G illustrate a ?rst embodiment of the 
present invention. Asilicon oxide ?lm having a thickness of 
1000 to 5000 A, e.g., 2000 A, is formed as a base oxide ?lm 
202 on a substrate (Corning 7059) 201. This oxide ?lm is 
formed using a sputtering process in an oxygen atmosphere. 
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4 
For higher mass-productivity, it may be formed by decom 
posing and depositing TEOS (tetraethoxysilane) using a 
plasma CVD process. The silicon oxide ?lm thus formed 
may be annealed at 400 to 650° C. 

Thereafter, an amorphous silicon ?lm is deposited using 
a plasma CVD process or LPCVD process to a thickness of 
300 to 5000 A, preferably 400 to 1000 A, e.g., 500 A. The 
?lm is then crystalliZed by keeping it in a reducing atmo 
sphere at 550 to 600° C. for 8 to 24 hours. The crystalliZation 
may be accelerated (promoted) by adding a very small 
amount of metal element such as nickel Which promotes the 
crystalliZation. Alternatively, this process may be carried out 
using laser irradiation. The resulting crystalliZed silicon ?lm 
is etched to form island-like regions 203, 204, and 205. 
The island-like regions 203 and 204 are regions in Which 

TFTs of peripheral circuits are formed and the island-like 
region 205 is a region in Which a TFT of an active matrix 
circuit is formed. Further, a silicon oxide ?lm 206 having a 
thickness of 700 to 1500 A, e.g., 1200 A is formed on those 
regions using a plasma CVD process. 

Thereafter, an aluminum (including Sc (scandium) of 0.1 
to 0.5 percent by Weight) ?lm having a thickness of 1000 A 
to 3 pm, e.g., 5000 A is formed using a sputtering process 
and is etched to form gate electrodes 207, 208, and 209. 
Although not clear in the ?gure, all of the gate electrodes 
207 through 209 are continuous to each other (FIG. 2A). 

The gate electrodes 207 through 209 are anodiZed by 
applying a current to them in an electrolytic solution to form 
anodic oxide ?lms having a thickness of 500 to 2500 A, e. g., 
2000 A on the upper and side surfaces of the gate electrodes. 
The electrolytic solution used is obtained by diluting 
L-tartaric acid With ethylene glycol to a density of 5 percent 
and by adjusting the pH to 7.0102 using ammonia. Other 
suitable solutions may be used instead. The substrate 201 is 
immersed in the electrolytic solution. The positive side of a 
constant current source is connected to a gate line on the 

substrate, and a platinum electrode is connected to the 
negative side. Thus, a voltage is applied With-a constant 
current of 20 mA and oxidation is continued until the voltage 
reaches 150 V. The oxidation is further continued at a 
constant voltage of 150 V until the current decreases beloW 
0.1 mA. As a result, an aluminum oxide ?lm having a 
thickness of 2000 A is obtained. After the anodiZing process, 
electrical isolation is provided on the gate electrodes and 
gate line Where necessary. Such an isolation process may be 
carried out in a later step. 

Thereafter, the regions 203 and 205 that constitute 
P-channel type TFTs are covered by photoresist masks 210. 
Phosphorous is implanted in the island-like silicon ?lm 204 
on a self-alignment basis using the gate electrode portion 
(i.e. the gate electrode and the anodic oxide ?lm surrounding 
it) as a mask according to the ion implantation method to 
form an N-type loW density impurity region (LDD) 211. The 
dose is 1><1013 to 1><1014 atoms/cm2, and the acceleration 
voltage is 10 to 90 kV. For example, the dose is 2><1013 
atoms/cm2, and the acceleration voltage is 80 kv (FIG. 2B). 
A silicon oxide ?lm is then deposited as in the step shoWn 

at FIG. 1C using a plasma CVD process. The material gases 
used are TEOS and oxygen or monosilane and nitrous oxide. 
The optimum value for the thickness of the silicon oxide ?lm 
depends on the height of the gate electrodes and gate lines. 
For example, in this embodiment Wherein the height of the 
gate electrodes and gate lines including the anodic oxide 
?lms is about 6000 A, the thickness is preferably 2000 A to 
1.2 pm Which is one-third to tWice the height and is set to 
6000 A in this embodiment. During this ?lm forming step, 
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the ?lm thickness must be kept uniform in ?at regions and 
good step-coverage must be provided. 

Next, anisotropic dry etching is performed according to 
the Well-knoWn RIE method as in the step indicated in FIG. 
1D to etch the above-described silicon oxide ?lm. In this 
etching step, the gate insulation ?lm 206 is also etched. The 
steps described so far leave substantially triangular insula 
tors (side Walls) 212, 213, and 214 at the sides of the gate 
electrodes and gate line. Also, gate insulation ?lms 215, 216, 
and 217 are left under the side Walls and the gate electrode 
portions. (See FIG. 2C) 

Thereafter, phosphorous is introduced again using an ion 
doping process. At this time, only the area of the active 
matrix circuit is covered by a photoresist mask 218. Since 
there are some spaces betWeen the peripheral circuits and the 
active matrix circuit as apparent from FIG. 5, this patterning 
is relatively simple. 

The dose in this doping step is greater than the dose 
employed at the step indicated by FIG. 2B by one to three 
?gures. Further, since the gate insulation ?lm has been 
etched, the optimum acceleration voltage is 10 to 30 kV. In 
the present embodiment, the dose is 1><1015 atoms/cm2 
Which is ?fty times the dose for the initial phosphorous 
doping. The acceleration voltage is set to 10 kV. As a result, 
regions (source and drain) 219 and 220 are formed Which are 
doped With phosphorous at a high density. On the other 
hand, loW density N-type regions are left under the side 
Walls 213 and adjacent to the high density N-type regions 
220. (See FIG. 2D.) 

Next, boron is introduced using an ion doping process. In 
this case, the region 204 in Which an N-channel type TFT is 
to be formed is covered by a photoresist mask 221. The dose 
is greater than the dose of phosphorous for the step shoWn 
at FIG. 2D because the N-type region 219 is inverted to the 
P-type. This embodiment employs a dose of 3><1015 atoms/ 
cm2 Which is three times the dose for the phosphorous 
doping at FIG. 2D. The acceleration voltage is set to 10 kV. 
As a result, the N-type region 219 is inverted to obtain a 
P-type region 222. The island-like region 205 is also doped 
With boron to form a P-type region (source/drain) 223. (See 
FIG. 2E) 

Then, a KrF excimer laser beam having a Wavelength of 
248 nm and a pulse Width of 20 ns is directed to the 
impurities doped to activate them (a laser annealing 
process). 

The adequate energy density of the laser beam is 200 to 
400 mJ/cm2, preferably 250 to 300 mJ/cm2. This laser 
irradiation step may be replaced by thermal annealing. 
Alternatively, the laser irradiation may be folloWed by 
thermal annealing. 
A silicon oxide ?lm is then formed on the entire surface 

as a layer insulation ?lm 224 to a thickness of 5000 Contact holes are formed in the sources and drains of the 

TFTS. Simultaneously, a contact hole 225 is formed in the 
impurity region of the TFT for the active matrix circuit at the 
side of a pixel electrode thereof. Then, aluminum lines and 
electrodes 226 through 229 for a second layer are formed. 
The thickness of the aluminum lines is substantially the 
same as that of the gate electrodes and gate lines, i.e., 4000 
to 6000 No metal Wiring is provided in the contact hole 
225. Referring noW to the active matrix circuit, metal line 
229 is a signal line, and the gate electrode 209 is connected 
to a gate line. (See FIG. 2F.) 

Finally, a passivation ?lm 230 constituted by a silicon 
nitride ?lm is formed using a plasma CVD process. A 
contact hole is formed again in the position in Which the 
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6 
contact hole 225 has been formed to expose the impurity 
region. An indium tin oxide (ITO) ?lm Which is a transparent 
conductive material is deposited using a sputtering process 
and is etched to form a pixel electrode 231. 
The above-described steps provide an N-channel type thin 

?lm transistor 232 and a P-channel type thin ?lm transistor 
233 for peripheral driver circuits and a P-channel type thin 
?lm transistor 234 for an active matrix circuit. As apparent 
from the above-described steps, both of the transistors 232 
and 234 are P-channel transistors having an offset structure. 
HoWever, the source and drain of the former are doped With 
both phosphorous and boron, Whereas the source and drain 
of the latter are doped only With boron. The structure of the 
latter is advantageous especially Wherein a high reverse bias 
voltage is applied as in the case of the sWitching element in 
an active matrix circuit. 

A second embodiment of the present invention Will noW 
be described. 

This embodiment relates to a monolithic active matrix 
circuit Which is schematically shoWn FIGS. 4A to 4C. The 
elements in this embodiment are constructed in a manner 
Which is basically the same as that in the ?rst embodiment. 
The present embodiment is an improvement over the mono 
lithic active matrix circuit shoWn at FIG. 2G. 

Transistors 401 and 402 are of the N-channel type and 
P-channel type, respectively, and are both used in a periph 
eral driving circuit. The peripheral driving circuit has a 
contact portion 403 for establishing contact betWeen the gate 
line and a line 404 of a second layer. The contact hole is 
formed in both of the layer insulator and anodic oxide. (See 
FIG. 4A) 
A circuit diagram of a unit pixel of the active matrix 

circuit is shoWn in FIG. 4C. The present embodiment 
employs a double gate circuit Wherein transistors 405 and 
406 are connected in series as a sWitching element. A line 
407 Which extends in the same layer as the gate electrodes 
are formed on an island-like region to Which a pixel elec 
trode 408 is connected to form an auxiliary capacity 407 
With the gate insulation ?lm serving as a dielectric. The line 
407 is kept at a constant voltage as a capacity line so that a 
MOS capacity is established betWeen it and the island-like 
region. (See FIGS. 4B and 4C.) 

FIGS. 3A to 3G illustrate a third embodiment of the 
present invention. Crystalline island-like silicon regions 
303, 304, and 305 are formed on a substrate 301 on Which 
a silicon oxide ?lm having a thickness of 2000 A is formed 
as a base oxide ?lm 302. In addition, a silicon oxide ?lm 306 
having a thickness of 1200 A is formed thereon using a 
plasma CVD process. The island-like regions 303 and 304 
represent TFTs for peripheral circuits of the active matrix 
circuit, Whereas the island-like region 305 represents a 
region in Which a TFT for the active matrix circuit is formed. 
Further, aluminum gate electrodes 307, 308, and 309 are 
formed Which are 5000 A thick and are anodiZed on the side 
and upper surfaces thereof. (See FIG. 3A) 

Thereafter, the regions 303 and 305 in Which P-channel 
type TFTs are to be formed are covered With photoresist 
masks 310. Phosphorous is implanted in the island-like 
silicon ?lm 304 on a self-alignment basis using the gate 
electrode portion as a mask according to the ion doping 
method to form loW density N-type regions 311 The doping 
is carried out With a dose of 2><1013 atoms/cm2 and an 
acceleration voltage of 80 kV. (FIG. 3B) 

Next, the region 304 and the active matrix region 305 in 
Which N-channel type TFTs are to be formed are covered 
With a photoresist mask 310. Phosphorous is implanted in 
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the island-like silicon ?lm 303 on a self-alignment basis 
using the gate electrode portion as a mask according to the 
ion doping method to form high density P-type regions 311. 
The doping is carried out With a dose of 3><1015 atoms/cm2 
and an acceleration voltage of 60 kV. (FIG. 3C) 

Side Walls 314, 315, and 316 are formed at the sides of the 
gate electrodes 307 through 309 through the steps as shoWn 
in FIGS. 1A to 1F. Gate insulation ?lms 317, 318, and 319 
are left under the side Walls and the gate electrodes. (See 
FIG. 3D) 

Thereafter, phosphorous is introduced again using an ion 
doping process. At this time, only the area of the active 
matrix circuit is covered by a photoresist mask 320. The 
dose in this step is greater than the dose employed at FIG. 
3B by one to three ?gures. Further, since the gate insulation 
?lm has been etched, the optimum acceleration voltage is 10 
to 30 kV. In the present embodiment, the dose is 1><1015 
atoms/cm2 Which is ?fty times the dose for the initial 
phosphorous doping. The acceleration voltage is set to 10 
kV. As a result, N-type regions (source and drain) 321 are 
formed Which are doped With phosphorous at high density. 
On the other hand, a region 313 Which has been doped With 
boron remains as a P-type region because the dose of boron 
is greater than the dose of phosphorous. Further, the areas of 
the region 313 under the side Walls 314 are not doped With 
phosphorous at all. LoW density N-type regions are left 
under the side Walls 315 and adjacent to the high density 
N-type regions 321. (See FIG. 3E) 

Next, loW density boron is introduced using an ion doping 
process after removing the photoresist mask 320. The dose 
in this case is preferable smaller than the dose for the 
above-described boron doping by one to three ?gures. The 
present embodiment employs a dose of 3><1013 atoms/cm2 
Which is 1/100 of the dose for the boron doping at FIG. 3C. 
The acceleration voltage is set to 10 kV. As a result, a loW 
density P-type region 322 is formed in the island-like region 
305 Which constitutes the TFT of the active matrix circuit. 
(See FIG. 3F) 

Further, a KrF excimer laser beam having a Wavelength of 
248 nm and a pulse Width of 20 ns is directed to the 
impurities doped to activate them (a laser annealing 
process). 

The adequate energy density of the laser beam is 200 to 
400 mJ/cm2, preferably 250 to 300 mJ/cm2. This laser 
irradiation step may be replaced by thermal annealing. 
Alternatively, the laser irradiation may be folloWed by 
thermal annealing. 

Finally, as in the ?rst embodiment, layer insulators 323, 
metal lines 324 though 327, a passivation ?lm 328, and an 
ITO pixel electrode 329 are formed. (See FIG. 3G) 

The above-described steps provide an N-channel type thin 
?lm transistor and a P-channel type thin ?lm transistor for 
peripheral driver circuits and a P-channel type thin ?lm 
transistor 234 for an active matrix circuit. As apparent from 
the above-described steps, the N-channel type TFT for the 
peripheral circuit has an LDD structure. As to the P-channel 
type TFTs, the TFT for the peripheral circuit has a normal 
structure, While the TFT for the active matrix circuit is an 
offset gate type TFT. In addition, the source and drain of the 
TFT for the active matrix circuit are doped only at a loW 
density. 

Such a structure is idealistic for use in a sWitching element 
in an active matrix circuit. The offset gate structure reduces 
leak current (also referred to as OFF current) Which is 
generated When a reverse bias voltage is applied to the gate 
electrode, thereby suppressing leakage of the electrical 
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charge stored in the pixel cell. Additionally, the loW impurity 
density at the source and drain prevents the deterioration of 
characteristics caused by the application of a reverse bias 
current. 

On the other hand, since high speed operations are desired 
for peripheral circuits, normal TFTs as illustrated are pre 
ferred. 

Afourth embodiment of the present invention Will noW be 
described. 

This embodiment relates to a monolithic active matrix 
circuit Which is schematically shoWn in FIGS. 4D to 4F. The 
elements in this embodiment are constructed in a manner 
Which is basically the same as that in the third embodiment. 
The present embodiment is an improvement over the mono 
lithic active matrix circuit shoWn in FIG. 3G. 

Transistors 411 and 412 are of the N-channel type and 
P-channel type, respectively, and are both used in a periph 
eral driving circuit. The peripheral driving circuit has a 
contact hole 413 for establishing contact betWeen the gate 
line and a line 414 of a second layer. The contact hole is 
formed in both of the layer insulator and anodic oxide. (See 
FIG. 4D) 
A circuit diagram of a unit pixel of the active matrix 

circuit is shoWn in FIG. 4F. In the present embodiment, 
transistors 415 and 416 are connected in series as a sWitch 
ing element. Like the second embodiment, a MOS capacity 
419 is formed by an island-like region and a line 417. In 
addition, a capacity 420 is established betWeen the pixel 
electrode and the line 417 by etching a passivation ?lm and 
the later insulator and using the anodic oxide as a dielectric. 
As in the second embodiment, the line 417 is kept at a 
constant voltage as a capacity line. (See FIGS. 4E and 4F) 

According to the present invention, there is proposed a 
TFT Which exhibits characteristics and reliability required 
for each of the circuits that constitute a monolithic active 
matrix circuit, thereby improving the display characteristics 
of the matrix circuit. 

Various modi?cations to the present invention Will 
become apparent to those skilled in the art from the fore 
going description and accompanying draWings. 
Accordingly, the present invention is to be limited solely by 
the scope of the folloWing claims. 

I claim: 
1. An active matrix device comprising: 
a semiconductor layer formed over a substrate; 

at least ?rst and second thin ?lm transistors formed With 
said semiconductor layer, each of said ?rst and second 
thin ?lm transistors including source, drain and channel 
regions formed in said semiconductor layer, and a gate 
electrode adjacent to said channel forming region; 

a pixel electrode formed over said substrate; 

a signal line formed over said substrate, electrically 
connected to said pixel electrode through said ?rst and 
second thin ?lm transistors in series; 

a capacitor forming electrode and a portion of said 
semiconductor layer and an insulating ?lm interposed 
therebetWeen, 

Wherein said portion of the semiconductor layer is dis 
posed betWeen a pair of impurity regions in said 
semiconductor layer, and said impurity regions have a 
same conductivity type as the source and drain regions 
of said ?rst and second thin ?lm transistors. 

2. The active matrix device according to claim 1 Wherein 
said portion of the semiconductor layer has a same conduc 
tivity type as said channel region. 
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3. The active matrix device according to claim 1 Wherein 
said semiconductor layer comprises crystalline silicon. 

4. An active matrix device comprising: 
a gate Wiring including at least ?rst and second gate 

electrodes formed over a substrate; 

a signal line formed over said substrate; 
a pixel electrode formed over said substrate; 
a semiconductor layer formed over said substrate and 

adjacent to said at least ?rst and second gate electrodes; 
a ?rst channel region and a second channel region formed 

in said semiconductor layer adjacent to said ?rst gate 
electrode and said second gate electrode, respectively; 

a ?rst impurity region formed in said semiconductor layer 
Wherein said ?rst impurity region is connected to said 
signal line; 

a second impurity region formed in said semiconductor 
layer Wherein said second impurity region has a same 
conductivity type as said ?rst impurity region and 
extends betWeen said ?rst and second channel regions; 

a third impurity region formed in said semiconductor 
layer Wherein said third impurity region has a same 
conductivity type as said ?rst impurity region and is 
connected to said pixel electrode; 

a capacitor forming electrode adjacent to a portion of said 
semiconductor layer Wherein said portion of the semi 
conductor layer has a same conductivity type as said 
?rst and second channel regions; 

a fourth impurity region formed in said semiconductor 
layer and having a same conductivity type as said ?rst 
impurity region Wherein said portion of the semicon 
ductor layer extends betWeen said third impurity region 
and said fourth impurity region; 

a capacitor comprising said capacitor forming electrode 
and said portion of the semiconductor layer With an 
insulating ?lm interposed therebetWeen. 

5. The active matrix device according to claim 4 Wherein 
said semiconductor layer comprises crystalline silicon. 

6. An active matrix device comprising: 
a semiconductor layer formed over a substrate; 
at least ?rst and second thin ?lm transistors of a same 

channel conductivity type formed With said semicon 
ductor layer, each of said ?rst and second thin ?lm 
transistors including source, drain and channel regions 
formed in said semiconductor layer, and a gate elec 
trode adjacent to said channel forming region; 

a pixel electrode formed over said substrate; 
a signal line formed over said substrate, electrically 

connected to said pixel electrode through said ?rst and 
second thin ?lm transistors in series; 

a ?rst capacitor comprising a capacitor forming electrode 
and a portion of said semiconductor layer and a ?rst 
insulating ?lm interposed therebetWeen; and 

a second capacitor comprising said capacitor forming 
electrode and said pixel electrode With a second insu 
lating ?lm interposed therebetWeen; 

Wherein said portion of the semiconductor layer is dis 
posed betWeen a pair of impurity regions in said 
semiconductor layer, and said impurity regions have a 
same conductivity type as the source and drain regions 
of said ?rst and second thin ?lm transistors. 

7. The active matrix device according to claim 6 Wherein 
said semiconductor layer comprises crystalline silicon. 

8. An active matrix device comprising having at least an 
active matrix circuit and a driver circuit for driving the 
active matrix circuit, 
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(a) said active matrix circuit comprising: 
a pixel electrode formed over a substrate; 
a capacitor forming electrode formed betWeen said sub 

strate and said pixel electrode; 
at least tWo thin ?lm transistors connected to said pixel 

electrode in series, each of thin ?lm transistors com 
prising a semiconductor layer comprising at least a 
channel forming region and source and drain regions, 
and a gate electrode provided adjacent to said semi 
conductor layer With an insulating ?lm interposed 
therebetWeen; 

a gate line connected to each of said gate electrodes of 
said thin ?lm transistors; 

a signal line connected to one of said source regions of 
said thin ?lm transistors connected in series, 

Wherein an auxiliary capacitor is formed betWeen said 
semiconductor layer and said capacitor forming elec 
trode; 

(b) said driver circuit comprising: 
a CMOS device comprising a pair of a P-channel thin ?lm 

transistor and an N-channel thin ?lm transistor formed 
over said substrate, 

Wherein source and drain regions of one of said P-channel 
thin ?lm transistor and said N-channel thin ?lm tran 
sistor are doped With a ?rst impurity and source and 
drain regions of the other one of said P-channel thin ?ll 
transistor and said N-channel thin ?lm transistor are 
doped With both said ?rst impurity and a second 
impurity having an opposite conductivity type to said 
?rst impurity. 

9. The active matrix device according to claim 8 Wherein 
said semiconductor layer comprises crystalline silicon. 

10. An active matrix device comprising having at least an 
active matrix circuit and a driver circuit for driving the 
active matrix circuit, 

(a) said active matrix circuit comprising: 
a semiconductor layer formed over a substrate; 
at least ?rst and second thin ?lm transistors formed With 

said semiconductor layer, each of Which includes a 
channel forming region in said semiconductor layer and 
a gate electrode adjacent to said channel forming 
region; 

a pixel electrode formed over said substrate; 
a signal line formed over said substrate, electrically 

connected to said pixel electrode through said ?rst and 
second thin ?lm transistors in series; 

a capacitor forming electrode formed adjacent to a portion 
of said semiconductor layer to form a capacitor 
therebetWeen, Wherein said portion of said semicon 
ductor layer has a same conductivity type as said 
channel forming region; 

(b) said driver circuit comprising: 
a CMOS device comprising a pair of a P-channel thin ?lm 

transistor and an N-channel thin ?lm transistor formed 
over said substrate, 

Wherein source and drain regions of one of said P-channel 
thin ?lm transistor and said N-channel thin ?lm tran 
sistor are doped With a ?rst impurity and source and 
drain regions of the other one of said P-channel thin 
?lm transistor and said N-channel thin ?lm transistor 
are doped With both said ?rst impurity and a second 
impurity having an opposite conductivity type to said 
?rst impurity. 

11. The active matrix device according to claim 10 
Wherein said semiconductor layer comprises crystalline sili 
con. 
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12. An active matrix device comprising having at least an 
active matrix circuit and a driver circuit for driving the 
active matrix circuit, 

(a) said active matrix circuit comprising: 
a pixel electrode formed over a substrate; 
a capacitor forming electrode formed betWeen said sub 

strate and said pixel electrode; 
at least tWo thin ?lm transistors connected to said pixel 

electrode in series, each thin ?lm transistors comprising 
a semiconductor layer comprising at least a channel 
forming region, source and drain regions, and a gate 
electrode provided adjacent to said semiconductor 
layer With an insulating ?lm interposed therebetWeen; 

a gate line connected to each of said gate electrodes of 
said thin ?lm transistors; 

a signal line connected to one of said source regions of 
said thin ?lm transistors connected in series, 

Wherein a ?rst capacitor is formed betWeen said semicon 
ductor layer and said capacitor forming electrode and a 
second capacitor is formed betWeen said capacitor 
forming electrode and said pixel electrode; 

(b) said driver circuit comprising: 
a CMOS device comprising a pair of a P-channel thin ?lm 

transistor and an N-channel thin ?lm transistor formed 
over said substrate, 

Wherein source and drain regions of one of said P-channel 
thin ?lm transistor and said N-channel thin ?lm tran 
sistor are doped With a ?rst impurity and source and 
drain regions of the other one of said P-channel thin 
?lm transistor and said N-channel thin ?lm transistor 
are doped With both said ?rst impurity and a second 
impurity having an opposite conductivity type to said 
?rst impurity. 

13. The active matrix device according to claim 12 
Wherein said semiconductor layer comprises crystalline sili 
con. 

14. An active matrix device comprising having at least an 
active matrix circuit and a driver circuit for driving the 
active matrix circuit, 

(a) said active matrix circuit comprising: 
a semiconductor layer formed over a substrate; 
at least ?rst and second thin ?lm transistors of a same 

channel conductivity type formed With said semicon 
ductor layer, each of said ?rst and second thin ?lm 
transistors including source, drain and channel regions 
formed in said semiconductor layer, and a gate elec 
trode adjacent to said channel forming region; 

a pixel electrode formed over said substrate; 
a signal line formed over said substrate, electrically 

connected to said pixel electrode through said ?rst and 
second thin ?lm transistors in series; 

a ?rst capacitor comprising a capacitor forming electrode 
and a portion of said semiconductor layer and a ?rst 
insulating ?lm interposed therebetWeen; and 

a second capacitor comprising said capacitor forming 
electrode and said pixel electrode With a second insu 
lating ?lm interposed therebetWeen; 

Wherein said portion of the semiconductor layer is dis 
posed betWeen a pair of impurity regions in said 
semiconductor layer, and said impurity regions have a 
same conductivity type as the source and drain regions 
of said ?rst and second thin ?lm transistors; 

(b) said driver circuit comprising: 
a CMOS device comprising a pair of a P-channel thin ?lm 

transistor and an N-channel thin ?lm transistor formed 
over said substrate, 
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Wherein source and drain regions of one of said P-channel 

thin ?lm transistor and said N-channel thin ?lm tran 
sistor are doped With a ?rst impurity and source and 
drain regions of the other one of said P-channel in ?lm 
transistor and said N-channel thin ?lm transistor are 
doped With both said ?rst impurity and a second 
impurity having an opposite conductivity type to said 
?rst impurity. 

15. A semiconductor device having at least an active 
matrix circuit and a driver circuit for driving the active 
matrix circuit, 

(a) said active matrix circuit comprising: 
a semiconductor layer formed over a substrate; 
at least ?rst and second thin ?lm transistors formed 

With said semiconductor layer, each of said ?rst and 
second thin ?lm transistors including source, drain 
and channel regions formed in said semiconductor 
layer and a gate electrode adjacent to said channel 
forming region; and 

a pixel electrode connected to one of said ?rst and second 
thin ?lm transistors, 

(b) said driver circuit comprising: 
at least one CMOS device comprising a pair of a 

P-channel and N channel thin ?lm transistors formed 
over said substrate, said N-channel thin ?lm transis 
tor having at least one LDD region. 

16. The device according to claim 15 Wherein said semi 
conductor layer comprises crystalline silicon. 

17. The device according to claim 15 Wherein said semi 
conductor layer has a thickness of 400 through 1000 

18. The device according to claim 15 further comprising 
a capacitor forming electrode formed over said substrate. 

19. The device according to claim 18 Wherein an auxiliary 
capacitor is formed betWeen said pixel electrode and said 
capacitor forming electrode With an interlayer insulating 
?lm therebetWeen. 

20. The device according to claim 18 Wherein said capaci 
tor forming electrode is kept at a constant voltage. 

21. The device according to claim 15 Wherein said gate 
electrode is located over said semiconductor layer. 

22. A semiconductor device having at least an active 
matrix circuit and a driver circuit for driving the active 
matrix circuit, 

a) said active matrix circuit comprising: a semiconductor 
layer formed over a substrate; 
at least ?rst and second thin ?lm transistors formed 

With said semiconductor layer, each of said ?rst and 
second thin ?lm transistors including source, drain 
and channel regions formed in said semiconductor 
layer and a gate electrode adjacent to said channel 
forming region; 

a pixel electrode connected to one of said ?rst and 
second thin ?lm transistors; and 

a capacitor formed betWeen a portion of said semicon 
ductor layer and a capacitor forming electrode, 

Wherein said portion of the semiconductor layer has a 
same conductivity type as said channel forming 
region, 

(b) said driver circuit comprising: 
at least one CMOS device formed over said substrate, 

said CMOS device comprising a pair of P-channel 
and N-channel thin ?lm transistors, said N-channel 
thin ?lm transistor having at least one LDD region. 

23. The device according to claim 22 Wherein said semi 
conductor layer comprises crystalline silicon. 

24. The device according to claim 22 Wherein said semi 
conductor layer has a thickness of 400 through 1000 
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25. The device according to claim 22 further comprising 
an auxiliary capacitor formed between said pixel electrode 
and said capacitor forming electrode With an interlayer 
insulating ?lm therebetWeen. 

26. The device according to claim 22 Wherein said capaci 
tor forming electrode is kept at a constant voltage. 

27. The device according to claim 22 Wherein said gate 
electrode is located over said semiconductor layer. 

28. A semiconductor device having at least an active 
matrix circuit and a driver for driving the active matrix 
circuit, 

(a) said active matrix circuit comprising: 
a semiconductor layer formed over a substrate; 
at least ?rst and second thin ?lm transistors formed 

With said semiconductor layer, each of said ?rst and 
second thin ?lm transistors including source, drain 
and channel regions formed in said semiconductor 
layer and a gate electrode adjacent to said channel 
forming region; 

a capacitor forming electrode formed over said sub 
strate; and 

a pixel electrode connected to one of said ?rst and 
second thin ?lm transistors; 

a ?rst capacitor formed betWeen a portion of said 
semiconductor layer and said capacitor forming elec 
trode; and 

a second capacitor betWeen said capacitor forming 
electrode and said pixel electrode, 

Wherein said portion of the semiconductor layer has a 
same conductivity type as the channel regions in said 
?rst and second thin ?lm transistors, 

(b) said driver circuit comprising: 
at least one CMOS device comprising a pair of 

P-channel and N channel thin ?lm transistors formed 
over said substrate, said N-channel thin ?lm transis 
tor having at least one LDD region. 

29. The device according to claim 28 Wherein said semi 
conductor layer comprises crystalline silicon. 

30. The device according to claim 28 Wherein said semi 
conductor layer has a thickness of 400 through 1000 

31. The device according to claim 28 further comprising 
a ?rst interlayer insulating ?lm formed betWeen said semi 
conductor layer and said capacitor forming electrode, and a 
second interlayer insulating ?lm formed betWeen said 
capacitor forming electrode and said pixel electrode. 

32. The device according to claim 28 Wherein said capaci 
tor forming electrode is kept at a constant voltage. 

33. The device according to claim 28 Wherein said gate 
electrode is located over said semiconductor layer. 

34. A semiconductor device having at least an active 
matrix circuit and a driver circuit for driving the active 
matrix circuit, 

(a) said active matrix circuit comprising: 
a semiconductor layer formed over a substrate; 
at least ?rst and second thin ?lm transistors formed 

With said semiconductor layer, each of said ?rst and 
second thin ?lm transistors including source, drain 
and channel regions formed in said semiconductor 
layer, and a gate electrode adjacent to said channel 
forming region; 

a pixel electrode connected to one of said ?rst and 
second thin ?lm transistors; and 

a capacitor comprising a capacitor forming electrode 
and a portion of said semiconductor layer and an 
insulating ?lm interposed therebetWeen, 

(b) said driver circuit comprising: 
at least one CMOS device comprising a pair of 

P-channel and N channel thin ?lm transistors formed 
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over said substrate, said N-channel thin ?lm transis 
tor having at least one LDD region, and said 
P-channel thin ?lm transistor having no LDD region. 

35. The device according to claim 34 Wherein said semi 
conductor layer comprises crystalline silicon. 

36. The device according to claim 34 Wherein said semi 

conductor layer has a thickness of 400 through 1000 37. The device according to claim 34 further comprising 

an auxiliary capacitor formed betWeen said pixel electrode 
and said capacitor forming electrode With an interlayer 
insulating ?lm therebetWeen. 

38. The device according to claim 34 Wherein said capaci 
tor forming electrode is kept at a constant voltage. 

39. The device according to claim 34 Wherein said gate 
electrode is located over said semiconductor layer. 

40. An active matrix device comprising: 
a substrate having an insulating surface; 
an active matrix circuit formed over said substrate, said 

active matrix circuit comprising: 
a semiconductor layer formed over said substrate; 
at least ?rst and second thin ?lm transistors formed 

With said semiconductor layer, each of said ?rst and 
second thin ?lm transistors comprising at least a 
channel forming region and source and drain regions 
in said semiconductor layer and at least a gate 
electrode adjacent to said channel forming region 
With a gate insulating ?lm interposed therebetWeen; 

a metal layer formed over said substrate connected to 
one of said ?rst and second thin ?lm transistors, 

a peripheral driving circuit formed over said substrate 
comprising a CMOS circuit including an N-channel 
thin ?lm transistor and a P-channel thin ?lm transistor, 
each of said N-channel thin ?lm transistor and said 
P-channel thin ?lm transistor comprising a semicon 
ductor layer having a channel forming region and 
source and drain regions, and a gate electrode adjacent 
to said channel forming region With a gate insulating 
?lm interposed therebetWeen, and 

a passivation ?lm formed over said ?rst and second thin 
?lm transistors, and said CMOS circuit. 

41. A device according to claim 40, Wherein said semi 
conductor layer comprises crystalline silicon. 

42. A device according to claim 40, Wherein said passi 
vation ?lm comprises silicon nitride. 

43. An active matrix device comprising: 
a substrate having an insulating surface; 
an active matrix circuit formed over said substrate, said 

active matrix circuit comprising: 
a semiconductor layer formed over said substrate; 
at least ?rst and second thin ?lm transistors formed 

With said semiconductor layer, each of said ?rst and 
second thin ?lm transistors comprising at least a 
channel forming region and source and drain regions 
in said semiconductor layer and at least a gate 
electrode adjacent to said channel forming region 
With a gate insulating ?lm interposed therebetWeen; 
and 

a metal layer formed over said substrate connected to 
one of said ?rst and second thin ?lm transistors, 

a peripheral driving circuit formed over said substrate 
comprising a CMOS circuit including an N-channel 
thin ?lm transistor and a P-channel thin ?lm transistor, 
each of said N-channel thin ?lm transistor and said 
P-channel thin ?lm transistor comprising a semicon 
ductor layer having a channel forming region and 
source and drain regions, and a gate electrode adjacent 
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to said channel forming region With a gate insulating 
?lm interposed therebetWeen, Wherein said N-channel 
thin ?lm transistor has a LDD structure, and 

a passivation ?lm formed over said ?rst and second thin 
?lm transistors, and said CMOS circuit. 

44. A device according to claim 43, Wherein said semi 
conductor layer comprises crystalline silicon. 

45. A device according to claim 43, Wherein said passi 
vation ?lm comprises silicon nitride. 

46. An active matrix device comprising: 
a substrate having an insulating surface; 
an active matrix circuit formed over said substrate, said 

active matrix circuit comprising: 
a semiconductor layer formed over said substrate; 
at least ?rst and second thin ?lm transistors formed 

With said semiconductor layer, each of said ?rst and 
second thin ?lm transistors comprising at least a 
channel forming region and source and drain regions 
in said semiconductor layer and at least a gate 
electrode adjacent to said channel forming region 
With a gate insulating ?lm interposed therebetWeen; 

an interlayer insulating ?lm formed over said ?rst and 
second thin ?lm transistors; 

a metal layer connected to one of said ?rst and second 
thin ?lm transistors via said interlayer insulating 
?lm; 

passivation ?lm formed over said interlayer insulating 
?lm and said metal layer; and 

a pixel electrode formed on said passivation ?lm con 
nected to the other one of said ?rst and second thin 
?lm transistors, 

a peripheral driving circuit formed over said substrate 
comprising: 
a CMOS circuit including an N-channel thin ?lm 

transistor and a P-channel thin ?lm transistor, each of 
said N-channel thin ?lm transistor and said 
P-channel thin ?lm transistor comprising a semicon 
ductor layer having a channel forming region and 
source and drain regions, and a gate electrode adja 
cent to said channel forming region With a gate 
insulating ?lm interposed therebetWeen; and 

said passivation ?lm formed over said CMOS circuit. 
47. A device according to claim 46, Wherein said inter 

layer insulating ?lm comprises silicon oxide. 
48. A device according to claim 46, Wherein said passi 

vation ?lm comprises silicon nitride. 
49. An active matrix device comprising: 
a substrate having an insulating surface; 
an active matrix circuit formed over said substrate, said 

active matrix circuit comprising: 
a semiconductor layer formed over said substrate; 
at least ?rst and second thin ?lm transistors formed 

With said semiconductor layer, each of said ?rst and 
second thin ?lm transistors comprising at least a 
channel forming region and source and drain regions 
in said semiconductor layer and at least a gate 
electrode adjacent to said channel forming region 
With a gate insulating ?lm interposed therebetWeen; 

an interlayer insulating ?lm formed over said ?rst and 
second thin ?lm transistor; 

a metal layer connected to one of said ?rst and second 
thin ?lm transistors via said interlayer insulating 
?lm; 

a passivation ?lm formed over said interlayer insulating 
?lm and said metal layer; and 

a pixel electrode formed on said passivation ?lm con 
nected to the other one of said ?rst and second thin 
?lm transistors, 

16 
a peripheral driving circuit formed over said substrate 

comprising: 
a CMOS circuit including an N-channel thin ?lm 

transistor and a P-channel thin ?lm transistor, each of 
5 said N-channel thin ?lm transistor and said 

P-channel thin ?lm transistor comprising a semicon 
ductor layer having a channel forming region and 
source and drain regions, and a gate electrode adja 
cent to said channel forming region With a gate 
insulating ?lm interposed therebetWeen, Wherein 
said N-channel thin ?lm transistor has a LDD struc 
ture; and 

said passivation ?lm formed over said CMOS circuit. 
50. A device according to claim 49, Wherein said inter 

layer insulating ?lm comprises silicon oxide. 
51. A device according to claim 49, Wherein said passi 

vation ?lm comprises silicon nitride. 
52. An active matrix device comprising: 
a substrate having an insulating surface; 
an active matrix circuit formed over said substrate, said 

active matrix circuit comprising: 
a semiconductor layer formed over said substrate; 
at least ?rst and second thin ?lm transistors formed 

With said semiconductor layer, each of said ?rst and 
second thin ?lm transistors comprising at least a 
channel forming region and source and drain regions 
in said semiconductor layer and at least a gate 
electrode adjacent to said channel forming region 
With a gate insulating ?lm interposed therebetWeen; 

a capacitor forming electrode formed over said sub 
strate; 

a pixel electrode formed over said ?rst and second thin 
?lm transistors and said capacitor forming electrode, 
said pixel electrode connected to one of said ?rst and 
second thin ?lm transistors; and 

a capacitor formed betWeen said capacitor forming 
electrode and a portion of said semiconductor layer, 

a peripheral driving circuit formed over said substrate 
comprising a CMOS circuit including an N-channel 
thin ?lm transistor and a P-channel thin ?lm transistor, 
each of said N-channel thin ?lm transistor and said 
P-channel thin ?lm transistor comprising said semicon 
ductor layer having a channel forming region and 
source and drain regions, and a gate electrode adjacent 
to said channel forming region With a gate insulating 
?lm interposed therebetWeen, and 

a passivation ?lm formed over said ?rst and second thin 
?lm transistors, said capacitor forming electrode, and 
said CMOS circuit. 

53. A device according to claim 52, Wherein said semi 
conductor layer comprises crystalline silicon. 

54. A device according to claim 52, Wherein said passi 
vation ?lm comprises silicon nitride. 

55. An active matrix device comprising: 
a substrate having an insulating surface; 
an active matrix circuit formed over said substrate, said 

active matrix circuit comprising: 
a semiconductor layer formed over said substrate; 
at least ?rst and second thin ?lm transistors formed 

With said semiconductor layer, each of said ?rst and 
second thin ?lm transistors comprising at least a 
channel forming region and source and drain regions 
in said semiconductor layer and at least a gate 
electrode adjacent to said channel forming region 
With a gate insulating ?lm interposed therebetWeen; 

a capacitor forming electrode formed over said sub 
strate; 
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a pixel electrode formed over said ?rst and second thin 
?lm transistors and said capacitor forming electrode, 
said pixel electrode connected to one of said ?rst and 
second thin ?lm transistors; and 

a capacitor formed betWeen said capacitor forming 
electrode and a portion of said pixel electrode, 

a peripheral driving circuit formed over said substrate 
comprising a CMOS circuit including an N-channel 
thin ?lm transistor and a P-channel thin ?lm transistor, 
each of said N-channel thin ?lm transistor and said 
P-channel thin ?lm transistor comprising said semicon 
ductor layer having a channel forming region and 
source and drain regions, and a gate electrode adjacent 
to said channel forming region With a gate insulating 
?lm interposed therebetWeen, and 

a passivation ?lm formed over said ?rst and second thin 
?lm transistors, said capacitor forming electrode, and 
said CMOS circuit. 

56. A device according to claim 55, Wherein said semi 
conductor layer comprises crystalline silicon. 

57. A device according to claim 55, Wherein said passi 
vation ?lm comprises silicon nitride. 

58. An active matrix device comprising: 
a substrate having an insulating surface; 
an active matrix circuit formed over said substrate, said 

active matrix circuit comprising: 
a semiconductor layer formed over said substrate; 
at least ?rst and second thin ?lm transistors formed 

With said semiconductor layer, each of said ?rst and 
second thin ?lm transistors comprising at least a 
channel forming region and source and drain regions 
in said semiconductor layer and at least a gate 
electrode adjacent to said channel forming region 
With a gate insulating ?lm interposed therebetWeen; 

a capacitor forming electrode formed over said sub 
strate; 

a pixel electrode formed over said ?rst and second thin 
?lm transistors and said capacitor forming electrode, 
said pixel electrode connected to one of said ?rst and 
second thin ?lm transistors; 

a ?rst capacitor formed betWeen said capacitor forming 
electrode and a portion of said semiconductor layer, 
and a second capacitor formed betWeen said capaci 
tor forming electrode and a portion of said pixel 
electrode, 

a peripheral driving circuit formed over said substrate 
comprising a CMOS circuit including an N-channel 
thin ?lm transistor and a P-channel thin ?lm transistor, 
each of said N-channel thin ?lm transistor and said 
P-channel thin ?lm transistor comprising said semicon 
ductor layer having a channel forming region and 
source and drain regions, and a gate electrode adjacent 
to said channel forming region With a gate insulating 
?lm interposed therebetWeen, and 

a passivation ?lm formed over said ?rst and second thin 
?lm transistors, said capacitor forming electrode, and 
said CMOS circuit. 

59. A device according to claim 58, Wherein said semi 
conductor layer comprises crystalline silicon. 

60. A device according to claim 58, Wherein said passi 
vation ?lm comprises silicon nitride. 

61. An active matrix device comprising: 
a substrate having an insulating surface; 
an active matrix circuit formed over said substrate, said 

active matrix circuit comprising: 
a semiconductor layer formed over said substrate; 
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at least ?rst and second thin ?lm transistors formed 

With said semiconductor layer, each of said ?rst and 
second thin ?lm transistors comprising at least a 
channel forming region and source and drain regions 
in said semiconductor layer and at least a gate 
electrode adjacent to said channel forming region 
With a gate insulating ?lm interposed therebetWeen; 

a passivation ?lm formed over said ?rst and second thin 
?lm transistors, said passivation ?lm having at least 
one contact hole; 

a pixel electrode connected to one of said ?rst and 
second thin ?lm transistors, said pixel electrode 
being directly in contact With a portion of said 
semiconductor layer via said contact hole in said 
passivation ?lm; and 

a capacitor forming electrode formed betWeen said 
semiconductor layer and pixel electrode, 

a peripheral driving circuit formed over said substrate 
comprising: 
a CMOS circuit including an N-channel thin ?lm 

transistor and a P-channel thin ?lm transistor, each of 
said N-channel thin ?lm transistor and said 
P-channel thin ?lm transistor comprising said semi 
conductor layer having a channel forming region and 
source and drain regions, and a gate electrode adja 
cent to said channel forming region With a gate 
insulating ?lm interposed therebetWeen; and 

said passivation ?lm formed over said CMOS circuit. 
62. A device according to claim 61, Wherein said passi 

vation ?lm comprises silicon nitride. 
63. A device according to claim 61, Wherein said periph 

eral circuit comprises at least a shift register, an analog 
memory, an analog sWitch, and an analog buffer. 

64. An active matrix device comprising: 
a substrate having an insulating surface; 
an active matrix circuit formed over said substrate, said 

active matrix circuit comprising: 
a semiconductor layer formed over said substrate; 
at least ?rst and second thin ?lm transistors formed 

With said semiconductor layer, each of said ?rst and 
second thin ?lm transistors comprising at least a 
channel forming region and source and drain regions 
in said semiconductor layer and at least a gate 
electrode adjacent to said channel forming region 
With a gate insulating ?lm interposed therebetWeen; 

an interlayer insulating ?lm formed over said ?rst and 
second thin ?lm transistors, said interlayer insulating 
?lm has at least one ?rst contact hole; 

a passivation ?lm formed over said interlayer insulating 
?lm; 

a second contact hole formed in said passivation ?lm 
Wherein said second contact hole is overlapped With 
said ?rst contact hole and has a smaller diameter than 
said ?rst contact hole; and 

a pixel electrode connected to said semiconductor layer 
via said second contact hole in said passivation ?lm, 

a peripheral driving circuit formed over said substrate 
comprising: 
a CMOS circuit including an N-channel thin ?lm 

transistor and a P-channel thin ?lm transistor, each of 
said N-channel thin ?lm transistor and said 
P-channel thin ?lm transistor comprising said semi 
conductor layer having a channel forming region and 
source and drain regions, and a gate electrode adja 
cent to said channel forming region With a gate 
insulating ?lm interposed therebetWeen; and 

said passivation ?lm formed over said CMOS circuit. 
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65. A device according to claim 64, wherein said inter- a peripheral driving circuit formed over said substrate 
layer insulating ?lm comprises silicon oxide. comprising: 

66. A device according to claim 65, Wherein said passi- a CMOS circuit including an N-channel thin ?lm 
vation ?lm Comprises Silicon nitride- transistor and a P-channel thin ?lm transistor, each of 

67~ An active matrix device Comprising? 5 said N-channel thin ?lm transistor and said 
a Substrate having an insulating Surface; P-channel thin ?lm transistor comprising said semi 
an active matrix circuit formed over said substrate, said Conductor layer having a channel forming region and 

aCtiVe InatriX Circuit COIIIPIiSiIIgI source and drain regions, and a gate electrode adja 
a semiconductor layer formed over said substrate; Cent to Said Channel forming region with a gate 
at least ?rst and second thin ?lm transistors formed 10 insulating ?lm interposed therebetween, wherein 

With said semiconductor layer, each of said ?rst and Said N_Channe1 thin ?lm transistor has a LDD smlo 
second thin ?lm transistors comprising at least a ture; and 
Channel formmg reglon and Source and dram reglons said passivation ?lm formed over said CMOS circuit. 
In Sald SeImCOnduCtOr layer and at 1e?“ a gate 71. A device according to claim 70, Wherein said inter 
electrode adJacent to said channel forming reg1on . . . . . . 5 layer insulating ?lm comprises silicon oxide. 
With a gate insulating ?lm interposed therebetWeen; . . . . . . 

a passivation ?lm formed over said ?rst and second thin 7,2‘ A devlce ac? “01mg, to clfufn 70’ Wherem Sald passl' 
vation ?lm comprises silicon nitride. 

?lm transistors, said passivation ?lm having at least _ _ _ _ _ 
one Contact hole; 73. An active matrix device comprising: 

a pixel electrode connected to one of said ?rst and a Substrate having an insulating Surface; 
second thin ?lm transistors, said pixel electrode 20 
being directly in contact With a portion of said 
semiconductor layer via said contact hole in said 
passivation ?lm; and 

a capacitor forming electrode formed betWeen said 

an active matrix circuit formed over said substrate, said 
active matrix circuit comprising: 
a semiconductor layer formed over said substrate; 
at least ?rst and second thin ?lm transistors formed 

With said semiconductor layer, each of said ?rst and 
sémicondufztq layer ?nd pixel electrode,’ 25 second thin ?lm transistors comprising at least a 

a penphérfll dnvmg Clrcult formed Over Sald Substrate channel forming region and source and drain regions 
comprising: in said semiconductor layer and at least a gate 

electrode adjacent to said channel forming region 
With a gate insulating ?lm interposed therebetWeen; 

a metal layer connected to one of said ?rst and second 
thin ?lm transistors; 

a passivation ?lm formed over said ?rst and second thin 
?lm transistors and said metal layer, said passivation 
?lm having at least one contact hole; 

a pixel electrode connected to the other one of said ?rst 
and second thin ?lm transistors, said pixel electrode 
being directly in contact With a portion of said 
semiconductor layer via said contact hole in said 
passivation ?lm; and 

a capacitor forming electrode formed betWeen said 
semiconductor layer and pixel electrode, 

a CMOS circuit including an N-channel thin ?lm 
transistor and a P-channel thin ?lm transistor, each of 
said N-channel thin ?lm transistor and said 30 
P-channel thin ?lm transistor comprising said semi 
conductor layer having a channel forming region and 
source and drain regions, and a gate electrode adja 
cent to said channel forming region With a gate 
insulating ?lm interposed therebetWeen, Wherein 35 
said N-channel thin ?lm transistor has a LDD struc 
ture; and 

said passivation ?lm formed over said CMOS circuit. 
68. A device according to claim 67, Wherein said passi 

vation ?lm comprises silicon nitride. 40 
69. A device according to claim 67, Wherein said periph 

eral circuit comprises at least a shift register, an analog 
memory, an analog sWitch, and an analog buffer. 

70. An active matrix device comprising: 
a substrate having an insulating surface; 45 
an active matrix circuit formed over said substrate, said 

active matrix circuit comprising: 
a semiconductor layer formed over said substrate; 
at least ?rst and second thin ?lm transistors formed 

With said semiconductor layer, each of said ?rst and 50 
second thin ?lm transistors comprising at least a 
channel forming region and source and drain regions 
in said semiconductor layer and at least a gate 
electrode adjacent to said channel forming region 
With a gate insulating ?lm interposed therebetWeen; 55 

an interlayer insulating ?lm formed over said ?rst and 
second thin ?lm transistors, said interlayer insulating 
?lm has at least one ?rst contact hole; 

a passivation ?lm formed over said interlayer insulating 
?lm; 60 

a second contact hole formed in said passivation ?lm 
Wherein said second contact hole is overlapped With 
said ?rst contact hole and has a smaller diameter than 

a peripheral driving circuit formed over said substrate 
comprising: 
a CMOS circuit including an N-channel thin ?lm 

transistor and a P-channel thin ?lm transistor, each of 
said N-channel thin ?lm transistor and said 
P-channel thin ?lm transistor comprising said semi 
conductor layer having a channel forming region and 
source and drain regions, and a gate electrode adja 
cent to said channel forming region With a gate 
insulating ?lm interposed therebetWeen; and 

said passivation ?lm formed over said CMOS circuit. 
74. A device according to claim 73, Wherein said passi 

vation ?lm comprises silicon nitride. 
75. A device according to claim 73, Wherein said periph 

eral circuit comprises at least a shift register, an analog 
memory, an analog sWitch, and an analog buffer. 

76. An active matrix device comprising: 
a substrate having an insulating surface; 
an active matrix circuit formed over said substrate, said 

active matrix circuit comprising: 
a semiconductor layer formed over said substrate; 

said ?rst contact hole; and 
a pixel electrode connected to a portion of said semi 

conductor layer via said second contact hole in said 
passivation ?lm, 

65 

at least ?rst and second thin ?lm transistors formed 
With said semiconductor layer, each of said ?rst and 
second thin ?lm transistors comprising at least a 
channel forming region and source and drain regions 
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in said semiconductor layer and at least a gate 
electrode adjacent to said channel forming region 
With a gate insulating ?lm interposed therebetWeen; 

82. An active matrix device comprising: 

a substrate having an insulating surface; 
an active matrix circuit formed over said substrate, said an interlayer insulating ?lm formed over said ?rst and 

second thin ?lm transistors, said interlayer insulating active matrix circuit comprising: 
?lm has at least one ?rst Contact hole. 5 a semiconductor layer formed over said substrate; 

a metal layer Connected to one of Said ?r’st and Second at least ?rst and second thin ?lm transistors formed 
thin ?lm transistors via said interlayer insulating Wlth Sald serrllcorlductor layer, each sald ?rst and 
?lm; second th1n ?lm transistors comprising at least a 

a passivation ?lm formed over said interlayer insulating 10 Channel rorrrlrrlg region and source and drain regions 
?lm and said metal layer; in said semiconductor layer and at least a gate 

a second contact hole formed in said passivation ?lm electrode adjacent to said channel forming region 
Wherein said second contact hole is overlapped With With a gate insulating ?lm interposed therebetWeen; 
said ?rst contact hole and has a smaller diameter than and 
said ?rst Contact hole; and a pixel electrode connected to one of said ?rst and 

a pixel electrode connected to said semiconductor layer 15 Second thin ?lm transistors, 
‘fla Sald Se(_:O_nd Contact hole In Sald passlvanon ?lm’ a peripheral driving circuit formed over said substrate 

a peripheral dr1v1ng circuit formed over said substrate Comprising. 
Compnsmg: a CMOS circuit includin an N-channel thin ?lm 
a CMOS Circuit including an N'Channel thin ?lm transistor andaP-channefthin ?lm transistor each of 

transistor and a P-channel thin ?lm transistor each of 20 - - - ’ - 
said N-channel thin ?lm transistor a?d said Sald N_Channe1 thln ?lm translstor and Sald 
P-channel thin ?lm transistor comprising said semi- P_Channel thm ?lm .translstor compnslng Sal‘; Serm 
conductor layer having a channel forming region and Conductor layer, havmg a Channel formmg reglon ?nd 
source and drain regions, and a gate electrode adja- Source and_dram reglons’ and a gen? electrode adla' 
cent to said channel forming region With a gate 25 ?ent t9 Sald Channel formlng reglon Wlth a gate 
insulating ?lm interposed therebetween; and insulating ?lm interposed therebetWeen, wherein 

said passivation ?lm formed over said CMOS circuit. said N'charlrlel thrrl ?lm transistor has a LDD struc 
77. A device according to claim 76, Wherein said inter- tllre; 

layer insulating ?lm comprises silicon oxide, a gate line connected to said gate electrode in said 
78. A device according to claim 76, Wherein said passi- 3O CMOS circuit; 

vation ?lm comprises silicon nitride. an interlayer insulating ?lm formed over said CMOS 
79. An active matrix device comprising: circuit and said gate line; 
a substrate having an insulating surface; Wirings formed over said interlayer insulating ?lm; and 
an active matrix circuit formed over said substrate, said a contact portion betWeen said gate line and one of said 

active matrix circuit comprising: 35 Wirings formed over said substrate via said interlayer 
a semiconductor layer formed over said substrate; 
at least ?rst and second thin ?lm transistors formed 

With said semiconductor layer, each of said ?rst and 
second thin ?lm transistors comprising at least a 
channel forming region and source and drain regions 
in said semiconductor layer and at least a gate 
electrode adjacent to said channel forming region 
With a gate insulating ?lm interposed therebetWeen; 
and 

a pixel electrode connected to said semiconductor 
layer, 

a peripheral driving circuit formed over said substrate 
comprising: 
a CMOS circuit including an N-channel thin ?lm 

transistor and a P-channel thin ?lm transistor, each of 
said N-channel thin ?lm transistor and said 
P-channel thin ?lm transistor comprising said semi 
conductor layer having a channel forming region and 
source and drain regions, and a gate electrode adja 
cent to said channel forming region With a gate 
insulating ?lm interposed therebetWeen; 

a gate line connected to said gate electrode in said 
CMOS circuit; 

Wirings formed over said CMOS circuit and said gate 
line; and 

a contact portion betWeen said gate line and one of said 
Wirings formed over said substrate. 

45 

55 

insulating ?lm. 
83. A device according to claim 82, Wherein said inter 

layer insulating ?lm comprises silicon oxide. 
84. A device according to claim 82, Wherein said source 

and drain regions in said P-channel thin ?lm transistor in 
said peripheral circuit include boron and phosphorus. 

85. An active matrix device comprising: 
a substrate having an insulating surface; 
an active matrix circuit formed over said substrate, said 

active matrix circuit comprising: 
a semiconductor layer formed over said substrate; 
at least ?rst and second thin ?lm transistors formed 

With said semiconductor layer, each of said ?rst and 
second thin ?lm transistors comprising at least a 
channel forming region and source and drain regions 
in said semiconductor layer and at least a gate 
electrode adjacent to said channel forming region 
With a gate insulating ?lm interposed therebetWeen; 

an interlayer insulating ?lm formed over said ?rst and 
second thin ?lm transistors; 

a passivation ?lm formed over said interlayer insulating 
?lm; and 

a pixel electrode connected to one of said ?rst and 
second thin ?lm transistors via said passivation ?lm, 

a peripheral driving circuit formed over said substrate 
comprising: 
a CMOS circuit including an N-channel thin ?lm 

transistor and a P-channel thin ?lm transistor, each of 
said N-channel thin ?lm transistor and said 
P-channel thin ?lm transistor comprising said semi 
conductor layer having a channel forming region and 
source and drain regions, and a gate electrode adja 

80. A device according to claim 79, Wherein said periph 
eral circuit comprises at least a shift register, an analog 
memory, an analog sWitch, and an analog buffer. 

81. A device according to claim 79, Wherein said source 65 
and drain regions in said P-channel thin ?lm transistor in 
said peripheral circuit include boron and phosphorus. 
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cent to said channel forming region With a gate 
insulating ?lm interposed therebetWeen; 

a gate line connected to said gate electrode in said 
CMOS circuit; 

24 
electrode adjacent to said channel forming region 
With a gate insulating ?lm interposed therebetWeen; 

a pixel electrode connected to one of said ?rst and 
second thin ?lm transistors; and 

said interlayer insulating ?lm formed over said CMOS 5 a Capacitor forming electrode formed Over Said Sub 
Circuit and Said gate line; strate and interposed betWeen said a portion of said 

Wirings formed Over Said interlayer insulating ?lm; semiconductor layer and a portion of said pixel 
a contact portion formed over said substrate betWeen electrode, 

,Sald gate ,hne and one of Sald Wlnngs Vla Sald a peripheral driving circuit formed over said substrate 
~interlayer insulating ?lm; and ' ~ ~ 10 Comprising: 

said passivation ?lm formed over said CMOS circuit a CMOS Circuit including an N_Channe1 thin ?lm 
and sfud Contacl pOmOn' _ _ _ _ transistor and a P-channel thin ?lm transistor, each of 

86.'A device according to claim 85, wherein said 1nter- Said N_Channe1 thin ?lm transistor and Said 
layer msulatlng ?lm @mpnses s_lhcon OXlde' _ _ _ P-channel thin ?lm transistor comprising said semi 

8_7' A devlce aCF°rd1¥1g to clfufn 85’ Wherem Sald passl' 15 conductor layer having a channel forming region and 
Vanon ?lm c9mpnses_ 511160,“ mmde' _ _ source and drain regions, and a gate electrode adja 

88' An acnve mamx devlce Compnsmg: cent to said channel forming region With a gate 
a Substrate having an insulating Surface; insulating ?lm interposed therebetWeen, Wherein 
an active matrix circuit formed over said substrate, said said N-channel thin ?lm transistor has a LDD struc 

active matrix circuit comprising: 20 ture; 
a semiconductor layer formed over said substrate; a gate line connected to said gate electrode in said 
at least ?rst and second thin ?lm transistors formed CMOS circuit; 

With said semiconductor layer, each of said ?rst and an interlayer insulating ?lm formed over said CMOS 
second thin ?lm transistors comprising at least a circuit and said gate line; 
channel forming region and source and drain regions 25 Wirings formed over said interlayer insulating ?lm; and 
in said semiconductor layer and at least a gate a contact portion betWeen said gate line and one of said 
electrode adjacent to said channel forming region Wirings formed over said substrate via said interlayer 
With a gate insulating ?lm interposed therebetWeen; insulating ?lm. 

a pixel electrode connected to said semiconductor 3O 92. A device according to claim 91, Wherein said inter 
layer; and 

a capacitor forming electrode formed over said sub 
strate and interposed betWeen said a portion of said 
semiconductor layer and a portion of said pixel 

layer insulating ?lm comprises silicon oxide. 
93. A device according to claim 91, Wherein said source 

and drain regions in said P-channel thin ?lm transistor in 
said peripheral circuit include boron and phosphorus. 

electrode, 35 94. An active matrix device comprising: 
a peripheral driving circuit formed over said substrate a substrate having an insulating surface; 

Comprlslng? an active matrix circuit formed over said substrate, said 
a CMOS circuit including an N-channel thin ?lm 

transistor and a P-channel thin ?lm transistor, each of 
said N-channel thin ?lm transistor and said 

active matrix circuit comprising: 
a semiconductor layer formed over said substrate; 
at least ?rst and second thin ?lm transistors formed 

. . . . . . 40 

p'channel thln ?lm _tran51st0r compnslng Salq 56ml‘ With said semiconductor layer, each of said ?rst and 
conductor layer_ havlrlg a Channel formlng reglon aPd second thin ?lm transistors comprising at least a 
Source and_dra1n reglons, arld a gal? e1eCt_rOde adla' channel forming region and source and drain regions 
Wm K? Sald Channel formlng reglon Wlth a gate in said semiconductor layer and at least a gate 
lnsulallng ?lm lnterposed Fherebetween; _ _ 45 electrode adjacent to said channel forming region 

a gate llnicorlnected to Sald gate electrode 1n Sald With a gate insulating ?lm interposed therebetWeen; 
CMOS Clrclllt; _ _ _ _ an interlayer insulating ?lm formed over said ?rst and 

W1r1ngs formed over said CMOS circuit and said gate Second thin ?lm transistors; 
1iI16; and _ _ _ _ a passivation ?lm formed over said interlayer insulating 

a contact portion betWeen said gate line and one of said 50 ?lm; 

wirings formed Over Said Substrate- _ _ _ a pixel electrode connected to one of said ?rst and 
89 dfivlce accPrdlng to Clalm 88> wherfim Bald PenPh' second thin ?lm transistors via said passivation ?lm; 

eral circuit comprises at least a shift register, an analog and 

memory, an_ana10g Switch, and flu analog buffet _ a capacitor forming electrode formed over said sub 
90-deV1Cf3 accprdlrlg to Clalm 88> Whereln sald_sour‘_3e 55 strate and overlapping With said a portion of said 

and drain regions in said P-channel th1n ?lm transistor in Semiconductor layer and a portion of Said pixel 
said peripheral circuit include boron and phosphorus. electrode, 

91' An acnve njamx dFVICe éompnsmg: a peripheral driving circuit formed over said substrate 
a substrate having an insulating surface; Comprising; 
an active matrix circuit formed over said substrate, said 60 a CMOS circuit including an N-channel thin ?lm 

active matrix circuit comprising: transistor and a P-channel thin ?lm transistor, each of 
a semiconductor layer formed over said substrate; said N-channel thin ?lm transistor and said 
at least ?rst and second thin ?lm transistors formed P-channel thin ?lm transistor comprising said semi 

With said semiconductor layer, each of said ?rst and conductor layer having a channel forming region and 
second thin ?lm transistors comprising at least a 65 source and drain regions, and a gate electrode adja 
channel forming region and source and drain regions 
in said semiconductor layer and at least a gate 

cent to said channel forming region With a gate 
insulating ?lm interposed therebetWeen; 
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a gate line connected to said gate electrode in said said passivation ?lm formed over said CMOS circuit 
CMOS circuit; and said contact portion. 

said interlayer insulating ?lm formed over said CMOS 95. A device according to claim 94, Wherein said inter 
circuit and said gate line; layer insulating ?lm comprises silicon oxide. 

Wirings formed over said interlayer insulating ?lm; 5 96. A device according to claim 94, Wherein said passi 
a contact portion betWeen said gate line and one of said vation ?lm comprises silicon nitride. 

Wirings formed over said substrate via said interlayer 
insulating ?lm; and * * * * * 


