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Tom/ll whom ?'t may con/067%:` 
Be it known that I, MONTY A. LYON, of Wis 

dom, in the county of Beaver Head and State 
of Montana, have invented a new and Im 
proved Sack-I-Iolder, of which the following is 
a full, clear, and exact description. 
The object of the invention is to provide a 

new and improved sach-holder which is sim 
ple and durable in construction and arranged 
to permit of Conveniently placing the sack in 
position to support the same during the ?ll 
ing operation, the holder also permitting of 
readily shaking the sack whenever it is de 
sired to do so. ` 
The invention consists of certain parts and 

details and combinations of the same, as will 
be fully described hereinafter and then point 
ed out in the claims. p i 

Reference is to be had to the accompanying 
drawings, for?ning a part of this speci?cation, 
in which similar characters of reference indi- 4 
cate corresponding parts in all the ?gures. 
Figure l is a perspective view of the im 

provement. Fig. 2 is a similar view of the 
same, with the sack in place and the ends of 
the band released. Fig. 3 is a like view of 
the spring-band, with the sack in place for 
shaking the contents thereof 5 and Fig. 4 is an 
enlarged perspective View of the spring~band 
in an open position. 
The improved sach-holder is provided with 

a segmental spring-band A, formed at one end 
with a hook A', adapted to engage an aper 
ture Ag in the other end of the band, so that 
by pressing the band the latter is formed into 
a circle, and the ends are fastened together 
to hold the band temporarily in circular shape 
for placing the sack material at the mouth of 
the sack upon the said band. When this has 
been done, the two ends of the band are dis 
connected by unhooking the hook ̀ A' from 
the aperture A2 to allow the band to open by 
its own resiliency and- ?rmly engage the mouth 
of the sack, so as to securely support the same, 
as is plainly indicated in Figs. 2 and 3. 
On the band A and at or near the middle 

thereof is Secured a hook B, having its mem 
bers extendin g ?rst inwardly a short distance 
and then curved upwardly and outwardly, as 
is plainly indicated in the drawings, to allow 
of readily placing the mouth 'of the sack in 

wardly over that part of the band A on the 
inside of which the hook B is fastened. ` 
The hook B is adapted to engage one of a 

series of supports O, formed one above the 
other within a channeled standard D, secured 
on its lower end on a platform E, on which is 
adapted to rest the lower end of the sack F, 
held with its mouth on the band A, as pre 
Viously explained. The hook B is of such a 
length that when it is hooked upon the corre 
sponding support C then the band A rests on 
the edges of the said members of the standard 
D to hold the band approximately in a hori 
zontal position in front of the standard di 
rectly above the platform E, as is plainly 
shown in Figs. 1 and 2. The hook B is en 
gaged with the corresponding support C ac 
cording to the height or length of the sack, 
so that'the lower end thereof rests on the plat~ 
form during the time the sack is ?lled. . 
Now it will be seen that by the arrange 

ment described the hook B can be readily 
disconnected from its corresponding support 
O whenever desired, and then the operator 
by taking hold of the sides of the portions of 
the sack engaging the band can shake the 
sack so'that its contents can properly settle 
therein, after which the hook can be again 
Conveniently attached to the corresponding 
support C to'complete the ?lling operation 
of the sack. When this has been done, the 
operator presses the sides of the band A to 
again engage the hook'A" with the aperture 
A2 and temporarily lock the ends of the 
band together for Conveniently removing the 
mouth of the sack from the band A. The 
?lled sack'is then removed from the platform 
and another empty sack is placed in position 
on the band, and the above-described opera~ 
tion is repeated-that is, the ends of the band 
are disconnected after the sack material is 
engaged with the band, as previously de 
scribed, to allow the band to open up by its 
own resiliency and take a ?rm hold of the 
mouth of the sack at the inside thereo? 
Having thus fully described my invention, 

I claim as new and desire to secure' by Letters 
Patent-~ a 

1. A holder for sacks and other articles, 
comprising a standard having a central sup 
port and side members between which said 
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- support is located, and a holder proper con 
sisting of a band adapted to engage a sack or 
.the like at the mouth and engaging the side 
members of the standard, said. holder proper 
being provided with an attaching devioe 
adapted to engage the support. 

2. A sack-holder comprising a channeled 
standard provided with supports located one 
above the other between the members of the 
standard, and a spring-band having a hook 
adapted to engage one of the said supports, 
with' the spring-band 'in contact with the 
members of the said channeled standard, sub 
stantially as shown and described. 

3. A holder for sacks and other articles, 
comprising a standard having upright side 
members and supports located above one an 
other in thespace between the said members, 

u 2 g ‹ 611,49s 

and a holder proper consisting of a band en 
gaging said side members and provided with 
an attaching device adapted to engage one of 
said supports. 

4. A sack-holder, consisting of .a channeled 
standard provided With book-like supports 
arranged one above the other in the channel 
of the standard, and a spring-band for engag 
ing the mouth of a sack tohold it open, said 
band being provided at its middle with a hook 
for engaging one of the supports of the stand 
ard, the hook being ?rst bent inwardly and_ 
then upwardly and outwardly, substantially 
as herein shown and described. 

i MONTY A. LYON. 
Witnesses: 

JOHN WEIGHT, 
NELS NELsoN. 
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