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HEAT-DISSIPATING DEVICE FOR AN 
ELECTRONIC COMPONENT 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

The invention relates to a heat-dissipating device, more 
particularly to a rotatable heat-dissipating device for an 
electronic component. 

2. Description of the Related Art 
FIG. 1 illustrates a conventional heat-dissipating device 

for dissipating heat generated by a CPU 10 inside a com 
puter housing 12. The conventional heat-dissipating device 
includes a heat transfer plate 1, a heat exchanger pipe 2, a 
heat sink 3 and a fan 4. The CPU 10 is mounted on a socket 
101, that is disposed on a main board 11. The heat transfer 
plate 1 is mounted detachably on the CPU 10 With the use 
of screWs or knoWn fastening elements. The heat exchanger 
pipe 2 has a rear end portion 20 connected to the heat 
transfer plate 1, and a front end portion 22 transverse to the 
rear end portion 20. The heat sink 3 has a ?rst end and a 
second end connected to the front end portion 22 of the heat 
exchanger pipe 2. The fan 4 is mounted on the housing 12 
and is connected to the ?rst end of the heat sink 3 by means 
of screWs 41 that pass through the housing 12, the fan 4 and 
the ?rst end of the heat sink 3. 
As shoWn in FIG. 2, When the CPU 10 and electronic 

components underlying the heat exchanger pipe 2 are to be 
replaced or repaired, the fan 4 is detached from the housing 
12, and the heat transfer plate 1 is detached from the CPU 
10, thereby leading to inconvenience during replacing and 
repairing. Furthermore, the design and the installing position 
of the conventional heat-dissipating device must be modi?ed 
to prevent interference With other electronic components, 
thereby leading to poor heat dissipation. 

SUMMARY OF THE INVENTION 

Therefore, the object of the present invention is to provide 
a heat-dissipating device that can overcome the aforesaid 
draWbacks commonly associated With the prior art. 

According to the present invention, a heat-dissipating 
device is adapted for dissipating heat generated by a heat 
producing electronic component inside an equipment hous 
ing. The heat-dissipating device includes a heat transfer 
plate, a heat exchanger pipe, a heat sink and mounting 
means. 

The heat transfer plate is adapted to be mounted detach 
ably on a heat-releasing side of the electronic component. 

The heat exchanger pipe has a heat exchanging coolant 
contained therein, a rear end portion connected to the heat 
transfer plate, and a front end portion. 

The heat sink has a ?rst end and a second end opposite to 
the ?rst end. The second end is coupled non-rotatably to the 
front end portion of the heat exchanger pipe. 

The mounting means is adapted for supporting assembly 
of the heat sink and the heat exchanger pipe inside the 
housing such that the assembly of the heat sink and the heat 
exchanger pipe is rotatable relative to the housing about a 
pivot axis that extends betWeen the ?rst and second ends of 
the heat sink to permit movement of the heat transfer plate 
toWard or aWay from the electronic component When the 
heat transfer plate is detached from the electronic compo 
nent. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Other features and advantages of the present invention 
Will become apparent in the folloWing detailed description 
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2 
of the preferred embodiment With reference to the accom 
panying draWings, of Which: 

FIG. 1 is a perspective vieW shoWing a conventional 
heat-dissipating device installed on a CPU; 

FIG. 2 is a perspective vieW shoWing the conventional 
heat-dissipating device When detached from the CPU; 

FIG. 3 is a perspective vieW shoWing the preferred 
embodiment of a heat-dissipating device installed on a CPU 
in accordance With the present invention; 

FIG. 4 is a top vieW of FIG. 3; and 

FIG. 5 is a perspective vieW shoWing a heat transfer plate 
of the heat-dissipating device When moved aWay from the 
CPU. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

Before the present invention is described in greater detail, 
it should be noted that like elements are denoted by the same 
reference numerals throughout the disclosure. 

Referring to FIGS. 3 and 4, according to the preferred 
embodiment of the present invention, a heat-dissipating 
device is adapted for dissipating heat generated by a CPU 
10, Which serves as a heat-producing electronic component. 
The CPU 10 is mounted on a socket 101 disposed on a main 
board 11 inside a computer housing 12. The heat-dissipating 
device includes a heat transfer plate 5, a heat exchanger pipe 
6, a heat sink 7 and a fan 8. 

The heat transfer plate 5 is adapted to be mounted 
detachably on a heat-releasing side of the CPU 10 in a 
knoWn manner. 

The heat exchanger pipe 6 has a heat exchanging coolant 
contained therein, a rear end portion 62, and a front end 
portion 61 transverse to the rear end portion 62. The rear end 
portion 62 is connected to the heat transfer plate 5. 
Preferably, the heat transfer plate 5 is formed With an insert 
hole 51 for engaging the rear end portion 62. 
The heat sink 7 has a ?rst end 72 and a second end 70 

opposite to the ?rst end 72. The second end 70 is coupled 
non-rotatably to the front end portion 61 of the heat 
exchanger pipe 6. Preferably, the front end portion 61 of the 
heat exchanger pipe 6 engages non-rotatably an insert hole 
73 formed in the second end 70 of the heat sink 7. The heat 
sink 7 includes a tubular body 71 having a circular cross 
section. 
The mounting means includes a support post 91 and a 

support frame 94. The support post 91 has a loWer end 92 
adapted to be mounted to the housing 12, and an upper end 
93 connected pivotally to the ?rst end 72 of the heat sink 7 
at a pivot axis that extends betWeen the ?rst and second ends 
72, 70 of the head sink 7. The front end portion 61 of the heat 
exchanger pipe 6 is aligned With the pivot axis. The support 
frame 94 has a loWer end 95 adapted to be mounted to the 
housing 12, and an upper end 97 With a distal top edge that 
is formed With a doWnWardly extending notch 96. The front 
end portion 61 of the heat exchanger pipe 6 extends through 
the notch 96, thereby supporting rotatably the assembly of 
the heat sink 7 and the heat exchanger pipe 6 inside the 
housing 12. Therefore, the mounting means is adapted for 
supporting the assembly of the heat sink 7 and the heat 
exchanger pipe 6 inside the housing 12 such that the 
assembly of the heat sink 7 and the heat exchanger pipe 6 is 
rotatable relative to the housing 12 about the pivot axis to 
permit movement of the heat transfer plate 5 toWard or aWay 
from the CPU 10 When the heat transfer plate 5 is detached 
from the CPU 10. 
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The fan 8, Which is adapted to be mounted on the housing 
12, is disposed adjacent to the ?rst end 72 of the heat sink 
7 and is aligned With the heat sink 7 about the pivot axis. The 
fan 8 is spaced apart from the ?rst end 72 of the heat sink 
7 along the pivot axis such that the assembly of the heat sink 
7 and the heat exchanger pipe 6 is further rotatable relative 
to the fan 8. 

When the tubular body 71 of the head sink 7 is rotated 
about the pivot axis so as to move the heat transfer plate 5 
aWay from the CPU 10, as shoWn in FIG. 5, the exposed 
CPU 10 and the underlying electronic components can be 
easily replaced or repaired. The object of the invention is 
thus met. 

While the present invention has been described in con 
nection With What is considered the most practical and 
preferred embodiment, it is understood that this invention is 
not limited to the disclosed embodiment but is intended to 
cover various arrangements included Within the spirit and 
scope of the broadest interpretation so as to encompass all 
such modi?cations and equivalent arrangements. 
We claim: 
1. A heat-dissipating device adapted for dissipating heat 

generated by a heat-producing electronic component inside 
an equipment housing, comprising: 

a heat transfer plate adapted to be mounted detachably on 
a heat-releasing side of the electronic component; 

a heat exchanger pipe With a heat exchanging coolant 
contained therein, said heat exchanger pipe having a 
rear end portion connected to said heat transfer plate, 
and a front end portion; 

a heat sink having a ?rst end and a second end opposite 
to said ?rst end, said second end being coupled non 
rotatably to said front end portion of said heat 
exchanger pipe; and 

mounting means adapted for supporting assembly of said 
heat sink and said heat exchanger pipe inside the 
housing such that the assembly of said heat sink and 
said heat exchanger pipe is rotatable relative to the 
housing about a pivot axis that extends betWeen said 
?rst and second ends of said heat sink to permit 
movement of said heat transfer plate toWard or aWay 
from the electronic component When said heat transfer 
plate is detached from the electronic component. 
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2. The heat-dissipating device as claimed in claim 1, 

further comprising a fan adapted to be mounted on the 
housing. 

3. The heat-dissipating device as claimed in claim 2, 
Wherein said fan is disposed adjacent to said ?rst end of said 
heat sink and is aligned With said heat sink about the pivot 
axis. 

4. The heat-dissipating device as claimed in claim 3, 
Wherein said fan is spaced apart from said ?rst end of said 
heat sink along the pivot axis such that the assembly of said 
heat sink and said heat exchanger pipe is further rotatable 
relative to said fan. 

5. The heat-dissipating device as claimed in claim 1, 
Wherein said heat sink includes a tubular body. 

6. The heat-dissipating device as claimed in claim 5, 
Wherein said tubular body has a circular cross-section. 

7. The heat-dissipating device as claimed in claim 1, 
Wherein said heat transfer plate is formed With an insert hole 
for engaging said rear end portion of said heat exchanger 
pipe. 

8. The heat-dissipating device as claimed in claim 1, 
Wherein said heat sink is formed With an insert hole for 
engaging non-rotatably said front end portion of said heat 
exchanger pipe. 

9. The heat-dissipating device as claimed in claim 1, 
Wherein said front end portion of said heat exchanger pipe 
is generally transverse to said rear end portion. 

10. The heat-dissipating device as claimed in claim 1, 
Wherein said front end portion of said heat exchanger pipe 
is aligned With the pivot axis. 

11. The heat-dissipating device as claimed in claim 1, 
Wherein said mounting means includes a support post having 
a loWer end adapted to be mounted to the housing, and an 
upper end connected pivotally to said ?rst end of said heat 
sink at the pivot axis. 

12. The heat-dissipating device as claimed in claim 1, 
Wherein said mounting means includes a support frame 
having a loWer end adapted to be mounted to the housing, 
and an upper end With a distal top edge that is formed With 
a doWnWardly extending notch, said front end portion of said 
heat exchanger pipe extending through said notch, thereby 
supporting rotatably the assembly of said heat sink and said 
heat exchanger pipe inside the housing. 

* * * * * 


