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SYSTEM AND METHODS FOR 
GENERATING AND DISTRIBUTING ALARM 

AND EVENT NOTIFICATIONS 

CROSS-REFERENCE TO RELATED APPLICATIONS 
The present invention is related to that disclosed in (1) 

US. patent application Ser. No. 08/916,870, entitled “Sys 
tems and Methods for Implementing a Dynamic Cache in a 
Supervisory Control System,” Which Was ?led on Aug. 22, 
1997, and (2) US. patent application Ser. No. 08/920,265, 
entitled “Systems and Methods for Accessing Data Using 
Cyclic Publish/Subscribe Scheme With Report By 
Exception,” Which Was ?led on Aug. 22, 1997. These related 
patent documents are commonly assigned to the Assignee of 
the present invention and Were ?led concurrently hereWith. 
The disclosures of these related patent applications are 
incorporated herein by reference for all purposes as if fully 
set forth herein. 

TECHNICAL FIELD OF THE INVENTION 

The present invention is directed, in general, process 
control systems and, more speci?cally, to a process control 
system using an alarm and event detection and noti?cation 
system. 

BACKGROUND OF THE INVENTION 

Many process facilities (e.g., a manufacturing plant, a 
mineral or crude oil re?nery, etc.) are managed using dis 
tributed control systems. Typical contemporary control sys 
tems include numerous modules tailored to monitor and/or 
control various processes of the facility. Conventional 
means link these modules together to produce the distributed 
nature of the control system. This affords increased perfor 
mance and a capability to expand or reduce the control 
system to satisfy changing facility needs. 

Process facility management providers, such as 
HoneyWell, Inc., develop control systems that can be tai 
lored to satisfy Wide ranges of process requirements (e.g., 
global, local or otherWise) and facility types (e.g., 
manufacturing, Warehousing, re?ning, etc.). Such providers 
have tWo principal objectives. The ?rst objective is to 
centraliZe control of as many processes as possible to 
improve an overall efficiency of the facility. The second 
objective is to support a common interface that communi 
cates data among various modules controlling or monitoring 
the processes, and also With any such centraliZed controller 
or operator center. 

Each process, or group of associated processes, has one or 
more input characteristics (e.g., ?oW, feed, poWer, etc.) and 
one or more output characteristics (e.g., temperature, 
pressure, etc.) associated With it. Model predictive control 
(“MPC”) techniques have been used to optimiZe certain 
processes as a function of such characteristics. One MPC 
technique uses algorithmic representations of certain pro 
cesses to estimate characteristic values (represented as 
parameters, variables, etc.) associated With them that can be 
used to better control such processes. In recent years, 
physical, economic and other factors have been incorporated 
into control systems for these associated processes. 

Examples of such techniques are described in US. Pat. 
No. 5,351,184 entitled “Method of Multivariable Predictive 
Control UtiliZing Range Control;” US. Pat. No. 5,561,599 
entitled “Method of Incorporating Independent FeedforWard 
Control in a Multivariable Predictive Controller;” US. Pat. 
No. 5,572,420 entitled “Method of Optimal Controller 
Design of Multivariable Predictive Control UtiliZing Range 
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2 
Control;” and US. Pat. No. 5,574,638 entitled “Method of 
Optimal Scaling of Variables in a Multivariable Predictive 
Controller UtiliZing Range Control,” all of Which are com 
monly oWned by the assignee of the present invention and 
incorporated herein by reference for all purposes (the fore 
going issued patents and US. patent application Ser. Nos. 
08/916,870 and 08/920,265, previously incorporated herein 
by reference, are collectively referred to hereafter as the 
“HoneyWell Patents and Application”). 
The distributed control systems used to monitor and 

control a process are frequently linked by common commu 
nication pathWays, such as by a local area netWork (LAN) 
architecture or by a Wide area netWork architecture. 
When a requesting node needs a datum from a responding 
node, it issues a request for the datum across the netWork and 
the responding node then returns the datum back across the 
netWork. Many process control systems use a supervisory 
control LAN or WAN integrated With one or more process 
control netWorks. The process control netWorks contain the 
basic raW data required by the supervisory control netWork 
and other process control netWorks. 
An important function in distributed control systems is the 

generation and distribution of noti?cations, also knoWn as 
events. A noti?cation is an indication of some abnormal or 
exceptional situation relating to a controlled process or its 
measurement and control equipment. A process controller 
generates noti?cations that are distributed to a noti?cation 
client, Which is an end-point application that requires the 
noti?cations. For example, noti?cations may comprise 
alarms, system events, operator messages, and the like, that 
are related to user-visible process, equipment and hardWare 
exceptions. 

For example, a ?rst process controller that requires pro 
cess data is a noti?cation client With respect to a second 
process controller that contains that process data. In the case 
of any abnormality, such as a communication loss by the 
second process controller, the second process controller may 
be required to generate noti?cations When the abnormality is 
removed. Typically, the ?rst process controller becomes 
aWare that the second process controller has recovered and 
requests a noti?cation recovery from the second process 
controller. The second process controller then regenerates all 
noti?cations that may have occurred during the communi 
cations failure and transmits them to the ?rst process con 
troller. This type of noti?cation distribution system has 
draWbacks, hoWever. The system is dependent upon the 
noti?cation client (i.e., the ?rst process controller) request 
ing the noti?cation recovery. This may not occur for some 
time after the abnormality has ended and the second process 
controller has recovered. Additionally, the process controller 
that is generating the noti?cations may have many noti?ca 
tion clients. If each noti?cation client separately requests 
and receives a noti?cation recovery from the noti?cation 
generating process controller, a large amount of netWork 
traffic is generated, thereby reducing overall system capac 
ity. 

There is therefore a need in the art for improved process 
control systems capable of generating and distributing noti 
?cations immediately upon recovery of a process controller, 
Without the need for a noti?cation recovery request by a 
noti?cation client. There is a further need for improved 
process control systems capable of distributing noti?cations 
rapidly from one netWork node to a plurality of noti?cation 
clients. 

SUMMARY OF THE INVENTION 

To address the above-discussed de?ciencies of the prior 
art, it is a primary object of the present invention to provide 
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a high-performance noti?cation distribution and recovery 
scheme that is reliable, deterministic, and ?exible. As intro 
duced hereinabove, a typical process facility includes many 
associated processes, various ones of Which are associated 
With different stages of the overall process (e.g., natural 
resource re?ning, ?ltration, gas/oil separation, fabrication 
and other like processes). The present invention introduces 
systems and methods that optimiZe distribution of noti?ca 
tion data and synchronizing noti?cation clients and noti? 
cation producers using noti?cation recovery techniques that 
are seamlessly handled by the communication application 
layer. 

In the attainment of this primary object, the present 
invention provides systems and methods for controlling 
associated processes Within process facilities and, in 
particular, for efficiently distributing noti?cation data among 
nodes of a real time process control system controlling a 
given facility. An exemplary process control system includes 
sensors, controllable devices, communication paths, a com 
puter system, and noti?cation controllers. The sensors and 
controllable devices are associated With various ones of the 
processes of the facility, and the communication paths 
associate the sensors and controllable devices With the 
computer system. The computer system operates on data 
relating to the process facility, and distributes the noti?ca 
tion data among select nodes thereof. The nodes are asso 
ciated by the communication paths, and the computer sys 
tem further includes noti?cation controllers. The noti?cation 
controllers are associated With the nodes, and operate to 
sense reestablishment of neW or lost ones of the communi 
cations paths from ?rst distributed nodes to second distrib 
uted nodes and, in response thereto, communicate noti?ca 
tion data from the second distributed nodes to the ?rst 
distributed nodes. 

According to an advantageous embodiment, such noti? 
cation data includes alarm or event data, and the distribution 
relationship among the second to ?rst node may suitably 
exist as any of a In n11, or n:m relationships. These 
relationships represent, abstractly, logical communication 
connections among application and transport layer services 
as provided by the systems and methods of the present 
invention. More particularly, noti?cation recovery is a 
function, Whether based in hardWare, softWare, ?rmWare, or 
otherWise, Whereby noti?cations are regenerated by a noti 
?cation producer (the second nodes of the exemplary system 
introduced above) for a noti?cation consumer (the ?rst 
nodes thereof) in response to communication, equipment or 
other failure/abnormality and subsequent recovery (such as 
the reestablishment of the lost ones of the communications 
paths from the ?rst to the second distributed nodes therein). 

The principles of the present invention provide, particu 
larly through noti?cation controllers, a suitable means for 
ef?ciently utiliZing the inherent physical limitations of the 
various components of the process control system, and the 
process control system as a Whole, particularly the data 
traf?c capacities of the communications paths. Automatic 
communication of noti?cation data from a process node (a 
node that controls a process) to a client node (a server or 
other consumer node that consumes noti?cation data) in 
response to sensing reestablishment of a lost communica 
tions path from the client to the process node according to 
the present invention suitably eliminates requests, 
“pollings,” and the like from client to process nodes for such 
noti?cation data thereby reducing utiliZation of data traf?c 
capacities of the communication paths among the nodes of 
the control system. 

The foregoing has outlined rather broadly the features and 
technical advantages of the present invention so that those 
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4 
skilled in the art may better understand the detailed descrip 
tion of the invention that folloWs. Additional features and 
advantages of the invention Will be described hereinafter 
that form the subject of the claims of the invention. Those 
skilled in the art should appreciate that they may readily use 
the conception and the speci?c embodiment disclosed as a 
basis for modifying or designing other structures for carry 
ing out the same purposes of the present invention. Those 
skilled in the art should also realiZe that such equivalent 
constructions do not depart from the spirit and scope of the 
invention in its broadest form. 

BRIEF DESCRIPTION OF THE DRAWINGS 

For a more complete understanding of the present 
invention, and the advantages thereof, reference is noW 
made to the folloWing descriptions taken in conjunction With 
the accompanying draWings, Where like numbers designate 
like objects, and in Which: 

FIG. 1 illustrates a simple block diagram of a process 
facility in Which a control system according to the principles 
of the present invention may be implemented; 

FIG. 2 illustrates a block diagram depicting the noti?ca 
tions distribution relationship betWeen a process control 
module and a supervisory controller according to one 
embodiment of the present invention; and 

FIGS. 3A and 3B are How diagrams illustrating the 
general operation of a noti?cation manager according to one 
embodiment of the present invention. 

DETAILED DESCRIPTION 

FIGS. 1—3, discussed beloW, and the various embodi 
ments used to describe the principles of the present inven 
tion in this patent document are by Way of illustration only 
and should not be construed in any Way to limit the scope of 
the invention. Those skilled in the art Will understand that 
the principles of the present invention may be implemented 
in any suitably arranged process facility. 

FIG. 1 illustrates a block diagram of a process facility 100 
in Which a control system according to the principles of the 
present invention may be implemented. Exemplary process 
facility 100 processes raW materials, and includes a control 
center 105 and six associated processes, items 110a—110f, 
arranged in three stages. The term “include,” as used herein, 
means inclusion Without limitation. Exemplary control cen 
ter 105 may comprise a central area that is commonly 
manned by an operator (not shoWn) for monitoring and 
controlling the three exemplary process stages. A ?rst pro 
cess stage includes three raW material grinders 110a—110c 
that receive a “feed” of raW material and grind the same, 
such as by using a pulveriZer or a grinding Wheel, into 
smaller particles of raW material. The second process stage 
includes a Washer 110d that receives the ground raW mate 
rials and cleans the same to remove residue from the ?rst 
stage. The third process stage includes a pair of separators 
1106‘ and 110f that receive the ground, Washed raW materials 
and separate the same into desired minerals and any remain 
ing raW materials. Since this process facility is provided for 
purposes of illustration only and the principles of such a 
facility are Well knoWn, further discussion of the same is 
beyond the scope of this patent document and unnecessary. 

The exemplary control system includes a supervisory 
controller 120 and six process nodes, or process controllers 
125a—125f, each of Which is implemented in softWare and 
executable by a suitable conventional computing system 
(standalone or netWork), such as any of HoneyWell, Inc.’s 
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AM KZLCN, AM K4LCN, AM HMPU, AxM or like sys 
tems. Those skilled in the art Will understand that such 
controllers may be implemented in hardWare, software, or 
?rmWare, or some suitable combination of the same. In 
general, the use of computing systems in control systems for 
process facilities is Well knoWn. 

Supervisory controller 120 is associated With each of 
process controllers 125, directly or indirectly, to alloW the 
exchange of information. The phrase “associated With” and 
derivatives thereof, as used herein, may mean to include 
Within, interconnect With, contain, be contained Within, 
connect to or With, couple to or With, be communicable With, 
cooperate With, interleave, be a property of, be bound to or 
With, have, have a property of, or the like. Supervisory 
controller 120 monitors characteristics (e.g., status, 
temperature, pressure, How rate, current, voltage, poWer, 
utiliZation, ef?ciency, cost and other economic factors, etc.) 
of associated processes 110, either directly or indirectly 
through process controllers 125 associated With processes 
110. Depending upon the speci?c implementation, such 
monitoring may be of an individual process, a group of 
processes, or the Whole facility. 

Supervisory controller 120 communicates With associated 
processes 110 via process controllers 125 and generates 
supervisory data in order to optimiZe process facility 100. 
The phrase “supervisory data,” as used herein, is de?ned as 
any numeric, qualitative or other value generated by super 
visory controller 120 to control (e.g., direct, manage, 
modify, recommend to, regulate, suggest to, supervise, 
cooperate, etc.), for example, a particular process, a group of 
processes, the Whole facility, a process stage, a group of 
stages, a sequence of processes or stages, or the like, to 
optimiZe the facility as a Whole. In a preferred embodiment, 
the supervisory data is dynamically generated and is based 
at least upon a given facility’s efficiency, production or 
economic cost, and most preferably all three. 

Process controllers 125 monitor associated processes 110 
and operate to varying degrees in accordance With the 
supervisory data to control the associated processes, and, 
more particularly, to modify one or more processes and 
improve the monitored characteristics and the facility as a 
Whole. The relationship betWeen supervisory controller 120 
and various ones of process controllers 125 may be master 
slave (full compliance), cooperative (varying compliance, 
such as by using the supervisory data as a factor in control 
ling the associated processes), or complete disregard 
(noncompliance). Depending upon the speci?c implemen 
tation and the needs of a given facility, the relationship 
betWeen supervisory controller 120 and a speci?c process 
controller 125 may be static (i.e., alWays only one of 
compliance, cooperative, or noncompliance), dynamic (i.e., 
varying over time, such as Within a range betWeen compli 
ance and noncompliance, or some lesser range in betWeen), 
or sWitching betWeen static periods and dynamic periods. 

FIG. 1 depicts the process controllers 125a—f as simple 
logical blocks coupled to the processes 110a—f for purposes 
of illustration only. In reality, the process controllers 125a—f 
may be implemented in process facility 100 as any of a Wide 
range of devices. In the simplest embodiments, an exem 
plary process controller 125 may be micro-controller circuit 
fabricated on a circuit board and integrated into one of the 
processes 110 (i.e, part of a separator, Washer, or grinder) 
that is being controlled. In other embodiments, an exemplary 
process controller 125 may be a stand-alone computer, such 
as a personal computer (PC), that is remote from the 
controlled process 110 and coupled to it by a bus architec 
ture. 
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6 
In more complex embodiments, an exemplary process 

controller 125 may be a netWork node coupled to one or 
more process(es) 110 by a netWork architecture. The super 
visory controller 120 may then treat the netWork containing 
the exemplary process controller 125 and its associated 
processes 110 as a single functional group. Finally, an 
exemplary process controller 125 may be a group of process 
controllers and their associated processes 110 that are net 
Worked together. The netWorked group may then be treated 
as a single functional group by supervisory controller 120. 

The process controllers 125a—f produce process data that 
is used by the supervisory controller 120 for a variety of 
purposes, including generating the supervisory data and 
distributing the process data to one or more client applica 
tions. Process data may also be used by the process con 
troller 125 that produced it to control the associated process 
110. For example, a process controller 125 may read physi 
cal parameter data from a process 110, such as temperature, 
pressure, How rate, and the like, and use some or all of that 
process data and, perhaps, some supervisory data to control 
the process 110. This is particularly true in a feedback 
controlled process. 

Process data may be transferred directly betWeen process 
controllers 125—f in a peer-to-peer relationship, as in a LAN 
netWork. For example, process controller 4, Which controls 
the Washer (item 110a), may request process data from 
process controllers 1—3, Which control grinders 1—3, in order 
to determine the rate at Which ground raW material is being 
output from grinders 1—3. The Washer may thereby adjust 
the rate at Which it Washes the ground material. For example, 
the Washer may reduce the amount of poWer that it uses to 
Wash the ground raW material When the amount of ground 
raW material being sent to the Washer is relatively loW. It 
may even temporarily shut doWn in order to “hold and Wait” 
for a suitable amount of ground raW material to accumulate 
before it resumes Washing. 

In some embodiments of the present invention, the super 
visory controller 120 may comprise a LAN, a group of 
connected LAN S, or a WAN architecture. One or more client 
applications are executed on nodes of the LAN/WAN archi 
tecture. The nodes may be, for example, personal computers 
(PCs). The client applications may all require the same 
process data and supervisory to be transferred at the same 
update rate from the process controllers. HoWever, a more 
likely scenario is that the client applications require 
different, possibly over-lapping, subsets of the process data 
and supervisory data and require the process data and 
supervisory data to be transferred at different update rates to 
different client applications. 

FIG. 2 illustrates a block diagram depicting the noti?ca 
tions distribution relationship betWeen a process control 
module 201 and supervisory controller 120 according to one 
embodiment of the present invention. Process control mod 
ule 201 represents the processing and netWork interface 
circuitry of an exemplary one of the process controllers 125 
in FIG. 1. In FIG. 2, the solid arroWs indicates a physical 
data path and noti?cation direction and the dotted arroWs 
indicate a logical data path and noti?cation direction. 

Noti?cation recovery is initiated in noti?cation manager 
256 upon the occurrence of any one of the folloWing system 
operations: server startup, server failover, controller startup, 
controller failover, control netWork communication failure 
and recovery and addition (via con?guration) of a neW 
process controller. In the exemplary embodiment, supervi 
sory controller 120 is the server With respect to PCM 201 
and the tWo are coupled by a local area netWork architecture. 
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Noti?cation recovery is needed in those situations in Which 
noti?cation clients and noti?cation producers become 
unsynchroniZed, usually due to some system or equipment 
fault (e.g., controller, netWork, Workstation, etc.) and the 
repair thereof. 

In on advantageous embodiment of the present invention, 
noti?cation recovery is carried out entirely by the commu 
nication application layer that serves the client application(s) 
using the noti?cations. It is the application layer in the 
noti?cation client node (the “noti?cation subscriber”) that 
commands a noti?cation recovery. The application layer 
does noti?cation recovery on behalf of a noti?cation client 
When the noti?cation client needs it, so that neither the 
noti?cation client application nor the function layer of the 
noti?cation producer are burdened by this function. 

Noti?cation generators exist in PCM 201 as user 
con?gured functional blocks that are managed by a control 
execution environment (CEE) 202. The CEE 202 may 
receive (When needed) a noti?cation recovery command 
from the noti?cation manager 256 in supervisory controller 
120 and, in turn, commands each functional block to gen 
erate all noti?cations. The noti?cation manager 256 has the 
responsibility to initiate and maintain connections to all 
noti?cation producer nodes. The noti?cation manager 256 is 
an application layer object Which manages all noti?cations 
and interfaces With the server event subsystems 252. 

Noti?cation detector 203 exists Within the user layer of 
PCM 201 and detects a noti?cation condition or the abate 
ment of a noti?cation condition. In response, noti?cation 
detector 203 sends a noti?cation regarding the existence or 
abatement of the condition to a noti?cation generator 204. 
The noti?cation generator 204 is a user-layer object respon 
sible for the creation of a noti?cation packet. The noti?ca 
tion generator 204 maintains an association With the noti? 
cation distribution publisher 205 to facilitate transport of the 
noti?cations through to the noti?cation client. Each noti? 
cation packet is a unique (one-to-one) expression of the 
noti?cation Which caused it. 

The noti?cation packet is sent to the noti?cation distri 
bution publisher 205, Which is the application layer service 
responsible for accepting noti?cation packets from noti?ca 
tion generator 204 and transporting them as bundled noti 
?cation packages to noti?cation distribution subscribers, 
such as noti?cation distribution subscriber 257 in supervi 
sory controller 120. Noti?cation distribution is an applica 
tion layer communication service Whereby noti?cation mes 
sages (described beloW) are transported from noti?cation 
publishers to noti?cation subscribers. The noti?cation dis 
tribution layer provides the necessary robustness to ensure 
that noti?cation packets are not lost and provides any 
necessary noti?cation throttling. 

Anoti?cation package comprises one or more noti?cation 
packets grouped together by a noti?cation distribution pub 
lisher into an application layer communication package for 
transmission to a noti?cation distribution subscriber. In the 
example shoWn in FIG. 2, noti?cation distribution sub 
scriber 257 is the application layer endpoint for noti?cation 
distribution publisher(s) 205. The noti?cation distribution 
subscriber 257 establishes one application connection for 
each noti?cation distribution publisher 205. 

The noti?cation packages are converted by a transport 
layer service 206 into noti?cation messages suitable for 
transmission by the integrated control protocol and local 
area netWork 207. The noti?cation message may be broken 
up into several “noti?cation frames” (e.g., MAC packets) on 
the local area netWork 207. At the supervisory controller 
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120, the local area netWork 207 sends the noti?cation frames 
to transport layer service 258, Which renders the frames back 
into a noti?cation message that is sent to the noti?cation 
distribution subscriber 257. The noti?cation messages are 
converted by the noti?cation distribution subscriber 257 into 
noti?cation packets for the noti?cation manager 256. 
The noti?cation manager 256 is part of a control data 

access (CDA) server 255 and is responsible for sending 
noti?cations to the noti?cation clients, Which are the end 
point applications Which ultimately use (consume) the noti 
?cations. Within supervisory controller 120, a server event 
subsystems 252 containing an event (or noti?cation) journal 
254 and an alarm acknoWledgment status/alarm direction 
register 253 may be used by the noti?cation manager 256 to 
separately store noti?cations (events) and alarms, respec 
tively. 

Noti?cation recovery is needed by any noti?cation client 
in order to synchroniZe the noti?cation (event) database With 
that of the on-line system management. The client builds its 
alarm and event records based on What it recovers from 
PCM 201. In a normal system Without failures (steady state), 
noti?cation recovery does not occur. When there has been a 
disruption of the steady state, chie?y a node or netWork 
failure, noti?cation recovery is used to synchroniZe a noti 
?cation client to all noti?cation generating nodes. A noti? 
cation recovery from one noti?cation distribution publisher 
205 is simultaneously processed by all noti?cation distribu 
tion subscriber(s) 257. 
As stated previously, noti?cation recovery may be initi 

ated by certain scenarios that are detected by the noti?cation 
manager 256: server startup, server failover, process con 
troller startup, process controller failover, control netWork 
communication failure and recovery, addition (and 
con?guration) of a neW process controller, or noti?cation 
client node startup. Noti?cation recovery is initiated by 
PCM 201 in response to a command from noti?cation 
manager 256. 

According to one embodiment of the present invention, 
the noti?cation distribution relationship may be a 1:n rela 
tionship betWeen a noti?cation consumer and a plurality of 
noti?cation generators. In other embodiments of the present 
invention, the noti?cation distribution relationship may be 
an n:1 relationship betWeen a plurality of noti?cation con 
sumers and a noti?cation generator. In still other embodi 
ments of the present invention, the noti?cation distribution 
relationship may be an n:m relationship betWeen a plurality 
of noti?cation consumers and a plurality of noti?cation 
generators. 

Noti?cation recovery is triggered by any successful estab 
lishment of a transport layer connection in the netWork 
serving each noti?cation-generating process controller. This 
covers all cases Where noti?cation is needed to handle 
equipment or netWork failure and recovery. When the net 
Work manager 256 detects the establishment, or 
re-establishment, as the case may be, of a netWork 
connection, the noti?cation manager commands noti?cation 
recovery from the process controller With Whom the con 
nection has been established or re-established. 

In a server startup scenario, the noti?cation client portion 
of the server subscribes to the noti?cation manager 256. The 
noti?cation manager (NM) 256 turns on When the node is 
poWered up, but is quiescent until the client portion sub 
scribes. The NM 256 then queries a system database to 
determine all currently con?gured noti?cation producing 
nodes (process controllers 125a—f). Next, the NM 256 forms 
a noti?cation transport connection With each noti?cation 
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distribution publisher in each process controller 125a—f, and, 
if successful, commands noti?cation recovery from each. 
Noti?cation recovery in this instance is a set of regenerated 
noti?cations bracketed by a start noti?cation and an end 
noti?cation, Which alloW the ultimate noti?cation client to 
learn of the noti?cation recovery. Advantageously, the ulti 
mate noti?cation client is not required to request a noti? 
cation recovery. 

A server failover is similar to a server startup in that a 
primary server fails over to a synchroniZed secondary server, 
Which becomes the neW primary server. The neW primary 
server’s noti?cation client portion then subscribes to the 
noti?cation manager 256. This causes the same sequence of 
operations described above, resulting in noti?cation recov 
ery being commanded from all process controllers 125a—f 

In a controller startup scenario, a neW process controller 
125 is poWered up and con?gured on the netWork, but has 
not yet established a transport layer connection With the 
noti?cation manager 256. The NM 256 maintains a list of all 
noti?cation distribution publishers based on system con?gu 
ration of the netWork. The NM 256 Will therefore periodi 
cally attempt to form a noti?cation transport layer connec 
tion With any noti?cation distribution publisher that is 
con?gured by not yet connected. Once the transport layer 
connection is established With the neW process controller 
125, the NM 256 commands noti?cation recovery from it. 
This operation does not affect other process controllers 
unless they also execute a start-up. The noti?cation client is 
able to distinguish betWeen a noti?cation recovery from a 
particular process controller 125 as opposed to all process 
controller 125a—f because the noti?cation recovery brackets, 
delimited by a start noti?cation and an end noti?cation, are 
transmitted on a per-process-controller basis. 

Acontroller failover scenario is very similar to a control 
ler startup scenario. When a primary process controller 125 
fails over to a secondary process controller 125, the second 
ary process controller 125 become the neW primary. 
HoWever, the noti?cation connection With the noti?cation 
manager 256 is lost. When NM 256 performs a routine scan 
of the netWork based on the system con?guration, the NM 
256 detects the presence of the neW primary process con 
troller 125 and determines that it has the same address as the 
old primary process controller 125. Since the connection 
Was lost and then recovered by the NM 256, the process 
controller 125 is ordered to perform a noti?cation recovery 
by NM 256. 
A controller failure and recovery scenario is very similar 

to a controller startup scenario. Aprocess controller 125 fails 
and is repaired. When it is poWered up again, the operations 
that folloW are the same as for a controller startup scenario. 
As before, When the noti?cation connection is lost due to the 
process controller 125 failure, the noti?cation manager 
periodically monitors for the process controller 125 to come 
on line again. 

In a netWork failure and recovery scenario, the noti?ca 
tion connection is lost and the NM 256 attempts to reconnect 
any node on the (sub)netWork Which failed. When the 
netWork is repaired and comes on-line again, the NM 256 
reconnects to all affected process controller nodes and 
initiates separate noti?cations recoveries for each process 
controller node. Unaffected process controllers are not com 
manded to perform noti?cation recoveries. 

In an addition and con?guration of a neW process con 
troller 125 scenario, a neW process controller 125 is joined 
to the netWork and con?gured. The NM 256, Which uses the 
system con?guration to learn of all noti?cation distribution 
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publishers, periodically queries the system database for a 
complete list of all process controller nodes 125a. NM 256 
then compares this list to the dynamic list of process 
controller nodes to Which it has established noti?cation 
connections and attempts to form a neW connection to any 
neW process controller node 125. If the connection is suc 
cessfully formed, the NM 256 orders a noti?cation recovery. 
If unsuccessful, the NM 256 periodically attempts to recon 
nect and order noti?cation recovery. 

In a noti?cation client node startup scenario, all noti?ca 
tion distribution publishers are commanded to perform a 
noti?cation recovery in order to send all required noti?ca 
tions to the noti?cation distribution subscriber in the client 
node. This contrasts With the startup of a noti?cation pro 
ducer node, in Which only the noti?cation producer node 
Which is started is commanded to perform a noti?cation 
recovery. When a noti?cation producer node is started, 
synchroniZation is still maintained by the other noti?cation 
producer nodes and they need not perform a noti?cation 
recovery. 

As can be seen from the foregoing descriptions, the 
start-ups of noti?cation client nodes and noti?cation pro 
ducing nodes can occur in any order. The application layer 
compensates for the different start-up sequences by using 
noti?cation recovery to synchroniZe the noti?cations clients 
as the noti?cation information becomes available. 

FIGS. 3A and 3B are How diagrams illustrating the 
general operation of noti?cation manager 256 according to 
one embodiment of the present invention. After poWer up 
(Step 301), the noti?cation manager 256 remains in a 
quiescent state until a subscription request is received (Step 
302) from the noti?cation client portion of the server. In 
response, the noti?cation manager 256 retrieves the list of 
currently con?gured noti?cation distribution publishers 
(NDP) process controllers 125 from the system database 
(Step 303). NeXt, the noti?cation manager 256 forms a 
noti?cation connection With all of the NDP process control 
lers 125 (Step 304). As each noti?cation connection is 
established, the noti?cation manager 256 orders a noti?ca 
tion recovery from the noW-connected process controller 
(Step 305). 
The noti?cation manager 256 then enters a routine scan 

ning mode, Whereby noti?cation manager 256 repetitively 
scans the system con?guration list to determine all NDP 
process controllers 125 that are con?gured on the netWork 
(Step 310). Noti?cation manager 256 compares the list of 
currently con?gured NDP process controllers 125a—f With 
its oWn list of process controllers 125 With Which it has 
established noti?cation connections (Step 311). After deter 
mining Which con?gured NDP process controllers are not 
connected, noti?cation manager 256 attempts to form a 
noti?cation connection With the unconnected NDP process 
controllers 125 (Step 312). If a connection is established, 
noti?cation manager 256 orders a noti?cation recovery from 
the neWly connected NDP process controller 125 (Steps 313 
and 314). If a connection cannot be formed, noti?cation 
manager 256 continues to scan the netWork con?guration 
lists and thereby re-attempts from time-to-time to connect to 
any NDP process controller 125 With Which noti?cation 
manager 256 has not yet formed a transport layer distribu 
tion connection. 

In on advantageous embodiment of the present invention, 
if noti?cation distribution publisher 205 is performing a ?rst 
noti?cation recovery and second noti?cation recovery is 
commanded by the same or a different noti?cation distribu 
tion subscriber 257, the noti?cation distribution publisher 
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205 may abort the ?rst noti?cation recovery and initiate the 
second noti?cation recovery. The noti?cation distribution 
subscriber(s) that are receiving the ?rst noti?cation recovery 
have the capability to recognize the start of the second 
noti?cation recovery and synchroniZe to the second noti? 
cation recovery instead. 

This is also advantageous for a noti?cation distribution 
publisher 205 operating in a multiple noti?cation client 
environment. The noti?cation distribution subscribers 257 
may initiate multiple noti?cation recoveries closely, but not 
simultaneously, in time. In such a case, the noti?cation 
distribution publisher 205 repeatedly aborts the ongoing 
noti?cation recovery When the neXt noti?cation recovery is 
commanded, rather than sequentially starting and complet 
ing all noti?cation recoveries. Only the last received noti 
?cation recovery may be completed, thereby requiring only 
a minimum amount of time to perform the noti?cation 
recoveries. 

In on advantageous embodiment of the present invention, 
a noti?cation client node can request a noti?cation recovery 
on its oWn at any time using the same mechanism used by 
the application layer to perform automatic (background) 
noti?cation recoveries. The application layer to Which the 
noti?cation client node subscribes provides a means by 
Which the noti?cation client node, or a surrogate acting on 
behalf of the noti?cation client node, may enact the same 
mechanism used by the application layer to initiate a noti 
?cation recovery. 

The present invention is particularly advantageous in 
those instances Where noti?cations are lost as a result of a 
large ?ood of noti?cations overWhelming the ability of a 
noti?cation client to receive the noti?cations. Noti?cation 
recovery is used When time permits to recover the lost 
noti?cations and synchroniZation is maintained. Because the 
noti?cation recovery is handled automatically by the appli 
cation layer, intervention is not required from either the 
noti?cation client node or a human operator. 

In on advantageous embodiment of the present invention, 
the noti?cation client node can cause the application layer to 
“back-pressure” the noti?cation producing nodes during a 
noti?cation ?ood, thereby causing the noti?cation producing 
nodes to hold information until the noti?cation ?ood has 
abated or ended. Noti?cation recovery can then be used to 
re-synchroniZe for any noti?cations lost during the noti? 
cation ?ood. 

Although the present invention and its advantages have 
been described in detail, those skilled in the art should 
understand that they can make various changes, substitu 
tions and alterations herein Without departing from the spirit 
and scope of the invention in its broadest form. 
What is claimed is: 
1. A control system for a process facility, comprising: 
distributed nodes associated by communication paths, 

Wherein ones of said distributed nodes are associated 
With processes of said process facility; and 

noti?cation controllers, associated With said distributed 
nodes, that sense reestablishment of lost ones of said 
communications paths from ?rst distributed nodes to 
second distributed nodes and, in response thereto, com 
municate noti?cation data from said second distributed 
nodes to said ?rst distributed nodes. 

2. The control system as set forth in claim 1 Wherein said 
communication paths have data traffic capacities and said 
noti?cation controllers ef?ciently utiliZe said data traf?c 
capacities. 

3. The control system as set forth in claim 1 Wherein said 
noti?cation controllers generate noti?cation data concerning 
events and alarms associated With said second distributed 
nodes. 

10 

15 

25 

35 

45 

55 

12 
4. The control system as set forth in claim 3 Wherein said 

noti?cation controllers regenerate at least a portion of said 
noti?cation data in response to sensing said reestablishment 
of said lost ones of said communications paths. 

5. The control system as set forth in claim 1 Wherein said 
distributed nodes include process nodes that control data 
associated With processes of said process facility and client 
nodes that desire said process data. 

6. The control system as set forth in claim 1 Wherein a 
certain second distributed node is a process node that 
controls data associated With one or more processes of said 
process facility and said a certain noti?cation controller, 
associated With said certain distributed node, communicates 
noti?cation data concerning at least one of events and alarms 
associated With said one or more processes. 

7. The control system as set forth in claim 1 Wherein said 
noti?cation controller is further associated With at least one 
of a startup controller, a failover controller, a failure and 
recovery controller and a con?guration and installation 
controller. 

8. A method of operating a control system for a process 
facility, said control system including distributed nodes 
associated by communication paths, Wherein ones of said 
distributed nodes are associated With processes of said 
process facility, said method comprising the steps of: 

sensing, With a noti?cation controller, reestablishment of 
lost ones of said communications paths from ?rst 
distributed nodes to second distributed nodes; and 

communicating, in response thereto, noti?cation data 
from said second distributed nodes to said ?rst distrib 
uted nodes. 

9. The method as set forth in claim 8 Wherein said 
communication paths have data traf?c capacities and said 
method further comprises the step of efficiently utiliZing said 
data traf?c capacities With said noti?cation controllers. 

10. The method as forth in claim 8 further comprising the 
step of using said noti?cation controllers generate noti?ca 
tion data concerning events and alarms associated With said 
second distributed nodes. 

11. The method as set forth in claim 10 further comprising 
the step of using said noti?cation controller to regenerate at 
least a portion of said noti?cation data in response to sensing 
said reestablishment of said lost ones of said communica 
tions paths. 

12. The method as set forth in claim 8 Wherein said 
distributed nodes include process nodes that control data 
associated With processes of said process facility and client 
nodes that desire said process data. 

13. The method as set forth in claim 8 Wherein a certain 
second distributed node is a process node that controls data 
associated With one or more processes of said process 
facility and said method further includes the step of using a 
certain noti?cation controller, associated With said certain 
distributed node, to communicate noti?cation data concern 
ing at least one of events and alarms associated With said one 
or more processes. 

14. The method as set forth in claim 8 Wherein said 
noti?cation controller is further associated With at least one 
of a startup controller, a failover controller, a failure and 
recovery controller and a con?guration and installation 
controller. 

15. A real time process control system for use to control 
a process facility, comprising: 

a plurality of sensors and controllable devices that are 
associated With processes of said process facility; 

communication paths associating said plurality of sensors 
and controllable devices With a computer system; and 
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said computer system operates on data relating to said 
process facility and distributes said data among nodes 
thereof, said nodes associated by communication paths, 
said computer system further comprising noti?cation 
controllers, associated With said nodes, that sense rees 
tablishment of lost ones of said communications paths 
from ?rst distributed nodes to second distributed nodes 
and, in response thereto, communicate noti?cation data 
from said second distributed nodes to said ?rst distrib 
uted nodes. 

16. The real time process control system as set forth in 
claim 15 Wherein said communication paths have data traf?c 
capacities and said noti?cation controllers ef?ciently utiliZe 
said data traf?c capacities. 

17. The real time process control system as set forth in 
claim 15 Wherein said noti?cation controllers generate noti 
?cation data concerning events and alarms associated With 
said second distributed nodes. 

18. The real time process control system as set forth in 
claim 17 Wherein said noti?cation controllers regenerate at 
least a portion of said noti?cation data in response to sensing 
said reestablishment of said lost ones of said communica 
tions paths. 
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19. The real time process control system as set forth in 

claim 15 Wherein said distributed nodes include process 
nodes that control data associated With processes of said 
process facility and client nodes that desire said process 
data. 

20. The real time process control system as set forth in 
claim 15 Wherein a certain second distributed node is a 
process node that controls data associated With one or more 

processes of said process facility and said a certain noti? 
cation controller, associated With said certain distributed 
node, communicates noti?cation data concerning at least 
one of events and alarms associated With said one or more 

processes. 
21. The real time process control system as set forth in 

claim 15 Wherein said noti?cation controller is further 
associated With at least one of a startup controller, a failover 
controller, a failure and recovery controller and a con?gu 
ration and installation controller. 


