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DISPOSABLE WOUND MEASURING 
DEVICE AND METHOD 

BACKGROUND OF THE INVENTION 

The present invention relates to a device that allows a 
healthcare Worker to easily ascertain the depth of Wounds, 
sores and similar skin blemishes in order to accurately 
monitor the healing process. 

DESCRIPTION OF THE PRIOR ART 

Healthcare Workers periodically measure a patient’s skin 
blemishes in order to monitor the healing process. Typically, 
the healthcare Worker uses an elongated Wooden sWab 
covered With a ?brous outer layer to measure such Wounds. 
The Wooden sWabs, hoWever, are susceptible to breakage 
and often deposit ?brous material in the Wound increasing 
the likelihood of infection. Although various blemish mea 
suring devices exist in the prior art, none include the features 
and advantages according to the present invention. For 
example, US. Pat. No. 5,605,165 issued to Sessions et al 
relates to a device and method for measuring a Wound 
including a transparent sheet formed of a pair of separable 
sections. The second section includes indica thereon Which 
alloWs a user to determine the surface area of the Wound 
after an outline of the Wound is traced thereon. 

US. Pat. No. 5,461,795 issued to Kok discloses a ruler 
having tWo sets of graduation marks thereon, each having a 
different visual impact. 
US. Pat. No. 5,487,223 issued to Krane discloses a tape 

measure having a plurality of alternately disposed slots 
thereon, each corresponding to graduations on the scale. 
US. Pat. No. 5,018,531 issued to Hartman discloses a 

skin blemish measuring and recording system and method. 
The device includes a color scale corresponding to varying 
skin blemishes, a blemish siZe gauge, a distance scale and a 
body map for recording the location of the blemish. 
US. Pat. No. 3,230,628 issued to Hite discloses a gauge 

for measuring orthopedic screWs. 
US. Pat. No. 2,799,938 issued to Anderson discloses an 

evaluating device. 
Although various measuring devices exist in the prior art, 

none relate to a device having an indicator ring slidably 
mounted thereon that alloWs a health care Worker to quickly 
determine the Wound depth. 

SUMMARY OF THE INVENTION 

The present invention relates to a device for measuring a 
skin blemish. The device comprises an elongated tubular 
member With a plurality of measurement indicia disposed on 
the exterior surface thereof. An indicator ring is slidably 
mounted on the tubular member and has an arroW thereon. 
To use the device, the loWer end of the tubular member is 
inserted into a recessed Wound or placed on the skin along 
side a protruding groWth such as an ulcer or sore, and the 
indicator ring is slid doWnWardly until it abuts the skin 
surrounding the Wound or rests on top of the groWth. 
Accordingly, the measurement mark aligned With the arroW 
corresponds to the siZe of the blemish. It is therefore an 
object of the present invention to provide a blemish mea 
suring device that is easy to use and inexpensive to manu 
facture. 

It is another object of the present invention to provide a 
blemish measuring device that alloWs a healthcare Worker to 
quickly measure the depth of a recessed Wound. 
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2 
It is yet another object of the present invention to provide 

a blemish measuring device that alloWs a healthcare Worker 
to more accurately measure the depth of a recessed Wound. 

It is yet another object of the present invention to provide 
a Wound measuring device that also alloWs a healthcare 
Worker to quickly measure the siZe of an external groWth 
such as an ulcer or cist. Other objects, features and advan 
tages of the present invention Will become readily apparent 
from the folloWing detailed description of the preferred 
embodiment When considered With the attached draWings 
and the appended claims. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a perspective vieW of the inventive device. 

FIG. 2 is a close-up perspective vieW of the sliding 
indicator ring. 

FIG. 3 is a plan vieW of the sliding indicator ring. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

Referring noW to FIGS. 1 through 3, the present invention 
relates to a device for measuring a Wound. The device 
comprises an elongated tubular member 1 having a loWer 
end 8, an upper end 9 and an exterior surface. The upper and 
loWer ends are rounded or tapered to minimiZe discomfort to 
the patient. Disposed on the exterior surface are a plurality 
of measurement indicia 3 arranged in predetermined gradu 
ated units such as centimeters, millimeters, fractions of an 
inch, etc. The measurement indicia incrementally increase 
from the loWer end to the top end. 
The exterior surface of the tubular member also includes 

a pair of opposing longitudinal elongated grooves 4 thereon. 
An indicator ring 5 having an inner and outer surface 
encompasses the tubular member. A pair of opposing nod 
ules 6 extend from the inner surface, each of Which is 
slidably received Within a groove 4 alloWing the ring to slide 
up and doWn along the tubular member. The indicator ring 
also includes an arroW 7 on its outer surface that aligns With 
one of the indica to visually indicate the siZe of a Wound. 
Each groove terminates a predetermined distance from each 
end of the tubular member thereby preventing the ring from 
sliding off the tubular member. 

To use the above described device, the loWer end of the 
tubular member is inserted into a patient’s Wound or is 
placed on the patient’s skin immediately adjacent an exter 
nal groWth. The indicator ring is slid doWnWardly toWards 
the patient until it rests on the patient’s skin or on top of the 
groWth. The depth of the Wound may therefore be readily 
ascertained by determining Which measurement mark is 
aligned With the arroW on the indicator ring. Preferably, the 
ring includes a locking mechanism that locks the ring once 
a measurement is taken. Accordingly if the health care 
Worker forgets to immediately record the measurement, he 
or she can record it later. 

The tubular member and indicator ring are preferably 
constructed With plastic Whereby the device may be dis 
carded after use. HoWever, as Will be readily apparent to 
those skilled in the art, the siZe, shape, and materials of 
construction of the various components may be varied 
Without departing from the spirit of the present invention. In 
addition, the length of the tubular member as Well as the 
units and unit increments may be varied. 

Although there has been shoWn and described the pre 
ferred embodiment of the present invention, it Will be readily 
apparent to those skilled in the art that modi?cations may be 
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made thereto Which do not exceed the scope of the appended 
claims. Therefore, the scope of the invention is only to be 
limited by the following claims. 
What is claimed is: 
1. A Wound measuring device comprising: 
an elongated member having a loWer end, an upper end 

and an exterior surface; 
a plurality of measurement indicia on the exterior surface 

of said elongated member; 
a ring slidably mounted on said tubular member Which is 
moved upWardly and doWnWardly to measure a blem 
ish; said ring including an inner surface having a pair 
of nodules thereon, each nodule slidably received 
Within a longitudinal groove on the eXterior surface of 
said elongated member. 
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2. A Wound measuring device according to claim 1 

Wherein said ring further includes an outer surface having an 
arroW thereon. 

3. A Wound measuring device according to claim 1 
Wherein said elongated member is tubular. 

4. A Wound measuring device according to claim 1 
Wherein each of said grooves terminates a predetermined 
distance from said upper and loWer ends thereby retraining 
said ring on said tubular member. 

5. A Wound measuring device according to claim 1 
Wherein said upper and loWer ends are rounded to minimiZe 
discomfort to a patient. 


