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HITCH MOUNTED CARGO CARRIER 

This application is a continuation of 08/957,641, ?led 
Oct. 24, 1997, US. Pat. No. 5,996,869. 

This application claims priority from US. Provisional 
Application No. 60/029,655 ?led on Oct. 28, 1996. 

BACKGROUND OF THE INVENTION 

I. Field of the Invention 

This invention relates to cargo carriers for vehicles and, in 
particular, to a hitch mounted carrier capable of adjustment 
fore and aft relative to the vehicle to optimiZe the position 
of the carrier platform. 

II. Description of the Prior Art 
Article carriers are Widely employed to expand the car 

rying capacity of vehicles While maintaining comfort Within 
the passenger compartment. Rooftop carriers are Well 
knoWn although access can be cumbersome particularly With 
taller vehicles. Moreover, rooftop carriers are dependent 
upon the structural strength of the vehicle roof and therefore 
may be limited in their carrying capacity. Rear mounted 
cargo carriers have also been employed to increase the cargo 
capacity of the vehicle. Many require specialiZed mounting 
hardWare to secure the carrier to the vehicle resulting in 
undesirable added structure and cost. Some of the prior 
knoWn cargo carriers are attachable to the vehicle hitch but 
do not provide any ?exibility in the positioning of the carrier 
to accommodate the Wide variety of vehicle con?gurations. 
Cargo platforms Which simply extend from the hitch assem 
bly could be damaged by contact With the ground as the 
vehicle moves along an inclined surface such as a driveWay. 
Similarly, the rear portion of the vehicle may include 
obstructions to full utiliZation of the carrier such as the spare 
tire on utility vehicles. It is desirable to optimally position 
any cargo carrier to ensure full capacity yet minimiZe the 
cantilever forces applied to the hitch assembly. 

SUMMARY OF THE PRESENT INVENTION 

The present invention overcomes the disadvantages of the 
prior knoWn cargo carriers by providing a platform Which is 
adjustably attached to a vertically offset draWbar received in 
the vehicle hitch assembly to alloW selective positioning of 
the platform relative to the vehicle While also raising the 
platform to increase ground clearance. 

The hitch mounted cargo carrier generally comprises a 
draWbar removably received by a vehicle hitch assembly 
and a cargo platform adjustably attached to the draWbar. The 
draWbar has a vertical offset in order to raise the platform 
above the hitch for increased ground clearance. The outer 
end of the draWbar includes a bracket for receiving a central 
beam of the cargo platform. The platform is removably 
connected to the draWbar bracket by fasteners Which extend 
through apertures in the bracket and one of a plurality of 
apertures disposed longitudinally along the beam. The posi 
tion of the platform relative to the draWbar and therefore the 
rear of vehicle may be adjusted by utiliZing different aper 
tures along the central beam. In a preferred embodiment, the 
apertures extend only along a portion of the beam to reduce 
manufacturing costs. HoWever, positioning along the full 
Width of the platform can be accomplished by rotating the 
platform 180° to utiliZe the apertures. 

Apreferred embodiment of the platform includes a rect 
angular frame secured to the central beam and a mesh 
support surface to minimiZe accumulation of moisture. 
Re?ectors or lights electrically connected to the vehicle 
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2 
taillights may be mounted along the rear edge of the frame. 
In order to provide a visual indication of the location of the 
cargo carrier, corner markers are attached to the platform. 
The markers extend upWardly from the platform and are 
positioned directly over the outer corners of the carrier so as 
to be seen through the WindoWs and rear vieW mirrors of the 
vehicle. 

Other objects, features and advantages of the invention 
Will be apparent from the folloWing detailed description 
taken in accordance With the accompanying draWings. 

BRIEF DESCRIPTION OF THE DRAWING 

The present invention Will be more fully understood by 
reference to the folloWing detailed description of a preferred 
embodiment of the present invention When read in conjunc 
tion With the accompanying draWing, in Which like reference 
characters refer to like parts throughout the vieWs and in 
Which: 

FIG 1. is a perspective vieW of a cargo carrier embodying 
the present invention and adapted to be mounted to a vehicle 
hitch; 

FIG. 2 is an exploded vieW of the cargo carrier; 
FIGS. 3a through 3g illustrate various mounting positions 

of the platform relative to the draWbar of the cargo carrier; 
FIG. 4 is a rear elevational vieW of the cargo carrier; 

FIG. 5 is an enlarged vieW of a mounting bracket for the 
corner markers of the cargo carrier; 

FIGS. 6 through 8 illustrate a ?rst embodiment of the 
corner marker bracket; 

FIGS. 9 through 11 illustrate a second embodiment of the 
corner marker bracket; 

FIGS. 12 and 13 illustrate a third embodiment of the 
corner marker bracket; 

FIGS. 14 and 15 illustrate a fourth embodiment of the 
corner marker bracket; 

FIGS. 16 and 17 illustrate a ?fth embodiment of the 
corner marker bracket; and 

FIGS. 18 and 19 illustrate a sixth embodiment of the 
corner marker bracket. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENT OF THE PRESENT INVENTION 

Referring ?rst to FIGS. 1 through 4, there is shoWn a 
cargo carrier 10 for mounting to a hitch assembly 12 of a 
vehicle (not shoWn). Preferably, the hitch assembly 12 is a 
receiver style hitch having a sleeve 14 ?xedly mounted to 
the vehicle. The hitch assembly 12 extends rearWardly from 
the vehicle in order to position the cargo carrier 10 proxi 
mate the rear bumper of the vehicle for convenient access 
and loading of the carrier 10. In accordance With the present 
invention, the cargo carrier 10 may be removed to alloW use 
of the hitch 12 for toWing purposes. 
The cargo carrier 10 generally includes a platform 16 

adjustably connected to a draWbar 18 adapted to be matingly 
received Within the hitch sleeve 14. The hitch sleeve 14 and 
draWbar 18 include apertures 20,22 for receiving a locking 
pin 24 to secure the draWbar 18 Within the hitch sleeve 14. 
As a result, the draWbar 18 extends longitudinally from the 
hitch 12 rearWardly of the vehicle. The draWbar 18 of the 
preferred embodiment is provided With a vertical offset such 
that an outer end 16 of the draWbar 18 is disposed higher 
than an inner end 28 received Within hitch 12. Extending 
betWeen the outer end 16 and inner end 28 is an angled 
intermediate portion 30 to form the offset. Secured to the 
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outer end 26 of the draWbar 18 is a mounting bracket 32. In 
a preferred embodiment, the mounting bracket 32 is 
U-shaped With upwardly extending side Walls 34 having 
apertures 36 for receiving appropriate fasteners 38. 
HoWever, alternative bracket con?gurations may be utiliZed. 
The vertical offset of the draWbar 18 is designed to raise the 
cargo platform 16 relative to the ground for increased 
clearance. 

The platform 16 preferably includes a rectangular frame 
40 With a metal mesh bottom 42 supported on a central beam 
44. Reinforcement plates 46 may be used to further secure 
the central beam 44 to the frame 40. The metal mesh bottom 
42 prevents Water from accumulating Within the platform 16 
although a substantially solid bottom could be utiliZed. The 
central beam 44 of the platform 16 is intended to be 
removably received Within the bracket 32 of the draWbar 18. 
The central beam 44 includes a plurality of throughbores or 
apertures 48 preferably along only a portion of the length of 
the central beam 44. The apertures 48 de?ne discrete mount 
ing positions of the platform 16 to the draWbar bracket 32 in 
order to optimally position the cargo platform 16 relative to 
the rear of the vehicle. As best shoWn in FIGS. 3a through 
3g, the position of the platform 16 relative to the draWbar 18, 
and therefore, relative to the hitch 12 and the rear of the 
vehicle, can be altered by securing the bracket 32 to different 
apertures 48 along the central beam 44. The platform 16 can 
be disposed in close proximity to the hitch 12 as shoWn in 
3a and progressively outWardly along the apertures 48. In 
the event the platform 16 must be positioned still further 
aWay from the hitch, the platform 16 can be rotated 180 
degrees as shoWn in 3d—3g to utiliZe the apertures 48 of the 
beam 44 in an alternative orientation. FIG. 3g shoWs the 
platform 40 at the extreme cantilevered position. Although 
the adjustment feature alloWs the cargo carrier 10 to ?t a 
greater number of vehicles, it is preferred that the platform 
16 be positioned close to the vehicle bumper to reduce the 
stress on the hitch assembly 12. 
An additional feature of the present invention is the visual 

markers 50 attached to the platform 16 to provide a con 
tinuous indication of the position of the outer corners of the 
cargo carrier 10 as shoWn in FIGS. 4 through 19. The 
markers 50 generally include a relatively stiff but ?exible 
shaft 52 having an indicator 54, such as a brightly colored 
sphere mounted to an upper end. The loWer end of the shaft 
52 is attached to the platform 16 by a mounting bracket 56 
preferably fastened to the frame 40. Each embodiment of the 
bracket 56 is designed to position the indicator 54 directly 
over the outer corner of the platform frame 40. The ?rst and 
second embodiments of the bracket 56 shoWn in FIGS. 6—8 
and FIGS. 9—11, respectively, are designed to be mounted 
inWardly of the true corner. As shoWn in FIG. 5, these 
brackets 56 include a partial sleeve 58 oriented at an angle 
to vertical in order to position the indicator 54 over the 
corner. The brackets 56 shoWn in FIGS. 12 through 17 
position the entire marker 50 at the corner of the platform 16. 
The markers 50 provide a constant visible reminder of the 
location of the cargo carrier. The shaft 52 of the markers 50 
is of suf?cient length to alloW the indicator 54 to be seen by 
the driver of the vehicle. The markers 50 may be removed 
from the bracket 56 for storage, While loading the cargo 
carrier, or When the carrier load interferes With the corner 
markers 50. 

The cargo carrier 10 may also be provided With re?ectors 
or lights 60 to provide other drivers With a visual indication 
of the cargo carrier 10. Any re?ector may be as simple as 
re?ective tape secured to the platform frame 40. The lights 
60 can be electronically connected through the lighting 
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4 
harness used While toWing trailers to operate the lights in 
conjunction With the tail lights of the vehicle. 
The foregoing detailed description has been given for 

clearness of understanding only and no unnecessary limita 
tions should be understood therefrom as some modi?cations 
Will be obvious to those skilled in the art Without departing 
from the scope and spirit of the appended claims. 
What is claimed is: 
1. Acargo carrier adapted to be mounted to a hitch sleeve 

of a vehicle to position said cargo carrier proximate the rear 
of the vehicle, said cargo carrier comprising: 

a draWbar having a ?rst end adapted to be received Within 
the vehicle hitch sleeve and a second end; 

a bracket including a pair of upWardly extending side 
Walls disposed at said second end of said draWbar and 
extending upWardly therefrom; 

a horiZontally extending support beam; 
a cargo platform mounted on said horiZontally extending 

support beam, said horiZontally extending support 
beam received betWeen said upWardly extending side 
Walls of said bracket Wherein said cargo platform is 
selectively adjustable fore and aft relative to said 
bracket to optimiZe positioning of said cargo platform 
relative to the rear of the vehicle; and 

at least one fastener for lockingly securing said horiZon 
tally extending support beam betWeen said upWardly 
extending side Walls of said bracket in one of a plurality 
of selectable fore and aft locking positions to secure 
said cargo platform at one of a plurality of fore and aft 
positions relative to the rear of the vehicle during 
operation of the vehicle, the fore and aft position of the 
platform effected via longitudinal movement of the 
platform betWeen the respective fore and aft positions. 

2. The cargo carrier as de?ned in claim 1 Wherein said 
second end of said draWbar is disposed at a height greater 
than said ?rst end. 

3. The cargo carrier as de?ned in claim 2 Wherein said 
draWbar includes an angled intermediate segment disposed 
betWeen said ?rst and second ends. 

4. The cargo carrier as de?ned in claim 1 Wherein said 
plurality of selectable locking positions are formed by a 
plurality of apertures along said support beam. 

5. The cargo carrier as de?ned in claim 4 Wherein said 
plurality of apertures are formed along only a portion of said 
support beam. 

6. The cargo carrier as de?ned in claim 1 Wherein said 
cargo platform includes a substantially rectangular frame 
mounted to said support beam, and a bottom Wall disposed 
Within said substantially rectangular frame. 

7. The cargo carrier as de?ned in claim 6 and further 
comprising visual markers removably mounted to said plat 
form frame and extending upWardly to provide a visual 
indication of the location of said cargo carrier. 

8. The cargo carrier as de?ned in claim 6 and further 
comprising illumination means mounted to said platform 
frame to provide a visual indication of the location of cargo 
carrier. 

9. The cargo carrier as de?ned in claim 7 Wherein said 
visual markers include a shaft having an indicator at an 
upper end thereof, a loWer end of said shaft secured to said 
platform by a mounting bracket. 

10. The cargo carrier as de?ned in claim 9 Wherein said 
mounting bracket is secured to said platform frame inWardly 
of a side edge of said frame, said mounting bracket main 
taining said visual marker at an angle to position said 
indicator above said side edge of said frame. 
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11. The cargo carrier as de?ned in claim 9 wherein said 
mounting bracket is secured to an outer corner of said 
platform frame to position said indicator above said outer 
corner of said frame. 

12. Acargo carrier adapted to be mounted to a hitch sleeve 
of a vehicle to position said cargo carrier proximate the rear 
of the vehicle, said cargo carrier comprising: 

a draWbar having a ?rst end adapted to be received Within 
the vehicle hitch sleeve and a second end, said draWbar 
extending longitudinally from said hitch sleeve; 

a horiZontally eXtending support beam; 
a cargo platform mounted on said horiZontally eXtending 

support beam, said horiZontally eXtending support 
beam selectably mountable to said second end of said 
draWbar at one of a plurality of selectable fore and aft 

6 
locking positions Wherein said cargo platform is selec 
tively adjustable fore and aft relative to said draWbar to 
optimiZe positioning of said cargo platform relative to 
the rear of the vehicle; and 

at least one fastener for lockingly securing said support 
beam to said second end of said draWbar in one of said 
plurality of selectable fore and aft locking positions to 
secure said cargo platform at one of a plurality of fore 
and aft positions relative to the rear of the vehicle 
during operation of the vehicle, the fore and aft position 
of the platform effected via longitudinal movement of 
the platform betWeen the respective fore and aft posi 
tions. 


