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METHOD AND APPARATUS FOR 
IMPLEMENTING HUNT GROUP SUPPORT 

FOR A CROSSPOINT CONTROLLER 

BACKGROUND OF THE INVENTION 

The present invention relates, in general, to the ?eld of 
methods and apparatus for implementing hunt group support 
for a crosspoint controller. More particularly, the present 
invention relates to a method and apparatus for implement 
ing hunt group support for a crosspoint controller Within an 
Enterprise Systems Connection sWitch (“ESCONTM” is a 
trademark of International Business Machines Corporation). 

Current approaches, such as those used in the ESCON 
Director series of point-to-point sWitches provide only a 
single path betWeen any source and destination port. In other 
Words, there is a one-to-one association betWeen an attach 
ing port and the paths to all other ports Within the sWitch. 
This architecture limits the routing betWeen any tWo physi 
cal ports to one, and only one, path through the sWitch. As 
such, the particular path must be available (that is, neither 
port can be busy) for a connection to be established betWeen 
the source and destination ports, and a “busy” condition at 
either the source or destination port Will deny the connection 
from being established and force the requesting device 
attached to the port to retry the connection request. US. Pat. 
No. 5,107,489 describes a typical ESCON sWitch and port 
states in more detail, the disclosure of Which is herein 
incorporated by this reference. 

The present ESCON Director con?gurations utiliZe a 
dual-ported 256 bit busy array With the one-to-one relation 
ship of a single busy bit associated With a single port. Busy 
bits are associated With the physical source/destination port 
number (“PNUM”) and during a connection request, tWo 
bits of the busy bit array are accessed, one associated With 
the source of the connection request (“SRCiPORT”) and 
the other associated With the destination (“DSTiPOR ”). 
These bits represent the state of each port, and if a connec 
tion can be made, then the busy bits addressed by the source 
and destination port numbers are updated to re?ect the neW 
“busy” condition. The individual ports thereafter return a 
“clear” pulse to the associated busy bits upon termination of 
the connection. 

SUMMARY OF THE INVENTION 

The method and apparatus of the present invention over 
comes the signi?cant throughput limitation of conventional 
approaches limited to a single path betWeen any tWo ports. 
Through the use of a “hunt group” concept Within the busy 
bit array, multiple paths can be provided betWeen a partici 
pating group member and another port. This function sig 
ni?cantly increases the likelihood of a port getting a con 
nection established on the ?rst request, thereby providing a 
performance increase by reducing the number of retries 
generated by busy conditions. This is effectuated by elimi 
nation of the one-to-one relationship of a given path betWeen 
source and destination ports through the crosspoint sWitch. 

In the embodiment disclosed herein, multiple paths 
through the crosspoint sWitch are provided for a given port 
and are associated in groups of, for eXample, eight. Each 
grouping of eight paths then comprise a “hunt group” and 
the ?rst available member of the hunt group Will be selected 
to enable the connection should the ?rst be “busy”. All paths 
Within the hunt group share the same attributes such that if 
one path is prohibited from making connections to another 
port then all paths in the hunt group Will be likeWise 
prohibited. The embodiment shoWn herein comprises a 
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2 
plurality of sequentially organiZed hunt groups starting on a 
boundary of eight associated With ports 0—7, 8—15, . . . 
through 248—255. The method and apparatus of the present 
invention Will support a source port hunt group connection 
to a destination port, a source port connection to a destina 
tion port hunt group as Well as a source port to destination 
port connection although hunt group to hunt group connec 
tion requests may be implemented utiliZing, for eXample, a 
tWo-dimensional array or content addressable memory 
(“CAM”) for the connection lookup table. 

Disclosed herein is a method and apparatus for imple 
menting hunt group support for a crosspoint controller in 
Which an attribute is de?ned that identi?es either a destina 
tion or a source as belonging to a hunt group. In either 
instance, one or more bits may be utiliZed in this regard and, 
in the particular embodiment disclosed, a hardWare infor 
mation block attribute (“HIB”) may be utiliZed in connec 
tion With a destination. In like manner, a single bit HIB could 
be utiliZed to identify the source. 

In an implementation of the present invention for use in 
conjunction With an ESCON compliant sWitch, changes may 
be made to the busy bit array Which include enlargement to 
a 256 bit array (as opposed to the present tWo 128 bit arrays) 
and tight coupling to the connect table (256 byte dual-ported 
memory). Additionally, logic for “Port Busy” and “Dialog 
2” states may be included and provided as input to the 
decision logic. These indicators may be combined With the 
other attribute (HIB and prohibit dynamic connectivity mask 
“PDCM”) and address checks to determine an appropriate 
response to a connection request. 

In operation, the source and destination port number that 
are returned to the ports and the crosspoint sWitches are 
generated in additional decision logic based on hunt group 
attributes and responses. These values may include the 
requesting Source Port Number (“PNUM”) and Destination 
Port Number, the output of the Destination Address to Port 
(“A2P”) translation table indeXed by the destination address 
(“DSTiADDR”). The setting of the busy bits and updating 
of the connection table may remain the same as in conven 
tional ESCON sWitches using, for example, a connect 
response from the decision logic to perform operations. The 
operation of clearing the busy bits may also remain 
unchanged. 

Particularly disclosed herein is a method for coupling a 
?rst data bus to a second data bus, Wherein the ?rst data bus 
is selectively couplable through a subset of a ?rst plurality 
of ports to a ?rst side of a crosspoint sWitch and a second 
side of the crosspoint sWitch is couplable to an available one 
of a second plurality of ports coupled to the second data bus. 
The method comprises the steps of: de?ning the subset of the 
?rst plurality of ports as a hunt group, identifying a ?rst 
available port of the hunt group and coupling the ?rst data 
bus through the ?rst available port of the hunt group and the 
available one of the second plurality of ports to the second 
data bus. 

Further disclosed herein is a crosspoint controller for 
coupling a ?rst data bus to a second data bus. The controller 
comprises a sWitch having an input and output thereof. A 
plurality of input ports are coupled betWeen the ?rst data bus 
and the sWitch input. A subset of the plurality of input ports 
comprise a hunt group of member ports Wherein the ?rst data 
bus is coupled to the sWitch input through a ?rst member 
port if available and alternatively through a neXt available 
member port. At least one output port is coupled betWeen the 
sWitch output and the second data bus. The crosspoint 
controller may also comprise a plurality of output ports 
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coupled between the switch output and the second data bus 
With a subset of the plurality of output ports comprising a 
hunt group of member ports. In this embodiment, the sWitch 
output is coupled to the second data bus through a ?rst 
member port if available and alternatively through a next 
available member port. At least one input port is coupled 
betWeen the ?rst data bus and the sWitch input. 

Still further disclosed herein is a method for coupling a 
?rst data bus to a second data bus through a source port to 
a destination port path. The method comprises the steps of: 
determining if either the source port or the destination port 
is a member of one of a plurality of prede?ned source and 
destination hunt groups respectively, coupling a ?rst avail 
able member of the source hunt group to the destination port 
if the source port is a member of one of the plurality of 
prede?ned source hunt groups and coupling a ?rst available 
member of the destination hunt group to the source port if 
the destination port is a member of one of the plurality of 
prede?ned destination hunt groups. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The aforementioned and other features and objects of the 
present invention and the manner of attaining them Will 
become more apparent and the invention itself Will be best 
understood by reference to the folloWing description of a 
preferred embodiment taken in conjunction With the accom 
panying draWings, Wherein: 

FIG. 1 is a simpli?ed logic block diagram of an exemplary 
ESCON sWitching system implementing the method and 
apparatus for implementing hunt group support for a cros 
spoint controller in accordance With the present invention; 

FIGS. 2A—2C illustrate a detailed logic ?oW chart for a 
possible implementation of a busy bit and connect table 
decision process in accordance With a particular embodi 
ment of the present invention; 

FIG. 3 is a representative illustration of a base group for 
implementation of the method and apparatus of the present 
invention shoWing consecutive hunt groups starting on 
boundaries of eight for a possible 256 ports; 

FIG. 4 is a folloW-on representative functional block 
diagram of an apparatus in accordance With the present 
invention illustrating the hunt group busy logic thereof; 

FIGS. 5A and 5B are an additional folloW-on represen 
tative functional block diagram of the busy array and 
connect table of the apparatus of the preceding ?gures and 
also illustrating the associated compare logic; and 

FIG. 6 is a higher level representative functional block 
diagram of the elements of the preceding ?gure illustrating 
the decision logic, thereof as Well as the close coupling 
betWeen the busy bit array and the connection table. 

DESCRIPTION OF A PREFERRED 
EMBODIMENT 

With reference noW to FIG. 1, a crosspoint (or matrix) 
controller 10 in accordance With the present invention is 
shoWn. The crosspoint controller 10 provides for multiple 
paths betWeen a source and destination port through use of 
a “hunt group” selection process. This is in distinction to 
existing technology in Which there is a one-to-one associa 
tion betWeen an attaching port and the path to all other ports. 

The crosspoint controller 10 includes a base group 12 
Which includes, for example, eight ports 140 through 147 
(PORT 0 through PORT 7) Which may be coupled to a 1 
gigabit input bus 16 in a particular embodiment described in 
more detail hereinafter. The sWitch 18 may comprise, for 
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4 
example, an ESCON Director Model 3 or 4 developed by 
McDATA Corporation, Broom?eld, Colo., assignee of the 
present invention, for International Business Machines Cor 
poration. The base group 12 and associated logic in con 
junction With the sWitch 18 comprise the essence of the 
crosspoint sWitch 10. They enable the input bus 16 to be 
coupled to the port 20 through any of the eight available 
ports 140 through 147 as Will be more fully described 
hereinafter. In operation, a simple algorithm may be 
employed to select the ?rst available path betWeen a hunt 
group of eight ports and a destination port. The crosspoint 
controller 10 of the present invention is operational to select 
the next available path and to determine Whether each given 
path is available or busy. 

In a preferred embodiment, the method and apparatus of 
the present invention may be implemented using Fibre 
Channel and frame multiplexing although other interconnect 
architectures and multiplexing techniques such as Wave 
division multiplexing, time division multiplexing and the 
like may be used as Well. Moreover, the crosspoint controller 
10 may utiliZe a port connection process separate from the 
port disconnect process unlike conventional approaches 
Wherein the destination port is responsible for initiating the 
disconnect. In the implementation of the method and appa 
ratus of the present invention herein disclosed, each port is 
assigned the responsibility for disconnecting itself such that 
When a source port is informed that a destination port to 
Which it has been connected has disconnected itself, it then 
releases itself to obviate the need for a “source port busy 
unconnected in contrast to conventional designs. 

Conventional designs, in Which there Was only a single 
path betWeen any source and destination ports, have here 
tofore used a single “busy bit” to indicate Whether or not a 
particular port Was “busy”. Through the use of the crosspoint 
controller 10 of the present invention, source ports or 
destination ports may be part of a hunt group (for example, 
eight ports) and treated as a group. Through the implemen 
tation of a parallel process, the controller Will check all busy 
bits to determine the ?rst port in the hunt group that is 
available. Membership in a hunt group is indicated to the 
crosspoint controller 10 With respect to either the source or 
destination ports. In the particular implementation shoWn, 
hunt group to hunt group connections are not alloWed to 
maintain a single busy bit array. HoWever, if a tWo dimen 
sional array or a CAM Were used, such could be easily 
implemented in accordance With the method and apparatus 
of the present invention. In any event, should all eight ports 
in a hunt group be busy, there is then no path available until 
one of them becomes no longer busy. 
The crosspoint controller 10 is implemented utiliZing both 

port numbers and port addresses and the busy bits are 
associated With a particular port number While ESCON 
frames are associated With port addresses. Therefore, a 
source port requesting a connection provides three param 
eters to the crosspoint controller 10, the port number, source 
address, and destination address, the latter tWo being 
extracted from the frame data. In operation, When a source 
port raises a request, the port number is presented and a 
lookup table may be used to provide an indication as to 
Whether or not the source is a member of a hunt group based 
on the port number. Similarly, the destination address is 
tested against a similar lookup table to determine if it is a 
member of a hunt group. A translation table may be used as 
described hereinafter to provide destination address-to-port 
number correspondence. 
With reference additionally noW to FIGS. 2A through 2C, 

a process 100 for implementing the method and apparatus of 
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the present invention is shown Which is implemented by the 
busy bit array and closely coupled connection table of the 
present invention as Will be more fully described hereinafter. 
The process 100 implements the busy bit decision cycle 
(“DECiCY”) beginning at step 102. 

At decision step 104, the ?ags are checked to see if the 
source is a member of a hunt group (“SRCiHG”) and the 
destination is a member of a hunt group (“DSTiHG”). In 
the particular exemplary implementation of the present 
invention disclosed herein, if both the source and destination 
are members of a hunt group, then an error condition is 
reported at step 106 due to the fact that hunt group to hunt 
group connection requests are prohibited. In those imple 
mentations of the method and apparatus of the present 
invention in Which the connection table lookup Were a tWo 
dimensional array or a CAM Where utiliZed, this need not be 
the case. 

On the other hand, if the source and destination are not 
both members of a hunt group, then at decision step 108, a 
determination is made as to Whether or not the source is a 

member of a hunt group. If it is, then the process 100 
proceeds to step 110 Where address translation occurs (this 
implies the lookup of the Busy Bit (“BB”) associated With 
the translated A2P value, “DSTiBZ=BB(A2P)”) to derive 
the destination port from the destination address and the 
group of 8 for the source Busy Bit Array is selected based 
upon the port member (“SRCiBZ=BB(PNUMiBASE)”). 

With particular reference to FIG. 2B. thereafter, at deci 
sion step 112, a determination is made as to Whether or not 
the destination port is busy (“DSTiBZ=True”). If true, then 
at decision step 114 another check is made to see if the 
contents of the connect table indexed by the A2P is equal to 
the base group number (“CTBL(A2P)=BASE”)to test for a 
“Dialog 2” condition Wherein the destination port may 
already be in communication With a group member. At step 
116 the Dialog 2 condition is ?agged and the group member 
indicated by the connect table lookup is returned as the 
source port With the Dialog 2 condition code (“DSTi 
PORT=A2P” and “SRCiPORT=CTBL(A2P)”). 
Alternatively, at step 118 a response is generated that the 
destination port is busy (“DSTiPRTiBSY”). 

If at decision step 112 the destination port is not busy, then 
decision step 120 determines Whether or not all members of 

the hunt group are busy (“ALL HGiMEMBERSiBUSY”). 
If all of the hunt group members are busy, then there is no 
path to allocate and a “Source Port Busy Monologue D” 
(“SRCiPRTiBZiMD”) is returned at step 122. Mono 
logue D is the state returned When a request for connection 
is raised by a source port (in a Monologue D state) but all 
ports are already in connection With different destinations. 
On the other hand, if a member of the hunt group is not busy, 
then at step 124, a no busy condition is reported, the 
destination port number is returned (“DSTiPRT=A2P”) 
and the loWest available hunt group member that has been 
selected is returned (“SRCiPORTELOWCSI Free 
HGiMEMBER”). 

With reference again to decision step 108 shoWn in FIG. 
2A, if the source is not a member of a hunt group, then the 
process 100 proceeds to decision step 126 to determine if the 
destination is a member of a hunt group. If it is not, then a 
conventional process is folloWed as indicated With speci?c 
reference noW to FIG. 2C. At step 128, since it has previ 
ously been determined that there is no hunt group, the 
individual busy bits indexed by PNUM and translated A2P 
value are looked up. At decision step 130, a test is performed 
to determine if the source is busy (“SRCiBZ=True”) and, 
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6 
if it is not, then at decision step 132, the destination is tested 
to determine if the destination is busy (“DSTiBZ=True”). 
If not, then there is no busy condition and the connection can 
be accepted and the destination and source port numbers are 

returned (“DSTiPORT=A2P” and “SRCiPORT=PNUM”) 
at step 134. If the destination port is busy, then that condition 
is returned at step 136 (“DSTiPRTiBUSY”). 
With reference to decision step 130, if the source is busy, 

then the connection table is accessed at decision step 138 to 
determine if there is already a connection to the destination 
(the connect table indexed by PNUM=A2P “CTBL 
(PNUM)=A2P”). If so, and at decision step 140 the desti 
nation is busy (“DSTiBZ=True”), then a Dialog 2 condition 
is reported, both of the ports are busy and connected to each 
other (“DSTiPORT=A2P” and “SRCiPORT=PNUM”). 
At decision step 138, if CTBL(PNUM) is not equal to A2P, 
then a Source Port Busy Monologue D condition is reported 
at step 144. If at step 140, the destination is not busy, then 
an error condition is reported at step 146. 

With reference once again to FIG. 2A, if at decision step 
126 the destination is a member of a hunt group, then the 
source busy bit is indexed off the port number and the 
destination busy bit is an array of 8 indexed by the A2P (7:3), 
(“SRCiBZ=BB(PNUM)” and “DSTiBZ=BB(A2PL 
BASE)”) at step 148. At decision step 150, if the source is 
not busy, then at decision step 152, a test is made to 
determine if all of the destinations are busy (“ALL DSTi 
BZ=True”). If all destinations are busy, then the DSTi 
PRTiBUSY response is provided at step 154. If not, then a 
no busy condition is reported at step 156, the connection can 
go through and the source port number (“SRCiPORT= 
PNUM”) and destination port as the loWest available hunt 
group member (“DSTiPORT=LOW6St Free 
HGiMEMBER”) is reported 
At decision step 150, if the source is busy, then at decision 

step 158, if the connect table indexed by that source is equal 
to the base of the hunt group, then a Dialog 2 condition 
exists and the source port number (“SRCiPORT=PNUM”) 
and the group member destination port number (“DSTi 
PORT=CTBL(PNUM)”) are returned at step 162. 
Alternatively, at step 160, a source port busy Monologue D 
(“SRCiPORTiBZiMD”) condition is reported if the test 
fails. 

With reference additionally noW to FIG. 3, a base group 
200 is shoWn Which includes, in the exemplary embodiment 
shoWn, 256 ports arranged in consecutive hunt groups 
starting on boundaries of eight. In other Words a ?rst hunt 
group is associated With a group of busy bits 202O (BUSYi 
BITS [710]),a second hunt group With a group of busy bits 
2021 (BUSYiBITS [15:8]) through a 32”“ hunt group With 
a group of busy bits 20231 (BUSYiBITS [255:248]). 
With reference also to FIG. 4, the individual ones of the 

group of busy bits 2020, 2021 through 20231 illustrated in the 
preceding ?gure are shoWn as input to an encoder to select 
the loWest available member (if necessary) by their input to 
gates 2040, 2041 through 20431 respectively in Which they 
are logic AND’d to derive respective GROUPiOiBUSY, 
GROUPiliBUSY through GROUPi32iBUSY outputs 
for input to a 31-to-0 multiplexer 208. Busy bit groups 2020, 
2021 through 20231 are also associated With corresponding 
free hunt group select signals FREEiHGiSELO, FREEi 
HGiSELl through FREEiHGiSELi31 in a logic block 
206 to provide respective FREEiHGiMUXO[2:0], 
FREEiHGiMUX1[2:0] through FREEiHGiMUX31 
[2:0] inputs to another 31-to-0 multiplexer 210. The multi 
plexers 208 and 210 are controlled by a number of hunt 
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group select signals HGiSEL[31:0] as shown to provide a 
hunt group busy signal (“HGiBZ”) and a FREEiHGi 
MUX[2:0] signal. 

Functionally, the output of the multiplexer 208 provides a 
“?ag” indicating that all members of a particular hunt group 
are busy and no connection can be made. The output of the 
multiplexer 210 is derived, as shoWn, from the loWest three 
bits ([2:0]) and indicates Which is the loWest available 
member of the hunt group for connection. 

With reference additionally noW to FIGS. 5A and SB, 
additional logic blocks for implementing the method and 
apparatus of the present invention are shoWn. Eight bits 
A2P[7:0] are provided as input to one input of a 2-to-1 
DSTiHG multiplexer 220 Which is controlled by a DSTi 
HG & DECiCY input. In like manner, eight bits PNUM 
[7:0] are supplied as input to one input of a 2-to-1 SRCiHG 
multiplexer 222 Which is controlled by a SRCiHG & 
DECiCY input. The output of multiplexer 220 
(ADDRESSiTOiPORT[7:0]), is input to an A2P decoder 
224 Which, in turn provides a DSTiBUSYiSEL[255:0] 
signal to BUSYiFF block 228 and to DST/SRCiMUX 
230. Similarly, the output of multiplexer 222 (PORTi 
NUMBER[7:0]) is input to PNUM decoder 226 Which, in 
turn, provides a SRCiBUSYiSEL[255 :0] signal to the 
BUSYiFF block 228 and the corresponding portion of the 
DST/SRCiMUX 230. As shoWn, the BUSYiFF block 228 
has as inputs a PROCiBSYiCLR, BSYiSET and BSYi 
CLR[255:0] signals and also provides a BUSY[255:0] sig 
nal to the DST/SRCiMUX 230 Which has a DESTiHG 
and SOURCEiHG signals as additional inputs. 

The DST/SRCiMUX 230 provides a FREEiHGiMUX 
[2:0] input to the multiplexers 220 and 222 as Well as to 
multiplexers 232 and 234. The multiplexer 232 is a 3itoi1 
DSTiHG multiplexer Which also has as inputs the A2P[7:0] 
signal, and a CONNECTiTABLE[2:0] signal. It has DIA 
LOG2 and DESTiHG control inputs to provide a NEWi 
DEST output. Correspondingly, the multiplexer 234 is a 
3itoi1 SRCiHG multiplexer Which has as additional 
inputs the PNUM[7:0] signal and the CONNECTiTABLE 
[2:0] signal. It is controlled by the DIALOG2 signal and a 
SRCiHG signal to provide a NEWiSRC output. The 
multiplexers 220 and 222 serve to multiplex the loWer three 
bits based on the hunt group and connect While the multi 
plexers 232 and 234 multiplex the loWer three bits based on 
the hunt group and Dialog 2. 

The A2P[7:0] and PNUM[7:0] inputs are also supplied to 
a 2itoi1 DSTiHG multiplexer 238 Which has a DSTiHG 
control input. The output of the multiplexer 238 is coupled 
to the ADR3 terminals of the connect table 240, Which has 
its ADRl and ADR2 terminals coupled to the NEWiDEST 
and NEWiSRC outputs of multiplexers 232 and 234 
respectively. The DATA1 and DATA2 terminals of the 
connect table 240 are likeWise coupled to the NEWiSRC 
and NEWiDEST outputs of multiplexers 234 and 232 
respectively. The Write enable inputs WE1 and WE2 of the 
connect table 240 are coupled to receive an UPDATEi 
TABLE signal as shoWn. The DATA3 terminals of the 
connect table 240 are supplied a one input to compare logic 
242 Which also has an A2P[7:0] and PORTiNUMBER[7:0] 
inputs. The compare logic 242 also has a SRCiHG and 
DSTiHG control inputs and provides a PORTSi 
CONNECTED output. The compare logic 242 is operational 
such that the SOURCEiHG ports are connected When 
PORTiNUMBER corresponds to CONNECTiTABLE 
[7:3], the DSTiHG ports are connected When the address to 
port corresponds to CONNECTiTABLE[7:3] and NOiHG 
ports are connected When A2P corresponds to CONNECTi 
TABLE. 
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8 
In the particular embodiment illustrated Wherein hunt 

group to hunt group connections are not implemented, also 
shoWn is an AND gate 236 Which provides an error condi 
tion output if both a DSTiHG and SRCiHG signals are 
received as previously described. 

In operation, the elements shoWn implement a portion of 
the decision logic of the method and apparatus of the present 
invention and the compare logic 242 indicates Whether or 
not the ports are connected. That is, if one of the ports is a 
member of a hunt group, the connect table 240 and compare 
logic 242 are operational to indicate that the port is already 
connected to the port to Which the connection is being 
requested. The outputs of the multiplexers 232 and 234 
return a neW destination and source port number respec 
tively Which absent the implementation of hunt groups 
Would merely be the output of a conventional translation 
table in one-to-one type of port mapping. 
With reference additionally noW to FIG. 6, a higher level 

vieW of the logic blocks of the preceding ?gure is shoWn 
With greater detail of the implementing decision logic. A 
DST[7:0] input is supplied to a A2P translation table 250, a 
destination host (or hardWare) information block (“HIB”) 
256 and an address check block 258. The address check 
block 258 also receives a SRC[7:0] input as shoWn in 
addition to an HIB[6:0] output from the HIB 256. 

A PORTCLR[255 :0] signal is input to a 256 bit dual-port 
busy bit array 266 in addition to a PNUM[7:0] signal Which 
is also supplied as input to a P2A translation table 252 and 
a source hunt group block 254. The output of the P2A 
translation table 252 (“P2A[7:0]”) and the DST[7:0] signals 
are supplied as input to a port dynamic connection matrix 
(“PDCM”) 260 to provide a PDCM signal to the decision 
logic 262 along With a SRCiHG signal from the source hunt 
group block 254. The decision logic 262 also has as inputs 
the HIB[6:0] signal and an ADRiERR output of the address 
check block 258. 

The busy bit array 266 receives as inputs the A2P[7:0] 
output of the A2P translation table 250 as Well as SRCiHG 
and HIB[6] DSTiHG signals. The decision logic 262 
provides DECiCY and BUSYiSET inputs to the busy bit 
array as Well as a RESPiCODE[4:0] signal. The DECiCY 
and RESPiCODE[4:0] signals are also supplied as inputs to 
a response block 268 Which Will be more fully described 
hereinafter. 
The decision logic 262 also provides ADDRESSiSEL 

and UPDATEiTABLE inputs to a connection table 264 
Which is closely coupled to the busy bit array 266. In turn, 
the connection table 264 provides a PORTSi 
CONNECTED signal back to the decision logic 262. The 
busy bit array 266 supplies a SRCiBUSY and DSTiBUSY 
inputs to the decision logic 262 as Well as the NEWiDEST 
and NEWiSRC inputs to the response block 268. The 
response block 268 provides a VALIDiCYCLE, DESTi 
ADDR[7:0], SRCiADDRESS[7:0] and CODE[4:0] out 
puts. 

Functionally, a bit in the HIB 256 previously not utiliZed 
in one-to-one port attachment schemes is used to indicate 
Whether or not the destination port is a member of a hunt 
group. The address check block 258 performs various 
address checks and provides that information to the decision 
logic 262. The PDCM 260 functions as a type of ?lter and 
indicates to the decision logic 262 Whether or not tWo ports 
are alloWed to enter into connection. The decision logic 262 
is also provided With information on Whether or not a 
particular source or destination is busy from the busy bit 
array 266 and then alloWs or disalloWs a connection betWeen 
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them. If a connection is allowed, the connection table 264 is 
updated and the address is selected. Once a connection is 
established, the corresponding busy bits are set in the busy 
bit array 266 and the appropriate response code is sent, all 
as indicated in the How chart of FIGS. 2A through 2C. 

While there have been described above the principles of 
the present invention in conjunction With speci?c apparatus 
and methods, it is to be clearly understood that the foregoing 
description is made only by Way of eXample and not as a 
limitation to the scope of the invention. Particularly, it is 
recogniZed that the teachings of the foregoing disclosure 
Will suggest other modi?cations to those persons skilled in 
the relevant art. Such modi?cations may involve other 
features Which are already knoWn per se and Which may be 
used instead of or in addition to features already described 
herein. Although claims have been formulated in this appli 
cation to particular combinations of features, it should be 
understood that the scope of the disclosure herein also 
includes any novel feature or any novel combination of 
features disclosed either explicitly or implicitly or any 
generaliZation or modi?cation thereof Which Would be 
apparent to persons skilled in the relevant art, Whether or not 
such relates to the same invention as presently claimed in 

any claim and Whether or not it mitigates any or all of the 
same technical problems as confronted by the present inven 
tion. The applicants hereby reserve the right to formulate 
neW claims to such features and/or combinations of such 
features during the prosecution of the present application or 
of any further application derived therefrom. 
What is claimed is: 
1. A method for coupling a ?rst data bus to a second data 

bus, comprising: 
de?ning a plurality of ports through Which said ?rst data 

bus may be selectively coupled to a ?rst side of a 
crosspoint sWitch; 

identifying a ?rst available port of said plurality of ports; 
coupling said ?rst data bus through said ?rst available 

port to said crosspoint sWitch for connection to a port 
associated With said second data bus, 

and if said port associated With said second data port is 
indicated to be busy, determining if said port associated 
With said second data bus is indicated to be busy due to 
an attempt to establish a connection to said port through 
Which said ?rst bus is coupled to said sWitch, and, if so, 
alloWing a connection therebetWeen to be established. 

2. The method of claim 1 further comprising arranging a 
subset of said ports into a hunt group, and Wherein said 
de?ning is carried out by assigning an attribute to each of 
said ports in said hunt group indicative of hunt group 
membership. 

3. The method of claim 1 Wherein said de?ning is carried 
out by sequentially organiZing said ?rst plurality of ports 4 
into a multiplicity of subsets. 

4. The method of claim 3 Wherein said step of sequentially 
organiZing is carried out by dividing said plurality of ports 
into groupings of eight ports. 

5. The method of claim 1 Wherein said plurality of ports 
through Which said ?rst data bus may be selectively coupled 
comprise a source port and said port associated With said 
second data bus is a destination port. 

6. A crosspoint controller for coupling a ?rst data bus to 
a second data bus, comprising: 
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a sWitch having an input and output; 
a plurality of input member ports coupled betWeen said 

?rst data bus and said sWitch input, Wherein said ?rst 
data bus is coupled to said sWitch input through a ?rst 
member port if available and alternatively through a 
neXt available member port if said ?rst member port is 
not available; and 

at least one output port coupled betWeen said sWitch 
output and said second data bus; and 

a circuit for determining if said port associated With said 
output port is busy due to an attempt to establish a 
connection to said input port through Which said ?rst 
data bus is coupled to said sWitch, and, if said port 
associated With said output port is busy, alloWing a 
connection therebetWeen to be established. 

7. The crosspoint controller of claim 6 Wherein said ?rst 
and second data buses are ?bre channel buses. 

8. The crosspoint controller of claim 6 Wherein said 
sWitch is an ESCON sWitch. 

9. The crosspoint controller of claim 6 Wherein said 
plurality of input member ports are arranged into a hunt 
group Which comprises eight consecutive member ports. 

10. The crosspoint controller of claim 6 Wherein said ?rst 
member port is a loWest numbered port and said neXt 
available member port is a neXt loWest numbered port. 

11. The crosspoint controller of claim 6 Wherein said 
member ports have at least one common attribute bit. 

12. A crosspoint controller for coupling a ?rst data bus to 
a second data bus, comprising: 

a sWitch having an input and output; 
a plurality of output member ports coupled betWeen said 

sWitch output and said second data bus, Wherein said 
switch output is coupled to said second data bus 
through a ?rst member port if available and alterna 
tively through a neXt available member port if said ?rst 
member port is not available; and 

at least one input port coupled betWeen said ?rst data bus 
and said sWitch input; and 

a circuit for determining Whether said output member port 
to Which said sWitch output is coupled is busy due to an 
attempt by an input port seeking to establish contact 
thereto, if so, alloWing a connection therebetWeen to be 
established. 

13. The crosspoint controller of claim 12, Wherein said 
?rst and second data buses are ?bre channel buses. 

14. The crosspoint controller of claim 12 Wherein said 
sWitch is an ESCON sWitch. 

15. The crosspoint controller of claim 12 Wherein said 
plurality of output member ports are arranged into a hunt 
group comprising eight consecutive member ports. 

16. The crosspoint controller of claim 12 Wherein said 
?rst member port is a loWest numbered port and said neXt 
available member port is a neXt loWest numbered member 
port. 

17. The crosspoint controller of claim 12 Wherein said 
member ports have at least one common attribute bit. 

18. Amethod for coupling a ?rst data bus to a second data 
bus through a source port to a destination port path, com 
prising: 

determining if either said source port or said destination 
port is a member of one of a plurality of prede?ned 
source and destination hunt groups respectively; 

coupling a ?rst available member of said source hunt 
group to said destination port if said source port is a 
member of one of said plurality of prede?ned source 
hunt groups; 
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coupling a ?rst available member of said destination hunt 
group to said source port if said destination port is a 
member of one of said plurality of prede?ned destina 
tion hunt groups; 

and if said destination port is busy, determining if said 
source port is busy due to an attempt to establish a 
connection to said destination, and, if so, alloWing a 
connection therebetWeen to be established. 

19. The method of claim 18 Wherein said coupling a ?rst 
available member of said source hunt group to said desti 
nation port and coupling a ?rst available member of said 
destination hunt group to said source port are implemented 
alternatively. 

20. The method of claim 18 further comprising: 

returning a source port busy signal if all members of said 
source hunt group are busy. 

21. The method of claim 20 further comprising: 

also returning a destination port busy signal if said 
destination port is not a member of a destination hunt 
group and said destination port is busy. 

22. The method of claim 20 Wherein said (step of) 
returning is carried out by indexing a busy bit array to 
determine Which members of said source hunt group are 

busy. 
23. The method of claim 19 further comprising returning 

a destination port busy signal if all members of said desti 
nation hunt group are busy. 
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24. The method of claim 23 further comprising also 

returning a source port busy signal if said source port is not 

a member of a source hunt group and said source port is 

busy. 
25. The method of claim 23 Wherein said (step of) 

returning is carried out by indexing a busy bit array to 
determine Which members of said destination hunt group are 

busy. 
26. The method of claim 18 Wherein said (step of) 

coupling a ?rst available member of said source hunt group 

to said destination port comprises: 

sequentially ordering said members of said source hunt 
group; and 

selecting a loWest ordered free member of said source 
hunt group as said ?rst available member. 

27. The method of claim 18 Wherein said (step of) 
coupling a ?rst available member of said destination hunt 

group to said source port comprises: 

sequentially ordering said members of said destination 
hunt group; and 

selecting a loWest ordered free member of said destination 
hunt group as said ?rst available member. 

* * * * * 


