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DA CONVERSION APPARATUS TO REDUCE 
TRANSIENT NOISE UPON SWITCHING OF 

ANALOG SIGNALS 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

The present invention relates to a ?oating type D/A 
conversion apparatus that performs level conversion on 
input digital data With different conversion factors, converts 
the digital data into respective analog signals, and then adds 
the analog signals after re-converting them into the original 
level, to thereby provide a Wide dynamic range. 

2. Prior Art 

With an improvement in the conversion accuracy of A/D 
converters due to development of AZ modulators of higher 
order in recent years, D/A converters have been desired to 
provide even higher resolution and Wider dynamic range. To 
this end, ?oating type D/A conversion apparatuses have 
been developed Which use D/A converters (hereinafter 
referred to as “DAC”) capable of converting a limited 
number of bits, for obtaining higher resolution and Wider 
dynamic range beyond the limited number of conversion 
bits. In this type of apparatus, When DAC (D/A converter) of 
N bits (for example, 20 bits) is used for converting digital 
data of M bits (for example, 24 bits, M>N) Where the 
signi?cant bits of the data are P bits (M §P>N), the DAC 
converts the digital data as it is into a corresponding analog 
signal, While truncating or discarding less signi?cant M-N 
bits (for example, 4 bits). When the output level of the 
digital data is loWered, and the signi?cant Word length 
becomes equal to P‘ bits (PEN), the conversion apparatus 
multiplies the digital data by 2M_N, namely, shifts the 
original data toWard the MSB (most signi?cant bit) by M-N 
bits, While ?lling the less signi?cant M-N bits With Zero, and 
then converts the obtained digital data into an analog signal. 
Whether the input digital data should be converted Without 
being changed, or multiplied by 2M_N before D/A 
conversion, is determined depending upon Whether over?oW 
occurs (the digital input level exceeds a threshold value) 
after shifting the input digital data by M-N bits. 
With the above-described conversion, When the signi? 

cant bits of the data is equal to P bits, almost no adverse 
in?uence arises from the truncation of the less signi?cant 
bits since the converted Word length is suf?ciently large. 
Even if any problem arises, dithering, or other operation, 
may be performed as needed to eliminate the problem. 
Where the signi?cant bit length is equal to P‘, on the other 
hand, the data is multiplied by 2M_N, and the less signi?cant 
M-N bits are truncated or discarded during the D/A 
conversion, so that the DAC can effectively convert digital 
data of the less signi?cant M-N bits that Would be otherWise 
truncated if the data is not multiplied by 2M_N, into a 
corresponding analog signal, thus assuring higher resolution 
and Wider dynamic range. In the latter case, hoWever, the 
analog signal generated by the DAC, Which has also been 
multiplied by 2M_N, need be multiplied by 1 2M_N, so that the 
level of the analog output matches that of the original digital 
data. 

In one knoWn example of ?oating type D/A conversion 
apparatus using a single DAC, the gain of an analog ampli 
?er that ampli?es the output of the DAC is changed accord 
ing to a level conversion factor With Which input digital data 
Was converted. In another example as disclosed in Japanese 
Patent Publication (Kokoku) No. 7-93579, a plurality of 
DACs are used for converting a plurality of digital data that 
have been converted to different levels With different con 
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2 
version factors, into respective analog signals, and a selected 
one of the outputs of the DAC is generated, for Which the 
level conversion Was performed With the most appropriate 
conversion factor. 

In the former type of the knoWn ?oating type D/A 
conversion apparatus, hoWever, the gain of the analog ampli 
?er must be instantly changed upon a change in the level of 
the digital data, and, if the output of the ampli?er does not 
immediately folloW the change in the level of the digital 
data, or the DC offset of the ampli?er varies, uncomfortable 
noise may arise Which cannot be aurally ignored. In the latter 
type of apparatus that selects one of the analog signals 
generated by the DAC, there is also a problem of transient 
noise upon sWitching of the analog signals. These problems 
may become extremely serious Where the resolution of 
digital data to be processed reaches a loW-noise region in 
Which the SN ratio ranges from 120 to 140 decibels, Which 
could be resolved only by a knoWn analog circuit arrange 
ment. 

SUMMARY OF THE INVENTION 

It is the object of the present invention to provide a 
?oating-type D/A conversion apparatus that has a further 
reduced in?uence of noise, and provides an expanded 
dynamic range. 

To attain the above object, the present invention provides 
a D/A conversion apparatus, comprising an input terminal 
that receives input digital data, a level converting device that 
converts the input digital data With different conversion 
factors, to generate a plurality of digital data having different 
levels, an output device that selects one of the plurality of 
digital data generated by the level converting device, 
depending upon a signal quality of the input digital data, to 
generate the selected digital data, While attenuating the other 
digital data to be loWer than a predetermined noise level, to 
generate the attenuated digital data, a plurality of D/A 
converting devices that convert respective digital data gen 
erated by the output device, into corresponding analog 
signals, and generate the analog signals, a re-converting 
device that converts a level of each of the analog signals 
generated by the D/A converting devices, into an original 
level, based on a corresponding one of the conversion 
factors With Which the input digital data is converted by the 
level converting device to generate the re-converted analog 
signals, an adding device that adds the re-converted analog 
signals generated by the re-converting device; and an attenu 
ating device that attenuates, in an input stage of the adding 
device, medium-to-high frequency components of at least 
one of the analog signals generated by at least one of the D/A 
converting devices that receives the attenuated digital data, 
the at least one of the analog signals corresponding to digital 
data obtained by converting the input digital data With a 
smaller conversion factor than that of the digital data 
selected and generated by the output device. 
With the above construction according to the present 

invention, the plurality of D/A converting devices convert 
digital data resulting from level conversion With different 
conversion factors, into respective analog signals. Aselected 
one of the outputs of the D/A converting devices is generated 
Without being changed, While the output(s) of the other D/A 
converting device(s) is/are digitally attenuated to be loWer 
than the noise level of the converting device, and then the 
adding device adds the outputs of these D/A converting 
devices after being converted to the original level of the 
input digital data. In this type of D/A conversion apparatus 
Wherein the inputs of the tWo or more DACs are sWitched 
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from one to another, noise that occurs upon switching is 
advantageously reduced, as compared With the case Where 
the outputs (analog signals) of the DAC are sWitched from 
one to another. In this method, hoWever, the adding device 
receives residual noises from the D/A conversion device or 
devices Whose input level has been attenuated, and the 
residual noise limits the dynamic range, namely, impedes 
expansion of the dynamic range. If the conversion factor of 
the digital data is G, for eXample, the resulting analog signal 
is received by the adding device after being multiplied by 
l/G, and thus the residual noise received by the adding 
device increases With a reduction in the conversion factor. 
While the residual noise may be ignored if the input digital 
data has a relatively high level, the noise reaches a level that 
cannot be ignored if the input digital data has a relatively 
loW level, and thus the dynamic range cannot be improved. 

In order to prevent the residual noise of systems other than 
the system selected by the output device, from being larger 
than the digital data selected by the output device to even 
tually provide a meaningful output of analog signal, the 
apparatus of the invention is adapted to attenuate again each 
analog signal into Which residual noise Was converted 
through D/A conversion. As a result, the residual noise of the 
?nal output of analog signal can be effectively reduced, 
namely, the noise ?oor can be loWered When the adding 
device adds the analog signals into Which all of the digital 
data are converted, thus assuring an improved dynamic 
range of the conversion apparatus. The digital data corre 
sponding to the analog signals to be attenuated in this 
manner include at least those Whose residual noise is likely 
to be larger than the selected digital data, namely, those 
digital data that have been level-converted With a smaller 
conversion factor than that of the selected digital data. It 
suffices in practical use if the analog signal(s) corresponding 
to such digital data are attenuated to be loWer than the noise 
level of the selected digital data. 

According to the present invention, the attenuating device 
attenuates only medium-to-high frequency components of 
the analog signal from the relevant D/A converting device, 
and therefore, the dc input impedance of the adding device 
does not vary due to ON/OFF operations of the attenuating 
device. Accordingly, ?uctuation in the output offset due to 
changes in the dc gain of the adding device can be reduced, 
and pop noise can be effectively avoided Which Would 
otherWise occur upon sWitching of the D/A converting 
devices. 

The present invention also provides a D/A conversion 
apparatus, comprising an input terminal that receives input 
digital data, a level converting device that converts the input 
digital data With different conversion factors, to generate a 
plurality of digital data having different levels, an output 
device that selects one of the plurality of digital data 
generated by the level converting device, depending upon a 
signal quality of the input digital data, to generate the 
selected digital data, While attenuating the other digital data 
to be loWer than a predetermined noise level, to generate the 
attenuated digital data, a sWitching device that sWitches, 
upon selection of the digital data, betWeen ?rst digital data 
that has been selected and generated, and second digital data 
that is to be selected and generated neXt, While cross-fading 
the ?rst and second digital data, a plurality of D/A convert 
ing devices that convert respective digital data generated by 
the output device, into corresponding analog signals, and 
generate the analog signals, a re-converting device that 
converts a level of each of the analog signals generated by 
the D/A converting devices, into an original level, based on 
a corresponding one of the conversion factors With which 
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4 
the level conversion device converts the input digital data to 
generate the re-converted analog signals, and an adding 
device that adds the re-converted analog signals generated 
by the re-converting device. 

With the above construction accordingly to the present 
invention, 1) the adding device adds analog signals resulting 
from D/A conversion of a plurality of digital data, 2) a 
selected one of the outputs of the D/A converting devices is 
generated as an effective output, by attenuating digital data 
other than that corresponding to the selected output, and 3) 
cross-fading betWeen the selected and non-selected outputs 
is performed upon sWitching therebetWeen. As a result, the 
present apparatus causes considerably reduced noise upon 
sWitching, and accomplishes D/A conversion With signi? 
cantly improved accuracy, as compared With the knoWn 
apparatus. 

In this D/A conversion apparatus, too, the attenuating 
device described above may be provided, so as to ensure a 
Wider dynamic range, While effectively reducing residual 
noise in the ?nal output of analog signal. 
When the amplitude of the input digital data changes from 

a loWer level to a higher level relative to a predetermined 
level, for eXample, the attenuating device cancels or stops its 
attenuating operation for relevant analog signal(s) a prede 
termined period of time ahead of the start of the cross 
fading. When the amplitude of the input digital data changes 
from a higher level to a loWer level relative to the prede 
termined value, the attenuating device eXecutes or starts its 
attenuating operation a predetermined period of time after 
completion of the cross-fading. This arrangement can avoid 
transient noise that Would otherWise occur upon turn-on or 
turn-off of the analog attenuating operation. 

Further, the D/A conversion apparatus of the invention 
may further include a delay device that delays the input 
digital data for a predetermined period of time, and a 
detecting device that detects a change in the amplitude of the 
input digital data from a loWer level to a higher level relative 
to a predetermined level, ahead of sWitching to the selected 
digital data, to alloW for a period of time required for 
cross-fading, so that the sWitching device ?nishes cross 
fading for sWitching to the selected digital data When the 
amplitude of the input digital data eXceeds the predeter 
mined level. 
With this arrangement, Where the amplitude of the input 

digital data changes from a loWer level to a higher level 
relative to the predetermined level, the timing of the start of 
cross-fading upon sWitching of the digital data can be set to 
precede the point of time at Which the amplitude of the input 
digital data eXceeds the predetermined level, so that the 
sWitching operation Will have been completed by the time 
When the input digital level exceeds the predetermined level, 
thereby avoiding clipping of a part of the digital data. 
The output device instantly sWitches to the selected digital 

data When the amplitude of the input digital data changes 
from a loWer level to a higher level relative to a predeter 
mined level, and sWitches to the selected digital data When 
the amplitude of the input digital data changes from a higher 
level to a loWer level relative to the predetermined level, so 
long as no change from a loWer level to a higher level 
relative to the predetermined level is detected Within a 
predetermined period of time. 

With this arrangement, even if the input digital data has a 
signal Waveform containing high frequency components, 
clipping of the output data due to at least over?oW can be 
surely avoided, and noise occurrence due to frequent sWitch 
ing of digital data can be also prevented. 
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The above and other objects, features, and advantages of 
the invention Will become more apparent from the following 
detailed description taken in conjunction With the accom 
panying draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a circuit diagram of a D/A conversion apparatus 
according to one embodiment of the present invention. 

FIG. 2 is a timing chart useful in explaining the operation 
of the apparatus of FIG. 1. 

FIG. 3 is a circuit diagram of a D/A conversion apparatus 
according to another embodiment of the invention. 

FIG. 4 is a timing chart useful in explaining the operation 
of the apparatus of FIG. 3. 

FIG. 5 is a block diagram of a D/A conversion apparatus 
according to a further embodiment of the present invention. 

DETAILED DESCRIPTION 

The present invention Will be described in detail With 
reference to the accompanying draWings shoWing preferred 
embodiments thereof. 

FIG. 1 shoWs the con?guration of a D/A conversion 
apparatus according to one embodiment of the invention. 

The apparatus of the present embodiment has tWo D/A 
conversion systems, namely, a ?rst system including a ?rst 
D/A converter (hereinafter referred to as “DAC”) 1 having 
conversion accuracy of N bits (for example, 24 bits), and a 
second DAC 2 having conversion accuracy of N bits. A 
digital signal processing circuit in the form of a digital signal 
processor (hereinafter referred to as “DSP”) 3 is provided in 
a previous stage of the DACs 1, 2. The DSP 3 includes a 
delay circuit 11, a multiplier 12, a multiplier 13, cross-faders 
14, 15 as digital attenuating devices, and a level detector/ 
comparator 16. The delay circuit 11 receives input digital 
data Di of M signi?cant bits (M>N: for example; 27 bits) as 
common input data for the tWo systems, and delays the 
digital data Di by a predetermined period of time point t1. 
The multiplier 12 supplies the output of the delay circuit 11 
to the DAC 1 Without converting it, namely, by multiplying 
the output by a factor of 1, While the multiplier 13 multiplies 
the output of the delay circuit 11 by a factor of 2M_N (8 in 
this embodiment), and supplies the result to the DAC 2. The 
cross-faders 14, 15 serve to attenuate a selected one of the 
outputs of the multipliers 12, 13 to be loWer than the noise 
level of the DACs 1, 2, and multiply the respective outputs 
by suitable coef?cients K1, K2 (K1+K2=1), so as to cross 
fade these outputs When the one of the outputs that has been 
selected to be attenuated is sWitched to the other output. The 
level detector/comparator 16 detects the level of the input 
digital data Di, and compares the detected level With a 
predetermined threshold value, so as to control sWitching of 
the cross-faders 14, 15, and others. 

The level detector/comparator 16 shifts the digital data Di 
toWard MSB (the most signi?cant bit) only by M-N bits (3 
bits in this embodiment). In the case Where the most 
signi?cant bit of the signi?cant bits P over?oWs (i.e., P>N), 
the level detector/comparator 16 sets K1 to 1 and sets K2 to 
0, so that the cross-fader 14 generates and delivers the digital 
data Di to the DAC 1 after truncating its less signi?cant 
M-N bits, and the cross-fader 15 generates and delivers to 
the DAC 2 data of 0 obtained as a result of the digital 
attenuation. Where the most signi?cant bit of the signi?cant 
bits P does not over?oW (i.e., PEN) When the digital data Di 
is shifted toWard the MSB by M-N bits, the level detector/ 
comparator 16 sets K1 to 0 and K2 to 1, so that the 
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6 
cross-fader 14 generates and delivers data of 0 to the DAC 
1, and the cross-fader 14 generates and delivers data of 
2M_N><Di to the DAC 2. 

The DAC 1 generates an analog signal Vol that provides 
one of tWo inputs for an analog adder 4. The DAC 2 
generates an analog signal V02, Which is multiplied by V2M_N 
(Vs in this embodiment) by an attenuator 6, and received as 
another input of the analog adder 4. The analog adder 4 takes 
the form of an inverting ampli?er formed of an operational 
ampli?er 21, a feedback resistance 22, and input resistances 
23, 24, and functions to add the input analog signals Vol and 
Vo2/2M_N together. Avariable ?lter 5 is connected betWeen 
the DAC 1 and the analog adder 4. The variable ?lter 5 is 
formed of an analog sWitch 31 that is turned on in response 
to an attenuation command signal AT generated by the level 
detector/comparator 16 When the DAC1 is in the state of 
digital attenuation, and a loW-pass ?lter circuit including 
resistances 32, 33 and a capacitor 34. 

In the D/A conversion apparatus thus constructed, the 
output Vo of the analog adder 4 is given by: 

Where DAC1 (Di) and DAC2 (Di) represent intrinsic 
conversion outputs generated by the DACs 1, 2 When they 
receive the digital data Di, and VN1 and VN2 represent 
residual noise contained in the respective outputs V01, V02, 
the outputs V01, V02 of the DAC 1, 2 are respectively given 
by: 

V02=2M’N><DAC2(Di)+VN2 (2) 

Accordingly, the output Vo of the analog adder 4 is given 
by: 

V0=DAC1(Di)+DAC2(Di)+VN1+WV2/2M’N (3) 

Here, the DSP 3 selects one of the outputs DAC1(Di) and 
DAC2(Di) that has the higher rate of bits that are utiliZed 
Without over?oWing, namely, the one having the better 
signal quality, and therefore the output V0 is given by: 

As is apparent from the above expression (4), since the 
noise VN2 generated by the DAC 2 is reduced to 12M_N 
While the noise VN1 generated by the DAC 1 is not reduced, 
the noise ?oor is determined by residual noise on the side of 
the DAC 1. Suppose 27-bit input digital data (M=27) is 
received and converted by DAC 1 or 2 having 24-bit 
conversion accuracy (N=24). While the DAC 1 is operating, 
data corresponding to only 24 bits is converted at a time, and 
thus the noise ?oor cannot be loWered beloW 144 dB. While 
the DAC 2 is operating, on the other hand, it is able to 
convert data corresponding to 27 bits at a time, and its 
dynamic range is supposed to be expanded until its loWer 
limit reaches 162 dB. If the residual noise of the DAC 1 is 
added to the output signal, hoWever, the noise ?oor cannot 
be loWered beloW 144 dB. In the apparatus of the present 
embodiment, therefore, the level detector/comparator 16 
generates the attenuation command signal AT so as to turn 
on the variable ?lter 5 While the DAC 2 is being selected. In 
this manner, the noise ?oor can be reduced While the DAC 
2 is being selected, and the dynamic range can be expanded 
doWn to 162 dB. 
As the input impedance of the operational ampli?er 21 

changes depending upon Whether the variable ?lter 5 is in 
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the ON state or OFF state, the gain of the analog adder 4 
changes, resulting in ?uctuation in the output offset voltage 
of the operational ampli?er 21. Generally, the degree of 
?uctuation, or variation, in the output offset voltage of the 
operational ampli?er 21 is about 0.5 mV, While the noise 
level of the DAC is several pV (micron-volts) (1LSBz0.6p 
Vrms in the case of 24-bit DAC). Thus, the variation of 
about 0.5 mV in the output offset voltage is a considerably 
large value in vieW of the resolution of the DAC, and thus 
cannot be ignored. To solve this problem, the variable ?lter 
5 of the present embodiment takes the form of a loW-pass 
?lter adapted to attenuate only medium-to-high frequency 
components, so that the input impedance of the analog adder 
4 in terms of direct current does not vary upon turn-on or 
turn-off of the variable ?lter 5. 

FIG. 2 is a time chart shoWing the operation of the DSP 
3 for sWitching betWeen the DAC 1 and the DAC 2, and the 
on/off timing of the attenuation command signal AT. 

The sWitching of the DACs 1, 2 takes place over a certain 
period of time (T1), through the cross-fade processing, so as 
to prevent transient distortion upon sWitching, poor signal 
tracking capability, and pop noise, for eXample. In FIG. 2, 
the input digital data Di over?oWs, namely, eXceeds a 
predetermined threshold value TH at a time point t2, and 
falls beloW the threshold value at a time point t3. In this case, 
the ON/OFF states of the DAC 1 and DAC 2 are sWitched 
or changed so that the DAC 1 starts generating the effective 
output at the time point t2, and the DAC 2 starts generating 
the effective output at the time point t3. To sWitch the 
effective output from the DAC 2 to the DAC 1, cross fading 
is initiated a certain period of time point t1 (needed for 
cross-fading) ahead of the sWitching time point t2. To sWitch 
the effective output from the DAC 1 to the DAC 2, on the 
other hand, cross fading is initiated When the over?oW 
disappears, namely, When the digital input level falls beloW 
the threshold value TH. To this end, the delay circuit 11 of 
the DSP3 delays the input digital data Di by a predetermined 
period of time T1, so that the level detector/comparator 16 
can detect over?oW of the input data Di the predetermined 
period of time T1 ahead of the sWitching from the DAC 2 to 
DAC1. With the sWitching operation thus controlled, clip 
ping of data can be advantageously avoided When the level 
of the input digital data Di is increased. 

The attenuation command signal AT starts being gener 
ated a certain period of time behind the time point When 
the DAC 1 is brought into the OFF state, and stops being 
generated a certain period of time ahead of the time point 
(t2) When the DAC 1 is brought into the ON state. With the 
on/off timing of the attenuation command signal AT thus 
controlled, transient noise can be avoided Which Would 
otherWise occur if the DAC 1 is generating the effective 
output When the attenuation command signal is brought into 
the ON or OFF state. 

FIG. 3 shoWs the con?guration of a D/A conversion 
apparatus according to another embodiment of the inven 
tion. In FIG. 3, the same reference numerals as used in FIG. 
1 are used to designate corresponding components, of Which 
detailed description is omitted. 

In the circuit of FIG. 3, the DSP 7 includes an absolute 
value calculator 41 that obtains an absolute value of the 
input digital data Di, and an envelope detector 42 that 
detects an envelope from the output of the absolute value 
calculator 41. The output of the envelope detector 42 is 
supplied to the level detector/comparator 16. 

FIG. 4 is a time chart shoWing the operation of this 
apparatus for sWitching DAC1 and DAC2, and the on/off 
timing of the attenuation command signal AT. 
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8 
Where the input digital data Di contains high frequency 

components, as shoWn in FIG. 4, the digital input level 
frequently eXceeds a threshold value +TH and falls beloW a 
threshold value —TH. To prevent frequent sWitching of the 
DACs 1, 2, the envelope detector 42 serves to detect the 
envelope of the input digital data. 

In the present embodiment, When the amplitude of the 
input signal Di changes from a high level to a loW level, 
namely, When the level detector/comparator 16 detects ter 
mination of the over?oW of the digital data Di, the DSP 7 
Waits for a certain hold period of time T2, Without imme 
diately initiating the cross-fade processing for sWitching 
from the DAC 1 to DAC 2. The cross-fade processing is then 
initiated only in the case Where no over?oW of the digital 
data Di is detected again during the hold period of time T2. 
With the cross-fade processing thus controlled, the ON-OFF 
states of the DACs 1, 2 are prevented from being sWitched 
Whenever an AC signal passes through a loW level range in 
the process of change of the signal from a + (positive) level 
to a — (negative) level, or prevented from being frequently 
sWitched due to the signal Waveform containing high 
frequency components. Consequently, unnecessary noise 
can be further reduced. 
The noise occurring upon sWitching of the DAC 1, 2 can 

also be effectively reduced by performing cross-fading for a 
longer period of time. For eXample, Where the sampling 
frequency Fs is equal to 48 kHZ, the cross-fade time is 
controlled to 50 ms so that 2400 samples are spent for 
cross-fade processing. As a result, noise occurrence due to 
frequent sWitching can be avoided. While the amplitude 
level of the input signal is increasing, on the other hand, it 
is desirable to instantly sWitch from the DAC 2 to the DAC 
1 (i.e., cut off the effective output of the DAC 2 and pass that 
of the DAC 1), and therefore the time period of the cross 
fade processing is controlled to about 20 samples, for 
eXample. 
The cross faders 14, 15 linearly cross-fade the input data 

to the DAC 1 and the DAC 2, respectively, by multiplying 
the digital data by respective coef?cients K1 or K2 that 
linearly change With time. This processing may be a little 
more simpli?ed by employing a method in Which the digital 
data is shifted by one bit at a time from the side of MSB 
(most signi?cant bit). In this case, the coef?cient K1, K2 
changes non-linearly, more speci?cally, increases to be 
doubled at a time, and decreases to be halved at a time. Also, 
the cross-fade coef?cients K1, K2 may be determined using 
a logarithmic curve. In this case, the sWitching processing 
matches the human auditory characteristic that changes 
logarithmically. 

Regarding the advance detection of a level change in the 
input digital data Di for sWitching from the DAC2 to the 
DAC 1, the level detector/comparator 16 controls ON/OFF 
of the attenuation command signal AT, for eXample, tWo 
samples ahead of the sWitching, in vieW of a delay in the 
processing on the analog side including the analog attenu 
ation circuit 5. 

It is to be understood that the present invention is not 
limited to the illustrated embodiments. While only tWo 
systems of DAC are used in the above embodiments, the 
present invention may be applied to an apparatus including 
a plurality of DACs 511, 512, 513, . . . , 5111, as shoWn in 
FIG. 5. A DSP 52 multiplies the digital data Di by 1, 
2M_N1, . . . , 2M_N” (Where 1<2M_N1<. . . <2M_N”), selects 

only one output of DACs 511—51n, and generates the 
selected output as it is, While digitally attenuating the other 
outputs of the DACs 511—51n. On the output side of the 
DACs 512—51n, there are provided attenuators 532, 
533, . . . , 5311 for 
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converting the levels of the analog signals again, and the 
outputs of the DACs 511 and attenuators 532—53n are added 
together by an analog adder 54, and the resulting sum is 
generated from the adder 54. 

In this case, too, the cross-fade processing is performed 
When sWitching from the output of the DAC that has been 
selected, to the output of the DAC that is to be selected next, 
depending upon the level of the input digital data, and, While 
the DAC having the largest conversion factor is being 
selected, the outputs of the other DACs are attenuated by 
variable ?lters 551, 552, . . . , 5511-1. The D/A conversion 
apparatus thus constructed alWays ensures the maximum 
dynamic range, With reduced noise. 
When a system having a smaller conversion factor than 

that of a DAC 51k is selected, it suffices in practical use if 
the analog output(s) of one or more DACs having a smaller 
conversion factor than that of the selected system is/are 
attenuated. More speci?cally, if the output of the DAC 512 
is being selected, only the analog output of the DAC 511 
may be attenuated. Namely, the conversion factor of the 
DAC 513 is larger than that of the DAC 511, and therefore 
the output of the DAC 513 undergoes an accordingly large 
attenuation due to level re-conversion in the analog signal 
stage. Consequently, the residual noise of the DAC 513 is 
smaller than that of the DAC 511, and thus has only a small 
in?uence on the resulting analog signal. It is to be 
understood, hoWever, that all of the analog outputs other 
than that of the DAC 512 that is being selected, including 
those of the DAC 513—51n, may be attenuated. 

It is also to be understood that the shift amount is not 
limited to (M-N) bits as used in the illustrated embodiments, 
but may be arbitrarily set to any value. 
What is claimed is: 
1. A D/A conversion apparatus, comprising: 
an input terminal that receives input digital data; 
a level converting device that converts the input digital 

data With different conversion factors, to generate a 
plurality of digital data having different levels; 

an output device that selects one of the plurality of digital 
data generated by said level converting device, depend 
ing upon a digital input level of the input digital data, 
to generate selected digital data, While attenuating the 
other digital data to be loWer than a predetermined 
noise level, to generate attenuated digital data; 

a plurality of D/A converting devices that convert respec 
tive selected digital data generated by said output 
device, into corresponding analog signals; 

a re-converting device that converts a level of each of the 
analog signals generated by said D/A converting 
devices, into an original level, based on a correspond 
ing one of the conversion factors With Which the input 
digital data is converted by said level converting device 
to generate re-converted analog signals; 

an adding device that adds the re-converted analog signals 
generated by said re-converting device; and 

an attenuating device that attenuates, in an input stage of 
said adding device, medium-to-high frequency compo 
nents of at least one of the analog signals generated by 
at least one of said D/A converting devices that receives 
the attenuated digital data, said at least one of the 
analog signals corresponding to digital data obtained by 
converting the input digital data With a smaller con 
version factor than that of the selected digital data 
generated by said output device. 

2. A D/A conversion apparatus according to claim 1, 
Wherein said input terminal, said level converting device, 
and said output device constitute a DSP. 
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3. A D/A conversion apparatus according to claim 1, 

Wherein said predetermined noise level is a noise level of a 
corresponding one of said D/A converting devices. 

4. A D/A conversion apparatus according to claim 1, 
Wherein said output device generates an attenuation com 
mand signal that instructs said attenuating device to attenu 
ate said at least one of the analog signals, depending upon 
the digital input level of the input digital data, and 

Wherein said attenuating device is responsive to said 
attenuation command signal, for attenuating the 
medium-to-high frequency components of said at least 
one the analog signals. 

5. A D/A conversion apparatus according to claim 4, 
Wherein said attenuating device comprises a loW-pass ?lter 
that attenuates the medium-to-high-frequency components 
of said at least one of the analog signals. 

6. A D/A conversion apparatus comprising: 
an input terminal that receives input digital data; 
a level converting device that converts the input digital 

data With different conversion factors, to generate a 
plurality of digital data having different levels; 

an output device that selects one of the plurality of digital 
data generated by said level converting device, depend 
ing upon a digital input level of the input digital data, 
to generate selected digital data, While attenuating the 
other digital data to be loWer than a predetermined 
noise level, to generate attenuated digital data; 

a plurality of D/A converting devices that convert respec 
tive selected digital data generated by said output 
device, into corresponding analog signals; 

a re-converting device that converts a level of each of the 
analog signals generated by said D/A converting 
devices, into an original level, based on a correspond 
ing one of the conversion factors With Which the input 
digital data is converted by said level converting device 
to generate re-converted analog signals; 

an adding device that adds the re-converted analog signals 
generated by said re-converting device; and 

an attenuating device that attenuates, in an input stage of 
said adding device, medium-to-high frequency compo 
nents of at least one of the analog signals generated by 
at least one of said D/A converting devices that receives 
the attenuated digital data, said at least one of the 
analog signals corresponding to digital data obtained by 
converting the input digital data With a smaller con 
version factor than that of the selected digital data 
generated by said output device, Wherein said output 
device generates an attenuation command signal that 
instructs said attenuating device to attenuate said at 
least one of the analog signals, depending upon the 
digital input level of the input digital data, and Wherein 
said attenuating device is responsive to said attenuation 
command signal, for attenuating the medium-to-high 
frequency components of said at least one of the analog 
signals, and said attenuating device comprises a sWitch 
ing device, and a loW-pass circuit including a resistance 
and a capacitor that are connected in series With said 
sWitching device, said sWitching device being turned 
on/off in response to the attenuation command signal 
generated by said output device, to lead to ground 
current of one of the re-converted analog signals from 
said re-converting device Which corresponds to the 
attenuated digital data. 

7. A D/A conversion apparatus, comprising: 
an input terminal that receives input digital data; 
a level converting device that converts the input digital 

data With different conversion factors, to generate a 
plurality of digital data having different levels; 
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an output device that selects one of the plurality of digital 
data generated by said level converting device, depend 
ing upon a digital input level of the input digital data, 
to generate selected digital data, While attenuating the 
other digital data to be loWer than a predetermined 
noise level, to generate attenuated digital data; 

a sWitching device that sWitches, upon selection of the 
digital data, betWeen ?rst digital data that has been 
selected and generated, and second digital data that is 
to be selected and generated next, While cross-fading 
the ?rst and second digital data; 

a plurality of D/A converting devices that convert respec 
tive selected digital data generated by said output 
device, into corresponding analog signals; 

a re-converting device that converts a level of each of the 
analog signals generated by said D/A converting 
devices, into an original level, based on a correspond 
ing one of the conversion factors With Which said level 
conversion device converts the input digital data to 
generate re-converted analog signals; and 

an adding device that adds the re-converted analog signals 
generated by said re-converting device. 

8. A D/A conversion apparatus according to claim 7, 
Wherein said input terminal, said level converting device, 
said output device, and said sWitching device constitute a 
DSP. 

9. A D/A conversion apparatus according to claim 7, 
Wherein said predetermined noise level is a noise level of a 
corresponding one of said D/A converting devices. 

10. A D/A conversion apparatus according to claim 7, 
further comprising an attenuating device that attenuates, in 
an input stage of said adding device, medium-to-high fre 
quency components of at least one of the analog signals 
generated by at least one of said D/A converting devices that 
receives the attenuated digital data, said at least one of the 
analog signals corresponding to digital data obtained by 
converting the input digital data With a smaller conversion 
factor than that of the selected digital data generated by said 
output device. 

11. A D/A conversion apparatus according to claim 10, 
Wherein said output device generates an attenuation com 
mand signal that instructs said attenuating device to attenu 
ate said at least one of the analog signals, depending upon 
the digital input level of the input digital data, and 

Wherein said attenuating device is responsive to said 
attenuation command signal, for attenuating the 
medium-to-high frequency components of said at least 
one of the analog signals. 

12. A D/A conversion apparatus according to claim 10, 
Wherein said attenuating device comprises a loW-pass ?lter 
that attenuates the medium-to-high frequency components 
of said at least one of the analog signals. 

13. A D/A conversion apparatus comprising: 
an input terminal that receives input digital data; 
a level converting device that converts the input digital 

data With different conversion factors, to generate a 
plurality of digital data having different levels; 

an output device that selects one of the plurality of digital 
data generated by said level converting device, depend 
ing upon a digital input level of the input digital data, 
to generate selected digital data, While attenuating the 
other digital data to be loWer than a predetermined 
noise level, to generate attenuated digital data; 

a sWitching device that sWitches, upon selection of the 
digital data, betWeen ?rst digital data that has been 
selected and generated, and second digital data that is 
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to be selected and generated next, While cross-fading 
the ?rst and second digital data; 

a plurality of D/A converting devices that convert respec 
tive selected digital data generated by said output 
device, into corresponding analog signals; 

a re-converting device that converts a level of each of the 
analog signals generated by said D/A converting 
devices, into an original level, based on a correspond 
ing one of the conversion factors With Which said level 
conversion device converts the input digital data to 
generate re-converted analog signals; 

an adding device that adds the re-converted analog signals 
generated by said re-converting device; and 

an attenuating device that attenuates, in an input stage of 
said adding device, medium-to-high frequency compo 
nents of at least one of the analog signals generated by 
at least one of said D/A converting devices that receives 
the attenuated digital data, said at least one of the 
analog signals corresponding to digital data obtained by 
converting the input digital data With a smaller con 
version factor than that of the selected digital data 
generated by said output device, Wherein said attenu 
ating device comprises a sWitching device, and a loW 
pass circuit including a resistance and a capacitor that 
are connected in series With said sWitching device, said 
sWitching device being turned on/off in response to an 
attenuation command signal generated by said output 
device, to lead to ground current of one of the 
re-converted analog signals from said re-converting 
device Which corresponds to the attenuated digital data. 

14. A D/A conversion apparatus, comprising: 
an input terminal that receives input digital data; 
a level converting device that converts the input digital 

data With different conversion factors, to generate a 
plurality of digital data having different levels; 

an output device that selects one of the plurality of digital 
data generated by said level converting device, depend 
ing upon a digital input level of the input digital data, 
to generate selected digital data, While attenuating the 
other digital data to be loWer than a predetermined 
noise level, to generate attenuated digital data; 

a sWitching device that sWitches, upon selection of the 
digital data, betWeen ?rst digital data that has been 
selected and generated, and second digital data that is 
to be selected and generated next, While cross-fading 
the ?rst and second digital data; 

a plurality of D/A converting devices that convert respec 
tive selected digital data generated by said output 
device, into corresponding analog signals; 

a re-converting device that converts a level of each of the 
analog signals generated by said D/A converting 
devices, into an original level, based on a correspond 
ing one of the conversion factors With Which said level 
conversion device converts the input digital data to 
generate re-converted analog signals; 

an adding device that adds the re-converted analog signals 
generated by said re-converting device; and 

a delay device that delays the input digital data by a 
predetermined period of time, and a detecting device 
that detects a change in amplitude of the input digital 
data from a loWer level to a higher level relative to a 
predetermined level, ahead of sWitching to the selected 
digital data, to alloW for a period of time required for 
cross-fading, so that said sWitching device ?nishes 
cross-fading for sWitching to the selected digital data 
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When an amplitude of the input digital data exceeds the 
predetermined level. 

15. A D/A conversion apparatus comprising: 

an input terminal that receives input digital data; 

a level converting device that converts the input digital 
data With different conversion factors, to generate a 
plurality of digital data having different levels; 

an output device that selects one of the plurality of digital 
data generated by said level converting device, depend 
ing upon a digital input level of the input digital data, 
to generate selected digital data, While attenuating the 
other digital data to be loWer than a predetermined 
noise level, to generate attenuated digital data, Wherein 
said output device instantly sWitches to the selected 
digital data When an amplitude of the input digital data 
changes from a loWer level to a higher level relative to 
a predetermined level, and sWitches to the selected 
digital data When the amplitude of the input digital data 
changes from a higher level to a loWer level relative to 
the predetermined level, so long as no change from a 
loWer level to a higher level relative to the predeter 
rnined level is detected Within a predetermined period 
of time; 

a sWitching device that sWitches, upon selection of the 
digital data, betWeen ?rst digital data that has been 
selected and generated, and second digital data that is 
to be selected and generated neXt, While cross-fading 
the ?rst and second digital data; 

a plurality of D/A converting devices that convert respec 
tive selected digital data generated by said output 
device, into corresponding analog signals; 

a re-converting device that converts a level of each of the 
analog signals generated by said D/A converting 
devices, into an original level, based on a correspond 
ing one of the conversion factors With Which said level 
conversion device converts the input digital data to 
generate re-converted analog signals; and 

an adding device that adds the re-converted analog signals 
generated by said re-converting device. 

16. A D/A conversion apparatus comprising: 

an input terminal that receives input digital data; 

a level converting device that converts the input digital 
data With different conversion factors, to generate a 
plurality of digital data having different levels; 

an output device that selects one of the plurality of digital 
data generated by said level converting device, depend 
ing upon a digital input level of the input digital data, 
to generate selected digital data, While attenuating the 
other digital data to be loWer than a predetermined 
noise level, to generate attenuated digital data; 

a sWitching device that sWitches, upon selection of the 
digital data, betWeen ?rst digital data that has been 
selected and generated, and second digital data that is 
to be selected and generated neXt, While cross-fading 
the ?rst and second digital data; 

a plurality of D/A converting devices that convert respec 
tive selected digital data generated by said output 
device, into corresponding analog signals; 
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a re-converting device that converts a level of each of the 

analog signals generated by said D/A converting 
devices, into an original level, based on a correspond 
ing one of the conversion factors With Which said level 
conversion device converts the input digital data to 
generate re-converted analog signals; 

an adding device that adds the re-converted analog signals 
generated by said re-converting device; and 

an attenuating device that attenuates, in an input stage of 
said adding device, rnediurn-to-high frequency compo 
nents of at least one of the analog signals generated by 
at least one of said D/A converting devices that receives 
the attenuated digital data, said at least one of the 
analog signals corresponding to digital data obtained by 
converting the input digital data With a smaller con 
version factor than that of the selected digital data 
generated by said output device, Wherein said attenu 
ating device cancels an attenuating operation for said at 
least one of the analog signals a predetermined period 
of time ahead of start of cross-fading When an ampli 
tude of the input digital data changes from a loWer level 
to a higher level relative to a predetermined level, and 
starts attenuating said at least one of the analog signals 
upon a lapse of a predetermined period of time after 
completion of the cross-fading When the amplitude of 
the input digital data changes from a higher level to a 
loWer level relative to the predetermined level. 

17. A D/A conversion apparatus, comprising: 

an input terminal that receives input digital data; 

a level converting device that converts the input digital 
data With different conversion factors, to generate a 
plurality of digital data having different levels; 

an output device that selects one of the plurality of digital 
data generated by said level converting device in a 
manner that the respective digital data generated by 
said level converting device can provide higher reso 
lution and Wider dynamic range, to generate selected 
digital data, While attenuating the other digital data to 
be loWer than a predetermined noise level, to generated 
attenuated digital data; 

a plurality of D/A converting devices that convert respec 
tive selected digital data generated by said output 
device, into corresponding analog signals; 

a re-converting device that converts a level of each of the 
analog signals generated by said D/A converting 
devices, into an original level, based on a correspond 
ing one of the conversion factors to Which the input 
digital data is converted by said level converting device 
to generate re-converted analog signals; 

an adding device that adds the re-converted analog signals 
generated by said re-converting device; and 

an attenuating device that attenuates, in an input stage of 
said adding device, rnediurn-to-high frequency compo 
nents of at least one of the analog signals generated by 
at least one of said D/A converting devices that receives 
the attenuated digital data, said at least one of the 
analog signals corresponding to digital data obtained by 
converting the input digital data With a smaller con 
version factor than that of the selected digital data 
generated by said output device. 
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18. A D/A conversion apparatus, comprising: 
an input terminal that receives input digital data; 
a level converting device that converts the input digital 

data With different conversion factors, to generate a 
plurality of digital data having different levels; 

an output device that selects one of the plurality of digital 
data generated by said level converting device in a 
manner that the respective digital data generated by 
said level converting device can provide higher reso 
lution and Wider dynamic range, to generate selected 
digital data, While attenuating the other digital data to 
be loWer than a predetermined noise level, to generate 
attenuated digital data; 

a sWitching device that sWitches, upon selection of the 
digital data, betWeen ?rst digital data that has been 
selected and generated, and second digital data that is 
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to be selected and generated next, While cross-fading 
the ?rst and second digital data; 

a plurality of D/A converting devices that convert respec 
tive selected digital data generated by said output 
device, into corresponding analog signals; 

a re-converting device that converts a level of each of the 

analog signals generated by said D/A converting 
devices, into an original level, based on a correspond 
ing one of the conversion factors With Which said level 
conversion device converts the input digital data to 
generate re-converted analog signals; and 

an adding device that adds the re-converted analog signals 
generated by said re-converting device. 


