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MULTIPLE NOZZLE EJECTOR FOR 
WASTEGATED TURBOMACHINERY 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention is related to the ?eld of Wastegated 

turbomachinery such as turbochargers. More speci?cally, 
the invention relates to such Wastegated turbochargers Where 
the bypassed exhaust gas is returned to the main exhaust 
?oW through an ejector noZZle. 

2. Description of Related Art 
Turbochargers have been commonly applied to internal 

combustion engines and their bene?ts of improving engine 
performance and reducing emissions is generally knoWn in 
the art. In such applications, the exhaust gas of the internal 
combustion engine is routed to a turbine Wheel Where the 
energy of the exhaust gas is used to rotate the turbine Wheel 
Within its housing. The turbine Wheel is ?xedly connected to 
a compressor by a shaft causing the compressor to rotate and 
compress the intake charge. This compressed charge is 
routed to the intake manifold of the engine and thus, is 
provided to the engine cylinders during the intake cycle. The 
compressed intake charge improves the performance and the 
ef?ciency of the engine. Turbochargers are also generally 
provided With a Wastegate Which diverts at least a portion of 
the exhaust gas thereby providing a bypassed ?oW Which 
circumvents the turbine Wheel. Thus, the Wastegate limits 
the amount of exhaust gas directed to the turbine Wheel 
thereby controlling turbine Wheel over-speed and the maxi 
mum boost pressure provided by the compressor. In con 
ventional Wastegated turbocharger designs, the bypassed 
?oW generally passes through a poppet valve located just 
upstream of the turbine Wheel and re-enters the main exhaust 
?oW immediately doWnstream of the turbine Wheel. 

It has been found that this re-entry of the bypassed ?oW 
into the main exhaust How in conventional Wastegate 
designs diminishes the engine’s theoretical ef?ciency in tWo 
distinct Ways. First, the bypassed ?oW possesses Wasted 
energy Which is not harnessed or utiliZed by the turbo 
charger. Secondly, the main exhaust ?oW exiting the turbine 
Wheel is disrupted When the bypassed ?oW re-enters the 
main exhaust ?oW. This disruption increases the turbine 
back pressure and the engine’s back pressure Which corre 
spondingly reduces the ef?ciency of the turbocharger 
thereby diminishing the ef?ciency of the engine. 

Attempts have been made to address the above identi?ed 
problem of How disruption and the resulting increased back 
pressure. In minimiZing the main ?oW disruption, it has been 
also recogniZed in the art that in theory, the re-entering 
bypassed gas may be used to actually reduce the engine back 
pressure thereby increasing the engine’s performance and 
ef?ciency. More speci?cally, it has been suggested in the art 
that this reduction in engine back pressure can be accom 
plished by having the bypassed ?oW re-enter the main 
exhaust ?oW through an ejector. Such How Would create an 
ejector effect Which is a localiZed region of decreased 
pressure. This ejector effect Will, in essence, reduce the 
pressure of the main exhaust ?oW When the bypassed ?oW 
re-enters the main How and consequently, reduce the back 
pressure on the engine. Such reduction in back pressure Will 
increase the turbocharger’s performance and efficiency 
thereby increasing the performance and efficiency of the 
engine. Furthermore, some prior art references have speci? 
cally proposed various ejector designs that may be used in 
attempting to attain the desired ejector effect When the 
bypassed ?oW re-enters the main turbine exhaust ?oW. 
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2 
For example, one reference that discusses the ejector 

effect of bypassed How in a turbocharger is exempli?ed in 
US. Pat. No. 4,463,564 to McInerney that discloses a 
turbocharger With a bypass passage in the turbine housing 
and a Wastegate Which provides an exhaust ejector for 
reducing back-pressure on the engine. More speci?cally, the 
McInerney reference discloses a sWing-type Wastegate valve 
and bypass passage con?gured to inject the bypassed 
exhaust gases angularly and at a relatively high velocity into 
the exhaust passage such that the bypassed ?oW tends to 
draW gases from the turbine Wheel thereby reducing back 
pressure. HoWever, ef?cient ejectors are very difficult to 
design and consequently, it has been found that no signi? 
cant ejector effect is likely to occur With simple bypass 
passages such as those disclosed in McInerney. 

Alternative ejector designs are also disclosed in the J apa 
nese Patent No. 55-25505 to Sato et al. Which shoWs a 
turbocharger Where the bypassed How is jetted from an 
annular slit provided doWnstream of the turbine. The refer 
ence further discloses that the outlet static pressure of the 
turbine is thereby reduced and the output of the engine is 
increased. A similar ejector design is disclosed in the Euro 
pean Patent No. 0034765 to Behnert et al. Which shoWs a 
turbocharger With an annular chamber formed around the 
turbine outlet such that the bypassed ?oW re-enters the main 
exhaust gas ?oW from the annular chamber With a sWirling 
motion. This reference postulates that the sWirling motion 
reduces the static pressure Which results in an increase in the 
turbine speed. Another alternative design is shoWn in Inter 
national patent application WO 89/07194 to BaretZky Which 
discloses a turbine With a bypass channel including outlet 
openings With a radial slot shape Which open into a turbine 
outlet in the direction of the exhaust gases ?oWing through 
the turbine outlet and tangent to the direction of turbine 
rotation. The reference discloses that the bypassed ?oW 
exerts an ejector effect on the exhaust gases, thereby reduc 
ing the pressure behind the turbine. 
An ejector design including an annular ring jet similar to 

those discussed above has been tested by Aisin Seiki as 
disclosed in SAE paper “Development of S] (SWirl Jet) 
Turbocharger for Diesel Engine Vehicles” (1997). The ref 
erence discloses a Wastegated turbocharger in Which the 
bypassed ?oW re-enters the main exhaust gas ?oW through 
an annular “sWirl jet” Which induces a sWirling effect on the 
re-entering bypassed ?oW. The reference reports the test 
results concluding that the combined effect of reduced ?oW 
disruption and the “sWirl jet”, gave a reduction of 8.5 KPa 
(2.5 in-Hg) in the back pressure at high engine speeds. 

HoWever, it has been found that no signi?cant ejector 
effect is likely to occur With all these annular ring type outlet 
designs because any tendency to reduce pressure by the 
re-entering bypassed How is mostly negated by the main 
exhaust ?oW moving upstream, along the exhaust centerline, 
toWard the loW pressure region temporarily caused by the 
annular ring outlet designs. Thus, it has been found that the 
small amount of pressure reduction realiZed in the Aisin 
Seiki sWirl jet design is attributable to reducing the disrup 
tion of the main exhaust ?oW caused When the bypassed How 
is re-introduced into the main exhaust How and that the 
annular ring type outlet designs do not produce a signi?cant 
ejector effect. 

It should be apparent from the above discussion and the 
prior art that ef?cient ejectors are very dif?cult to design. 
Although various designs have been proposed in the rior art, 
none of the prior art references claim to have obtained a 
pressure reduction signi?cantly beyond that Which is 
expected for minimiZing the disruption effect. As discussed 
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above, the swirl jets and the annular ring outlet designs Were 
effective in reducing the disruption of the main exhaust ?oW 
thereby minimizing the increase in turbine exhaust pressure. 
HoWever, these designs have been found to be inef?cient in 
creating any signi?cant ejector effect Which can actually 
reduce turbine back pressure. In fact, none of the above 
noted prior art references disclose an effective ejector design 
that Will actually reduce the turbine back pressure thereby 
increasing engine performance and ef?ciency. 

Therefore, despite the progress made in the art in recog 
niZing the potential bene?ts of an ejector effect in the 
re-entry of the bypassed ?oW, there is no knoWn ejector 
design that can attain the ejector effect in a turbocharger. 
Thus, there exists an unful?lled need for an ejector design 
for use in a turbocharger that is effective in reducing the 
turbine back pressure. Furthermore, there also exists an 
unful?lled need for such an ejector design Which is cost 
effective and easy to manufacture. 

SUMMARY OF THE INVENTION 

In vieW of the foregoing, it is an object of the present 
invention to provide an improved turbocharger Which Will 
increase the performance of the engine. 
A second object of the present invention is to provide an 

improved turbocharger including a Wastegate With ejector 
noZZles that enable the bypassed How to re-enter the main 
exhaust ?oW. 
A third object of the present invention is to provide a 

Wastegated turbocharger including a plurality of ejector 
noZZles designed to minimize the increase in turbine back 
pressure by minimiZing the disturbance of the main exhaust 
?oW. 

Yet another object of the present invention is to provide a 
Wastegated turbocharger Where the bypassed exhaust ?oW 
re-enters the main exhaust ?oW pressure through a plurality 
of ejector noZZles Which decreases the turbine back pressure. 

In accordance With preferred embodiments of the present 
invention, these objects are obtained by an exhaust gas 
turbocharger including a turbine housing With a turbine 
chamber, an exhaust housing portion, an exhaust gas inlet 
and a turbine Wheel rotatably mounted in the turbine cham 
ber and rotatably responsive to exhaust gas ?oW from the 
exhaust gas inlet. An outlet insert is also provided and is 
rigidly attached to the exhaust housing portion and extends 
toWard the turbine chamber thereby de?ning a bypass cham 
ber and providing an exhaust gas outlet. A bypass ?oW 
passage Which ?uidly connects the exhaust gas inlet With the 
bypass chamber is also provided. In one embodiment, the 
outlet insert includes a plurality of ejector noZZles for 
directing bypassed ?oW from the bypass chamber to the 
exhaust gas outlet at a predetermined pitch angle toWard the 
center line of the exhaust gas outlet and at a predetermined 
yaW angle tangent to the exhaust gas outlet. In this manner, 
the direction of the bypassed How is controlled as it re-enters 
the main exhaust ?oW. In one preferred embodiment, the 
pitch angle is 17 degrees and the yaW angle is also 17 
degrees. In another embodiment, an ejector noZZle ring With 
a plurality of ejector noZZles is provided betWeen the turbine 
chamber and an outlet insert. The noZZle ring directs the 
bypassed ?oW from the bypass chamber to the exhaust gas 
outlet at predetermined pitch and yaW angles. In another 
preferred embodiment, the noZZle ring is made from a metal 
stamping and has pitch and yaW angles of 17 degrees. 

These and other objects, features and advantages of the 
present invention Will become more apparent from the 
folloWing detailed description of the preferred embodiments 
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4 
of the invention When vieWed in conjunction With the 
accompanying draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a cross-sectional vieW of a part of a turbocharger 
in accordance With one embodiment of the present inven 
tion. 

FIG. 2 is a top plan vieW of exhaust outlet insert illustrated 
in FIG. 1. 

FIG. 3 is a cross-sectional vieW of the exhaust outlet insert 
illustrated in FIG. 2 as vieWed from the cross section III—III 
shoWing the pitch angle. 

FIG. 4 is an enlarged vieW of the circled area IV of the 
exhaust outlet insert illustrated in FIG. 3. 

FIG. 5 is a top plan vieW of the exhaust outlet insert of 
FIG. 2 shoWing the yaW angle. 

FIG. 6 is a geometric vieW illustrating the pitch angle and 
the yaW angle of the bypassed How in accordance With one 
embodiment of the present invention. 

FIG. 7 is a graphical illustration of the performance gain 
realiZed by utiliZing embodiments of the present invention. 

FIG. 8 is a simpli?ed perspective vieW of an ejector 
noZZle ring in accordance With another embodiment of the 
present invention. 

FIG. 9 is an enlarged sectional vieW shoWing the ejector 
noZZle ring in relation to the exhaust outlet insert in accor 
dance With the embodiment of the present invention shoWn 
in FIG. 6. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

FIG. 1 is a sectional illustration of part of a Wastegated 
turbocharger 1 in accordance With one embodiment of the 
present invention Which provides an effective ejector design 
that Will reduce turbine outlet pressure. Although the fol 
loWing discussions disclose various embodiments of the 
present invention in detail, the present invention may also be 
practiced in alternative embodiments. The turbocharger 1 
includes a turbine housing 3 Which is similar to turbine 
housings knoWn in the art. The turbine housing 3 includes a 
turbine chamber 5, an exhaust housing portion 7 and an 
exhaust gas inlet 9. The turbine chamber 5 encases a 
rotatably mounted turbine Wheel (not shoWn) and exhaust 
gases from an engine (not shoWn) enters the turbine chamber 
5 from the exhaust gas inlet 9 and causes the turbine Wheel 
to rotate. Also in this particular embodiment, an outlet insert 
11 is provided Which increases the performance of the 
engine as the bypassed exhaust gas re-enters the main 
exhaust ?oW. As Will be discussed in detail hereinbeloW, this 
increase in engine performance is attained by having the 
bypassed exhaust gas ?oW re-enter the main exhaust ?oW 
through a plurality of ejector noZZles 19 that minimiZe the 
disturbance of the main exhaust How and actually decreases 
the turbine back pressure. 

Again, as an example of one embodiment of the present 
invention, FIG. 1 illustrates a turbocharger 1 including an 
outlet insert 11 rigidly attached Within the exhaust housing 
portion 7 at one end by fasteners such as set screWs (not 
shoWn) at the attachment holes 15 and 16. The outlet insert 
11 extends generally toWard the turbine chamber 5 thereby 
de?ning a bypass chamber 17 and provides an exhaust gas 
outlet 18 through Which the main exhaust ?oWs. The turbine 
chamber 5 includes a positioning step chamber 13 that 
receives and positions the other end of the outlet insert 11. 
In this embodiment, the outlet insert 11 also includes a 
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plurality of radially positioned ejector nozzles 19 Which 
connect the bypass chamber 17 With the exhaust gas outlet 
18 such that they are in ?uid communication With one 
another. In the embodiment illustrated, 34 ejector noZZles 19 
are provided on the outlet insert 11 as an example only. The 
bypass chamber 17 is in ?uid communication With the 
exhaust gas inlet 9 by a Way of a bypass ?oW passage 21. A 
valve (not shoWn) may also be provided on the bypass ?oW 
passage at valve seat location 23 in order to control the 
amount of exhaust gas being diverted from the exhaust gas 
inlet 9. 

FIG. 2 is a top plan vieW of the outlet insert 11 of FIG. 1 
detached from the turbine housing Which clearly shoWs the 
general exterior features of the outlet insert 11, Which in the 
present embodiment, includes an annular raised portion 25. 
FIG. 3 is a sectional illustration of the outlet insert 11 as 
vieWed from the cross-section III—III on FIG. 2. The 
diameter of the outlet insert 11 depends on the desired siZe 
of the exhaust gas outlet 18 Which in turn, is dependent on 
the siZe and capacity of the turbocharger. As an example 
only, the outlet insert 11 may have a radius of 30 mm in 
certain turbocharger applications such as the one discussed 
in the present embodiment. 
As can be clearly seen in FIG. 3, a plurality of ejectorjets 

19 are provided on the outlet insert 11 and are formed Within 
the annular raised portion 25. The direction of the bypassed 
?oW Which re-enters the main exhaust How is indicated by 
arroW BF. As can be seen, the ejector noZZle 19 is formed 
With a pitch angle 0t such that the bypassed ?oW re-enters the 
main exhaust ?oW at the pitch angle 0t Which can be de?ned 
as the angle betWeen the direction of the bypassed How and 
the center line of the exhaust gas outlet 18 or any parallel 
line thereto, such as the x-axis. Thus, in FIG. 3, the pitch 
angle 0t is the angle betWeen the direction BF and the x-axis 
in the plane formed by the x-axis and the Z-axis. It has been 
found that a pitch angle 0t in a range of 5 to 30 degrees may 
provide a signi?cant ejector effect. HoWever, through exten 
sive experimentation, it has been found that a pitch angle 0t 
of 17 degrees is particularly effective in attaining the desired 
ejector effect in the present embodiment. 
As also illustrated in FIG. 3, the outlet insert 11 may 

include an optional diffuser 22 With an expanding conical 
shape Which alloWs further control of the turbine outlet 
pressure by alloWing the exhaust How to expand. It has been 
found that a diffuser 22 With an expanding conical shape of 
11 degrees is effective in further reducing the turbine back 
pressure. HoWever, it should be appreciated by those skilled 
in the art that other expanding conical shapes With different 
angles may also be used to achieve the disclosed advantage. 

FIG. 4 is an enlarged vieW of the encircled area “4” of 
FIG. 3 clearly shoWing various dimensions of a preferred 
ejector noZZle in accordance With the present invention. 
Each ejector noZZle may be circular With a diameter “d” and 
also include a conical portion 20 Where the bypassed exhaust 
?oW enters the ejector noZZle 19. As an example only, the 
diameter d may be 3.43 mm and the conical portion 20 may 
be shaped as a 20 degree cone. 

FIG. 5 shoWs the top plan vieW of the exhaust outlet insert 
11 and the general direction of the bypassed How is illus 
trated again by arroW BF. As clearly illustrated, the ejector 
jets 19 in accordance With this embodiment of the present 
invention are also designed so that the bypassed ?oW 
re-enters the main exhaust ?oW at a yaW angle [3, in addition 
to the pitch angle 0t. The yaW angle [3 can be de?ned as the 
angle betWeen the tangential component of the re-entering 
bypassed gas and the centerline of exhaust gas outlet 18. 
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Thus, in FIG. 5, the yaW angle [3 is the angle betWeen BF and 
the x-axis in the plane formed by the x-axis and the y-axis. 
AyaW angle [3 in the range of 5 to 30 degrees has been found 
to provide a signi?cant ejector effect. Again, through exten 
sive experimentation, it has been determined that a yaW 
angle [3 of 17 degrees provided the desired ejector effect in 
the present embodiment. 
Of course, it should be recogniZed that the speci?c details 

of the embodiment disclosed above may be easily modi?ed 
in alternative embodiments to meet different requirements. 
For example, different numbers of ejector noZZles may be 
provided including 34, 37 or 44 ejector noZZles. Other 
ejector noZZle diameters or even differing noZZle shapes 
such as oval, rectangular or even square noZZles may also be 
used depending on the speci?c requirements of the turbo 
charger application. HoWever, in contrast to prior annular 
designs Which have relatively large openings and cross 
sectional areas, the ejector noZZles in accordance With the 
present invention have relatively small openings and cross 
sectional areas. In addition, the present invention may also 
be modi?ed such that the conical portion may be of a 
different siZe or even be eliminated. Furthermore, other pitch 
and yaW angles may also be used to attain the desired ejector 
effect in any given application of a Wastegated turbocharger. 

For further clari?cation, the How direction BF of the 
bypassed ?oW re-entering the main exhaust ?oW from an 
ejector jet in accordance With the present invention is 
geometrically illustrated in FIG. 6. The x-axis is de?ned to 
be parallel to the center line CL of the exhaust gas outlet 18 
(not shoWn) Which is also the center line of the main exhaust 
?oW from the turbine. The y-axis, is de?ned as the tangent 
to the exhaust gas outlet 18 While the x-y plane is de?ned by 
the x-axis and While the X-Z plane is de?ned by the x-axis 
and the Z-axis as shoWn. The How direction BF of the 
bypassed exhaust How has x, y, and Z components. The 
Z-axis component of BF de?nes the pitch angle 0t Which can 
be measured betWeen BF and the x-y plane as indicated. The 
y-axis component of BF de?nes the yaW angle [3 Which can 
be measured betWeen BF and the X-Z plane. Thus, the 
bypassed exhaust gas re-enters the main exhaust ?oW from 
each of the ejector jets at the pitch angle 0t and the yaW angle 
[3. As discussed previously, in one embodiment of the 
present invention, it has been found that a pitch angle 0t of 
17 degrees and a yaW angle [3 of 17 degrees provided a very 
ef?cient ejector jet geometry Which effectively reduced the 
turbine pressure although other geometries may be used. 

In laboratory experiments, substantial turbine outlet pres 
sure reductions have been attained by practicing the present 
invention in embodiments Which include an outlet insert 
With a plurality of ejector noZZles With the ejector jet 
geometry disclosed above. More speci?cally, extensive 
experiments Were conducted using an exhaust inserts With 
37 and 44 ejector noZZles, each noZZle having a circular 
diameter d of 3.43 mm With a conical portion 20 shaped as 
a 20 degree cone and directing the bypassed ?oW such that 
the bypassed ?oW re-enters the main ?oW at a pitch angle of 
17 degrees and a yaW angle of also 17 degrees. In the 37 
ejector noZZle embodiment, a diffuser Was also provided to 
further reduce the turbine outlet pressure. 

These experimental results are illustrated in FIG. 7 Which 
shoWs the turbine back (exit) pressures When the above 
noted embodiments Were used as compared to turbine back 
pressure in conventional Wastegated turbochargers. The ver 
tical axis of FIG. 7 scales the turbine back (exit) pressures 
While the horiZontal axis scales the Wastegate (WG) valve 
lift. During the testing, the turbine inlet pressure (TIP) Was 
held constant at 54 in-Hg and the turbine speed held constant 
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at 98500 revolutions per minute (RPM). As can be clearly 
seen, the turbine outlet pressures of both of the ejector 
designs in accordance With the present invention Were 
signi?cantly less than the baseline turbine outlet pressure 
Which had a conventional bypass design. In the 44 ejector 
noZZle design, a pressure reduction of about 6 in-Hg Was 
attained in comparison to the baseline turbine outlet pres 
sure. In the 37 ejector noZZle design Which included a 
diffuser, a pressure reduction of about 7 in-Hg Was attained 
in comparison to the baseline turbine outlet pressure. It 
should also be noted that by measuring the pressure reduc 
tions realiZed, it has also been found that in these embodi 
ments of the present invention, the bypassed ?oW re-enters 
the main exhaust ?oW at nearly sonic speeds. And as clearly 
shoWn, the present invention attained pressure reductions far 
greater than the amount of pressure reduction realiZed in 
conventional and annular designs discussed previously. 
Thus, the present invention provides an effective ejector 
design that not only minimizes the disruption of the main 
exhaust ?oW as the bypassed ?oW re-enters the main exhaust 
?oW, but Will also actually reduce the turbine back pressure 
by creating an ejector effect thereby increasing engine 
performance and ef?ciency. 
An alternative embodiment of the present invention is 

shoWn in FIG. 8 Which can reduce the manufacturing costs 
of practicing the present invention. In this embodiment, a 
plurality of ejector noZZles 19 are formed on an ejector 
noZZle ring 30 Which is separate from the outlet insert (not 
shoWn). The ejector noZZle ring 30 embodiment illustrated 
in FIG. 8 has a conical disk shape and includes, as an 
example only, six ejector noZZles 19 Which are cut out from 
the ejector noZZle ring 30. 

FIG. 9 provides a clearer vieW of this embodiment of the 
present invention by illustrating an enlarged sectional vieW 
of the ejector noZZle ring 30 and hoW it is positioned. In this 
embodiment, the turbine chamber 5 Which encloses a turbine 
Wheel 6 includes a noZZle ring receiving portion 33. The 
outlet insert 11 is dimensioned such that When the outlet 
insert 11 is installed Within the exhaust housing portion (not 
shoWn), there is a predetermined distance “e” betWeen the 
noZZle ring receiving portion 33 and the outlet insert 11 
thereby forming an annular noZZle ring receiving area gen 
erally indicated as 36. The ejector noZZle ring 30 is disposed 
in the noZZle ring receiving area 36 and may be ?xedly 
positioned by the outlet insert 11. As illustrated in the 
present embodiment, the ejector noZZles 19 may be formed 
on the ejector noZZle ring 30 such that the bypassed exhaust 
?oW re-enters the main exhaust ?oW at a predetermined 
pitch angle 0t and at a predetermined yaW angle 13 (not 
shoWn). And as discussed previously, a pitch angle 0t of 17 
degrees and a yaW angle [3 of 17 degrees have been found to 
provide a very ef?cient ejector jet geometry Which effec 
tively reduced the turbine pressure. 

Of course, in other embodiments, the ejector noZZle ring 
30 may also be provided With much greater number of 
ejector noZZles such as 34, 37 or 44 noZZles. Furthermore, 
the shape of the ejector noZZles 19 are illustrated as an 
example only and should be understood to be only one 
embodiment of the present invention. As Will be recogniZed 
by persons skilled in the art, this embodiment can reduce the 
manufacturing costs of the present invention since the 
ejector noZZle ring 30 and the ejector noZZles 19 thereon 
may be integrally stamped from ?at sheet metal using Well 
knoWn manufacturing techniques Which costs much less 
than forming the holes directly on the outlet insert 11. As 
Will be also recogniZed, if the ejector noZZle ring 30 and the 
ejector noZZles 19 thereon are made from a metal stamping 
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as illustrated in this embodiment, the ejector noZZles 19 Will 
be formed by surfaces of the noZZle ring 30, the outlet insert 
11 and the noZZle ring receiving portion 33. As a result, the 
ejector noZZles 19 in this embodiment Will have a rectan 
gular or square cross-sectional area rather than circular 
cross-sectional area disclosed in one of the prior embodi 
ments. Of course, the noZZle ring 30 may be modi?ed such 
that it provides more of the surfaces required to form the 
ejector noZZles instead of using the surfaces of the outlet 
insert 11 and the noZZle ring receiving portion 33. In 
addition, the present invention may also be practiced by 
combining the above disclosed embodiments by providing 
an ejector noZZle ring of a greater thickness and providing 
holes Within the noZZle ring that form the ejector noZZles. 
From the foregoing, it should noW be apparent hoW the 

present invention provides an improved Wastegated turbo 
charger including a plurality of ejector noZZles designed to 
minimiZe the increase in turbine back pressure by minimiZ 
ing the disturbance of the main exhaust ?oW. Furthermore, 
it can be seen hoW the present invention provides an 
improved Wastegated turbocharger Where the bypassed 
exhaust ?oW re-enters the main exhaust ?oW passage 
through a plurality of ejector noZZles Which decreases the 
turbine back pressure. 

While various embodiments in accordance With the 
present invention have been shoWn and described, the 
present invention is not limited thereto. Various 
modi?cations, variations and additions Will noW become 
evident to persons skilled in the art. Therefore, the present 
invention is not limited to the details shoWn and described 
herein, but includes all such modi?cations, variations and 
additions that are encompassed Within the scope of the 
appended claims. 

Industrial Applicability 

The present invention Will ?nd applicability in a Wide 
range of engine applications that utiliZe Wastegated turbo 
chargers. 
What is claimed is: 
1. An exhaust gas turbocharger comprising: 
a turbine housing having a turbine chamber, an exhaust 

housing portion, and an exhaust gas inlet communicat 
ing With said turbine chamber; 

a turbine Wheel rotatably mounted in said turbine 
chamber, said turbine Wheel being rotatably responsive 
to exhaust gas ?oW from said exhaust gas inlet across 
said turbine Wheel; 

an outlet insert positioned Within said exhaust housing 
portion and extending toWard said turbine chamber 
thereby providing an exhaust gas outlet and de?ning a 
bypass chamber, an end of said outlet insert being 
spaced at a predetermined distance from said turbine 
chamber thereby forming an annular noZZle ring receiv 
ing area; 

an ejector noZZle ring disposed in said annular noZZle ring 
receiving area, said ejector noZZle ring including a 
plurality of ejector noZZles for directing exhaust ?oW 
from said bypass chamber to said exhaust gas outlet, 
each of said plurality of ejector noZZles including a 
substantially tubular passage having a Width dimension 
Which is substantially equal to a height dimension; 

a bypass ?oW passage ?uidly connecting said exhaust gas 
inlet With said bypass chamber; and 

a valve positioned to control How through said bypass 
?oW path. 
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2. An exhaust gas turbocharger of claim 1, wherein said 
plurality of ejector nozzles directs said exhaust ?oW from 
said bypass chamber at a predetermined pitch angle toWard 
the center line of said exhaust gas outlet and at a predeter 
rnined yaW angle tangential to said exhaust gas outlet. 

3. An exhaust gas turbocharger of claim 2, Wherein said 
predetermined pitch angle is betWeen 5 and 30 degrees. 

4. An exhaust gas turbocharger of claim 3, Wherein said 
predetermined pitch angle is substantially 17 degrees. 

5. An exhaust gas turbocharger of claim 2, Wherein said 
predetermined yaW angle is betWeen 5 and 30 degrees. 

6. An exhaust gas turbocharger of claim 5, Wherein said 
predetermined yaW angle is substantially 17 degrees. 
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7. An exhaust gas turbocharger of claim 2, Wherein said 

ejector noZZle ring includes at least six ejector noZZles 
circurnferentially positioned around said ejector noZZle ring. 

8. An exhaust gas turbocharger of claim 7, Wherein said 
ejector noZZle ring includes one of thirty-four, thirty-seven 
and forty-four passages circurnferentially positioned around 
said ejector noZZle ring. 

9. An exhaust gas turbocharger of claim 2, Wherein said 
ejector noZZle ring is formed from a metal stamping. 


