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ODOR/AIR PURIFIER MOUNTABLE UNDER 
A KITCHEN CABINET 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

The present invention relates to an air puri?er. More 
particularly, the present invention relates to an air puri?ca 
tion device removably mountable under a kitchen cabinet or 
similar surface and having an ejectable ?lter mechanism for 
easy removal of the ?lter; and control circuitry to indicate 
variable bloWer speed. 

2. Description of the Prior Art 

Air puri?ers are Well knoWn. Generally they include, 
Within a housing, a motor that turns a bloWer that either 
draWs or forces air through some ?ltration material, and may 
redirect the How of air about the room. 

HoWever, it is usually the case that due to the construction 
of these devices, the ?ltration material is either inaccessible 
or dif?cult to access, requiring the user to open the housing 
to replace the ?lter, or to very deliberately WithdraW the ?lter 
from Within the housing. 

The present invention overcomes the disadvantages of 
knoWn air ?lters by providing an air puri?cation unit With a 
simple, push button access to the ?lter, substantially ejecting 
the ?lter from it’s housing. 

In addition, knoWn air puri?ers are designed to be placed 
in a variety of locations, including free standing ?oor units, 
ceiling mounted, or Wall receptacle mounted designs. 
Commonly, such units are mounted above a recessed ceiling. 
Consequently, the prior art air puri?ers either require diffi 
cult and inaccessible permanent ceiling mounting, or space 
consuming placement on the ?oor, table or Wall. The present 
invention overcomes the disadvantages discussed above by 
providing an air puri?er With a mounting system that not 
only alloWs the unit to be placed under a cabinet, or any like 
?at surface, but also to be easily removed and/or replaced, 
Without having to dismantle the unit’s mounting. 

Furthermore, the knoWn air puri?ers do not provide a 
visual speed indicator to alloW the user to monitor bloWer 
speed. The present invention overcomes this disadvantage 
by providing an LED motor speed indicator and accompa 
nying circuit to permit the user to monitor motor speed. 

SUMMARY OF THE INVENTION 

An air puri?er Which is removably mountable under a 
cabinet, or like surface, Which employs an ejectable 
cartridge-type ?lter and Which provides visual indication of 
the bloWer speed, constructed according to the present 
invention comprises a housing, including a housing base and 
a housing top cover. The housing encloses a motor, mounted 
on a bloWer frame Which is axially connected to a circular 
bloWer. The bloWer draWs air, vertically, through an air 
intake opening in the base, a cartridge-type ?lter, the motor 
frame, and discharges the puri?ed air in a horiZontal direc 
tion through an air exhaust opening in the housing top cover. 
The housing top cover is removably secured to a mounting 
bracket Which may be positioned on a bottom surface of a 
cabinet. The mounting bracket lockingly engages along the 
outer edges of the housing top cover and includes a releas 
able mounting latch to unlock the mounting mechanism. In 
the preferred embodiment the ?lter can be ejected, through 
a ?lter door in the housing top cover, for removal and 
replacement. In order to eject the ?lter, the air puri?er 
includes a ?lter ejection assembly, Which is selectively 
operated by a push button sWitch located on the exterior of 
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2 
the housing. A motor speed indicator circuit provides a 
visual indication, via a plaurality of LED’s, of the speed of 
the motor driven bloWer. 

These and other advantages of the invention Will be 
further understood and appreciated by those skilled in the art 
by reference to the folloWing Written description, claims and 
appended draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a top perspective vieW of the air puri?er of the 
present invention including a vieW of the mounting bracket. 

FIG. 2 is an exploded perspective vieW of the air puri?er 
of the present invention. 

FIG. 3 is a schematic representation of the printed circuit 
board of the present invention. 

FIG. 4 is a schematic representation of the electrical 
control circuitry employed in the present invention. 

FIG. 5 is a rear elevational vieW of the ?lter door of the 
present invention, including a vieW of the door opening 
latch. 

FIG. 6 is a bottom perspective vieW of the bloWer frame 
including a vieW of ejector button mounting plate and 
ejector spring tabs. 

FIG. 7 is a front vieW of the mounting bracket, including 
the ?rst and second cooperative coupling mechanisms. 

FIG. 8 is a front cross sectional vieW of the air puri?er, 
including ?rst and second mounting slots. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

Referring to FIG. 1, the present invention comprises an air 
puri?er 10 having a housing 12 secured to a mounting 
bracket assembly 14. 

Referring to FIG. 2, housing 12 is comprised of housing 
top cover 16 and a housing base 18. Housing 12 is dimen 
sioned to enclose an air intake grill 20, cartridge ?lter 22, 
bloWer frame 26; including mounted thereto a fan blade 28 
and motor 24; motor control circuitry shoWn in FIG. 4; ?lter 
ejection mechanism; control panel 32, Which houses printed 
circuit board 34, and motor speed indicating circuitry 36. 

Housing base 18 includes an air intake grill 20 Which 
comprises an air intake opening 38. BloWer frame 26 
includes at least tWo doWnWardly extending vertical Wall 
sections, de?ning a motor mounting space 40. A cartridge 
receiving space 42 is provided betWeen the bloWer frame 26 
and housing base 18 for housing the cartridge ?lter 22. 
Motor 24 is mounted to the bloWer frame 26 and is con 
nected to the fan blade 28 via a motor shaft extending axially 
through an opening in bloWer frame 26. The fan blade 28 is 
preferably a squirrel cage type of bloWer arrangement. 

Housing top cover 16 includes a series of horiZontal slots 
in a sideWall thereof forming an air exhaust opening 44 and 
is securable to housing base 18 through a plurality of 
mounting holes 45 in motor frame 26. BloWer frame 26 
includes an upWardly extending vertical Wall Which de?nes 
an air directing structure dimensioned to substantially sur 
round fan blade 28, except for a portion adjacent to and 
cooperating With the exhaust opening 44, thereby forming 
an air duct for directing puri?ed air therethrough. Housing 
top cover 16 also includes a ?rst mounting slot 45 and a 
second mounting slot 47, described beloW, for mounting 
housing 12 to the mounting bracket 60. 

First mounting slot 41 is de?ned by a horiZontal slot, 
located directly above exhaust opening 44, dimensioned to 
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receive a ?rst mounting tab Which extends downwardly from 
a bottom surface of the mounting bracket 60, as described 
beloW. Second mounting slot 43 is de?ned by a horizontal 
slot in housing top cover 16, opposite exhaust opening 44. 
Second mounting slot 43 also has at least one vertical slot 
portion, as shoWn in FIG. 7, extending doWnWard from the 
horiZontal slot portion. Second mounting slot 43 is dimen 
sioned to receive a second mounting tab 65 Which extends 
doWnWardly from a bottom surface of the mounting bracket 
60, the second mounting tab 65 being slideable relative to 
the bracket for releaseably gripping the air puri?er. 

Filter 22 is preferably a cartridge-type ?lter, including 
?lter elements Which are capable of removing both smoke 
particles and odor from the air. Since the air puri?er is 
particularly suited for placement under a kitchen cabinet, it 
is bene?cial to use a ?lter assembly Which includes odor 
removing media to absorb kitchen odors. In order to acco 
madate the ?lter, the housing top cover 16 includes a 
receiving space opening 46 and a door 48, both dimensioned 
to permit the ?lter 22 to be inserted into a cartridge receiving 
space 42. The ?lter cartridge is positioned Within the receiv 
ing space such that substantially all the air draWn into the air 
puri?er 10 passes through the ?lter 22 before being 
exhausted. The ?lter 22 is selectively positioned Within, and 
ejected or removable from the ?lter receiving space 42 by a 
?lter ejection mechanism Which is described beloW. 
As illustrated in FIGS. 2 and 5, the ?lter ejection mecha 

nism comprises a spring loaded ejector latch 50 and door 
opening latch 52, cooperatively coupled to an ejector button 
54 positioned on an outer surface of the housing 12. Door 
opening latch 52 is comprised of a shalloW U-shaped 
extension as shoWn in FIG. 5, integrally formed in the top 
edge of door 48. Door opening latch 52 engages a bottom 
edge of ejector button 54 through a notch 53 formed directly 
anterior to the ejector button 54, and immediately above the 
receiving space opening 46, in the front face of housing top 
cover 16. Ejector button 54 is mounted on an ejector button 
mounting plate 49, the ejector button mounting plate 49 
being secured to the bloWer frame 26 by conventional 
means. Ejector button 54 is biased against the underside of 
housing top cover 16 by ejector button springs 51 Which are 
placed betWeen the ejector button 54 and the ejector button 
mounting plate 49. Ejector latch 50 comprises a generally 
L-shaped, spring loaded, bracket that cooperatively engages 
the ?lter 22. Ejector latch 50 is slidably mounted on the 
underside of the bloWer frame 26 by tWo fasteners, such as 
screWs. Ejector latch springs 57 are mounted on ejector 
spring tabs 55 on both the underside of the bloWer frame 26, 
as in FIG. 6 and on the ejector latch 50 as in FIG. 2. 

In operation, ?lter 22 is inserted into receiving space 
opening 46 and pushed against the ejector latch 50 until the 
?lter 22 lies completely Within the housing 12. In this 
position the ?lter 22 also depresses a micro sWitch 78, the 
operation of Which Will be described beloW. Filter 22 is 
secured Within the housing 12 by closing door 48 Which 
engages the door opening latch 52 With ejector button 54. 
Upon pressing the ejector button 54, the bottom portion of 
the ejector button 54 disengages from the door opening latch 
52, door 48 opens, and cartridge ?lter 22 is ejected, such that 
a portion of the cartridge ?lter 22 extends beyond receiving 
space opening 46 to facilitate grasping the cartridge ?lter 22 
for removal and replacement. 

In operation, air is draWn into the air puri?er unit 10, by 
bloWer 28, through the air intake opening 38 formed on a 
bottom surface of the housing 12. The air is pulled through 
cartridge ?lter 22 and bloWer frame 26, and exhausted out 
the air exhaust opening 44 formed in an upper side surface 
of the housing beloW the surface to Which the unit is 
mounted. 
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4 
The air puri?er 10 of the present invention is particularly 

designed for mounting underneath kitchen cabinets, betWeen 
cabinets, or the like. To mount the unit to these types of 
surfaces the air puri?er 10 includes a mounting bracket 60, 
mountable to a bottom surface of a cabinet or a like surface. 

The mounting bracket 60 includes a ?rst cooperative 
coupling mechanism 64 and a second cooperative coupling 
mechanism 66, for removably mounting the air puri?er 10 to 
a substantially ?at surface. 
The ?rst cooperative coupling mechanism 64 includes at 

least tWo Walls extending vertically from the surface of the 
mounting bracket 60, and at least tWo integrally formed tabs 
extending horiZontally inWard from the top of said Walls, 
thereby de?ning a guided slot 68. First cooperative coupling 
mechanism 64 also includes locking spring posts 73, integral 
to the surface of the ?rst cooperative coupling mechanism 
64. The ?rst cooperative coupling mechanism 64 is dimen 
sioned to receive the second cooperative coupling mecha 
nism 66. 
The ?rst and second cooperative coupling mechanisms 

64,66 also include integral mounting tabs 63,65, as shoWn in 
FIG. 7, Which are generally L-shaped, each having a vertical 
Wall portion extending doWnWard toWards the housing top 
cover 16, and a horiZontal tab portion, extending horiZon 
tally inWard such that mounting tabs 63, 65 engage mount 
ing slots 41, 43, shoWn in FIG. 8, in housing top cover 16. 
As shoWn in FIG. 7, second cooperative coupling mecha 

nism 66 also includes at least one additional triangular 
shaped extension Which extends vertically doWnWard from 
the horiZontal tab portion and is dimensioned to ?t Within a 
corresponding portion of the second mounting slot 62 in 
housing top cover 16. This triangular tab ensures that the 
mounting bracket 60 is properly aligned atop housing 12. 

Second cooperative coupling mechanism 66, as illustrated 
in FIG. 2, further includes a releasable lock mechanism 70 
having a locking spring 72, a releasable mounting latch 74, 
a mounting latch locking pin 77 and a mounting latch 
engagement slot 76. Second cooperative coupling mecha 
nism 66 is secured Within the guided slot 68 of the mounting 
bracket 60, by locking spring 72, Which engages locking 
spring posts 73 in both the ?rst and second cooperative 
coupling mechanisms 64,66 and pulls the second coopera 
tive coupling mechanism 66 Within the guided slot 68 
against the ?rst cooperative coupling mechanism 64. Lock 
ing spring 72 limits the distance the second cooperative 
coupling mechanism 66 may WithdraW from the ?rst coop 
erative coupling mechanism 64 to just enough to alloW the 
mounting tabs 63, 65 to engage ?rst and second mounting 
slots 41, 43 in housing top cover 16. Mounting latch 74 is 
pivotally mounted to a mounting post 75, the mounting post 
75 being integrally attached to the bottom surface of the 
second mounting bracket 62. Mounting latch locking pin 77 
is de?ned by an L-shaped extension of the second mounting 
bracket 62 Which extends over the mounting latch 74 When 
the mounting latch 74 is in its most counterclockWise 
position. A protrusion on the underside of the extension 
cooperates With a corresponding indent in the mounting 
latch 74 and locks the air puri?er to the bracket. 
The entire air puri?er 10 may be easily dismounted from 

the mounting bracket 60 and removed from its mounting 
position by simply pivoting mounting latch 74 in a clock 
Wise direction, about mounting post 75. ClockWise rotation 
of mounting latch 74 disengages the mounting latch 74 from 
mounting latch engagement slot 76, alloWing the user to 
slide the second cooperative coupling mechanism 66 far 
enough out of guided slot 68 to disengage mounting tabs 63, 
65 from mounting slots 41, 43. 
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Housing top cover 16 also includes thereon a control knob 
56 Which alloWs the user to control the speed of the motor 
24, and thereby, the fan blade 28 through a control circuit, 
described beloW. A control panel 32, is also mounted to the 
housing top cover 16. The control panel 32 includes, 
mounted thereon, a printed circuit board 34, Which contains 
motor speed indicating circuitry 36. 

Referring to FIG. 4, the electrical control circuit includes 
a micro sWitch 78; control sWitch 58; control knob 56 and a 
motor 24. Micro sWitch 78 is provided in series betWeen the 
hot side of an AC source and the control sWitch 58. Physi 
cally located Within the cartridge receiving space 42, the 
micro sWitch 78 acts as a cutoff sWitch in the normally open 
position. Insertion of the ?lter 22 into the cartridge receiving 
space 42 causes the ?lter 22 to depress the microsWitch 78, 
close the sWitch and apply the AC source to the control 
circuit. Control sWitch 58 is selectively controlled by control 
knob 56 and includes three output terminals connected to the 
LO, MED and HI motor Winding taps, respectively. Motor 
24 is also coupled to the neutral side of the AC source. When 
micro sWitch 78 is closed, the AC source is applied across 
the LO, MED or HI Windings of motor 24. Each output 
terminal of the control sWitch 58 is also connected to the 
input of the printed circuit board 34 Which Will be described 
in greater detail beloW. Three of the four printed circuit 
board output terminals are directly coupled to the LO, MED 
and HI motor Windings. The fourth output terminal of the 
printed circuit board 34 is coupled directly to the neutral side 
of the AC source. 

Referring to FIG. 3, a schematic of the motor speed 
indicating circuitry 36 is illustrated. More speci?cally, three 
LEDs are used to indicate the speed of bloWer 24. In 
operation, When the control sWitch 58 is in the LO position, 
LED D2 illuminates. When control sWitch 58 is in the MED 
position, LEDs D2 and D3 illuminate. When the control 
sWitch 58 is in the HI position, LEDs D2, D3, and D4 
illuminate. LEDs D2, D3 and D4 are combined in series, 
respectively, With resistors R1, R2, and R3. The series 
combination of D3 and R2 and of D4 and R3, respectively 
are in parallel With respect to each other and collectively in 
series With diode D1, the anode of each LED being con 
nected to the cathode of diode D1. Diode D1 is also coupled 
directly to the AC Neutral. The series combination of LED 
D2 and resistor R1 is in series With diode D6 betWeen the HI 
position of control sWitch 58 and the LO motor Winding, 
Which is also directly coupled to the LO position of control 
sWitch 58. 

Resistor R2 is also coupled to the collector of transistor 
Q1. The collectors of Q1 and Q2 are coupled through Diode 
D5. Resistor R4 is in series With the base of transistor Q1 
and the motor MED Winding. Resistor R7 is connected in 
parallel With resistor R4, betWeen the emitter of transistor 
Q1 and the motor MED Winding. 

Transistor O2 is connected With its collector coupled to 
resistor R3 and its emitter coupled to resistor R8. Resistor 
R5 is connected betWeen the base of transistor Q2 and the 
motor HI Winding, in parallel With resistor R8. Resistor R8 
is connected betWeen the emitter of Q2 and the motor HI 
Winding. The emitter of transistor O2 is also coupled directly 
to the control sWitch 58 HI position. 

In order to illuminate the LEDs for visual indication of 
bloWer speed, When control sWitch 58 is in the loW position, 
current ?oWs from the hot side of the AC poWer line input 
through the series combination of resistor R1 and LED D2, 
and through diode D6 during the negative half cycle of AC 
input poWer. The hot or energiZed lead of the AC line is also 
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6 
applied to the motor Winding at motor LO, causing the motor 
24 to run at loW speed. Voltage is also present at motor MED 
and at motor HI. HoWever, since control sWitch connections 
MED and HI are open in this position, there is insuf?cient 
potential voltage difference betWeen the base and emitter of 
transistors Q2 and Q3, respectively, to turn them on. There 
fore LEDs D3 and diode D4 remain off. Thus, a single 
illuminated LED indicates that the motor 24 is operating at 
loW speed. 
When the control sWitch 58 is in the MED position, the 

Hot side of the AC line is supplied through resistor R7 to the 
motor Winding at MOTOR MED, causing the motor to run 
at medium speed. During the negative half cycle of input 
poWer, a sufficient potential difference develops across the 
base emitter junction of transistor O1 to cause O1 to turn on. 
Thus current ?oWs through the series combination of resistor 
R2, and LED D3 to the neutral lead through diode D1, 
thereby illuminating diode D3. In addition, current ?oWs 
through motor Winding motor MED to the motor LO 
Winding, thereby providing a path for current ?oW through 
resistor R1 and illuminating LED D2. Thus both LED D2 
and LED D3 are illuminated When control sWitch 58 is in the 
MED position to visually indicate that the motor 24 is 
operating at medium speed. Similar to the situation in Which 
the sWitch Was in the LO position, the connection HI is open 
and there is insufficient potential voltage difference betWeen 
the base and emitter of transistor O3 to turn it on. Therefore 
LED D4 remains off. 

When the control sWitch 58 is in the HI position the hot 
side of the AC line is supplied through resistor R8, at the 
emitter of transistor O3, to the motor Winding at motor HI 
causing the motor to run at high speed. During the negative 
half cycle of the input poWer a suf?cient potential difference 
develops across the base emitter junction of transistor O3 to 
cause the transistor to turn on. The collector of transistor O3 
is connected to the series combination of resistor R3 and 
LED D4. Turning on transistor Q3 causes current to How 
through resistor R3, and LED D4 to the neutral lead through 
diode D1, thereby illuminating LED D4. Also, current ?oWs 
from the collector of Q20, through Diode D5, R2 and LED 
D3, thereby illuminating LED D3. In addition, current ?oWs 
through motor Winding motor HI to motor LO, thereby 
providing a path for current ?oW through resistor R1 and 
illuminating LED D2. Thus, LEDs D2, D3 and D4 are 
illuminated When the control sWitch 58 is in the HI position 
providing a visual indication that the motor 24 is operating 
at high speed. 
The LED motor speed indicator circuit 36 of the present 

invention is directly, electrically, linked to the Winding taps 
of the motor 24 and does not rely upon sensing devices or 
the like to visually indicate motor speed. This particular 
design provides accurate motor speed indication With mini 
mum electrical components to provide a cost effective unit. 

Although the illustrative embodiments of the present 
invention have been described herein With reference to the 
accompanying draWings, it is to be understood that the 
invention is not limited to those precise embodiments, and 
that various other changes and modi?cations may be 
effected therein by one skilled in the art Without departing 
from the scope and spirit of the invention. 
What is claimed is: 
1. An air puri?er comprising: 
a housing having an air intake and an air eXhaust opening; 
a bloWer assembly including a fan blade connected to a 

motor positioned Within the housing for draWing air 
into the housing through the intake opening and 
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exhausting air out of the housing through the air includes a door selectively enclosing the ?lter receiving 
exhaust opening: space opening. 

a ?lter positioned Within the housing such that air draWn 10~ ah Putiher eothhrisihg _ _ 
into the housing passes through the ?lter before being a houslhg havlhg ah ah lhtake ahd ah ah exhaust opehlhg; 
exhausted Out of the housing; and 5 a bloWer assembly including a fan blade connected to a 

motor positioned Within the housing for draWing air 
into the housing through the intake opening and 
exhausting air out of the housing through the air 
exhaust opening; 

a mounting bracket attachable to a horiZontal surface and 
including ?rst and second cooperative coupling mecha 
nisms for removably mounting the air puri?er to the 
bracket, Wherein the ?rst and second cooperative cou- _ _ _ _ _ _ 

pling mechanisms are engaged With the housing by 10 a ?lter positioned Within the housing such that air draWn 
moving the Second Cooperative eouphhg mechanism into the housing passes through the ?lter before being 
relative to the ?rst cooperative coupling mechanism to exhausted; 
releasably engage corresponding mounting portions on the hohsihg ihehldihg a hlter reeeivihg Space for remov 
the housing ably receiving the ?lter Wherein said ?lter receiving 

2. An air puri?er as de?ned in claim 1, Wherein the ?rst 15 Space ihehldes ah Opehihg through the hohsihg for 
cooperative coupling mechanism includes a guided slot removably reeeivihg the hlter ahd the hohsihg hlrther 
dimensioned for receiving the second cooperative coupling ihehldes a hoot Selectively ehelosihg a hlter reeeivihg 
mechanism therein. Space Opehlhg; and 

3. An air puri?er as de?ned in claim 1, Wherein the second a ?lter ejeCti0n mechanism Comprises a spring loaded 
cooperative coupling mechanism further includes a releas- 2O ejector latCh and door opening latCh cooperatively 
able lock mechanism for securing the second cooperative Coupled to an ejeCtor button positioned on an outer 
coupling mechanism Within the guided slot of the ?rst surface of the housing such that upon pressing the 
cooperative coupling mechanism, ejector button the door opens and the ?lter is ejected so 

4, An air puri?er as de?ned in claiin 3, wherein the thataportion of the ?lter extends beyond the receiving 
releasable lock mechanism comprises a releasable mounting 25 space opening to facilitate grasping the ?lter for 
latch Within the second cooperative coupling mechanism replacement 
Which cooperates With a mounting latch engagement slot in 11- An air puri?er comprising: 
the ?rst cooperative coupling mechanism. a housing having an air intake and an air exhaust opening; 
5 Ah ah Phriher as dehhed in Claim 1, further including a bloWer assembly including a fan blade connected to a 

a motor speed indicator circuit for use With a motor having 30 inotor positioned Within the housing for drawing air 
at least tWo Winding taps, the motor speed indicator circuit into the housing through the intake Opening and 
eothprisihg? exhausting air out of the housing through the air 

a motor control sWitch having at least a ?rst and second exhaust opening, 
position for operating the motor at a ?rst loW speed and a ?lter positioned Within the housing such that air draWn 
a second higher speed, respectively; and 35 into the housing passes through the ?lter before being 

at least tWo motor speed indicators electrically coupled to eXhallsted; the housing including a ?lter reCeiVing 
the at least two Winding taps, respectively, and the space for removably receiving the ?lter and a ?lter 
motor control operating switch, wherein the rnoter ejection mechanism for ejecting the ?lter cartridge 
speed indicators are activated in response to feedback 40 frOrn Within the reCeiVing spaCe of the housing, and 
current ?oWing through the motor Windings. a motor speed indicator circuit for use With a motor 

6. An air puri?er comprising: having at least tWo Winding taps, the motor speed 
a housing having an air intake and an air exhaust opening; indicator ehehit eethprisihgi 
a blower assembly including a fan blade COhheeted t0 a a motor control switch having at least a ?rst and second 

motor positioned Within the housing for draWing air 45 position for Operating the motor at _a ?rst low speed 
into the housing through the intake opening and and a Second hlgher Speed> respectlvely; and 
exhausting air out of the housing through the air at least tWo motor speed indicators electrically coupled 
eXhaust Opening and to the at least tWo Winding taps, respectively, and the 

a ?lter provided in the form of a ?lter cartridge positioned motodr .codhtrol operatmgswltgh: Wherem the nflotgr 
Within the housing such that air draWn into the housing 50 Zpei m lcatgrs ate a?nvati tin response. t3. ee _ 
passes through the ?lter before being exhausted; the ac Current OWmg t mug t 6 motor Wm lugs’ 
housing including a ?lter receiving space for remov- 12' an putl?er cotnhnsmgi _ _ 
ably receiving the ?lter Cartridge and a ?lter ejection a housing having an air intake and an an exhaust opening; 
mechanism for ejecting the ?lter cartridge from Within a blower assembly ihehldihg a fah blade eohheeted to a 
the receiving Space of the housing 55 motor positioned Within the housing for draWing air 

7. An air puri?er as de?ned in claim 6, Wherein the ?lter ihto the hohsihg through ah ihtake Opehihg ahd 
cartridge includes a frame there around to form a ?lter exhahstihg ah out of a hohsihg through the ah exhaust 
cartridge dimensioned to ?t Within the ?lter receiving space Opehlhg; 
and to cooperate with the ?lter ejection mechanism, a ?lter positioned Within the housing such that air draWn 

8. An air puri?er as de?ned in claim 6, Wherein the ?lter 6O intO the housing passes through the ?lter before being 
ejection mechanism comprises a spring loaded ejector latch eXhallSted; the housing including a ?lter reCeiVing 
mounted Within the ?lter receiving space and cooperatively space for removably reCeiVing the ?lter and a ?lter 
coupled to an ejector button positioned on an outer surface ejection mechanism for ejeCting the ?lter Cartridge 
of the housing. from Within the receiving space of the housing; 

9. An air puri?er as de?ned in claim 6, Wherein the ?lter 65 a motor speed control sWitch having at least a ?rst and 
receiving space includes an opening through the housing for second position for operating the motor at a ?rst loW 
removably receiving the ?lter and the housing further speed and a second higher speed, respectively; and 
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a motor speed indicating circuit wherein at least tWo 
motor speed indicators indicate the speed of the motor, 
the motor including at least tWo Winding taps thereon, 
the motor speed indicators being electrically coupled to 
the at least tWo Winding taps, respectively, and the 
motor control operating sWitch, Wherein the motor 
speed indicators are activated in response to feedback 
current ?oWing through the motor Windings. 

13. An air puri?er, as de?ned in claim 10, further includ 
ing a microsWitch, the microsWitch being mounted Within 
the housing such that insertion of the ?lter into the housing 
depresses the microsWitch, so that electrical current is sup 
plied to the motor speed control sWitch. 

14. An air puri?er, as de?ned in claim 10, Wherein the 
motor speed indicator circuit associated With the ?rst loW 
speed is directly electrically coupled to an input current 
through the motor control sWitch in the ?rst position. 

15. An air puri?er, as de?ned in claim 10, Wherein the 
feedback current turns on a transistor device to activate the 
motor speed indicators When the control sWitch is in the 
second position. 

16. An air puri?er, as de?ned in claim 10, Wherein the 
motor speed indicators comprise light emitting diodes. 

17. An air puri?er, as de?ned in claim 10, Wherein the 
feedback current turns on the transistor device directly 
electrically coupled to the second position of the control 
sWitch and activates the motor speed indicator directly 
electrically coupled to that transistor and Wherein the feed 
back current also ?oWs through the Winding directly elec 
trically coupled to the ?rst control sWitch position and 
activates the motor speed indicator directly electrically 
coupled to the ?rst control sWitch position. 

10 
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18. A motor speed indicator circuit for use With a motor 

having at least tWo Winding taps, comprising: 
a motor control sWitch having at least a ?rst and second 

position for operating the motor at a ?rst loW speed and 
a second higher speed, respectively; and 

at least tWo motor speed indicators that are directly 
electrically coupled to the at least tWo Winding taps, 
respectively, and the motor control operating sWitch, 
Wherein the motor speed indicators are activated in 
response to a feedback current ?oWing through the 
motor Windings, said at least tWo motor speed indica 
tors including a light emitting diode connected in series 
With a resistor to sense current ?oW. 

19. Amotor speed indicator circuit as de?ned in claim 18, 
Wherein the motor speed indicator associated With the ?rst 
loW speed is directly electrically coupled to an input current 
through the motor control sWitch in the ?rst position. 

20. Amotor speed indicator circuit as de?ned in claim 18, 
Wherein the feedback current turns on a transistor device to 
activate the motor speed indicators When the control sWitch 
is in the second position. 

21. Amotor speed indicator circuit as de?ned in claim 19, 
Wherein the feedback current turns on the transistor device 
directly electrically coupled to the second position of the 
control sWitch and activates the motor speed indicator 
directly electrically coupled to that transistor and Wherein 
the feedback current also ?oWs through the Winding directly 
electrically coupled to the ?rst control sWitch position and 
activates the motor speed indicator directly electrically 
coupled to the ?rst control sWitch position. 


