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APPARATUS AND METHOD FOR 
GENERATING A PULSE SIGNAL 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

The present invention relates to a signal generation cir 
cuit. More speci?cally, a circuit for generating a pulse signal 
in response to an input signal. 

2. Background 
Self-timed circuits require a mechanism for internally 

generating a pulse signal. Often, stringent timings speci? 
cations are required by the self-timed circuits. The required 
pulse may have a speci?c active pulse Width as Well as a 
speci?c inactive pulse Width. 

Conventional pulse generation circuits, such as a one-shot 
circuit, cannot guarantee a speci?c pulse Width. A typical 
one-shot circuit receives an external clock signal and gen 
erates an output pulse of a ?xed Width provided that the 
input signal pulse Width is greater than the required output 
pulse Width. HoWever, if the input pulse Width is less than 
the required output pulse Width, then the output pulse Width 
Will be equal to the input pulse Width. Clock signal varia 
tions may be caused by a variety of factors external to the 
one-shot circuit itself. When utiliZing this type of one-shot 
circuit, designers must consider potential variations in the 
external clock signal and design the circuits receiving the 
one-shot output signal accordingly. Designing With this type 
of one-shot circuit may require the use of a larger range of 
timing signal speci?cations to alloW for variations in the 
external clock signal. 
A knoWn one-shot circuit is illustrated in FIG. 1A. An 

input line, providing a signal A, is connected to a logic AND 
gate 14 and a ?rst inverter 10. The output of inverter 10 is 
connected to a second inverter 11, having an output con 
nected to a third inverter 12. The third inverter has an output 
connected to AND gate 14. The one-shot circuit provides an 
output signal C from the AND gate. 

FIG. 1B is a timing diagram for the one-shot circuit 
illustrated in FIG. 1A. This timing diagram represents the 
situation When the pulse Width of signal Ais greater than the 
desired pulse Width of output signal C. The rising edge of 
input signal A generates the rising edge of output signal C 
after a speci?c time delay caused by the propagation delay 
through AND gate 14. Signal B is inverted and delayed from 
signal A by inverters 10, 11, and 12. The falling edge of 
signal B generates the falling edge of output signal C, after 
the propagation delay of AND gate 14. Thus, the pulse Width 
of signal C is determined by the propagation delay through 
inverters 10—12. 

FIG. 1C is another timing diagram for the one-shot circuit 
illustrated in FIG. 1A. This timing diagram represents the 
situation When the pulse Width of signal A is less than the 
delay through inverters 10—12. Thus, the pulse Width of 
signal C is determined by the duration of input pulse A, 
rather than the propagation delay through inverters 10—12. 

SUMMARY OF THE INVENTION 

The present invention provides a circuit for generating a 
pulse signal in response to a rising edge of an input signal. 
The pulse signal has a pulse Width determined by compo 
nents Within the circuit itself and does not rely on a falling 
edge of an external signal to determine the pulse Width. 
Thus, variations in the pulse Width of the external signal do 
not alter the pulse Width generated by the inventive circuit. 
Accordingly, precise timing speci?cations can be satis?ed 
by utiliZing the present invention. 
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2 
An embodiment of the present invention includes a ?rst 

logic device to receive the input signal and generate a ?rst 
intermediate signal. A delay device is coupled to the ?rst 
logic device and receives the ?rst intermediate signal. The 
delay device generates a second intermediate signal in 
response to the ?rst intermediate signal after a period of 
time. The second intermediate signal has the same state as 
the ?rst intermediate signal. A second logic device is 
coupled to both the ?rst logic device and the delay device 
and generates a pulse signal output in response to the ?rst 
intermediate signal. 

Another feature of the present invention provides several 
delay elements coupled together in a series relationship. 
Each delay element provides a particular propagation delay. 
Another aspect of the invention provides a programmable 
delay device for providing several possible propagation 
delays. 

Another feature of the present invention provides a sec 
ond delay device coupled to the ?rst and second logic 
devices. The ?rst delay device determines the pulse Width of 
the output pulse and the second delay device determines the 
time required for the input pulse to be inactive, thereby 
resetting the circuit for another pulse. The second delay 
device alloWs the circuit to ignore any “glitches” on the 
input and ?lter any “noise.” 

BRIEF DESCRIPTION OF THE DRAWINGS 

The present invention is illustrated by Way of example in 
the folloWing draWings in Which like references indicate 
similar elements. The folloWing draWings disclose various 
embodiments of the present invention for purposes of illus 
tration only and are not intended to limit the scope of the 
invention. 

FIG. 1A is a schematic diagram of a prior art one-shot 
circuit. 

FIG. 1B and 1C are a timing diagrams of the circuit shoWn 
in FIG. 1A. 

FIG. 2 is a schematic diagram of an embodiment of the 
present invention. 

FIGS. 3, 4A and 4B are timing diagrams of the circuit 
shoWn in FIG. 2. 

FIG. 5 is a detailed schematic diagram of the embodiment 
illustrated in FIG. 2. 

FIG. 6 is a detailed diagram of a ?rst type of delay device. 

FIG. 7 is a detailed diagram of a second type of delay 
device. 

FIG. 8 is a How chart illustrating operation of the present 
invention. 

DETAILED DESCRIPTION 

The folloWing detailed description sets forth numerous 
speci?c details to provide a thorough understanding of the 
present invention. HoWever, those skilled in the art Will 
appreciate that the present invention may be practiced 
Without these speci?c details. In other instances, Well knoWn 
methods, procedures, components, and circuits have not 
been described in detail so as not to obscure the present 
invention. 
The present invention is related to a circuit for generating 

a pulse signal in response to a rising edge of an input signal. 
The pulse generation circuit provides a pulse signal having 
a particular pulse Width determined by the circuit itself. This 
circuit is particularly useful With self-timed circuits requir 
ing internal pulse generation and circuits having speci?c 
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pulse timing requirements. The circuit can be incorporated 
into an integrated circuit (IC) component to control other 
circuits Within the IC. Although the present invention is 
described as used With self-timed circuits, skilled artisans 
Will appreciate that the invention can be used With any 
circuit requiring a pulse signal. In particular, circuits requir 
ing a pulse signal having a speci?c pulse Width. 

FIG. 2 is a schematic diagram of an embodiment of the 
present invention. An external signal IN is received by an 
input line 40 and provided to a logic NOR gate 42. NOR gate 
42 produces an output signal SET on line 44 Which is 
coupled to a second NOR gate 46 and a delay device 48. 
NOR gates 42 and 46 are cross-coupled such that the output 
of each NOR gate is coupled to an input of the other NOR 
gate. This con?guration is commonly referred to as an SR 
latch circuit. As illustrated in FIG. 2, the output of NOR gate 
46 is coupled to the input of NOR gate 42 through circuit 
elements 58, 60, and 62. The latch circuit illustrated in FIG. 
2 is set after the propagation of signal IN through NOR gates 
42 and 46. 

Delay device 48 delays the SET signal received on line 44 
and generates an output signal D on line 50. Signal D has the 
same state as signal SET, but shifted in time by the propa 
gation delay of device 48. 

Output line 50 is coupled to a NAND gate 52 having an 
output line 54 coupled to NOR gate 46. NAND gate 52 also 
receives a RESET signal and generates an output signal R on 
line 54. NOR gate 46 generates an output signal PULSE 
OUT on line 56 for use by a circuit requiring a pulse signal. 

Line 56 is also coupled to an inverter 58 having an output 
coupled to a second delay device 60. The output of delay 
device 60 is coupled to a NOR gate 62 having an output 
coupled to NOR gate 42. Delay devices 48 and 60 may be 
constructed using a variety of circuit elements to provide a 
speci?c propagation delay through the device. 

The active-loW RESET signal connected to NAND gate 
52 provides a poWer-on reset of the pulse generation circuit. 
HoWever, the use of NAND gate 52 is not required for 
proper operation of the circuit in FIG. 2. If a poWer-on reset 
signal is not necessary for a particular application, NAND 
gate 52 may be replaced With an inverter to provide the 
proper signal to NOR gate 46. An inverter may be located 
outside delay device 48 and connected in the same manner 
as NAND gate 52 being replaced. Alternatively, the inverter 
may be located Within delay device 48 such that the output 
of delay device 48 is coupled directly to NOR gate 46. 

Those skilled in the art Will appreciate that different logic 
devices may be utiliZed to practice the present invention. 
The inventive pulse generation circuit is not limited to the 
NOR gates and other logic devices illustrated in FIG. 2. In 
an alternate embodiment of the present invention, a memory 
cell may replace the latch circuit shoWn in FIG. 2. This 
embodiment requires additional circuitry to properly control 
the operation of the memory cell. 

FIG. 3 is a timing diagram of the circuit shoWn in FIG. 2. 
The input signal provided on line 40 has a suf?cient pulse 
Width to set the latch circuit created by NOR gates 42 and 
46. As a result, the latch circuit remains set until the SET 
signal propagates through delay device 48, NAND gate 52, 
and NOR gate 46. As shoWn in FIG. 3, the rising edge of 
signal IN on line 40 causes the SET signal to fall after the 
propagation delay through NOR gate 42. Signal D repre 
sents the delayed SET signal, and signal R on line 54 
represents the output from NAN D gate 52. The PULSE OUT 
signal responds to the falling edge of the SET signal after the 
propagation delay provided by NOR gate 46. 
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4 
Delay device 48 may be constructed from a variety of 

different electrical components. For eXample, a series of 
inverters may be provided to generate a speci?c propagation 
delay. The circuit illustrated in FIG. 2 Would require an even 
number of inverters in delay device 48 to maintain the same 
state on line 44 and line 50. Other types of gates and devices 
may be used to provide a propagation delay in device 48. 
Additional details regarding speci?c delay circuits are pro 
vided beloW. 

FIGS. 4A and 4B are timing diagrams illustrating the 
operation of the pulse generation circuit shoWn in FIG. 2. 
Referring to FIG. 4A, the rising edge of input signal IN 
generates a rising edge on the PULSE OUT signal after a 
propagation delay through NOR gates 42 and 46. An input 
signal having a speci?c minimum pulse Width Will latch the 
circuit shoWn in FIG. 2. Once the latch circuit is set, the 
PULSE OUT signal provided on line 56 Will remain active 
until the latch circuit is reset. The latch circuit cannot be 
reset until the SET signal has propagated through delay 
device 48, NAND gate 52, and NOR gate 46. Therefore, the 
active pulse Width of PULSE OUT is determined by the 
knoWn propagation delay through device 48, NAND gate 
52, and NOR gate 46. Since the propagation delay through 
these devices is knoWn, the active pulse Width can be 
adjusted by varying the delay through device 48. 
As illustrated in FIG. 4A, the falling edge of signal IN 

does not alter the PULSE OUT signal. Similarly, a second 
rising edge on signal IN Will not change the PULSE OUT 
signal until the latch circuit is reset. 

FIG. 4A illustrates a minimum inactive pulse Width after 
the falling edge of PULSE OUT. This inactive pulse Width 
is produced by delay device 60 Which ensures that the 
PULSE OUT signal Will remain loW during the propagation 
delay of inverter 58, delay device 60, and NOR gate 62. 
Thus, the latch circuit is not fully reset until the falling edge 
of the PULSE OUT signal arrives at NOR gate 42. At that 
point, PULSE OUT remains loW until the neXt rising edge of 
signal IN is received by NOR gate 42. In a preferred 
implementation of the invention, the latch circuit is reset 
shortly before a rising edge on signal IN arrives at NOR gate 
42. 

Referring the FIG. 4B, operation of the circuit utiliZing 
the RESET signal is illustrated. The RESET signal is 
active-loW, and functions to reset the latch circuit regardless 
of the current state of the PULSE OUT signal. The RESET 
signal is useful during initialiZation of the circuit to ensure 
that the latch circuit is reset to a knoWn state. The falling 
edge of the RESET signal forces signal PULSE OUT to an 
inactive state after propagating through NAND gate 52 and 
NOR gate 46. As mentioned above, NAND gate 52 and the 
associated RESET signal are not required for proper opera 
tion of the invention. 

In summary, the active pulse Width of PULSE OUT is 
determined by delay device 48, While the minimum inactive 
pulse Width of PULSE OUT is determined by delay device 
60. Delay device 60 also alloWs the circuit to ignore any 
“glitches” in the input signal, thereby ?ltering out “noise” in 
the input signal. Since tWo different delay devices are 
provided, the active and inactive pulse Widths can be 
adjusted independently of one another. Furthermore, the 
pulse Widths can be established With a high degree of 
precision because all delay components are contained Within 
the circuit. By selecting components With precise propaga 
tion delays, pulse signals having speci?c characteristics can 
be generated. Additionally, since active and inactive pulse 
Widths are determined by the components of the circuit 
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itself, external factors affecting the input signal pulse Width 
Will not change the PULSE OUT characteristics. 

FIG. 5 illustrates the circuit of FIG. 2 With additional 
details regarding delay devices 48 and 60. Delay device 48 
is replaced by a series of delay elements 70—80. Similarly, 
delay device 60 is replaced by a pair of delay elements 82 
and 84. As discussed above, the number of delay elements 
utiliZed is variable depending on the desired pulse duration. 
TWo different types of delay elements are illustrated in FIG. 
5. A ?rst type of delay element, labeled delay A, is used for 
delay elements 70, 72, and 74. A second type of delay 
element, labeled delay B, is used for the remaining delay 
elements 76—84. Each delay element 70—84 includes a pair 
of inputs, labeled IN and Reset, and an output, labeled OUT. 
The signal provided on OUT is the same as signal IN 
delayed by the propagation delay through the delay element. 

FIG. 6 provides a detailed illustration of the ?rst type of 
delay element, delay A. A tWo-input NOR gate 100 receives 
signals IN and RESET. The output of NOR gate 100 is 
coupled to an inverter 102 having an output coupled to a pair 
of transmission gates 106 and 108. Aprogrammable fuse 112 
provides an enable signal on line 114 and an inverted enable 
signal on line 116. If fuse 112 is not bloWn, then enable line 
114 is high and inverted enable line 116 is loW. This situation 
causes transmission gates 106 and 118 to be deactivated 
While transmission gate 108 is activated. Therefore, input 
signal IN ?oWs through transmission gate 108 to an output 
line 110, bypassing inverters 122—128. In this case, the only 
delay through the delay element occurs through NOR gate 
100, inverter 102, and transmission gate 108. 

If fuse 112 in FIG. 6 is bloWn, then enable line 114 is loW 
and inverted enable line 116 is high. In this situation, 
transmission gate 108 is deactivated and transmission gates 
106 and 118 are activated, causing input signal IN to ?oW 
from inverter 102 through transmission gate 106 to inverters 
122—128. From inverter 128, the signal ?oWs through trans 
mission gate 118 to output line 110. Therefore, the propa 
gation delay through the delay element is increased due to 
the additional propagation delay through the four inverters 
and one additional transmission gate. 

In a speci?c embodiment of the invention, each delay 
element 70—74 is capable of providing tWo different propa 
gation delays. If programmable fuse 112 is not bloWn, then 
the propagation delay through the delay element is 400 
picoseconds. If programmable fuse 112 is bloWn, the propa 
gation delay through the delay element increases to 800 
picoseconds. 

Referring to FIG. 7, a second type of delay element, delay 
B, is illustrated. This delay element is similar to the device 
shoWn in FIG. 6, but provides a different connection 
betWeen programmable fuse 112 and transmission gates 106, 
108, and 118. Speci?cally, the connections of enable line 114 
and inverted enable line 116 are reversed. Thus, if program 
mable fuse 112 is not bloWn, then enable line 114 is high and 
inverted enable line 116 is loW. In this case, transmission 
gate 108 is deactivated and transmission gates 106 and 118 
are activated, causing input signal IN to How from inverter 
102 through transmission gate 106 to inverters 122—128. 
From inverter 128, the signal ?oWs through transmission 
gate 118 to output line 110. 

If programmable fuse 112 is bloWn, then enable line 114 
is loW and inverted enable line 116 is high. This situation 
activates transmission gate 108 and deactivates transmission 
gates 106 and 118, causing input signal IN to bypass 
inverters 122—128. 

Programmable fuse 112 in each delay element 70—84 may 
be bloWn independently of any other fuses. Therefore, 
various propagation delays can be produced by selecting 
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6 
different combinations of bloWn and unbloWn fuses in the 
delay elements. 

Although a particular number of delay elements 70—84 are 
shoWn and described, it Will be understood that any number 
of delay elements may be used depending on the desired 
pulse signal characteristics. Similarly, a particular number of 
inverters 122—128 are shoWn in each delay element. Those 
skilled in the art Will appreciate that any number of inverters 
or other delay devices may be used to generate the desired 
pulse signal characteristics. 

In another embodiment of the present invention, a con 
stant reference voltage may be provided in each delay device 
for maintaining a constant voltage to compensate for varia 
tions in temperature, process, and supply voltage. This 
constant reference voltage provides greater precision in the 
propagation delay of the delay device. 

Referring to FIG. 8, the overall operation of the circuit 
shoWn in FIG. 2 is described. At step 200, the pulse Width 
for the desired output signal is determined. The desired 
active pulse Width and inactive pulse Width are dependent on 
the requirements of the circuit receiving the pulse signal. At 
step 202, a calculation is performed to determine the delay 
required in the circuit to produce the corresponding desired 
pulse Width. This calculation involves determining the delay 
characteristics of each delay element in both a bloWn and 
unbloWn fuse condition. Next, appropriate combinations of 
delay elements are selected to provide the required active 
pulse Width and inactive pulse Width. 

At step 204, the input signal IN is received by the pulse 
generation circuit. A ?rst intermediate signal is generated at 
step 206 folloWed by a delayed signal generated at step 208. 
At step 210, a pulse output signal is generated folloWed by 
the generation of a delayed pulse signal at step 212. The 
pulse output signal generated at step 210 corresponds to the 
PULSE OUT signal. 
From the above description and draWings, it Will be 

understood by those skilled in the art that the particular 
embodiments shoWn and described are for purposes of 
illustration only and are not intended to limit the scope of the 
invention. Those skilled in the art Will recogniZe that the 
invention may be embodied in other speci?c forms Without 
departing from its spirit or essential characteristics. Refer 
ences to details of particular embodiments are not intended 
to limit the scope of the claims. 
What is claimed is: 
1. A circuit for generating a pulse signal comprising: 
a ?rst circuit con?gured to generate a ?rst state of the 

pulse signal in response to a transition of an input signal 
from a ?rst input signal state to a second input signal 
state; and 

a second circuit coupled to the ?rst circuit, the second 
circuit coupling the pulse signal to the ?rst circuit after 
a ?rst programmable amount of time, said ?rst circuit 
con?gured to generate the ?rst state of the pulse signal 
for at least a second programmable amount of time 
When the input signal remains in the second input 
signal state for at least the ?rst programmable amount 
of time. 

2. The circuit of claim 1, Wherein a second state of the 
pulse signal has a minimum duration of the ?rst program 
mable amount of time. 

3. The circuit of claim 1, Wherein the second circuit 
prevents the ?rst circuit from generating another pulse signal 
during the ?rst programmable amount of time. 

4. The circuit of claim 1, Wherein the second circuit 
comprises a programmable delay device. 

* * * * * 


