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(57) ABSTRACT 

An anti-reentrainment device is provided for use With a 
cyclone separator. The anti-reentrainment device has a plu 
rality of vane upWardly extending members positioned in the 
bottom of a cyclone chamber and extending radially 
inwardly across the bottom. The vanes separate the bottom 
of the cyclone from the cyclonic ?uid ?oW portion, thereby 
creating a reduced ?oW region above deposited particles 
settling on the bottom of the cyclone. The device impedes 
the cyclonic ?oW from reentraining the deposited particles. 

30 Claims, 4 Drawing Sheets 
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APPARATUS AND METHOD FOR 
SEPARATING PARTICLES FROM A 

CYCLONIC FLUID FLOW 

FIELD OF THE INVENTION 

The present invention relates generally to cyclonic sepa 
rators. In one particular application, the invention relates to 
the cyclonic separation of particulate material from an air 
?oW. 

BACKGROUND OF THE INVENTION 

The use of a cyclone, or multiple cyclones connected in 
parallel or series, has long been knoWn to be advantageous 
in the separation of particulate matter from a ?uid stream. 
Typically, a relatively high speed ?uid stream is introduced 
tangentially to a generally cylindrical or frusto-conical 
container, Wherein the dirty air stream is accelerated around 
the inner periphery of the container. The centrifugal accel 
eration caused by the travel of the ?uid in a cyclonic stream 
through the cyclone causes the particulate matter to be 
disentrained from the ?uid ?oW and, eg., to collect at the 
bottom of the container. A ?uid outlet is provided for the 
extraction of the ?uid from the centre of the top of the 
cyclone container, as is Well knoWn in the art. 
A typical ?oW path in a cyclone separator is as folloWs. 

Fluid to be treated is introduced tangentially at a ?uid inlet 
located at an upper end of the cyclone container. The ?uid 
stream rotates around the inner surface of the cyclone 
container, and spirals generally doWnWardly around the 
inner surface of the container (if the cyclone container is 
vertically disposed). At a bottom end of the cyclone con 
tainer the ?uid stream travels radially inwardly, generally 
along the bottom of the container and then turns upWardly 
and proceeds vertically up and out of the cyclone container. 
The particulate matter separating action of the cyclonic ?oW 
occurs substantially around the inner surface of the con 
tainer. Once the ?uid moves inWardly to the centre of the 
container, and upWardly there through, there is little or no 
dirt separation achieved. 

The difficulty experienced With prior art cyclonic separa 
tors is the reentrainment of the deposited particles back into 
the outgoing ?uid ?oW. Deposited particles exposed to a 
high speed cyclonic ?oW thereover have a tendency to be 
reentrained. This is particularly problematic When the con 
tainer has a solid bottom portion in Which the dirt collects. 
HoWever, there is a potential reentrainment problem even if 
the bottom of the container has a passageWay provided in the 
bottom thereof to convey the separated particulate material 
aWay from the container. 

If a high degree of separation is required, it is knoWn to 
connect a plurality of cyclones in series. While using several 
cyclones in series can provide the required separation 
e?iciency, it has several problems. First, if the separators are 
to be used in industry, they generally need to accommodate 
a high ?oW rate (eg. if they are to be used to treat ?ue gas). 
The use of a plurality of cyclones increases the capital cost 
and the time required to manufacture and install the sepa 
rators. Further, the use of a plurality of cyclones increases 
the space requirements to house the cyclones. Accordingly, 
there is a need for an improved anti-reentrainment means for 
cyclonic separators. 

SUMMARY OF THE INVENTION 

In has noW been discovered that a single cyclone having 
improved e?iciency (eg. up to 99% e?iciency) may be 
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2 
manufactured by positioning in the cyclone chamber a 
member for creating a dead air space beloW the cyclonic 
?oW region of the cyclone chamber. This construction traps 
separated material beloW the cyclonic ?oW region and 
inhibits the reentrainment of the separated material. Thus, a 
single cyclone may be used in place of a plurality of 
cyclones to achieve the same separation e?iciency. 

In accordance With the instant invention, there is provided 
a separator for separating entrained particles from a ?uid 
?oW, the separator comprising a cyclone chamber having a 
cyclonic ?oW region and a bottom, the cyclonic ?oW region 
having a centre, a longitudinal axis, an outer peripheral 
portion, an inner portion and a radial Width, a ?uid inlet for 
introducing a cyclonic ?uid ?oW to the cyclonic ?oW region, 
a ?uid outlet for removing the ?uid ?oW from the cyclone 
chamber, a plurality of vanes positioned adjacent the bottom 
and extending inWardly toWards the centre, the vanes having 
an inner portion and an outer portion, and a cover member 
spaced from the bottom and positioned above the vanes. 

In one embodiment, the cover member is positioned over 
the inner portion of the vanes. The cover member may have 
a radial Width that is from 25—75% and preferably from 
25—35% of the radial length of the vanes. 

In another embodiment, the vanes extend doWnWardly 
from the cover member. The vanes may have a height of at 
least three-quarters the distance betWeen the bottom and the 
cover member. Preferably, all of the vanes are of substan 
tially the same height. Further, preferably the vanes are 
substantially parallel to the longitudinal axis. 

In another embodiment, the vanes extend upWardly at an 
angle of up to 45° to the longitudinal axis. 

In another embodiment, the vanes are equidistantly 
spaced around the bottom. 

In another embodiment, the vanes extend to the centre and 
the cover member has a radial Width that is from 25—35% of 
the radial Width of the cyclonic ?oW region. 

In another embodiment, the vanes curve in the doWn 
stream direction as they extend inWardly from the outer 
periphery. 

In another embodiment, the vanes extend radially 
inWardly from the outer periphery. 

In another embodiment, the separator further comprises a 
cleaner head adapted for movement over a ?oor and having 
a ?uid noZZle positionable adjacent the ?oor, the noZZle in 
?uid ?oW communication via a passageWay With the sepa 
rator ?uid inlet, a handle for moving the cleaner head over 
the ?oor, and a casing for housing the cyclone chamber. The 
separator may further comprise a centre feed pipe, the vanes 
extend to the centre feed pipe and the cover member extends 
outWardly from the centre feed pipe, the cover member 
having a radial Width that is from 25—75% of the radial 
length of the vanes. 

In accordance With the instant invention, there is also 
provided a separator for separating entrained particles from 
a ?uid ?oW, the separator comprising a cyclone chamber 
having a cyclonic ?oW region, the cyclonic ?oW region 
having a centre, a longitudinal axis, an outer peripheral 
portion, an inner portion and a radial Width, means for 
introducing a ?uid ?oW to the cyclone ?oW region for 
cyclonic rotation therein, means for removing the ?uid ?oW 
from the cyclone chamber, particle receiving means dis 
posed beneath the cyclonic ?oW region for receiving par 
ticles separated from the ?uid ?oW, separations means for 
creating non-rotational ?oW regions positioned beneath the 
cyclonic ?oW region and Which are have an open to for 
communication With the cyclonic ?oW region. 
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In another embodiment, the cyclone chamber has a bot 
tom and comprises a sealed chamber except for the means 
for introducing the ?uid ?oW and the means for removing 
the ?uid ?oW and the separation means is positioned at the 
bottom of the cyclone chamber. 

In another embodiment, the separation means comprises 
cover means positioned in the inner portion of the cyclonic 
?oW region and baf?e means extending in the direction of 
the longitudinal axis of the cyclonic ?oW region. 

In another embodiment, the separator is incorporated into 
a vacuum cleaner having a cleaner head and casing in Which 
the cyclone separator is positioned, the cyclone chamber 
having centre feed means, the baf?e means extends inWardly 
to the centre feed means and the cover means extends 
outWardly from the centre feed means, the cover means 
having a radial Width that is from 25—75% of the radial 
length of the baf?e means. 

In another embodiment, the separator is incorporated into 
a vacuum cleaner having a cleaner head and casing in Which 
the cyclone separator is positioned, the baf?e means extends 
inWardly to the centre and the cover means extends out 
Wardly from the centre, the cover means having a radial 
Width that is from 25—75% of the radial length of the baf?e 
means. 

In accordance With the instant invention, there is also 
provided a method for separating entrained particles from a 
?uid ?oW, the method comprising the steps of introducing a 
?uid to ?oW cyclonically in a chamber having a cyclonic 
?oW region, the cyclonic ?oW region having an inner portion 
and an outer portion, removing particles from the ?uid ?oW 
in the cyclone chamber and retaining the separated particles 
in a plurality of areas provided beneath the outer portion of 
the cyclonic ?oW region, each of the areas having an upper 
portion Which is open to be in ?oW communication With the 
cyclonic ?oW region, and removing the ?uid ?oW from the 
chamber. 

In one embodiment, the method further comprises the step 
of using baf?e means having an outer portion and an inner 
portion to retain the separated particles in the areas. 

In another embodiment, the method further comprises the 
step of using a cap member positioned above the inner 
portion of the baf?e means to reduce the reentrainment of 
separated particles. 

In another embodiment, the method further comprises the 
dirt separation mechanism for a vacuum cleaner and the 
method further comprises passing a cleaning head over a 
surface to clean the surface. 

BRIEF DESCRIPTION OF THE DRAWINGS 

For a better understanding of the present invention, and to 
shoW more clearly hoW it may be carried into effect, 
reference Will noW be made by Way of example to the 
accompanying draWings of a preferred embodiment of the 
present invention, in Which: 

FIG. 1 is an isometric vieW of a cyclone separator 
according to the present invention; 

FIG. 2 is a cross-section along the line 2—2 of the cyclone 
chamber of FIG. 1; 

FIG. 3 is a cross-section along the line 2—2 of an 
alternate embodiment of the cyclone chamber of FIG. 1; 

FIG. 4 is an isometric vieW of a household vacuum 
cleaner incorporating a cyclone separator according to the 
present invention; and, 

FIG. 5 is an enlarged isometric vieW of the removable bin 
of the vacuum cleaner of FIG. 4. 

15 

25 

35 

45 

55 

65 

4 
DETAILED DESCRIPTION OF THE 

PREFERRED EMBODIMENT 

The improvements in cyclonic separators described 
herein may be used With or in place of cyclonic separation 
devices of any sort Which are used to separate particulate 
material from a ?uid stream. For example, they may be used 
With a ?uid stream consisting of one or more gasses such as 
industrial dust collection systems (eg. ?ue gas scrubbing), 
they may be used to classify particles according to their siZe 
or they may be used With a ?uid stream consisting of one or 
more liquids (eg. a hydrocyclone) or With ?uid streams 
comprising a gas/liquid mixture. It Will be appreciated that 
they these cyclone separators may be used in any manner 
knoWn in the particle separation art. 
Acyclone separator 30 according to the present invention 

is shoWn in FIG. 1. In this embodiment, separator 30 has a 
bin 32 having a ?uid inlet 34 for introducing a cyclonic ?uid 
?oW to bin 32, a bottom 36, an exterior Wall 38 and a ?uid 
outlet 40. Bin 32 thus de?nes a cyclone chamber 42. Inlet 34 
is any inlet capable of introducing a cyclonic ?oW to bin 32, 
and may be tangentially disposed to bin, or may be an axial 
or screW inlet, or other type. It Will be appreciated that 
cyclone chamber 42 may be of any design knoWn in the art. 
For example inlet 34 and outlet 40 may be positioned at any 
location and the Wall 38 of chamber 42 may be of any 
construction knoWn in the art. 

Disposed above bottom 36 are a plurality of upWardly 
extending members or vanes 50 extending radially out 
Wardly over bottom 36. Vanes 50 have spaced apart opposed 
surfaces 60 and are preferably thin members. A cap 52 is 
disposed above an upper edge 54 of vanes 50 in the central 
portion of bin 32. Cap 52 has a perimeter 56 and an upper 
surface 58. As shoWn in FIG. 2, vanes 50 extend from a 
position under cap 52 to Wall 38. As shoWn in FIG. 1, cap 
52 has a ?at upper surface 58. HoWever, it Will be appreci 
ated that upper surface 58 may be of any particular pro?le. 

Vanes 50 may extend substantially radially as shoWn in 
FIG. 2 or they may be curved as shoWn in FIG. 1. Preferably, 
the vanes are planar (i.e. they extend in a straight plane). If 
the vanes are curved, then the vanes are preferably curved in 
the upstream direction, relative to the direction of cyclonic 
?oW (as shoWn in FIG. 1). 

Referring again to FIG. 1, in use, ?uid (Which may be a 
liquid or a gas but is preferably a gas) is introduced via inlet 
34 to ?oW cyclonically in bin 32. As the cyclonic ?oW 
travels doWnWardly in bin 32, particles entrained in the ?uid 
?oW are separated therefrom and fall to bottom 36 more or 
less along Wall 38. As the cyclonic ?uid ?oW reaches the 
loWer portion of bin 32, the doWnWard direction of the ?oW 
is reversed and ?uid moves inWardly and upWardly, in a 
cyclonic manner, to outlet 40. 

Vanes 50 are separation means that create a “dead” space 
immediately above bottom 36 by substantially preventing 
cyclonic ?uid ?oW betWeen adjacent vanes 50. These dead 
spaces are regions of non-rotational ?oW Wherein the portion 
of these regions that are not beneath cap 52 have an open 
top. The vanes act as vertically extending baf?es to produce 
dead spaces that encourage the deposition of separated 
particles on bottom 36 and at least partially separates the 
deposited particles from the cyclonic ?uid ?oW to impede 
reentrainment of the deposited particles. Some radially 
inWard ?uid ?oW is experienced betWeen adjacent vanes 50, 
hoWever. 

Preferably vanes 50 extend under cap 52 to reduce or 
inhibit the reentrainment of deposited particles (see the 
portion of vanes 50 in stippled lines in FIGS. 2 and 3). The 
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portion of vanes 50 Which extend under cap 52 comprise the 
inner portion of vanes 50 and they may be provided below 
the inner portion of cyclone chamber 42. The portion of the 
vanes 50 Which cap 52 does not overlie are the outer portion 
of vanes 50 and they are provided beloW the outer or 
peripheral portion of cyclone chamber 42. In operation, as 
the radial inWard ?uid ?oW moves toWard the centre of bin 
32, it may reentrain some of the deposited particles. Near the 
centre of bin 32, the inWard ?oW moves upWardly toWards 
outlet 40. To impede the inWard ?oW from retaining its 
entrained particles, cap 52 is provided to interfere With a 
smooth upWard turn in ?uid ?oW, Which interference causes 
the upWard ?uid ?oW to shed at least a portion of the 
reentrained particles. Such particles fall under the in?uence 
of gravity back to bottom 36. 

While the vanes 50 may end at perimeter 56 of cap 52, 
preferably, cap 52 extends over a signi?cant portion of the 
radial length of vanes 50, more preferably about 25—75% 
and, most preferably, about 25—35% of the length of vanes 
50 to prevent reentrainment. Thus the siZe of cap 52 com 
pared to the surface area of bottom 36 may vary substantially 
(see for example FIGS. 2 and 3). In particular, if vanes 50 
extend all the Way to the centre of bin 32 (eg. as shoWn in 
FIG. 2), then cap 52 may have a radial Width WC Which is 
about 25—75% and, more preferably, about 25—35% of the 
radial Width of bin 32 Wb. HoWever, if vanes 50 do not 
extend all the Way to the centre of bin 32 (as shoWn in FIG. 
3), then cap 52 may have a radial Width Which so as to cover 
about 25—75% and, more preferably, about 25—35% of the 
radial length Wv of vanes 50. If vanes 50 do not extend all 
the Way to the centre of bin 32, it Will be appreciated that cap 
52 does not have to extend all the Way to the centre of bin 
32. This may occur if the cyclonic ?oW region in bin 32 
de?nes an annular space as opposed to a cylindrical space. 

The height H of vanes 50 in the direction of the longitu 
dinal axisAof bin 32 may be varied depending upon the siZe 
of the particles to be separated from the ?uid stream, the 
properties of the ?uid and amount of particles to be collected 
betWeen emptying cycles. As particles are deposited on 
bottom 36, the effective depth of vanes 50 is decreased 
because the increased depth of settled particles on bottom 36 
buries a portion of vanes 50. The height of vanes 50 is 
preferably chosen such that the maximum depth of particles 
to be collected betWeen emptying cycles is about three 
quarters of the vane height. The vertical height of vanes 50 
may vary along their length, although a constant height vane 
is preferred. If the height of vanes 50 varies, then vanes 50 
preferably have an increased height adjacent cap 52 than at 
Wall 38 (as is shoWn in FIG. 1). 

Vanes 50 may extend upWardly at an angle of up to about 
45° to the cyclonic axis A (ie the angle betWeen the bottom 
of opposed surface 60 and axis A may be up to about 45°). 
Preferably, vanes 50 extend perpendicularly upWardly from 
bottom 36, and preferably extend generally parallel to the 
cyclonic axis A of the cyclonic ?uid ?oW in bin 32. 

Vanes 50 may extend in the space betWeen bottom 36 and 
the loWer surface of cap 52. Preferably, vanes 50 preferably 
have a height equal to about three-quarters of the vertical 
distance V betWeen cap 52 and bottom 36. Preferably vanes 
50 extend doWnWardly from cap 52 toWards bottom 36 (in 
Which case there may be a gap betWeen the bottom of vanes 
50 and bottom 36 Which has a height equal to about 
one-quarter of the vertical distance V betWeen cap 52 and 
bottom 36) and they may extend to contact bottom 36 (eg. 
see FIG. 1). If cap 52 is positioned farther from vanes 50, the 
bene?cial anti-reentrainment properties of the present inven 
tion are reduced. 
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6 
In the one application as exempli?ed in FIGS. 4 and 5, 

cyclone separator may be used as the cyclone separator for 
a vacuum cleaner. While separator 30 may be used in any 
vacuum cleaner (eg. upright, canister or a central vacuum 
cleaning system), it Will be described as it may be used in an 
upright vacuum cleaner. 

In this application, separator 30 according to the present 
invention is incorporated into a domestic upright vacuum 
cleaner, indicated generally at 200. Vacuum cleaner 200 has 
a ?oor cleaning head 202, having glide means (eg. Wheels 
204) for moving the cleaner head across a ?oor, a main 
casing 206 rotatably attached to cleaner head 202, and a 
handle 208 for moving cleaner 200 across the ?oor. Main 
casing 206 houses separator 30. In this embodiment, sepa 
rator 30 comprises a central air feed conduit 210 in com 
munication With a air noZZle (not shoWn) adjacent the ?oor 
in cleaner head 202, and leading to a curved air inlet 34. 

Bin may be removable mounted in main casing 206 by 
any means knoWn in the art. For example, referring to FIG. 
5, bin 32 may be removable from main casing 206 via the 
application of ?nger pressure to a handle 212. Bin 32 has an 
open end 214 and de?nes a cyclone chamber 42. Bottom 36 
has a plurality of vanes 50 extending thereacross. An air 
outlet is disposed centrally in an upper portion of cyclone 
chamber 42. 

In use, an air ?oW created by a motor (not shoWn) is 
created in vacuum cleaner 200 draWing air from the noZZle 
of cleaner head 202, through centre air feed conduit 210 and 
introduced to cyclone chamber 42 via inlet 34. Cyclonic 
?oW is maintained in cyclone chamber 42 thereby causing 
particles entrained in the cyclonic ?oW to be deposited on 
bottom 36. Vanes 50 act to separate the cyclonic air ?oW 
from bottom 36, thus impeding reentrainment, as described 
above. Air then exits cyclone chamber via air outlet 40, 
though the motor and then exits the cleaner. 

After operation of vacuum cleaner 200, particles of vary 
ing siZe collect on bottom 36 in bin 32. To empty such 
collected contents, bin 32 is removed from main casing 206, 
such as via handle 212, and inverted (typically over a refuse 
collector of the like) to cause the collected particles on 
bottom 36 to fall from bin 32 under the in?uence of gravity. 
Bin 32 is then returned to its upright position and reinstalled 
in cleaner 200, in preparation of further use. 

Accordingly, the vane members according to the present 
invention provide bene?cial particle separation characteris 
tics in a cyclone separator. The vane members provide for a 
physical separation betWeen the deposited particles in the 
bottom of the cyclone and the cyclonic ?oW above the vane 
members, thereby bene?cially reducing the reentrainment of 
deposited particles into these ?uid ?oW. Performance of the 
cyclone separator is thereby enhanced. 
While the above description constitutes the preferred 

embodiments, it Will be appreciated that the present inven 
tion is susceptible to modi?cation and change Without 
departing from the fair meaning of the proper scope of the 
accompanying claims. 
We claim: 
1. A separator for separating entrained particles from a 

?uid ?oW, the separator comprising: 
a) a cyclone chamber having a cyclonic ?oW region and 

a closed bottom, the cyclonic ?oW region having a 
center, a longitudinal axis, an outer peripheral portion, 
an inner portion and a radial Width; 

b) a ?uid inlet for introducing a cyclonic ?uid ?oW to the 
cyclonic ?oW region; 

c) a ?uid outlet for removing the ?uid ?oW from the 
cyclone ?oW region; 
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d) a plurality of vanes positioned adjacent the bottom and 
extending inwardly towards the center, the vanes hav 
ing an inner portion and an outer portion and creating 
a dead space immediately above the bottom; and, 

e) a cover member spaced from the bottom and positioned 
above the vanes. 

2. The separator of claim 1 Wherein the cover member is 
positioned over the inner portion of the vanes. 

3. The separator of claim 1 Wherein the cover member has 
a radial Width that is from 25—75% of the radial length of the 
vanes. 

4. The separator of claim 1 Wherein the cover member has 
a radial Width that is from 25—35% of the radial length of the 
vanes. 

5. The separator of claim 3 Wherein the vanes eXtend 
doWnWardly from the cover member. 

6. The separator of claim 5 Wherein the vanes have a 
height of at least three-quarters the distance betWeen the 
bottom and the cover member. 

7. The separator of claim 1 Wherein all of the vanes are of 
substantially the same height. 

8. The separator of claim 1 Wherein the vanes are sub 
stantially parallel to the longitudinal aXis. 

9. The separator of claim 1 Wherein the vanes eXtend 
upWardly at an angle of up to 45° to the longitudinal aXis. 

10. The separator of claim 1 Wherein the vanes are 
equidistantly spaced around the bottom. 

11. The separator of claim 1 Wherein the vanes eXtend to 
the center and the cover member has a radial Width that is 
from 25—35% of the radial Width of the cyclonic ?oW region. 

12. The separator of claim 1 Wherein the vanes curve in 
the doWnstream direction as they eXtend inWardly from the 
outer periphery. 

13. The separator of claim 1 Wherein the vanes eXtend 
radially inWardly from the outer periphery. 

14. The separator of claim 1 further comprising: 
(a) a cleaner head adapted for movement over a ?oor and 

having a ?uid noZZle positionable adjacent the ?oor, the 
noZZle in ?uid ?oW communication via a passageWay 
With the separator ?uid inlet; 

(b) a handle for moving the cleaner head over the ?oor; 
and, 

(c) a casing for housing the cyclone chamber. 
15. The separator of claim 14 further comprising a center 

feed pipe, the vanes eXtend to the center feed pipe and the 
cover member eXtends outWardly from the center feed pipe, 
the cover member having a radial Width that is from 25—75% 
of the radial length of the vanes. 

16. A separator for separating entrained particles from a 
?uid ?oW, the separator comprising: 

a) a cyclone chamber having a cyclonic ?oW region, the 
cyclonic ?oW region having a center, a longitudinal 
aXis, an outer peripheral portion, an inner portion and 
a radial Width; 

b) means for introducing a ?uid ?oW to the cyclone ?oW 
region for cyclonic rotation therein; 

c) means for removing the ?uid ?oW from the cyclonic 
?oW region; 

d) particles receiving means disposed beneath the 
cyclonic ?oW region for receiving particles separated 
from the ?uid ?oW and having a sealed bottom; 

e) separation means for creating non-rotational ?oW 
regions positioned beneath the cyclonic ?oW region and 
Which are open to communication With the cyclonic 
?oW region. 
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17. The separator of claim 16 Wherein the cyclone cham 

ber has a bottom and comprises a sealed chamber eXcept for 
the means for introducing the ?uid ?oW and the means for 
removing the ?uid ?oW and the separation means is posi 
tioned at the bottom of the cyclone chamber. 

18. The separator of claim 16 Wherein the separation 
means comprises cover means positioned in the inner por 
tion of the cyclonic ?oW region and baf?e means extending 
in the direction of the longitudinal aXis of the cyclonic ?oW 
region. 

19. The separator of claim 18 Wherein the cover means 
has a radial Width that is from 25—75% of the radial length 
of the baf?e means. 

20. The separator of claim 18 Wherein the cover means 
has a radial Width that is from 25—35% of the radial length 
of the baf?e means. 

21. The separator of claim 19 Wherein the baf?e means 
eXtend doWnWardly from the cover member. 

22. The separator of claim 20 Wherein the baf?e means 
have a height of at least three-quarters the distance betWeen 
the bottom and the cover means. 

23. The separator of claim 18 Wherein the baf?e means are 
substantially parallel to the longitudinal aXis. 

24. The separator of claim 18 Wherein the baf?e means 
eXtend upWardly at an angle of up to 45° to the longitudinal 
axis. 

25. The separator of claim 18 Wherein the separator is 
incorporated into a vacuum cleaner having a cleaner head 
and casing in Which the cyclone separator is positioned, the 
cyclone chamber having center feed means, the baf?e means 
eXtends inWardly to the center feed means and the cover 
means eXtends outWardly from the center feed means, the 
cover means having a radial Width that is from 25—75% of 
the radial length of the baf?e means. 

26. The separator of claim 18 Wherein the separator is 
incorporated into a vacuum cleaner having a cleaner head 
and casing in Which the cyclone separator is positioned, the 
baf?e means eXtends inWardly to the center and the cover 
means eXtends outWardly from the center, the cover means 
having a radial Width that is from 25—75% of the radial 
length of the baf?e means. 

27. A method for separating entrained particles from a 
?uid ?oW, the method comprising the steps of: 

(a) introducing a ?uid to ?oW cyclonically in a chamber 
having a cyclonic ?oW region, the cyclonic ?oW region 
having an inner portion and an outer portion; 

(b) removing particles from the ?uid ?oW in the cyclone 
chamber and retaining the separated particles in a 
plurality of areas provided beneath the outer portion of 
the cyclonic ?oW region, each of the areas having an 
upper portion Which is open to be in ?oW communi 
cation With the cyclonic ?oW region; and, 

(c) removing the ?uid ?oW from the chamber. 
28. The method as claimed in claim 27 further comprising 

the step of using baf?e means having an outer portion and an 
inner portion to retain the separated particles in the areas. 

29. The method as claimed in claim 28 further comprising 
the step of using a cap member positioned above the inner 
portion of the baf?e means to reduce the reentrainment of 
separated particles. 

30. The method of claim 27 Wherein the separator com 
prises the dirt separation mechanism for a vacuum cleaner 
and the method further comprises passing a cleaning head 
over a surface to clean the surface. 


