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T0 or” whom it may concern. 
Be it known that I, AMERIOUS C. MILLS, J r. , 

of Rochester, in the county of Monroe and 
State of New York, have invented certain new 
and useful Improvements in Displaying De 
vices; and I do hereby declare the following 
to be a full, clear, and exact description of the 
same, reference being had to the accompa 
nying drawings, forming a part of this speci? 
cation, and to the reference-numerals marked 
thereon. . I 

The object of mypresent invention is to pro 
vide a display-stand for attractively exhibit 
ing goods or articles of merchandise in a con 
venient manner, whereby the goods may be 
removed or rearranged in part without dis 
turbing the remainder; audit consists in fur 
ther advantages and improvements in con 
struction and combinations of parts, all as will 
be hereinafter fully described, the novel fea 
tures being pointed out in the claims at the 
end of this speci?cation. 
‘In the drawings, Figure 1 is a perspective 

view of my device; Fig. 2, a cross-sectional 
view through one of the supporting-blocks; 
Fig. 3, a plan view of one of the adjusting 
clips; Figs. 4 and 5, detail views of a modi? 
cation in which the spring-clip is surrounded 
by a casing; Figs.’ 6 and 7, further views 
showing the upper and lower plates of the 
casing provided with apertures for receiving» 
displaying-arms, and Fig. 8 a sectional view 
through the top of the support. 

I have shown my device as adapted particu 
larly for use in displaying canes or umbrellas 
or like articles, and in carrying out myinven 
tion I provide a central support or rod 1, 
adapted to be suspended from the ceiling and 
provided upon its upper end with a swivel 
eye 2 and having arranged intermediate its 
length blocks or supports 3, provided with 
sockets or recesses 4, adapted to receive the 
ends of the umbrellas or canes to be exhib 
ited, and to facilitate the inspection and han 
dling of the same said sockets are bored at a 
slight angle to the central support, whereby 
the goods are held and ‘,extended away from 
the latter. To adapt separate devices for 
holding goods of various lengths and also for 
increasing the capacity of the stand, I ar 
range the blocks 3 loosely upon the support, 

which passes through them, and hold each in 
any desired position of vertical adjustment 
by. adjustable spring-clips 5, adapted to en 
gage the support beneath the block and hold 

. it, although permitting its free rotary adj ust 
ment thereon. This clip is form ed from a sin 
gle piece of spring metal bent into loops or 
doubled arms 6 6, formed with the sen1icir-. 
cular portion 8 between them, said arms en 
gaging the support 1 and‘ the free operating 
ends'7 7. The free ends of the clip are turned 
out at a slight angle at the points 9, so that 
when they are pressed together the loops or 
arms 6 6 will be separated, loosening the clip 
and permitting its vertical adjustment on the 
standard or support to hold the block in the 
desired position. It will be noticed that when 
the clip 5 is opened ‘for adjustment it can be 
removed from the central support by pulling 
the ends down or otherwise twistingit, thereby 
forcing the arms 6 apart,‘ and to prevent their 
accidental removal in some instances I pro 
vide each with a casing consisting of the plates 
10, arranged above and below the clip and 
having the apertures 11 for the passage of the 
support and;the inclosing plate 12, connect 
ing them, said plate 12 being provided with 
an aperture at one side through which the 
ends 7 7 of the clip project. When the clips 
or springs are thus provided with the casing, 
as shown in Figs. 4 and 5, they give a much 
neater appearance to the device and may also 
be utilized for other purposes and for dis 
playing different varieties of goods by pro 
viding-a series of apertures 14 in the upper 
and lower plates 10, adapted to receive the 
engaging end of radially-extending arms or 
similar supports. A perforated extension 15, 
formed upon or attached to the sides or front 
of the casing, may also carry a transverse rod 
or support 16 for holding other goods. From 
this construction it will be readily seen that 
the several frames carried upon the central 
support can be rotated independently by the 
operator to' display the goods'to the best ad 
vantage and at the same time adjusted to va 
rious levels. The length of the support can 
be varied to accommodate Various heights of 
show-windows or store-ceilings, and for this 
reason I have shown a coupling 20, whereby 
the lower section may be removed. This con 
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struction is simple and cheap and besides per 
mitting various adjustments to‘ be had en 
ables different styles or forms of supports for 
di?erent classes of merchandise to be carried 
by the single standard. , 

I claim as my invention— 
1. In a display device, the combination with 

the supporting-standard, of the blocks having 
the apertures through which the standard 
passes, and the spring-clips having the free 
operating ends and frictionally engaging the 
rod beneath the blocks, whereby the blocks 
are capable of independent rotary adj ustment 
von the clips, and the latter may be readily 
adjusted vertically on the standard. 

2. In a display device, the combination with 
the supporting-standard, of the. blocks encir 
cling the standard and having the sockets or 
recesses in their upper sides for the reception 
of umbrella-sticks, of the spring-clips, each 
composed of a single piece of metal having 
the jaws engaging the standard below the 
blocks, and the operating free ends, said clips 

supporting the blocks andperrnitting their 
free, independent rotation. 

3. Ina displaying device, the combination 
with the standard, having the swivel-hook at 
its upper end, and the blocks encircling the 
standard, having the sockets or recesses in 
their upper sides, of the spring-clips having 
the clamping-arms engaging thestandard and 
the outer free operating ends, said clips be 
ing clasped around the standard below and 
supporting the blocks and permitting the free 
rotary adjustment of the latter, substantially 
as described. 

at. In a displaying device, the combination 
with the supporting-standard, of the clip 
movable on the standard and composed of 
the single piece of spring metal having the 
arms (3 and free ends 7, and the casing for 
said clips, substantially as described. - 

' AMERIOUS O. MILLS, JR. 
Witnesses: 

F. F. CHURCH, 
THOMAS DURANT. 
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