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(57) ABSTRACT 

Apparatus and methods for the estimation of ?ow and the 
detection of breathing (respiration) in continuous positive 
airway pressure (CPAP) treatment are disclosed. CPAP 
apparatus typically includes a ?ow generator for supplying 
air to a mask via a gas delivery tube. With changing air ?ow, 
the ?ow generator’s speed and/or driving electrical current 
will alter in a manner de?ned by the controlling circuitry. 
Signals can be derived from measurements of motor speed 
and current, and these signals vary cyclically with patient 
respiration. By ?ltering to reject non-respiratory 
components, the resultant signal can be utilized to determine 
the instants in time at which the patient starts to inhale and 
exhale. The ?ltered signal also can be linearized using a 
predetermined knowledge of the pressure/?ow/speed char 
acteristics of the ?ow generator, and thus to derive a 
volumetric measure of air?ow. 

14 Claims, 6 Drawing Sheets 
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ESTIMATION OF FLOW AND DETECTION 
OF BREATHING CPAP TREATMENT 

RELATED APPLICATION 

This application is a continuation-in-part of US. Ser. No. 
08/348,580, ?led Dec. 2, 1994 issued as US. Pat. No. 
5,740,795. 

FIELD OF THE INVENTION 

This invention relates to methods and apparatus for the 
determination of volumetric respiratory ?oW during assisted 
respiration, including continuous positive airWay pressure 
(CPAP) treatment. 

BACKGROUND OF THE INVENTION 

The administration of CPAP is common in the treatment 
of Obstructive Sleep Apnea (OSA) syndrome and Upper 
AirWay Resistance syndrome. CPAP treatment may be con 
sidered as one form of assisted ventilation generally. The 
fundamental disclosure of CPAP is made in the speci?cation 
of PCT/AU82/00063, published under WO 82/03548. CPAP 
treatment effectively acts as a pneumatic splint of a patient’s 
upper airWay by the provision of a positive air pressure a 
approximately 10 cm H2O, although pressures in the range 
of approximately 2—20 cm H2O are encountered. More 
sophisticated forms of CPAP, such as bi-level CPAP and 
autosectting CPAP, are described in US. Pat. No. 5,245,995. 
Common to all forms of CPAP is a nose, mouth or face mask 
?tted to a patient having connection via a ?exible air 
delivery tube to an air ?oW generator. 

In more advanced forms of CPAP treatment, the measure 
ment of air?oW in the air delivery tube is used to detect the 
average volume breathed by the patient and to determine 
Whether that person is inhaling (inspiring) or exhaling 
(expiring). Currently this is done using an in-line sensor to 
measure ?oW directly, or by measuring the pressure drop 
across a restriction in the air delivery tube (or alternatively, 
the pressure drop along the air delivery tube). These meth 
ods require the use of additional transducers and, in some 
cases, additional Wiring or tubing to connect the transducer 
to the appropriate point in the circuit. A determination of 
respiratory ?oW determined in this Way can lead to the 
determination of patient volumetric ?oW, Which is a clini 
cally useful metric. 

In this speci?cation any reference to a “mask” is to be 
understood as embracing a nose, mouth or combination nose 
and mouth (face) mask suitable for the administration of 
CPAP treatment. Furthermore, a “mas ” can include nasal 

prongs (cannulae) that are inserted into the nares at the 
entrance to the airWay. 

Finally, CPAP treatment may occur at a single pressure or 
multiple pressures, such as in bilevel or autosetting treat 
ments. 

SUMMARY OF THE INVENTION 

It is a preferred object of the present invention to offer an 
improvement over existing methods at least by removing the 
need for additional transducers, Wires or tubing to measure 
air?oW and, in turn, volumetric respiratory air?oW. 

Therefore the invention discloses a method for determi 
nation volumetric respiratory ?oW during the administration 
of continuous positive airWay pressure (CPAP) treatment by 
CPAP apparatus, said method comprising the steps of: 

providing a How generator for supplying breathable gas to 
a mask via a gas delivery tube; 
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2 
measuring an electrical parameter indicative of poWer 

consumed by said How generator to derive a poWer 
signal; 

?ltering said poWer signal to remove non-respiratory 
components; and 

linearising said ?ltered signal With respect to a predeter 
mined characteristic of said gas delivery tube and said 
mask relating How to consumed poWer to provide a 
volumetric measure of respiratory ?oW. 

The invention further discloses an apparatus for the 
detection of respiration during the administration of CPAP 
treatment by a CPAP system, said apparatus comprising: 

a How generator for supplying breathable gas to a mask 
via a gas delivery tube; 

means for measuring an electrical parameter indicative of 
poWer consumed by said How generator and deriving a 
poWer signal thereof; 

means for ?ltering said poWer signal to remove non 
respiratory components; and 

means for linearising said ?ltered signal With respect to a 
signal of a predetermined characteristic of said gas 
delivery tube relating How to consumed poWer to 
provide a measure of respiratory ?oW. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Embodiments of the invention Will noW be described With 
reference to the accompanying draWings, in Which: 

FIGS. 1a and 1b are schematic diagrams of tWo ?oW 
detection systems; 

FIG. 2 is a schematic diagram of an inhalation/exhalation 
detector; 

FIGS. 3a and 3b are graphs of air?oW, and the time 
derivative of air?oW; and 

FIG. 4 shoWs a mathematical sequence for the lineariZa 
tion process. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS AND BEST MODE 

A CPAP ?oW generator typically is realised by a small 
turbine poWered by an electric motor. The speed of the motor 
is controlled by a feedback loop in that either the motor 
speed or the air pressure in the breathing circuit is measured 
and an error signal generated to increase or decrease drive to 
the motor or other regulating device, thus attempting to 
maintain either a constant motor speed or a constant CPAP 
treatment delivery pressure. Air?oW in the breathing circuit 
is normally dictated by one or more of: 

a) a constant, deliberate leak situated near the mask (or at 
the end of the nasal prongs) to ensure that patient 
rebreathing is minimal; 

b) the patient’s respiration; and 
c) any additional unintended leaks. 
With changing air?oW due to respiration, parameters such 

as the turbine motor’s speed and/or current Will alter in a 
manner de?ned by the motor or solenoid-operated spill 
valve control circuitry. The solenoid-operated spill valve has 
the function of maintaining constant delivery pressure. 

Signals can be derived from the motor speed and poWer 
measurements, or from the spill valve position and poWer 
measurements. These measured signals vary cyclically With 
the patient’s respiration. In general they also bear a non 
linear relationship to the actual volumetric ?oW Which can, 
if required, be lineariZed (as hereinafter described) using 
previously determined pressure/?oW/speed characteristics 
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of the turbine system to give a volumetric measure of patient 
respiration (?oW). 

Without lineariZation, the signal can be used to detect the 
points at Which the patient starts to inhale and exhale. These 
points are crucial to the correct Working of bi-level CPAP 
machines Which present to the patient a smaller pressure at 
exhalation than inhalation, and in machines Which seek to 
automatically vary the CPAP pressure in line With the 
patient’s clinical needs. The cyclical variation of the respi 
ratory component in the signal is extracted by identifying the 
more sloWly changing non-respiratory component and sub 
tracting this from the original signal. Alternatively, the 
minimum value of the cyclic component can be detected and 
stored and thereafter subtracted from the original signal. 

Embodiments implementing this methodology are shoWn 
in the accompanying draWings. In FIGS. 1a and 1b, a How 
generator 10 comprises an electric motor 12 that drives a 
turbine 14. The turbine 14 provides a supply of pressurised 
air (or breathable gas) for the administration of CPAP 
treatment, transported to the patient’s mask by an air deliv 
ery tube (not shoWn). The motor 12 receives electrical poWer 
from a poWer supply 16. Also comprising a part of the How 
generator 10 is a motor controller 18, Which issues a control 
signal 20 to the poWer supply 16 to control the motor speed 
and thus the speed of the turbine 14 and, in turn, the How rate 
in the air delivery tube. Furthermore, a speed feedback 
signal 22 is input to the motor controller 18 to provide a 
signal upon Which speed regulation can be based. 
As shoWn in FIG. 1a, one of the interconnecting Wires 

betWeen the poWer supply 16 and the motor 12 is provided 
With a current sensing resistor 24. This resistor therefore 
detects current demanded by the motor 12, represented as 
the voltage appearing across the resistor 24. That voltage is 
sensed and input to a differential ampli?er 26, thus produc 
ing an output signal representative of motor current (and 
thus also motor poWer). This output signal is then provided 
to a loW-pass ?lter circuit 28 having an upper limiting 
frequency of, say, 20 HZ. The loW-pass ?lter circuit 28 
removes high frequency electrical noise, and also tends to 
average the signal. The ?ltered signal is then passed through 
a high-pass ?lter 30, typically With 0:5 HZ cut-off, to remove 
the non-respiratory components. The output signal 32 from 
the high-pass ?lter 30 is labelled FLOW. 

FIG. 1b shoWs an alternative arrangement to that shoWn 
in FIG. 1a. Optionally, the voltage drop across the motor 12 
also can be measured via a differential ampli?er 55. The 
output voltage thereof is then multiplied With the motor 
current signal previously derived by the differential ampli 
?er 26 by a multiplier 27 to produce a measure of the time 
instantaneous poWer consumed by the motor. This time 
instantaneous poWer signal then is provided to the loW pass 
?lter circuit 28, and processing proceeds as described above. 
In many implementations, current alone Will be a suf?cient 
indicator of motor poWer, hoWever in other cases the real 
instantaneous poWer Will advantageously be determined as 
shoWn in FIG. 1b. 

The FLOW output signal 32, is supplied to an inhalation/ 
exhalation detector (not shoWn) Which functions to deter 
mine the start of inhalation and exhalation by locating the 
sudden changes of signal amplitude and/or polarity folloW 
ing a segment having a loW rate of change With time and 
being of a given minimum duration, typically 0.2 second. 
FIG. 3a shoWs a typical ?oW characteristic, and identi?es 
both the start of inhalation and exhalation events, that are 
detected by the methodology described. Therefore, the 
FLOW output signal 32 provides an indication of the 
instances of inhalation and exhalation, and these points are 
critical to the correct Working of bi-level CPAP machines, 
for example. 
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4 
Alternatively, the output from the loW-pass ?lter 28 can be 

input to a negative peak detector (not shoWn) Which triggers 
a sample and hold circuit (also not shoWn) to latch the 
minimum point of the respiratory ?uctuation. The detected 
minimum point of respiratory ?uctuation can be updated 
periodically, typically as an exponentially past-time 
Weighted sum of present and previous minimum measure 
ments. 

FIG. 2 shoWs another method and apparatus for the 
detection of inhalation and exhalation events. As shoWn, a 
band-limited differentiator 42 receives the FLOW‘ signal 36, 
derived from the high-pass ?lter circuit 30. The output from 
the differentiator 42 is supplied to a pair of comparators 
44,46. This output signal, as a time differential, is repre 
sented in FIG. 3b. Associated With each comparator 44,46 is 
a threshold generator 48,50. These generators 48,50 respec 
tively have a threshold value for detecting inhalation and 
exhalation, as is shoWn in FIG. 3b. Therefore, the compara 
tor 44 Will compare the time differentiated ?oW signal output 
from the differentiator 42 With the threshold value supplied 
by the threshold generator 48, and When that value is 
exceeded (in the negative sense) an inhalation detection 
signal 52 is output. The other comparator 46 functions in a 
similar Way to output an exhalation detection signal 54 in the 
event that the time differentiator ?oW signal exceeds (in a 
positive sense) the threshold value set by the threshold 
generator 50. 

In another embodiment, the loW-pass ?ltered signal (the 
output of the loW-pass ?lter 28) derived from the motor 
current can be digitised and input to a microcomputer Where 
the subsequent signal processing described above is per 
formed digitally. In this implementation threshold levels and 
decision times can be varied dynamically to track the 
changing shape of the patient’s respiratory ?oW. 
As shoWn in FIGS. 1a and b, the output signal 32 also is 

provided to a lineariZation element 34 to produce a linear 
iZed ?oW signal 36 (FLOW‘) Which gives a volumetric 
measure of patient respiration by comparison With a previ 
ously determined pressure/?oW/speed characteristics of the 
turbine system as Will be presently discussed. 

In relation to the lineariZation element 34, the folloWing 
discussion is instructive. 
A physical variable such as How or pressure is often 

measured as the output signal (often electrical) produced by 
a suitable transducer. 

If the amplitude of the said output signal varies in constant 
proportion to the said physical variable then the measure 
ment system is said to be linear. In this case, therefore, if the 
physical variable increases by a factor, k, then the output 
signal also increases by that same factor. The mathematical 
relationship betWeen the physical variable and the output 
signal is expressed by the linear equation: 

[Physical-Variable]=[constant]><[Output Signal] 

In another class of transducers the output signal of the 
transducer does not bear a mathematically linear relationship 
to the amplitude of the physical variable being measured. 
Some ?oW transducers, for example, produce an output 
signal that varies as the square of the physical variable, that 
is, the ?oW. In this case the mathematical relationship 
betWeen the physical variable and the output signal is 
expressed by the linear equation: 

[Physical Variable]=[constant]><SquareRoot(Output Signal) 

In complex transducer systems the mathematical relation 
ship betWeen the output signal and the physical variable (or 
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variables) may be complicated mathematical function deter 
mined either from theory or by experiment. This relationship 
is generalised to: 

[Physical Variable]=function(Output Signal) 

In most practical transducer systems an output signal is 
preferred Which varies in constant proportion to the physical 
variable being measured, that is it has a mathematically 
linear relationship thereto. If the output signal does not 
possess this simple linear relationship then it can be sub 
jected to an additional process, the output of Which does bear 
the required linear relationship to the physical variable being 
measured. The said additional process is called a lineariZer 
in recognition of its function. The said lineariZer may take 
the form of an analog circuit or a softWare program Within 
a computer or microprocessor. FIG. 4 shoWs a graphical 
representation of such a lineariZation process. 

The lineariZation element 334 performs a single dimension 
lineariZation, the function of Which is derived from the 
pressure/?oW/speed characteristic of the turbine system 
comprising the turbine 14, air delivery tube and mask. This 
three dimensional characteristic is determined empirically. 

I claim: 
1. Amethod for determination volumetric respiratory ?oW 

during the administration of continuous positive airWay 
pressure (CPAP) treatment by CPAP apparatus, said method 
comprising: 

providing a How generator for supplying breathable gas to 
a mask via a gas delivery tube; 

measuring an electrical parameter indicative of poWer 
consumed by said How generator to derive a poWer 
signal; 

?ltering said poWer signal to remove non-respiratory 
components; and 

linearising said ?ltered signal With respect to a predeter 
mined characteristic of said gas delivery tube and said 
mask relating How to consumed poWer to provide a 
volumetric measure of respiratory ?oW. 

2. The method of claim 1, Whereby said predetermined 
characteristic is obtained from a pressure/?oW/speed char 
acteristic of a turbine system providing said CPAP treatment. 

3. The method of claim 2, further comprising: 
detecting a change in said ?ltered signal to give a signal 

indicative of respiration; 
comparing said change signal With a ?rst threshold value 

to detect start of inhalation phase if said ?rst threshold 
value is exceeded; and 

comparing said change signal With a second threshold 
value to detect start of exhalation phase if said second 
threshold value is exceeded. 

4. The method of claim 3, Whereby said detecting step is 
performed by differentiation. 

5. The method of claim 4, Wherein said ?rst threshold 
value is positive and said second threshold value is negative 
so that When said differentiated signal is compared With said 
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6 
positive threshold value and is greater than said ?rst thresh 
old value that is determinative of start of inhalation phase, 
and When said differentiated signal is compared With said 
negative threshold value and is less than said negative 
threshold value that is determinative of the start of the 
exhalation phase. 

6. The method of claim 5, Whereby said ?ltering step 
comprises high-pass ?ltering said poWer signal. 

7. An apparatus for the detection of respiration during the 
administratior of CPAP treatment by a CPAP system, said 
apparatus comprising: 

a How generator for supplying breathable gas to a mask 
via a gas delivery tube; 

means for measuring an electrical parameter indicative of 
poWer consumed by said How generator and deriving a 
poWer signal thereof; 

means for ?ltering said poWer signal to remove non 
respiratory components; and 

means for linearising said ?ltered signal With respect to a 
signal of a predetermined characteristic of said gas 
delivery tube relating How to consumed poWer to 
provide a measure of respiratory ?oW. 

8. The apparatus of claim 7, Wherein said predetermined 
characteristic is obtained from a pressure/?oW/speed char 
acteristic of said How generator, gas delivery tube and mask. 

9. The apparatus of claim 8, further comprising: 
means for detecting a change in said ?ltered signal to give 

a signal indicative of respiration; 
means for comparing said change signal With a ?rst 

threshold value to detect start of inhalation phase if said 
?rst threshold value is exceeded; and 

means for comparing said change signal With a second 
threshold value to detect start of exhalation phase if 
said second threshold value is exceeded. 

10. The apparatus of claim 9, Wherein said means for 
detecting a change in said ?ltered signal is a differentiator. 

11. The apparatus of claim 10, further Wherein said ?rst 
threshold value is positive and said second threshold value 
is negative so that When said differentiated signal is com 
pared With said positive threshold value and is greater than 
said ?rst threshold value that is determinative of start of 
inhalation phase, and When said differentiated signal is 
compared With said negative threshold value and is less than 
said second threshold value that is determinative of start of 
exhalation phase. 

12. The apparatus of claim 11, Wherein said ?lter means 
is a high-pass ?lter. 

13. The method of claim 1 Wherein said supplying step 
includes supplying breathable gas at at least tWo different 
pressures. 

14. The apparatus of claim 7 Wherein said apparatus 
further includes: 
means to deliver pressure to the mask at at least tWo 

different pressure values. 

* * * * * 


