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SEMICONDUCTOR APPARATUS AND 
SEMICONDUCTOR APPARATUS 
MANUFACTURING METHOD 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

The present invention relates to a semiconductor appara 
tus and a semiconductor apparatus manufacturing method, 
in particular to a package of a semiconductor apparatus. 

2. Description of Related Art 
In recent years, semiconductor apparatuses are getting 

packaged With an increasingly higher density, and semicon 
ductor devices such as chip siZe packages are receiving 
attention. 

FIG. 6 shoWs a conventional chip siZe package. The 
semiconductor device shoWn in FIG. 6 is structured as 
folloWs. An electrode pad 2 is formed on a semiconductor 
substrate 1. AWire 3 made of Cu or the like to be electrically 
connected to the electrode pad 2 is also formed on the 
semiconductor substrate 1. The surface of the semiconductor 
substrate 1 and the Wire 3 are sealed With a resin 4. Abump 
5 made of solder is formed on the Wire 3 that is eXposed on 
the surface of the resin 4. 

In What folloWs, a conventional semiconductor device 
manufacturing method Will be explained With reference to 
FIGS. 7-A through 7-E. First, as shoWn in FIG. 7-A, a Wire 
71 made of Cu or the like is formed on a Wafer 70 that is a 
semiconductor substrate. Second, as shoWn in FIG. 7-B, the 
entire Wafer 70 is ?lled With a resin 72. Third, as shoWn in 
FIG. 7-C, the entire surface of the resin covering the Wafer 
70 is polished to eXpose the Wire 71 on the surface. Fourth, 
as shoWn in FIG. 7-D, a bump electrode 73 made of solder 
or the like is formed on the surface of the Wire 72. Fifth, as 
shoWn in FIG. 7-E, the Wafer is cut into individual semi 
conductor devices. In this Way, individual semiconductor 
devices are formed, Which completes the semiconductor 
device manufacturing process. 

HoWever, the conventional semiconductor device manu 
facturing method has the folloWing problems. First, When 
the Wafer is divided into multiple individual semiconductor 
devices, a stress is created on the interface betWeen the 
surface of each of the semiconductor devices and the resin. 
This stress often causes some of the semiconductor devices 
to be chipped. Second, the thermal stress generated When the 
semiconductor device is packaged causes the resin to be 
peeled off from the semiconductor device. 

SUMMARY OF THE INVENTION 

Given these problems, it is an object of the present 
invention to provide a semiconductor apparatus and a semi 
conductor apparatus manufacturing method capable of solv 
ing these problems. 
A semiconductor device according to the present inven 

tion has a semiconductor substrate containing a central 
portion having a ?rst thickness and a peripheral portion 
having a second thickness that is smaller than the ?rst 
thickness, an electrode pad formed on the semiconductor 
substrate, a sealing resin for sealing the semiconductor 
substrate, a protruded electrode formed on the sealing resin, 
and a Wire Which electrically connects the electrode pad to 
the protruded electrode. 

Asemiconductor device manufacturing method according 
to the present invention has the folloWing steps. First, an 
electrode pad is formed on a semiconductor Wafer. Second, 
a Wire to be connected to the electrode pad is formed. Third, 
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2 
a groove having a ?rst Width that varies betWeen a ?rst value 
as a loWer limit and a second value as an upper limit is 
formed on a prescribed region of the semiconductor Wafer. 
Fourth, in the semiconductor Wafer and the Wire are sealed 
With a resin. Fifth, a protruded electrode that is electrically 
connected to the Wire is formed on the resin. Finally, the 
semiconductor Wafer is divided into multiple semiconductor 
devices by cutting the prescribed region using a blade 
having a thickness that is smaller than the ?rst Width. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIGS. 1-A and 1-B shoWs the structure of a semiconduc 
tor device according to the ?rst embodiment of the present 
invention. 

FIGS. 2-A through 2-F are process diagrams shoWing the 
process of the semiconductor device manufacturing method 
according to the ?rst embodiment of the present invention. 

FIGS. 3-A and 3-B shoWs the structure of a semiconduc 
tor device according to the second embodiment of the 
present invention. 

FIGS. 4-A through 4-F are process diagrams shoWing the 
process of the semiconductor device manufacturing method 
according to the second embodiment of the present inven 
tion. 

FIG. 5 shoWs the shape of the groove formed in the 
process of the semiconductor device manufacturing method 
according to the second embodiment of the present inven 
tion. 

FIG. 6 shoWs the structure of a conventional semicon 
ductor device. 

FIGS. 7-A through 7-E are process diagrams shoWing a 
conventional semiconductor device manufacturing method. 

DETAILED DESCRIPTION OF THE 
INVENTION 

(First Embodiment) 
FIGS. 1-A and 1-B shoWs the structure of a semiconduc 

tor device according to the ?rst embodiment of the present 
invention. FIG. 1-A is a back-vieW of the semiconductor 
apparatus according to the ?rst embodiment of the present 
invention. FIG. 1-B is a cross sectional vieW of What is 
shoWn in FIG. 1-A across the line AB. In What folloWs, the 
?rst embodiment of the present invention Will be explained 
With reference to FIGS. 1-A and 1-B shoW. The same 
reference numerals are used for the components that are 
already used in FIG. 6. 
The semiconductor substrate 1 has a prescribed thickness 

at the central portion 11. The thickness of the peripheral 
portion 12 of the semiconductor device in the semiconductor 
substrate 1 is smaller than the thickness of the central portion 
11. The peripheral portion 12 of the semiconductor device 
thus forms a step unit 6 as shoWn inside the circle in FIG. 
1-B. This step unit 6 is formed on the surface of the side on 
Which the semiconductor substrate is sealed With the resin. 
It is desirable that the depth of this step unit 6, that is, the 
distance from the surface of the central portion 11 to the top 
portion of the peripheral portion 12 be larger than 10 pm 
(this distance is indicated by Y in FIG. 1-B). It is desirable 
that the distance from the edge portion of the semiconductor 
device to the central portion of the semiconductor device, 
that is, the Width of the step unit 6 be larger than 3 pm (this 
distance is indicated by X in FIG. 1-B). Aluminum electrode 
pads 2 are formed at prescribed positions on the surface of 
the semiconductor substrate 1. A Wire 3 made of Cu is 
formed on the semiconductor substrate 1. The Wire 3 is 
electrically connected to the aluminum pad 2. The surface of 
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the semiconductor substrate 1 and the Wire 3 are sealed With 
a resin 4. Protruded electrodes 5 are formed over the resin 
4. In the present embodiment, these protruded electrodes 5 
are bump electrodes made of solder or the like that are 
formed over the Wire 3 exposed on the surface of the resin 
4. 

In the semiconductor device of the present invention, the 
peripheral portion 12 of the semiconductor substrate 1 is 
thinner than the central portion 11, forming the step unit 6. 
This step unit 6 is formed on four sides surrounding the 
central portion 11 as shoWn in FIG. 1-A. 
Due to the presence of this step unit 6, the area of contact 

increases in the peripheral portion 12 of the semiconductor 
device betWeen the resin 4 and the semiconductor substrate 
1. As a result, the strength of the anchor effect is increased. 

Since the anchor effect has been increased, the resin 4 
becomes harder to be peeled off from the semiconductor 
substrate 1. 

The semiconductor device of the present invention is 
stable since the resin is harder to be peeled off from the 
semiconductor substrate by the thermal stress that is gener 
ated When the semiconductor device is packaged. 

FIGS. 2-A through 2-F are process diagrams shoWing the 
process of the semiconductor device manufacturing method 
according to the ?rst embodiment of the present invention. 

Next, the manufacturing method of the semiconductor 
device according to the ?rst embodiment of the present 
invention Will be explained With reference to FIGS. 2-A 
through 2-F. 

First, as shoWn in FIG. 2-A, a Wire 21 made of Cu is 
formed on a semiconductor Wafer 20 by an electric plating 
process or the like. This Wire is electrically connected to an 
electrode pad formed on a Wafer not shoWn in the draWing. 

After this, a groove 23 is formed on the surface of the 
semiconductor Wafer 20 using a peripheral blade 22 that 
rotates at high speed. This groove is formed in the portion 
that is to be the peripheral portion of each individual 
semiconductor device. The thickness of the peripheral blade 
22 used to form the groove is betWeen 35 pm and 150 pm. 
The Width of the groove 23 is made larger than the thickness 
of the peripheral blade 22 by 1 pm to 5 pm. The depth of the 
groove 23 is set larger than 10 pm as shoWn in FIG. 2-B. By 
making the groove 23 deeper than 10 pm, the groove can be 
formed With a stable Width Without depending very much on 
the shape of the tip of the blade 22. 

After this, the surface of the semiconductor Wafer 20 is 
?lled With the resin 24. As a result, the groove 23 is also 
?lled With the resin 24 as shoWn in FIG. 2-C. 

Next, as shoWn in FIG. 2-D, the surface of the resin 24 is 
polished With the polishing blade 25 until the Wire 21 
embedded in the resin 24 is exposed. After this, as shoWn in 
FIG. 2-E, a bump electrode 26 made of a solder ball is 
formed on the Wire 21. 

After this, the portion in Which the groove 23 has been 
formed in the previous process is cut With a high speed 
rotating peripheral blade 27. As a result, the semiconductor 
Wafer 20 is divided into multiple semiconductor devices. In 
this case, it is desirable that the thickness of the peripheral 
blade 27 be smaller than that of the blade 22, preferably by 
more than 6 pm as shoWn in FIG. 2-F. 

According to the manufacturing method of the present 
invention, the semiconductor Wafer 20 is divided into mul 
tiple semiconductor devices by forming the groove 23 on the 
surface of the semiconductor Wafer 20, sealing With a resin 
the surface of the semiconductor Wafer 20, and cutting the 
semiconductor Wafer 20 along the groove 23. 
When the blade directly hits the surface of the semicon 

ductor Wafer 20, a stress is applied to the surface of the 
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4 
semiconductor Wafer 20. The blade 27 used to divide the 
semiconductor Wafer 20 into multiple semiconductor 
devices dose not directly hit the surface of the semiconduc 
tor Wafer 20. Instead, the blade 27 hits the bottom of the 
groove 23. Hence, the stress is applied to the surface of the 
semiconductor Wafer 20 When the groove 23 is formed but 
not When the semiconductor Wafer 20 is cut into multiple 
semiconductor devices. 
When the groove 23 is formed, the semiconductor Wafer 

20 is cut to a small depth. Therefore, in this case, the length 
of time the blade 22 stays in contact With the surface of the 
semiconductor Wafer 20 is shorter compared With the case in 
Which the semiconductor Wafer 20 is cut into multiple 
semiconductor devices. Therefore, the stress applied to the 
surface of the semiconductor Wafer 20 in this case is small. 
As a result, the surface of each of the multiple semiconduc 
tor devices is less likely to be broken or cracked. Even if the 
surface of the semiconductor Wafer 20 is chipped When the 
groove 23 is formed, the chipped portion is ?led With the 
resin 24. Therefore, the chipped portion does not get cor 
roded. 

Thus, according to the semiconductor device and semi 
conductor device manufacturing method of the ?rst embodi 
ment of the present invention, semiconductor devices are 
provided Without having the resin portion peeled off from 
the semiconductor substrate While reducing the amount the 
surface of the semiconductor device is chipped. 
(Second Embodiment) 

FIGS. 2-A through 2-F the structure of a semiconductor 
device according to the second embodiment of the present 
invention. 

FIG. 3-A is a back vieW of the semiconductor device 
according to the second embodiment of the present inven 
tion. FIG. 3-B is a cross sectional vieW of What is shoWn in 
FIG. 3-A across the line A-O-B. In What folloWs, the second 
embodiment of the present invention Will be explained With 
reference to FIGS. 3-A and 3-B. The same reference numer 
als are used for the components that are already used in 
FIGS. 1-A and 1-B. 
The second embodiment is identical With the ?rst embodi 

ment in that a step unit 6 is formed on the semiconductor 
substrate 1. 
As shoWn in FIG. 3-A With the broken line, the Width of 

the step unit 6 is varied periodically like a pule Wave form 
(this Width is shoWn by X in the draWing). By forming the 
step unit 6 in this shape, the degree of the anchor effect of 
the step unit 6 is further increased. Moreover, as shoWn in 
FIG. 3-A, the step is formed in tWo directions along each 
side of the semiconductor device. The step consists of step 
portions 31 that are parallel to the side of the semiconductor 
device and step portions 32 that are perpendicular to the side 
of the semiconductor device. 

Therefore, regardless of the direction from Which a shear 
stress or thermal stress is applied to the semiconductor 
device, it is possible to prevent the resin from getting peeled 
off from the semiconductor substrate. 

Hence, according to the second embodiment, the resultant 
semiconductor device has an anchor effect that is superior to 
the anchor effect achieved in the ?rst embodiment. 

FIGS. 4-A through 4-F are process diagrams shoWing the 
process of the semiconductor device manufacturing method 
according to the second embodiment of the present inven 
tion. FIG. 5 shoWs the shape of the groove formed in the 
process of the semiconductor device manufacturing method 
according to the second embodiment of the present inven 
tion. 

Next, the semiconductor device manufacturing method of 
the second embodiment of the present invention Will be 
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explained With reference to FIGS. 4-A through 4-F. The 
same reference numerals are used for the components that 
are already used in FIGS. 2-A through 2-F. 

First, a Wire 21 made of Cu is formed on a semiconductor 
Wafer 20 by an electric plating process as shoWn in FIG. 
4-A. 

Second, a groove 23 is formed on the surface of the 
semiconductor Wafer 20 by illuminating a laser light onto 
the surface of the semiconductor Wafer 20. This groove 23 
is formed in each of those portions that are to become the 
peripheral portions of the multiple semiconductor devices to 
be formed. The Width of the groove 23 is varied periodically 
betWeen the loWer limit of X1 pm and the upper limit X2 
pm. The depth of the groove 23 is set to 10 pm as shoWn in 
FIG. 4-B. FIG. 5 is a magni?ed top vieW of the shape of the 
groove 23. 

Third, as shoWn in FIG. 4-C, the surface of the semicon 
ductor Wafer 20 is ?lled With a resin 24. In this case, the 
groove 23 is also ?lled With the resin 24. 

Fourth, as shoWn in FIG. 4-D, the surface of the resin 24 
is polished using a polishing blade 25 until the Wire 21 
embedded in the resin 24 is eXposed. 

Fifth, as shoWn in FIG. 4-E, a bump electrode 26 made of 
a solder ball or the like is formed on the eXposed Wire 20. 

Finally, as shoWn in FIG. 4-F, the semiconductor Wafer 20 
is cut and divided into multiple semiconductor devices using 
a high speed rotating peripheral blade 27. In this case, it is 
desirable that the thickness of the peripheral blade 27 be 
made smaller than the minimum Width X1 of the groove. If 
possible, the thickness of the peripheral blade 27 should be 
made smaller than the minimum Width X1 of the groove by 
at least 6 pm. 
As in the ?rst embodiment, the amount of stress applied 

to the surface of the semiconductor Wafer can be reduced. In 
the present embodiment, the step unit is formed in the shape 
of a pulse Wave form. As a result, the stress that is generated 
When the resin 24 hardens and contracts is absorbed by the 
step unit. Thus, according to the semiconductor device 
manufacturing method of the second embodiment, stable 
semiconductor devices are provided Without having the resin 
portion peeled off from the semiconductor substrate. 

In the embodiments of the present invention, the Wire Was 
eXposed by polishing the sealing resin. HoWever, it is not 
necessary to polish the sealing resin if the amount of the 
resin is controlled so that the Wire Will be eXposed in sealing 
the semiconductor surface With the resin. 

It should be noted that the shape of the step unit need not 
be like a pulse Wave form. The same effect can be achieved 
by varying the Width of the step unit Within a range betWeen 
a prescribed upper limit and a prescribed loWer limit and by 
dividing the semiconductor substrate into individual devices 
using a blade Whose thickness is smaller than the loWer limit 
Width of the step unit. 
What is claimed is: 
1. A semiconductor device, comprising: 
a semiconductor substrate having a central portion and a 

peripheral portion surrounding said central portion, 
Wherein a thickness of said semiconductor substrate in 
said peripheral portion gradually decreases With 
increasing distance from said central portion; 

an electrode pad Which is located on said central portion 
of said semiconductor substrate; 

a Wire having a ?rst portion and a second portion, Wherein 
said ?rst portion is located on said electrode pad, and 
said second portion is located on said central portion of 
said semiconductor substrate; 
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6 
an electrode bump Which is mounted on an upper surface 

of said second portion of said Wire; and 
a sealing resin Which seals a surface of said semiconduc 

tor substrate, said electrode pad, said ?rst portion of 
said Wire and a side surface of said second portion of 
said Wire. 

2. Asemiconductor device as claimed in claim 1, Wherein 
the thickness of the peripheral portion is less than a thickness 
of said central portion by more than 10 pm. 

3. A semiconductor device, comprising: 
a semiconductor substrate having a central portion and a 

peripheral portion surrounding said central portion, 
Wherein a thickness of said semiconductor substrate in 
said peripheral portion gradually decreases toWard an 
edge of said semiconductor substrate, and Wherein an 
edge of said central portion is uneven against the edge 
of said semiconductor substrate; 

an electrode pad located on said central portion of said 
semiconductor substrate; 

a Wire electrically connected to said electrode pad; 

an electrode bump Which is mounted on an upper surface 

of said Wire; and 
a sealing resin Which seals a surface of said semiconduc 

tor substrate and at least a portion of said Wire. 
4. A semiconductor device as claimed in claim 3, Wherein 

said peripheral portion of said semiconductor substrate has 
a Width that is equal to a distance from an edge portion of 
said semiconductor device to said central portion, and 
Wherein the Width of said peripheral portion varies betWeen 
a ?rst value and a second value. 

5. A semiconductor device as claimed in claim 3, Wherein 
said peripheral portion of said semiconductor substrate has 
a Width that is equal to a distance from the edge of said 
semiconductor device to said central portion, and said Width 
of said peripheral portion is over 3 pm. 

6. A semiconductor device as claimed in claim 3, Wherein 
the thickness of said peripheral portion is less than a 
thickness of said central portion by more than 10 pm. 

7. A semiconductor device, comprising: 
a substrate having a ?rst area and a second area surround 

ing said ?rst area, Wherein a thickness of said substrate 
in said second area gradually decreases toWard an edge 
of said substrate; 

a plurality of pads Which are located on said ?rst area of 

said substrate; 
a plurality of ?rst conductive layers respectively located 

on said plurality of pads; 
a plurality of second conductive layers Which have a 

thickness that is greater than a thickness of said ?rst 
conductive layers, Wherein each of said second con 
ductive layers is located on said ?rst area of said 
substrate, and Wherein said second conductive layers 
are electrically connected With said ?rst conductive 
layers; 

a plurality of electrode bumps, Wherein each of said 
electrode bumps is mounted on an upper surface of said 
second conductive layers; and 

a sealing resin Which seals a surface of said substrate, said 
?rst conductive layers and a portion of said second 
conductive layers. 

* * * * * 


