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To all whom it may concern. 
Be it known that I, NICHOLAS STOCK, a citi 

zen of the United States, residing in Kingston, 
in the county of Ulster and State of New York, 
have invented certain new and useful Im 
provements in Furniture~Pads, of which the 
following is a speci?cation. 
The object of this invention is to provide a 

simple, durable, and comparativelyinexpen 
sive pad for use upon furniture as a protec 
tion to the same and to the ?oor or wall with 
which such articles come in contact. 
The invention consists of a furniture~pad 

comprising a thimble provided at its upper 
end with an interiorly-threaded contracted 
portion or ?ange, an exterior ?ange at its 
lower end, a headed screw in said thimble 
and engaging the screw-thread of the con 
tracted portion of the same, and an elastic 
cushion sprung upon the head of the screw 
and retained in frictional contact with said 
exterior ?ange of the thimble, and, further, in 
certain details of construction and combina 
tions of parts, which will be more fully de 
scribed hereinafter and ?nally pointed out 
in the claims. 
In the accompanying drawings, Figure 1 is 

a vertical central section of the lower portion 
of a chair-leg, showing my improved furni 
ture-pad applied thereto. Fig. 2 is a side ele 
vation of my improved furniture-pad. Fig. 
3 is a vertical central section through the 
same; and Fig. ii is a plan view, partly in sec 
tion, on line 4 4, Fig. 2. 

Similar letters of reference indicate corre 
sponding parts. 
Referring to the drawings, a represent-s a 

tubular sheet-metal thimble, which is pro 
vided at its lower end with an exterior ?ange 
b and at its upper end with an interior ?ange 
c, which is formed by gradually contracting 
the shell of the thimble at the upper end, so 
that it has preferably a rounded or tapering 
upper edge. WVithin said thimble is located 
the shank d of a headed screw, upon the head 
6 of which is placed the elastic cushion f. 
The opposite end of the screw - shank is 
pointed and for a short distance back from 
the pointed end is provided with a, screw 
thread. The contracted upper end or ?ange 
of the thimble is provided with a correspond 

ing screw-thread. The head of the screw 
may be of any desired shape, but has prefer 
ably a convex face at that side which is ad‘ 
jacent to the ?oor when the pad is in use. 
The cushion f is formed of soft rubber or 
other suitable elastic material and in any ap-v 
proved exterior form and is provided with 
an interior cavity corresponding in shape to 
the screw-head e and with an opening in its 
upper side into said cavity, said opening be‘ 
ing of less diameter than the head e and also 
of less diameter than the exterior ?ange b of 
the thimble and of such size as to permit the 
insertion and withdrawal of the screw-head 
from the cavity by stretching the cushion. 
The cushion may be provided, as shown in 
the drawings, with a ?ange at its upperpart. 
My improved furniture-pad is applied to 

furniture in much the same manner as a cas 
ter. The leg A of the chair or table is pro 
vided with a socket B of suitable depth and 
of such size as to ?t the thimble, which latter 
is driven into said socket and retained therein 
by friction. The chair-leg is also provided 
with a countersink, which receives the ?ange 
b of the thimble, so that the same is rendered 
smooth with the lower surface of the chair 
leg, as shown in Fig. 1. A cushion f is sprung 
upon the screw-head and the shank of the 
screw inserted into the thimble and guided. 
by its point through the opening in the inner 
end of the same, so that the screw-thread 
readily engages that of the contracted portion 
0 of the thimble. The shank is then turned 
until the cushion abuts against the lower 
?ange of the thimble and against the chair 
leg. 
?ange and chair-leg and with the screw-head 
serves to retain the screw in position and pre 
vents it from unscrewing when the chair is 
moved about or turned, so that no movement 
of the parts takes place and the cushion is 
retained rigidly in position until removed for 
replacing with a new one. “Then this is nec 
essary, it may readily be accomplished by 
turning the cushion and unscrewing the screw 
byhand, taking off the old cushion, springing 
a new cushion upon the screw-head, and re 
placing the screwin the thimble in the man 
ner ?rst described. The lower ?ange of the 
thimble limits the forcing of the thimble into 
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the socket, so that the Weight upon the chair 
leg is borne in part by the ?ange b and in 
part directly by the cushion. 
'It is obvious that the pad may be applied 

not only to the legs of articles of furniture, 
but also to other parts of the same, Wherever 
required, so as to act in the nature of a buffer. 
To adapt it to the special use, the Various 
parts may be made in any size and propor 
tions desired. 
By my improved construction the leg is not 

weakened, as is the case when screwing in the 
screw-shank of the pads heretofore in use, 
and a strong and durable furniture-pad pro 
duced. 
Having thus described my invention, I 

claim as new and desire to secure by Letters 
Patent 

1. A furniture-pad, consisting of a thimble 
provided at its upper end with an interiorly— 
threaded contracted portion or ?ange, an ex 
terior ?ange at its lower end, a headed screw 
in said thimble and engaging by its shank 
the screw-thread of the contracted portion, 
and an elastic cushion sprung upon the head 

of the screw and retained in frictional contact 
with said exterior ?ange of the thimble, sub 
stantially as set forth. 

2. The combination, with an article of fur 
nitu re, provided with a socket, of a furniture 
pad, consisting of a thimble frictionally re 
tained in said socket and provided at its upper 
end with an interiorly-threaded contracted 
portion or ?ange, an exterior ?ange at its 
lower end, a headed screw in said thimble 
and engaging the screw-thread of the con 
tracted portion, and an elastic cushion sprung 
upon the head of the screw and retained in 
frictional contact with the exterior ?ange of 
the thimble and with the adjacent portions 
of the article of furniture, substantially as set 
forth. - 

In testimony that I claim the foregoing as 
my invention I have signed my name in pres 
ence of two subscribing witnesses. 

NICHOLAS STOCK. 

WVitnesses: 
PAUL GOEPEL, 
M. H. WURTZEL. 
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