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AIRCRAFT CREW REST STATION FOR A 
LONG DISTANCE AIRLINE FLIGHT 

RELATED APPLICATIONS 

This is a continuation of Ser. No. 09/216,446 ?led Dec. 
18, 1998 now US. Pat. No. 6,182,926. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

This invention relates generally to resting and sleeping 
quarters for an aircraft creW, and more particularly concerns 
overhead aircraft creW resting and sleeping quarters With 
amenities and emergency equipment, in a space-saving and 
Weight-saving con?guration occupying substantially other 
Wise unused space aboard an aircraft. 

2. Description of Related Art 
Resting or sleeping facilities are commonly provided for 

the creW and/or passengers of ships, boats, trucks, buses, and 
the like When they are used for transportation of cargo or 
passengers over long distances. HoWever, such facilities 
have been more uncommon for long distance airline ?ights, 
due to aircraft Weight constraints and limitations of available 
space aboard aircraft. Bunks for creW members aboard ship, 
for example, are typically constructed of heavy metal frames 
bolted together to provide a heavy structure inappropriate 
for aircraft. 

One approach to an aircraft creW rest facility is currently 
available that provides con?gurations having 6 or 7 bunks. 
HoWever, the creW rest facility is located in the loWer lobe 
cargo bay of the aircraft, and occupies otherWise valuable 
cargo space, resulting in a loss of full freight capability for 
the aircraft. The Weight of the creW rest facility is approxi 
mately 2,200 pounds, Which further limits the capacity of the 
aircraft for carrying cargo or passengers. 

It Would therefore be desirable to provide an improved 
con?guration for a creW rest and sleeping station With 
increased capacity for creW members, includes all necessary 
amenities and emergency equipment to meet the require 
ments of ?ight regulations, and principally occupies an area 
of the aircraft that is otherWise generally unused. It Would 
also be desirable to provide a creW rest and sleeping station 
that has a space-saving and Weight-saving con?guration that 
minimiZes the reduction in capacity of the aircraft for 
carrying cargo or passengers. The present invention meets 
these needs. 

SUMMARY OF THE INVENTION 

Brie?y, and in general terms, the present invention pro 
vides for an improved creW rest station having less Weight 
(typically approximately 1,250 pounds), no loss of cargo 
space, and more bunk space. 

The present invention according provides for an aircraft 
creW rest station for a long distance airline ?ight, the aircraft 
having a hull With a curved top portion, a loWered ceiling, 
and a space therebetWeen, comprising an overhead creW rest 
portion contoured to occupy the space betWeen the curved 
top portion of the hull of the aircraft and the loWered ceiling 
of the aircraft, and an entry vestibule providing access to the 
overhead creW rest portion. The overhead creW rest portion 
includes at least one bunk portion, and in a preferred 
embodiment, contains one or more bunk selected from 
forWard, aft, and side bunk portions. The creW rest station 
can be located approximately in the aircraft midsection. In 
one presently preferred embodiment, the overhead creW rest 
portion comprises forWard, aft, and side bunk portions 

10 

15 

20 

25 

30 

35 

40 

45 

55 

60 

65 

2 
con?gured in cross-Wise fashion. In a presently preferred 
aspect, the vestibule also provides a lavatory area, as Well as 
a closet space. 

These and other aspects and advantages of the invention 
Will become apparent from the folloWing detailed descrip 
tion and the accompanying draWings, Which illustrate by 
Way of example the features of the invention. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a perspective vieW of aircraft shoWing creW rest 
station in phantom; 

FIG. 2 is a top plan schematic diagram of placement of 
creW rest station aboard the aircraft; 

FIG. 3 is a perspective schematic vieW of overhead creW 
rest portion, forWard rest rooms, and vestibule; 

FIG. 4 is a top plan vieW of the overhead creW rest 
portion; 

FIG. 5 side elevational sectional vieW of the overhead 
creW rest portion; 

FIG. 6 is a cross-sectional vieW of the mid-section of the 
aircraft looking forWard through the overhead creW rest 
portion; 

FIG. 7 is a cutaWay perspective vieW of the overhead creW 
rest portion; 

FIG. 8 is another perspective vieW of the overhead creW 
rest portion; 

FIG. 9 is a perspective vieW of the interior of the overhead 
creW rest portion shoWn in FIG. 8; 

FIG. 10 is a perspective vieW of the lavatory/vanity area 
shoWing the creW rest entry Way; 

FIG. 11 is a sectional elevational vieW of the lavatory/ 
vanity area shoWing the creW rest entry Way taken along line 
11—11 of FIG. 4; 

FIG. 12 is a top plan schematic vieW shoWing the layout 
of the creW rest station; 

FIG. 13 is a perspective schematic diagram illustrating the 
general layout of a right side forWard bunk; 

FIG. 14 is a perspective cutaWay vieW of the right side 
forWard bunks; 

FIG. 15 is a sectional vieW of the main creW control panel 
taken along line 15—15 of FIG. 14; 

FIG. 16 is a sectional vieW of a bunk area taken along line 
16—16 of FIG. 14; 

FIG. 17 is a sectional vieW of the interior of the overhead 
creW rest portion taken along line 17—17 of FIG. 14; 

FIG. 18 is a sectional vieW of the cabinet for emergency 
equipment, Waste receptacles, and the like taken along line 
18—18 of FIG. 17; 

FIG. 19 is a sectional vieW of an overhead light, smoke 
detector, and emergency panel taken along line 19—19 of 
FIG. 17; 

FIG. 20 is an enlarged sectional vieW of an alternate 
embodiment of the main creW rest control panel taken along 
line 20—20 of FIG. 17; 

FIG. 21 is a sectional vieW of a comer bunk access step 
and aisle light taken along line 21—21 of FIG. 17; 

FIG. 22 is a sectional schematic vieW of the forWard creW 
lavatory/coat closet and creW rest entry taken along line 
22—22 of FIG. 7; 

FIG. 23 is a perspective vieW of the vestibule shoWing the 
folding doors and entry Way; 

FIG. 24 is a sectional vieW of the coat closet looking aft 
and inboard taken along line 24—24 of FIG. 22; and 
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FIG. 25 is a sectional vieW of the lavatory taken along line 
25—25 of FIG. 24. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

Due to Weight and space constraints for aircraft, creW 
resting or sleeping quarters in aircraft used for transportation 
of cargo or passengers over long distances need to provide 
all the necessary amenities and emergency equipment to 
meet the requirements of ?ight regulations With a minimum 
occupation of otherWise useful space, and With a minimum 
of Weight, in order to minimiZe any reduction in capacity of 
the aircraft for carrying cargo or passengers by providing 
such a creW rest station. 

As is illustrated in the draWings, the invention is embod 
ied in an improved creW rest station for an aircraft used for 
long distance ?ights, such as the Boeing 777. Referring to 
FIGS. 1—3 and 8, in a presently preferred embodiment, an 
aircraft 30, such as the Boeing 777 for example, is advan 
tageously provided With a creW rest station 32 located 
approximately in the aircraft midsection 34, adjacent door 
number three 36. The creW rest station includes an overhead 
creW rest portion 38 With forWard and aft bunk portions 40 
and side bunk portions 42 con?gured in cross-Wise fashion 
and contoured to occupy a particular location, as for 
example, against the curved top portion of the hull 43 of the 
aircraft to ?t in the space betWeen the hull and the loWered 
ceiling of the aircraft, as illustrated in FIG. 6 and further 
explained beloW. Access to the creW rest is also preferably 
provided through an entry vestibule 44 adjacent to forWard 
restrooms 46, and can advantageously replace a lavatory in 
the center cabin area just aft of the cross aisle at door number 
three. In a presently preferred embodiment, the creW rest 
provides eight bunks that thus can sleep up to eight people 
in an area of the aircraft that Would otherWise be unused. 
This results in very loW intrusion into normally otherWise 
occupied space such as the cargo bay and the main deck 
seating area. The creW rest station preferably includes suf 
?cient space to provide all the amenities and emergency 
equipment that Would be necessary to satisfy the ?ight 
regulations. 

Referring to FIG. 4, in a presently preferred embodiment, 
the overhead creW rest portion includes tWo forWard bunks 
48, tWo aft bunks 50, and four side bunks 52. The overhead 
creW rest portion is preferably formed of a lightWeight 
composite material, such as ?berglass, for example, and can 
be molded as a single unit for increased strength, so that the 
unit does not need to be bolted together. Alternatively, the 
overhead creW rest portion can be formed of modular 
sections, With aft 51 and forWard 49 bunk modules that can 
be connected together With a central deck module 53, as Well 
as a desired number of side bunk modules 55, all preferably 
formed of molded composite material, such as ?berglass. It 
should be recogniZed that a creW rest station of a larger or 
smaller capacity could also be provided by simply increas 
ing or reducing the number of side bunks, and that a ?ight 
creW rest station could be provided at other locations in the 
aircraft as Well, such as a forWard ?ight creW rest station 
With tWo bunks, for example. The overhead creW rest portion 
preferably is accessed by an entry ladder 54 extending up 
through an entry Way 56. It should be pointed out that the 
typical hoop frame 58 of the aircraft supports and alloWs for 
sufficient space for the overhead creW rest portion in other 
Wise unused space of the aircraft. 
As is more clearly seen in FIGS. 5, 6 and 7, the aircraft 

typically includes a loWered ceiling 60, With space provided 
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4 
above the ceiling for the overhead stoWage bins 62, and 
various types of ducting 64 above the seating 66. The 
overhead creW rest portion located betWeen the hull and 
loWered ceiling of the aircraft thus does not impinge upon 
the seating area or the cargo area 68 of the aircraft. 

Referring to FIGS. 9, shoWing a perspective vieW of the 
interior of the overhead creW rest portion shoWn in FIG. 8, 
and FIG. 12, the overhead creW rest portion also preferably 
includes an emergency escape hatch 70. As can be seen in 
FIG. 9, a main creW rest control panel 72 is also preferably 
provided, as Will be explained further beloW, as Well as a 
cabinet 74 such as for emergency equipment, Waste 
receptacles, and the like. 
The vestibule also economically provides space for a 

lavatory/vanity area 75, also explained further beloW, adja 
cent to the creW rest entry Way, a closet space 76, and a 
folding door 78 to provide a modicum of privacy to the 
overhead creW rest area, as is illustrated in FIGS. 10 and 11. 

NoW turning to FIGS. 13 to 21, the overhead creW rest 
portion Will be explained in greater detail. FIG. 13 highlights 
the general layout of a right side forWard bunk 80 also 
illustrated in more detail in FIGS. 14 and 16. Referring to 
FIG. 14, the overhead creW rest portion includes overhead 
lighting 82, and each individual bunk includes an entry 84 
that can be curtained to provide individual privacy and 
darkness for each individual bunk even When the overhead 
lighting is on. ToWard the head of the bunk 86 are individual 
comfort controls 88, alloWing for control of lighting and 
air?oW Within the bunk area. FIG. 15 illustrates one pres 
ently preferred embodiment of the main creW control panel, 
Which can include an intercom phone 90, a call Warning light 
92, no smoking and seat belt indicators 94, overhead creW 
rest portion light sWitches 96, vestibule light sWitches 98, 
horn sWitch 100, and a service outlet 102. A stoWage area 
104 is also preferably provided, such as for stoWing shoes or 
other personal items. 
As is illustrated in FIG. 16, an individual bunk area 106 

can have mounted on a vertical side Wall 108 such control, 
emergency and indicator items as a no smoking and seat belt 
indicator 110, oxygen mask 112, reading light 114, reading 
light sWitches 116, air ?oW noZZle 118, also commonly 
knoWn in the industry as a gasper, as Well as an air intake 
register 120 for recirculation of cabin air. 
With reference to FIG. 17, shoWing the interior of the 

overhead creW rest portion, an aisle light 122 is also pref 
erably provided near the creW rest portion deck 123, in a 
corner bunk non-skid access step 172 preferably having a 
non-skid surface 173, as is further illustrated in FIG. 21, and 
the central cabinet may be provided With various types of 
emergency equipment, such as ?re extinguishers 124, fur 
ther illustrated in FIG. 18. The cabinet may provide for 
emergency equipment, Waste receptacles, and the like, and 
in one presently preferred embodiment, includes an access 
panel 126, a night light 128, and an emergency light 130. 
Other items such as a ?ashlight 132, and emergency oxygen 
134 can also be provided. 
As shoWn in FIG. 19, the creW rest portion also preferably 

provides an overhead panel 135 With an emergency light 
136, a smoke detector 138, and a ?uorescent light panel 140. 
In another presently preferred embodiment, the main creW 
rest control panel, located near the exit sign 142, includes a 
no smoking, fasten seat belt indicator 144, a smoke Warning/ 
decompression Warning indicator 146, a smoke detector 148, 
a loW air?oW Warning chime 150, speaker 152 such as for 
onboard announcements, and a smoke detection Warning 
horn 154 as Well as a horn shutoff sWitch 156. Test sWitches 
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158 can also be provided, such as a test switch for the 
emergency light switch 160, a test sWitch for smoke Warning 
indicator 162, and a test sWitch for decompression Warning 
164, for example. The control panel may also include smoke 
detector control panel 168, and centraliZed sleeping area 
light controls 170 for the overhead creW rest area. 

The vestibule is further illustrated in FIG. 22, 23 and 24, 
shoWing the forWard creW lavatory 176, coat closet 178, 
additional closet space 180, such as for a video control, and 
the creW rest entry 182. As is shoWn in FIGS. 23 and 24, the 
lavatory 176 may also include an emergency kick-out panel 
183, and referring to FIGS. 24 and 25, shoWing the closet 
and lavatory space in greater detail, the lavatory typically 
includes a toilet 184, a sink 186, stoWage 188, and other 
common amenities. 

It Will be apparent from the foregoing that While particular 
forms of the invention have been illustrated and described, 
various modi?cations can be made Without departing from 
the spirit and scope of the invention. Accordingly, it is not 
intended that the invention be limited, eXcept as by the 
appended claims. 
What is claimed is: 
1. In an aircraft creW rest station for a long distance airline 

?ight, the aircraft having a hull With a curved top portion, a 
loWered ceiling, a space therebetWeen, and an overhead 
creW rest portion contoured to occupy the space betWeen the 
curved top portion of the hull of the aircraft and the loWered 
ceiling of the aircraft, said space overlying a passenger 
seating area Within the hull of the aircraft, said space further 
separated from said passenger seating area by said ceiling 
over said passenger seating area, the improvement compris 
ing: 

a central deck module disposed in said overhead creW rest 
portion; and 

a central entry vestibule connected to said passenger 
seating area and providing direct access to said central 
deck module of said overhead creW rest portion. 

2. The aircraft creW rest station of claim 1, further 
comprising a ?rst bunk portion connected to a forward 
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portion of said central deck module and disposed in said 
overhead creW rest portion. 

3. The aircraft creW rest station of claim 1, further 
comprising a second bunk portion connected to an aft 
portion of said central deck module and disposed in said 
overhead creW rest portion. 

4. The aircraft creW rest station of claim 1, further 
comprising a side bunk portion connected to said central 
deck module and disposed in said overhead creW rest 
portion. 

5. The aircraft creW rest station of claim 1, further 
comprising a ?rst bunk portion connected to a forWard 
portion of said central deck module and disposed in said 
overhead creW rest portion; and 

a second bunk portion connected to an aft portion of said 
central deck module and disposed in said overhead 
creW rest portion. 

6. The aircraft creW rest station of claim 5, Wherein said 
overhead creW rest portion further comprises side bunk 
portions connected to said central deck module and disposed 
in said overhead creW rest portion, and said forWard, aft, and 
side bunk portions are con?gured in cross-Wise fashion. 

7. The aircraft creW rest station of claim 1, Wherein said 
central vestibule further comprises a lavatory area. 

8. The aircraft creW rest station of claim 1, Wherein said 
central vestibule further comprises a closet. 

9. The aircraft creW rest station of claim 1, Wherein said 
central deck module further comprises an emergency escape 
hatch. 

10. The aircraft creW rest station of claim 5 Wherein each 
of said forWard and aft bunk portions eXtends from said 
central deck module in a direction approximately parallel to 
the hull center line. 

11. The aircraft creW rest station of claim 6 Wherein each 
of said forWard, aft and side bunk portions eXtends from said 
central deck module. 

12. The aircraft creW rest station of claim 1, Wherein said 
central deck module further comprises at least one seat that 
may be occupied by a creW member. 

* * * * * 


