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SPECIFICATION forming part of Letters Patent No. 631,078, dated August 15, 1899. 
Application ?led January 10, 1899. Serial No. 701,707. (No model.) 

To all whom, it may concern. 
Be it known that I, FERDINAND KING, a 

citizen of the United States, residing in the 
city, county, and State of New York, have in 
vented certain new and useful Improvements 
in Means for Extracting Articles from their 
Boxes, Cans, or other Containers; and I do 
hereby declare the following to be a full, 
clear, and exact description of the invention, 
such as will enable others skilled in the art 
to which it appertains to make and use the 
same, reference being had to the accompany 
ing drawings, and to the letters of reference‘ 
marked thereon, which form a part, of thisv 
speci?cation. 
This invention relates to the packaging of 

articles of manufacture; and it has reference 
particularly to devices comprehended under 
‘this art wherein the container for the article 
consists of a box, can, or other receptacle of 
similar character. 
The object of the invention is to provide 

simple, e?icient, and practically inexpensive 
means for extracting the article, either en 
tirely or partially, from its containing recep 
tacle. 
The invention consists in-the combination 

of a receptacle and means for extracting from 
the same, either partially or entirely, the ar 
ticle contained thereby. 

I have fully illustrated my invention in the 
accompanying drawings, wherein~— 
Figure 1 is a vertical sectional view of a box 

or can provided with my improved extracting 
means for the article, said article being shown 
partially in elevation and partially in section. 
Fig. 2 is a view similar to Fig. 1 with the ex 
ception that the sections are taken in a plane, 
substantially at right angles to the plane of 
the sections in Fig. 1. Fig. 3 is a view of' the 
article, showing the same in‘perspective and 
provided with a certain device constituting a 
guide employed in connection with the ex 
tracting means. Fig. 4 is a view in side ele 
vation of the container or receptacle, the ar 
ticle inclosed therein, and the extracting 
means for the latter, a portion of the recep 
tacle being broken away to show said article 
and the extracting means. Fig. 5 vis a view 
of the lower portion of a receptacle, the ar 
ticle contained therein, and the extracting 

means, illustrating a slight modi?cation of 
my invention. Fig. 6 is a view similar to 
Fig. 1, but showing the article inclosed in 
a wrapper or permanent covering and also 
showing the package which said article and 
its wrapper constitutes in a slightly-elevated 
or partly-extracted position relatively. to the 
receptacle. Fig. 7 is a view inijelevation of 
the device which is employed-asragguide in 
connection with my extractingim'eans. Fig. 
8 is a view in elevation of a modi?ed form of 
this device; and Fig. 9 is a sectional view of 
the upper portion of the receptacle and, the 
extracting means, showing the manner in 
which the latter is secured to the former. 

In the practical application of my invention 
I propose to secure near the mouth and pref 
erably on the inside of a box, can, or other 
similar receptacle a a strap or band I), of ?exi 
ble material, which is passed down the inside 
of the receptacle, under the article contained 
therein, and up along the inside of said re 
ceptacle at a point substantially opposite to 
the point of securing said band, the free end 
of the latter projecting above the article for 
an appreciable distance. The band is pref 
erably secured at the point above mentioned 
by means of an eyelet c, which, if the box be 
of tin, may be an integral part of said box," 
being formed by punching the sameinwardly 
and turning back the edges of the aperture 
thus formed. It is preferred to bend the end 
of the band back upon itself, so that its end 
will be toward the bottom of the receptacle, 
substantially as shown in Fig. 9. 

It will be manifest that if the free end of 
the band above described is drawn upon the 
article will be elevated or withdrawn from its 
container or receptacle. It will also be mani 
fest that having withdrawn the article to the 
desired extent it may be maintained in that 
position by simply pressing the band against 
the outside of the container, (as in clasping 
the latter in the hand,) thus preventing the 
weight of the article from effectinga reverse 
movement of the band. 

It will be obvious that where the article 
has a substantially circular or other rounded 
shape in cross-section some means for guid— 
ing'the band, and thus preventing its lateral 
displacement, should be provided. 
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I have shown in the accompanying draw 
ings a guiding means which consists of an 
elongated plate d, having overlapping ?aps 
e projecting from its side edges. 

If desired ornecessary, owing to the shape 
of the container, the guide maybe secured 
to the bottom of the article, and this I pro 
pose to accomplish by providing the plate (I 
of the guide with an ear g, projecting from 
each of its ends, one of said ears being pro 
vided with a spur or pin g’, which when the 
ears are bent upwardly at right angles to the 
plate projects into the article. It is prefer 
able that the spur or pin be removable, and 
for this purpose it is provided with a head or 
enlargement g2 and projects through an aper 
ture g“ in the ear of the plate. The car 
which is free of the spur is bent at right an 
gles midway its length, as at h, and also at 
right angles to the plate (I, as at i, and pro 
jects into the article. In this case the article 
should be of a solid material, such as a cake 
or stick of soap, into which the car may be 
readily inserted and wherein it will have a 
?rm hold. If desired, both the ears may be 
provided with the spur or pin; but the con 
struction I have described is the preferable 
and most practical one. 

It may be desirable to provide the article 
with a permanent covering, as 7a, formed of 
several thicknesses of paper or in any other 
desired manner or of any other suitable ma 
terial, and in this case the guide is secured 
thereto substantially in the manner already 
described in connection with an article hav 
ing no wrapper. It is not absolutely essen 
tial in every adaptation of this guide that it 
be secured to the bottom of the article, for if 
said article approximates in shape the inside 
shape of the container and the guide is so 
disposed between the bottoms of the article 
and the container that it extends across the 
latter at its widest part, being su?iciently 
long for the purpose, its lateral displacement 
from beneath the article will be prevented by 
virtue of the fact that its ends will engage the 
walls of the container. 
As shown in Fig. 2, the guide, whether with 

or without the ears, may be set into a trans 
verse recess formed in the bottom of the ar 
ticle. 
Although I have hereinbefore referred to 

guiding means which consist of an entirely 
separate and distinct element, I do not pro 
pose to be limited to that extent, for it is ob 
vious that a transverse recess'may be formed 
in the bottom of the article or of a package 
comprising the same to answer the intended 
purpose. 
Having thus fully described my invention, 

what I claim as new, and desire to secure by 
Letters Patent, is—"~ 

1. The combination of a box, can or other 
similar receptacle and an article contained 
thereby, a ?exible band extending beneath 
said article, having one of its ends secured 
to the receptacle near the mouth thereof, and 
havingthe other of its ends projecting freely 
above the article, and a guide for said band 
disposed between the bottom portion of said 
article and the receptacle and operatively 
engaging one of them, substantially as de 
scribed. 

2. The combination of a box, can or other 
similar receptacle and an article contained 
thereby, a ?exible band extending beneath 
said article and having one of its ends se 
cured to the receptacle near its mouth and 
the other of its ends projecting freely above 
the article, and a guide for said band dis 
posed between the bottoms of said article and 
the receptacle and consisting of a plate hav 
ing overlapping ?aps, and an upturned ear 
situated at each of its ends, one of said ears 
being rebent and engaging the article and 
the other of said ears being provided with a 
spur or pin also engaging said article, sub 
stantially as described. 

In testimony that I claim the foregoing I 
have hereunto set my hand this 28th day of 
December, 1898. 

FERDINAND KING. 

\Vitnesses: 
WM. S. .ToNEs, 
PERCY O. WALTON. 
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