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'T0 aZZ whom, it may concern. 
Be it known that I, PHILLIP L. ScHMIT'r, a 

citizen of the United States, residing at Wich 
ita, in the county of Sedgwick and State of 
Kansas, have invented certain new and use 
ful Improvementsin Mail-Bag Fasteners ; and 
I do declare the following to be a full, clear, 
and exact description of the invention, such 
as will enable others skilled in the art to which 
it appertains to make and use the same, 
My invention relates to mail-bag fasteners; 

and it relates particularly to that class thereof 
wherein a sliding bar is adapted to engage 
with metallic plates secured to the mail bag 
or sack on each side of its mouth to thereby 
close the latter, said bar itself being adapted 
to be securely held in‘ its locking position by 
suitable means. ' 

Among the objects in View is to provide a 
mail-bag fastener wherein a rigid metallic 
locking-slide having inwardly-turned ?anges 
is adapted to engage with outwardly-turned 
?anges upon a series of metallic plates secured 
upon each side of the mouth of the bag, said 
slide having a ?ared end, whereby it will when 
sliding into place cause the ' ?anges of the 
plates to be readily and surely engaged by 
the ?anges on the slide. , 
A further object is to provide the slide with 

a closed end formed by bending down the 
metal of the slide, whereby the stop or abut 
ment thus formed is adapted to strike against 
the end plates on the bag and thus limit the 
inward movement of the slide, and the oppo 
site end of the slide is provided with a loop 
or eye adapted when the slide is in proper 
locking position to project beyond the end of 
the bag and to be engaged by, a securing 
means, as a spring-catch or a hasp and pad 
look. 
A further object is to provide a fastener 

which is of very simple and inexpensive con 
struction and which will quickly and infalli-' 
bly fasten together the ?aps or ends of a mail 
bag at its mouth to prevent surreptitious ab 
straction of the contents. 
With the various objects in view the inven 

tion consists in the. novel Loonstruction, ar 
rangement, and combination of parts, as here 
inafter fully described, illustrated in the 

drawings, and pointed out in the appended 
claims. 
In the drawings, Figure 1 is a perspective 

view of a portion of a mail-bag, showing the 
same as locked or fastened by the slide. Fig. 
2 is a similar view, somewhat reduced, show 
ing thelocking-slide in the position it assumes 
when about to be slid into engagement with 
the plates on the bag. Fig. 3 is a transverse 
section on line a; a: of Fig. 1. Fig. 4 is an un 
der side plan View of the locking-slide. Fig. 
5 is a detail View of the hasp and lock carried 
thereby. Fig. 6 is a detail view of one of the 
metallic plates onthe bag. 
In carrying out my invention I provide the 

mail bag or sack 1 at each side of its opening 
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or mouth with a series of metallic plates 2. ‘ 
These plates may of course vary in number 
and size, and their shape maybe somewhat 
varied, it being essentiahhowever, that each 
of said plates be provided with an outwardly 
-or laterally extending ?ange, 3, which ?ange 
when the plates are secured, as by riveting 
or otherwise, to themail-bag upon the inner 
side of the opening or mouthgwill extend lat— 
erally over the upper edge of the bag and 
somewhat above the latter, whereby to form 
a guideway 4 for a purpose presently appar 
ent. Each of the plates 2 has the ends of its 
?ange rounded off, as at 5, whereby said ends 
will offer no obstruction to the‘ free sliding 
movements of the locking-slide. At one of 
its vertical edges the mail-bag is provided 
with a plate 6, having a T-shaped lug or pro 
jection 7, the head or cross-bar 8 of which ex 
tends transversely of the bag, as in Fig. 2, 
and which bar 8 is also adapted to be engaged 
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by the locking-slide to guide it into proper - 
position to engage the'plates 2. 
-9 indicates the locking-slide which I em 

ploy,>the same being. constructed of a rigid 
.piece of metal having downwardly-bent sides 
10 and inwardly-turned ?anges 11, which lat 
ter are adapted to engage beneath the ?anges 
3 of the plates 2 within the guideways on each 
side of the mouth of the bag. At one end the 
slide is enlarged or ?ared, as at 12, to adapt 
said end to cause the plates 2 .to be closed 
snugly together when the slide is being slid 
along the said plates, and thus offer no ob 
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struetion to the said sliding movements. This 
is an important feature of my fastener, as it 
is necessary where quick locking of the bag 
is desirable that there be no hindrance to the 
free sliding movement of the slide. At its 
?ared end the slide is provided with an ap 
ertured extension 13, which when the slide is 
in its full locking position projects beyond 
the edge of the bag to adapt it to be engaged 
by any suitable securing means. The latter 
may be varied; but I preferably employ a hasp 
14, secured to the bag and adapted to engage 
over the extension 13 of the slide, and a pad 
lock or other suitable lock may be then used 
to lock the parts together. I preferably con 
struct the hasp to serve as a label-holder, 
whereby a label, as 15, containing the name 
of the point of destination may be readily 
slipped into position on the hasp or detached 
therefrom when desired. I may employ a 
suitable spring catch or look, as indicated at 
16, secured to the hasp 14 and adapted to en 
gage with the aperture or eye in the end of 
the slide. The opposite end of the slide is 
closed, formed by bending down the metal, 
as at 16, forming a stop or abutment which 
is adapted to strike against the cross-bar 8, 
and thus limit the inward movement of the 
slide. 

Secured to the side or sides of the bag near 
its upper end is a leather loop or loops 17, 
whereby the bag may be hung upon the hooks 
of the mail-racks in mail-cars or post-o?ices, 
and so hold, the bags in position for ?lling and 
fastening. 
lVhatI claim, and desire to secure by Let 

ters Patent, is— 
1. The combination with a mail-bag, of a 

series of metallic plates secured to the sides 
thereof at the mouth or opening, each of said 
plates having a laterally-extending ?ange 
overlapping the upper end of the bag and 
forming a guideway between the ?ange and 
said end and the ends of said ?anges being 
rounded off, a metallic locking-slide having 

inwardly-extendin g ?anges adapted to engage 
beneath the ?anges of the metallic plates and 
one end of said slide being ?ared, an aper 
tured extension on the slide projecting be 
yond the ?a‘red end thereof, a downwardly! 
projecting ?ange on the opposite end of the 
slide adapted to limit its movement in one di 
rection, and means adapted to engage the ap 
erture of the extension, as set forth. 

2. The combination with a mail-bag, of a 
series of metallic plates secured to the sides 
thereof at the mouth or opening, each of said - 
plates having a laterally- extending ?ange 
overlapping the upper end of the bag and 
forming a guideway between the ?ange and 
said end, the metallic locking-slide having 
downwardly and inwardly extending ?anges 
adapted to engage within the guideways be 
neath the ?anges of the metallic plates and 
having an apertured extension beyond the in 
ner end of the slide, a hasp hinged to one end 
of the bag and adapted to engage over the 
said extension and also adapted to receive a 
label, and a spring-lock carried by the hasp 
and adapted to engage the aperture in the 
extension when the slide is in locking posi 
tion. 

8. The combination with a mail-bag, of a 
series of metallic plates secured to the sides 
thereof at the mouth or opening, each of said 
plates having a laterally-extending ?ange, a 
metallic locking-slide having inwardly-pro 
j ectin g ?anges adapted to engage beneath the 
?anges of said metallic plates, a plate secured 
to the bag and having a T~head in line with 
the metallic plates and adapted to be engaged 
by the ?anges of the locking-slide, and means 
to engage and secure the slide when in lock 
ing position, as set forth. 

In witness whereof I sign my name in the 
presence of the two subscribing witnesses. 

PHILLIP L. SCIIMITT. 
In presence of— 

0. II. BENTLEY, 
HARRY FRENCH. 
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