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(57) ABSTRACT 

A system of elements of plastic material intended for the 
composition, by frictional insertion, of static or dynamic 
constructions having a game of didactic purpose, Which 
comprises tWo kinds of main system elements, from Which 
the ?rst kind of elements has the character of a substantially 
tubular spacer Whose end portions form female coupling 
members having a symmetry of order eight, While the 
second kind of elements has the character of a connector 
formed by a thin ?ange provided on both sides With male 
coupling members complementary to the female coupling 
members of the elements of the ?rst kind but having a 
symmetry of order four. Preferably, the male coupling 
members of the elements of the second kind comprise, on 
each side of the ?ange, four holloW cylindrical sleeves 
having circular cross section, and the female coupling mem 
bers of the elements of the ?rst kind are embodied by the 
shaping of the Walls of the tubular elements, Which Walls are 
determined, in cross section, by eight circle arcs Whose inner 
radius is equal to the outer radius of the cylindrical sleeves 
of the elements of the second kind. 

14 Claims, 1 Drawing Sheet 
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SYSTEM OF ELEMENTS FOR THE 
COMPOSITION OF STATIC OR DYNAMIC 

CONSTRUCTIONS 

BACKGROUND OF THE INVENTION 

This invention refers to a system of elements of plastic 
material intended for the composition, by means of frictional 
insertion, of static or dynamic constructions having a game 
or didactic purpose. 

There are knoWn several systems of elements of plastic 
material Which can be mutually connected by means of 
frictional insertion, and Which enable composing static 
constructions, to Which some dynamic elements can also be 
applied. In most such systems each element is provided With 
at least one male coupling member and at least one female 
coupling member, and the composition is obtained by mutu 
ally inserting a male coupling member of an element into a 
female coupling member of another element. A ?rst draW 
back resulting from this principle resides in that the male and 
female coupling members, since they pertain to the same 
elements, are unavoidably formed by the same material, 
Whereby the ef?ciency of their frictional insertion only 
depends on the accuracy of the dimensions of the parts and 
on the oWn elasticity of the material. This material, since it 
should form the entire element, cannot be chosen With 
complete freedom, due to technical requirements, to reasons 
depending on a pleasant use and to economic restrictions. 
Therefrom there can result a someWhat Weak coupling 
Which, in particular, can be jeopardized by permanent defor 
mations of elements remained connected for a long time, due 
to the so-called “cold ?ux” to Which several plastic materials 
are subjected. This phenomenon is aggravated by the male 
coupling members generally having a very reduced extent. 
A remedy to this draWback has been found, according to 

the Italian Patent No. 1.147.731, by means of elements in 
Which the male coupling members are applied to the element 
body and, therefore, can be embodied in a material different 
from that forming the body of the elements and the female 
coupling members. HoWever, it is evident the economical 
burden resulting both from the manufacture of the elements 
in several parts, and from the need of mounting together said 
parts. 

Moreover, it is a common feature of most knoWn systems 
that the symmetry of the coupling members is generally of 
order four, Whereby the elements can be mutually connected 
only according to a number of positions Which mutually 
differ by displacements of 90°. In those cases in Which the 
arrangement according to a different angle, for example of 
45 °, should be alloWed, this cannot be obtained by means of 
the normal elements of the system, and special elements 
intended for this purpose should be provided, hoWever this 
is contrary both to the manufacture economy and the sys 
tematicity of the composition. 

BRIEF SUMMARY OF THE INVENTION 

A ?rst object of this invention is that of improving the 
knoWn systems of composable elements in order of system 
atically enabling, Without the use of special elements, all 
element arrangements Which mutually differ by displace 
ments of 45°. Another object of the invention is that of 
rationaliZe the coupling members of the elements, in order 
to ensure effective and durable connections, though avoiding 
dif?culties of manufacture and excessive expenses. A spe 
ci?c object of the invention is that of integrating the element 
system With base elements and possible other elements in 
order to expand the possibility of application of the system. 
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2 
Still another speci?c object of the invention is that of 
enabling the application of dynamic elements capable of 
mutually co-operating, such as Wheels and toothed Wheels, 
even in constructions Which extend in different planes. 
The main object of the invention is attained, in a system 

of elements of plastic material intended for the composition, 
by means of frictional insertion, of static or dynamic con 
structions having a game of didactic purpose, in that the 
system comprises tWo kinds of main system elements, each 
main element of the ?rst kind having the character of a 
substantially tubular spacer Whose end portions form female 
coupling members having a symmetry of order eight, Whilst 
each element of the second kind has the character of a 
connector formed by a thin ?ange provided on both sides 
With male coupling members, complementary to the female 
coupling members of the elements of the ?rst kind, but 
having a symmetry of order four. 

Thanks to this subdivision of the coupling tasks betWeen 
tWo different main kinds of elements, various advantages are 
attained. The ?rst and more evident advantage is that all 
elements may be composed according to all mutual angles 
Which differ by 45°, Without being compelled to use special 
elements. The resulting composition ?exibility is evident. 
The systematic use of elements of the second kind for 
effecting the connections among the system elements of the 
?rst kind involves a construction rationality Which is favour 
able to its didactic character. Moreover, the feature accord 
ing to Which the male coupling members have a symmetry 
of order four alloWs adopting for these elements extremely 
simple structures, easy to manufacture, Without jeopardiZing 
the ?exibility of the composition Which derives from the 
symmetry of order eight of the female coupling members. 

Preferably, the male coupling members of the elements of 
the second kind comprise, on each side of the ?ange, four 
holloW cylindrical sleeves having circular cross section, and 
the female coupling members of the elements of the ?rst 
kind are embodied by the shaping of the Walls of the tubular 
elements, Which Walls are determined, in cross section, by 
eight circle arcs Whose inner radius is equal to the outer 
radius of the cylindrical sleeves of the elements of the 
second kind. 

This Way, a large contact surface is obtained betWeen the 
male and female coupling members, though With simple 
structures easily produced by forming the plastic material of 
the elements, and for the user it is extremely easy to 
determine the positions of correct connection betWeen the 
elements. 

Preferably, in the elements of the second kind, the holloW 
cylindrical sleeves forming the male coupling members 
lying on one side of the ?ange are displaced by 45° With 
respect to the holloW cylindrical sleeves forming the male 
coupling members lying on the other side of the ?ange. 

In this manner, also the ?ange elasticity is exploited in 
order to ensure the better obtainment of the couplings and, 
both thanks to this arrangement and to the sleeves being 
holloW, a substantial uniformity in the thickness of the 
material is attained, Which is useful in respect of the forming 
operation. 

Preferably, the elements of the ?rst kind are manufactured 
of a plastic material having high stability and pleasant 
appearance and touch, such as the ABS, Whilst the elements 
of the second kind are manufactured of a plastic material 
having good elasticity, loW friction coefficient and not 
subjected to cold ?oW deformation, such as a polyammidic 
or acetalic resin. 

In this Way a great stability and duration of the elements 
and their couplings is obtained. As it may be understood, 
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such a provision could not be taken in the element systems 
wherein the elements are provided both of male and female 
coupling members, Which are parts of the element body. 

Preferably, the system also includes complex elements 
formed by an element mainly of the ?rst kind Which is 
provided With at least one male coupling member extending 
from a side Wall. Such elements serve for providing angular 
junctions in the construction. 

Preferably, said complex elements are provided With tWo 
male coupling members diametrically opposite or forming 
an angle betWeen them. In a more complete form, they are 
provided With four male coupling members extending from 
the side Wall and mutually spaced by 90°, thus embodying 
a six-Way element. 

It is of advantage that some of the male coupling members 
With Which said complex elements are provided include an 
elastic axle on Which can be rotatably inserted a Wheel or a 
toothed Wheel. 

Preferably the male coupling members of the complex 
elements are provided With surfaces ending With six rims, 
arranged in such a Way as to be able to co-operate according 
to tWo orthogonal directions inside the eight surfaces shaped 
as circle arcs, forming the Walls of the elements of the ?rst 
kind. 

In this manner the elasticity of the Wall of the elements of 
the ?rst kind is advantageously exploited in order to improve 
the coupling. 

Preferably, the system further includes elements intended 
for the connection to base plates, said elements being 
substantially formed by an element of the ?rst kind, possibly 
of modi?ed length, from an end portion of Which extend 
some pins suitable for engaging bores of a base plate. 

Preferably, the system further includes composable base 
plates provided With a matrix of connection bores to Which 
can be connected in various positions the construction 
elements, by means of said elements for the connection to 
base plates. 

Such composable base plates provided With a matrix of 
connection bores are per se knoWn, but their ?eld of appli 
cation is extremely enlarged and rendered more satisfactory 
by the combination With the element system according to the 
invention. 

Finally, it is of advantage that the system further includes 
movable elements, particularly Wheels and toothed Wheels, 
suitable for being installed onto said elastic axles of Which 
some complex elements are provided. Said Wheels and 
toothed Wheels are advantageously provided With a matrix 
of connection bores suitable for receiving the application of 
?gure elements or other parts of construction. 

Also such toothed Wheels provided With a matrix of 
connection bores are per se knoWn, but their ?eld of appli 
cation is extremely enlarged and rendered more satisfactory 
by the combination With the element system according to the 
invention. 

Advantageously, the main elements of the ?rst kind and 
the complex elements of the system are provided in different 
siZes and, along With the elements of the second kind, they 
form a modular system Which de?nes and includes the 
matrix of connecting bores of the plates, the dimensions of 
the plates, the axes spacing of the toothed Wheels and the 
length of the elements of the ?rst kind added to the thickness 
of the ?anges of the elements of the second kind. 

In this manner a correct composability of the parts and a 
correct mutual engagement of the toothed Wheels are favour 
ably in?uenced. 
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BRIEF DESCRIPTION OF THE DRAWINGS 

These and other features, objects and advantages of the 
subject of this invention Will appear more clearly from the 
folloWing description of an embodiment having the charac 
ter of a not limiting example, With reference to the appended 
draWing, Wherein the sole FIGURE shoWs in an exploded 
vieW a number of elements forming the system according to 
the invention, arranged in mutual positions suitable for their 
later coupling. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

Number 1 designates a main element of the ?rst kind. As 
it may be remarked, this main element has the character of 
a substantially tubular spacer, Whose Wall is de?ned in cross 
section by eight mutually connected circle arcs having their 
concavities facing the axis of the element. This element may 
advantageously include, at the middle of its length, a bored 
cross screen 2 Which strengthens the element. The Wall of 
element 1 forms, by its end portions, tWo female coupling 
members Which are intended to co-operate With male cou 
pling members described later on. The main elements of the 
?rst kind may be provided in a number of different lengths, 
as it appears for example at 1 and 1‘, and it is clari?ed later 
on according to Which criteria these lengths may be chosen. 
These elements of the ?rst kind are intended to form the 
substantially visible part of the structure to be composed, 
and therefore they are preferably manufactured of a stable 
plastic material Which is pleasant to the appearance and 
touch, such as ABS. As it Will be understood, their simple 
structure is such that they can be manufactured economi 
cally by using simple molds free from movable parts, the 
so-called draWers. 
Number 3 designates a ?ange forming the base of an 

element of the second kind. The outline of this ?ange 3 
corresponds to the outline of a main element 1 of the ?rst 
kind. From a side of this ?ange 2 project four holloW 
cylindrical sleeves 4 having a circular cross section, uni 
formly spaced, and from the opposite side project four other 
holloW cylindrical sleeves 5 also having a circular cross 
section. The outer radius of the sleeves 4 and 5 corresponds 
to the inner radius of the circle arcs forming the cross section 
of the Wall of elements 1 of the ?rst kind, and the distance 
betWeen the centers of diametrically opposite sleeves cor 
responds to the distance betWeen the centers of said arcs, 
Whereby the four sleeves 4 or 5 of an element of the second 
kind can be coupled With four arcs among the eight arcs 
Which determine the cross section of an element of the ?rst 
kind. It Will be remarked that the unique shaping With 
arcuate Walls of the elements of the ?rst kind also enables to 
exploit the form elasticity of these elements to the purpose 
of a correct coupling thereof. It Will therefore be understood 
that an element of the second kind enables to couple in line 
tWo elements of the ?rst kind, in all the mutual positions 
Which differ by angular displacements of 45° around the 
axes of the elements. It Will also be remarked that the 
elements of the second kind have a simple structure, thanks 
to that they can be manufactured economically by using 
simple molds free from draWers. 
The elements of the second kind may advantageously be 

manufactured of a plastic material having good elasticity, 
loW friction coef?cient and not subjected to cold ?oW 
deformations. For this application are particularly suitable, 
for example, the polyammidic and acetalic resins. 

It is of advantage that the four cylindrical sleeves 5 in the 
element of the second kind are displaced by 45°, on one side 
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of ?ange 3, With respect to the corresponding four cylindri 
cal sleeves 4 Which are situated on the opposite side of 
?ange 3. This arrangement is advantageous since it enables 
exploiting a certain elastic deformability of ?ange 3 in order 
to improve the couplings, and moreover, in addition to the 
sleeves being holloW, gives rise to a substantial uniformity 
in the thickness of the material, Which is of advantage in 
forming the elements of the second kind. 

The composition of the described elements of the ?rst and 
second kind enables composing a linear construction of any 
extension. In order to enable extending the construction in 
other directions, by forming angular junctions, there are 
provided complex elements as that generally designated as 
6. This element is formed by a Wall 7 With eight arcs, 
corresponding substantially to the Wall of a main element of 
the ?rst kind, Which forms at its end portions female 
coupling members intended to co-operate With elements of 
the second kind, but from this Wall further proj ects sideWays 
at least one male coupling member 8, Which is intended to 
enable connecting the female coupling members of elements 
of the ?rst kind (or of other complex elements similar to the 
element 6). The male coupling member 8 consists, as shoWn, 
in surfaces arranged in such a Way that their rims can be 
inserted in the vertices of some arcs of the Wall of an element 
of the ?rst kind, thus obtaining the desired connection in an 
angular junction of the composed construction. 

The complex element 6 shoWn has around its Wall 7 four 
male coupling members 8 spaced by 90°, and therefore it 
forms a six-Way element. It is to be understood, hoWever, 
that similar complex elements having a loWer complexity 
could be provided on their side Walls 7 With three, tWo or 
even only one male coupling member 8. 

Advantageously, the male coupling members 8 of the 
complex elements are formed by surfaces, in this case plane 
surfaces, Which end With six rims. These rims are so 
arranged that they can operate, according to tWo orthogonal 
directions, inside the eight surfaces in the shape of circle 
arcs forming the Wall of the elements of the ?rst kind. This 
Way the elasticity of the Wall of the elements of the ?rst kind 
is favourably exploited for a correct coupling. In order to 
obtain a stable coupling, corresponding to that obtained 
betWeen the elements of the ?rst and second kind, the 
interference betWeen the male coupling members 8 and the 
female coupling members of the elements of the ?rst kind is 
chosen larger than the interference betWeen the elements of 
the ?rst and second kind. 

Moreover, in the complex element 8 shoWn, some male 
coupling members 8 project forming axles 9, Which are cut 
vertically in order to be elastic, and on Which some movable 
elements, such as Wheels, toothed Wheels and the like, can 
be rotatably mounted. Of course such axles can be foreseen 
on all complex elements 6 or only on some of them. 

It Will be remarked that also a complex element as 6, 
thanks to its appropriate design as shoWn by Way of 
example, can be manufactured by using simple molds free 
from draWers, and therefore in conditions of economically 
advantageous manufacture. 
Number 10 designates a toothed Wheel provided With a 

bore 11 by means of Which it can be mounted on an axle 9 
of a complex element 6. Moreover, the toothed Wheel 10 has 
connection bores 12 suitable for receiving the application of 
other elements, such as for example ?gure elements (not 
shoWn). Toothed Wheels of this type are per se knoWn, but 
their ?eld of application is very enlarged by the combination 
With the element system according to the invention. The 
toothed Wheels intended to be used in the element system of 
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6 
the invention can have a various number of teeth, Which 
number is to be suitably chosen in order to ensure an easy 
obtainment of the distances among their axes Which corre 
spond to the modularity of the system. 
A construction composed With the described elements can 

be stable per se, and it has no compulsory requirement for 
any base plate. HoWever, in certain cases it is of advantage 
that the construction be erected on base plate elements. In 
vieW of such cases, the described elements can be caused to 
co-operate With composable base plates as the plate 13, 
Which are provided With a matrix of coupling bores 14. Such 
plates are per se Well knoWn, but their ?eld of application is 
very enlarged by the combination With the element system 
according to the invention. 

In order to connect the described elements to a base plate 
there are provided special elements 15. Each this element is 
substantially formed by an element of the ?rst kind, possibly 
having a not modular length, from Whose bottom surface 
protrude some pins, for example four pins 16, suitable for 
engaging the coupling bores 14 of a base plate 13. This 
element enables to compose a constructions using the ele 
ments according to the invention, by starting from any point 
of a base structure formed composing a number of plates 13. 
Moreover, the same elements 15 can be engaged in the bores 
12 of a toothed Wheel 10, thus providing movable parts of 
the construction Which are based on a toothed Wheel. 

The elements of the system according to the invention 
may be siZed according to different criteria, but it is par 
ticularly foreseen that they are siZed in order to form a 
modular system corresponding to the module of the matrix 
of coupling bores of base plates and toothed Wheels, and also 
corresponding to the distances betWeen the axes, according 
to Which have been chosen the teeth numbers of the toothed 
Wheels, in order to ensure that the toothed Wheels engage 
regularly, irrespective of they being coplanar or angularly 
arranged. In particular, in order to ensure this latter possi 
bility in special circumstances, some elements 15 having 
lengths different from the modular ones may be provided, 
these lengths being especially chosen, for example, in order 
to enable a correct engagement betWeen not coplanar 
toothed Wheels. 

It Will be remarked that the possibility of connecting the 
elements in positions mutually displaced by 45° also 
enables, by a suitable use of the elements forming a junction, 
to compose parts of construction Which extend in inclined 
directions With respect to the oWn main orthogonal direc 
tions of the construction. 

This invention should not be construed as limited to the 
embodiment described and shoWn by Way of example. 
Several possible modi?cations have been described, and 
others Will be evident to those skilled in the art. For example, 
the siZing and proportioning of the elements may be chosen 
in various manners, and other elements, in addition to the 
described ones, may be added for special purposes. 
What is claimed is: 
1. A system of elements of plastic material intended for 

the composition, by means of frictional insertion, of static or 
dynamic constructions having a game of didactic purpose, 
said system comprising main system elements of a ?rst kind 
and a second kind, said tWo kinds of elements being different 
from one another, each main element of the ?rst kind 
comprising a substantially tubular spacer having a Wall and 
end portions, and including female coupling members hav 
ing a symmetry of order eight, consisting in said end 
portions of the element of the ?rst kind, and each main 
element of the second kind comprising a connector includ 
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ing a thin ?ange having tWo faces and, on both faces of said 
?ange, male coupling members being complementary to the 
female coupling members of said elements of the ?rst kind 
but having a symmetry of order four. 

2. An element system as set forth in claim 1, Wherein said 
male coupling members of the elements of the second kind 
comprise, on each side of said ?ange, four holloW cylindri 
cal sleeves having circular cross section and all having an 
equal outer radius, and said female coupling members of the 
elements of the ?rst kind comprise the end portions of the 
tubular elements, said end portions of the elements of the 
?rst kind being determined, in cross section, by eight 
subsequent circle arcs Whose inner radius is equal to said 
outer radius of the cylindrical sleeves of the elements of the 
second kind. 

3. An element system as set forth in claim 2, Wherein the 
holloW cylindrical sleeves lying on one side of said ?ange of 
the elements of the second kind are displaced by 45° With 
respect to the holloW cylindrical sleeves lying on the other 
side of said ?ange. 

4. An element system as set forth in claim 1, Wherein said 
elements of the ?rst kind are manufactured of a plastic 
material having high stability and pleasant appearance and 
touch, Whilst the elements of the second kind are manufac 
tured of a plastic material having good elasticity, loW friction 
coef?cient and no cold ?oW deformation. 

5. An element system as set forth in claim 1, further 
including complex elements, each said complex element 
comprising an element of the ?rst kind and at least one male 
coupling member extending from the Wall of said element, 
Whereby such complex elements serve for providing angular 
junctions in the construction. 

6. An element system as set forth in claim 5, Wherein said 
complex elements include tWo male coupling members 
diametrically opposite or forming an angle betWeen them. 

7. An element system as set forth in claim 5, Wherein said 
complex elements include four male coupling members 
extending from the Wall and mutually spaced by 90°, thus 
embodying a six-Way element. 
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8. An element system as set forth in claim 5, Wherein 

some of the male coupling members of said complex ele 
ments include an elastic axle on Which can be rotatably 
inserted a Wheel or a toothed Wheel. 

9. An element system as set forth in claim 8, further 
including movable elements, particularly Wheels and 
toothed Wheels, suitable for being installed onto said elastic 
axles of some complex elements. 

10. An element system as set forth in claim 8, further 
including movable elements, particularly Wheels and 
toothed Wheels, having a matrix of connection bores suitable 
for receiving the application of ?gure elements or other parts 
of construction. 

11. An element system as set forth in claim 5, Wherein the 
male coupling members of the complex elements have 
surfaces ending With six rims, arranged in such a Way as to 
be able to co-operate according to tWo orthogonal directions 
inside the eight surfaces shaped as circle arcs, forming the 
Walls of the elements of the ?rst kind. 

12. An element system as set forth in claim 5, Wherein the 
main elements of the ?rst kind and the complex elements of 
the system are provided in different siZes and, along With the 
elements of the second kind, they form a modular system 
Which de?nes and includes the matrix of connecting bores of 
the plates, the dimensions of the plates, the axes spacing of 
the toothed Wheels and the length of the elements of the ?rst 
kind added to the thickness of the ?anges of the elements of 
the second kind. 

13. An element system as set forth in claim 1, further 
including elements intended for the connection to plates, 
said elements being substantially formed by an element of 
the ?rst kind having an end surface, and including some 
pins, extending from said end portion, suitable for engaging 
bores of a base plate. 

14. An element system as set forth in claim 13, further 
including composable base plates having a matrix of con 
nection bores to Which can be connected in various positions 
said elements for the connection to plates. 

* * * * * 


