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SEAT BELT LAP PILLOW AND POSITIONER 
FOR USE BY PREGNANT WOMEN 

BACKGROUND OF THE INVENTION 

The invention relates generally to vehicle seat belt 
assemblies, Which typically include a lap belt and a 
diagonally-extending shoulder strap. The invention more 
particularly relates to a device Which encourages use of seat 
belt assemblies by pregnant Women, and Which also encour 
ages correct positioning the lap belt beloW the enlarged 
abdomen of a pregnant Women and over the pelvis. 

The safety bene?ts of vehicle seat belt assemblies are Well 
knoWn, and their use is mandated by laW in most jurisdic 
tions. HoWever, many pregnant Women ?nd the seat belt, 
particularly the lap belt, to be quite uncomfortable, and, for 
that reason, Will avoid Wearing the seat belt assembly, 
despite good reasons for doing so. 

In addition, even When the seat belt assembly is Worn, the 
lap belt tends to eXtend across the abdomen in an unsafe 
position, rather than across the pelvis. 

SUMMARY OF THE INVENTION 

In an eXemplary embodiment of the invention, a seat belt 
lap pilloW and positioner for use by pregnant Women 
includes an attachment portion Which can repeatedly be 
attached to and removed from the lap belt, and a cushioning 
element attached to the attachment portion at the relatively 
upper edge of the lap belt Web for padding the relatively 
upper edge. Comfort is enhanced, thus encouraging seat belt 
use, and the lap belt is urged doWnWardly into proper 
positioning across the pelvis, and aWay from the abdomen. 

Padding the upper edge in particular of the lap belt Web 
has been found to increase seat belt comfort, thus encour 
aging use. 

BRIEF DESCRIPTION OF THE DRAWINGS 

While the novel features of the invention are set forth With 
particularly in the appended claims, the invention, both as to 
organiZation and content, Will be better understood and 
appreciated, from the folloWing detailed description taken in 
conjunction With the draWing, in Which: 

FIG. 1 depicts a device embodying the invention in use; 
FIG. 2 is a front elevational vieW of the device of FIG. 1, 

shoWn attached to a lap belt; 
FIG. 3 is a vieW similar to FIG. 2, but from the opposite 

side, Which faces the abdomen and is hidden during use; 
FIG. 4 is a top side plan vieW of the device of FIG. 1 by 

itself, With the elongated rectangular panel of the attachment 
portion unfolded; 

FIG. 5 is similar to FIG. 4, but is an underside vieW; 

FIG. 6 is an enlarged cross-section of the device of FIG. 
1 during use; 

FIG. 7 depicts an alternative device embodying the inven 
tion in use; and 

FIG. 8 is an enlarged cross-section of the device of FIG. 
7 during use. 

DETAILED DESCRIPTION 

Referring ?rst to FIG. 1, a pregnant Women 10 having legs 
11 and an enlarged abdomen 12 is seated in a vehicle seat 14 
equipped With a conventional seat belt assembly, generally 
designated 16, including a lap belt 18 and a diagonally 
eXtending shoulder strap 20 attached to one element 22 of a 
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2 
buckle device 24. The lap belt 18 takes the form of a Web 
having a relatively upper edge 26 and a relatively loWer edge 
28. A device 30 embodying the invention is attached to the 
lap belt 18, and can be repeatedly attached and removed as 
desired. 

Referring noW, in addition, to FIGS. 2—6, the device 30 
includes an attachment portion, generally designated 32, that 
can be repeatedly attached to and removed from the lap belt 
18, and a cushioning element 34 attached to the attachment 
portion 32 at the relatively upper edge 26 of the lap belt 18 
Web for padding the upper edge 26. 

In the device 30 embodiment, the attachment portion 32 
is in the form of an elongated rectangular panel 36 having 
longitudinal folds 38 and 40 (FIGS. 4 and 5) Which subdi 
vide the panel 36 into a pair of edge-adj acent subpanels 42 
and 44 and an intermediate subpanel 46. The intermediate 
subpanel 46 is positioned betWeen the lap belt 18 and the 
abdomen 12 When the device 30 is in use. The folds 38 and 
40 are de?ned by stitching, Which compresses and reduces 
the thickness of the panel 36 along the folds 38 and 40. In 
the orientation of FIG. 4, an outside surface 48 of the panel 
36 is visible, as Well as the cushioning element 34. In FIG. 
5, an inside surface 50 of the panel 36 is visible. During use, 
the edge-adjacent subpanels 42 and 44 are folded along the 
longitudinal folds 38 and 40, doWn into the page in the top 
side orientation of FIG. 4, and out of the page in the under 
side orientation of FIG. 5. 
The edge-adj acent subpanels 42 and 44 are siZed so as to 

overlap When the panel 36 and thus the attachment portion 
32 is Wrapped around the lap belt 18. The edge-adjacent 
subpanels 42 and 44 include respective sets of fastener 
elements 52 and 54, Which together comprise a fastener that 
can be repeatedly fastened and unfastened for joining the 
edge-adj acent subpanels 42 and 44. In the exemplary 
embodiment, the fastener elements 52 and 54 are mating 
elements of a hook-and-loop fastener, commonly knoWn as 
“Velcro”. The fastener elements 52 are attached to the 
outside surface 48 and are thus visible in the FIG. 4 
orientation, and hidden in the FIG. 5 orientation. The 
fastener elements 54 are attached to the inside surface 50 and 
are thus visible in the FIG. 5 orientation, and hidden in the 
FIG. 4 orientation. Other types of fasteners may be 
employed, such as snaps or Zippers, but the hook-and-loop 
fastener has the advantage of adjustability. 
The cushioning element 34 is generally round in cross 

section, and tapers to a smaller diameter toWards its ends 60 
and 62. In the device 30 embodiment of FIGS. 1—6, the 
cushioning element 34 is contoured to folloW the curvature 
of the lap belt 18 When fastened, as is best seen in FIGS. 2 
and 3. The attachment portion 32 and cushioning element 34 
each have a length at least suf?cient to eXtend across the 
abdomen 12. A suitable length is fourteen inches (36 cm). 
With reference to the enlarged cross-section of FIG. 6, 

during use the cushioning element 34 serves to cushion the 
relatively upper edge 26 of the lap belt 18 Web Where it 
contacts the enlarged abdomen 12. At the same time, the lap 
belt 18 is urged doWnWardly so that the relatively loWer edge 
28 is closely adjacent the legs 11. As a result, the lap belt 18 
tends to eXtend across the pelvis, and not the abdomen 12. 

In FIG. 6, the cushioning element 34 includes a core 66 
of open-celled foam rubber, and has been deformed from its 
generally round cross-sectional shape due to engagement 
With the abdomen 12, While serving its cushioning function. 
Around the core 66 is a fabric cover 68 comprising tWo 

pieces 70 and 72 seWn together at 74. The fabric pieces 70 
and 72 are also seWn together at 76, Where the cushioning 
element 34 is attached by seWing to the attachment portion 
32. 
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The longitudinal panel 36 comprising subpanels 42, 44 
and 46 likewise has an outer fabric cover 80, more 
particularly, comprising a piece of fabric 82 Which serves as 
the outside surface 48 of the panel 36, and a piece of fabric 
84 Which serves as the inside surface 50 of the panel 36. 
These pieces of fabric 82 and 84 are seWn together at 86, 88 
and 90, as Well as at the seWn joint 76 Where the attachment 
portion 32 and cushioning element 34 are joined. 

Within the subpanels 42, 44 and 46, encased by the pieces 
of fabric 82 and 84, are core segments 92, 94 and 96 of 
open-celled foam rubber material. The core segments 92, 94 
and 96 are not as thick as the core 66 of the cushioning 
element 34. 

The cushioning material 94 of the intermediate subpanel 
46 is approximately 1A1 inch (6.4 mm) in thickness, and 
thereby serves to slightly cushion the lap belt 18 in general, 
Without unduly interfering With a proper tight ?t of the lap 
belt 18 and accordingly Without interfering With the proper 
safe functioning of the seat belt assembly 16. 

Referring neXt to FIGS. 7 and 8, a alternative device 130 
embodying the invention is positioned in essentially the 
same Way as the device 30 of FIGS. 1—6. The device 130 
includes an attachment portion generally designated 132 and 
a cushioning element 134 attached to the attachment portion 
132 at the relatively upper edge 26 of the lap belt Web 18. 

The device 130 includes a base panel 136 having an upper 
boundary 138 and a loWer panel edge 140. The base panel 
136 is positioned betWeen the lap belt 18 and the abdomen 
12 during use, and thus generally corresponds to the inter 
mediate subpanel 46 of the device 30 embodiment. 

In the device 130 embodiment, the cushioning element 
134 is an extension of the base panel 136 beginning at the 
upper boundary 138. The cushioning element 134 is thicker 
than the base panel 136, and is con?gured so as to Wrap 
around the relatively upper edge 26 of the lap belt 18 Web. 

The cushioning element 134 and base panel 136 have an 
outer fabric cover 142 surrounding a core 144 of open-celled 
foam rubber. The core 144 has respective integrally-joined 
portions 146 and 148 corresponding to the cushioning 
element 134 and the base panel 136. 
As part of the attachment portion 132, a set of fastening 

straps 150 eXtend betWeen the loWer panel edge 140 and the 
cushioning element 134, and are attached by seWing at 152 
and 154. 

Each of the straps 150 more particularly comprises an 
upper segment 156 and a loWer segment 158. The segments 
156 and 158 have respective ends 160 and 162, and respec 
tive elements 164 and 166 of hook-and-loop fastener mate 
rial 164 and 166 are attached near the ends 160 and 162 for 
releasably and adjustably attaching the strap segments 156 
and 158 to each other. 

Accordingly, the invention enhances seat belt comfort and 
encourages pregnant Women to Wear their seat belt. Devices 
embodying the invention alloW the seat belt to be tightened 
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properly, and keep the belt in its proper place, under the 
abdomen. The enhancement of seat belt comfort encourag 
ing use increases the safety of both pregnant Women and 
unborn children. 

While speci?c embodiments of the invention have been 
illustrated and described herein, it is realiZed that numerous 
modi?cations and changes Will occur to those skilled in the 
art. It is therefore to be understood that the appended claims 
are intended to cover all such modi?cations and changes that 
fall Within the true spirit and scope of the invention. 
What is claimed is: 
1. A device, particularly for use by a pregnant Woman 

having an enlarged abdomen, for attachment to the lap belt 
portion of a vehicle seat belt assembly, the lap belt being in 
the form of a Web having a relatively upper edge and a 
relatively loWer edge and Which has a curvature When 
fastened, said device comprising: 

an attachment portion that can repeatedly be attached to 
the lap belt for use and removed from the lap belt When 
not in use, said attachment portion comprising an 
elongated rectangular panel having longitudinal folds 
so as to Wrap around the lap belt, and said attachment 
portion including cushioning material; and 

a discrete cushioning element attached to said attachment 
portion so as to be positioned during use at the rela 
tively upper edge of the lap belt Web and extending 
outWardly from the relatively upper edge for cushion 
ing the relatively upper edge Where contact is made 
With the enlarged abdomen, said cushioning element 
being generally round in cross section, having a length 
at least sufficient to eXtend across the abdomen, and 
tapering to a smaller diameter toWards its ends. 

2. The device of claim 1, Wherein said attachment portion 
and said cushioning element each have a length at least 
suf?cient to eXtend across the abdomen. 

3. The device of claim 1, Wherein said cushioning element 
is contoured to folloW the curvature of the lap belt When 
fastened. 

4. The device of claim 1, Wherein said cushioning element 
comprises open-celled foam rubber. 

5. The device of claim 1, Wherein said cushioning element 
is contoured to folloW the curvature of the lap belt When 
fastened. 

6. The device of claim 1, Wherein the folds subdivide said 
rectangular panel into tWo edge-adjacent subpanels and an 
intermediate subpanel, such that said edge-adjacent subpan 
els overlap When said attachment portion is Wrapped around 
the lap belt, and Which further comprises a fastener that can 
be repeatedly fastened and unfastened for joining said 
edge-adj acent subpanels. 

7. The device of claim 6, Wherein said intermediate 
subpanel faces the abdomen When said device is attached to 
the lap belt. 


