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DIGITAL SIGNAL REPRODUCING 
APPARATUS 

CROSS REFERENCES TO RELATED 
APPLICATIONS 

This application is a continuation of application Ser. No. 
09/084,931 ?led on May 28, 1998, now US. Pat. No. 
6,076,135, Which is a division of application Ser. No. 
08/669,245 ?led on Jun. 24, 1996, now US. Pat. No. 
5,966,721. 

BACKGROUND OF THE INVENTION 

The present invention relates to a digital signal recording 
method and a disk reproducing apparatus, and more particu 
larly to such a method and an apparatus for recording a 
digital signal in the form of a data block on a disk adapted 
to be accessed by a host computer and for reproducing the 
digital signal from the disk. 
A CD-ROM (CD-Read Only Memory) is a conventional 

example of this type of disk on Which digital signals are 
recorded in units of a data block. Like the techniques 
described in Nikkei Byte, September 1994, p. 146, in the 
CD-ROM, data blocks composed of effective data and block 
addresses are recorded outWard in order from the innermost 
track on the recording surface of the disk. When such a disk 
on Which such data is recorded using the above technique is 
accessed and reproduced in accordance With a command 
from the host computer, a starting block address and a 
transfer block count are designated along With the access 
command, and desired data blocks are accessed and repro 
duced in accordance With such command and data. 

Recently, disks each composed of tWo subdisks stuck to 
each other Whose recording surfaces are readable from one 
side, disks having an upper recording surface and a loWer 
recording surface Whose recording surfaces are readable 
from one side, and disks each composed of tWo stuck 
together sets of upper and loWer recording surfaces Which 
are readable from one side have been standardiZed. See, for 
example, the article “Con?dence in Unique Standards of 
DVDs”, Nikkei Sangyo Shinbun, Feb. 24, 1995, and the 
article “Second Stage of Struggle for DVD Standards”, 
Nihon Keizai Shinbun, Apr. 20, 1995. 
When a digital signal is recorded using the above 

mentioned technique on any of those disks having a plurality 
of recording surfaces, the host computer only recogniZes the 
disks as having independent recording surfaces. In order to 
enable all of the recording surfaces to be accessed, the 
interface via Which data is sent to and received from the host 
computer is required to be changed, and hence the conven 
tional interface cannot be used as it is. 

The above-mentioned technique has the problem that each 
time a recording surface to be reproduced is changed, it is 
necessary to read the innermost lead-in area before access 
and reproduction, such that it takes a long time to resume 
access and reproduction. 

SUMMARY OF THE INVENTION 

It is therefore an object of the present invention to provide 
a digital signal recording method and a disk reproducing 
apparatus Which are capable of accessing at high speed all of 
the recording surfaces present in the disk and reproducing a 
digital signal using the conventional interface as it is. 

In order to solve the above problem, in the digital signal 
recording method according to the present invention, a data 
frame is constructed Which includes n (Which is a natural 
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2 
number) data blocks recordable on a ?rst digital signal 
recording surface and a second digital signal recording 
surface present on a disk and readable from one side of the 
disk, each data block being composed of a synchronization 
(sync) signal indicative of the boundary betWeen the tWo 
data blocks, a block address indicative of the address of the 
data block on the recording medium, and data. 

Further provided at the head of the data frame is a lead-in 
block having the same format as the data blocks and 
including information indicating the range of block 
addresses recorded on each of the recording surfaces of the 
disk, information indicating the con?guration of the data 
frame, and a ?ag identifying a method for reproducing the 
data frame. The lead-in block and the data blocks of block 
addresses 1 to m (Which is a natural number smaller than n) 
of the data frame are recorded on the ?rst recording surface 
of the disk and the data blocks of block addresses (m+1) to 
n are recorded on the second recording surface of the disk. 
The disk has a multilayered structure With the corresponding 
recording surfaces. The ?rst to m—th data blocks are 
arranged outWard from the innermost track on the ?rst 
recording surface and the (m+1)th to n—th data blocks are 
arranged inWard from the outermost track on the second 
recording surface so as to enable the data blocks to be traced 
continuously. 
The reproducing apparatus comprises means for process 

ing a digital signal recorded on the disk in a predetermined 
format, means for sending/receiving commands and data 
to/from a host computer, means for controlling the Whole 
apparatus in accordance With a command obtained by the 
sending/receiving means, means for moving a signal pickup 
to a desired position on the disk, means for controlling the 
focus of the signal pickup to access the recording surfaces 
selectively, means for controlling the rotational speed of a 
disk motor, means for detecting and recogniZing the infor 
mation included in the lead-in block indicating the range of 
block addresses recorded on a respective one of the record 
ing surfaces of the disk, the information included in the 
lead-in block indicating the con?guration of the data frame, 
and the ?ag included in the lead-in block identifying the 
method for reproducing the data frame, means for detecting 
the block address of a reproduced data block, means for 
calculating a block address at Which the reproduction ends 
in accordance With a command from the host computer, and 
means for generating a command Which controls the access 
to the disk and reproduction of a signal from the disk in 
accordance With the information obtained by the detection 
and recognition of the ?ag, the detected block address, and 
the result of the calculation. 

According to such a structure, since consecutive block 
addresses are allocated to the respective data blocks 
recorded on all of the recording surfaces of the disk, all of 
the recording surfaces of the disk can be accessed and 
reproduced at high speed by using the conventional inter 
face. 

Other objects, features, and advantages of the invention 
Will become apparent from the folloWing detailed descrip 
tion of an embodiment of the invention taken in conjunction 
With the accompanying draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 shoWs the structure of one embodiment of a disk 
reproducing apparatus according to the present invention; 

FIG. 2 illustrates the structure of a data frame used in the 
embodiment of FIG. 1; 

FIG. 3 illustrates the structure of a lead-in block 205 of 
FIG. 2; 
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FIG. 4 illustrates the structure of a disk identi?cation ?ag 
210 of FIG. 3; and 

FIG. 5 is a How chart indicative of an algorithm for signal 
processing in the embodiment of FIG. 1. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

A preferred embodiment of the present invention Will be 
described With reference to the draWings. 

FIG. 1 shoWs the structure of one embodiment of a disk 
reproducing apparatus according to the present invention as 
a block diagram. Reference numeral 1 denotes an optical 
disk having multilayered recording surfaces (recording sur 
faces on tWo or more layers); 2, a disk motor; 3, a constant 
linear velocity (CLV) motor controller; 4, an optical pickup 
Which is capable of changing its focus to access a speci?ed 
one of the multilayered recording surfaces; 5, a preampli?er; 
6, a pickup movement controller; 7, a focus controller; 8, a 
digital signal processor; 9, an interface; 10, an interface bus; 
11, a host computer; 12, a system controller; 13, a disk 
information detection/recognition unit; 14, a block address 
detector; 15, a transfer end block address calculation unit; 
and 16, an access/reproduction controller. The functions of 
the elements 15 and 16 may be implemented by reading 
programs stored in a medium such as a ROM or a ?oppy disk 
and executing the programs With a processor. 

In FIG. 1, the optical disk 1 contains digital signals 
recorded on the ?rst and second recording surfaces of the 
disk readable from one side of the disk to be transferred to 
the host computer 11. The disk 1 is rotated at a constant 
linear velocity by the disk motor 2 controlled by the CLV 
motor controller 3 so that a digital signal is reproduced by 
the optical pickup 4 from the disk 1. At this time, tracking 
control of the optical pickup 4 is provided by the pickup 
movement controller 6 and focus control of the optical 
pickup 4 is provided by the focus controller 7 When one of 
the ?rst and second recording surfaces is selected and 
accessed. 

The structure of the optical disk 1 and the digital signal to 
be recorded Will be described neXt With reference to FIGS. 
2—4. 

As shoWn in FIG. 2, one data block corresponding to a 
sector as a minimum unit Which is recorded on the disk 1 is 
composed of a sync signal 201 indicative of the boundary 
betWeen tWo data blocks, a recording area identi?cation ?ag 
202 Which identi?es an area on the disk in Which the data 
block is to be recorded, a block address 203 indicative of the 
address of the data block on the disk, and data 204. 

As described above, the disk has ?rst and second record 
ing surfaces readable from one side of the disk. N data 
blocks are arranged in order of recording on the disk and 
consecutive addresses 1 to n are stored at corresponding 
addresses 203 of the data blocks. A lead-in block 205 having 
a structure shoWn in FIG. 3 is provided at the head of the 
arrangement of the data blocks to thereby compose a data 
frame 207. 

The lead-in block 205 is indicative of the constitution 
information of the data frame 207 and has a format similar 
to that of the data blocks. Disk information 206 is stored in 
a data area, and includes a disk identi?cation ?ag 210 having 
a structure of FIG. 4 stored as part of the disk information 
206. Aframe head address 0 is stored at a block address 203. 

When consecutive data frames 207 thus produced are 
recorded on the disk 1, the lead-in block at block address 0 
and the data blocks at block addresses 1 to m (Which is a 
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4 
natural number smaller than n) are recorded outWard from 
the innermost track on the ?rst recording surface 208. The 
data blocks at block addresses (m+1) to n are recorded 
inWard from the outermost track on the second recording 
surface 209. 
A?ag “11” is stored as the disk identi?cation ?ag 210, and 

a ?rst recording surface end address 211 indicative of the 
address of a data block recorded last on the ?rst recording 
surface and a recorded block count 212 indicative of a data 
block count n recorded on the disk are recorded as parts of 
the disk information 206. 
A single optical disk is constituted Which has the ?rst and 

second recording surfaces superposed and recorded in the 
format mentioned above. 

Reproduction of digital data from the disk 1 Will be 
described neXt With reference to the block diagram of FIG. 
1 and the How chart of FIG. 5. 

In FIGS. 1 and 5, the innermost track on the ?rst recording 
surface of the disk 1 is accessed With the optical pickup 4 
before reproduction of the recorded data to reproduce the 
lead-in block 205 (step 501 of FIG. 5), predetermined signal 
processing including detection of the sync signal 201 and 
error correction is performed in the digital signal processor 
8, and the disk information 206 is detected and recogniZed 
in the disk information detection/recognition unit 13 (step 
502). The detected disk information is delivered to the 
interface 9 Which then delivers the disk information to the 
host computer 11 via the interface bus 10 in accordance With 
a predetermined protocol (step 503). The host computer 11 
sends an access command, a starting block address i at 
Which the data blocks are to start to be accessed, and a 
transfer block count j to the interface 9 in dependence on the 
received disk information and in accordance With a prede 
termined protocol (step 504). 
When the interface 9 receives a command from the host 

computer 11, the access/reproduction controller 16 controls 
the access and reproduction in accordance With the disk 
identi?cation ?ag 210 of the disk information 206 detected 
previously. 

If the detected disk identi?cation ?ag 210 is other than the 
?ag “11” indicative of a recording format to be dealt With in 
the present invention (step 505), the access/reproduction 
controller 16 delivers to the system controller 12 a control 
command to reproduce j data blocks of consecutive 
addresses starting from the starting block address i on the 
disk. The system controller 12 then controls the CLV motor 
controller 3 and the pickup movement controller 6 to per 
form access/reproduction (steps 513 and 514). The repro 
duced data is then sent to the host computer 11 via the digital 
signal processor 8, the interface 9, and the interface bus 10. 

If the detected disk identi?cation ?ag 210 is “11”, it is 
determined that the disk has been recorded using the method 
of FIG. 2. At step 506, the starting block address i is 
compared in magnitude With the outermost track block 
address m of the ?rst recording surface obtained by detec 
tion of the ?rst recording surface end address 211 of the disk 
information 206 to select a recording surface at Which the 
access is to be started. If i is greater than m, the block 
address at Which the access is to be started is present on the 
second recording surface. Thus, the focus of the optical 
pickup 4 is changed (step 507), and j data blocks of 
consecutive addresses starting from the starting block 
address i on the second recording surface are accessed and 
reproduced (steps 513 and 514). In order to change the 
focus, the conventional technique disclosed, for example, in 
Nikkei Byte, Sep. 1995, pp. 129—130, FIG. 2, may be used. 
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If i is not larger than m, the starting block address i exists 
on the ?rst recording surface. Thus, the transfer end block 
address calculation unit 15 calculates the transfer end block 
address (i+j) Where the reproduction is to end on the basis of 
the starting block address i and the transfer block count j. 
The result of the calculation (i+j) is compared With the 
recorded block count n obtained by detection of the recorded 
block count 212 of the disk information 206 in the access/ 
reproduction controller 16. If (i+j) is greater than n, the 
reproduction ends midWay and the inability to reproduce the 
digital signal is reported via the interface 9 to the host 
computer 11. 

The result of the calculation is compared With the outer 
most track block address m on the ?rst recording surface at 
step 508. If (i+j) is not greater than m, it is determined that 
all of the data blocks to be reproduced are on the ?rst 
recording surface. Thus, j data blocks of consecutive 
addresses starting from the starting block address i on the 
?rst recording surface are accessed and reproduced (steps 
513 and 514). 

If (i+j) is greater than m, it is determined that the data 
blocks to be reproduced exist in succession over the ?rst and 
second recording surfaces. In this case, the data blocks are 
?rst started to be accessed at the starting block address i on 
the ?rst recording surface and continue to be reproduced 
until a block address m is detected by the block address 
detector 14 (steps 509, 510). When the block address m is 
detected, the focus of the optical pickup 4 is changed to 
access the second recording surface (step 511) and a data 
block at a block address (m+1) existing on the outermost 
track of the second recording surface is reproduced to detect 
the block address (m+1) (step 512). Access to and repro 
duction of data blocks starting at the block address (m+1) is 
then performed (step 513) until the data block at the transfer 
end block address (i+j) is reproduced (step 514). The block 
500 including the steps 505—513 ful?lls the functions of the 
elements 15 and 16 of FIG. 1. Programs corresponding to the 
respective steps in the block 500 are stored in a recording 
medium as mentioned above. 

As described above, in the present embodiment, When a 
digital signal is recorded on a disk Which has the ?rst and 
second recording surfaces readable from one side thereof, n 
data blocks recordable throughout all of the recording sur 
faces of the disk are arranged in order of recording, and a 
lead-in block containing disk information is provided at the 
head of the arrangement of the n data blocks to thereby 
compose a data frame. The lead-in block and the data blocks 
of block addresses 1 to m are recorded outWard from the 
innermost track on the ?rst recording surface and the data 
blocks of block addresses (m+1) to n are recorded inWard 
from the outermost track on the second recording surface. 
Thus, since the consecutive block addresses are assigned 
throughout all of the recording surfaces of the disk, all of the 
recording surfaces of the disk can be accessed and repro 
duced While employing the conventional interface. 

The reproducing apparatus detects disk information 
recorded in the lead-in block and controls the system con 
troller in accordance With the detected disk information to 
thereby access and reproduce information in the disk 
recorded in the present embodiment. 
When the data blocks are reproduced continuously 

throughout the ?rst and second recording surfaces in the 
recording method of this embodiment, the amount of move 
ment of the pickup is minimiZed to thereby achieve high 
speed access to the second recording surface. 

While in the present embodiment the disk Which has the 
?rst and second recording surfaces readable from one side 
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6 
thereof has been illustrated, the present invention is not 
limited to this particular case. For example, the present 
invention is applicable to disks Which have three or four 
surfaces readable from one side thereof. In this case, When, 
for example, the data blocks to be recorded continue from 
the second recording surface to the third recording surface, 
the data blocks are assigned outWard from the innermost 
track on the third recording surface for recording or repro 
ducing purposes. 
The structure and storage position of the disk identi?ca 

tion ?ag 210 and the storage positions of the ?rst recording 
surface end address 211 and the recorded block count 212 
included in the disk information 206 are not limited to the 
particular disclosed embodiment, but may be modi?ed 
depending on the various disk types. 
The recording directions of the data frame on the ?rst and 

second recording surfaces are not limited to those illustrated 
in the embodiment. The arrangement to be employed is 
required to minimiZe the amount of movement of the pickup 
betWeen the recording surfaces. For example, consecutive 
data blocks may be recorded inWard from the outermost 
track on the ?rst recording surface and then recorded out 
Ward from the innermost track on the second recording 
surface. 
What is claimed is: 
1. An apparatus for reproducing digital signals recorded 

on a disk, 

the disk having at least a ?rst recording surface and a 
second recording surface, 

the digital signals being in the form of a data frame, 
the data frame including at least a lead-in block and n data 

blocks (n is a natural number), 
the lead-in block having a same format as the n data 

blocks, 
n block addresses being assigned to respective ones of the 

n data blocks, 
information identifying an area on the disk in Which a 

respective one of the n data blocks is recorded being 
assigned to each of the n data blocks, 

m data blocks (m is a natural number, 0<m<n) of the n 
data blocks being recorded on the ?rst recording sur 
face of the disk, 

remaining (n-m) data blocks of the n data blocks being 
recorded on the second recording surface of the disk, 

the lead-in block being recorded at the head of the data 
frame, the lead-in block including 
information identifying an area on the disk in Which the 

lead-in block is recorded, 
information identifying a number of recording surfaces, 
information identifying the block address of one of the 
m data blocks recorded last on the ?rst recording 
surface, and 

information identifying the block address of a last one 
of the n data blocks in the data frame, 

the apparatus comprising: 
a lead-in block reproducing unit Which reproduces the 

lead-in block recorded on the disk; 
an information detecting unit Which detects the infor 

mation included in the reproduced lead-in block; 
an accessing and reproducing unit Which accesses and 

reproduces the data blocks recorded on the disk; 
a block address detecting unit Which detects the block 

addresses of the reproduced data blocks; and 
a controlling unit Which controls the accessing and 

reproducing unit based on the detected information 
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included in the reproduced lead-in block and the radial direction of the disk opposite to the ?rst radial 
detected block addresses of the reproduced data direction of the disk. 
blocks. 3. A method according to claim 1, Wherein the ?rst 

2- An apparatus according to Claim 1, wherein the In data recording surface and the second recording surface are both 
blocks are recorded on the ?rst recording surface of the disk 5 readable from a Same Side of the disk by a Single Optical 
in a ?rst radial direction of the disk; and pickup 

Wherein the remaining (n-rn) data blocks are recorded on 
the second recording surface of the disk in a second * * * * * 


