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CABLE SUPPORTING DEVICE 

CROSS-REFERENCES TO RELATED 
APPLICATIONS 

The present application is a divisional US. patent appli 
cation claiming priority under 35 U.S.C. §120 from US. 
Patent application Ser. No.: 09/351,564, ?led Jul. 12, 1999, 
herein incorporated by reference. 

BACKGROUND OF THE INVENTION 

The present invention relates generally to devices for 
supporting ?exible electrical cables. 
When electrical cables, such as data communication and 

poWer cables, extend over substantial distances, they must 
be properly supported at appropriately spaced intervals by 
some type of supporting device to avoid kinking, sharp 
bends, excessive sagging, and the like, that can cause 
damage to the cables and/or interfere With the transmission 
through the cables. 

One knoWn cable supporting bracket of this general type 
is disclosed in Perrault US. Pat. No. 4,039,131. This type of 
bracket has a “J” con?guration and is generally referred to 
as “a J -Hook”, and it includes a ?at cable supporting surface 
formed With a curvature to contain the supported cable or 
cables, and a doWnWardly extending ?ange is provided at 
each outer edge of the ?at cable supporting surface to 
strengthen the bracket. The corners betWeen the ?at sup 
porting surface and the tWo doWnWardly extending ?anges 
are rounded, and are intended to avoid exposing the sup 
ported cables to a sharp edge Which might damage the 
cables. 

Similarly, Laughlin US. Pat. No. 5,740,994 discloses a 
cable supporting bracket Which also includes a ?at cable 
supporting surface being formed With a curvature for con 
taining the cable(s), and a stiffening or strengthening ?ange 
formed at each side edge of the ?at supporting surface With 
rounded corners therebetWeen. HoWever, in this bracket, the 
stiffening ?anges extend doWnWardly and outWardly from 
the ?at supporting surface at an angle of forty-?ve degrees, 
and this angle, combined With the rounded surface, also 
reduces the sharpness of the sharp corners or edges that 
might damage the supported cables. 

While both of these knoWn cable supports do reduce the 
sharpness of the edges, at least to some extent, they still 
present ?at surfaces that extend in angular relationship to 
one another, and they still present an edge betWeen the 
surfaces, all of Which can result in the cables not being 
properly supported on a surface con?guration that conforms 
to the curvature of the cables themselves. 

Although these cable supports are mounted at spaced 
intervals from one another (eg 150 cm) to avoid excessive 
sagging of the cables, the Weight of the cables nevertheless 
results in some sag betWeen tWo adjacent cable supports, and 
this sag can result in the cable having a curvature at the 
points Where it extends doWnWardly from both sides of the 
support brackets. Additionally, Where the cable is someWhat 
stiff, it may assume a curvature as it extends over the ?at 
supporting surface of the cable support, rather than lying ?at 
on the ?at support surface, and this lack of support, com 
bined With the cable having to pass over the edges (albeit 
rounded edges) betWeen the ?at supporting surface and the 
?at stiffening ?anges, can put undesirable stress on the 
supported cables. 

Accordingly, there is a need for a cable supporting device 
Which overcomes the aforesaid disadvantages of knoWn 
devices of this type. 
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2 
SUMMARY OF THE INVENTION 

In accordance With the present invention, a device is 
provided for supporting ?exible cables Which comprises an 
attachment portion by Which the device is attached to a 
mounting member, such attachment portion having a gen 
erally longitudinal extent and openings therein for receiving 
said mounting members, and a support portion formed 
integrally With the attachment portion at one of its longitu 
dinal ends and extending therefrom along a centerline hav 
ing a con?ning con?guration that forms a saddle for con 
taining the ?exible cables. The support portion has a support 
surface formed With a rounded con?guration that curves 
aWay and doWnWardly from the centerline in both directions 
With a radius of curvature that provides a contour generally 
similar to the contour of the ?exible cables supported and 
contained Within said saddle. 

In one embodiment of the present invention, the center 
line of the support portion has a curved con?guration, and 
the support surface is formed With a rounded con?guration 
that curves aWay and doWnWardly from said centerline in 
both directions With a constant radius of curvature. In 
another embodiment of the present invention, the support 
surface may be formed With a channel extending along the 
centerline of the saddle, the channel having a predetermined 
depth and having a bottom Wall formed With a radius of 
curvature extending from the same center as said radius of 
curvature of the support surface. A strap is disposed Within 
the channel for assisting in maintaining the cables Within the 
saddle, such strap having a thickness corresponding to the 
depth of the channel Whereby the contour of the top surface 
of the strap forms a curvature corresponding to the curvature 
of the major portion of the support surface and the top 
surfaces of the strap and the support surface form a con 
tinuous curved surface. 

In yet another embodiment of the present invention, the 
con?guration of the support portion is generally triangular, 
and includes a ?rst leg extending doWnWardly and aWay 
from the attachment portion in angular relation thereto, a 
second leg extending from the ?rst leg at an acute angle and 
generally perpendicular to the longitudinal extent of the 
attachment portion, and a third leg extending upWardly from 
the second leg at an acute angle. The second leg of the 
support portion has a support surface formed With a rounded 
con?guration that curves aWay and doWnWardly from the 
centerline in both directions With a constant radius of 
curvature that provides a contour generally similar to the 
contour of the ?exible cables supported and contained 
Within the saddle. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a perspective vieW of one embodiment of the 
cable support device of the present invention; 

FIG. 2 is a side vieW of the cable support device illustrated 
in FIG. 1; 

FIG. 3 is a front vieW of the cable support device 
illustrated in FIG. 1; 

FIG. 4 is a cross-sectional vieW, taken on a vertical plane 
through the support surface of the cable device illustrated in 
FIG. 1; 

FIG. 5 is a perspective vieW of another embodiment of the 
cable support device of the present invention; 

FIG. 6 is a front vieW of the cable support device 
illustrated in FIG. 5; 

FIG. 7 is a cross-sectional vieW, taken on a vertical plane 
through the support surface of the cable device illustrated in 
FIG. 5 
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FIG. 8 is a perspective vieW of yet another embodiment 
of the cable support device of the present invention; 

FIG. 9 is a front vieW of the cable support device 
illustrated in FIG. 8; and 

FIG. 10 is a diagrammatic vieW, illustrating several cable 
support devices of the present invention arranged at spaced 
locations and supporting an electrical cable. 

BRIEF DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Looking noW in greater detail at the accompanying 
draWings, FIGS. 1—4 illustrate one embodiment of a device 
for supporting ?exible cables in accordance With the present 
invention. In this form of the invention, the device is a 
J -Hook 10 that includes an attachment portion 12 by Which 
the device is attached to a mounting member, and this 
attachment portion 12 has a generally longitudinal extent 
and is formed With openings 14 that are designed to receive 
a variety of conventional mounting members, such as ceiling 
fasteners, drop Wire clips, and vertically depending straps 
utiliZing clips 16, tWo of Which are illustrated in FIG. 2. 

The J -Hook 10 also includes a support portion 18 that is 
formed integrally With the attachment portion 12 at the 
loWer longitudinal end of the attached portion 12, and the 
support portion 18 extends therefrom along a centerline 
having a con?ning con?guration that forms a saddle 20 for 
containing ?exible electrical cables and the like as described 
above. 
As best seen in FIG. 4, the support portion 18 is formed 

With a support surface 22 having a rounded con?guration 
that curves aWay and doWnWardly from the center line of the 
support portion 18, in both directions. In the preferred 
embodiment of the present invention, this rounded con?gu 
ration is formed With a radius of curvature that provides a 
contour generally similar to the contour of the ?exible cables 
that are to be supported and contained Within the saddle 20. 
Preferably, this radius of curvature is Within the range of tWo 
inches to four inches. 

By virtue of this unique con?guration of the support 
portion 18 and support surface 22, the support surface 22 
offers a full radius cross-sectional shape that provides cables 
With a smooth continuous surface on Which the cables may 
lie, as best seen in FIG. 10. Thus, When a plurality of the 
J -Hooks 10 are mounted at spaced locations from one 
another, as generally suggested by industry standards, one or 
more electrical cables 24 are supported at the spaced loca 
tions by the J -Hooks 10. Because of the inherent Weight of 
the electrical cables 24 and the spacing betWeen the J -Hooks 
10, there is some sag of the cables 24 betWeen adjacent 
J-Hooks 10 as diagrammatically illustrated in FIG. 10, so 
that the electrical cables 24 assume a generally sinuous 
shape. This shape conforms nicely to the aforesaid curvature 
of the support surface 22 to provide a full, complete and 
continuous support for the cables 24 Without the cables 
having to pass over sharp edges or having a curvature that 
leaves a portion of the electrical cable 24 unsupported. 

This is in marked contrast to the knoWn prior art supports 
of this type Which, as described above, include a Wide, ?at 
center section on Which the electrical cables are supported, 
and the ?at center section is provided With rounded edges as 
disclosed in Perrault US. Pat. No. 4,039,131, or angled 
stiffening edges as disclosed in Laughlin US. Pat. No. 
5,740,994. 

Another embodiment of the present invention is illus 
trated in FIGS. 5—7, Which comprises a J-Hook that is 
identical to the J-Hook 10 described above in connection 
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4 
With FIGS. 1—4 except that a strap 26 is attached to the 
support portion 18 of the J-Hook 10 Whereby the cables 
supported Within the saddle 20 can be securely held in place 
by the strap 26. 
More speci?cally, in this embodiment of the present 

invention, the support portion is formed With a channel 28 
that extends along the center line of the support portion 18, 
and the strap 26 is mounted therein using rivets or any other 
conventional fastening device (not shoWn). As best seen in 
FIG. 6, the channel 28 has a bottom Wall 30 that is formed 
With a radius of curvature extending from the same center as 
the aforesaid radius of curvature of the support surface 22. 
Also, the depth of the channel 28 corresponds to the thick 
ness of the strap 26, and this depth, combined With the radius 
of curvature of the bottom Wall 30, support the strap 26 so 
that the contour of the top surface of the strap 26 forms a 
curvature corresponding to the aforesaid curvature of the 
support surface 22. Accordingly, the upper surface of the 
strap 26 and the surface of the support portion 18 provide a 
smooth and continuous curved surface for properly support 
ing an electrical cable passing thereover. 

Preferably, the strap 26 is formed at its extending ends 
With a conventional Velcro® hook-and-loop construction 
that permits the tWo end portions to be connected to each 
other at any desired location to hold electrical cables 
securely in place Within the saddle 20. Also, in the preferred 
embodiment of the present invention, Velcro® spots 32 are 
mounted in the attachment portion 12 and on the outside 
surface of the support portion 18 as best illustrated in FIG. 
5. When the strap 26 is not in use, the extending ends of the 
strap 26 can be temporarily secured to the tWo Velcro® spots 
32 so that the extending ends of the strap 26 Will be 
maintained at a position that Will not interfere With the 
electrical cables as they are moved into and out of the saddle 
20 of the J-Hook 10. 

Another embodiment of the present invention is illus 
trated in FIGS. 8 and 9, and in this embodiment the cable 
supporting device also includes an attachment portion 34 by 
Which the device is attached to mounting members as 
described above, and the attachment portion 34 has a gen 
erally longitudinal extent and is formed With openings for 
receiving mounting members of the aforesaid types. In this 
embodiment, the support portion 36 is also formed integrally 
With the attachment portion 34 and it has a generally 
triangular con?guration Which includes a ?rst leg portion 38 
that extends doWnWardly and aWay from the attachment 
portion 34 in angular relation thereto, a second leg portion 
40 extending from the ?rst leg portion 38 at an acute angle 
and in a direction generally perpendicular to the longitudinal 
extent of the attachment portion 34, and a third portion 42 
that extends upWardly for the second leg portion 40 at an 
acute angle. 

In the embodiment of the present invention illustrated in 
FIGS. 8 and 9, the third leg portion 42 is preferably formed 
at its upper extending end, With a ?at ?ange 44. The support 
portion 36 is preferably formed of a metal that has a desired 
amount of resiliency so that the third leg portion 42 is 
normally biased to a position at Which the ?at ?ange 44 
engages an adjacent surface of the attachment portion 34 to 
provide a closed saddle 46 to receive and support electrical 
cables therein. When it is desired to remove cables from the 
saddle 46, or place neW cables therein, the third leg portion 
42 can be moved against its bias to separate the ?at ?ange 
44 from the attachment portion 44 to provide an opening for 
loading or unloading cables Within the saddle 46. 

In this embodiment of the present invention, the support 
portion of 36 is formed With a support surface 48 that is 
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identical to the support surface described in connection With 
the embodiments illustrated in FIGS. 1—7, and the support 
surface 48 may be formed With a smooth continuous surface 
Which does not include any strap, in a manner identical to 
that described in connection With the embodiment illustrated 
in FIGS. 1—4 or, as illustrated in FIGS. 8 and 9, it can be 
formed With a channel 50 and a strap (not shoWn) that are, 
again, identical to the channel and strap described above in 
connection With the embodiment of the invention illustrated 
in FIGS. 5—7. In either case, electrical cables Within the 
saddle 46 are supported on a smooth, continuous surface, 
having a radius of curvature that conforms to the curvature 
of the cables in the same manner as that described above. 

It Will therefore be readily understood by those persons 
skilled in the art that the present invention is susceptible of 
broad utility and application. Many embodiments and adap 
tions of the present invention other than those herein 
described, as Well as many variations, modi?cations and 
equivalent arrangements, Will be apparent from or reason 
ably suggested by the present invention and the foregoing 
description thereof, Without departing from the substance or 
scope of the present invention. Accordingly, While the 
present invention has been described herein in detail in 
relation to its preferred embodiment, it is to be understood 
that this disclosure is only illustrative and exemplary of the 
present invention and is made merely for purposes of 
providing a full and enabling disclosure of the invention. 
The foregoing disclosure is not intended or to be construed 
to limit the present invention or otherWise to exclude any 
such other embodiments, adaptations, variations, modi?ca 
tions and equivalent arrangements, the present invention 
being limited only by the claims appended hereto and the 
equivalents thereof. 
What is claimed is: 
1. A device for supporting ?exible cables, comprising: 
(a) an attachment portion by Which the device is attached 

to a mounting member, said attachment portion having 
a generally longitudinal extent and openings therein for 
receiving said mounting members; and 

(b) a support portion formed integrally With said attach 
ment portion at one longitudinal end of said support 
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portion and extending therefrom along a centerline 
having a generally triangular con?guration that 
includes a ?rst leg extending doWnWardly and aWay 
from said attachment portion in angular relation 
thereto, a second leg extending from said ?rst leg at an 
acute angle and generally perpendicular to said longi 
tudinal extent of said attachment portion, and a third leg 
extending upWardly from said second leg at an acute 
angle, said second leg of said support portion having a 
support surface formed With a rounded con?guration 
that curves aWay and doWnWardly from said centerline 
in both directions With a constant radius of curvature 
that provides a contour generally similar to the contour 
of the ?exible cables supported and contained Within 
said saddle. 

2. A device for supporting ?exible cables, comprising: 
(a) an attachment portion by Which the device is attached 

to a mounting member, said attachment portion having 
a generally longitudinal extent and openings therein for 
receiving said mounting members; and 

(b) a support portion formed integrally With said attach 
ment portion at one longitudinal end of said support 
portion and extending therefrom along a centerline 
having a con?ning con?guration that forms a saddle for 
containing said ?exible cables, said support portion 
having a support surface formed With a rounded con 
?guration that curves aWay and doWnWardly from said 
centerline in both directions With a radius of curvature 
that provides a contour generally similar to the contour 
of the ?exible cables supported and contained Within 
said saddle, said con?ning con?guration of said support 
portion being generally triangular and including a ?rst 
leg extending doWnWardly and aWay from said attach 
ment portion in angular relation thereto, a second leg 
extending from said ?rst leg at an acute angle and 
generally perpendicular to said longitudinal extent of 
said attachment portion, and a third leg extending 
upWardly from said second leg at an acute angle. 

* * * * * 


