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(57) ABSTRACT 

A vehicle having a multipart loWerable vehicle top has at 
least tWo bending-resistant top elements. The top elements 
are sWivellably connected With one another and, by Way of 
at least one top element, are sWivellably connected With the 
vehicle body. For connecting the top elements With one 
another and/or With a vehicle body, sWivelling joints are 
provided such that, each connection having at least one 
drivable sWivelling joint. 

6 Claims, 2 Drawing Sheets 
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VEHICLE WITH A MULTIPART 
LOWERABLE VEHICLE TOP 

BACKGROUND OF THE INVENTION 

This application claims the priority of 198 47 9832-21, 
?led Oct. 17, 1998, the disclosure of Which is expressly 
incorporated by reference herein. 

The present invention relates to a vehicle With a multipart 
loWerable vehicle top With at least tWo pending-resistant top 
elements, Which a sWivellably connected With one another 
and, by Way of at least one top element, are sWivellably 
connected With the vehicle body. 

LoWerable folding tops, particularly also so-called hard 
tops made of ?rm vehicle body parts, are generally knoWn. 
DE 44 45 944 C1 describes one such roof construction 
Which consists of only tWo elements. The movement and the 
coordination of the individual roof parts here takes place by 
a very complex mechanism having control levers. 

Other folding top arrangements and control elements are 
described in DE 195 39 086 C1; DE 43 16 485 A1; DE 39 
03 358 A1; and DE 195 20 648 A1. The guiding of the 
vehicle top elements alWays takes place in guide rails or by 
linkages and control levers. 

The relative movements of the roof parts With respect to 
one another must therefore be implemented at high mechani 
cal expenditures. Thus, speci?c kinematics are, for example, 
alWays required Which are designed for the respective geo 
metrical shape of the hardtop. This represents a stark con 
trast to the economically, logistically and ecologically mean 
ingful efforts of standardiZing and reducing the variety of 
parts and types of vehicle elements. 

Another disadvantage of using connecting link guides and 
control rods is the often poor operating quality. Particularly 
in the case of multipart vehicle tops, mainly in the case of 
vehicle tops Which have more than tWo parts, these elements 
tend to jam in the guides. 

The seal cut-throughs by the control levers represent 
another disadvantage. This point is particularly important 
With respect to many vehicle users’ opinion that hardtops 
have a poorer quality than ?rm vehicle tops. 

In addition to the purely mechanical problems concerning 
the stability and the method of operation of the loWerable 
vehicle top, the limited possibility of selecting loWering 
paths increasingly also presents a problem, particularly With 
a vieW to passengers situated in the vehicle and the operation 
of the loWerable vehicle top in narroW spaces (such as 
garages). 
EP 0 835 778 A1; EP 0 835 779 A1; and EP 0 835 780 A1 

relate to other such loWerable folding tops and illustrate the 
described problems on the example of three-part hardtops. 
Adriven rotary connection is described in DE 44 06 376 

A1, in Which the ?uidically operable rotary drive is still of 
a very complex and geometrically projecting construction. 
HoWever, such a drive makes, it is possible to implement 
also sloW an extremely uniform rotating movements along a 
large torque range. Such drives are currently used in the 
vehicle suspension ?eld, as also disclosed in DE 39 37 986 
A1. 

SUMMARY OF THE INVENTION 

An object of the present invention is, therefore, to provide 
a vehicle With a multipart loWerable vehicle top Which is 
distinguished by a movement apparatus Which is as light and 
simple as possible and has a small number of parts. This 
movement apparatus is to be capable of implementing any 
loWering path desired by the user for the multipart loWerable 
vehicle top. 
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2 
According to the present invention, this object has been 

achieved by providing that, for the connection of the at least 
tWo bending-resistant top elements With one another and/or 
With the vehicle body, sWivelling joints are provided, per 
connection, at least one of the sWivelling joints being 
drivable. 

As the result of the connection of the individual top parts 
With one another or With the vehicle body only by Way of 
sWivel joints or active sWivel joints, the heavy and very 
complex linkage Which is susceptible to disturbances is 
completely eliminated, and the bearing and the drive are 
combined in one component. Problems concerning the seal 
ing of the vehicle top Which result from the fact that the 
linkage cuts through the seals Will therefore no longer occur. 
As the result, the linkage can cause no dif?culties, such as 
rattling or jamming. 
The drivable sWivel joints can be operated completely 

independently of one another to permit implementation of 
different loWering paths for the multipart loWerable vehicle 
top With a very simple electrical or electromechanical con 
trol. 

In a particularly advantageous further development of the 
invention, the drivable sWivelling joints are ?uidically oper 
ated. Thereby, in addition to the mounting of the sWivelling 
joints, only lines for the ?uidic drive of the vehicle top must 
be laid. 

BRIEF DESCRIPTION OF THE INVENTION 

Other objects, advantages and novel features of the 
present invention Will become apparent from the folloWing 
detailed description of the invention When considered in 
conjunction With the accompanying drawings. 

FIG. 1 is a top perspective vieW of a vehicle top arrange 
ment on the example of a three-part loWerable vehicle top 
Which is illustrated in four different positions; 

FIG. 2 is an enlarged perspective vieW of a drivable 
sWivelling joint (detail II in the circle) from FIG. 1; 

FIG. 3 is a side vieW of a vehicle having a closed multipart 
loWerable vehicle top; 

FIG. 4 is a side vieW of a vehicle similar to FIG. 3 but With 
a partially open vehicle top; 

FIG. 5 is a side vieW of a vehicle similar to FIG. 3 but With 
a partially loWered vehicle top; and 

FIG. 6 is a side vieW of a vehicle similar to FIG. 3 but With 
a completely loWered vehicle top. 

DETAILED DESCRIPTION OF THE DRAWINGS 

FIG. 1 illustrates a multipart loWerable vehicle top 1 
shoWn in four different positions. FIGS. 3 to 6 also shoW 
these four positions but in side vieW. The vehicle top 1 has 
three top elements 2, 3, 4. By Way of the rotation axis A, 
Which has tWo laterally arranged active sWivelling joints 5, 
the forWard top element 2 is connected With the central top 
element 3. The opposite side of the central top element 3 is 
coupled by the rotation axis B With the rearWard top element 
4. On its opposite end, the rearWard top element 4 has the 
rotation axis C Which has a connection to a vehicle body 6 
(illustrated in FIGS. 3 to 6). The rotation axes B, C also each 
have tWo active sWivelling joints 5. 

In FIG. 1, the above-described elements are each shoWn 
several times, because here the occurring loWering move 
ment of the vehicle top 1 is illustrated in four steps, the 
arroWs 7A, 7B indicating the movements of the rotation axes 
A, B. In the movement sequence of the vehicle top 1 during 
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the lowering described in the following, the indices 3 to 6 
indicate the respective position of the axes of rotation, as 
illustrated in the corresponding FIGS. 3 to 6. 

In a ?rst step of the loWering operation, the top elements 
3, 4 are rotated about the rotation axes B3 and C3. The 
rotation axes C, Which is stationarily connected With the 
vehicle body 6, maintains its position during the entire 
loWering operation. The rotation axis A moves along the 
arroW 7A3)4 to position A4, Without any relative movement 
of the top elements 2, 3, i.e., With respect to one another. 
From position B3 of the rotation axis B, this axis moves 
along the path outlined by the arroW 7B3)4 to position B4. 
This position of the vehicle top 1 is also visible in FIG. 4. 

In the subsequent step of the loWering operation, the 
rotation axes A, B move along the paths indicated by the 
arroWs 7A4)5 and 7B4)5 in a manner also shoWn in FIG. 5. In 
the last step of the loWering operation of the vehicle top 1, 
the rotation axis A then moves from its position A5 into a 
position A6 Which is situated close to the rotation axis C. As 
also illustrated in FIG. 6, the loWering operation of the 
vehicle top 1 is therefore concluded. A closing of the opened 
vehicle top can take place, for example, in a precisely 
reversed sequence. 

In addition to this loWering operation illustrated as an 
example, by the active sWivelling joints 5, an arbitrary 
number of other variants can also be implemented. The 
active sWivelling joints 5 Which, in particular, are operated 
?uidically generally permit a sWivelling range of approxi 
mately 200° and, mainly When operated hydraulically, alloW 
a variation of the torque along large ranges. By Way of a 
hydraulic unit, they can easily be adapted to the torque 
requirement at the individual sWivelling points Which is to 
be expected and differs considerably according to the type of 
the top. They are therefore very suitable for the object to be 
achieved according to the invention and, in a mirror 
symmetrical arrangement, can also be used as standardiZed 
structural elements, Which are reasonably priced as the result 
of the high piece numbers, in virtually all types of vehicle 
tops 1. As the result of their use, it becomes possible for the 
?rst time to consider multipart vehicle tops 1 because, by use 
of the previously customary control linkages, in the case of, 
for example, four or ?ve top elements, these could almost 
not be implemented in practice and required extremely high 
expenditures. 

FIG. 2 again shoWs the active sWivelling joint 5 as an 
enlargement of the area II from FIG. 1. A housing 8 of the 
active sWivelling joint 5 is shoWn Which is ?xedly, particu 
larly non-rotatably, connected With a ?tting 9. This unit, 
consisting of the housing 8 and the stationary ?tting 9, is 
premounted on one of the top elements 2, 3, 4. On the top 
element 2, 3, 4, Which folloWs in each case, and/or the 
vehicle body 6, a ?tting 10 is then ?xedly mounted. During 
the ?nal mounting of the vehicle top 1, the ?tting 10, Which 
is later movable With respect to the housing 8, is mounted by 
of an intermediate piece 11, on a multitooth shaft 12 of the 
active sWivelling joint 5. The ?tting 10 and the intermediate 
piece 11 together form a holding element. Thus, When the 
top elements 2, 3, 4 are mounted, according to the pitch of 
the multitooth shaft 12, numerous angular positions of the 
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4 
?ttings 9, 10 and thus of the corresponding top elements 2, 
3, 4 connected With the ?ttings 9 10 can be implemented 
With respect to one another. 

The multitooth shaft 12 represents the portion of the 
?uidically movable elements of the active sWivelling joint 5 
Which projects out of the housing 8 and can be actively 
rotated With respect to the housing 8 and the ?tting 9. As a 
result, the holding element, consisting of the ?tting 10 and 
the intermediate piece 11, Which is non-rotatably connected 
With the multitooth shaft 12, also moves With respect to the 
?tting 9, and the top elements 2, 3, 4 connected With the 
?ttings 9, 10 experience a relative movement With respect to 
one another. FIGS. 3 through 6 shoW the above-described 
steps during the loWering of the folding top 1 on a vehicle 
13. 

Of course, it should be understood that the described 
procedure can also be used for fabric top elements 2, 3, 4 
?xedly mounted on a bending-resistant frame. With respect 
to the mechanical control, the bending-resistant frames of 
the top elements Will then correspond to the stiff elements of 
the hardtops. 
The foregoing disclosure has been set forth merely to 

illustrate the invention and is not intended to be limiting. 
Since modi?cations of the disclosed embodiments incorpo 
rating the spirit and substance of the invention may occur to 
persons skilled in the art, the invention should be construed 
to include everything Within the scope of the appended 
claims and equivalents thereof. 
What is claimed is: 
1. A vehicle having a multipart loWerable vehicle top 

comprising at least tWo bending-resistant top elements sWiv 
ellably connected With one another and, by Way of at least 
one of the top elements, a sWivellable connection is pro 
duced betWeen the vehicle top and a body of the vehicle, 
Wherein, for connection of the at least tWo bending-resistant 
top elements With one another and With the vehicle body, 
pairs of sWivelling joints comprised of a rotatable shaft 
Within a housing are provided for each connection, and at 
least one of the sWivelling joints of each pair is drivably 
arranged. 

2. The vehicle according to claim 1, Wherein the at least 
one drivable sWivelling joint has a ?uidic drive. 

3. The vehicle according to claim 1, Wherein the at least 
one drivable sWivelling joint is con?gured to be operated 
independently of the other sWivelling joints. 

4. The vehicle according to claim 3, Wherein the at least 
one drivable sWivelling joint has a ?uidic drive. 

5. The vehicle according to claim 3, Wherein a control unit 
is provided for coordinating relative movements of the at 
least tWo top elements. 

6. The vehicle according to claim 1, Wherein at least one 
area of the shaft of the sWivelling joints has a pro?le 
con?gured such that, the connection of the at least tWo top 
elements With at least one of one another and the vehicle 
body is effected by operative cooperation betWeen a holding 
element associated With the top elements and the pro?le on 
the shaft. 


