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(57) ABSTRACT 

Method of maintaining a superconducting cryolink at loW 
temperature by a How of liquid nitrogen produced by a 
lique?er feeding one end of a link section, Wherein the 
section is fed by a single lique?er and nitrogen is draWn off 
from at least one intermediate point of the link section. 

11 Claims, 6 Drawing Sheets 
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METHOD OF MAINTAINING A 
SUPERCONDUCTING CRYOLINK AT LOW 

TEMPERATURE 

The present invention concerns the ?eld of transporting 
electricity by means of a superconducting link. 

BACKGROUND OF THE INVENTION 

In the prior art, electricity is transported by a supercon 
ducting cable having superconducting link sections at a 
temperature Which is held much loWer than 90 K to maintain 
the superconducting state of the cable and to prevent the 
nitrogen from boiling. 

FIGS. 1 to 3 shoW the usual architecture of equipment for 
transporting current short distances by means of links cooled 
by liquid nitrogen. Prior art equipment of the above kind 
includes a set of liquid nitrogen refrigerators (1) arranged 
equidistantly along the installation. The same ?oWrate m0 of 
liquid nitrogen circulates in the go pipe (2) and in the 
opposite direction in the return pipe The temperatures in 
the go and return pipes are 70K and 80K, for example. 

In the example shoWn in FIG. 1 tWo pipes (2, 3) Which are 
thermally insulated from each other are of length 2La, and 
the distance betWeen tWo consecutive refrigerators is there 
fore 2La. FIGS. 2 and 3 shoW tWo prior art variants. The 
operating characteristics are unchanged in the case shoWn in 
FIG. 2 of a link half-section of length La fed by a single 
refrigerator, the liquid nitrogen ?oWing in a loop having a 
developed length 2><La. In the remainder of the description 
this variant serves as a reference. 

The prior art architectures have the draWback of requiring 
a multiplicity of refrigerators disposed along the link. 

OBJECTS AND SUMMARY OF THE 
INVENTION 

The aim of the invention is to overcome this draWback by 
proposing a method and a link architecture With sections 
having a length in the order of 100 km, or even several 
hundred kilometers, the investment and maintenance costs 
of Which are loW. To this end, the invention aims to reduce 
the number of lique?ers and more precisely to replace the 
multiplicity of loW-capacity refrigerators distributed all 
along each section With a higher capacity liquefaction center 
and additional means for maintaining the operating tempera 
ture of the superconducting cable. 

To this end, the invention ?rstly provides a method of 
maintaining a superconducting cryolink at loW temperature 
by means of a How of heat-conducting ?uid such as liquid 
nitrogen produced by a lique?er feeding one end of the link 
section, Wherein the section is fed by a single lique?er and 
Wherein nitrogen is draWn off from at least one intermediate 
point of the link section. 

The lique?er feeds the upstream end of the section With a 
How of liquid nitrogen at high pressure, for example 10 
atmospheres, to compensate for head losses along the sec 
tion. All along the section, small quantities of liquid nitrogen 
are draWn off and expanded in order to reduce the tempera 
ture locally. The evaporated nitrogen can be returned to the 
lique?er via a large-section pipe or tubular member that is 
not thermally insulated. The evaporated nitrogen can also be 
ejected to the atmosphere, possibly after heating. 

The above method in accordance With the invention 
imposes a signi?cant limit on the pressure and/or the cross 
section of the section and/or the number of lique?ers. 

In a ?rst variant nitrogen is draWn off in a section 
including a go pipe and a return pipe by means of a plurality 
of draW-off stations including a heat exchanger for cooling 
both pipes. 
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2 
In a second variant nitrogen is draWn off at a point 

upstream of the section and a bath of liquid nitrogen is 
maintained around a heat exchange Wall surrounding the 
pipes. 

In a third variant nitrogen is draWn off at a plurality of 
points distributed along a section comprising a single pipe. 

In a fourth variant the pipes are separated in the upstream 
part of the section and are grouped together at the doWn 
stream end of the section. 

The upstream pressure of the heat-conveying ?uid is 
advantageously substantially equal to 10 bars. 
The invention also provides equipment for transporting 

electric poWer via a superconducting cable comprising a 
pipe surrounding the superconducting cable for circulating a 
heat-conveying ?uid at very loW temperature and a lique?er 
for feeding said pipe, the equipment including at least one 
draW-off device for draWing off some of the heat-conveying 
?uid doWnstream from the lique?er. 
The equipment of the invention preferably includes a 

plurality of draW-off devices each including a heat 
exchanger. 

Advantageously, the doWnstream part of the pipe has a 
draW-off ori?ce ?tted With a valve controlled by means for 
controlling the level of the heat-conveying ?uid draWn off, 
said ori?ce communicating With a tubular member surround 
ing the pipe and having an ori?ce at its upstream end for 
ejecting gaseous ?uid. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The invention Will be better understood after reading the 
folloWing description, Which is given With reference to the 
draWings, in Which: 

FIGS. 1 to 3 are diagrammatic vieWs of art architectures; 

FIG. 4 is a diagrammatic vieW of a connecting element 
With tWo parallel pipes; 

FIG. 5 is a sectional vieW of a link section; 

FIG. 6 is a diagrammatic vieW of the draW-off device 
betWeen sectors of a link; 

FIG. 7 is a diagrammatic vieW of an installation including 
a single pipe and distributed draW-off stations; 

FIG. 8 shoWs a link half-section With three pipes includ 
ing distributed draW-off stations; 

FIG. 9 is a diagrammatic vieW of a continuous draW-of 
section; 

FIG. 10 is a diagrammatic vieW of a half-section With tWo 
pipes and global expansion; 

FIG. 11 is a diagrammatic vieW of a link With a single 
pipe, ?oW reversal, and distributed expansion; 

FIG. 12 is a diagrammatic vieW of a link With a single 
pipe, Without ?oW reversal, and With distributed expansion; 

FIG. 13 is a diagrammatic vieW of a link With distributed 
draW-off stations and pressuriZation. 

MORE DETAILED DESCRIPTION 

FIG. 4 is a diagrammatic vieW of a link half-section based 
on tWo parallel pipes (4, 6). 
The pipe (4) is fed With liquid nitrogen by a lique?er (1) 

connected to a liquid nitrogen tank The half-section has 
a length LC and is divided into N equal sectors of length LS. 
BetWeen tWo consecutive sectors a small portion of the 
nitrogen ?oWing in the go pipe (4) is expanded to atmo 
spheric pressure by a draW-off of station The exchange 
of heat betWeen the nitrogen bath obtained in this Way at 
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77K and the go and return pipes (4) and (6) reduces the 
temperature of the tWo pipes (4, 6) and causes all of the 
nitrogen draWn off from the go pipe (4) to boil. Nothing is 
draWn off from the return pipe The remaining nitrogen 
that has not been draWn off in the go pipe (4) decreases in 
?oWrate from m1 to (a.m1) in the go pipe (4) by N step 
changes of the same value. The ?oWrate in the return pipe 
(6) remains equal to (a.m1) 

The half-section also includes a circulating pump (7) the 
?oWrate of Which is m1. It circulates liquid nitrogen from the 
lique?er (1) With a ?oWrate (1—a).m1 and from the return 
pipe (6) With a ?oWrate (a.m1). 

The losses to be evacuated are proportional to the length 
LC of the half-section. The total ?oWrate (1—a).m1 draWn off 
and ejected in gaseous form at 77K alloWs for the same 
losses as a How of liquid approximately 10 times greater at 
betWeen 70K and 80K. 

To alloW for seasonal variation in losses and refrigerating 
capacity, recycling at a rate of 30% or more is recom 
mended. The distance betWeen draW-off points (5) must be 
directly proportional to the return ?oWrate (a.m1). 

The maximum distance LS betWeen tWo consecutive 
draW-off points is determined by the fact that heating is 
limited to 82K-77K in each sector of the return path 
carrying the reduced ?oWrate (a.m1). 

FIG. 5 is a sectional vieW of a link section. In this 
embodiment the section is made up of four superconducting 
cables (10 to 13) and a pipe (14) for the return How of 
nitrogen from the draW-off stations. 

FIG. 6 is a diagrammatic representation of the draW-off 
device betWeen sectors of a link. 

The draW-off device surrounds section k of the go pipe 4. 
The doWnstream section (21) carries a ?oWrate m(k) of 
liquid nitrogen at a maximum temperature of 82K. 

The upstream section (22) carries a ?oWrate m(k+1) of 
liquid nitrogen at a minimum temperature 77K. 

The draW-off device is formed of a tubular sleeve (15) 
separated from the pipe by a heat exchange Wall having a 
draW-off ori?ce (17). The draW-off ori?ce (17) alloWs a 
liquid nitrogen ?oWrate of m(k)—m(k+1). The liquid nitro 
gen that escapes via the draW-off ori?ce (17) expands in the 
tubular sleeve (15) to form a bath (18) of nitrogen boiling at 
77K. A regulator device (19) including a plunger (20) 
maintains a constant level of boiling nitrogen in the bath. 

FIG. 7 is a diagrammatic vieW of an installation including 
a single pipe and a plurality of distributed draW-off stations. 

The single pipe section (30) is fed by a single lique?er via 
an upstream tank of liquid nitrogen at 77K and at atmo 
spheric pressure. The installation comprises a plurality of 
draW-off points (5) connected to draW-off stations (35) 
regularly spaced to form sectors of length L5. The section 
also has a doWnstream tank (36). 

Circulating pumps (37, 38) are provided for circulating 
the liquid nitrogen draWn from the respective tanks (31, 36). 
When one of the tanks (31, 36) is full the direction of How 

of the liquid nitrogen is reversed. 
FIG. 8 shoWs a link half-section (3) With pipes incorpo 

rating distributed draW-off stations. The half-section con 
cerned is fed by a single nitrogen lique?er (1) for a length 
L,. It comprises tWo go pipes (40, 41) and one return pipe 
(42). The half-section is segmented into N sectors separated 
by nitrogen draW-off points. The upstream ?oWrates com 
mon to the tWo go pipes (40, 41) are denoted m3. TWo-thirds 
of the Way along the go path, both ?oWrates remain constant 
and equal, With a value of approximately 0.5 m3. They are 
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4 
then combined in a single return pipe (42) With a ?oWrate 
that decreases from m3 to 0.5 m3 over the ?rst third of the 
return path, after Which the ?oWrate is constant at 0.5 m3 as 
far as the single lique?er concerned. 

Accordingly, over all of the path, the presence of one or 
tWo pipes in Which the ?oWrate is a minimum ?oWrate (0.5 
m3) means that the draW-off points must remain equidistant 
to assure identical heating of all the sectors. The ?oWrate 
evaporated to maintain the temperature of the pipes With a 
global length of 3 Lt With draW-off is deduced from the 
?oWrate mO for maintaining the loW temperature of a refer 
ence pipe of length La With no draW-off. 

FIG. 9 is a diagrammatic representation of a section With 
continuous draW-off. 

In the previous variants, the nitrogen Was draWn off at a 
plurality of regularly spaced points. In these variants the 
draW-off stations are separated by sectors comprising 1, 2 or 
3 pipes thermally insulated from each other. In the installa 
tion shoWn in FIG. 9, draW-off is continuous. The exchang 
ers are replaced by pipes (40) arranged all along the link, in 
thermal contact With the pipes (42) containing the cables. 
The nitrogen draWn off is expanded at the upstream end (41) 
of each element of the pipe (40) and travels the length of the 
pipe (40) until gaseous nitrogen is obtained, before it is 
ejected at atmospheric pressure via an exhaust (43). An 
enclosure (45) surrounds the complete installation. The 
enclosure (45) is at ambient temperature. 

This variant avoids the use of draW-off stations using heat 
exchangers. It also alloWs thermal contact betWeen the 
parallel pipes containing the cables. 

It further avoids axial change in the temperature betWeen 
77K and 82K along the sectors. The temperature of the 
superconducting cables continues to be subject to a ceiling 
around 77K instead of 82K, Which guarantees improved 
performance. 

FIG. 10 is a schematic representation of a half-section 
With tWo pipes and global expansion. In this variant each 
half-section is segmented into N sectors of unequal length. 
The longer sectors are at the end opposite that at Which the 
lique?er (1) is located. 
BetWeen tWo consecutive sectors k-l and k is a bath of 

liquid nitrogen at 77K and at atmospheric pressure. 
Each of the go sectors (50) carries the same ?oWrate m2 

of liquid nitrogen independent of the value of k. At the 
upstream end of each go sector (50) a cold circulator (51) 
imposes a pressure pO on the ?oWrate of liquid nitrogen 
draWn at 77K from bath k-l. At the doWnstream end of this 
sector all the liquid nitrogen, the doWnstream pressure of 
Which exceeds 3 bars and the doWnstream temperature of 
Which does not exceed 82K, is expanded to atmospheric 
pressure by an expansion unit (52). This How of expanded 
nitrogen feeds the next bath k. 

Each of the return sectors (53) also has a cold circulator 
(54) at its end k+1 and an expansion unit (55) at its end k. 

Nitrogen bath (56) k is fed by tWo pipes: the kth go pipe 
(50) and the (k+1)th return pipe (53). The total losses 
evacuated by the ejection of gaseous nitrogen above the bath 
are proportional to the sum of the lengths of the tWo 
incoming pipes. The ?oWrate of nitrogen in the return pipe 
(53) decreases in successive steps from a maximum value 
m2 at the end opposite the lique?er (1) to a recycling value 
a.m2 at the end fed by the lique?er This variant avoids 
accumulation of the head losses in the successive sectors. 

In theory there is no limit on the length of link that can be 
fed from a lique?er at the end provided that: 
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the length LS of each sector carrying the common go ?oW, 
proportional to the total length Lb of the link, is limited 
so that head losses do not exceed (po—3 bars); and 

heating of the return pipe, in Which the ?oWrate is reduced 
in steps to a recycling ?oWrate a.m2, continues to be 
subject to a ceiling of 82K-77K. 

FIG. 11 is a schematic representation of a link With a 
single pipe, ?oW reversal and distributed expansion. The 
link includes a set of spaced lique?ers (1) and tanks (60, 61) 
at both ends of the link. The partial ?oWrate reaching the 
doWnstream end of the link feeds the doWnstream tank (61) 
With liquid nitrogen at 77K and at atmospheric pressure. 
When the doWnstream tank (61) is full the direction of How 
of the liquid nitrogen in the link is reversed. Unlike the 
variants With multiple draW-off, the upstream ?oWrate is no 
longer limited by the sum of the head losses in all sectors, 
but by the global head loss referred to a single sector. This 
alloWed increase in the upstream ?oWrate and in the distance 
betWeen lique?ers means that the unit length of the sectors 
can be increased Without exceeding the heating limit along 
each sector. This halves the cryogenics required, if a single 
enclosure is suf?cient to contain the cryocable, instead of 
tWo enclosures of the same diameter as the previous one. 
The length of a link section betWeen a lique?er (1) and a tank 
(61) at the end is denoted Ld. TWo end-to-end sections can 
be used in a head-to-tail arrangement, forming a system of 
length 2.Ld betWeen lique?ers, using a common tank at the 
center Where x=Ld. 

Each section is subdivided into a sum of sectors. The 
length LS of a sector: 

must have a critical length LS1 for Which the heating under 
steady state conditions is equal to half the critical 
heating (this heating is doubled at the moment of 
reversing the floW of nitrogen); and 

must have a critical length LS2 for Which the head loss 
betWeen the ends of the sector reaches the reference 
value. 

BetWeen sectors the installation includes a station (62) 
With a decanting pool (63) containing liquid nitrogen at 77K 
and at pressure of one bar. A pump (64) circulates nitrogen 
from the decanting tank (63). The recompressed nitrogen 
?oWrate is controlled by a ?oat type device. 

The ?rst sector, near the lique?er (1), initially receives a 
maximum upstream ?oWrate m4 producing the maximum 
permitted head loss 1Ep. Then, When the direction of How 
has been reversed, the ?rst sector receives a reduced ?oWrate 

(a.m4) producing a heating effect of 0.5 /Etmax. 
This variant is particularly advantageous. In each expan 

sion station (62) the total expanded ?oWrate remains in the 
liquid state and is recompressed at the entry to the next 
sector. The tank (63) containing the bath of nitrogen at 77K 
and at atmospheric pressure can be minimiZed. 

FIG. 12 is a diagrammatic representation of a link With a 
single pipe, Without ?oW reversal, and With distributed 
expansion. 

Each section is divided into sectors as in the previous 
variant. At the doWnstream end of each section a lique?er (1) 
adds the top-up ?oWrate (1-a) .m5 to the ?nal ?oWrate a.m5 
of that section, the combination feeding the next section. 

The ?nal section of the link has a tank at the end With 
periodic reversal of the ?oWrate or a second pipe for the 
return How of liquid nitrogen. 
When there is a plurality of interconnected links, the How 

of liquid nitrogen can be re-used for another link connected 
to the same node. This ?nal section can be eliminated if a 
plurality of links With a single pipe are adjacent or disposed 
in a loop. 
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6 
This variant avoids the duplication of cold pumps and 

expansion units needed When the How is reversed. On the 
other hand, the increase in length is less, in the order of 14.5 
times compared to the reference installation. 

FIG. 13 is a diagrammatic representation of a link With 
distributed draW-off and pressuriZation stations. 

This variant of the installation uses tWo pipes (80, 81) 
With global expansion. Each draW-off station (83) includes 
a pump for raising the pressure of the liquid nitrogen that is 
not draWn off. 
The pumps (82) can pressuriZe a plurality of consecutive 

sectors in the doWnstream part of the go pipe (80) and above 
all along the return pipe (81) carrying a reduced ?oWrate. 
The invention is described hereinabove by Way of non 

limiting example. 
The variants described are all intended to alloW maximum 

spacing of the lique?ers for maintaining the loW temperature 
of a cryolink using liquid nitrogen. 
The above variants are all based on reducing the tem 

perature of the remaining ?oW, associated With eliminating 
successive parts of the total ?oW. Ejection is effected in the 
gas phase in stations separating successive sectors of the 
same section. 

The pressuriZed liquid nitrogen is expanded to atmo 
spheric pressure using JOULE-THOMSON valves to pro 
duce a bath of liquid nitrogen at 77K in each station. A 
variant Would entail expanding the nitrogen using a turbine 
and extracting mechanical poWer. 

Installations in accordance With the invention can be 
classi?ed into tWo families. 
The ?rst family comprises installations in Which approxi 

mately 10% of the How of liquid is draWn off and expanded. 
A heat exchanger is then used to cool the ?oW that is not 
draWn off by boiling the portion of the nitrogen draWn off 
that remains in liquid form after the JOULE-THOMSON 
expansion. 
The second family comprises installations in Which all of 

the incoming How of liquid is expanded to atmospheric 
pressure, Which assures that the recompressed part feeding 
the subsequent sector(s) has the initial temperature of 77K. 
This eliminates the exchanger. On the other hand, cold 
pumps must be used to recompress the liquid nitrogen. 

The skilled person Will be able to envisage various 
variants that do not depart from the scope of the invention. 

In particular, the nitrogen can be draWn off using a pump 
or a turbo-compressor creating a pressure less than atmo 
spheric pressure and therefore a temperature less than 77K, 
Which improves the performance of the cable and/or 
increases the distance betWeen draW-off points. 
What is claimed is: 
1. Amethod of maintaining a superconducting cryolink at 

loW temperature by means of a How of liquid nitrogen 
produced by a lique?er feeding an upstream end of a link 
section, Wherein the section is fed by only a single lique?er, 
and Wherein only a portion of the nitrogen is draWn off from 
at least one intermediate point of the link section. 

2. The method of maintaining a superconducting cryolink 
at loW temperature according to claim 1, Wherein nitrogen is 
draWn off in the link section, Which includes a go pipe and 
a return pipe, by means of a plurality of draW-off stations 
Which are spaced along the link section, and each of Which 
includes a heat exchanger for cooling both the go and return 
pipes. 

3. The method of maintaining a superconducting cryolink 
at loW temperature according to claim 2, Wherein the go and 
return pipes are separated in an upstream part of the section 
and grouped together at a doWnstream end of the section. 
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4. The method of maintaining a superconducting cryolink 
at loW temperature according to claim 1, 

Wherein nitrogen is draWn off at a point upstream of the 
section, and 

Wherein a bath of liquid nitrogen is maintained around a 
heat exchange Wall surrounding the link section. 

5. The method of maintaining a superconducting cryolink 
at loW temperature according to claim 1, Wherein nitrogen is 
draWn off at a plurality of points distributed along the section 
Which comprises a single pipe through Which the liquid 
nitrogen ?oWs, and Wherein the direction of ?oW of the 
liquid nitrogen is periodically reversed. 

6. The method of maintaining a superconducting cryolink 
at loW temperature according to claim 1, Wherein the pres 
sure of the liquid nitrogen at said upstream end is substan 
tially equal to 10 bars. 

7. Equipment for transporting electric poWer via a super 
conducting cables, comprising: a pipe, surrounding the 
superconducting cable, for circulating a heat-conveying 
?uid at very loW temperature suf?cient to maintain the cable 
in a superconducting state; and 

a lique?er for feeding said pipe at an upstream end 
thereof, 

the equipment further comprising at least one draW-off 
device draWing off some of the heat-conveying ?uid, 
doWnstream of the lique?er, to cool the ?uid. 

8. The equipment for transporting electric poWer by 
means of a superconducting cable according to claim 7, the 
equipment including a plurality of draW-off devices Which 
are spaced along the pipe, and each of Which comprises a 
heat exchanger for cooling the ?uid. 
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9. The equipment for transporting electric poWer by 

means of a superconducting cable according to claim 7, 
Wherein the pipe has a draW-off ori?ce, in a doWnstream part 
thereof, ?tted With a valve controlled by means for control 
ling a level of the draWn off heat-conveying ?uid, said 
ori?ce communicating With a tubular member surrounding 
the pipe and having an ori?ce for ejecting the gaseous ?uid 
at its upstream end. 

10. The equipment for transporting electric poWer by 
means of a superconducting cable according to claim 7, 
Where the ?uid is liquid nitrogen, the equipment further 
comprising means for reversing the direction of the ?oW of 
the liquid nitrogen. 

11. A method of maintaining a superconducting cable at a 
suf?ciently loW temperature to maintain the cable in a 
superconducting state, comprising the steps of: 

placing the cable in a pipe having a length and having an 
upstream end and a doWnstream end; 

feeding, into only the upstream end of a pipe, liquid 
nitrogen from only a single supply of liquid nitrogen, 
and at said temperature suf?ciently loW to maintain the 
cable in the superconducting state; and 

at each of a plurality of points spaced along the length of 
the pipe, draWing off only a portion of the liquid 
nitrogen and eXpanding the liquid nitrogen in heat 
eXchanging relationship With the pipe to cool the liquid 
nitrogen in said pipe, in a region of said each point, to 
said suf?ciently loW temperature. 

* * * * * 


